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Mn/DOT ADA Compliance Checklist for Curb Ramps
	S.P.:______________________
	
	Construction Date: _______________


Intersection: ________________________________
Quadrant: _________________
1) Ramp’s Running Slope:  ___________   ___________   ___________   ___________ 
2) Ramps comply with Spec 2521.3:     YES     NO

3) Ramp’s Cross Slope:  ___________   ___________  
4) Gutter Flow Line Slope:  ___________   ___________
5) Landing Slopes:  ___________   ___________   ___________   ___________
6) Landing Dimensions are a minimum 4’ X 4’:     YES     NO

7) Landing(s) are located at the top of each ramp:     YES     NO

8) Truncated domes cover the entire curb opening and are properly oriented:     YES     NO
9) Gutter line and ramps are draining properly and not holding water(check after rain event):     YES     NO

10) Are there any vertical discontinuities greater than 1/4”? :     YES     NO

**11) Ramps are compliant?:     YES     NO     if no, circle one of the following reasons why, explain why the ramp didn’t meet compliance, and how the ramp has been improved from the pre-construction condition(attach pages if needed):
A)  Surrounding Geography
     B)  Limited Scope of Project
     C)  Contractor Performance
     D)  Other
Printed Name:  _________________________________________________

Signature:  _____________________________________________________

Date:  _________________________________________________________

[image: image2.jpg]'Wo

!



**For non-compliant ramps, attach a photograph of the pre-construction facility and documentation of the pre-construction grades.

