Figure 5-397.309
Riprap Slopes With Geotextile Filter (Slopes 1:2 And Flatter)

Approved, and signed, May 24, 2011. Last date revised: January 5, 2017

Revised 01-05-2017
Under GENERAL NOTES:
- Changed numbered note ② to read: “Place riprap starting from the bottom of the slope. Do not place riprap in trench until riprap has been placed on entire slope beneath the trench”.

At the “DIMENSION T” CHART:
- Added to the bottom of the chart CLASS V = 2’-6”.

At DETAIL "B" AND DETAIL “D”:
- Removed the numbered note ② and leader line from the underside of the bench.

At the THREE SECTION A-A LOCATIONS:
- Added numbered note ② at both the passage bench and trench locations.

Revised 09-11-2014
Under GENERAL NOTES:
- Changed 1st note From: Geotextile filter Type IIV per spec 2511. Geotextile filter Type IIV by the sq. yd. To: Geotextile filter Type 7 per spec 3733, by the sq. yd.
- At Layout View, Changed note From: Passage Bench To: Passage Bench, if required (refer to section A-A)

Revised 11-06-2013
Under GENERAL NOTES:
- Removed 1st and 2nd notes pertaining to the special provisions.
- Changed the 3rd note to read: “Geotextile filter type VII per spec 2511, Geotextile filter type VII by the Sq. Yd.”
- Changed the 4th note to read: “Riprap per spec 2511, random riprap class ___ by the Cu. Yd.”

Approved, and signed, May 24, 2011
NEW STANDARD