Allowable Lane Closure Report

8/29/2016 Minnesota Department of Transportation 11ws
District 6 Traffic Engineering
This report based on data collected between 7/12/2015 and 9/5/2015
Road Segment Description
TH: 1-90 Dir: WB Description: FROM TH 218 STO TH 63
True Mile: Begin  180.02 End 209.27 Lanes: 2 Signals: NO
Data Description
Site ID: Stations: VC 9010
Allowable Lane Closure
Day Average Day
Hours MON TUE WED THU FRI Weekday SAT SUN Hours
12-01 AM 43 43 1 61 44 12-01 AM
01-02 32 37 1 39 31 01-02
02-03 36 35 1 34 28 02-03
03-04 51 51 1 41 28 03-04
04-05 1 70 34 04-05
05-06 1 71 05-06
06-07 1 06-07
07-08 1 07-08
08-09 1 08-09
09-10 1 09-10
10-11 1 10-11
11-12 1 11-12
12-01 PM 1 12-01 PM
01-02 1 01-02
02-03 1 02-03
03-04 1 03-04
04-05 1 04-05
05-06 1 05-06
06-07 1 06-07
07-08 1 07-08
08-09 1 08-09
09-10 1 09-10
10-11 74 88 1 83 10-11
11-12 52 60 1 68 59 11-12
Totals: 6079 5561 5681 6170 7317 6162 5983 6601

Allowable Lane Closure

No lane closure allowed

1 lane closure allowed , late merge (zipper merge) recommended

1 lane closure allowed

2 lane closure allowed
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