Allowable Lane Closure Report

2/17/2017 Minnesota Department of Transportation 15wWB
District 6 Traffic Engineering
This report based on data collected between 7/12/2015 and 9/5/2015
Road Segment Description
TH: 1-90 Dir: WB Description: From US 61 to Wisconsin state line
True Mile: Begin 270.29 End 275.47 Lanes: 2 Signals: NO
Data Description
Site ID: I-90 EB Stations: VC 7082
Allowable Lane Closure
Day Average Day
Hours MON TUE WED THU FRI Weekday SAT SUN Hours
12-01 AM 88 1 129 109 12-01 AM
01-02 70 1 97 70 01-02
02-03 60 1 62 50 02-03
03-04 57 1 54 45 03-04
04-05 82 1 66 44 04-05
05-06 1 112 53 05-06
06-07 1 187 06-07
07-08 1 316 07-08
08-09 1 534 08-09
09-10 1 680 09-10
10-11 1 10-11
11-12 1 747 11-12
12-01 PM 1 735 12-01 PM
01-02 1 735 01-02
02-03 1 705 02-03
03-04 707 03-04
04-05 626 04-05
05-06 705 681 482 05-06
06-07 536 ypr 528 447 701 06-07
07-08 460 580 438 368 551 07-08
08-09 399 462 355 335 403 08-09
09-10 295 365 268 282 297 09-10
10-11 198 248 194 202 184 10-11
11-12 147 184 141 174 133 11-12
Totals: 9712 8875 9062 9827 11643 9824 9562 10545

Allowable Lane Closure

No lane closure allowed

1 lane closure allowed , late merge (zipper merge) recommended

1 lane closure allowed

2 lane closure allowed
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