Allowable Lane Closure Report
7/7/2016 Minnesota Department of Transportation 31sB
District 6 Traffic Engineering

This report based on data collected between 7/12/2015 and 9/5/2015

Road Segment Description
TH: MN 63 Dir: SB Description: FROM 1-90 TO 48TH ST

True Mile: Begin  30.79 End 35.73 Lanes: 2 Signals: NO

Data Description
Site ID: Stations: WTX 3790

Allowable Lane Closure

Day Average Day
Hours MON TUE WED THU FRI Weekday SAT SUN Hours
12-01 AM 99 1 142 141 12-01 AM
01-02 70 1 99 73 01-02
02-03 52 1 55 51 02-03
03-04 46 1 43 42 03-04
04-05 1 61 34 04-05
05-06 1 91 53 05-06
06-07 1 85 06-07
07-08 1 07-08
08-09 1 08-09
09-10 1 09-10
10-11 1 10-11
11-12 1 11-12
12-01 PM 1 12-01 PM
01-02 01-02
02-03 02-03
03-04 03-04

04-05 1492 1480 04-05
05-06 1458 1457 1472 1452 0 05-06

06-07 700 699 06-07
07-08 591 614 634 680 723 648 597 606 07-08
08-09 537 536 607 596 597 574 517 454 08-09
09-10 447 469 516 509 550 498 434 339 09-10
10-11 253 262 277 318 370 296 302 231 10-11
11-12 176 188 185 200 250 200 196 129 11-12

Totals: 12669 12721 13071 13567 14203 13246 10717 9604
Allowable Lane Closure

No lane closure allowed
1 lane closure allowed , late merge (zipper merge) recommended
1 lane closure allowed

2 lane closure allowed
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