2/17/2017

Allowable Lane Closure Report
Minnesota Department of Transportation

District 6 Traffic Engineering

This report based on data collected between 7/12/2015 and 9/5/2015

Road Segment Description

TH: usS 61 Dir: SB Description: From 1-90 to TH 43
True Mile: Begin 8.78 End  25.57 Lanes: Signals: NO
Data Description
Site ID: Stations: VC 7082
Allowable Lane Closure
Day Average Day
Hours MON TUE WED THU FRI Weekday SAT SUN Hours
12-01 AM 26 1 31 20 12-01 AM
01-02 26 1 21 21 01-02
02-03 33 1 pA] 14 02-03
03-04 71 1 34 ) 03-04
04-05 1 58 32 04-05
05-06 1 62 05-06
06-07 1 90 06-07
07-08 1 07-08
08-09 1 08-09
09-10 1 09-10
10-11 1 10-11
11-12 1 11-12
12-01 PM 1 12-01 PM
01-02 1 01-02
02-03 1 02-03
03-04 1 03-04
04-05 1 04-05
05-06 1 05-06
06-07 1 06-07
07-08 1 07-08
08-09 1 08-09
09-10 73 84 1 88 09-10
10-11 54 55 1 57 63 10-11
11-12 36 38 1 34 37 11-12
Totals: 4423 4287 4439 4633 5242 4605 4284 5067

Allowable Lane Closure

No lane closure allowed
1 lane closure allowed , late merge (zipper merge) recommended
1 lane closure allowed

2 lane closure allowed
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