Allowable Lane Closure Report
7/6/2016 Minnesota Department of Transportation

District 6 Traffic Engineering

This report based on data collected between 7/12/2015 and 9/5/2015

Road Segment Description
TH: 135 Dir: SB Description: FROM 46TH ST (Clinton Falls) TO TH 60

True Mile: Begin  45.54 End 56.92 Lanes: 2 Signals: NO

Data Description
Site ID: Stations: ATR 208

Allowable Lane Closure

Day Average Day
Hours MON TUE WED THU FRI Weekday SAT SUN Hours
12-01 AM 132 150 197 210 12-01 AM
01-02 95 110 130 119 01-02
02-03 76 91 102 67 02-03
03-04 97 114 95 67 03-04
04-05 211 147 76 04-05
05-06 460 283 05-06
06-07 745 384 06-07
07-08 608 07-08
08-09 08-09
09-10 09-10
10-11 10-11
11-12 11-12
12-01 PM 12-01 PM
01-02 01-02
02-03 02-03
03-04 03-04
04-05 04-05
05-06 05-06
06-07 06-07
07-08 629 623 665 726 669 07-08
08-09 518 510 541 597 710 575 603 676 08-09
09-10 416 417 445 469 549 459 538 450 09-10
10-11 302 335 362 350 433 356 417 314 10-11
11-12 206 223 234 232 294 237 297 191 11-12

Totals: 16891 15626 16035 17071 19774 17079 16683 18070

Allowable Lane Closure

No lane closure allowed
1 lane closure allowed , late merge (zipper merge) recommended
1 lane closure allowed

2 lane closure allowed
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