
 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 140 TH 1 over MUD RIVER (DAM)

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2A

County 04 - BELTRAMI

City

Township T-151 R-33

Desc. Loc. 0.5 MI E OF REDBY

Sect., Twp., Range 20 - 151N - 33W

Latitude

Longitude

47d 52m 52.17s

94d 54m 15.43s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1922

1939

Temp

Skew

Plan Avail.

10R

DISTRICT

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 1

Roadway Function MAINLINE

Control Section (TH Only) 0404

Ref. Point (TH Only) 123+00.822

Date Opened to Traffic 01-01-1939

Detour Length 65 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

2,350  (2004)

HCADT 47

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

F.O.

56.1

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

STEEL BM SPAN

Appr. Span Type

Appr. Span Detail

Last Inspection Date 06-09-2009

Inspection Frequency 12

Inspector Name

Culvert Type

Barrel Length

Number of Spans

MAIN: 1        APPR: 0        TOTAL: 1

Main Span Length

Structure Length

16.0 ft

18.0 ft

Deck Width 30.8 ft

Deck Material C-I-P CONCRETE

Wear Surf Type MONOLITHIC CONC

Wear Surf Install Year

Wear Course/Fill Depth

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R

554 sq ft

484 sq ft

0.8 ft 0.8 ft

0.83 ft 0.83 ft

35 35 Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

5

6

5

5

N

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

5

3

N

8

4

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

0-SUBSTANDARD

1-MEETS STANDARDS

1-MEETS STANDARDS

1-MEETS STANDARDS

+  R D W Y  D I M E N S I O N S  +

27.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

28.0 ft

Median Width

27.0 ft

MNTH 1

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: 1          B:  1          C:  1

CONC - SPRD SOIL

N/A

+  P A I N T  +

Pct. Unsound1976

461 sf

LEAD

ALKYD IRON OXIDE

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

208 sq ft

NO PRMT REQD

L-STBL;LOW RISK

1988

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

HS20

HS  31.0

HS  21.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

Y    60 mo   07/2008

02-01-1984

Structure A-OPEN

On - Off System NO 



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 369 TH 1 over CO DITCH # 44

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2B

County 57 - PENNINGTON

City

Township CLOVER LEAF

Desc. Loc. 11.0 MI E OF N JCT TH 32

Sect., Twp., Range 32 - 154N - 41W

Latitude

Longitude

48d 07m 15.25s

95d 57m 33.29s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1938

1978

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 1

Roadway Function MAINLINE

Control Section (TH Only) 5702

Ref. Point (TH Only) 056+00.362

Date Opened to Traffic 01-01-1978

Detour Length 0 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

1,100  (2004)

HCADT 165

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

97.3

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 12-31-2008

Inspection Frequency 24

Inspector Name

Culvert Type W106

Barrel Length 87 ft

Number of Spans

MAIN: 1        APPR: 0        TOTAL: 1

Main Span Length

Structure Length

10.0 ft

11.3 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 1.83 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

7

6

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

6

N

N

7

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

N-NOT REQUIRED

0-SUBSTANDARD

+  R D W Y  D I M E N S I O N S  +

46.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

47.0 ft

Median Width

MNTH 1

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

N/A

N/A

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

60 sq ft

NO PRMT REQD

NOT APPL

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

UNKN

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1938

Structure A-OPEN

On - Off System NO 



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 424 TH 1 over STREAM

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2A

County 04 - BELTRAMI

City

Township T-151 R-33

Desc. Loc. 4.4 MI E OF REDBY

Sect., Twp., Range 26 - 151N - 33W

Latitude

Longitude

47d 51m 54.96s

94d 50m 00.50s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1951

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 1

Roadway Function MAINLINE

Control Section (TH Only) 0404

Ref. Point (TH Only) 127+00.513

Date Opened to Traffic 01-01-1951

Detour Length 6 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

410  (2004)

HCADT 21

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

93.7

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

STEEL PIPE ARCH

Appr. Span Type

Appr. Span Detail

Last Inspection Date 12-12-2008

Inspection Frequency 24

Inspector Name

Culvert Type 15'10"X9'10"

Barrel Length 74 ft

Number of Spans

MAIN: 1        APPR: 0        TOTAL: 1

Main Span Length

Structure Length

15.8 ft

15.8 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 4.55 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

NOT REQUIRED

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

5

6

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

6

N

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

28.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

28.0 ft

Median Width

MNTH 1

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

N/A

N/A

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

122 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

UNKN

HS  22.0

HS  16.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1951

Structure A-OPEN

On - Off System NO 



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 1057 TH 92 over SILVER CREEK

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2A

County 15 - CLEARWATER

City

Township PINE LAKE

Desc. Loc. 2.0 MI E OF GONVICK

Sect., Twp., Range 13 - 149N - 38W

Latitude

Longitude

47d 43m 05.87s

95d 28m 18.95s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1930

1960

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 92

Roadway Function MAINLINE

Control Section (TH Only) 1507

Ref. Point (TH Only) 041+00.774

Date Opened to Traffic 01-01-1960

Detour Length 9 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

1,450  (2004)

HCADT 174

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

95.3

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 05-27-2009

Inspection Frequency 24

Inspector Name

Culvert Type W108D

Barrel Length 87 ft

Number of Spans

MAIN: 2        APPR: 0        TOTAL: 2

Main Span Length

Structure Length

10.0 ft

22.5 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 12.50 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

6

6

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

6

N

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

0-SUBSTANDARD

+  R D W Y  D I M E N S I O N S  +

34.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

34.0 ft

Median Width

MNTH 92

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

N/A

N/A

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

160 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

UNKN

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1930

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 1208 US 75 over STREAM

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2B

County 35 - KITTSON

City

Township HAMPDEN

Desc. Loc. 3.0 MI N OF HALLOCK

Sect., Twp., Range 35 - 162N - 49W

Latitude

Longitude

48d 48m 46.96s

96d 58m 11.89s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1924

1979

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

US 75

Roadway Function MAINLINE

Control Section (TH Only) 3509

Ref. Point (TH Only) 394+00.632

Date Opened to Traffic 07-01-1979

Detour Length 18 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

780  (2004)

HCADT 94

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

96.2

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 10-02-2007

Inspection Frequency 24

Inspector Name

Culvert Type W108D

Barrel Length 84 ft

Number of Spans

MAIN: 2        APPR: 0        TOTAL: 2

Main Span Length

Structure Length

10.0 ft

22.5 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 4.50 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

7

7

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

N

N

7

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

44.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

44.0 ft

Appr. Surface Width

Roadway Width

44.0 ft

Median Width

USTH 75

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

N/A

N/A

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

160 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 15

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1924

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 1707 US 75 over STREAM

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2B

County 35 - KITTSON

City

Township HAMPDEN

Desc. Loc. 5.0 MI N OF HALLOCK

Sect., Twp., Range 22 - 162N - 49W

Latitude

Longitude

48d 50m 08.56s

96d 59m 31.79s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1924

1979

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

US 75

Roadway Function MAINLINE

Control Section (TH Only) 3509

Ref. Point (TH Only) 396+00.506

Date Opened to Traffic 07-01-1979

Detour Length 18 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

780  (2004)

HCADT 94

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

95.2

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 01-06-2009

Inspection Frequency 24

Inspector Name

Culvert Type W75D

Barrel Length 84 ft

Number of Spans

MAIN: 2        APPR: 0        TOTAL: 2

Main Span Length

Structure Length

7.0 ft

16.0 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 4.40 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

4

7

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

N

N

5

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

44.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

44.0 ft

Median Width

USTH 75

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

N/A

N/A

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

42 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

UNKN

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1924

Structure A-OPEN

On - Off System NO 



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 1727 US 75 over SALT COULEE

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2B

County 35 - KITTSON

City

Township ST VINCENT

Desc. Loc. 0.5 MI N OF HUMBOLDT

Sect., Twp., Range 23 - 163N - 50W

Latitude

Longitude

48d 55m 39.79s

97d 06m 15.53s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1924

1979

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

US 75

Roadway Function MAINLINE

Control Section (TH Only) 3509

Ref. Point (TH Only) 404+00.645

Date Opened to Traffic 07-01-1979

Detour Length 0 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

650  (2004)

HCADT 78

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

97.3

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 01-06-2009

Inspection Frequency 24

Inspector Name

Culvert Type W104

Barrel Length 84 ft

Number of Spans

MAIN: 1        APPR: 0        TOTAL: 1

Main Span Length

Structure Length

10.0 ft

11.3 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 1.60 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

6

6

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

6

N

N

7

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

44.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

44.0 ft

Median Width

USTH 75

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

N/A

N/A

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

40 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

UNKN

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1924

Structure A-OPEN

On - Off System NO 



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 2068 TH 200 over MARSH RIVER

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2B

County 54 - NORMAN

City

Township HEGNE

Desc. Loc. 2.1 MI W OF ADA

Sect., Twp., Range 13 - 144N - 47W

Latitude

Longitude

47d 17m 46.38s

96d 33m 55.24s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1914

1990

Temp

Skew

Plan Avail. CENTRAL

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 200

Roadway Function MAINLINE

Control Section (TH Only) 5407

Ref. Point (TH Only) 016+00.468

Date Opened to Traffic 09-01-1990

Detour Length 0 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

920  (2004)

HCADT 166

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

97.3

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 04-30-2009

Inspection Frequency 24

Inspector Name

Culvert Type W108 PCST EX

Barrel Length 91 ft

Number of Spans

MAIN: 1        APPR: 0        TOTAL: 1

Main Span Length

Structure Length

10.0 ft

12.0 ft

Deck Width

Deck Material N/A

Wear Surf Type MONOLITHIC CONC

Wear Surf Install Year

Wear Course/Fill Depth 5.48 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

NOT REQUIRED

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

8

6

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

6

N

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

42.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

42.0 ft

Median Width

MNTH 200

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

N/A

N/A

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

80 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

HS20

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1914

Structure A-OPEN

On - Off System NO 



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 2238 US 75 over STREAM

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2B

County 45 - MARSHALL

City

Township WARRENTON

Desc. Loc. 2.8 MI N OF WARREN

Sect., Twp., Range 23 - 155N - 48W

Latitude

Longitude

48d 14m 14.30s

96d 47m 17.16s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1932

Temp

Skew

Plan Avail.

45L

NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

US 75

Roadway Function MAINLINE

Control Section (TH Only) 4507

Ref. Point (TH Only) 353+00.380

Date Opened to Traffic 09-01-1932

Detour Length 10 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

1,200  (2004)

HCADT 156

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

97.4

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 10-04-2007

Inspection Frequency 24

Inspector Name

Culvert Type W106D

Barrel Length 75 ft

Number of Spans

MAIN: 2        APPR: 0        TOTAL: 2

Main Span Length

Structure Length

14.1 ft

31.1 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 3.42 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

8

6

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

6

N

N

7

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

1-MEETS STANDARDS

1-MEETS STANDARDS

1-MEETS STANDARDS

+  R D W Y  D I M E N S I O N S  +

36.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

38.0 ft

Appr. Surface Width

Roadway Width

36.0 ft

Median Width

USTH 75

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

N/A

N/A

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

120 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 15

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1932

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 2675 US 75 over STREAM

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2B

County 35 - KITTSON

City

Township ST VINCENT

Desc. Loc. 1.2 MI N OF JCT TH 171

Sect., Twp., Range 36 - 164N - 51W

Latitude

Longitude

48d 59m 11.68s

97d 12m 13.76s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1937

1979

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

US 75

Roadway Function MAINLINE

Control Section (TH Only) 3509

Ref. Point (TH Only) 411+00.165

Date Opened to Traffic 07-01-1979

Detour Length 9 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

160  (2004)

HCADT 21

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

97.2

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 10-02-2007

Inspection Frequency 24

Inspector Name

Culvert Type W126D

Barrel Length 84 ft

Number of Spans

MAIN: 2        APPR: 0        TOTAL: 2

Main Span Length

Structure Length

12.0 ft

27.0 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 2.90 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

7

7

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

N

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

44.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

44.0 ft

Appr. Surface Width

Roadway Width

44.0 ft

Median Width

USTH 75

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

N/A

N/A

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

144 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 15

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1937

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 3337 US 75 over STREAM

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2B

County 45 - MARSHALL

City

Township MIDDLE RIVER

Desc. Loc. 1.1 MI S OF ARGYLE

Sect., Twp., Range 22 - 156N - 48W

Latitude

Longitude

48d 19m 08.10s

96d 48m 47.59s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1932

1991

Temp

Skew

Plan Avail. CENTRAL

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

US 75

Roadway Function MAINLINE

Control Section (TH Only) 4507

Ref. Point (TH Only) 359+00.127

Date Opened to Traffic 10-01-1991

Detour Length 11 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

1,200  (2004)

HCADT 156

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

96.3

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 10-04-2007

Inspection Frequency 24

Inspector Name

Culvert Type W106T W/PCST

Barrel Length 85 ft

Number of Spans

MAIN: 3        APPR: 0        TOTAL: 3

Main Span Length

Structure Length

10.0 ft

33.0 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 2.84 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

NOT REQUIRED

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

8

7

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

N

N

7

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

36.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

38.0 ft

Appr. Surface Width

Roadway Width

36.0 ft

Median Width

USTH 75

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

N/A

N/A

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

165 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 15

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1932

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 3537 TH 11 over BOSTICK CREEK

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2A

County 39 - LAKE OF THE WOODS

City

Township T-161 R-33

Desc. Loc. 1.4 MI E OF WILLIAMS

Sect., Twp., Range 16 - 161N - 33W

Latitude

Longitude

48d 45m 28.04s

94d 54m 47.15s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1931

1989

Temp

Skew

Plan Avail.

30L

CENTRAL

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 11

Roadway Function MAINLINE

Control Section (TH Only) 3901

Ref. Point (TH Only) 114+00.155

Date Opened to Traffic 08-01-1989

Detour Length 26 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

1,650  (2004)

HCADT 215

Functional Class. RUR/PR ART OTH

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

94.0

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 06-10-2009

Inspection Frequency 24

Inspector Name

Culvert Type W108 W/PCST

Barrel Length 100 ft

Number of Spans

MAIN: 1        APPR: 0        TOTAL: 1

Main Span Length

Structure Length

11.0 ft

13.0 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 3.37 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

6

7

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

N

N

7

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

43.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

38.0 ft

Median Width

MNTH 11

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

N/A

N/A

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

80 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

UNKN

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1931

Structure A-OPEN

On - Off System NO 



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 3758 TH 6 over STREAM

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2A

County 31 - ITASCA

City

Township DEER RIVER

Desc. Loc. 4.5 MI N OF DEER RIVER

Sect., Twp., Range 12 - 145N - 25W

Latitude

Longitude

47d 23m 39.38s

93d 47m 42.56s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1922

1939

Temp

Skew

Plan Avail. CENTRAL

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 6

Roadway Function MAINLINE

Control Section (TH Only) 3107

Ref. Point (TH Only) 093+00.131

Date Opened to Traffic 01-01-1939

Detour Length 47 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

1,900  (2004)

HCADT 304

Functional Class. RUR/MAJOR COLL

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

87.4

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC SLAB SPAN

Appr. Span Type

Appr. Span Detail

Last Inspection Date 06-08-2009

Inspection Frequency 24

Inspector Name

Culvert Type

Barrel Length

Number of Spans

MAIN: 1        APPR: 0        TOTAL: 1

Main Span Length

Structure Length

15.8 ft

18.8 ft

Deck Width 36.0 ft

Deck Material C-I-P CONCRETE

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 1.35 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R

677 sq ft

635 sq ft

02 02 Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

6

6

6

6

N

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

6

6

N

6

5

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

0-SUBSTANDARD

0-SUBSTANDARD

1-MEETS STANDARDS

1-MEETS STANDARDS

+  R D W Y  D I M E N S I O N S  +

34.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

36.0 ft

Median Width

34.0 ft

MNTH 6

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: 1          B:  1          C:  1

CONC - UNKN

N/A

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

136 sq ft

NO PRMT REQD

L-STBL;LOW RISK

1998

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

HS20

HS  29.0

HS  17.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

03-01-1988

Structure A-OPEN

On - Off System NO 



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 3932 US 2 over GENTILLY RIVER

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2B

County 60 - POLK

City

Township KERTSONVILLE

Desc. Loc. 11.0 MI E OF CROOKSTON

Sect., Twp., Range 03 - 149N - 45W

Latitude

Longitude

47d 45m 38.50s

96d 24m 17.37s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1930

1976

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

US 2

Roadway Function MAINLINE

Control Section (TH Only) 6003

Ref. Point (TH Only) 036+00.515

Date Opened to Traffic 08-01-1977

Detour Length 1 mi.

Lanes 4 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

3,600  (2004)

HCADT 468

Functional Class. RUR/PR ART OTH

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

70.9

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 04-23-2009

Inspection Frequency 24

Inspector Name

Culvert Type C106D

Barrel Length 173 ft

Number of Spans

MAIN: 2        APPR: 0        TOTAL: 2

Main Span Length

Structure Length

10.0 ft

22.5 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 6.85 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

6

5

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

5

N

N

7

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

37.0 ft 37.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

37.0 ft

Appr. Surface Width

Roadway Width

128.0 ft

Median Width 54.0 ft

USTH 2

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

N/A

N/A

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

120 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 15

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1930

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 3958 US 75 over STREAM

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2B

County 60 - POLK

City

Township ANGUS

Desc. Loc. 2.6 MI S OF ANGUS

Sect., Twp., Range 27 - 153N - 47W

Latitude

Longitude

48d 02m 46.13s

96d 40m 56.43s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1926

1951

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

US 75

Roadway Function MAINLINE

Control Section (TH Only) 6011

Ref. Point (TH Only) 339+00.101

Date Opened to Traffic 01-01-1951

Detour Length 0 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

610  (2004)

HCADT 122

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

97.3

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 09-25-2007

Inspection Frequency 24

Inspector Name

Culvert Type W104

Barrel Length 55 ft

Number of Spans

MAIN: 1        APPR: 0        TOTAL: 1

Main Span Length

Structure Length

10.0 ft

11.3 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 4.47 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

8

6

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

6

N

N

7

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

36.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

36.0 ft

Median Width

USTH 75

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

N/A

N/A

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

40 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

UNKN

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1926

Structure A-OPEN

On - Off System NO 



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 3959 US 75 over STREAM

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2B

County 60 - POLK

City

Township ANGUS

Desc. Loc. 0.6 MI S OF ANGUS

Sect., Twp., Range 16 - 153N - 47W

Latitude

Longitude

48d 04m 19.32s

96d 41m 52.48s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1926

1951

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

US 75

Roadway Function MAINLINE

Control Section (TH Only) 6011

Ref. Point (TH Only) 341+00.020

Date Opened to Traffic 01-01-1951

Detour Length 0 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

610  (2004)

HCADT 122

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

97.3

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 09-25-2007

Inspection Frequency 24

Inspector Name

Culvert Type W104

Barrel Length 51 ft

Number of Spans

MAIN: 1        APPR: 0        TOTAL: 1

Main Span Length

Structure Length

10.0 ft

11.3 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 3.87 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

6

7

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

N

N

7

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

36.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

36.0 ft

Median Width

USTH 75

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

N/A

N/A

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

40 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

UNKN

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1926

Structure A-OPEN

On - Off System NO 



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 4102 US 75 over STREAM

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2B

County 35 - KITTSON

City

Township DAVIS

Desc. Loc. 1.0 MI N OF DONALDSON

Sect., Twp., Range 18 - 159N - 48W

Latitude

Longitude

48d 35m 17.72s

96d 53m 59.24s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1925

1949

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

US 75

Roadway Function MAINLINE

Control Section (TH Only) 3508

Ref. Point (TH Only) 378+00.327

Date Opened to Traffic 01-01-1949

Detour Length 24 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

690  (2004)

HCADT 117

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

95.0

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 10-02-2007

Inspection Frequency 24

Inspector Name

Culvert Type W96D

Barrel Length 47 ft

Number of Spans

MAIN: 2        APPR: 0        TOTAL: 2

Main Span Length

Structure Length

9.0 ft

20.5 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 2.25 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

8

7

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

N

N

5

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

40.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

40.0 ft

Appr. Surface Width

Roadway Width

40.0 ft

Median Width

USTH 75

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

N/A

N/A

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

90 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

UNKN

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1925

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 4103 US 75 over DITCH

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2B

County 35 - KITTSON

City

Township DAVIS

Desc. Loc. 2.0 MI N OF DONALDSON

Sect., Twp., Range 18 - 159N - 48W

Latitude

Longitude

48d 35m 58.48s

96d 54m 06.97s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1925

1949

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

US 75

Roadway Function MAINLINE

Control Section (TH Only) 3508

Ref. Point (TH Only) 379+00.289

Date Opened to Traffic 01-01-1949

Detour Length 24 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

690  (2004)

HCADT 117

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

94.0

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 01-21-2009

Inspection Frequency 24

Inspector Name

Culvert Type W77D

Barrel Length 75 ft

Number of Spans

MAIN: 2        APPR: 0        TOTAL: 2

Main Span Length

Structure Length

7.0 ft

16.5 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 2.85 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

6

7

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

N

N

4

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

40.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

40.0 ft

Median Width

USTH 75

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

N/A

N/A

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

50 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

UNKN

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1925

Structure A-OPEN

On - Off System NO 



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 4104 US 75 over CO DITCH # 27

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2B

County 35 - KITTSON

City KENNEDY

Township

Desc. Loc. 7.2 MI N OF CO LINE

Sect., Twp., Range 30 - 160N - 48W

Latitude

Longitude

48d 38m 49.22s

96d 54m 37.44s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1923

1949

Temp

Skew

Plan Avail. DISTRICT

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

US 75

Roadway Function MAINLINE

Control Section (TH Only) 3508

Ref. Point (TH Only) 382+00.431

Date Opened to Traffic 01-01-1949

Detour Length 19 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

790  (2004)

HCADT 126

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

68.3

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC SLAB SPAN

Appr. Span Type

Appr. Span Detail

Last Inspection Date 09-06-2007

Inspection Frequency 24

Inspector Name

Culvert Type

Barrel Length

Number of Spans

MAIN: 2        APPR: 0        TOTAL: 2

Main Span Length

Structure Length

20.0 ft

44.1 ft

Deck Width 34.9 ft

Deck Material C-I-P CONCRETE

Wear Surf Type MONOLITHIC CONC

Wear Surf Install Year 1987

Wear Course/Fill Depth 0.17 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R

1,539 sq ft

1,313 sq ft

1.5 ft 1.5 ft

0.83 ft 0.83 ft

31 31 Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

7

5

6

7

N

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

5

6

N

4

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

0-SUBSTANDARD

0-SUBSTANDARD

1-MEETS STANDARDS

1-MEETS STANDARDS

+  R D W Y  D I M E N S I O N S  +

29.8 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

29.8 ft

Appr. Surface Width

Roadway Width

40.0 ft

Median Width

29.8 ft

USTH 75

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: 1          B:  3          C:  3

CONC - FTG PILE

CONC - FTG PILE

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

400 sq ft

NO PRMT REQD

O-STBL;ACT REQD

1997

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 10

HS  26.0

HS  15.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

12-01-1992

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 4105 US 75 over DITCH

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2B

County 35 - KITTSON

City

Township TEGNER

Desc. Loc. 4.5 MI N OF KENNEDY

Sect., Twp., Range 06 - 160N - 48W

Latitude

Longitude

48d 42m 23.17s

96d 54m 39.14s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1925

1981

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

US 75

Roadway Function MAINLINE

Control Section (TH Only) 3508

Ref. Point (TH Only) 386+00.614

Date Opened to Traffic 07-01-1981

Detour Length 19 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

790  (2004)

HCADT 126

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

96.1

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 10-02-2007

Inspection Frequency 24

Inspector Name

Culvert Type W96D

Barrel Length 84 ft

Number of Spans

MAIN: 2        APPR: 0        TOTAL: 2

Main Span Length

Structure Length

9.0 ft

20.5 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 1.05 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

5

7

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

N

N

7

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

40.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

42.0 ft

Appr. Surface Width

Roadway Width

40.0 ft

Median Width

USTH 75

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

N/A

N/A

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

15.2 sq mi

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

108 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

UNKN

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1925

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 4463 US 75 over STREAM

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2B

County 60 - POLK

City

Township BRISLET

Desc. Loc. 4.2 MI NW OF ANGUS

Sect., Twp., Range 19 - 154N - 47W

Latitude

Longitude

48d 08m 33.37s

96d 44m 23.26s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1926

1951

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

US 75

Roadway Function MAINLINE

Control Section (TH Only) 6011

Ref. Point (TH Only) 346+00.244

Date Opened to Traffic 01-01-1951

Detour Length 0 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

610  (2004)

HCADT 122

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

97.3

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 09-25-2007

Inspection Frequency 24

Inspector Name

Culvert Type W86D

Barrel Length 45 ft

Number of Spans

MAIN: 2        APPR: 0        TOTAL: 2

Main Span Length

Structure Length

8.0 ft

18.0 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 3.17 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

6

7

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

N

N

7

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

36.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

36.0 ft

Median Width

USTH 75

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

N/A

N/A

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

88 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

UNKN

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1926

Structure A-OPEN

On - Off System NO 



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 4561 TH 1 over DITCH

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2A

County 04 - BELTRAMI

City

Township T-154 R-38

Desc. Loc. 10.9 MI W OF N JCT TH 89

Sect., Twp., Range 36 - 154N - 38W

Latitude

Longitude

48d 07m 19.46s

95d 28m 57.07s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1926

1935

Temp

Skew

Plan Avail. DISTRICT

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 1

Roadway Function MAINLINE

Control Section (TH Only) 0401

Ref. Point (TH Only) 078+00.394

Date Opened to Traffic 01-01-1935

Detour Length 33 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

55  (2004)

HCADT 10

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

S.D.

54.4

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

STEEL BM SPAN

Appr. Span Type

Appr. Span Detail

Last Inspection Date 05-27-2009

Inspection Frequency 12

Inspector Name

Culvert Type

Barrel Length

Number of Spans

MAIN: 1        APPR: 0        TOTAL: 1

Main Span Length

Structure Length

22.0 ft

24.7 ft

Deck Width 28.0 ft

Deck Material TIMBER

Wear Surf Type BITUMINOUS

Wear Surf Install Year 1988

Wear Course/Fill Depth 0.40 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R

692 sq ft

657 sq ft

0.3 ft 0.3 ft

0.58 ft 0.58 ft

37 37 Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

VEHICLE & SEMI

ONLY 1 TRUCK

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

5

4

4

6

N

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

4

6

N

7

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

0-SUBSTANDARD

1-MEETS STANDARDS

1-MEETS STANDARDS

1-MEETS STANDARDS

+  R D W Y  D I M E N S I O N S  +

26.5 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

32.0 ft

Median Width

26.5 ft

MNTH 1

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: X          B:  X          C:  X

TIMBER - PILE BENT

N/A

+  P A I N T  +

Pct. Unsound1974

500 sf

LEAD

ALKYD IRON OXIDE

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

125 sq ft

NO PRMT REQD

I-LOW RISK

1995

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 15

HS  19.0

HS  13.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

VEH:  28  SEMI:  40  DBL:  40

07-01-1994

Structure R-POSTED - OTHER CAP

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 4577 US 71 over KABEKONA RIVER

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2A

County 29 - HUBBARD

City

Township GUTHRIE

Desc. Loc. 0.3 MI N OF E JCT TH200

Sect., Twp., Range 33 - 144N - 33W

Latitude

Longitude

47d 14m 27.47s

94d 52m 36.23s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1927

1961

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

US 71

Roadway Function MAINLINE

Control Section (TH Only) 2907

Ref. Point (TH Only) 294+00.687

Date Opened to Traffic 01-01-1961

Detour Length 43 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

4,850  (2004)

HCADT 534

Functional Class. RUR/PR ART OTH

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

82.1

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 06-02-2009

Inspection Frequency 24

Inspector Name

Culvert Type W108D

Barrel Length 70 ft

Number of Spans

MAIN: 2        APPR: 0        TOTAL: 2

Main Span Length

Structure Length

10.0 ft

22.5 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 6.00 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

6

7

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

N

N

7

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

40.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

40.0 ft

Appr. Surface Width

Roadway Width

40.0 ft

Median Width

USTH 71

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

N/A

N/A

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

100 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 15

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1927

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 4700 US 2B (BUSINESS) over RED RIVER

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2B

County 60 - POLK

City EAST GRAND FORKS

Township

Desc. Loc. AT N DAKOTA STATE LINE

Sect., Twp., Range 02 - 151N - 50W

Latitude

Longitude

47d 55m 37.14s

97d 01m 42.17s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1929

1986

Temp

Skew

Plan Avail. CENTRAL

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

US 2B

Roadway Function MAINLINE

Control Section (TH Only) 6015

Ref. Point (TH Only) 000+00.010

Date Opened to Traffic 08-01-1986

Detour Length 4 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

12,700  (2004)

HCADT 1,016

Functional Class. URB/OTH PR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

50.6

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HWY;PED

STREAM

Main Span Type

Main Span Detail

STEEL HIGH TRUSS

PARKER

Appr. Span Type

Appr. Span Detail

STEEL BM SPAN

Last Inspection Date 05-18-2008

Inspection Frequency 12

Inspector Name

Culvert Type

Barrel Length

Number of Spans

MAIN: 2        APPR: 2        TOTAL: 4

Main Span Length

Structure Length

279.0 ft

602.6 ft

Deck Width 41.3 ft

Deck Material C-I-P CONCRETE

Wear Surf Type MONOLITHIC CONC

Wear Surf Install Year

Wear Course/Fill Depth

Deck Membrane NONE

Deck Rebars EPOXY COATED REBAR

Deck Rebars Install Year 1986

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R

24,887 sq ft

24,100 sq ft

10.0 ft 10.0 ft

0.92 ft 0.92 ft

40 40 Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

NOT REQUIRED

ROADWAY RESTRICTION

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

6

5

6

7

N

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

4

5

N

3

6

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

0-SUBSTANDARD

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

40.0 ft

Max. Vert. Clear.

Horizontal Clear.

16.7 ft

16.7 ft

Lateral Clr. - Lt/Rt

40.0 ft

Appr. Surface Width

Roadway Width

50.0 ft

Median Width

40.0 ft

USTH 2B

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

RIVETED

A: 1          B:  1          C:  1

CONC - FTG PILE

CONC - FTG PILE

+  P A I N T  +

Pct. Unsound1981 20 %

112,720 sf

LEAD

PHENOLIC RESIN ALUM.

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

20000 sq ft

NO PRMT REQD

L-STBL;LOW RISK

1997

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 15

HS  23.2

HS  12.4

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

Y    24 mo   07/2008

Y    60 mo   05/2008

07-22-2008

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 4725 TH 102 over STREAM

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2B

County 60 - POLK

City

Township FAIRFAX

Desc. Loc. 0.2 MI SE OF HAROLD

Sect., Twp., Range 25 - 149N - 46W

Latitude

Longitude

47d 41m 58.13s

96d 29m 34.52s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1928

1990

Temp

Skew

Plan Avail. CENTRAL

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 102

Roadway Function MAINLINE

Control Section (TH Only) 6014

Ref. Point (TH Only) 014+00.794

Date Opened to Traffic 10-01-1990

Detour Length 0 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

1,050  (2004)

HCADT 147

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

97.3

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 09-21-2007

Inspection Frequency 24

Inspector Name

Culvert Type W104 W\PCST

Barrel Length 90 ft

Number of Spans

MAIN: 1        APPR: 0        TOTAL: 1

Main Span Length

Structure Length

10.0 ft

11.5 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 3.18 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

6

7

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

N

N

7

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

36.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

36.0 ft

Median Width

MNTH 102

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

N/A

N/A

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

40 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

HS20

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1928

Structure A-OPEN

On - Off System NO 



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 4776 TH 102 over CO DITCH # 15

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2B

County 60 - POLK

City

Township FAIRFAX

Desc. Loc. 0.2 MI NW OF HAROLD

Sect., Twp., Range 24 - 149N - 46W

Latitude

Longitude

47d 42m 13.88s

96d 30m 00.48s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1928

1990

Temp

Skew

Plan Avail. CENTRAL

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 102

Roadway Function MAINLINE

Control Section (TH Only) 6014

Ref. Point (TH Only) 015+00.097

Date Opened to Traffic 10-01-1990

Detour Length 0 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

1,300  (2004)

HCADT 169

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

97.3

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 09-21-2007

Inspection Frequency 24

Inspector Name

Culvert Type W104 W\PCST

Barrel Length 84 ft

Number of Spans

MAIN: 1        APPR: 0        TOTAL: 1

Main Span Length

Structure Length

10.0 ft

11.5 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 5.02 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

7

6

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

6

N

N

7

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

36.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

36.0 ft

Median Width

MNTH 102

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

N/A

N/A

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

40 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

HS20

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1928

Structure A-OPEN

On - Off System NO 



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 4811 TH 32 over DITCH

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2B

County 57 - PENNINGTON

City

Township RIVER FALLS

Desc. Loc. 0.5 MI S OF ST HILAIRE

Sect., Twp., Range 07 - 152N - 43W

Latitude

Longitude

47d 59m 57.18s

96d 12m 50.48s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1928

1991

Temp

Skew

Plan Avail.

19R

CENTRAL

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 32

Roadway Function MAINLINE

Control Section (TH Only) 5703

Ref. Point (TH Only) 095+00.568

Date Opened to Traffic 09-01-1991

Detour Length 11 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

1,750  (2004)

HCADT 228

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

95.8

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 04-23-2009

Inspection Frequency 24

Inspector Name

Culvert Type W1010DW/PCST

Barrel Length 107 ft

Number of Spans

MAIN: 2        APPR: 0        TOTAL: 2

Main Span Length

Structure Length

10.6 ft

24.5 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 7.95 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

NOT REQUIRED

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

8

6

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

N

N

8

7

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

36.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

38.0 ft

Appr. Surface Width

Roadway Width

36.0 ft

Median Width

MNTH 32

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

N/A

N/A

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

30.0 sq mi

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

200 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 15

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1928

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 5327 US 59 over RED LAKE RIVER

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2B

County 57 - PENNINGTON

City THIEF RIVER FALLS

Township

Desc. Loc. IN THIEF RIVER FALLS

Sect., Twp., Range 34 - 154N - 43W

Latitude

Longitude

48d 07m 09.13s

96d 10m 23.53s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1934

1985

Temp

Skew

Plan Avail.

20R

CENTRAL

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

US 59

Roadway Function MAINLINE

Control Section (TH Only) 5705

Ref. Point (TH Only) 358+00.142

Date Opened to Traffic 10-01-1985

Detour Length 1 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

11,400  (2004)

HCADT 1,026

Functional Class. URB/OTH PR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

98.1

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HWY;PED

STREAM

Main Span Type

Main Span Detail

CSTL BEAM SPAN

Appr. Span Type

Appr. Span Detail

Last Inspection Date 05-06-2008

Inspection Frequency 24

Inspector Name

Culvert Type

Barrel Length

Number of Spans

MAIN: 5        APPR: 0        TOTAL: 5

Main Span Length

Structure Length

55.0 ft

314.6 ft

Deck Width 66.3 ft

Deck Material C-I-P CONCRETE

Wear Surf Type LOW SLUMP CONC

Wear Surf Install Year 1985

Wear Course/Fill Depth 0.17 ft

Deck Membrane NONE

Deck Rebars EPOXY COATED REBAR

Deck Rebars Install Year 1985

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R

20,858 sq ft

16,361 sq ft

6.0 ft 6.0 ft

0.83 ft 0.83 ft

17 17 Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

NOT REQUIRED

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

6

7

7

8

N

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

9

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

1-MEETS STANDARDS

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

52.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

52.0 ft

Appr. Surface Width

Roadway Width

52.0 ft

Median Width

52.0 ft

USTH 59

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

BOLTED

A: 1          B:  1          C:  1

CONC - SPRD SOIL

CONC - SPRD SOIL

+  P A I N T  +

Pct. Unsound1985

UNKN

3309-UNPAINTED

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

4860 sq ft

NO PRMT REQD

R-CRIT;MONITOR

1988

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

HS20

HS  51.6

HS  30.9

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

Y    60 mo   05/2008

01-20-2003

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 5401 TH 92 over CLEARWATER RIVER

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2A

County 15 - CLEARWATER

City BAGLEY

Township

Desc. Loc. 0.5 MI S OF BAGLEY

Sect., Twp., Range 29 - 147N - 37W

Latitude

Longitude

47d 30m 58.48s

95d 23m 47.25s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1942

1988

Temp

Skew

Plan Avail. DISTRICT

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 92

Roadway Function MAINLINE

Control Section (TH Only) 1506

Ref. Point (TH Only) 057+00.190

Date Opened to Traffic 07-01-1988

Detour Length 1 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

2,550  (2004)

HCADT 230

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

98.8

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

STEEL BM SPAN

Appr. Span Type

Appr. Span Detail

Last Inspection Date 06-02-2009

Inspection Frequency 24

Inspector Name

Culvert Type

Barrel Length

Number of Spans

MAIN: 1        APPR: 0        TOTAL: 1

Main Span Length

Structure Length

41.5 ft

43.0 ft

Deck Width 40.0 ft

Deck Material C-I-P CONCRETE

Wear Surf Type MONOLITHIC CONC

Wear Surf Install Year

Wear Course/Fill Depth

Deck Membrane NONE

Deck Rebars EPOXY COATED REBAR

Deck Rebars Install Year 1988

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R

1,720 sq ft

1,582 sq ft

22 22 Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

7

8

7

7

N

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

5

N

7

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

1-MEETS STANDARDS

1-MEETS STANDARDS

1-MEETS STANDARDS

1-MEETS STANDARDS

+  R D W Y  D I M E N S I O N S  +

36.8 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

37.0 ft

Median Width

36.8 ft

MNTH 92

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: 1          B:  1          C:  1

CONC - FTG PILE

N/A

+  P A I N T  +

Pct. Unsound1988

445 sf

3309-ORGANIC ZINC

VINYL

+  W A T E R W A Y  +

52.0 sq mi

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

200 sq ft

NO PRMT REQD

I-LOW RISK

1992

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

HS20

HS  75.5

HS  45.2

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-21-2003

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 5419 US 75 over DITCH

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2B

County 54 - NORMAN

City

Township SHELLY

Desc. Loc. 2.8 MI N OF SHELLY

Sect., Twp., Range 05 - 146N - 48W

Latitude

Longitude

47d 29m 52.79s

96d 48m 56.92s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1935

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

US 75

Roadway Function MAINLINE

Control Section (TH Only) 5409

Ref. Point (TH Only) 295+00.068

Date Opened to Traffic 01-01-1935

Detour Length 24 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

1,050  (2004)

HCADT 137

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

96.4

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 04-30-2009

Inspection Frequency 24

Inspector Name

Culvert Type W1214D

Barrel Length 43 ft

Number of Spans

MAIN: 2        APPR: 0        TOTAL: 2

Main Span Length

Structure Length

12.0 ft

27.0 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 3.15 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

8

6

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

6

N

N

7

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

1-MEETS STANDARDS

1-MEETS STANDARDS

1-MEETS STANDARDS

+  R D W Y  D I M E N S I O N S  +

35.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

38.0 ft

Appr. Surface Width

Roadway Width

35.0 ft

Median Width

USTH 75

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

N/A

N/A

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

336 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 15

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1935

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 5557 TH 11 over RAPID RIVER

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2A

County 39 - LAKE OF THE WOODS

City

Township T-160 R-30

Desc. Loc. IN CLEMENTSON

Sect., Twp., Range 12 - 160N - 30W

Latitude

Longitude

48d 41m 27.68s

94d 25m 58.80s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1950

Temp

Skew

Plan Avail. CENTRAL

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 11

Roadway Function MAINLINE

Control Section (TH Only) 3902

Ref. Point (TH Only) 137+00.300

Date Opened to Traffic 01-01-1950

Detour Length 98 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

760  (2004)

HCADT 106

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

S.D.

49.1

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HWY;PED

STREAM

Main Span Type

Main Span Detail

CONC ARCH

OPEN SPANDREL ARCH

Appr. Span Type

Appr. Span Detail

CONC DECK GIRD

Last Inspection Date 06-10-2009

Inspection Frequency 12

Inspector Name

Culvert Type

Barrel Length

Number of Spans

MAIN: 1        APPR: 2        TOTAL: 3

Main Span Length

Structure Length

125.5 ft

216.0 ft

Deck Width 41.4 ft

Deck Material C-I-P CONCRETE

Wear Surf Type LOW SLUMP CONC

Wear Surf Install Year 1983

Wear Course/Fill Depth 0.25 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R

8,942 sq ft

6,910 sq ft

3.5 ft 3.5 ft

0.58 ft 0.58 ft

17 17 Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

5

4

6

7

N

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

4

6

N

8

7

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

1-MEETS STANDARDS

1-MEETS STANDARDS

1-MEETS STANDARDS

1-MEETS STANDARDS

+  R D W Y  D I M E N S I O N S  +

32.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

32.0 ft

Appr. Surface Width

Roadway Width

34.0 ft

Median Width

32.0 ft

MNTH 11

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: 1          B:  3          C:  3

CONC - SPRD ROCK

CONC - SPRD ROCK

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

2900 sq ft

NO PRMT REQD

L-STBL;LOW RISK

1996

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 10

HS  18.0

HS  13.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

02-01-1984

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 5581 TH 1 over SANDY RIVER

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2A

County 15 - CLEARWATER

City

Township T-151 R-36

Desc. Loc. 2.2 MI W OF E CO LINE

Sect., Twp., Range 22 - 151N - 36W

Latitude

Longitude

47d 52m 45.76s

95d 14m 17.83s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1936

Temp

Skew

Plan Avail.

30L

DISTRICT

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 1

Roadway Function MAINLINE

Control Section (TH Only) 1501

Ref. Point (TH Only) 107+00.875

Date Opened to Traffic 07-01-1936

Detour Length 59 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

3,000  (2004)

HCADT 270

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

S.D.

46.1

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC DECK GIRD

Appr. Span Type

Appr. Span Detail

Last Inspection Date 06-09-2009

Inspection Frequency 12

Inspector Name

Culvert Type

Barrel Length

Number of Spans

MAIN: 1        APPR: 0        TOTAL: 1

Main Span Length

Structure Length

45.0 ft

48.5 ft

Deck Width 30.3 ft

Deck Material C-I-P CONCRETE

Wear Surf Type MONOLITHIC CONC

Wear Surf Install Year

Wear Course/Fill Depth

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R

1,470 sq ft

1,313 sq ft

0.5 ft 0.5 ft

0.83 ft 0.83 ft

35 35 Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

4

5

5

8

N

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

5

3

N

7

5

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

0-SUBSTANDARD

1-MEETS STANDARDS

1-MEETS STANDARDS

1-MEETS STANDARDS

+  R D W Y  D I M E N S I O N S  +

27.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

36.0 ft

Median Width

27.0 ft

MNTH 1

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: 1          B:  1          C:  1

CONC - FTG PILE

N/A

+  P A I N T  +

Pct. Unsound1973

180 sf

LEAD

PHENOLIC RESIN ALUM.

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

405 sq ft

NO PRMT REQD

I-LOW RISK

1995

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 20

HS  28.2

HS  16.1

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1976

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 5623 TH 46 over STREAM

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2A

County 31 - ITASCA

City

Township T-145 R-26

Desc. Loc. 8.0 MI NW OF DEER RIVER

Sect., Twp., Range 11 - 145N - 26W

Latitude

Longitude

47d 23m 34.91s

93d 56m 37.17s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1936

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 46

Roadway Function MAINLINE

Control Section (TH Only) 3109

Ref. Point (TH Only) 007+00.124

Date Opened to Traffic 01-01-1936

Detour Length 0 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

2,350  (2004)

HCADT 212

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

98.3

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 05-29-2009

Inspection Frequency 24

Inspector Name

Culvert Type W1010

Barrel Length 58 ft

Number of Spans

MAIN: 1        APPR: 0        TOTAL: 1

Main Span Length

Structure Length

10.0 ft

12.0 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 5.25 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

4

8

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

N

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

1-MEETS STANDARDS

1-MEETS STANDARDS

1-MEETS STANDARDS

+  R D W Y  D I M E N S I O N S  +

34.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

34.0 ft

Median Width

MNTH 46

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

N/A

N/A

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

100 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

UNKN

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1936

Structure A-OPEN

On - Off System NO 



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 5760 US 2 over MISSISSIPPI RIVER

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2A

County 11 - CASS

City

Township T-144 R-26

Desc. Loc. 7.1 MI W OF JCT TH 46

Sect., Twp., Range 03 - 144N - 26W

Latitude

Longitude

47d 19m 29.27s

93d 57m 33.81s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1938

1987

Temp

Skew

Plan Avail. DISTRICT

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

US 2

Roadway Function MAINLINE

Control Section (TH Only) 1102

Ref. Point (TH Only) 160+00.955

Date Opened to Traffic 08-01-1987

Detour Length 79 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

3,600  (2004)

HCADT 720

Functional Class. RUR/PR ART OTH

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

82.9

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CSTL BEAM SPAN

Appr. Span Type

Appr. Span Detail

Last Inspection Date 04-27-2009

Inspection Frequency 24

Inspector Name

Culvert Type

Barrel Length

Number of Spans

MAIN: 3        APPR: 0        TOTAL: 3

Main Span Length

Structure Length

70.0 ft

164.6 ft

Deck Width 46.2 ft

Deck Material C-I-P CONCRETE

Wear Surf Type MONOLITHIC CONC

Wear Surf Install Year

Wear Course/Fill Depth

Deck Membrane NONE

Deck Rebars EPOXY COATED REBAR

Deck Rebars Install Year 1987

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R

7,605 sq ft

7,050 sq ft

22 22 Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

6

7

7

6

N

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

6

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

1-MEETS STANDARDS

1-MEETS STANDARDS

1-MEETS STANDARDS

0-SUBSTANDARD

+  R D W Y  D I M E N S I O N S  +

42.8 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

42.8 ft

Appr. Surface Width

Roadway Width

40.0 ft

Median Width

42.8 ft

USTH 2

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

BOLTED

A: 1          B:  1          C:  1

CONC - FTG PILE

CONC - FTG PILE

+  P A I N T  +

Pct. Unsound1987

2,300 sf

3309-ORGANIC ZINC

VINYL

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

4200 sq ft

NO PRMT REQD

N-STBL;LIM SCOUR

1995

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 20

HS  40.7

HS  24.4

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

Y    60 mo   09/2008

01-23-2003

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 5761 US 2 over BALL CLUB RIVER

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2A

County 31 - ITASCA

City

Township MORSE

Desc. Loc. 3.7 MI W OF JCT TH 46

Sect., Twp., Range 31 - 145N - 25W

Latitude

Longitude

47d 19m 54.58s

93d 53m 34.38s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1938

Temp

Skew

Plan Avail.

30L

NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

US 2

Roadway Function MAINLINE

Control Section (TH Only) 3102

Ref. Point (TH Only) 164+00.278

Date Opened to Traffic 01-01-1938

Detour Length 23 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

2,950  (2004)

HCADT 384

Functional Class. RUR/PR ART OTH

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

93.1

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 05-28-2009

Inspection Frequency 24

Inspector Name

Culvert Type W1010D

Barrel Length 61 ft

Number of Spans

MAIN: 2        APPR: 0        TOTAL: 2

Main Span Length

Structure Length

12.0 ft

27.0 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 3.70 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

6

7

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

N

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

1-MEETS STANDARDS

1-MEETS STANDARDS

1-MEETS STANDARDS

+  R D W Y  D I M E N S I O N S  +

36.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

36.0 ft

Appr. Surface Width

Roadway Width

40.0 ft

Median Width

USTH 2

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

N/A

N/A

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

200 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 15

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

Y    60 mo   09/2008

01-01-1938

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 5814 TH 11 over ROSEAU RIVER

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2B

County 68 - ROSEAU

City ROSEAU

Township

Desc. Loc. IN ROSEAU

Sect., Twp., Range 13 - 162N - 40W

Latitude

Longitude

48d 50m 53.13s

95d 45m 37.27s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1938

1988

Temp

Skew

Plan Avail. DISTRICT

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 11

Roadway Function MAINLINE

Control Section (TH Only) 6803

Ref. Point (TH Only) 071+00.039

Date Opened to Traffic 10-01-1988

Detour Length 1 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

9,500  (2004)

HCADT 760

Functional Class. RUR/PR ART OTH

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

96.3

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HWY;PED

STREAM

Main Span Type

Main Span Detail

CSTL BEAM SPAN

Appr. Span Type

Appr. Span Detail

Last Inspection Date 05-07-2008

Inspection Frequency 24

Inspector Name

Culvert Type

Barrel Length

Number of Spans

MAIN: 3        APPR: 0        TOTAL: 3

Main Span Length

Structure Length

46.7 ft

135.9 ft

Deck Width 66.3 ft

Deck Material C-I-P CONCRETE

Wear Surf Type MONOLITHIC CONC

Wear Surf Install Year

Wear Course/Fill Depth

Deck Membrane NONE

Deck Rebars EPOXY COATED REBAR

Deck Rebars Install Year 1987

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R

9,010 sq ft

7,072 sq ft

6.0 ft 6.0 ft

0.83 ft 0.83 ft

28 28 Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

7

8

7

7

N

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

9

N

4

7

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

1-MEETS STANDARDS

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

52.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

52.0 ft

Appr. Surface Width

Roadway Width

52.0 ft

Median Width

52.0 ft

MNTH 11

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

BOLTED

A: 1          B:  1          C:  1

CONC - FTG PILE

CONC - FTG PILE

+  P A I N T  +

Pct. Unsound1987

LEAD

OTHER (UNKNOWN)

+  W A T E R W A Y  +

626.6 sq mi

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

1450 sq ft

NO PRMT REQD

C-CLSD;NON SCR

1996

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 20

HS  61.6

HS  36.8

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-20-2003

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 5817 US 59 over CLEARWATER RIVER

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2B

County 63 - RED LAKE

City PLUMMER

Township

Desc. Loc. 0.9 MI N OF PLUMMER

Sect., Twp., Range 04 - 151N - 42W

Latitude

Longitude

47d 55m 25.08s

96d 02m 41.35s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1940

Temp

Skew

Plan Avail. DISTRICT

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

US 59

Roadway Function MAINLINE

Control Section (TH Only) 6303

Ref. Point (TH Only) 342+00.267

Date Opened to Traffic 09-01-1940

Detour Length 35 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

2,400  (2004)

HCADT 240

Functional Class. RUR/PR ART OTH

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

78.5

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC DECK GIRD

Appr. Span Type

Appr. Span Detail

Last Inspection Date 05-07-2009

Inspection Frequency 24

Inspector Name

Culvert Type

Barrel Length

Number of Spans

MAIN: 1        APPR: 0        TOTAL: 1

Main Span Length

Structure Length

59.9 ft

63.0 ft

Deck Width 34.0 ft

Deck Material C-I-P CONCRETE

Wear Surf Type MONOLITHIC CONC

Wear Surf Install Year

Wear Course/Fill Depth

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R

2,142 sq ft

1,894 sq ft

1.1 ft 1.1 ft

0.75 ft 0.75 ft

35 35 Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

6

6

8

7

N

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

6

4

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

0-SUBSTANDARD

1-MEETS STANDARDS

1-MEETS STANDARDS

1-MEETS STANDARDS

+  R D W Y  D I M E N S I O N S  +

30.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

30.0 ft

Appr. Surface Width

Roadway Width

36.0 ft

Median Width

30.0 ft

USTH 59

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: 1          B:  1          C:  2

CONC - SPRD SOIL

N/A

+  P A I N T  +

Pct. Unsound1984 10 %

250 sf

LEAD

PHENOLIC RESIN ALUM.

+  W A T E R W A Y  +

512.0 sq mi

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

788 sq ft

NO PRMT REQD

R-CRIT;MONITOR

1989

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 20

HS  28.5

HS  17.1

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-22-2003

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 5818 US 59 over HILL RIVER

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2B

County 63 - RED LAKE

City BROOKS

Township

Desc. Loc. 0.3 MI N OF JCT TH 92

Sect., Twp., Range 11 - 150N - 42W

Latitude

Longitude

47d 49m 21.35s

96d 00m 00.86s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1940

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

US 59

Roadway Function MAINLINE

Control Section (TH Only) 6303

Ref. Point (TH Only) 334+00.979

Date Opened to Traffic 08-01-1940

Detour Length 18 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

2,150  (2004)

HCADT 215

Functional Class. RUR/PR ART OTH

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

93.3

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 05-07-2009

Inspection Frequency 24

Inspector Name

Culvert Type C(111411)10T

Barrel Length 66 ft

Number of Spans

MAIN: 3        APPR: 0        TOTAL: 3

Main Span Length

Structure Length

14.0 ft

39.3 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 8.62 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

6

7

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

N

N

7

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

0-SUBSTANDARD

+  R D W Y  D I M E N S I O N S  +

35.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

34.0 ft

Appr. Surface Width

Roadway Width

35.0 ft

Median Width

USTH 59

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

N/A

N/A

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

324 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 15

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1940

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 5819 US 59 over LOST RIVER

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2B

County 63 - RED LAKE

City

Township POPLAR RIVER

Desc. Loc. 5.0 MI S OF PLUMMER

Sect., Twp., Range 02 - 150N - 42W

Latitude

Longitude

47d 50m 31.75s

96d 00m 15.01s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1940

Temp

Skew

Plan Avail.

42R

NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

US 59

Roadway Function MAINLINE

Control Section (TH Only) 6303

Ref. Point (TH Only) 336+00.364

Date Opened to Traffic 08-01-1940

Detour Length 16 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

2,050  (2004)

HCADT 205

Functional Class. RUR/PR ART OTH

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

82.4

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 05-07-2009

Inspection Frequency 24

Inspector Name

Culvert Type C(111311)10T

Barrel Length 130 ft

Number of Spans

MAIN: 3        APPR: 0        TOTAL: 3

Main Span Length

Structure Length

17.5 ft

51.5 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 11.52 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

7

5

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

5

N

N

7

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

0-SUBSTANDARD

+  R D W Y  D I M E N S I O N S  +

35.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

34.0 ft

Appr. Surface Width

Roadway Width

35.0 ft

Median Width

USTH 59

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

N/A

N/A

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

350 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 15

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

Y    60 mo   05/2008

01-01-1940

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 5872 TH 317 over RED RIVER OF THE NORTH

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2B

County 45 - MARSHALL

City

Township FORK

Desc. Loc. AT N DAK STATE LINE

Sect., Twp., Range 20 - 157N - 50W

Latitude

Longitude

48d 24m 47.98s

97d 08m 15.27s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1939

Temp

Skew

Plan Avail. DISTRICT

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 317

Roadway Function MAINLINE

Control Section (TH Only) 4514

Ref. Point (TH Only) 000+00.000

Date Opened to Traffic 01-01-1939

Detour Length 29 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

320  (2004)

HCADT 51

Functional Class. RUR/MAJOR COLL

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

52.7

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

STEEL HIGH TRUSS

PARKER

Appr. Span Type

Appr. Span Detail

Last Inspection Date 05-14-2008

Inspection Frequency 12

Inspector Name

Culvert Type

Barrel Length

Number of Spans

MAIN: 2        APPR: 0        TOTAL: 2

Main Span Length

Structure Length

200.1 ft

412.0 ft

Deck Width 26.0 ft

Deck Material C-I-P CONCRETE

Wear Surf Type LOW SLUMP CONC

Wear Surf Install Year 2005

Wear Course/Fill Depth 0.16 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R

10,712 sq ft

9,892 sq ft

0.8 ft 0.8 ft

1.00 ft 1.00 ft

42 42 Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT REQUIRED

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

7

5

7

6

N

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

5

5

N

5

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

0-SUBSTANDARD

1-MEETS STANDARDS

1-MEETS STANDARDS

1-MEETS STANDARDS

+  R D W Y  D I M E N S I O N S  +

24.0 ft

Max. Vert. Clear.

Horizontal Clear.

15.9 ft

15.9 ft

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

28.0 ft

Median Width

24.0 ft

MNTH 317

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

RIVETED

A: 1          B:  1          C:  3

CONC - FTG PILE

CONC - FTG PILE

+  P A I N T  +

Pct. Unsound1989 6 %

46,144 sf

LEAD

PHENOLIC RESIN ALUM.

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

16318 sq ft

NO PRMT REQD

L-STBL;LOW RISK

1997

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

HS15

HS  20.7

HS  12.4

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

Y    24 mo   06/2009

Y    60 mo   05/2008

07-22-2008

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 5921 TH 32 over CLEARWATER RIVER

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2B

County 63 - RED LAKE

City RED LAKE FALLS

Township

Desc. Loc. IN RED LAKE FALLS

Sect., Twp., Range 22 - 151N - 44W

Latitude

Longitude

47d 53m 13.78s

96d 16m 10.70s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1941

1984

Temp

Skew

Plan Avail. CENTRAL

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 32

Roadway Function MAINLINE

Control Section (TH Only) 6301

Ref. Point (TH Only) 086+00.270

Date Opened to Traffic 07-01-1985

Detour Length 4 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

4,800  (2004)

HCADT 480

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

93.8

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HWY;PED

STREAM

Main Span Type

Main Span Detail

STEEL DECK GIRD

Appr. Span Type

Appr. Span Detail

Last Inspection Date 09-10-2007

Inspection Frequency 24

Inspector Name

Culvert Type

Barrel Length

Number of Spans

MAIN: 3        APPR: 0        TOTAL: 3

Main Span Length

Structure Length

80.0 ft

244.0 ft

Deck Width 44.8 ft

Deck Material C-I-P CONCRETE

Wear Surf Type MONOLITHIC CONC

Wear Surf Install Year

Wear Course/Fill Depth

Deck Membrane NONE

Deck Rebars EPOXY COATED REBAR

Deck Rebars Install Year 1984

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R

10,931 sq ft

8,783 sq ft

6.0 ft

0.83 ft

22 27 Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

7

7

6

8

N

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

6

5

N

8

5

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

1-MEETS STANDARDS

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

36.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

36.0 ft

Appr. Surface Width

Roadway Width

36.0 ft

Median Width

36.0 ft

MNTH 32

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: 1          B:  1          C:  1

CONC - FTG PILE

CONC - SPRD SOIL

+  P A I N T  +

Pct. Unsound1985

24,192 sf

ORGANIC ZINC

VINYL

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

6355 sq ft

NO PRMT REQD

P-STBL;PROT INPL

2006

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 15

HS  28.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

02-01-1988

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 6007 TH 1 over STREAM

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2B

County 45 - MARSHALL

City

Township MC CREA

Desc. Loc. 5.3 MI E OF JCT TH 75

Sect., Twp., Range 02 - 154N - 47W

Latitude

Longitude

48d 11m 43.18s

96d 39m 21.16s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1930

1961

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 1

Roadway Function MAINLINE

Control Section (TH Only) 4502

Ref. Point (TH Only) 022+00.415

Date Opened to Traffic 11-01-1962

Detour Length 9 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

1,400  (2004)

HCADT 126

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

97.3

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 09-25-2007

Inspection Frequency 24

Inspector Name

Culvert Type C128D

Barrel Length 49 ft

Number of Spans

MAIN: 2        APPR: 0        TOTAL: 2

Main Span Length

Structure Length

12.0 ft

26.3 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 3.62 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

8

7

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

N

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

1-MEETS STANDARDS

1-MEETS STANDARDS

1-MEETS STANDARDS

+  R D W Y  D I M E N S I O N S  +

38.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

38.0 ft

Appr. Surface Width

Roadway Width

40.0 ft

Median Width

MNTH 1

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

N/A

N/A

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

192 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 15

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1930

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 6008 TH 1 over STREAM

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2B

County 45 - MARSHALL

City

Township MC CREA

Desc. Loc. 5.1 MI E OF JCT TH 75

Sect., Twp., Range 02 - 154N - 47W

Latitude

Longitude

48d 11m 43.15s

96d 39m 38.60s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1930

1961

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 1

Roadway Function MAINLINE

Control Section (TH Only) 4502

Ref. Point (TH Only) 022+00.199

Date Opened to Traffic 11-01-1962

Detour Length 9 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

1,400  (2004)

HCADT 126

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

97.3

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 09-25-2007

Inspection Frequency 24

Inspector Name

Culvert Type C1010D

Barrel Length 60 ft

Number of Spans

MAIN: 2        APPR: 0        TOTAL: 2

Main Span Length

Structure Length

10.0 ft

23.0 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 5.42 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

6

7

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

N

N

7

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

1-MEETS STANDARDS

1-MEETS STANDARDS

1-MEETS STANDARDS

+  R D W Y  D I M E N S I O N S  +

40.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

40.0 ft

Appr. Surface Width

Roadway Width

40.0 ft

Median Width

MNTH 1

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

N/A

N/A

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

200 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 15

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1930

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 6016 TH 11 over CANFIELD CREEK

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2A

County 39 - LAKE OF THE WOODS

City

Township T-161 R-33

Desc. Loc. 4.1 MI E OF WILLIAMS

Sect., Twp., Range 23 - 161N - 33W

Latitude

Longitude

48d 44m 43.80s

94d 51m 36.56s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1931

1989

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 11

Roadway Function MAINLINE

Control Section (TH Only) 3901

Ref. Point (TH Only) 116+00.848

Date Opened to Traffic 07-01-1989

Detour Length 25 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

1,650  (2004)

HCADT 215

Functional Class. RUR/PR ART OTH

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

94.1

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 06-10-2009

Inspection Frequency 24

Inspector Name

Culvert Type W1010D W/CMP

Barrel Length 114 ft

Number of Spans

MAIN: 2        APPR: 0        TOTAL: 2

Main Span Length

Structure Length

10.0 ft

23.0 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 9.59 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

NOT REQUIRED

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

7

6

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

6

N

N

7

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

36.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

34.0 ft

Appr. Surface Width

Roadway Width

36.0 ft

Median Width

MNTH 11

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

N/A

N/A

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

200 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 15

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1931

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 6017 TH 11 over WILLIAMS CREEK

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2A

County 39 - LAKE OF THE WOODS

City WILLIAMS

Township

Desc. Loc. IN WILLIAMS

Sect., Twp., Range 18 - 161N - 33W

Latitude

Longitude

48d 46m 02.28s

94d 57m 22.26s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1931

1974

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 11

Roadway Function MAINLINE

Control Section (TH Only) 3901

Ref. Point (TH Only) 112+00.115

Date Opened to Traffic 10-01-1974

Detour Length 26 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

1,750  (2004)

HCADT 228

Functional Class. RUR/PR ART OTH

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

93.8

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 06-10-2009

Inspection Frequency 24

Inspector Name

Culvert Type C1010D

Barrel Length 105 ft

Number of Spans

MAIN: 2        APPR: 0        TOTAL: 2

Main Span Length

Structure Length

10.0 ft

22.5 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 7.70 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

NOT REQUIRED

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

4

6

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

6

N

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

46.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

46.0 ft

Appr. Surface Width

Roadway Width

46.0 ft

Median Width

MNTH 11

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

N/A

N/A

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

195 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 15

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1931

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 6085 TH 32 over CO DITCH # 2

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2B

County 45 - MARSHALL

City

Township HOLT

Desc. Loc. 3.5 MI N OF HOLT

Sect., Twp., Range 16 - 156N - 43W

Latitude

Longitude

48d 20m 34.05s

96d 11m 32.09s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1928

1989

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 32

Roadway Function MAINLINE

Control Section (TH Only) 4503

Ref. Point (TH Only) 119+00.880

Date Opened to Traffic 09-01-1989

Detour Length 12 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

1,700  (2004)

HCADT 187

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

95.7

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 10-01-2007

Inspection Frequency 24

Inspector Name

Culvert Type W108D W/PCST

Barrel Length 78 ft

Number of Spans

MAIN: 2        APPR: 0        TOTAL: 2

Main Span Length

Structure Length

10.0 ft

22.5 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 3.81 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

NOT REQUIRED

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

8

6

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

6

N

N

7

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

36.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

36.0 ft

Appr. Surface Width

Roadway Width

36.0 ft

Median Width

MNTH 32

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

N/A

N/A

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

160 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 15

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1928

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 6086 TH 32 over DITCH

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2B

County 45 - MARSHALL

City

Township HUNTLY

Desc. Loc. 6.0 MI N OF MIDDLE RIVER

Sect., Twp., Range 11 - 158N - 43W

Latitude

Longitude

48d 31m 19.53s

96d 10m 07.49s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1929

1954

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 32

Roadway Function MAINLINE

Control Section (TH Only) 4504

Ref. Point (TH Only) 132+00.530

Date Opened to Traffic 08-01-1958

Detour Length 16 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

1,500  (2004)

HCADT 165

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

96.5

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 10-01-2007

Inspection Frequency 24

Inspector Name

Culvert Type W108D

Barrel Length 44 ft

Number of Spans

MAIN: 2        APPR: 0        TOTAL: 2

Main Span Length

Structure Length

10.0 ft

22.5 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 2.00 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

6

6

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

6

N

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

1-MEETS STANDARDS

1-MEETS STANDARDS

1-MEETS STANDARDS

+  R D W Y  D I M E N S I O N S  +

38.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

38.0 ft

Appr. Surface Width

Roadway Width

38.0 ft

Median Width

MNTH 32

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

N/A

N/A

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

160 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 15

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1929

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 6087 TH 32 over STREAM

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2B

County 68 - ROSEAU

City

Township HEREIM

Desc. Loc. 4.3 MI S OF GREENBUSH

Sect., Twp., Range 35 - 160N - 43W

Latitude

Longitude

48d 38m 19.19s

96d 10m 16.04s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1929

1956

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 32

Roadway Function MAINLINE

Control Section (TH Only) 6805

Ref. Point (TH Only) 140+00.521

Date Opened to Traffic 08-01-1958

Detour Length 11 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

1,500  (2004)

HCADT 165

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

97.0

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 10-01-2007

Inspection Frequency 24

Inspector Name

Culvert Type W108T

Barrel Length 59 ft

Number of Spans

MAIN: 3        APPR: 0        TOTAL: 3

Main Span Length

Structure Length

10.0 ft

33.3 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 3.78 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

6

7

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

N

N

7

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

1-MEETS STANDARDS

1-MEETS STANDARDS

1-MEETS STANDARDS

+  R D W Y  D I M E N S I O N S  +

38.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

38.0 ft

Appr. Surface Width

Roadway Width

38.0 ft

Median Width

MNTH 32

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

N/A

N/A

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

210 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 15

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1929

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 6088 TH 32 over STREAM

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2B

County 68 - ROSEAU

City

Township HEREIM

Desc. Loc. 2.0 MI S OF GREENBUSH

Sect., Twp., Range 23 - 160N - 43W

Latitude

Longitude

48d 40m 19.14s

96d 10m 05.92s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1929

1986

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 32

Roadway Function MAINLINE

Control Section (TH Only) 6805

Ref. Point (TH Only) 142+00.856

Date Opened to Traffic 10-01-1986

Detour Length 11 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

1,500  (2004)

HCADT 165

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

96.0

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 10-01-2007

Inspection Frequency 24

Inspector Name

Culvert Type W104D

Barrel Length 89 ft

Number of Spans

MAIN: 2        APPR: 0        TOTAL: 2

Main Span Length

Structure Length

10.0 ft

22.0 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 4.38 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

NOT REQUIRED

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

7

7

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

N

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

38.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

38.0 ft

Appr. Surface Width

Roadway Width

38.0 ft

Median Width

MNTH 32

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

N/A

N/A

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

70 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 15

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1929

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 6089 TH 32 over STREAM

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2B

County 68 - ROSEAU

City

Township HEREIM

Desc. Loc. 1.6 MI S OF GREENBUSH

Sect., Twp., Range 23 - 160N - 43W

Latitude

Longitude

48d 40m 36.81s

96d 10m 08.42s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1929

1986

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 32

Roadway Function MAINLINE

Control Section (TH Only) 6805

Ref. Point (TH Only) 143+00.191

Date Opened to Traffic 10-01-1986

Detour Length 11 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

1,500  (2004)

HCADT 165

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

96.0

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 10-01-2007

Inspection Frequency 24

Inspector Name

Culvert Type W108D

Barrel Length 89 ft

Number of Spans

MAIN: 2        APPR: 0        TOTAL: 2

Main Span Length

Structure Length

10.0 ft

22.5 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 4.46 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

NOT REQUIRED

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

7

7

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

N

N

7

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

40.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

40.0 ft

Appr. Surface Width

Roadway Width

40.0 ft

Median Width

MNTH 32

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

N/A

N/A

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

150 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 15

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1929

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 6177 US 59 over JUD DITCH # 19

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2B

County 45 - MARSHALL

City

Township LINCOLN

Desc. Loc. 0.9 MI NW OF STRANDQUIST

Sect., Twp., Range 22 - 158N - 45W

Latitude

Longitude

48d 29m 58.54s

96d 27m 13.68s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1935

1986

Temp

Skew

Plan Avail.

30R

NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

US 59

Roadway Function MAINLINE

Control Section (TH Only) 4506

Ref. Point (TH Only) 388+00.704

Date Opened to Traffic 10-01-1986

Detour Length 15 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

1,100  (2004)

HCADT 209

Functional Class. RUR/PR ART OTH

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

97.0

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 10-02-2007

Inspection Frequency 24

Inspector Name

Culvert Type W126D

Barrel Length 90 ft

Number of Spans

MAIN: 2        APPR: 0        TOTAL: 2

Main Span Length

Structure Length

14.6 ft

30.5 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 3.42 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

6

6

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

6

N

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

N-NOT REQUIRED

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

36.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

36.0 ft

Appr. Surface Width

Roadway Width

36.0 ft

Median Width

USTH 59

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

N/A

N/A

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

144 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 15

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1935

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 6178 US 59 over STATE DITCH # 90, LAT #5

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2B

County 35 - KITTSON

City

Township ARVESON

Desc. Loc. 2.6 MI SE OF KARLSTAD

Sect., Twp., Range 32 - 159N - 45W

Latitude

Longitude

48d 32m 33.39s

96d 29m 21.77s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1936

1986

Temp

Skew

Plan Avail.

30R

NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

US 59

Roadway Function MAINLINE

Control Section (TH Only) 3504

Ref. Point (TH Only) 392+00.092

Date Opened to Traffic 10-01-1986

Detour Length 9 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

1,100  (2004)

HCADT 209

Functional Class. RUR/PR ART OTH

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

96.5

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 10-02-2007

Inspection Frequency 24

Inspector Name

Culvert Type W105D

Barrel Length 90 ft

Number of Spans

MAIN: 2        APPR: 0        TOTAL: 2

Main Span Length

Structure Length

13.1 ft

28.7 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 3.94 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

6

7

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

N

N

7

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

36.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

36.0 ft

Appr. Surface Width

Roadway Width

36.0 ft

Median Width

USTH 59

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

N/A

N/A

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

100 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

UNKN

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1936

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 6230 US 71 over SHELL RIVER

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2A

County 29 - HUBBARD

City

Township STRAIGHT RIVER

Desc. Loc. 7.9 MI S OF PARK RAPIDS

Sect., Twp., Range 33 - 139N - 35W

Latitude

Longitude

46d 48m 26.93s

95d 06m 07.22s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1925

1960

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

US 71

Roadway Function MAINLINE

Control Section (TH Only) 2904

Ref. Point (TH Only) 251+00.581

Date Opened to Traffic 01-01-1960

Detour Length 13 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

6,100  (2004)

HCADT 854

Functional Class. RUR/PR ART OTH

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

90.2

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 08-16-2007

Inspection Frequency 24

Inspector Name

Culvert Type C108D

Barrel Length 129 ft

Number of Spans

MAIN: 2        APPR: 0        TOTAL: 2

Main Span Length

Structure Length

10.0 ft

22.5 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 13.83 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

4

7

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

N

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

0-SUBSTANDARD

+  R D W Y  D I M E N S I O N S  +

44.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

44.0 ft

Appr. Surface Width

Roadway Width

44.0 ft

Median Width

USTH 71

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

N/A

N/A

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

160 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 15

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1925

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 6253 TH 9 over BURNHAM CREEK

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2B

County 60 - POLK

City

Township RUSSIA

Desc. Loc. 10.0 MI S OF CROOKSTON

Sect., Twp., Range 07 - 148N - 46W

Latitude

Longitude

47d 39m 05.33s

96d 33m 28.99s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1931

1974

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 9

Roadway Function MAINLINE

Control Section (TH Only) 6010

Ref. Point (TH Only) 218+00.192

Date Opened to Traffic 01-01-1974

Detour Length 14 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

540  (2004)

HCADT 59

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

96.7

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 09-26-2007

Inspection Frequency 24

Inspector Name

Culvert Type C108D

Barrel Length 85 ft

Number of Spans

MAIN: 2        APPR: 0        TOTAL: 2

Main Span Length

Structure Length

10.0 ft

22.3 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 2.80 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

NOT REQUIRED

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

7

6

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

6

N

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

40.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

40.0 ft

Median Width

MNTH 9

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

N/A

N/A

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

71.0 sq mi

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

160 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

UNKN

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1931

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 6254 US 75 over DITCH

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2B

County 45 - MARSHALL

City

Township TAMARAC

Desc. Loc. 3.4 MI S OF STEPHEN

Sect., Twp., Range 21 - 157N - 48W

Latitude

Longitude

48d 24m 17.96s

96d 51m 07.43s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1931

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

US 75

Roadway Function MAINLINE

Control Section (TH Only) 4507

Ref. Point (TH Only) 365+00.379

Date Opened to Traffic 08-01-1931

Detour Length 9 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

1,000  (2004)

HCADT 140

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

96.6

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 10-04-2007

Inspection Frequency 24

Inspector Name

Culvert Type W104D

Barrel Length 48 ft

Number of Spans

MAIN: 2        APPR: 0        TOTAL: 2

Main Span Length

Structure Length

10.0 ft

22.0 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 4.22 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

8

7

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

N

N

7

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

36.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

38.0 ft

Appr. Surface Width

Roadway Width

36.0 ft

Median Width

USTH 75

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

N/A

N/A

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

80 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 15

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1931

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 6255 US 75 over STREAM

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2B

County 45 - MARSHALL

City

Township SINNOTT

Desc. Loc. 1.5 MI N OF STEPHEN

Sect., Twp., Range 29 - 158N - 48W

Latitude

Longitude

48d 28m 17.17s

96d 52m 42.04s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1931

1991

Temp

Skew

Plan Avail. CENTRAL

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

US 75

Roadway Function MAINLINE

Control Section (TH Only) 4507

Ref. Point (TH Only) 370+00.251

Date Opened to Traffic 08-01-1991

Detour Length 9 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

620  (2004)

HCADT 112

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

96.9

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 10-04-2007

Inspection Frequency 24

Inspector Name

Culvert Type W128T W/PCST

Barrel Length 78 ft

Number of Spans

MAIN: 3        APPR: 0        TOTAL: 3

Main Span Length

Structure Length

12.0 ft

40.0 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 2.38 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

NOT REQUIRED

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

8

7

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

N

N

7

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

40.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

36.0 ft

Appr. Surface Width

Roadway Width

40.0 ft

Median Width

USTH 75

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

N/A

N/A

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

288 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 15

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1931

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 6256 US 75 over STREAM

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2B

County 45 - MARSHALL

City

Township SINNOTT

Desc. Loc. 5.5 MI S OF DONALDSON

Sect., Twp., Range 20 - 158N - 48W

Latitude

Longitude

48d 29m 26.92s

96d 52m 54.64s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1931

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

US 75

Roadway Function MAINLINE

Control Section (TH Only) 4507

Ref. Point (TH Only) 371+00.600

Date Opened to Traffic 08-01-1931

Detour Length 9 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

620  (2004)

HCADT 112

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

96.9

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 10-04-2007

Inspection Frequency 24

Inspector Name

Culvert Type W106T

Barrel Length 48 ft

Number of Spans

MAIN: 3        APPR: 0        TOTAL: 3

Main Span Length

Structure Length

10.0 ft

32.7 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 2.46 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

6

7

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

N

N

7

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

40.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

40.0 ft

Appr. Surface Width

Roadway Width

40.0 ft

Median Width

USTH 75

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

N/A

N/A

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

180 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 15

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1931

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 6257 US 75 over DITCH

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2B

County 45 - MARSHALL

City

Township SINNOTT

Desc. Loc. 3.5 MI S OF DONALDSON

Sect., Twp., Range 08 - 158N - 48W

Latitude

Longitude

48d 31m 19.11s

96d 53m 15.49s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1931

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

US 75

Roadway Function MAINLINE

Control Section (TH Only) 4507

Ref. Point (TH Only) 373+00.779

Date Opened to Traffic 08-01-1931

Detour Length 12 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

620  (2004)

HCADT 112

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

96.7

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 10-04-2007

Inspection Frequency 24

Inspector Name

Culvert Type W105T

Barrel Length 48 ft

Number of Spans

MAIN: 3        APPR: 0        TOTAL: 3

Main Span Length

Structure Length

10.0 ft

32.7 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 3.05 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

7

7

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

N

N

7

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

40.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

40.0 ft

Appr. Surface Width

Roadway Width

40.0 ft

Median Width

USTH 75

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

N/A

N/A

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

150 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 15

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1931

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 6316 TH 11 over STREAM

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2A

County 36 - KOOCHICHING

City

Township T-160 R-25

Desc. Loc. 1.6 MI W OF INDUS

Sect., Twp., Range 32 - 160N - 25W

Latitude

Longitude

48d 37m 45.78s

93d 52m 31.41s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1939

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 11

Roadway Function MAINLINE

Control Section (TH Only) 3604

Ref. Point (TH Only) 166+00.140

Date Opened to Traffic 01-01-1939

Detour Length 98 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

760  (2004)

HCADT 106

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

73.8

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 06-11-2009

Inspection Frequency 24

Inspector Name

Culvert Type W1210 H

Barrel Length 83 ft

Number of Spans

MAIN: 1        APPR: 0        TOTAL: 1

Main Span Length

Structure Length

12.0 ft

14.0 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 12.20 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

8

5

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

5

N

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

0-SUBSTANDARD

+  R D W Y  D I M E N S I O N S  +

28.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

28.0 ft

Median Width

MNTH 11

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

N/A

N/A

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

120 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

UNKN

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1939

Structure A-OPEN

On - Off System NO 



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 6338 TH 200 over STREAM

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2B

County 54 - NORMAN

City

Township LAKE IDA

Desc. Loc. 8.3 MI E OF ADA

Sect., Twp., Range 13 - 144N - 45W

Latitude

Longitude

47d 17m 46.07s

96d 20m 24.32s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1940

1987

Temp

Skew

Plan Avail. CENTRAL

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 200

Roadway Function MAINLINE

Control Section (TH Only) 5401

Ref. Point (TH Only) 026+00.941

Date Opened to Traffic 10-01-1987

Detour Length 13 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

1,250  (2004)

HCADT 88

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

96.1

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 09-26-2007

Inspection Frequency 24

Inspector Name

Culvert Type W104DPCST EX

Barrel Length 78 ft

Number of Spans

MAIN: 2        APPR: 0        TOTAL: 2

Main Span Length

Structure Length

10.0 ft

22.0 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 2.32 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

7

7

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

N

N

7

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

32.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

32.0 ft

Appr. Surface Width

Roadway Width

32.0 ft

Median Width

MNTH 200

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

N/A

N/A

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

80 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 20

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1940

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 6361 US 75 over STREAM

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2B

County 60 - POLK

City

Township ANGUS

Desc. Loc. 1.7 MI N OF ANGUS

Sect., Twp., Range 04 - 153N - 47W

Latitude

Longitude

48d 06m 07.04s

96d 42m 56.44s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1942

Temp

Skew

Plan Avail.

25L

NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

US 75

Roadway Function MAINLINE

Control Section (TH Only) 6011

Ref. Point (TH Only) 343+00.288

Date Opened to Traffic 01-01-1942

Detour Length 16 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

610  (2004)

HCADT 122

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

97.6

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 09-25-2007

Inspection Frequency 24

Inspector Name

Culvert Type W108T

Barrel Length 54 ft

Number of Spans

MAIN: 3        APPR: 0        TOTAL: 3

Main Span Length

Structure Length

11.0 ft

36.8 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 3.17 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

7

6

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

6

N

N

7

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

1-MEETS STANDARDS

1-MEETS STANDARDS

1-MEETS STANDARDS

+  R D W Y  D I M E N S I O N S  +

36.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

38.0 ft

Appr. Surface Width

Roadway Width

36.0 ft

Median Width

USTH 75

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

N/A

N/A

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

240 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 20

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1942

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 6377 TH 102 over BURNHAM CREEK

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2B

County 60 - POLK

City

Township ONSTAD

Desc. Loc. 8.1 MI NW OF JCT TH 32

Sect., Twp., Range 16 - 148N - 45W

Latitude

Longitude

47d 37m 51.49s

96d 24m 06.94s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1948

1982

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 102

Roadway Function MAINLINE

Control Section (TH Only) 6014

Ref. Point (TH Only) 008+00.107

Date Opened to Traffic 09-01-1982

Detour Length 29 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

1,050  (2004)

HCADT 147

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

94.9

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 09-21-2007

Inspection Frequency 24

Inspector Name

Culvert Type C106D

Barrel Length 102 ft

Number of Spans

MAIN: 2        APPR: 0        TOTAL: 2

Main Span Length

Structure Length

10.0 ft

22.0 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 2.00 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

4

7

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

N

N

6

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

36.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

36.0 ft

Median Width

MNTH 102

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

N/A

N/A

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

120 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 20

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1948

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 6380 US 75 over BURNHAM CREEK

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2B

County 60 - POLK

City

Township ANDOVER

Desc. Loc. 0.6 MI N OF GIRARD

Sect., Twp., Range 10 - 149N - 47W

Latitude

Longitude

47d 43m 58.38s

96d 39m 51.96s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1947

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

US 75

Roadway Function MAINLINE

Control Section (TH Only) 6012

Ref. Point (TH Only) 314+00.976

Date Opened to Traffic 01-01-1947

Detour Length 11 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

1,150  (2004)

HCADT 138

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

85.2

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 09-25-2007

Inspection Frequency 24

Inspector Name

Culvert Type C(111411)12T

Barrel Length 79 ft

Number of Spans

MAIN: 3        APPR: 0        TOTAL: 3

Main Span Length

Structure Length

14.0 ft

40.0 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 8.74 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

NOT REQUIRED

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

6

5

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

5

N

N

7

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

42.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

34.0 ft

Appr. Surface Width

Roadway Width

42.0 ft

Median Width

USTH 75

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

N/A

N/A

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

432 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 20

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1947

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 6449 US 59 over POPLAR RIVER

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2B

County 60 - POLK

City

Township BADGER

Desc. Loc. 4.9 MI N OF ERSKINE

Sect., Twp., Range 14 - 149N - 42W

Latitude

Longitude

47d 43m 29.96s

96d 00m 05.32s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1947

Temp

Skew

Plan Avail. DISTRICT

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

US 59

Roadway Function MAINLINE

Control Section (TH Only) 6009

Ref. Point (TH Only) 328+00.178

Date Opened to Traffic 10-01-1947

Detour Length 2 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

1,850  (2004)

HCADT 204

Functional Class. RUR/PR ART OTH

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

83.0

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC DECK GIRD

Appr. Span Type

Appr. Span Detail

Last Inspection Date 05-07-2009

Inspection Frequency 24

Inspector Name

Culvert Type

Barrel Length

Number of Spans

MAIN: 1        APPR: 0        TOTAL: 1

Main Span Length

Structure Length

40.0 ft

43.0 ft

Deck Width 32.3 ft

Deck Material C-I-P CONCRETE

Wear Surf Type MONOLITHIC CONC

Wear Surf Install Year 1983

Wear Course/Fill Depth 0.42 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R

1,389 sq ft

1,292 sq ft

0.42 ft 0.42 ft

39 39 Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

6

7

6

7

N

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

6

5

N

7

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

0-SUBSTANDARD

1-MEETS STANDARDS

1-MEETS STANDARDS

1-MEETS STANDARDS

+  R D W Y  D I M E N S I O N S  +

30.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

30.0 ft

Appr. Surface Width

Roadway Width

36.0 ft

Median Width

30.0 ft

USTH 59

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: 1          B:  1          C:  3

CONC - FTG PILE

N/A

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

280 sq ft

NO PRMT REQD

O-STBL;ACT REQD

1996

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 15

HS  25.2

HS  15.1

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

10-01-1995

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 6473 US 59 over LITTLE JOE RIVER

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2B

County 35 - KITTSON

City

Township ST JOSEPH

Desc. Loc. 7.1 MI N OF LANCASTER

Sect., Twp., Range 07 - 163N - 47W

Latitude

Longitude

48d 57m 38.00s

96d 47m 56.66s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1955

1986

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

US 59

Roadway Function MAINLINE

Control Section (TH Only) 3505

Ref. Point (TH Only) 425+00.683

Date Opened to Traffic 10-01-1986

Detour Length 15 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

530  (2004)

HCADT 69

Functional Class. RUR/PR ART OTH

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

96.7

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 10-01-2007

Inspection Frequency 24

Inspector Name

Culvert Type C105D

Barrel Length 74 ft

Number of Spans

MAIN: 2        APPR: 0        TOTAL: 2

Main Span Length

Structure Length

10.0 ft

22.0 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 3.00 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

NOT REQUIRED

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

7

7

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

N

N

7

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

32.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

32.0 ft

Appr. Surface Width

Roadway Width

32.0 ft

Median Width

USTH 59

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

N/A

N/A

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

85 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

UNKN

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1955

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 6521 TH 32 over COON CREEK

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2B

County 54 - NORMAN

City

Township HOME LAKE

Desc. Loc. 8.0 MI N OF ULEN

Sect., Twp., Range 22 - 143N - 44W

Latitude

Longitude

47d 11m 23.44s

96d 15m 31.97s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1947

1990

Temp

Skew

Plan Avail. CENTRAL

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 32

Roadway Function MAINLINE

Control Section (TH Only) 5404

Ref. Point (TH Only) 037+00.126

Date Opened to Traffic 09-01-1990

Detour Length 10 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

1,300  (2004)

HCADT 195

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

96.3

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 10-03-2007

Inspection Frequency 24

Inspector Name

Culvert Type W108T W\PCST

Barrel Length 82 ft

Number of Spans

MAIN: 3        APPR: 0        TOTAL: 3

Main Span Length

Structure Length

10.0 ft

34.0 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 3.53 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

NOT REQUIRED

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

6

7

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

N

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

32.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

32.0 ft

Median Width

MNTH 32

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

N/A

N/A

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

240 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

HS20

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1947

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 6522 TH 200 FRNT RD over MARSH RIVER

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2B

County 54 - NORMAN

City

Township MCDONALDSVILLE

Desc. Loc. 0.1 MI S OF JCT TH 200

Sect., Twp., Range 18 - 144N - 46W

Latitude

Longitude

47d 17m 42.39s

96d 33m 50.06s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1924

1945

Temp

Skew

Plan Avail. DISTRICT

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

TH 200 (FRONTAGE)

Roadway Function FRONTAGE

Control Section (TH Only) 5407

Ref. Point (TH Only) 016+00.550

Date Opened to Traffic 09-01-1945

Detour Length 3 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

4  (1992)

HCADT

Functional Class. RURAL LOCAL

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

70.6

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

STEEL LOW TRUSS

WARREN W/VERT

Appr. Span Type

Appr. Span Detail

Last Inspection Date 05-17-2008

Inspection Frequency 12

Inspector Name

Culvert Type

Barrel Length

Number of Spans

MAIN: 1        APPR: 0        TOTAL: 1

Main Span Length

Structure Length

40.0 ft

41.3 ft

Deck Width 20.0 ft

Deck Material C-I-P CONCRETE

Wear Surf Type MONOLITHIC CONC

Wear Surf Install Year

Wear Course/Fill Depth

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R

826 sq ft

786 sq ft

0.5 ft 0.5 ft

0.50 ft 0.50 ft

32 32 Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

NOT REQUIRED

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

6

5

6

6

N

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

5

4

N

7

5

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

0-SUBSTANDARD

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

19.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

20.0 ft

Median Width

19.0 ft

MNTH 200

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

RIVETED

A: 3          B:  2          C:  2

TIMBER - PILE BENT

N/A

+  P A I N T  +

Pct. Unsound1980 15 %

3,420 sf

LEAD

ALKYD IRON OXIDE

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

360 sq ft

NO PRMT REQD

K-LIMITED RISK

1995

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 10

HS  20.7

HS  14.5

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

Y    24 mo   07/2008

07-22-2008

Structure A-OPEN

On - Off System NO 



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 6601 TH 89 over S FK ROSEAU RIVER

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2B

County 68 - ROSEAU

City

Township MICKINOCK

Desc. Loc. AT WANNASKA

Sect., Twp., Range 19 - 160N - 39W

Latitude

Longitude

48d 39m 27.79s

95d 44m 05.29s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1948

Temp

Skew

Plan Avail. DISTRICT

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 89

Roadway Function MAINLINE

Control Section (TH Only) 6806

Ref. Point (TH Only) 111+00.511

Date Opened to Traffic 01-01-1948

Detour Length 10 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

1,400  (2004)

HCADT 154

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

S.D.

57.7

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC DECK GIRD

Appr. Span Type

Appr. Span Detail

Last Inspection Date 05-07-2008

Inspection Frequency 12

Inspector Name

Culvert Type

Barrel Length

Number of Spans

MAIN: 1        APPR: 0        TOTAL: 1

Main Span Length

Structure Length

35.0 ft

38.0 ft

Deck Width 34.4 ft

Deck Material C-I-P CONCRETE

Wear Surf Type MONOLITHIC CONC

Wear Surf Install Year 1987

Wear Course/Fill Depth 0.20 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R

1,307 sq ft

1,141 sq ft

1.0 ft 1.0 ft

0.67 ft 0.67 ft

39 39 Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

4

4

5

6

N

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

4

5

N

6

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

0-SUBSTANDARD

1-MEETS STANDARDS

1-MEETS STANDARDS

1-MEETS STANDARDS

+  R D W Y  D I M E N S I O N S  +

30.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

32.0 ft

Median Width

30.0 ft

MNTH 89

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: 1          B:  1          C:  1

CONC - FTG PILE

N/A

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

560 sq ft

NO PRMT REQD

I-LOW RISK

1996

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 20

HS  32.0

HS  19.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

03-01-1992

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 6690 TH 11 over RED RIVER OF THE NORTH

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2B

County 35 - KITTSON

City

Township TEIEN

Desc. Loc. AT N DAKOTA STATE LINE

Sect., Twp., Range 29 - 159N - 50W

Latitude

Longitude

48d 34m 22.10s

97d 08m 51.44s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1954

Temp

Skew

Plan Avail. DISTRICT

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 11

Roadway Function MAINLINE

Control Section (TH Only) 3511

Ref. Point (TH Only) 000+00.000

Date Opened to Traffic 01-01-1954

Detour Length 25 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

1,400  (2004)

HCADT 210

Functional Class. RUR/PR ART OTH

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

47.6

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CSTL HIGH TRUSS

WARR W/POLY TC

Appr. Span Type

Appr. Span Detail

STEEL BM SPAN

Last Inspection Date 05-20-2009

Inspection Frequency 12

Inspector Name

Culvert Type

Barrel Length

Number of Spans

MAIN: 3        APPR: 6        TOTAL: 9

Main Span Length

Structure Length

249.0 ft

1,058.0 ft

Deck Width 30.0 ft

Deck Material C-I-P CONCRETE

Wear Surf Type MONOLITHIC CONC

Wear Surf Install Year 1992

Wear Course/Fill Depth

Deck Membrane NONE

Deck Rebars NONE

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R

31,740 sq ft

29,622 sq ft

0.9 ft 0.9 ft

0.83 ft 0.83 ft

42 42 Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT REQUIRED

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

4

4

6

7

N

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

5

5

N

6

7

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

0-SUBSTANDARD

1-MEETS STANDARDS

1-MEETS STANDARDS

0-SUBSTANDARD

+  R D W Y  D I M E N S I O N S  +

28.0 ft

Max. Vert. Clear.

Horizontal Clear.

16.0 ft

16.0 ft

Lateral Clr. - Lt/Rt

28.0 ft

Appr. Surface Width

Roadway Width

36.0 ft

Median Width

28.0 ft

MNTH 11

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

RIVETED

FRICTION

A: 1          B:  X          C:  X

CONC - FTG PILE

CONC - FTG PILE

+  P A I N T  +

Pct. Unsound1954 30 %

120,202 sf

LEAD

PHENOLIC RESIN ALUM.

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

35300 sq ft

NO PRMT REQD

L-STBL;LOW RISK

1997

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 20

HS  20.6

HS  12.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

Y    24 mo   06/2009

Y    60 mo   05/2008

07-22-2008

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 6694 TH 9 over MARSH RIVER

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2B

County 54 - NORMAN

City

Township MCDONALDSVILLE

Desc. Loc. 0.3 MI S OF JCT TH 200

Sect., Twp., Range 16 - 144N - 46W

Latitude

Longitude

47d 17m 28.91s

96d 30m 44.27s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1948

1989

Temp

Skew

Plan Avail. DISTRICT

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 9

Roadway Function MAINLINE

Control Section (TH Only) 5410

Ref. Point (TH Only) 192+00.643

Date Opened to Traffic 11-01-1989

Detour Length 12 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

1,750  (2004)

HCADT 298

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

98.4

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CCONC SLAB SPAN

Appr. Span Type

Appr. Span Detail

Last Inspection Date 05-05-2009

Inspection Frequency 24

Inspector Name

Culvert Type

Barrel Length

Number of Spans

MAIN: 3        APPR: 0        TOTAL: 3

Main Span Length

Structure Length

33.0 ft

99.0 ft

Deck Width 50.5 ft

Deck Material C-I-P CONCRETE

Wear Surf Type MONOLITHIC CONC

Wear Surf Install Year

Wear Course/Fill Depth

Deck Membrane NONE

Deck Rebars EPOXY COATED REBAR

Deck Rebars Install Year 1989

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R

5,000 sq ft

4,672 sq ft

22 22 Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

6

6

7

8

N

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

6

9

N

7

7

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

1-MEETS STANDARDS

1-MEETS STANDARDS

1-MEETS STANDARDS

1-MEETS STANDARDS

+  R D W Y  D I M E N S I O N S  +

47.2 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

44.0 ft

Median Width

47.2 ft

MNTH 9

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: 1          B:  1          C:  1

CONC - FTG PILE

CONC - FTG PILE

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

940 sq ft

NO PRMT REQD

I-LOW RISK

1992

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

HS20

HS  47.0

HS  28.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1991

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 6730 US 75 over DITCH

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2B

County 54 - NORMAN

City

Township SHELLY

Desc. Loc. 0.8 MI N OF SHELLY

Sect., Twp., Range 17 - 146N - 48W

Latitude

Longitude

47d 28m 07.02s

96d 48m 55.31s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1949

Temp

Skew

Plan Avail. DISTRICT

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

US 75

Roadway Function MAINLINE

Control Section (TH Only) 5409

Ref. Point (TH Only) 293+00.048

Date Opened to Traffic 01-01-1949

Detour Length 20 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

1,050  (2004)

HCADT 137

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

S.D.

40.4

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC SLAB SPAN

Appr. Span Type

Appr. Span Detail

Last Inspection Date 04-30-2009

Inspection Frequency 12

Inspector Name

Culvert Type

Barrel Length

Number of Spans

MAIN: 1        APPR: 0        TOTAL: 1

Main Span Length

Structure Length

20.0 ft

22.4 ft

Deck Width 42.0 ft

Deck Material C-I-P CONCRETE

Wear Surf Type MONOLITHIC CONC

Wear Surf Install Year

Wear Course/Fill Depth

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R

941 sq ft

721 sq ft

37 37 Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

4

4

7

8

N

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

4

5

N

6

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

0-SUBSTANDARD

1-MEETS STANDARDS

1-MEETS STANDARDS

1-MEETS STANDARDS

+  R D W Y  D I M E N S I O N S  +

32.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

32.0 ft

Appr. Surface Width

Roadway Width

38.0 ft

Median Width

32.0 ft

USTH 75

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: 1          B:  X          C:  X

CONC - FTG PILE

N/A

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

160 sq ft

NO PRMT REQD

I-LOW RISK

1992

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 20

HS  23.2

HS  10.6

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

VEH:  28  SEMI:  40  DBL:  40

09-27-2006

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 6731 US 75 over DITCH

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2B

County 54 - NORMAN

City

Township SHELLY

Desc. Loc. 1.8 MI N OF SHELLY

Sect., Twp., Range 08 - 146N - 48W

Latitude

Longitude

47d 28m 59.56s

96d 48m 55.69s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1949

Temp

Skew

Plan Avail. DISTRICT

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

US 75

Roadway Function MAINLINE

Control Section (TH Only) 5409

Ref. Point (TH Only) 294+00.047

Date Opened to Traffic 01-01-1949

Detour Length 20 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

1,050  (2004)

HCADT 137

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

S.D.

40.4

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC SLAB SPAN

Appr. Span Type

Appr. Span Detail

Last Inspection Date 05-04-2009

Inspection Frequency 12

Inspector Name

Culvert Type

Barrel Length

Number of Spans

MAIN: 1        APPR: 0        TOTAL: 1

Main Span Length

Structure Length

20.0 ft

22.4 ft

Deck Width 42.0 ft

Deck Material C-I-P CONCRETE

Wear Surf Type MONOLITHIC CONC

Wear Surf Install Year

Wear Course/Fill Depth

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R

941 sq ft

721 sq ft

37 37 Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

4

4

6

8

N

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

4

5

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

0-SUBSTANDARD

1-MEETS STANDARDS

1-MEETS STANDARDS

1-MEETS STANDARDS

+  R D W Y  D I M E N S I O N S  +

32.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

32.0 ft

Appr. Surface Width

Roadway Width

38.0 ft

Median Width

32.0 ft

USTH 75

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: 1          B:  X          C:  X

CONC - FTG PILE

N/A

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

160 sq ft

NO PRMT REQD

NOT APPL

I-LOW RISK

1992

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 20

HS  23.5

HS  10.6

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

VEH:  28  SEMI:  40  DBL:  40

09-27-2006

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 6734 US 75 over MARSH RIVER

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2B

County 54 - NORMAN

City

Township SHELLY

Desc. Loc. 1.2 MI S OF SHELLY

Sect., Twp., Range 19 - 146N - 48W

Latitude

Longitude

47d 26m 55.63s

96d 49m 21.63s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1951

Temp

Skew

Plan Avail. DISTRICT

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

US 75

Roadway Function MAINLINE

Control Section (TH Only) 5409

Ref. Point (TH Only) 291+00.587

Date Opened to Traffic 01-01-1952

Detour Length 12 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

1,050  (2004)

HCADT 137

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

S.D.

82.3

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CSTL BEAM SPAN

Appr. Span Type

Appr. Span Detail

Last Inspection Date 12-04-2008

Inspection Frequency 12

Inspector Name

Culvert Type

Barrel Length

Number of Spans

MAIN: 3        APPR: 0        TOTAL: 3

Main Span Length

Structure Length

85.0 ft

225.0 ft

Deck Width 34.2 ft

Deck Material C-I-P CONCRETE

Wear Surf Type MONOLITHIC CONC

Wear Surf Install Year

Wear Course/Fill Depth

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R

7,695 sq ft

7,492 sq ft

1.0 ft 1.0 ft

22 22 Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

4

6

6

6

N

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

6

5

N

6

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

1-MEETS STANDARDS

0-SUBSTANDARD

1-MEETS STANDARDS

0-SUBSTANDARD

+  R D W Y  D I M E N S I O N S  +

33.3 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

33.3 ft

Appr. Surface Width

Roadway Width

40.0 ft

Median Width

33.3 ft

USTH 75

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

RIVETED

PIN & HANGER

A: 1          B:  2          C:  2

CONC - FTG PILE

CONC - FTG PILE

+  P A I N T  +

Pct. Unsound1985 10 %

12,032 sf

LEAD

ALKYD IRON OXIDE

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

4260 sq ft

NO PRMT REQD

I-LOW RISK

1992

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 20

HS  25.6

HS  15.3

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

Y    48 mo   08/2007

02-19-2003

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 6780 TH 89 over S FK ROSEAU RIVER

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2B

County 68 - ROSEAU

City

Township GOLDEN VALLEY

Desc. Loc. 4.3 MI S OF WANNASKA

Sect., Twp., Range 18 - 159N - 39W

Latitude

Longitude

48d 35m 47.88s

95d 44m 01.48s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1951

Temp

Skew

Plan Avail. DISTRICT

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 89

Roadway Function MAINLINE

Control Section (TH Only) 6806

Ref. Point (TH Only) 107+00.353

Date Opened to Traffic 01-01-1951

Detour Length 21 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

770  (2004)

HCADT 100

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

78.7

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

STEEL BM SPAN

Appr. Span Type

Appr. Span Detail

Last Inspection Date 08-17-2007

Inspection Frequency 24

Inspector Name

Culvert Type

Barrel Length

Number of Spans

MAIN: 1        APPR: 0        TOTAL: 1

Main Span Length

Structure Length

30.0 ft

32.3 ft

Deck Width 36.3 ft

Deck Material C-I-P CONCRETE

Wear Surf Type MONOLITHIC CONC

Wear Surf Install Year 1987

Wear Course/Fill Depth 0.20 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R

1,172 sq ft

969 sq ft

2.0 ft 2.0 ft

0.50 ft 0.50 ft

31 31 Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

5

7

5

5

N

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

5

6

N

7

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

0-SUBSTANDARD

1-MEETS STANDARDS

1-MEETS STANDARDS

1-MEETS STANDARDS

+  R D W Y  D I M E N S I O N S  +

30.1 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

30.0 ft

Median Width

30.1 ft

MNTH 89

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: 1          B:  3          C:  3

CONC - FTG PILE

N/A

+  P A I N T  +

Pct. Unsound1985

1,940 sf

LEAD

ALKYD IRON OXIDE

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

270 sq ft

NO PRMT REQD

M-STBL;ABV WATER

1995

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 20

HS  25.5

HS  16.6

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

08-01-1976

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 6815 TH 1 over JUD DITCH # 13

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2B

County 57 - PENNINGTON

City

Township GOODRIDGE

Desc. Loc. 2.0 MI E OF JCT TH 219

Sect., Twp., Range 35 - 154N - 40W

Latitude

Longitude

48d 07m 18.86s

95d 45m 52.33s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1952

Temp

Skew

Plan Avail. DISTRICT

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 1

Roadway Function MAINLINE

Control Section (TH Only) 5702

Ref. Point (TH Only) 065+00.373

Date Opened to Traffic 01-01-1952

Detour Length 15 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

475  (2004)

HCADT 62

Functional Class. RUR/MAJOR COLL

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

81.8

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC SLAB SPAN

Appr. Span Type

Appr. Span Detail

Last Inspection Date 09-24-2007

Inspection Frequency 24

Inspector Name

Culvert Type

Barrel Length

Number of Spans

MAIN: 1        APPR: 0        TOTAL: 1

Main Span Length

Structure Length

20.7 ft

23.0 ft

Deck Width 34.5 ft

Deck Material C-I-P CONCRETE

Wear Surf Type LOW SLUMP CONC

Wear Surf Install Year 1986

Wear Course/Fill Depth 0.17 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R

794 sq ft

689 sq ft

1.0 ft 1.0 ft

0.67 ft 0.67 ft

39 39 Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

5

5

6

8

N

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

5

6

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

0-SUBSTANDARD

1-MEETS STANDARDS

1-MEETS STANDARDS

1-MEETS STANDARDS

+  R D W Y  D I M E N S I O N S  +

30.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

28.0 ft

Median Width

30.0 ft

MNTH 1

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: 1          B:  3          C:  3

CONC - FTG PILE

N/A

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

160 sq ft

NO PRMT REQD

I-LOW RISK

1995

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 20

HS  26.4

HS  15.8

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

05-01-1997

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 6829 TH 92 over BADGER CREEK

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2B

County 63 - RED LAKE

City

Township TERREBONNE

Desc. Loc. 4.0 MI W OF TERREBONNE

Sect., Twp., Range 07 - 150N - 43W

Latitude

Longitude

47d 49m 56.02s

96d 13m 30.55s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1954

Temp

Skew

Plan Avail.

40L

NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 92

Roadway Function MAINLINE

Control Section (TH Only) 6304

Ref. Point (TH Only) 002+00.015

Date Opened to Traffic 01-01-1954

Detour Length 16 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

330  (2004)

HCADT 50

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

86.8

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 09-19-2007

Inspection Frequency 24

Inspector Name

Culvert Type C(111411)12T

Barrel Length 134 ft

Number of Spans

MAIN: 3        APPR: 0        TOTAL: 3

Main Span Length

Structure Length

18.3 ft

52.2 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 6.70 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

6

5

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

5

N

N

7

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

1-MEETS STANDARDS

1-MEETS STANDARDS

1-MEETS STANDARDS

+  R D W Y  D I M E N S I O N S  +

30.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

30.0 ft

Median Width

MNTH 92

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

N/A

N/A

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

81.0 sq mi

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

360 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

UNKN

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1954

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 6830 TH 92 over POPLAR RIVER

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2B

County 63 - RED LAKE

City

Township POPLAR RIVER

Desc. Loc. 3.0 MI W OF BROOKS

Sect., Twp., Range 17 - 150N - 42W

Latitude

Longitude

47d 49m 05.57s

96d 03m 53.21s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1954

Temp

Skew

Plan Avail. DISTRICT

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 92

Roadway Function MAINLINE

Control Section (TH Only) 6304

Ref. Point (TH Only) 009+00.929

Date Opened to Traffic 01-01-1954

Detour Length 7 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

330  (2004)

HCADT 50

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

91.5

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC SLAB SPAN

Appr. Span Type

Appr. Span Detail

Last Inspection Date 09-19-2007

Inspection Frequency 24

Inspector Name

Culvert Type

Barrel Length

Number of Spans

MAIN: 3        APPR: 0        TOTAL: 3

Main Span Length

Structure Length

27.0 ft

80.8 ft

Deck Width 34.5 ft

Deck Material C-I-P CONCRETE

Wear Surf Type MONOLITHIC CONC

Wear Surf Install Year 1995

Wear Course/Fill Depth 0.08 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R

2,788 sq ft

2,433 sq ft

1.0 ft 1.0 ft

0.67 ft 0.67 ft

39 39 Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

6

6

7

5

N

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

6

6

N

7

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

0-SUBSTANDARD

1-MEETS STANDARDS

1-MEETS STANDARDS

1-MEETS STANDARDS

+  R D W Y  D I M E N S I O N S  +

30.1 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

30.0 ft

Median Width

30.1 ft

MNTH 92

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: 1          B:  3          C:  3

CONC - FTG PILE

CONC - PILE BENT

+  P A I N T  +

Pct. Unsound1978 6 %

401 sf

LEAD

PHENOLIC RESIN ALUM.

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

925 sq ft

NO PRMT REQD

R-CRIT;MONITOR

1996

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 20

HS  24.2

HS  14.5

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

05-01-1997

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 6841 TH 1 over BLACKDUCK RIVER

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2A

County 04 - BELTRAMI

City

Township QUIRING

Desc. Loc. 10.4 MI E OF REDBY

Sect., Twp., Range 26 - 151N - 32W

Latitude

Longitude

47d 52m 31.64s

94d 42m 44.13s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1954

Temp

Skew

Plan Avail. DISTRICT

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 1

Roadway Function MAINLINE

Control Section (TH Only) 0404

Ref. Point (TH Only) 133+00.717

Date Opened to Traffic 01-01-1954

Detour Length 22 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

410  (2004)

HCADT 21

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

80.8

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

STEEL BM SPAN

Appr. Span Type

Appr. Span Detail

Last Inspection Date 04-30-2009

Inspection Frequency 24

Inspector Name

Culvert Type

Barrel Length

Number of Spans

MAIN: 3        APPR: 0        TOTAL: 3

Main Span Length

Structure Length

47.5 ft

143.0 ft

Deck Width 34.2 ft

Deck Material C-I-P CONCRETE

Wear Surf Type MONOLITHIC CONC

Wear Surf Install Year

Wear Course/Fill Depth

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R

4,891 sq ft

4,295 sq ft

1.0 ft 1.0 ft

1.00 ft 1.00 ft

31 31 Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

5

5

6

7

N

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

5

6

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

0-SUBSTANDARD

1-MEETS STANDARDS

1-MEETS STANDARDS

1-MEETS STANDARDS

+  R D W Y  D I M E N S I O N S  +

30.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

34.0 ft

Median Width

30.0 ft

MNTH 1

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: 1          B:  1          C:  1

CONC - FTG PILE

STEEL - PILE BENT

+  P A I N T  +

Pct. Unsound1981

5,705 sf

LEAD

PHENOLIC RESIN ALUM.

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

1656 sq ft

NO PRMT REQD

N-STBL;LIM SCOUR

2008

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 20

HS  29.4

HS  18.3

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

09-01-1976

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 6866 TH 46 over CHANNEL

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2A

County 31 - ITASCA

City

Township T-147 R-27

Desc. Loc. 18.4 MI NW OF DEER RIVER

Sect., Twp., Range 25 - 147N - 27W

Latitude

Longitude

47d 30m 58.04s

94d 02m 39.30s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1955

1992

Temp

Skew

Plan Avail. DISTRICT

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 46

Roadway Function MAINLINE

Control Section (TH Only) 3109

Ref. Point (TH Only) 017+00.543

Date Opened to Traffic 08-01-1993

Detour Length 35 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

1,400  (2004)

HCADT 126

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

94.1

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HWY;PED

STREAM

Main Span Type

Main Span Detail

CSTL BEAM SPAN

Appr. Span Type

Appr. Span Detail

Last Inspection Date 04-30-2009

Inspection Frequency 24

Inspector Name

Culvert Type

Barrel Length

Number of Spans

MAIN: 3        APPR: 0        TOTAL: 3

Main Span Length

Structure Length

41.0 ft

123.7 ft

Deck Width 53.3 ft

Deck Material C-I-P CONCRETE

Wear Surf Type MONOLITHIC CONC

Wear Surf Install Year

Wear Course/Fill Depth

Deck Membrane NONE

Deck Rebars EPOXY COATED REBAR

Deck Rebars Install Year 1992

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R

6,593 sq ft

4,456 sq ft

6.0 ft 6.0 ft

22 22 Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

SPEED LIMIT

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

8

8

7

8

N

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

6

N

8

4

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

1-MEETS STANDARDS

0-SUBSTANDARD

1-MEETS STANDARDS

1-MEETS STANDARDS

+  R D W Y  D I M E N S I O N S  +

36.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

36.0 ft

Appr. Surface Width

Roadway Width

36.0 ft

Median Width

36.0 ft

MNTH 46

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

BOLTED

A: 1          B:  1          C:  1

CONC - FTG PILE

CONC - FTG PILE

+  P A I N T  +

Pct. Unsound1992

8,830 sf

3309-ORGANIC ZINC

URETHANE

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

1300 sq ft

NO PRMT REQD

I-LOW RISK

1995

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

HS25

HS  82.0

HS  49.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

Y    60 mo   09/2008

06-01-1994

Structure R-POSTED - OTHER CAP

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 6873 US 75 over MID BR TWO RIVERS

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2B

County 35 - KITTSON

City

Township HALLOCK

Desc. Loc. 1.0 MI N OF HALLOCK

Sect., Twp., Range 11 - 161N - 49W

Latitude

Longitude

48d 47m 21.68s

96d 57m 19.72s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1955

Temp

Skew

Plan Avail. DISTRICT

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

US 75

Roadway Function MAINLINE

Control Section (TH Only) 3509

Ref. Point (TH Only) 392+00.863

Date Opened to Traffic 01-01-1955

Detour Length 18 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

780  (2004)

HCADT 94

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

70.1

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CSTL BEAM SPAN

Appr. Span Type

Appr. Span Detail

Last Inspection Date 05-15-2008

Inspection Frequency 24

Inspector Name

Culvert Type

Barrel Length

Number of Spans

MAIN: 3        APPR: 0        TOTAL: 3

Main Span Length

Structure Length

85.0 ft

225.0 ft

Deck Width 34.2 ft

Deck Material C-I-P CONCRETE

Wear Surf Type MONOLITHIC CONC

Wear Surf Install Year

Wear Course/Fill Depth

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R

7,695 sq ft

6,749 sq ft

1.0 ft 1.0 ft

0.83 ft 0.83 ft

31 31 Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

5

5

7

7

N

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

5

6

N

4

7

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

0-SUBSTANDARD

1-MEETS STANDARDS

1-MEETS STANDARDS

1-MEETS STANDARDS

+  R D W Y  D I M E N S I O N S  +

30.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

30.0 ft

Appr. Surface Width

Roadway Width

38.0 ft

Median Width

30.0 ft

USTH 75

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

RIVETED

PIN & HANGER

A: 1          B:  1          C:  2

CONC - FTG PILE

CONC - FTG PILE

+  P A I N T  +

Pct. Unsound1955 6 %

11,964 sf

LEAD

ALKYD IRON OXIDE

+  W A T E R W A Y  +

635.0 sq mi

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

1960 sq ft

NO PRMT REQD

I-LOW RISK

1992

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 20

HS  26.4

HS  15.8

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

Y    48 mo   08/2007

03-27-2002

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 6877 US 59 over N BR TWO RIVERS

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2B

County 35 - KITTSON

City LANCASTER

Township

Desc. Loc. IN LANCASTER

Sect., Twp., Range 12 - 162N - 48W

Latitude

Longitude

48d 51m 58.93s

96d 47m 56.95s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1955

Temp

Skew

Plan Avail. DISTRICT

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

US 59

Roadway Function MAINLINE

Control Section (TH Only) 3505

Ref. Point (TH Only) 419+00.158

Date Opened to Traffic 01-01-1955

Detour Length 14 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

890  (2004)

HCADT 107

Functional Class. RUR/PR ART OTH

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

74.3

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

STEEL BM SPAN

Appr. Span Type

Appr. Span Detail

Last Inspection Date 05-15-2008

Inspection Frequency 24

Inspector Name

Culvert Type

Barrel Length

Number of Spans

MAIN: 3        APPR: 0        TOTAL: 3

Main Span Length

Structure Length

37.7 ft

113.0 ft

Deck Width 34.2 ft

Deck Material C-I-P CONCRETE

Wear Surf Type MONOLITHIC CONC

Wear Surf Install Year

Wear Course/Fill Depth

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R

3,865 sq ft

3,391 sq ft

0.9 ft 0.9 ft

0.75 ft 0.75 ft

31 31 Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

5

5

6

5

N

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

5

6

N

7

7

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

0-SUBSTANDARD

1-MEETS STANDARDS

1-MEETS STANDARDS

1-MEETS STANDARDS

+  R D W Y  D I M E N S I O N S  +

30.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

30.0 ft

Appr. Surface Width

Roadway Width

34.0 ft

Median Width

30.0 ft

USTH 59

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: 1          B:  1          C:  2

CONC - FTG PILE

STEEL - PILE BENT

+  P A I N T  +

Pct. Unsound1971 15 %

4,396 sf

LEAD

PHENOLIC RESIN ALUM.

+  W A T E R W A Y  +

165.0 sq mi

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

1324 sq ft

NO PRMT REQD

O-STBL;ACT REQD

1995

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 20

HS  28.1

HS  16.8

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

08-23-2002

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 6878 US 59 over DITCH # 84

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2B

County 35 - KITTSON

City

Township ST JOSEPH

Desc. Loc. 3.3 MI N OF LANCASTER

Sect., Twp., Range 30 - 163N - 47W

Latitude

Longitude

48d 54m 24.72s

96d 47m 56.00s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1954

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

US 59

Roadway Function MAINLINE

Control Section (TH Only) 3505

Ref. Point (TH Only) 421+00.863

Date Opened to Traffic 01-01-1954

Detour Length 14 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

530  (2004)

HCADT 69

Functional Class. RUR/PR ART OTH

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

92.0

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC SLAB SPAN

Appr. Span Type

Appr. Span Detail

Last Inspection Date 10-01-2007

Inspection Frequency 24

Inspector Name

Culvert Type

Barrel Length

Number of Spans

MAIN: 1        APPR: 0        TOTAL: 1

Main Span Length

Structure Length

20.0 ft

23.1 ft

Deck Width 32.9 ft

Deck Material C-I-P CONCRETE

Wear Surf Type MONOLITHIC CONC

Wear Surf Install Year 1996

Wear Course/Fill Depth 0.37 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R

760 sq ft

689 sq ft

1.0 ft 1.0 ft

0.67 ft 0.67 ft

39 39 Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

6

6

7

8

N

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

6

6

N

7

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

0-SUBSTANDARD

1-MEETS STANDARDS

1-MEETS STANDARDS

1-MEETS STANDARDS

+  R D W Y  D I M E N S I O N S  +

30.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

30.0 ft

Appr. Surface Width

Roadway Width

32.0 ft

Median Width

30.0 ft

USTH 59

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: 1          B:  1          C:  1

CONC - FTG PILE

N/A

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

58.0 sq mi

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

160 sq ft

NO PRMT REQD

I-LOW RISK

1995

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 20

HS  29.2

HS  17.5

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

08-23-2002

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 6910 TH 219 over JUD DITCH # 13

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2B

County 57 - PENNINGTON

City

Township GOODRIDGE

Desc. Loc. 1.6 MI N OF GOODRIDGE

Sect., Twp., Range 16 - 154N - 40W

Latitude

Longitude

48d 09m 50.58s

95d 48m 32.64s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1954

Temp

Skew

Plan Avail. DISTRICT

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 219

Roadway Function MAINLINE

Control Section (TH Only) 5707

Ref. Point (TH Only) 002+00.978

Date Opened to Traffic 01-01-1954

Detour Length 20 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

730  (2004)

HCADT 131

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

91.3

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC SLAB SPAN

Appr. Span Type

Appr. Span Detail

Last Inspection Date 09-04-2007

Inspection Frequency 24

Inspector Name

Culvert Type

Barrel Length

Number of Spans

MAIN: 1        APPR: 0        TOTAL: 1

Main Span Length

Structure Length

24.8 ft

27.0 ft

Deck Width 34.5 ft

Deck Material C-I-P CONCRETE

Wear Surf Type LOW SLUMP CONC

Wear Surf Install Year 1986

Wear Course/Fill Depth 0.17 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R

932 sq ft

807 sq ft

1.0 ft 1.0 ft

0.67 ft 0.67 ft

39 39 Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

6

6

7

6

N

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

6

6

N

7

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

0-SUBSTANDARD

1-MEETS STANDARDS

1-MEETS STANDARDS

1-MEETS STANDARDS

+  R D W Y  D I M E N S I O N S  +

30.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

30.0 ft

Median Width

30.0 ft

MNTH 219

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: 1          B:  3          C:  3

CONC - FTG PILE

N/A

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

216 sq ft

NO PRMT REQD

I-LOW RISK

1995

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 20

HS  24.9

HS  14.9

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

11-01-1995

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 6911 TH 219 over JUD DITCH # 20

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2B

County 45 - MARSHALL

City

Township MOYLAN

Desc. Loc. 5.8 MI N OF GOODRIDGE

Sect., Twp., Range 28 - 155N - 40W

Latitude

Longitude

48d 13m 20.41s

95d 48m 32.40s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1954

Temp

Skew

Plan Avail. DISTRICT

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 219

Roadway Function MAINLINE

Control Section (TH Only) 4510

Ref. Point (TH Only) 007+00.005

Date Opened to Traffic 01-01-1954

Detour Length 10 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

580  (2004)

HCADT 122

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

81.2

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

STEEL BM SPAN

Appr. Span Type

Appr. Span Detail

Last Inspection Date 05-06-2008

Inspection Frequency 24

Inspector Name

Culvert Type

Barrel Length

Number of Spans

MAIN: 1        APPR: 0        TOTAL: 1

Main Span Length

Structure Length

36.0 ft

39.0 ft

Deck Width 34.5 ft

Deck Material C-I-P CONCRETE

Wear Surf Type LOW SLUMP CONC

Wear Surf Install Year 1986

Wear Course/Fill Depth 0.17 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R

1,346 sq ft

1,173 sq ft

1.0 ft 1.0 ft

0.67 ft 0.67 ft

39 39 Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

7

5

5

6

N

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

5

6

N

7

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

0-SUBSTANDARD

1-MEETS STANDARDS

1-MEETS STANDARDS

1-MEETS STANDARDS

+  R D W Y  D I M E N S I O N S  +

30.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

30.0 ft

Median Width

30.0 ft

MNTH 219

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: 1          B:  3          C:  3

CONC - FTG PILE

N/A

+  P A I N T  +

Pct. Unsound1954 5 %

2,479 sf

LEAD

PHENOLIC RESIN ALUM.

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

468 sq ft

NO PRMT REQD

I-LOW RISK

1995

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 20

HS  24.3

HS  15.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

10-01-1976

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 6912 TH 219 over JUD DITCH # 11

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2B

County 45 - MARSHALL

City

Township MOYLAN

Desc. Loc. 7.8 MI N OF GOODRIDGE

Sect., Twp., Range 16 - 155N - 40W

Latitude

Longitude

48d 15m 02.73s

95d 48m 31.49s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1954

Temp

Skew

Plan Avail. DISTRICT

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 219

Roadway Function MAINLINE

Control Section (TH Only) 4510

Ref. Point (TH Only) 009+00.019

Date Opened to Traffic 01-01-1954

Detour Length 0 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

580  (2004)

HCADT 122

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

81.1

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC SLAB SPAN

Appr. Span Type

Appr. Span Detail

Last Inspection Date 10-11-2007

Inspection Frequency 24

Inspector Name

Culvert Type

Barrel Length

Number of Spans

MAIN: 1        APPR: 0        TOTAL: 1

Main Span Length

Structure Length

19.8 ft

23.0 ft

Deck Width 34.5 ft

Deck Material C-I-P CONCRETE

Wear Surf Type LOW SLUMP CONC

Wear Surf Install Year 1986

Wear Course/Fill Depth 0.17 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R

794 sq ft

689 sq ft

1.0 ft 1.0 ft

0.67 ft 0.67 ft

39 39 Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

5

5

7

8

N

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

5

6

N

7

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

0-SUBSTANDARD

0-SUBSTANDARD

1-MEETS STANDARDS

1-MEETS STANDARDS

+  R D W Y  D I M E N S I O N S  +

30.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

30.0 ft

Median Width

30.0 ft

MNTH 219

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: 1          B:  3          C:  3

CONC - FTG PILE

N/A

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

190 sq ft

NO PRMT REQD

I-LOW RISK

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 20

HS  26.0

HS  15.6

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

06-01-1997

Structure A-OPEN

On - Off System NO 



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 6913 TH 219 over JUD DITCH # 11

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2B

County 45 - MARSHALL

City

Township MOYLAN

Desc. Loc. 8.8 MI N OF GOODRIDGE

Sect., Twp., Range 09 - 155N - 40W

Latitude

Longitude

48d 15m 55.74s

95d 48m 31.66s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1954

Temp

Skew

Plan Avail. DISTRICT

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 219

Roadway Function MAINLINE

Control Section (TH Only) 4510

Ref. Point (TH Only) 010+00.026

Date Opened to Traffic 01-01-1954

Detour Length 0 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

580  (2004)

HCADT 122

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

89.9

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC SLAB SPAN

Appr. Span Type

Appr. Span Detail

Last Inspection Date 10-11-2007

Inspection Frequency 24

Inspector Name

Culvert Type

Barrel Length

Number of Spans

MAIN: 1        APPR: 0        TOTAL: 1

Main Span Length

Structure Length

19.8 ft

23.0 ft

Deck Width 34.5 ft

Deck Material C-I-P CONCRETE

Wear Surf Type LOW SLUMP CONC

Wear Surf Install Year 1986

Wear Course/Fill Depth 0.17 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R

794 sq ft

689 sq ft

1.0 ft 1.0 ft

0.67 ft 0.67 ft

39 39 Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

6

6

7

8

N

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

6

6

N

7

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

0-SUBSTANDARD

1-MEETS STANDARDS

1-MEETS STANDARDS

1-MEETS STANDARDS

+  R D W Y  D I M E N S I O N S  +

30.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

30.0 ft

Median Width

30.0 ft

MNTH 219

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: 3          B:  3          C:  3

CONC - FTG PILE

N/A

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

171 sq ft

NO PRMT REQD

I-LOW RISK

1995

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 20

HS  23.2

HS  13.8

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

03-27-2002

Structure A-OPEN

On - Off System NO 



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 6915 TH 220 over JUD DITCH # 75

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2B

County 60 - POLK

City

Township EUCLID

Desc. Loc. 5.6 MI S OF ALVARADO

Sect., Twp., Range 05 - 153N - 49W

Latitude

Longitude

48d 06m 24.65s

96d 59m 53.64s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1952

Temp

Skew

Plan Avail. DISTRICT

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 220

Roadway Function MAINLINE

Control Section (TH Only) 6017

Ref. Point (TH Only) 040+00.037

Date Opened to Traffic 01-01-1952

Detour Length 18 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

1,300  (2004)

HCADT 195

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

92.4

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

STEEL BM SPAN

Appr. Span Type

Appr. Span Detail

Last Inspection Date 09-17-2007

Inspection Frequency 24

Inspector Name

Culvert Type

Barrel Length

Number of Spans

MAIN: 1        APPR: 0        TOTAL: 1

Main Span Length

Structure Length

66.0 ft

68.0 ft

Deck Width 34.2 ft

Deck Material C-I-P CONCRETE

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 0.29 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R

2,326 sq ft

2,045 sq ft

1.0 ft 1.0 ft

0.67 ft 0.67 ft

39 39 Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

6

6

7

8

N

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

6

5

N

7

7

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

0-SUBSTANDARD

1-MEETS STANDARDS

1-MEETS STANDARDS

0-SUBSTANDARD

+  R D W Y  D I M E N S I O N S  +

30.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

26.0 ft

Median Width

30.0 ft

MNTH 220

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: 1          B:  1          C:  1

TIMBER - PILE BENT

N/A

+  P A I N T  +

Pct. Unsound1972 10 %

3,205 sf

LEAD

OTHER (UNKNOWN)

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

588 sq ft

NO PRMT REQD

I-LOW RISK

1992

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 20

HS  38.6

HS  23.1

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

05-01-1997

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 6970 TH 220 over CO DITCH # 2

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2B

County 60 - POLK

City

Township ESTHER

Desc. Loc. 8.4 MI N OF W JCT TH 2

Sect., Twp., Range 25 - 153N - 50W

Latitude

Longitude

48d 02m 56.06s

97d 01m 09.45s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1952

Temp

Skew

Plan Avail. DISTRICT

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 220

Roadway Function MAINLINE

Control Section (TH Only) 6017

Ref. Point (TH Only) 035+00.109

Date Opened to Traffic 01-01-1952

Detour Length 18 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

1,950  (2004)

HCADT 254

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

86.3

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

STEEL BM SPAN

Appr. Span Type

Appr. Span Detail

Last Inspection Date 05-06-2009

Inspection Frequency 24

Inspector Name

Culvert Type

Barrel Length

Number of Spans

MAIN: 1        APPR: 0        TOTAL: 1

Main Span Length

Structure Length

65.5 ft

68.0 ft

Deck Width 34.2 ft

Deck Material C-I-P CONCRETE

Wear Surf Type MONOLITHIC CONC

Wear Surf Install Year

Wear Course/Fill Depth

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R

2,326 sq ft

2,045 sq ft

1.0 ft 1.0 ft

0.75 ft 0.75 ft

39 39 Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

6

6

7

6

N

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

6

5

N

7

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

0-SUBSTANDARD

1-MEETS STANDARDS

1-MEETS STANDARDS

0-SUBSTANDARD

+  R D W Y  D I M E N S I O N S  +

30.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

38.0 ft

Median Width

30.0 ft

MNTH 220

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: 1          B:  1          C:  1

TIMBER - PILE BENT

N/A

+  P A I N T  +

Pct. Unsound1968 26 %

3,205 sf

LEAD

ALKYD IRON OXIDE

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

800 sq ft

NO PRMT REQD

I-LOW RISK

1992

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 20

HS  37.2

HS  22.3

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

08-06-2002

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 6972 TH 220 over DITCH

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2B

County 60 - POLK

City

Township BYGLAND

Desc. Loc. 3.5 MI S OF BYGLAND

Sect., Twp., Range 35 - 150N - 49W

Latitude

Longitude

47d 46m 35.70s

96d 54m 39.85s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1945

1985

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 220

Roadway Function MAINLINE

Control Section (TH Only) 6016

Ref. Point (TH Only) 014+00.026

Date Opened to Traffic 01-01-1985

Detour Length 0 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

530  (2004)

HCADT 21

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

95.3

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 05-06-2009

Inspection Frequency 24

Inspector Name

Culvert Type W1010

Barrel Length 86 ft

Number of Spans

MAIN: 1        APPR: 0        TOTAL: 1

Main Span Length

Structure Length

10.0 ft

12.0 ft

Deck Width

Deck Material N/A

Wear Surf Type MONOLITHIC CONC

Wear Surf Install Year

Wear Course/Fill Depth 5.24 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

NOT REQUIRED

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

7

7

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

N

N

4

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

38.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

38.0 ft

Median Width

MNTH 220

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

N/A

N/A

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

100 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

UNKN

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1945

Structure A-OPEN

On - Off System NO 



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 6981 TH 1 over DITCH

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2B

County 57 - PENNINGTON

City

Township NORDEN

Desc. Loc. 8.0 MI W OF JCT TH 32

Sect., Twp., Range 32 - 154N - 44W

Latitude

Longitude

48d 07m 20.97s

96d 20m 36.07s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1945

1963

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 1

Roadway Function MAINLINE

Control Section (TH Only) 5701

Ref. Point (TH Only) 038+00.219

Date Opened to Traffic 01-01-1963

Detour Length 0 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

1,000  (2004)

HCADT 90

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

97.3

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 01-21-2009

Inspection Frequency 24

Inspector Name

Culvert Type C105

Barrel Length 58 ft

Number of Spans

MAIN: 1        APPR: 0        TOTAL: 1

Main Span Length

Structure Length

10.0 ft

11.3 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 3.62 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

6

6

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

6

N

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

40.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

40.0 ft

Median Width

MNTH 1

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

N/A

N/A

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

50 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

UNKN

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1945

Structure A-OPEN

On - Off System NO 



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 7485 TH 175 over CO DITCH # 21

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2B

County 35 - KITTSON

City

Township NORTH RED RIVER

Desc. Loc. 6.6 MI W OF JCT TH 75

Sect., Twp., Range 14 - 161N - 50W

Latitude

Longitude

48d 46m 30.58s

97d 05m 26.67s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1960

1969

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 175

Roadway Function MAINLINE

Control Section (TH Only) 3515

Ref. Point (TH Only) 003+00.411

Date Opened to Traffic 01-01-1969

Detour Length 34 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

480  (2004)

HCADT 82

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

81.3

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

STEEL PIPE ARCH

Appr. Span Type

Appr. Span Detail

Last Inspection Date 01-06-2009

Inspection Frequency 24

Inspector Name

Culvert Type 14'3"X8'11"

Barrel Length 124 ft

Number of Spans

MAIN: 1        APPR: 0        TOTAL: 1

Main Span Length

Structure Length

14.3 ft

14.3 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 5.26 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

6

5

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

5

N

N

7

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

40.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

40.0 ft

Appr. Surface Width

Roadway Width

40.0 ft

Median Width

MNTH 175

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

N/A

N/A

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

101 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

UNKN

HS  22.0

HS  16.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1960

Structure A-OPEN

On - Off System NO 



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 8020 TH 11 over MC CLOUD CREEK

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2A

County 36 - KOOCHICHING

City

Township T-160 R-28

Desc. Loc. 4.5 MI W OF BIRCHDALE

Sect., Twp., Range 25 - 160N - 28W

Latitude

Longitude

48d 38m 49.78s

94d 10m 57.01s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1936

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 11

Roadway Function MAINLINE

Control Section (TH Only) 3604

Ref. Point (TH Only) 151+00.500

Date Opened to Traffic 01-01-1936

Detour Length 98 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

760  (2004)

HCADT 106

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

85.7

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 06-11-2009

Inspection Frequency 24

Inspector Name

Culvert Type W1010

Barrel Length 75 ft

Number of Spans

MAIN: 1        APPR: 0        TOTAL: 1

Main Span Length

Structure Length

10.0 ft

12.0 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 11.50 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

5

6

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

6

N

N

6

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

0-SUBSTANDARD

+  R D W Y  D I M E N S I O N S  +

28.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

28.0 ft

Median Width

MNTH 11

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

N/A

N/A

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

100 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

UNKN

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1936

Structure A-OPEN

On - Off System NO 



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 8023 US 2 over DITCH

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2B

County 60 - POLK

City

Township LOWELL

Desc. Loc. 4.0 MI NW OF CROOKSTON

Sect., Twp., Range 23 - 150N - 47W

Latitude

Longitude

47d 48m 13.27s

96d 39m 07.78s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1931

1979

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

US 2

Roadway Function MAINLINE

Control Section (TH Only) 6001

Ref. Point (TH Only) 022+00.499

Date Opened to Traffic 10-01-1979

Detour Length 1 mi.

Lanes 4 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

5,500  (2004)

HCADT 495

Functional Class. RUR/PR ART OTH

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

70.7

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 09-17-2007

Inspection Frequency 24

Inspector Name

Culvert Type W1210

Barrel Length 209 ft

Number of Spans

MAIN: 1        APPR: 0        TOTAL: 1

Main Span Length

Structure Length

12.0 ft

14.0 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 2.60 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

8

5

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

5

N

N

7

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

40.0 ft 40.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

147.0 ft

Median Width 67.0 ft

USTH 2

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

N/A

N/A

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

120 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

UNKN

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1931

Structure A-OPEN

On - Off System NO 



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 8133 TH 200 over STREAM

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2B

County 54 - NORMAN

City

Township LAKE IDA

Desc. Loc. 8.9 MI E OF ADA

Sect., Twp., Range 13 - 144N - 45W

Latitude

Longitude

47d 17m 46.14s

96d 19m 42.30s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1940

1987

Temp

Skew

Plan Avail. CENTRAL

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 200

Roadway Function MAINLINE

Control Section (TH Only) 5401

Ref. Point (TH Only) 027+00.589

Date Opened to Traffic 10-01-1987

Detour Length 0 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

1,250  (2004)

HCADT 88

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

97.3

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 09-26-2007

Inspection Frequency 24

Inspector Name

Culvert Type W108 PCST EX

Barrel Length 78 ft

Number of Spans

MAIN: 1        APPR: 0        TOTAL: 1

Main Span Length

Structure Length

10.0 ft

11.7 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 2.62 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

7

6

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

6

N

N

7

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

32.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

32.0 ft

Median Width

MNTH 200

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

N/A

N/A

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

80 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

UNKN

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1940

Structure A-OPEN

On - Off System NO 



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 8136 TH 200 over CEDAR CREEK

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2A

County 11 - CASS

City

Township PINE LAKE

Desc. Loc. 16.3 MI E OF WALKER

Sect., Twp., Range 11 - 141N - 29W

Latitude

Longitude

47d 03m 08.53s

94d 18m 37.78s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1926

1941

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 200

Roadway Function MAINLINE

Control Section (TH Only) 1106

Ref. Point (TH Only) 139+00.441

Date Opened to Traffic 10-01-1942

Detour Length 98 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

3,200  (2004)

HCADT 192

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

66.4

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 09-11-2007

Inspection Frequency 24

Inspector Name

Culvert Type W77D

Barrel Length 66 ft

Number of Spans

MAIN: 2        APPR: 0        TOTAL: 2

Main Span Length

Structure Length

7.0 ft

16.0 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 7.25 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

4

5

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

5

N

N

7

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

32.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

32.0 ft

Median Width

MNTH 200

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

64 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

UNKN

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1926

Structure A-OPEN

On - Off System NO 



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 8245 US 59 over TAMARAC RIVER

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2B

County 45 - MARSHALL

City

Township LINCOLN

Desc. Loc. 1.9 MI NW OF STRANDQUIST

Sect., Twp., Range 16 - 158N - 45W

Latitude

Longitude

48d 30m 47.52s

96d 27m 53.96s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1936

1960

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

US 59

Roadway Function MAINLINE

Control Section (TH Only) 4506

Ref. Point (TH Only) 389+00.725

Date Opened to Traffic 01-01-1960

Detour Length 0 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

1,100  (2004)

HCADT 209

Functional Class. RUR/PR ART OTH

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

97.3

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 01-21-2009

Inspection Frequency 24

Inspector Name

Culvert Type W106

Barrel Length 62 ft

Number of Spans

MAIN: 1        APPR: 0        TOTAL: 1

Main Span Length

Structure Length

10.0 ft

11.3 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 4.59 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

8

7

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

N

N

7

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

36.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

36.0 ft

Median Width

USTH 59

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

N/A

N/A

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

60 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

UNKN

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1936

Structure A-OPEN

On - Off System NO 



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 8336 US 71 over STRAIGHT RIVER

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2A

County 29 - HUBBARD

City

Township STRAIGHT RIVER

Desc. Loc. 3.0 MI S OF PARK RAPIDS

Sect., Twp., Range 11 - 139N - 35W

Latitude

Longitude

46d 52m 29.38s

95d 03m 57.39s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1930

1960

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

US 71

Roadway Function MAINLINE

Control Section (TH Only) 2904

Ref. Point (TH Only) 256+00.598

Date Opened to Traffic 01-01-1960

Detour Length 9 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

5,200  (2004)

HCADT 468

Functional Class. RUR/PR ART OTH

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

92.7

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 08-16-2007

Inspection Frequency 24

Inspector Name

Culvert Type C1010D

Barrel Length 99 ft

Number of Spans

MAIN: 2        APPR: 0        TOTAL: 2

Main Span Length

Structure Length

10.0 ft

23.0 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 11.95 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

8

7

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

N

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

0-SUBSTANDARD

+  R D W Y  D I M E N S I O N S  +

44.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

44.0 ft

Appr. Surface Width

Roadway Width

44.0 ft

Median Width

USTH 71

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

N/A

N/A

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

200 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 15

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1930

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 8339 TH 72 over SUCKER CREEK

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2A

County 04 - BELTRAMI

City

Township HORNET

Desc. Loc. 6.9 MI N OF BLACKDUCK

Sect., Twp., Range 06 - 150N - 30W

Latitude

Longitude

47d 49m 56.74s

94d 32m 55.69s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1937

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 72

Roadway Function MAINLINE

Control Section (TH Only) 0412

Ref. Point (TH Only) 006+00.911

Date Opened to Traffic 06-01-1937

Detour Length 7 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

1,050  (2004)

HCADT 105

Functional Class. RUR/PR ART OTH

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

96.7

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 12-18-2008

Inspection Frequency 24

Inspector Name

Culvert Type W106

Barrel Length 45 ft

Number of Spans

MAIN: 1        APPR: 0        TOTAL: 1

Main Span Length

Structure Length

10.0 ft

11.3 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 4.07 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

7

7

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

N

N

7

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

30.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

30.0 ft

Median Width

MNTH 72

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

N/A

N/A

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

60 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

UNKN

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1937

Structure A-OPEN

On - Off System NO 



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 8389 TH 9 over CO DITCH # 6

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2B

County 60 - POLK

City

Township RUSSIA

Desc. Loc. 12.6 MI S OF CROOKSTON

Sect., Twp., Range 29 - 148N - 46W

Latitude

Longitude

47d 36m 50.71s

96d 33m 12.22s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1931

1974

Temp

Skew

Plan Avail.

15R

NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 9

Roadway Function MAINLINE

Control Section (TH Only) 6010

Ref. Point (TH Only) 215+00.661

Date Opened to Traffic 01-01-1974

Detour Length 0 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

540  (2004)

HCADT 59

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

86.3

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 09-26-2007

Inspection Frequency 24

Inspector Name

Culvert Type C86D

Barrel Length 88 ft

Number of Spans

MAIN: 2        APPR: 0        TOTAL: 2

Main Span Length

Structure Length

8.3 ft

18.6 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 4.80 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

NOT REQUIRED

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

7

5

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

5

N

N

6

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

40.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

40.0 ft

Median Width

MNTH 9

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

N/A

N/A

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

96 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

UNKN

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1931

Structure A-OPEN

On - Off System NO 



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 8390 TH 9 over DITCH

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2B

County 60 - POLK

City

Township FAIRFAX

Desc. Loc. 5.7 MI S OF CROOKSTON

Sect., Twp., Range 21 - 149N - 46W

Latitude

Longitude

47d 42m 34.97s

96d 34m 04.57s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1931

1974

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 9

Roadway Function MAINLINE

Control Section (TH Only) 6010

Ref. Point (TH Only) 222+00.359

Date Opened to Traffic 01-01-1974

Detour Length 0 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

540  (2004)

HCADT 59

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

97.3

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 09-26-2007

Inspection Frequency 24

Inspector Name

Culvert Type C88D

Barrel Length 85 ft

Number of Spans

MAIN: 2        APPR: 0        TOTAL: 2

Main Span Length

Structure Length

8.0 ft

18.3 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 3.00 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

NOT REQUIRED

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

8

7

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

N

N

6

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

40.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

40.0 ft

Median Width

MNTH 9

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

N/A

N/A

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

128 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

UNKN

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1931

Structure A-OPEN

On - Off System NO 



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 8391 US 75 over DITCH

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2B

County 60 - POLK

City

Township FANNY

Desc. Loc. 6.2 MI N OF CROOKSTON

Sect., Twp., Range 25 - 151N - 47W

Latitude

Longitude

47d 51m 47.97s

96d 36m 49.02s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1924

1984

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

US 75

Roadway Function MAINLINE

Control Section (TH Only) 6011

Ref. Point (TH Only) 325+00.864

Date Opened to Traffic 07-01-1984

Detour Length 15 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

1,100  (2004)

HCADT 154

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

96.0

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 09-26-2007

Inspection Frequency 24

Inspector Name

Culvert Type W104 PCST EX

Barrel Length 105 ft

Number of Spans

MAIN: 1        APPR: 0        TOTAL: 1

Main Span Length

Structure Length

10.0 ft

11.3 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 4.00 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

NOT REQUIRED

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

4

6

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

6

N

N

7

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

36.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

38.0 ft

Median Width

USTH 75

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

N/A

N/A

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

30 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

UNKN

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1924

Structure A-OPEN

On - Off System NO 



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 8392 US 75 over STREAM

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2B

County 60 - POLK

City

Township FANNY

Desc. Loc. 2.8 MI S OF EUCLID

Sect., Twp., Range 01 - 151N - 47W

Latitude

Longitude

47d 55m 35.51s

96d 37m 28.51s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1924

1952

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

US 75

Roadway Function MAINLINE

Control Section (TH Only) 6011

Ref. Point (TH Only) 330+00.720

Date Opened to Traffic 01-01-1952

Detour Length 0 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

610  (2004)

HCADT 122

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

97.3

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 09-26-2007

Inspection Frequency 24

Inspector Name

Culvert Type W104

Barrel Length 48 ft

Number of Spans

MAIN: 1        APPR: 0        TOTAL: 1

Main Span Length

Structure Length

10.0 ft

11.3 ft

Deck Width

Deck Material N/A

Wear Surf Type MONOLITHIC CONC

Wear Surf Install Year

Wear Course/Fill Depth 2.00 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

6

6

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

6

N

N

7

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

38.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

38.0 ft

Median Width

USTH 75

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

N/A

N/A

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

40 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

UNKN

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1924

Structure A-OPEN

On - Off System NO 



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 8393 US 75 over STREAM

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2B

County 60 - POLK

City

Township ANGUS

Desc. Loc. 2.6 MI S OF ANGUS

Sect., Twp., Range 27 - 153N - 47W

Latitude

Longitude

48d 02m 48.06s

96d 40m 58.17s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1926

1951

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

US 75

Roadway Function MAINLINE

Control Section (TH Only) 6011

Ref. Point (TH Only) 339+00.105

Date Opened to Traffic 01-01-1951

Detour Length 0 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

610  (2004)

HCADT 122

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

97.3

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 09-25-2007

Inspection Frequency 24

Inspector Name

Culvert Type W106

Barrel Length 51 ft

Number of Spans

MAIN: 1        APPR: 0        TOTAL: 1

Main Span Length

Structure Length

10.0 ft

11.3 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 3.37 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

8

7

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

N

N

7

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

36.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

36.0 ft

Median Width

USTH 75

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

N/A

N/A

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

60 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

UNKN

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1926

Structure A-OPEN

On - Off System NO 



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 8394 US 75 over STREAM

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2B

County 60 - POLK

City

Township BRISLET

Desc. Loc. 3.0 MI N OF ANGUS

Sect., Twp., Range 32 - 154N - 47W

Latitude

Longitude

48d 07m 13.07s

96d 43m 35.69s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1926

1951

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

US 75

Roadway Function MAINLINE

Control Section (TH Only) 6011

Ref. Point (TH Only) 344+00.607

Date Opened to Traffic 01-01-1951

Detour Length 0 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

610  (2004)

HCADT 122

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

97.3

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 09-25-2007

Inspection Frequency 24

Inspector Name

Culvert Type W106

Barrel Length 49 ft

Number of Spans

MAIN: 1        APPR: 0        TOTAL: 1

Main Span Length

Structure Length

10.0 ft

11.3 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 3.57 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

6

7

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

N

N

7

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

36.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

36.0 ft

Median Width

USTH 75

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

N/A

N/A

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

55 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

UNKN

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1926

Structure A-OPEN

On - Off System NO 



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 8396 US 75 over DITCH

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2B

County 45 - MARSHALL

City

Township SINNOTT

Desc. Loc. 5.0 MI S OF DONALDSON

Sect., Twp., Range 20 - 158N - 48W

Latitude

Longitude

48d 29m 56.18s

96d 52m 59.77s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1931

1981

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

US 75

Roadway Function MAINLINE

Control Section (TH Only) 4507

Ref. Point (TH Only) 372+00.223

Date Opened to Traffic 07-01-1981

Detour Length 0 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

320  (2004)

HCADT 109

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

97.3

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 01-08-2009

Inspection Frequency 24

Inspector Name

Culvert Type W85D

Barrel Length 86 ft

Number of Spans

MAIN: 2        APPR: 0        TOTAL: 2

Main Span Length

Structure Length

8.0 ft

18.0 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 2.75 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

NOT REQUIRED

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

8

7

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

N

N

7

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

40.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

40.0 ft

Median Width

USTH 75

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

N/A

N/A

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

80 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

UNKN

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1931

Structure A-OPEN

On - Off System NO 



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 8397 US 75 over DITCH

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2B

County 45 - MARSHALL

City

Township SINNOTT

Desc. Loc. 3.1 MI S OF DONALDSON

Sect., Twp., Range 08 - 158N - 48W

Latitude

Longitude

48d 31m 39.72s

96d 53m 19.30s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1931

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

US 75

Roadway Function MAINLINE

Control Section (TH Only) 4507

Ref. Point (TH Only) 374+00.245

Date Opened to Traffic 08-01-1931

Detour Length 0 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

620  (2004)

HCADT 112

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

97.3

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 01-08-2009

Inspection Frequency 24

Inspector Name

Culvert Type W104

Barrel Length 48 ft

Number of Spans

MAIN: 1        APPR: 0        TOTAL: 1

Main Span Length

Structure Length

10.0 ft

11.3 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 2.55 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

6

7

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

N

N

7

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

40.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

40.0 ft

Median Width

USTH 75

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

N/A

N/A

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

40 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

UNKN

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1931

Structure A-OPEN

On - Off System NO 



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 8407 US 75 over DITCH

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2B

County 54 - NORMAN

City

Township HALSTAD

Desc. Loc. 1.0 MI S OF HALSTAD

Sect., Twp., Range 31 - 145N - 48W

Latitude

Longitude

47d 20m 15.82s

96d 49m 27.11s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1926

1977

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

US 75

Roadway Function MAINLINE

Control Section (TH Only) 5409

Ref. Point (TH Only) 283+00.935

Date Opened to Traffic 10-01-1977

Detour Length 0 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

1,650  (2004)

HCADT 165

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

86.3

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 05-05-2009

Inspection Frequency 24

Inspector Name

Culvert Type W106 PCST EX

Barrel Length 108 ft

Number of Spans

MAIN: 1        APPR: 0        TOTAL: 1

Main Span Length

Structure Length

10.0 ft

11.3 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 7.80 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

NOT REQUIRED

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

6

5

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

5

N

N

6

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

38.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

38.0 ft

Median Width

USTH 75

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

N/A

N/A

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

60 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

UNKN

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1926

Structure A-OPEN

On - Off System NO 



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 8411 US 75 over STREAM

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2B

County 60 - POLK

City

Township ROOME

Desc. Loc. 1.8 MI N OF ELDRED

Sect., Twp., Range 25 - 149N - 48W

Latitude

Longitude

47d 41m 44.49s

96d 44m 57.27s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1924

1947

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

US 75

Roadway Function MAINLINE

Control Section (TH Only) 6012

Ref. Point (TH Only) 310+00.283

Date Opened to Traffic 01-01-1947

Detour Length 0 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

1,150  (2004)

HCADT 138

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

97.3

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 09-25-2007

Inspection Frequency 24

Inspector Name

Culvert Type W88D

Barrel Length 80 ft

Number of Spans

MAIN: 2        APPR: 0        TOTAL: 2

Main Span Length

Structure Length

8.0 ft

18.5 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 6.74 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

6

7

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

N

N

7

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

42.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

42.0 ft

Median Width

USTH 75

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

N/A

N/A

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

96 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

UNKN

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1924

Structure A-OPEN

On - Off System NO 



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 8412 US 75 over STREAM

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2B

County 60 - POLK

City

Township ANDOVER

Desc. Loc. 0.3 MI S OF GIRARD

Sect., Twp., Range 16 - 149N - 47W

Latitude

Longitude

47d 43m 33.41s

96d 40m 47.42s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1924

1947

Temp

Skew

Plan Avail.

6R

NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

US 75

Roadway Function MAINLINE

Control Section (TH Only) 6012

Ref. Point (TH Only) 314+00.120

Date Opened to Traffic 01-01-1947

Detour Length 9 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

1,150  (2004)

HCADT 138

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

96.5

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 09-25-2007

Inspection Frequency 24

Inspector Name

Culvert Type W1010D

Barrel Length 97 ft

Number of Spans

MAIN: 2        APPR: 0        TOTAL: 2

Main Span Length

Structure Length

10.0 ft

23.0 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 9.28 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

6

6

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

6

N

N

7

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

42.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

34.0 ft

Appr. Surface Width

Roadway Width

42.0 ft

Median Width

USTH 75

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

N/A

N/A

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

160 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 20

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1924

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 8413 TH 9 over DITCH

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2B

County 54 - NORMAN

City

Township WINCHESTER

Desc. Loc. 0.6 MI S OF BORUP

Sect., Twp., Range 27 - 143N - 46W

Latitude

Longitude

47d 10m 21.19s

96d 30m 02.05s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1931

1982

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 9

Roadway Function MAINLINE

Control Section (TH Only) 5410

Ref. Point (TH Only) 184+00.240

Date Opened to Traffic 10-01-1982

Detour Length 0 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

1,750  (2004)

HCADT 298

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

S.D.

70.3

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 01-21-2009

Inspection Frequency 12

Inspector Name

Culvert Type W104

Barrel Length 84 ft

Number of Spans

MAIN: 1        APPR: 0        TOTAL: 1

Main Span Length

Structure Length

10.0 ft

11.3 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 3.80 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

NOT REQUIRED

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

6

4

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

4

N

N

7

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

44.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

44.0 ft

Median Width

MNTH 9

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

N/A

N/A

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

40 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

UNKN

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1931

Structure A-OPEN

On - Off System NO 



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 8414 TH 9 over CO DITCH # 35

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2B

County 54 - NORMAN

City

Township WINCHESTER

Desc. Loc. 1.5 MI N OF BORUP

Sect., Twp., Range 15 - 143N - 46W

Latitude

Longitude

47d 12m 07.82s

96d 30m 01.30s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1931

1982

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 9

Roadway Function MAINLINE

Control Section (TH Only) 5410

Ref. Point (TH Only) 186+00.241

Date Opened to Traffic 10-01-1982

Detour Length 9 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

1,750  (2004)

HCADT 298

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

96.1

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 01-08-2009

Inspection Frequency 24

Inspector Name

Culvert Type W104

Barrel Length 84 ft

Number of Spans

MAIN: 1        APPR: 0        TOTAL: 1

Main Span Length

Structure Length

10.0 ft

11.3 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 3.32 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

NOT REQUIRED

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

6

6

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

6

N

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

44.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

44.0 ft

Median Width

MNTH 9

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

N/A

N/A

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

40 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

UNKN

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1931

Structure A-OPEN

On - Off System NO 



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 8469 US 2 over DITCH

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2A

County 31 - ITASCA

City

Township MORSE

Desc. Loc. 1.6 MI W OF JCT TH 46

Sect., Twp., Range 33 - 145N - 25W

Latitude

Longitude

47d 20m 12.94s

93d 50m 50.35s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1938

1984

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

US 2

Roadway Function MAINLINE

Control Section (TH Only) 3102

Ref. Point (TH Only) 166+00.425

Date Opened to Traffic 07-01-1984

Detour Length 0 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

2,950  (2004)

HCADT 384

Functional Class. RUR/PR ART OTH

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

97.3

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 05-28-2009

Inspection Frequency 24

Inspector Name

Culvert Type W1010 CM EXT

Barrel Length 143 ft

Number of Spans

MAIN: 1        APPR: 0        TOTAL: 1

Main Span Length

Structure Length

10.0 ft

12.0 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 4.96 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

NOT REQUIRED

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

6

6

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

6

N

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

45.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

45.0 ft

Median Width

USTH 2

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

N/A

N/A

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

79 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

UNKN

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1938

Structure A-OPEN

On - Off System NO 



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 8512 TH 200 over CO DITCH # 44

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2B

County 54 - NORMAN

City

Township LAKE IDA

Desc. Loc. 7.0 MI E OF ADA

Sect., Twp., Range 10 - 144N - 45W

Latitude

Longitude

47d 17m 45.99s

96d 22m 08.37s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1940

1989

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 200

Roadway Function MAINLINE

Control Section (TH Only) 5401

Ref. Point (TH Only) 025+00.671

Date Opened to Traffic 09-01-1989

Detour Length 0 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

1,250  (2004)

HCADT 88

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

97.3

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 09-26-2007

Inspection Frequency 24

Inspector Name

Culvert Type W75D W/ PCST

Barrel Length 78 ft

Number of Spans

MAIN: 2        APPR: 0        TOTAL: 2

Main Span Length

Structure Length

7.0 ft

16.0 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 2.68 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

7

8

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

N

N

7

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

32.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

32.0 ft

Median Width

MNTH 200

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

N/A

N/A

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

70 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

UNKN

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1940

Structure A-OPEN

On - Off System NO 



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 8513 TH 11 over STREAM

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2B

County 35 - KITTSON

City

Township DAVIS

Desc. Loc. 0.8 MI E OF DONALDSON

Sect., Twp., Range 29 - 159N - 48W

Latitude

Longitude

48d 34m 20.50s

96d 52m 41.36s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1940

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 11

Roadway Function MAINLINE

Control Section (TH Only) 3502

Ref. Point (TH Only) 012+00.378

Date Opened to Traffic 01-01-1940

Detour Length 0 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

800  (2004)

HCADT 152

Functional Class. RUR/PR ART OTH

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

97.3

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 01-08-2009

Inspection Frequency 24

Inspector Name

Culvert Type W64D

Barrel Length 53 ft

Number of Spans

MAIN: 2        APPR: 0        TOTAL: 2

Main Span Length

Structure Length

6.0 ft

14.0 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 3.80 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

7

7

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

N

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

34.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

34.0 ft

Median Width

MNTH 11

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

N/A

N/A

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

48 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

UNKN

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1940

Structure A-OPEN

On - Off System NO 



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 8514 TH 11 over STREAM

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2B

County 35 - KITTSON

City

Township SPRING BROOK

Desc. Loc. 8.4 MI E OF DONALDSON

Sect., Twp., Range 27 - 159N - 47W

Latitude

Longitude

48d 34m 21.87s

96d 42m 37.52s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1940

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 11

Roadway Function MAINLINE

Control Section (TH Only) 3502

Ref. Point (TH Only) 019+00.890

Date Opened to Traffic 01-01-1940

Detour Length 0 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

800  (2004)

HCADT 152

Functional Class. RUR/PR ART OTH

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

96.3

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 01-08-2009

Inspection Frequency 24

Inspector Name

Culvert Type W75D

Barrel Length 53 ft

Number of Spans

MAIN: 2        APPR: 0        TOTAL: 2

Main Span Length

Structure Length

7.0 ft

16.0 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 3.61 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

7

7

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

N

N

5

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

34.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

34.0 ft

Median Width

MNTH 11

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

N/A

N/A

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

60 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

UNKN

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1940

Structure A-OPEN

On - Off System NO 



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 8515 US 71 over HAY CREEK

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2A

County 29 - HUBBARD

City

Township ARAGO

Desc. Loc. 9.6 MI N OF PARK RAPIDS

Sect., Twp., Range 09 - 141N - 35W

Latitude

Longitude

47d 02m 18.01s

95d 06m 49.40s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1940

Temp

Skew

Plan Avail.

25R

NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

US 71

Roadway Function MAINLINE

Control Section (TH Only) 2905

Ref. Point (TH Only) 269+00.166

Date Opened to Traffic 01-01-1940

Detour Length 20 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

2,000  (2004)

HCADT 260

Functional Class. RUR/PR ART OTH

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

94.2

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 06-02-2009

Inspection Frequency 24

Inspector Name

Culvert Type W108D H

Barrel Length 169 ft

Number of Spans

MAIN: 2        APPR: 0        TOTAL: 2

Main Span Length

Structure Length

11.0 ft

25.4 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 17.73 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

NOT REQUIRED

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

7

7

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

N

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

44.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

44.0 ft

Appr. Surface Width

Roadway Width

36.0 ft

Median Width

USTH 71

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

N/A

N/A

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

160 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 15

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1940

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 8533 TH 200 over BAG CREEK

Agency Br. No.

+  G E N E R A L  +

District Maint. Area3 2A

County 11 - CASS

City

Township TURTLE LAKE

Desc. Loc. 8.2 MI E OF WALKER

Sect., Twp., Range 09 - 141N - 30W

Latitude

Longitude

47d 03m 08.72s

94d 28m 27.91s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1941

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 200

Roadway Function MAINLINE

Control Section (TH Only) 1106

Ref. Point (TH Only) 131+00.603

Date Opened to Traffic 01-01-1941

Detour Length 98 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

740  (2004)

HCADT 67

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

86.8

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 09-11-2007

Inspection Frequency 24

Inspector Name

Culvert Type C105

Barrel Length 52 ft

Number of Spans

MAIN: 1        APPR: 0        TOTAL: 1

Main Span Length

Structure Length

10.0 ft

11.3 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 2.17 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

5

6

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

6

N

N

7

7

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

32.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

32.0 ft

Median Width

MNTH 200

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

50 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

UNKN

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1941

Structure A-OPEN

On - Off System NO 



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 8534 TH 200 over RAT CREEK

Agency Br. No.

+  G E N E R A L  +

District Maint. Area3 2A

County 11 - CASS

City

Township PINE LAKE

Desc. Loc. 13.2 MI E OF WALKER

Sect., Twp., Range 08 - 141N - 29W

Latitude

Longitude

47d 02m 59.21s

94d 22m 21.92s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1941

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 200

Roadway Function MAINLINE

Control Section (TH Only) 1106

Ref. Point (TH Only) 136+00.435

Date Opened to Traffic 01-01-1941

Detour Length 98 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

3,200  (2004)

HCADT 192

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

77.4

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 09-11-2007

Inspection Frequency 24

Inspector Name

Culvert Type C1010

Barrel Length 113 ft

Number of Spans

MAIN: 1        APPR: 0        TOTAL: 1

Main Span Length

Structure Length

10.0 ft

11.7 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 18.46 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

7

8

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

N

N

7

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

32.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

32.0 ft

Median Width

MNTH 200

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

100 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

UNKN

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1941

Structure A-OPEN

On - Off System NO 



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 8544 TH 46 over POPPLE RIVER

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2A

County 31 - ITASCA

City

Township ALVWOOD

Desc. Loc. 10.6 MI S OF NORTHOME

Sect., Twp., Range 08 - 149N - 28W

Latitude

Longitude

47d 44m 18.92s

94d 16m 03.86s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1941

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 46

Roadway Function MAINLINE

Control Section (TH Only) 3109

Ref. Point (TH Only) 036+00.923

Date Opened to Traffic 01-01-1941

Detour Length 0 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

780  (2004)

HCADT 70

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

98.3

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 05-28-2009

Inspection Frequency 24

Inspector Name

Culvert Type C126

Barrel Length 37 ft

Number of Spans

MAIN: 1        APPR: 0        TOTAL: 1

Main Span Length

Structure Length

12.0 ft

13.3 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 3.53 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

7

6

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

6

N

N

7

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

1-MEETS STANDARDS

1-MEETS STANDARDS

1-MEETS STANDARDS

+  R D W Y  D I M E N S I O N S  +

30.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

30.0 ft

Median Width

MNTH 46

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

N/A

N/A

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

72 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

UNKN

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1941

Structure A-OPEN

On - Off System NO 



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 8564 TH 102 over STREAM

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2B

County 60 - POLK

City

Township FAIRFAX

Desc. Loc. 0.1 MI SE OF HAROLD

Sect., Twp., Range 25 - 149N - 46W

Latitude

Longitude

47d 42m 06.04s

96d 29m 48.76s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1941

1990

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 102

Roadway Function MAINLINE

Control Section (TH Only) 6014

Ref. Point (TH Only) 014+00.803

Date Opened to Traffic 10-01-1990

Detour Length 0 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

1,050  (2004)

HCADT 147

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

97.3

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 09-21-2007

Inspection Frequency 24

Inspector Name

Culvert Type C104 W/PCST

Barrel Length 82 ft

Number of Spans

MAIN: 1        APPR: 0        TOTAL: 1

Main Span Length

Structure Length

10.0 ft

11.3 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 2.80 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

7

7

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

N

N

7

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

36.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

36.0 ft

Median Width

MNTH 102

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

N/A

N/A

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

40 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

UNKN

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1941

Structure A-OPEN

On - Off System NO 



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 8565 TH 102 over STREAM

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2B

County 60 - POLK

City

Township BADGER

Desc. Loc. 1.9 MI SE OF HAROLD

Sect., Twp., Range 31 - 149N - 45W

Latitude

Longitude

47d 41m 00.26s

96d 28m 00.52s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1941

1980

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 102

Roadway Function MAINLINE

Control Section (TH Only) 6014

Ref. Point (TH Only) 012+00.983

Date Opened to Traffic 02-01-1981

Detour Length 0 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

1,050  (2004)

HCADT 147

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

97.3

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 09-21-2007

Inspection Frequency 24

Inspector Name

Culvert Type C104

Barrel Length 62 ft

Number of Spans

MAIN: 1        APPR: 0        TOTAL: 1

Main Span Length

Structure Length

10.0 ft

11.3 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 2.80 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

NOT REQUIRED

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

8

8

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

N

N

7

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

36.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

36.0 ft

Median Width

MNTH 102

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

N/A

N/A

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

40 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

HS20

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1941

Structure A-OPEN

On - Off System NO 



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 8580 TH 11 over DITCH

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2B

County 68 - ROSEAU

City

Township SPRUCE

Desc. Loc. 4.0 MI E OF ROSEAU

Sect., Twp., Range 22 - 162N - 39W

Latitude

Longitude

48d 50m 54.66s

95d 40m 44.85s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1927

1969

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 11

Roadway Function MAINLINE

Control Section (TH Only) 6803

Ref. Point (TH Only) 074+00.729

Date Opened to Traffic 01-01-1969

Detour Length 0 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

3,400  (2004)

HCADT 238

Functional Class. RUR/PR ART OTH

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

86.3

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 05-28-2008

Inspection Frequency 24

Inspector Name

Culvert Type W108

Barrel Length 86 ft

Number of Spans

MAIN: 1        APPR: 0        TOTAL: 1

Main Span Length

Structure Length

10.0 ft

11.7 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 2.69 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

NOT REQUIRED

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

7

5

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

5

N

N

7

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

40.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

40.0 ft

Median Width

MNTH 11

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

N/A

N/A

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

75 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

UNKN

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1927

Structure A-OPEN

On - Off System NO 



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 8581 TH 32 over STREAM

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2B

County 45 - MARSHALL

City

Township EXCEL

Desc. Loc. 0.6 MI N OF COUNTY LINE

Sect., Twp., Range 04 - 154N - 43W

Latitude

Longitude

48d 10m 51.09s

96d 11m 39.70s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1931

1955

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 32

Roadway Function MAINLINE

Control Section (TH Only) 4503

Ref. Point (TH Only) 108+00.603

Date Opened to Traffic 06-01-1956

Detour Length 0 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

1,750  (2004)

HCADT 123

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

98.3

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 12-31-2008

Inspection Frequency 24

Inspector Name

Culvert Type W106

Barrel Length 59 ft

Number of Spans

MAIN: 1        APPR: 0        TOTAL: 1

Main Span Length

Structure Length

10.0 ft

11.6 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 4.67 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

8

7

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

N

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

1-MEETS STANDARDS

1-MEETS STANDARDS

1-MEETS STANDARDS

+  R D W Y  D I M E N S I O N S  +

36.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

36.0 ft

Median Width

MNTH 32

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

N/A

N/A

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

60 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

UNKN

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1931

Structure A-OPEN

On - Off System NO 



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 8582 TH 32 over DITCH

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2B

County 45 - MARSHALL

City

Township EXCEL

Desc. Loc. 6.8 MI N OF THIEF RIVER

Sect., Twp., Range 28 - 155N - 43W

Latitude

Longitude

48d 12m 42.02s

96d 11m 35.57s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1931

1955

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 32

Roadway Function MAINLINE

Control Section (TH Only) 4503

Ref. Point (TH Only) 110+00.688

Date Opened to Traffic 06-01-1956

Detour Length 0 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

1,750  (2004)

HCADT 123

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

98.3

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 12-31-2008

Inspection Frequency 24

Inspector Name

Culvert Type W106

Barrel Length 71 ft

Number of Spans

MAIN: 1        APPR: 0        TOTAL: 1

Main Span Length

Structure Length

10.0 ft

11.3 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 5.04 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

7

7

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

N

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

1-MEETS STANDARDS

1-MEETS STANDARDS

1-MEETS STANDARDS

+  R D W Y  D I M E N S I O N S  +

50.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

36.0 ft

Median Width

MNTH 32

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

N/A

N/A

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

60 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

UNKN

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1931

Structure A-OPEN

On - Off System NO 



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 8583 TH 32 over DITCH

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2B

County 45 - MARSHALL

City HOLT

Township

Desc. Loc. 0.5 MI S OF HOLT

Sect., Twp., Range 33 - 156N - 43W

Latitude

Longitude

48d 17m 11.47s

96d 11m 35.79s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1931

1955

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 32

Roadway Function MAINLINE

Control Section (TH Only) 4503

Ref. Point (TH Only) 115+00.884

Date Opened to Traffic 06-01-1956

Detour Length 0 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

1,700  (2004)

HCADT 187

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

98.3

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 12-31-2008

Inspection Frequency 24

Inspector Name

Culvert Type W106

Barrel Length 65 ft

Number of Spans

MAIN: 1        APPR: 0        TOTAL: 1

Main Span Length

Structure Length

10.0 ft

11.3 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 4.40 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

6

7

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

N

N

7

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

1-MEETS STANDARDS

1-MEETS STANDARDS

1-MEETS STANDARDS

+  R D W Y  D I M E N S I O N S  +

38.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

38.0 ft

Median Width

MNTH 32

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

N/A

N/A

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

50 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

UNKN

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1931

Structure A-OPEN

On - Off System NO 



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 8659 US 75 over CO DITCH # 19

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2B

County 60 - POLK

City

Township VINELAND

Desc. Loc. 1.0 MI S OF ELDRED

Sect., Twp., Range 05 - 148N - 48W

Latitude

Longitude

47d 40m 21.11s

96d 48m 07.01s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1947

1988

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

US 75

Roadway Function MAINLINE

Control Section (TH Only) 6012

Ref. Point (TH Only) 307+00.415

Date Opened to Traffic 06-01-1989

Detour Length 0 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

1,150  (2004)

HCADT 138

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

97.3

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 09-25-2007

Inspection Frequency 24

Inspector Name

Culvert Type C86D PCT EXT

Barrel Length 76 ft

Number of Spans

MAIN: 2        APPR: 0        TOTAL: 2

Main Span Length

Structure Length

8.0 ft

17.5 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 3.31 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

8

7

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

N

N

7

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

42.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

42.0 ft

Median Width

USTH 75

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

N/A

N/A

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

64 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

UNKN

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1947

Structure A-OPEN

On - Off System NO 



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 8682 US 75 over STREAM

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2B

County 60 - POLK

City NIELSVILLE

Township

Desc. Loc. 0.3 MI N OF NIELSVILLE

Sect., Twp., Range 20 - 147N - 48W

Latitude

Longitude

47d 31m 53.68s

96d 48m 55.36s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1949

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

US 75

Roadway Function MAINLINE

Control Section (TH Only) 6012

Ref. Point (TH Only) 297+00.314

Date Opened to Traffic 01-01-1949

Detour Length 0 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

1,050  (2004)

HCADT 137

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

97.3

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 04-30-2009

Inspection Frequency 24

Inspector Name

Culvert Type C106

Barrel Length 65 ft

Number of Spans

MAIN: 1        APPR: 0        TOTAL: 1

Main Span Length

Structure Length

10.0 ft

11.4 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 5.55 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

8

7

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

N

N

7

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

40.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

40.0 ft

Median Width

USTH 75

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

N/A

N/A

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

50 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

UNKN

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1949

Structure A-OPEN

On - Off System NO 



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 8694 TH 9 over CO DITCH # 37

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2B

County 54 - NORMAN

City

Township WINCHESTER

Desc. Loc. 1.0 MI S OF BORUP

Sect., Twp., Range 34 - 143N - 46W

Latitude

Longitude

47d 09m 51.61s

96d 30m 02.70s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1948

1982

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 9

Roadway Function MAINLINE

Control Section (TH Only) 5410

Ref. Point (TH Only) 183+00.729

Date Opened to Traffic 10-01-1982

Detour Length 12 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

1,750  (2004)

HCADT 298

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

95.7

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 10-03-2007

Inspection Frequency 24

Inspector Name

Culvert Type C108D

Barrel Length 84 ft

Number of Spans

MAIN: 2        APPR: 0        TOTAL: 2

Main Span Length

Structure Length

10.0 ft

22.5 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 2.70 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

NOT REQUIRED

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

6

7

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

N

N

7

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

44.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

44.0 ft

Median Width

MNTH 9

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

N/A

N/A

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

152 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

UNKN

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1948

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 8696 TH 89 over STREAM

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2B

County 68 - ROSEAU

City

Township GRIMSTAD

Desc. Loc. 10.5 MI S OF ROSEAU

Sect., Twp., Range 01 - 160N - 40W

Latitude

Longitude

48d 42m 14.92s

95d 44m 24.16s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1947

1984

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 89

Roadway Function MAINLINE

Control Section (TH Only) 6806

Ref. Point (TH Only) 114+00.796

Date Opened to Traffic 08-01-1985

Detour Length 1 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

1,400  (2004)

HCADT 154

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

97.2

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 11-04-2008

Inspection Frequency 24

Inspector Name

Culvert Type C106 PCST EX

Barrel Length 82 ft

Number of Spans

MAIN: 1        APPR: 0        TOTAL: 1

Main Span Length

Structure Length

10.0 ft

11.3 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 4.70 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

8

7

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

N

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

32.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

32.0 ft

Median Width

MNTH 89

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

N/A

N/A

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

60 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

UNKN

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1947

Structure A-OPEN

On - Off System NO 



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 8697 MN 89(SIDE RD) over DITCH

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2B

County 68 - ROSEAU

City

Township STAFFORD

Desc. Loc. 8.0 MI S OF ROSEAU

Sect., Twp., Range 36 - 161N - 40W

Latitude

Longitude

48d 43m 56.91s

95d 45m 54.11s

Custodian

Owner

COUNTY

COUNTY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1947

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

TH 89 (FRONTAGE)

Roadway Function FRONTAGE

Control Section (TH Only) 6806

Ref. Point (TH Only) 117+00.350

Date Opened to Traffic 01-01-1947

Detour Length 99 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

3  (1994)

HCADT

Functional Class. RURAL LOCAL

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

92.3

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 11-04-2008

Inspection Frequency 24

Inspector Name

Culvert Type C106

Barrel Length 28 ft

Number of Spans

MAIN: 1        APPR: 0        TOTAL: 1

Main Span Length

Structure Length

10.0 ft

11.3 ft

Deck Width

Deck Material N/A

Wear Surf Type GRAVEL

Wear Surf Install Year

Wear Course/Fill Depth 1.90 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

NOT REQUIRED

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

8

7

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

N

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

18.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

16.0 ft

Median Width

MNTH 89

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

N/A

N/A

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

60 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

UNKN

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

Structure A-OPEN

On - Off System NO 



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 8699 TH 89 over STREAM

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2B

County 68 - ROSEAU

City

Township JADIS

Desc. Loc. 1.5 MI S OF ROSEAU

Sect., Twp., Range 25 - 162N - 40W

Latitude

Longitude

48d 49m 31.55s

95d 46m 05.94s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1947

1989

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 89

Roadway Function MAINLINE

Control Section (TH Only) 6806

Ref. Point (TH Only) 123+00.749

Date Opened to Traffic 08-01-1989

Detour Length 4 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

1,650  (2004)

HCADT 165

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

96.8

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 11-04-2008

Inspection Frequency 24

Inspector Name

Culvert Type C105 W/ PCST

Barrel Length 78 ft

Number of Spans

MAIN: 1        APPR: 0        TOTAL: 1

Main Span Length

Structure Length

10.0 ft

11.3 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 1.40 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

7

8

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

N

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

32.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

32.0 ft

Median Width

MNTH 89

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

N/A

N/A

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

50 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

UNKN

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1947

Structure A-OPEN

On - Off System NO 



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 8703 TH 9 over CO DITCH # 10

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2B

County 54 - NORMAN

City

Township WINCHESTER

Desc. Loc. 1.0 MI N OF BORUP

Sect., Twp., Range 22 - 143N - 46W

Latitude

Longitude

47d 11m 37.36s

96d 30m 01.30s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1948

1982

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 9

Roadway Function MAINLINE

Control Section (TH Only) 5410

Ref. Point (TH Only) 185+00.733

Date Opened to Traffic 10-01-1982

Detour Length 9 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

1,750  (2004)

HCADT 298

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

96.1

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 10-03-2007

Inspection Frequency 24

Inspector Name

Culvert Type C106

Barrel Length 84 ft

Number of Spans

MAIN: 1        APPR: 0        TOTAL: 1

Main Span Length

Structure Length

10.0 ft

11.3 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 3.38 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

NOT REQUIRED

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

8

7

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

N

N

7

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

44.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

44.0 ft

Median Width

MNTH 9

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

N/A

N/A

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

60 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

UNKN

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1948

Structure A-OPEN

On - Off System NO 



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 8706 TH 102 over DITCH

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2B

County 60 - POLK

City

Township ONSTAD

Desc. Loc. 6.4 MI NW OF JCT TH 32

Sect., Twp., Range 22 - 148N - 45W

Latitude

Longitude

47d 37m 00.47s

96d 22m 34.06s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1948

1980

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 102

Roadway Function MAINLINE

Control Section (TH Only) 6014

Ref. Point (TH Only) 006+00.485

Date Opened to Traffic 07-01-1980

Detour Length 0 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

700  (2004)

HCADT 119

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

97.3

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 09-21-2007

Inspection Frequency 24

Inspector Name

Culvert Type C64D

Barrel Length 54 ft

Number of Spans

MAIN: 2        APPR: 0        TOTAL: 2

Main Span Length

Structure Length

6.0 ft

14.0 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 2.00 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

6

7

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

N

N

7

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

36.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

36.0 ft

Median Width

MNTH 102

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

N/A

N/A

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

48 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

UNKN

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1948

Structure A-OPEN

On - Off System NO 



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 8768 US 75 over DITCH

Agency Br. No.

+  G E N E R A L  +

District Maint. Area2 2B

County 54 - NORMAN

City

Township HALSTAD

Desc. Loc. 1.1 MI N OF HALSTAD

Sect., Twp., Range 19 - 145N - 48W

Latitude

Longitude

47d 22m 02.77s

96d 49m 30.15s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 2

1950

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

US 75

Roadway Function MAINLINE

Control Section (TH Only) 5409

Ref. Point (TH Only) 285+00.973

Date Opened to Traffic 11-01-1950

Detour Length 0 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

1,050  (2004)

HCADT 137

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

98.3

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 04-30-2009

Inspection Frequency 24

Inspector Name

Culvert Type C66D

Barrel Length 50 ft

Number of Spans

MAIN: 2        APPR: 0        TOTAL: 2

Main Span Length

Structure Length

6.0 ft

14.0 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 2.00 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

7

7

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

N

N

7

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

1-MEETS STANDARDS

1-MEETS STANDARDS

1-MEETS STANDARDS

+  R D W Y  D I M E N S I O N S  +

38.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

40.0 ft

Median Width

USTH 75

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

N/A

N/A

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

72 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

UNKN

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1950

Structure A-OPEN

On - Off System NO 


