
 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 826 TH 19 over YELLOW MEDICINE RIVER

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8B

County 41 - LINCOLN

City

Township ASH LAKE

Desc. Loc. 1.5 MI W OF IVANHOE

Sect., Twp., Range 04 - 111N - 45W

Latitude

Longitude

44d 27m 35.29s

96d 16m 44.80s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1923

1950

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 19

Roadway Function MAINLINE

Control Section (TH Only) 4103

Ref. Point (TH Only) 009+00.550

Date Opened to Traffic 01-01-1950

Detour Length 0 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

980  (2004)

HCADT 137

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

97.3

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 09-26-2007

Inspection Frequency 24

Inspector Name

Culvert Type W99D

Barrel Length 70 ft

Number of Spans

MAIN: 2        APPR: 0        TOTAL: 2

Main Span Length

Structure Length

9.0 ft

21.0 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 10.60 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

NOT REQUIRED

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

7

6

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

6

N

N

6

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

32.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

32.0 ft

Median Width

MNTH 19

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

162 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

UNKN

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1923

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 1470 US 14 over STREAM

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8B

County 41 - LINCOLN

City

Township VERDI

Desc. Loc. 3.2 MI E OF STATE LINE

Sect., Twp., Range 09 - 109N - 46W

Latitude

Longitude

44d 16m 09.97s

96d 23m 17.65s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1932

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

US 14

Roadway Function MAINLINE

Control Section (TH Only) 4101

Ref. Point (TH Only) 003+00.208

Date Opened to Traffic 01-01-1932

Detour Length 12 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

1,500  (2004)

HCADT 210

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

95.9

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 11-02-2007

Inspection Frequency 24

Inspector Name

Culvert Type W108T

Barrel Length 48 ft

Number of Spans

MAIN: 3        APPR: 0        TOTAL: 3

Main Span Length

Structure Length

10.4 ft

33.4 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 3.61 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

7

6

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

6

N

N

6

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

38.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

327.8 ft

Appr. Surface Width

Roadway Width

38.0 ft

Median Width

USTH 14

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

240 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 15

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1932

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 1686 US 14 over STREAM

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8B

County 41 - LINCOLN

City

Township VERDI

Desc. Loc. 1.8 MI E OF STATE LINE

Sect., Twp., Range 08 - 109N - 46W

Latitude

Longitude

44d 16m 10.27s

96d 24m 59.10s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1932

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

US 14

Roadway Function MAINLINE

Control Section (TH Only) 4101

Ref. Point (TH Only) 001+00.791

Date Opened to Traffic 01-01-1932

Detour Length 7 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

1,500  (2004)

HCADT 210

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

85.4

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 11-02-2007

Inspection Frequency 24

Inspector Name

Culvert Type W108T

Barrel Length 63 ft

Number of Spans

MAIN: 3        APPR: 0        TOTAL: 3

Main Span Length

Structure Length

11.0 ft

33.4 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 5.75 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

7

5

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

5

N

N

6

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

40.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

327.8 ft

Appr. Surface Width

Roadway Width

38.0 ft

Median Width

USTH 14

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

240 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 15

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1932

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 1767 US 212 over STONY RUN CREEK

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8A

County 87 - YELLOW MEDICINE

City

Township STONY RUN

Desc. Loc. 4.9 MI NW OF W JCT TH 67

Sect., Twp., Range 14 - 116N - 40W

Latitude

Longitude

44d 51m 37.62s

95d 37m 53.76s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1931

1986

Temp

Skew

Plan Avail. CENTRAL

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

US 212

Roadway Function MAINLINE

Control Section (TH Only) 8712

Ref. Point (TH Only) 042+00.981

Date Opened to Traffic 12-01-1986

Detour Length 5 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

2,450  (2004)

HCADT 221

Functional Class. RUR/PR ART OTH

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

95.4

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 10-16-2007

Inspection Frequency 24

Inspector Name

Culvert Type W1010D

Barrel Length 78 ft

Number of Spans

MAIN: 2        APPR: 0        TOTAL: 2

Main Span Length

Structure Length

10.4 ft

22.5 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 9.90 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

4

6

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

6

N

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

0-SUBSTANDARD

+  R D W Y  D I M E N S I O N S  +

35.4 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

327.8 ft

Appr. Surface Width

Roadway Width

40.0 ft

Median Width

USTH 212

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

200 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 15

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1931

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 1827 US 14 over STREAM

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8B

County 41 - LINCOLN

City LAKE BENTON

Township

Desc. Loc. 0.1 MI W OF JCT TH 75

Sect., Twp., Range 08 - 109N - 45W

Latitude

Longitude

44d 15m 56.46s

96d 17m 28.32s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1932

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

US 14

Roadway Function MAINLINE

Control Section (TH Only) 4101

Ref. Point (TH Only) 008+00.183

Date Opened to Traffic 01-01-1932

Detour Length 0 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

1,500  (2004)

HCADT 210

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

97.3

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 11-02-2007

Inspection Frequency 24

Inspector Name

Culvert Type W104

Barrel Length 48 ft

Number of Spans

MAIN: 1        APPR: 0        TOTAL: 1

Main Span Length

Structure Length

10.0 ft

11.5 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 3.81 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

8

8

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

N

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

34.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

38.0 ft

Median Width

USTH 14

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

30 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

UNKN

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1932

Structure A-OPEN

On - Off System NO 



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 1889 US 14 over DITCH

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8B

County 41 - LINCOLN

City LAKE BENTON

Township

Desc. Loc. 0.5 MI W OF JCT TH 75

Sect., Twp., Range 08 - 109N - 45W

Latitude

Longitude

44d 15m 55.81s

96d 17m 56.16s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1932

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

US 14

Roadway Function MAINLINE

Control Section (TH Only) 4101

Ref. Point (TH Only) 007+00.712

Date Opened to Traffic 01-01-1932

Detour Length 2 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

1,500  (2004)

HCADT 210

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

97.1

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 11-02-2007

Inspection Frequency 24

Inspector Name

Culvert Type W104

Barrel Length 48 ft

Number of Spans

MAIN: 1        APPR: 0        TOTAL: 1

Main Span Length

Structure Length

10.0 ft

11.3 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 2.61 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

7

8

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

N

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

40.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

38.0 ft

Median Width

USTH 14

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

40 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

UNKN

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1932

Structure A-OPEN

On - Off System NO 



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 2075 US 212 over STREAM

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8B

County 37 - LAC QUI PARLE

City

Township HAMLIN

Desc. Loc. 2.7 MI E OF JCT TH 75

Sect., Twp., Range 14 - 117N - 44W

Latitude

Longitude

44d 56m 09.09s

96d 08m 29.90s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1931

1981

Temp

Skew

Plan Avail. CENTRAL

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

US 212

Roadway Function MAINLINE

Control Section (TH Only) 3706

Ref. Point (TH Only) 015+00.228

Date Opened to Traffic 11-01-1981

Detour Length 17 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

2,100  (2004)

HCADT 399

Functional Class. RUR/PR ART OTH

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

94.6

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 11-06-2008

Inspection Frequency 24

Inspector Name

Culvert Type W108T

Barrel Length 145 ft

Number of Spans

MAIN: 3        APPR: 0        TOTAL: 3

Main Span Length

Structure Length

10.7 ft

33.0 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 10.00 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

NOT REQUIRED

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

7

7

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

N

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

44.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

99.9 ft

Appr. Surface Width

Roadway Width

44.0 ft

Median Width

USTH 212

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

240 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 15

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1931

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 2154 TH 23 over STREAM

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8B

County 59 - PIPESTONE

City

Township EDEN

Desc. Loc. 1.9 MI NE OF JASPER

Sect., Twp., Range 29 - 105N - 46W

Latitude

Longitude

43d 52m 32.51s

96d 23m 26.20s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1936

1964

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 23

Roadway Function MAINLINE

Control Section (TH Only) 5901

Ref. Point (TH Only) 020+00.605

Date Opened to Traffic 06-01-1965

Detour Length 6 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

3,350  (2004)

HCADT 302

Functional Class. RUR/PR ART OTH

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

95.8

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 11-01-2007

Inspection Frequency 24

Inspector Name

Culvert Type W128D

Barrel Length 62 ft

Number of Spans

MAIN: 2        APPR: 0        TOTAL: 2

Main Span Length

Structure Length

12.5 ft

26.5 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 2.50 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

7

7

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

N

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

44.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

327.8 ft

Appr. Surface Width

Roadway Width

44.0 ft

Median Width

MNTH 23

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

192 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 15

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1936

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 2857 TH 30 over DITCH

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8B

County 59 - PIPESTONE

City PIPESTONE

Township

Desc. Loc. 0.8 MI E OF PIPESTONE

Sect., Twp., Range 18 - 106N - 45W

Latitude

Longitude

43d 59m 38.63s

96d 17m 22.72s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1932

Temp

Skew

Plan Avail.

45L

NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 30

Roadway Function MAINLINE

Control Section (TH Only) 5904

Ref. Point (TH Only) 008+00.792

Date Opened to Traffic 09-01-1932

Detour Length 8 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

1,950  (2004)

HCADT 176

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

96.1

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 11-01-2007

Inspection Frequency 24

Inspector Name

Culvert Type W108D

Barrel Length 68 ft

Number of Spans

MAIN: 2        APPR: 0        TOTAL: 2

Main Span Length

Structure Length

14.5 ft

32.0 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 2.00 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

6

7

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

N

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

40.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

327.8 ft

Appr. Surface Width

Roadway Width

40.0 ft

Median Width

MNTH 30

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

80 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 15

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1932

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 2964 TH 67 over STREAM

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8B

County 87 - YELLOW MEDICINE

City

Township MINNESOTA FALLS

Desc. Loc. 2.6 MI S OF GRANITE FALL

Sect., Twp., Range 15 - 115N - 39W

Latitude

Longitude

44d 46m 29.07s

95d 32m 00.03s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1918

1926

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 67

Roadway Function MAINLINE

Control Section (TH Only) 8707

Ref. Point (TH Only) 035+00.149

Date Opened to Traffic 01-01-1926

Detour Length 8 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

1,400  (2004)

HCADT 56

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

84.3

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 10-01-2008

Inspection Frequency 12

Inspector Name

Culvert Type W1010D

Barrel Length 46 ft

Number of Spans

MAIN: 2        APPR: 0        TOTAL: 2

Main Span Length

Structure Length

10.0 ft

22.0 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 3.80 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

5

5

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

5

N

N

6

5

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

26.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

32.0 ft

Median Width

MNTH 67

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

120 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

UNKN

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1918

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 3121 TH 19 over STREAM

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8B

County 42 - LYON

City

Township ISLAND LAKE

Desc. Loc. 8.6 MI W OF MARSHALL

Sect., Twp., Range 12 - 111N - 43W

Latitude

Longitude

44d 26m 36.75s

95d 57m 47.08s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1919

1937

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 19

Roadway Function MAINLINE

Control Section (TH Only) 4204

Ref. Point (TH Only) 026+00.032

Date Opened to Traffic 01-01-1937

Detour Length 10 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

1,200  (2004)

HCADT 204

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

95.4

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 10-06-2008

Inspection Frequency 12

Inspector Name

Culvert Type W1010D

Barrel Length 52 ft

Number of Spans

MAIN: 2        APPR: 0        TOTAL: 2

Main Span Length

Structure Length

10.0 ft

23.0 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 4.30 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

7

6

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

6

N

N

6

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

0-SUBSTANDARD

+  R D W Y  D I M E N S I O N S  +

30.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

300.0 ft

Appr. Surface Width

Roadway Width

30.0 ft

Median Width

MNTH 19

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

200 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 15

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1919

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 3576 US 75 over MUD CREEK

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8B

County 87 - YELLOW MEDICINE

City

Township NORMAN

Desc. Loc. 5.0 MI S OF CANBY

Sect., Twp., Range 34 - 114N - 45W

Latitude

Longitude

44d 38m 22.50s

96d 16m 35.29s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1920

1941

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

US 75

Roadway Function MAINLINE

Control Section (TH Only) 8710

Ref. Point (TH Only) 081+00.571

Date Opened to Traffic 06-01-1941

Detour Length 15 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

680  (2004)

HCADT 109

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

96.5

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 10-09-2008

Inspection Frequency 12

Inspector Name

Culvert Type W105

Barrel Length 65 ft

Number of Spans

MAIN: 1        APPR: 0        TOTAL: 1

Main Span Length

Structure Length

10.0 ft

11.3 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 5.75 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

6

6

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

6

N

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

34.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

34.0 ft

Median Width

USTH 75

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

40 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

UNKN

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1920

Structure A-OPEN

On - Off System NO 



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 3711 TH 19 over THREE MILE CREEK

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8B

County 42 - LYON

City

Township LYND

Desc. Loc. 7.0 MI W OF MARSHALL

Sect., Twp., Range 08 - 111N - 42W

Latitude

Longitude

44d 26m 36.11s

95d 55m 53.93s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1937

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 19

Roadway Function MAINLINE

Control Section (TH Only) 4204

Ref. Point (TH Only) 027+00.580

Date Opened to Traffic 01-01-1937

Detour Length 10 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

1,200  (2004)

HCADT 204

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

95.4

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 10-15-2008

Inspection Frequency 24

Inspector Name

Culvert Type W106T

Barrel Length 50 ft

Number of Spans

MAIN: 3        APPR: 0        TOTAL: 3

Main Span Length

Structure Length

10.0 ft

32.7 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 4.70 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

8

6

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

6

N

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

0-SUBSTANDARD

+  R D W Y  D I M E N S I O N S  +

30.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

300.0 ft

Appr. Surface Width

Roadway Width

30.0 ft

Median Width

MNTH 19

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

180 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 15

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1937

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 3957 TH 67 over DITCH

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8B

County 87 - YELLOW MEDICINE

City

Township FRIENDSHIP

Desc. Loc. 3.5 MI E OF CLARKFIELD

Sect., Twp., Range 12 - 115N - 41W

Latitude

Longitude

44d 47m 25.76s

95d 44m 08.70s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1937

Temp

Skew

Plan Avail.

55L

NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 67

Roadway Function MAINLINE

Control Section (TH Only) 8706

Ref. Point (TH Only) 022+00.622

Date Opened to Traffic 06-01-1937

Detour Length 12 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

940  (2004)

HCADT 85

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

96.4

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 10-16-2007

Inspection Frequency 24

Inspector Name

Culvert Type W1010

Barrel Length 64 ft

Number of Spans

MAIN: 1        APPR: 0        TOTAL: 1

Main Span Length

Structure Length

10.0 ft

11.7 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 5.70 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

8

6

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

6

N

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

36.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

36.0 ft

Median Width

MNTH 67

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

100 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

UNKN

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1937

Structure A-OPEN

On - Off System NO 



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 4468 TH 30 over STREAM

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8B

County 59 - PIPESTONE

City

Township BURKE

Desc. Loc. 8.2 MI E OF E JCT TH 75

Sect., Twp., Range 16 - 106N - 44W

Latitude

Longitude

43d 59m 37.34s

96d 08m 06.98s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1932

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 30

Roadway Function MAINLINE

Control Section (TH Only) 5904

Ref. Point (TH Only) 016+00.549

Date Opened to Traffic 08-01-1932

Detour Length 0 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

1,250  (2004)

HCADT 125

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

97.3

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 10-31-2007

Inspection Frequency 24

Inspector Name

Culvert Type W104

Barrel Length 48 ft

Number of Spans

MAIN: 1        APPR: 0        TOTAL: 1

Main Span Length

Structure Length

10.0 ft

12.0 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 1.80 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

8

7

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

N

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

42.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

40.0 ft

Median Width

MNTH 30

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

40 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

UNKN

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1932

Structure A-OPEN

On - Off System NO 



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 4553 TH 7 over OTTER CREEK

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8A

County 43 - MCLEOD

City

Township WINSTED

Desc. Loc. 6.0 MI E OF SILVER LAKE

Sect., Twp., Range 34 - 117N - 27W

Latitude

Longitude

44d 54m 22.49s

94d 04m 24.73s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1936

1989

Temp

Skew

Plan Avail.

45L

NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 7

Roadway Function MAINLINE

Control Section (TH Only) 4302

Ref. Point (TH Only) 156+00.948

Date Opened to Traffic 10-01-1989

Detour Length 8 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

6,700  (2004)

HCADT 603

Functional Class. RUR/PR ART OTH

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

81.5

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 10-02-2008

Inspection Frequency 24

Inspector Name

Culvert Type W106D W/PCST

Barrel Length 197 ft

Number of Spans

MAIN: 2        APPR: 0        TOTAL: 2

Main Span Length

Structure Length

15.0 ft

31.5 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 2.81 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

7

5

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

5

N

N

6

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

1-MEETS STANDARDS

0-SUBSTANDARD

0-SUBSTANDARD

+  R D W Y  D I M E N S I O N S  +

40.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

327.8 ft

Appr. Surface Width

Roadway Width

40.0 ft

Median Width

MNTH 7

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

120 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 15

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1936

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 4566 TH 30 over STREAM

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8B

County 59 - PIPESTONE

City

Township BURKE

Desc. Loc. 8.2 MI E OF E JCT TH 75

Sect., Twp., Range 16 - 106N - 44W

Latitude

Longitude

43d 59m 37.42s

96d 08m 03.69s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1932

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 30

Roadway Function MAINLINE

Control Section (TH Only) 5904

Ref. Point (TH Only) 016+00.543

Date Opened to Traffic 08-01-1932

Detour Length 0 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

1,250  (2004)

HCADT 125

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

86.3

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 10-31-2007

Inspection Frequency 24

Inspector Name

Culvert Type W104

Barrel Length 48 ft

Number of Spans

MAIN: 1        APPR: 0        TOTAL: 1

Main Span Length

Structure Length

10.0 ft

12.0 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 1.80 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

8

5

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

5

N

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

40.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

40.0 ft

Median Width

MNTH 30

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

40 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

UNKN

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1932

Structure A-OPEN

On - Off System NO 



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 4667 TH 19 ACCESS RD over SULPHER L

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8B

County 64 - REDWOOD

City

Township HONNER

Desc. Loc. 1.0 MI S OF MORTON

Sect., Twp., Range 36 - 113N - 35W

Latitude

Longitude

44d 32m 36.89s

95d 00m 02.43s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1927

Temp

Skew

Plan Avail. CENTRAL

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

TH 19 (FRONTAGE)

Roadway Function FRONTAGE

Control Section (TH Only) 6404

Ref. Point (TH Only) 077+00.880

Date Opened to Traffic 01-01-1927

Detour Length 2 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

50  (1994)

HCADT

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

S.D.

44.0

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

STEEL HIGH TRUSS

PARKER

Appr. Span Type

Appr. Span Detail

Last Inspection Date 09-29-2008

Inspection Frequency 12

Inspector Name

Culvert Type

Barrel Length

Number of Spans

MAIN: 1        APPR: 0        TOTAL: 1

Main Span Length

Structure Length

116.5 ft

122.0 ft

Deck Width 28.0 ft

Deck Material C-I-P CONCRETE

Wear Surf Type MONOLITHIC CONC

Wear Surf Install Year

Wear Course/Fill Depth

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R

3,416 sq ft

3,294 sq ft

0.5 ft 0.5 ft

0.83 ft 0.83 ft

37 37 Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT REQUIRED

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

4

4

4

5

N

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

4

6

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

0-SUBSTANDARD

1-MEETS STANDARDS

1-MEETS STANDARDS

1-MEETS STANDARDS

+  R D W Y  D I M E N S I O N S  +

27.0 ft

Max. Vert. Clear.

Horizontal Clear.

15.0 ft

15.0 ft

Lateral Clr. - Lt/Rt

27.0 ft

Appr. Surface Width

Roadway Width

32.0 ft

Median Width

27.0 ft

MNTH 19

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

RIVETED

A: 3          B:  2          C:  2

CONC - FTG PILE

+  P A I N T  +

Pct. Unsound1980

17,924 sf

LEAD, IRON OXIDE

PHENOLIC RESIN ALUM.

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

2088 sq ft

NO PRMT REQD

O-STBL;ACT REQD

1991

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 10

HS  17.2

HS  10.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

Y    24 mo   08/2008

09-01-1993

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 4757 US 14 over JUD DITCH # 12

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8B

County 41 - LINCOLN

City

Township HOPE

Desc. Loc. 2.7 MI SE OF TYLER

Sect., Twp., Range 13 - 109N - 44W

Latitude

Longitude

44d 14m 46.91s

96d 04m 52.77s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1928

1991

1991

Temp

Skew

Plan Avail.

45R

CENTRAL

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

US 14

Roadway Function MAINLINE

Control Section (TH Only) 4102

Ref. Point (TH Only) 019+00.404

Date Opened to Traffic 12-01-1991

Detour Length 10 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

1,100  (2004)

HCADT 176

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

96.5

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 11-02-2007

Inspection Frequency 24

Inspector Name

Culvert Type W1012D W/PCT

Barrel Length 135 ft

Number of Spans

MAIN: 2        APPR: 0        TOTAL: 2

Main Span Length

Structure Length

14.1 ft

31.8 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 2.36 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

6

6

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

6

N

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

40.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

327.8 ft

Appr. Surface Width

Roadway Width

40.0 ft

Median Width

USTH 14

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

240 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 15

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1928

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 4758 US 14 over REDWOOD RIVER

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8B

County 42 - LYON

City

Township SHELBURNE

Desc. Loc. 2.0 MI E OF FLORENCE

Sect., Twp., Range 22 - 109N - 43W

Latitude

Longitude

44d 14m 23.25s

96d 00m 31.08s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1928

1951

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

US 14

Roadway Function MAINLINE

Control Section (TH Only) 4201

Ref. Point (TH Only) 023+00.128

Date Opened to Traffic 01-01-1951

Detour Length 6 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

1,050  (2004)

HCADT 189

Functional Class. RUR/PR ART OTH

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

95.8

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 11-02-2007

Inspection Frequency 24

Inspector Name

Culvert Type W1012T

Barrel Length 108 ft

Number of Spans

MAIN: 3        APPR: 0        TOTAL: 3

Main Span Length

Structure Length

10.0 ft

34.0 ft

Deck Width

Deck Material N/A

Wear Surf Type MONOLITHIC CONC

Wear Surf Install Year

Wear Course/Fill Depth 15.25 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

NOT REQUIRED

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

7

6

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

6

N

N

6

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

0-SUBSTANDARD

+  R D W Y  D I M E N S I O N S  +

39.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

327.8 ft

Appr. Surface Width

Roadway Width

39.0 ft

Median Width

USTH 14

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

300 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 15

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1928

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 4966 TH 67 over LAC QUI PARLE RIVER

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8B

County 87 - YELLOW MEDICINE

City

Township OSHKOSH

Desc. Loc. 2.2 MI E OF JCT TH 75

Sect., Twp., Range 03 - 115N - 44W

Latitude

Longitude

44d 47m 25.37s

96d 09m 04.94s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1930

Temp

Skew

Plan Avail.

TEMP SUB/PERM REP NEEDED

CENTRAL

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 67

Roadway Function MAINLINE

Control Section (TH Only) 8705

Ref. Point (TH Only) 002+00.173

Date Opened to Traffic 10-01-1930

Detour Length 4 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

430  (2004)

HCADT 39

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

58.1

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

STEEL BM SPAN

Appr. Span Type

Appr. Span Detail

Last Inspection Date 10-09-2008

Inspection Frequency 24

Inspector Name

Culvert Type

Barrel Length

Number of Spans

MAIN: 1        APPR: 0        TOTAL: 1

Main Span Length

Structure Length

40.0 ft

42.0 ft

Deck Width 30.6 ft

Deck Material C-I-P CONCRETE

Wear Surf Type MONOLITHIC CONC

Wear Surf Install Year 1984

Wear Course/Fill Depth 0.17 ft

Deck Membrane NONE

Deck Rebars EPOXY COATED REBAR

Deck Rebars Install Year 1984

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R

1,285 sq ft

1,130 sq ft

0.5 ft 0.5 ft

0.83 ft 0.83 ft

35 35 Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

VEHICLE & SEMI

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

5

5

6

8

N

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

5

5

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

0-SUBSTANDARD

1-MEETS STANDARDS

1-MEETS STANDARDS

0-SUBSTANDARD

+  R D W Y  D I M E N S I O N S  +

27.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

36.0 ft

Median Width

27.0 ft

MNTH 67

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: X          B:  X          C:  X

CONC - FTG PILE

+  P A I N T  +

Pct. Unsound1984

LEAD

ENAMEL

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

480 sq ft

NO PRMT REQD

L-STBL;LOW RISK

2000

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

HS15

HS  17.4

HS  10.4

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

VEH:  26  SEMI:  40  DBL:  40

11-20-2008

Structure P-LOAD POSTED

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 5083 TH 19 over REDWOOD RIVER

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8B

County 42 - LYON

City MARSHALL

Township

Desc. Loc. 0.2 MI NE OF JCT TH 59

Sect., Twp., Range 04 - 111N - 41W

Latitude

Longitude

44d 26m 57.99s

95d 47m 07.42s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1931

Temp

Skew

Plan Avail.

30L

CENTRAL

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 19

Roadway Function MAINLINE

Control Section (TH Only) 4205

Ref. Point (TH Only) 035+00.010

Date Opened to Traffic 07-01-1931

Detour Length 1 mi.

Lanes 3 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

9,100  (2004)

HCADT 364

Functional Class. URB/OTH PR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

79.6

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HWY;PED

STREAM

Main Span Type

Main Span Detail

CONC DECK GIRD

Appr. Span Type

Appr. Span Detail

CONC SLAB SPAN

Last Inspection Date 09-26-2007

Inspection Frequency 24

Inspector Name

Culvert Type

Barrel Length

Number of Spans

MAIN: 2        APPR: 2        TOTAL: 4

Main Span Length

Structure Length

37.3 ft

108.3 ft

Deck Width 55.6 ft

Deck Material C-I-P CONCRETE

Wear Surf Type LOW SLUMP CONC

Wear Surf Install Year 1981

Wear Course/Fill Depth 0.25 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R

6,021 sq ft

4,327 sq ft

6.0 ft 6.0 ft

0.67 ft 0.67 ft

40 40 Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

NOT REQUIRED

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

6

6

6

5

N

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

6

4

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

0-SUBSTANDARD

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

40.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

327.8 ft

Appr. Surface Width

Roadway Width

44.0 ft

Median Width

40.0 ft

MNTH 19

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: 1          B:  1          C:  1

COMB - FTG PILE

COMB - FTG PILE

+  P A I N T  +

Pct. Unsound1974

LEAD, IRON OXIDE

ENAMEL

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

540 sq ft

NO PRMT REQD

N-STBL;LIM SCOUR

1994

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 20

HS  31.0

HS  19.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

09-01-1981

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 5117 BNSF RR over US 212

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8A

County 87 - YELLOW MEDICINE

City GRANITE FALLS

Township

Desc. Loc. 0.6 MI E OF W JCT TH 67

Sect., Twp., Range 33 - 116N - 39W

Latitude

Longitude

44d 48m 23.11s

95d 33m 30.29s

Custodian

Owner

RAILROAD

RAILROAD

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1931

Temp

Skew

Plan Avail. CENTRAL

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

2-UNDER

Route Sys/Nbr

Roadway Name or Description

US 212

Roadway Function MAINLINE

Control Section (TH Only) 8712

Ref. Point (TH Only) 048+00.453

Date Opened to Traffic 01-01-1931

Detour Length 0 mi.

Lanes 2 Lanes UNDER Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

4,950  (2004)

HCADT 743

Functional Class. RUR/PR ART OTH

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

F.O.

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

RAILROAD

HIGHWAY

Main Span Type

Main Span Detail

STEEL BM SPAN

Appr. Span Type

Appr. Span Detail

Last Inspection Date 10-15-2008

Inspection Frequency 24

Inspector Name

Culvert Type

Barrel Length

Number of Spans

MAIN: 3        APPR: 0        TOTAL: 3

Main Span Length

Structure Length

32.0 ft

87.4 ft

Deck Width 16.0 ft

Deck Material TIMBER

Wear Surf Type N/A

Wear Surf Install Year

Wear Course/Fill Depth

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R

1,398 sq ft

NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

ROADWAY RESTRICTION

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

6

5

7

N

N

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

N

N

2

N

N

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

N-NOT REQUIRED

N-NOT REQUIRED

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

28.1 ft

Max. Vert. Clear.

Horizontal Clear.

14.5 ft

14.5 ft

Lateral Clr. - Lt/Rt

28.1 ft

1.0 ft

Appr. Surface Width

Roadway Width

52.0 ft

Median Width

28.1 ft

USTH 212

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

CONC - FTG PILE

CONC - FTG PILE

+  P A I N T  +

Pct. Unsound1952

LEAD

ENAMEL

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

NOT APPL

A-NON WATERWAY

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

RR

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

Structure A-OPEN

On - Off System NO 



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 5133 TH 19 over REDWOOD RIVER

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8B

County 64 - REDWOOD

City REDWOOD FALLS

Township

Desc. Loc. IN REDWOOD FALLS

Sect., Twp., Range 01 - 112N - 36W

Latitude

Longitude

44d 32m 24.00s

95d 07m 30.00s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1934

1980

Temp

Skew

Plan Avail. CENTRAL

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 19

Roadway Function MAINLINE

Control Section (TH Only) 6403

Ref. Point (TH Only) 071+00.896

Date Opened to Traffic 11-01-1980

Detour Length 1 mi.

Lanes 4 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

6,900  (2004)

HCADT 828

Functional Class. RUR/PR ART OTH

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

82.4

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HWY;PED

STREAM

Main Span Type

Main Span Detail

CONC ARCH

OPEN SPANDREL ARCH

Appr. Span Type

Appr. Span Detail

PRESTR BM SPAN

Last Inspection Date 09-23-2008

Inspection Frequency 24

Inspector Name

Culvert Type

Barrel Length

Number of Spans

MAIN: 1        APPR: 3        TOTAL: 4

Main Span Length

Structure Length

110.0 ft

270.0 ft

Deck Width 66.3 ft

Deck Material C-I-P CONCRETE

Wear Surf Type LOW SLUMP CONC

Wear Surf Install Year 1980

Wear Course/Fill Depth 0.17 ft

Deck Membrane NONE

Deck Rebars EPOXY COATED REBAR

Deck Rebars Install Year 1980

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R

17,901 sq ft

14,036 sq ft

6.0 ft 6.0 ft

0.83 ft 0.83 ft

17 17 Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

NOT REQUIRED

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

7

8

7

8

N

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

4

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

1-MEETS STANDARDS

N-NOT REQUIRED

N-NOT REQUIRED

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

52.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

327.8 ft

Appr. Surface Width

Roadway Width

52.0 ft

Median Width

52.0 ft

MNTH 19

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: 1          B:  1          C:  1

CONC - SPRD ROCK

CONC - SPRD ROCK

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

4482 sq ft

NO PRMT REQD

I-LOW RISK

1990

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

HS20

HS  37.0

HS  25.6

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

05-01-1997

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 5151 TH 19 over REDWOOD RIVER

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8B

County 42 - LYON

City MARSHALL

Township

Desc. Loc. 0.7 MI SW OF MARSHALL

Sect., Twp., Range 08 - 111N - 41W

Latitude

Longitude

44d 26m 35.24s

95d 48m 00.14s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1932

Temp

Skew

Plan Avail. CENTRAL

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 19

Roadway Function MAINLINE

Control Section (TH Only) 4204

Ref. Point (TH Only) 034+00.121

Date Opened to Traffic 01-01-1932

Detour Length 1 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

3,050  (2004)

HCADT 366

Functional Class. URB/OTH PR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

92.2

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HWY;PED

STREAM

Main Span Type

Main Span Detail

CONC DECK GIRD

Appr. Span Type

Appr. Span Detail

Last Inspection Date 09-26-2007

Inspection Frequency 24

Inspector Name

Culvert Type

Barrel Length

Number of Spans

MAIN: 2        APPR: 0        TOTAL: 2

Main Span Length

Structure Length

31.0 ft

102.0 ft

Deck Width 55.7 ft

Deck Material C-I-P CONCRETE

Wear Surf Type LOW SLUMP CONC

Wear Surf Install Year 1981

Wear Course/Fill Depth 0.25 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R

5,681 sq ft

4,080 sq ft

6.0 ft 6.0 ft

0.75 ft 0.75 ft

40 40 Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

NOT REQUIRED

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

6

7

7

5

N

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

6

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

0-SUBSTANDARD

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

40.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

327.8 ft

Appr. Surface Width

Roadway Width

44.0 ft

Median Width

40.0 ft

MNTH 19

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: 1          B:  1          C:  1

CONC - FTG PILE

CONC - FTG PILE

+  P A I N T  +

Pct. Unsound1974

LEAD, IRON OXIDE

ENAMEL

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

660 sq ft

NO PRMT REQD

L-STBL;LOW RISK

1998

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

HS20

HS  32.0

HS  19.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

02-01-1984

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 5236 US 212 over W FK LAC QUI PARLE RIVER

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8B

County 37 - LAC QUI PARLE

City

Township MEHURIN

Desc. Loc. 8.2 MI W OF JCT TH 75

Sect., Twp., Range 24 - 117N - 46W

Latitude

Longitude

44d 56m 08.65s

96d 21m 18.58s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1933

1970

Temp

Skew

Plan Avail. CENTRAL

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

US 212

Roadway Function MAINLINE

Control Section (TH Only) 3705

Ref. Point (TH Only) 004+00.800

Date Opened to Traffic 01-01-1970

Detour Length 11 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

1,650  (2004)

HCADT 314

Functional Class. RUR/PR ART OTH

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

92.8

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

PRESTR BM SPAN

Appr. Span Type

Appr. Span Detail

Last Inspection Date 11-04-2008

Inspection Frequency 24

Inspector Name

Culvert Type

Barrel Length

Number of Spans

MAIN: 3        APPR: 0        TOTAL: 3

Main Span Length

Structure Length

32.5 ft

98.0 ft

Deck Width 50.7 ft

Deck Material C-I-P CONCRETE

Wear Surf Type LOW SLUMP CONC

Wear Surf Install Year 1984

Wear Course/Fill Depth 0.17 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R

4,969 sq ft

4,553 sq ft

1.0 ft 1.0 ft

0.50 ft 0.50 ft

03 03 Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

7

8

7

6

N

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

6

9

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

1-MEETS STANDARDS

1-MEETS STANDARDS

1-MEETS STANDARDS

1-MEETS STANDARDS

+  R D W Y  D I M E N S I O N S  +

46.5 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

327.8 ft

Appr. Surface Width

Roadway Width

44.0 ft

Median Width

46.5 ft

USTH 212

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: 1          B:  1          C:  1

CONC - FTG PILE

CONC - FTG PILE

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

143.0 sq mi

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

915 sq ft

NO PRMT REQD

L-STBL;LOW RISK

1997

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

HS20

HS  26.2

HS  15.7

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

08-14-2003

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 5297 US 75 over FLANDREAU CREEK

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8B

County 59 - PIPESTONE

City

Township FOUNTAIN PRAIRIE

Desc. Loc. 11.2 MI N OF PIPESTONE

Sect., Twp., Range 18 - 108N - 45W

Latitude

Longitude

44d 09m 47.35s

96d 18m 28.89s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1936

1962

Temp

Skew

Plan Avail.

30R

NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

US 75

Roadway Function MAINLINE

Control Section (TH Only) 5906

Ref. Point (TH Only) 047+00.614

Date Opened to Traffic 12-01-1962

Detour Length 14 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

970  (2004)

HCADT 126

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

97.3

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 11-01-2007

Inspection Frequency 24

Inspector Name

Culvert Type W1010Q

Barrel Length 46 ft

Number of Spans

MAIN: 4        APPR: 0        TOTAL: 4

Main Span Length

Structure Length

12.0 ft

52.5 ft

Deck Width

Deck Material N/A

Wear Surf Type MONOLITHIC CONC

Wear Surf Install Year

Wear Course/Fill Depth 0.75 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R 01 01 Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

7

6

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

6

N

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

1-MEETS STANDARDS

1-MEETS STANDARDS

1-MEETS STANDARDS

1-MEETS STANDARDS

+  R D W Y  D I M E N S I O N S  +

38.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

327.8 ft

Appr. Surface Width

Roadway Width

40.0 ft

Median Width

USTH 75

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

400 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 15

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1936

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 5324 TH 68 over STREAM

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8B

County 42 - LYON

City GHENT

Township

Desc. Loc. 0.3 MI SE OF GHENT

Sect., Twp., Range 15 - 112N - 42W

Latitude

Longitude

44d 30m 39.55s

95d 53m 16.43s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1936

1948

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 68

Roadway Function MAINLINE

Control Section (TH Only) 4210

Ref. Point (TH Only) 032+00.602

Date Opened to Traffic 05-01-1949

Detour Length 9 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

4,050  (2004)

HCADT 405

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

94.5

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 10-30-2007

Inspection Frequency 24

Inspector Name

Culvert Type W1010D

Barrel Length 65 ft

Number of Spans

MAIN: 2        APPR: 0        TOTAL: 2

Main Span Length

Structure Length

10.5 ft

22.5 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 5.20 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

NOT REQUIRED

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

7

6

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

6

N

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

36.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

36.0 ft

Median Width

MNTH 68

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

200 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

UNKN

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1936

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 5328 US 59 over STREAM

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8B

County 42 - LYON

City

Township SODUS

Desc. Loc. 8.3 MI SE OF MARSHALL

Sect., Twp., Range 11 - 110N - 41W

Latitude

Longitude

44d 20m 31.95s

95d 45m 19.35s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1934

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

US 59

Roadway Function MAINLINE

Control Section (TH Only) 4208

Ref. Point (TH Only) 065+00.743

Date Opened to Traffic 01-01-1934

Detour Length 9 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

3,200  (2004)

HCADT 288

Functional Class. RUR/PR ART OTH

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

94.1

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 11-20-2008

Inspection Frequency 24

Inspector Name

Culvert Type W1212T

Barrel Length 64 ft

Number of Spans

MAIN: 3        APPR: 0        TOTAL: 3

Main Span Length

Structure Length

12.0 ft

40.0 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 7.17 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

NOT REQUIRED

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

6

7

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

N

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

0-SUBSTANDARD

+  R D W Y  D I M E N S I O N S  +

40.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

327.8 ft

Appr. Surface Width

Roadway Width

40.0 ft

Median Width

USTH 59

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

432 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 15

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1934

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 5330 US 59 over DITCH

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8B

County 42 - LYON

City

Township LAKE MARSHAL

Desc. Loc. 4.7 MI SE OF MARSHALL

Sect., Twp., Range 26 - 111N - 41W

Latitude

Longitude

44d 23m 41.08s

95d 45m 20.80s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1934

1993

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

US 59

Roadway Function MAINLINE

Control Section (TH Only) 4208

Ref. Point (TH Only) 069+00.370

Date Opened to Traffic 12-01-1993

Detour Length 9 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

3,200  (2004)

HCADT 288

Functional Class. RUR/PR ART OTH

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

95.1

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 10-07-2008

Inspection Frequency 12

Inspector Name

Culvert Type W128T EXT

Barrel Length 102 ft

Number of Spans

MAIN: 3        APPR: 0        TOTAL: 3

Main Span Length

Structure Length

12.0 ft

39.0 ft

Deck Width

Deck Material N/A

Wear Surf Type MONOLITHIC CONC

Wear Surf Install Year

Wear Course/Fill Depth 5.08 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

NOT REQUIRED

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

8

7

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

N

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

44.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

327.8 ft

Appr. Surface Width

Roadway Width

44.0 ft

Median Width

USTH 59

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

288 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 15

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1934

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 5380 TH 40 over LAC QUI PARLE L

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8A

County 12 - CHIPPEWA

City

Township KRAGERO

Desc. Loc. 3.8 MI W OF JCT TH 59

Sect., Twp., Range 19 - 119N - 42W

Latitude

Longitude

45d 05m 51.10s

95d 58m 49.55s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1938

Temp

Skew

Plan Avail. DISTRICT

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 40

Roadway Function MAINLINE

Control Section (TH Only) 1209

Ref. Point (TH Only) 028+00.598

Date Opened to Traffic 01-01-1938

Detour Length 25 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

610  (2004)

HCADT 67

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

S.D.

38.9

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HWY;PED

STREAM

Main Span Type

Main Span Detail

STEEL HIGH TRUSS

PARKER

Appr. Span Type

Appr. Span Detail

CONC SLAB SPAN

Last Inspection Date 09-24-2008

Inspection Frequency 12

Inspector Name

Culvert Type

Barrel Length

Number of Spans

MAIN: 1        APPR: 2        TOTAL: 3

Main Span Length

Structure Length

162.5 ft

220.5 ft

Deck Width 28.5 ft

Deck Material C-I-P CONCRETE

Wear Surf Type MONOLITHIC CONC

Wear Surf Install Year

Wear Course/Fill Depth

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R

6,284 sq ft

5,952 sq ft

3.1 ft 3.1 ft

0.83 ft 0.83 ft

42 42 Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

VEHICLE & SEMI

NOT REQUIRED

OBJECT MARKERS

NOT REQUIRED

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

4

4

5

8

N

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

4

5

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

0-SUBSTANDARD

1-MEETS STANDARDS

0-SUBSTANDARD

0-SUBSTANDARD

+  R D W Y  D I M E N S I O N S  +

27.0 ft

Max. Vert. Clear.

Horizontal Clear.

16.0 ft

16.0 ft

Lateral Clr. - Lt/Rt

27.0 ft

Appr. Surface Width

Roadway Width

36.0 ft

Median Width

27.0 ft

MNTH 40

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

RIVETED

A: X          B:  X          C:  X

CONC - FTG PILE

+  P A I N T  +

Pct. Unsound1988 45 %

28,270 sf

OTHER

ENAMEL

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

4320 sq ft

NO PRMT REQD

L-STBL;LOW RISK

1997

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 15

HS  18.0

HS  10.8

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

Y    24 mo   06/2008

Y    60 mo   05/2008

VEH:  28  SEMI:  40  DBL:  40

11-20-2008

Structure P-LOAD POSTED

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 5388 TH 24 over N FK CROW RIVER

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8A

County 47 - MEEKER

City

Township FOREST CITY

Desc. Loc. 4.0 MI E OF FOREST CITY

Sect., Twp., Range 13 - 120N - 30W

Latitude

Longitude

45d 12m 13.25s

94d 23m 15.44s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1935

Temp

Skew

Plan Avail. CENTRAL

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 24

Roadway Function MAINLINE

Control Section (TH Only) 4711

Ref. Point (TH Only) 009+00.921

Date Opened to Traffic 01-01-1935

Detour Length 1 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

1,650  (2004)

HCADT 116

Functional Class. RUR/MAJOR COLL

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

S.D.

47.0

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

STEEL LOW TRUSS

WARR W/POLY TC

Appr. Span Type

Appr. Span Detail

Last Inspection Date 09-24-2008

Inspection Frequency 12

Inspector Name

Culvert Type

Barrel Length

Number of Spans

MAIN: 1        APPR: 0        TOTAL: 1

Main Span Length

Structure Length

97.0 ft

105.0 ft

Deck Width 27.8 ft

Deck Material C-I-P CONCRETE

Wear Surf Type MONOLITHIC CONC

Wear Surf Install Year

Wear Course/Fill Depth

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R

2,919 sq ft

2,777 sq ft

0.7 ft 0.7 ft

0.83 ft 0.83 ft

42 42 Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

VEHICLE & SEMI

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

4

5

5

8

N

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

4

4

N

8

5

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

0-SUBSTANDARD

0-SUBSTANDARD

0-SUBSTANDARD

0-SUBSTANDARD

+  R D W Y  D I M E N S I O N S  +

26.4 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

40.0 ft

Median Width

26.4 ft

MNTH 24

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

RIVETED

A: X          B:  X          C:  X

CONC - FTG PILE

+  P A I N T  +

Pct. Unsound1986 49 %

14,910 sf

LEAD

ENAMEL

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

1824 sq ft

NO PRMT REQD

L-STBL;LOW RISK

1996

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 15

HS  16.2

HS  10.4

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

Y    24 mo   06/2008

VEH:  24  SEMI:  40  DBL:  40

09-29-2008

Structure P-LOAD POSTED

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 5432 TH 68 over LAZARUS CREEK

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8B

County 87 - YELLOW MEDICINE

City

Township FLORIDA

Desc. Loc. 5.0 MI W OF CANBY

Sect., Twp., Range 35 - 115N - 46W

Latitude

Longitude

44d 43m 08.67s

96d 22m 12.51s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1936

Temp

Skew

Plan Avail.

TEMP SUB/PERM REP NEEDED

CENTRAL

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 68

Roadway Function MAINLINE

Control Section (TH Only) 8708

Ref. Point (TH Only) 004+00.041

Date Opened to Traffic 01-01-1936

Detour Length 15 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

1,150  (2004)

HCADT 173

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

57.8

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

STEEL BM SPAN

Appr. Span Type

Appr. Span Detail

Last Inspection Date 10-27-2008

Inspection Frequency 24

Inspector Name

Culvert Type

Barrel Length

Number of Spans

MAIN: 1        APPR: 0        TOTAL: 1

Main Span Length

Structure Length

39.7 ft

43.0 ft

Deck Width 30.8 ft

Deck Material C-I-P CONCRETE

Wear Surf Type MONOLITHIC CONC

Wear Surf Install Year 1982

Wear Course/Fill Depth 0.17 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R

1,324 sq ft

1,163 sq ft

0.8 ft 0.8 ft

0.58 ft 0.58 ft

35 35 Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

VEHICLE & SEMI

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

6

6

5

6

N

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

5

4

N

8

5

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

0-SUBSTANDARD

1-MEETS STANDARDS

1-MEETS STANDARDS

0-SUBSTANDARD

+  R D W Y  D I M E N S I O N S  +

27.1 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

30.0 ft

Median Width

27.1 ft

MNTH 68

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: X          B:  X          C:  X

CONC - FTG PILE

+  P A I N T  +

Pct. Unsound1982

2,123 sf

LEAD

ENAMEL

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

780 sq ft

NO PRMT REQD

O-STBL;ACT REQD

1997

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 20

HS  22.3

HS  13.4

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

VEH:  36  SEMI:  40  DBL:  40

11-19-2008

Structure P-LOAD POSTED

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 5449 BNSF RR over MN 30

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8B

County 59 - PIPESTONE

City

Township SWEET

Desc. Loc. 0.2 MI W OF JCT TH 23

Sect., Twp., Range 13 - 106N - 46W

Latitude

Longitude

43d 59m 38.52s

96d 19m 00.79s

Custodian

Owner

RAILROAD

RAILROAD

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1936

Temp

Skew

Plan Avail.

20R

NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

2-UNDER

Route Sys/Nbr

Roadway Name or Description

MN 30

Roadway Function MAINLINE

Control Section (TH Only) 5903

Ref. Point (TH Only) 007+00.501

Date Opened to Traffic 01-01-1936

Detour Length 1 mi.

Lanes 2 Lanes UNDER Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

7,200  (2004)

HCADT 648

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

S.D.

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

RAILROAD

HIGHWAY

Main Span Type

Main Span Detail

STEEL BM SPAN

Appr. Span Type

Appr. Span Detail

Last Inspection Date 10-05-2008

Inspection Frequency 12

Inspector Name

Culvert Type

Barrel Length

Number of Spans

MAIN: 3        APPR: 0        TOTAL: 3

Main Span Length

Structure Length

48.0 ft

108.7 ft

Deck Width 16.5 ft

Deck Material PRECAST CONCRETE

Wear Surf Type N/A

Wear Surf Install Year

Wear Course/Fill Depth

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R

1,794 sq ft

NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

NOT REQUIRED

ROADWAY RESTRICTION

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

4

5

6

N

N

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

N

N

4

N

N

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

N-NOT REQUIRED

N-NOT REQUIRED

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

39.9 ft

Max. Vert. Clear.

Horizontal Clear.

14.0 ft

14.0 ft

Lateral Clr. - Lt/Rt

41.8 ft

8.0 ft

Appr. Surface Width

Roadway Width

40.0 ft

Median Width

39.9 ft

MNTH 30

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

CONC - UNKN

CONC - UNKN

+  P A I N T  +

Pct. Unsound1952

LEAD SILICA

PHENOLIC RESIN ALUM.

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

NOT APPL

A-NON WATERWAY

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

RR

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

Structure A-OPEN

On - Off System NO 



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 5526 US 12 over BNSF RR

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8A

County 34 - KANDIYOHI

City WILLMAR

Township

Desc. Loc. 0.2 MI E OF JCT TH 40

Sect., Twp., Range 15 - 119N - 35W

Latitude

Longitude

45d 07m 13.46s

95d 03m 38.83s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1938

1977

Temp

Skew

Plan Avail.

42R

NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

US 12

Roadway Function MAINLINE

Control Section (TH Only) 3403

Ref. Point (TH Only) 072+00.893

Date Opened to Traffic 10-01-1977

Detour Length 1 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

12,300  (2004)

HCADT 738

Functional Class. URB/OTH PR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

96.0

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

RAILROAD

Main Span Type

Main Span Detail

STEEL BM SPAN

Appr. Span Type

Appr. Span Detail

Last Inspection Date 11-03-2008

Inspection Frequency 24

Inspector Name

Culvert Type

Barrel Length

Number of Spans

MAIN: 5        APPR: 0        TOTAL: 5

Main Span Length

Structure Length

46.0 ft

232.0 ft

Deck Width 41.9 ft

Deck Material C-I-P CONCRETE

Wear Surf Type LOW SLUMP CONC

Wear Surf Install Year 1977

Wear Course/Fill Depth 0.17 ft

Deck Membrane NONE

Deck Rebars EPOXY COATED REBAR

Deck Rebars Install Year 1977

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R

9,721 sq ft

8,816 sq ft

08 08 Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT REQUIRED

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

6

6

7

N

N

2 % UNSOUND

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

6

5

4

N

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

1-MEETS STANDARDS

1-MEETS STANDARDS

1-MEETS STANDARDS

0-SUBSTANDARD

+  R D W Y  D I M E N S I O N S  +

38.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

327.8 ft

Appr. Surface Width

Roadway Width

40.0 ft

Median Width

38.0 ft

USTH 12

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: 1          B:  1          C:  1

CONC - FTG PILE

CONC - FTG PILE

+  P A I N T  +

Pct. Unsound1977 6 %

15,065 sf

ORGANIC ZINC

CHLORINATED RUBBER ALUM

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

NOT APPL

A-NON WATERWAY

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 20

HS  61.5

HS  36.8

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

09-17-2003

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 5555 TH 19 over S BR YELLOW MEDICINE R

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8B

County 42 - LYON

City

Township ISLAND LAKE

Desc. Loc. 13.3 MI W OF MARSHALL

Sect., Twp., Range 08 - 111N - 43W

Latitude

Longitude

44d 26m 39.55s

96d 03m 21.15s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1936

1987

Temp

Skew

Plan Avail.

TEMP SUB/PERM REP NEEDED

CENTRAL

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 19

Roadway Function MAINLINE

Control Section (TH Only) 4204

Ref. Point (TH Only) 022+00.433

Date Opened to Traffic 07-01-1987

Detour Length 13 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

1,200  (2004)

HCADT 204

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

97.8

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

STEEL BM SPAN

Appr. Span Type

Appr. Span Detail

Last Inspection Date 09-24-2007

Inspection Frequency 24

Inspector Name

Culvert Type

Barrel Length

Number of Spans

MAIN: 1        APPR: 0        TOTAL: 1

Main Span Length

Structure Length

30.0 ft

33.0 ft

Deck Width 37.3 ft

Deck Material C-I-P CONCRETE

Wear Surf Type MONOLITHIC CONC

Wear Surf Install Year

Wear Course/Fill Depth

Deck Membrane NONE

Deck Rebars EPOXY COATED REBAR

Deck Rebars Install Year 1987

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R

1,231 sq ft

1,119 sq ft

22 22 Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

7

6

6

7

N

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

6

6

N

8

5

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

1-MEETS STANDARDS

1-MEETS STANDARDS

1-MEETS STANDARDS

1-MEETS STANDARDS

+  R D W Y  D I M E N S I O N S  +

34.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

327.8 ft

Appr. Surface Width

Roadway Width

36.0 ft

Median Width

34.0 ft

MNTH 19

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: 1          B:  1          C:  1

CONC - FTG PILE

+  P A I N T  +

Pct. Unsound1984 5 %

1,407 sf

LEAD

ENAMEL

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

510 sq ft

NO PRMT REQD

O-STBL;ACT REQD

1998

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

HS15

HS  42.0

HS  25.2

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-23-2003

Structure D-OPEN (TEMP SHORING)

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 5566 TH 23 over SPLIT ROCK CREEK

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8B

County 59 - PIPESTONE

City

Township EDEN

Desc. Loc. 0.8 MI NE OF IHLEN

Sect., Twp., Range 03 - 105N - 46W

Latitude

Longitude

43d 55m 18.83s

96d 21m 42.88s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1947

1964

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 23

Roadway Function MAINLINE

Control Section (TH Only) 5901

Ref. Point (TH Only) 024+00.074

Date Opened to Traffic 01-01-1964

Detour Length 7 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

3,450  (2004)

HCADT 621

Functional Class. RUR/PR ART OTH

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

95.4

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 11-01-2007

Inspection Frequency 24

Inspector Name

Culvert Type W128D

Barrel Length 72 ft

Number of Spans

MAIN: 2        APPR: 0        TOTAL: 2

Main Span Length

Structure Length

12.0 ft

31.0 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 4.00 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

7

7

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

N

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

45.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

327.8 ft

Appr. Surface Width

Roadway Width

44.0 ft

Median Width

MNTH 23

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

192 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 15

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1947

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 5567 TH 23 over SPLIT ROCK CREEK

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8B

County 59 - PIPESTONE

City

Township EDEN

Desc. Loc. 1.4 MI NE OF IHLEN

Sect., Twp., Range 03 - 105N - 46W

Latitude

Longitude

43d 55m 47.91s

96d 21m 24.37s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1939

1964

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 23

Roadway Function MAINLINE

Control Section (TH Only) 5901

Ref. Point (TH Only) 024+00.718

Date Opened to Traffic 01-01-1964

Detour Length 7 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

3,450  (2004)

HCADT 621

Functional Class. RUR/PR ART OTH

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

95.4

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 11-01-2007

Inspection Frequency 24

Inspector Name

Culvert Type W108D

Barrel Length 60 ft

Number of Spans

MAIN: 2        APPR: 0        TOTAL: 2

Main Span Length

Structure Length

10.0 ft

22.5 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 2.20 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

7

7

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

N

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

45.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

327.8 ft

Appr. Surface Width

Roadway Width

44.0 ft

Median Width

MNTH 23

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

160 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 15

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1939

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 5629 TH 68 over CO DITCH # 37

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8B

County 42 - LYON

City

Township GRANDVIEW

Desc. Loc. 3.0 MI SE OF MINNEOTA

Sect., Twp., Range 06 - 112N - 42W

Latitude

Longitude

44d 32m 11.63s

95d 56m 28.12s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1936

Temp

Skew

Plan Avail.

35R

NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 68

Roadway Function MAINLINE

Control Section (TH Only) 4210

Ref. Point (TH Only) 029+00.465

Date Opened to Traffic 01-01-1936

Detour Length 0 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

3,700  (2004)

HCADT 370

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

97.3

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 10-30-2007

Inspection Frequency 24

Inspector Name

Culvert Type W128

Barrel Length 73 ft

Number of Spans

MAIN: 1        APPR: 0        TOTAL: 1

Main Span Length

Structure Length

17.0 ft

20.0 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 3.00 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

8

7

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

N

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

30.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

32.0 ft

Median Width

MNTH 68

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

96 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

UNKN

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1936

Structure A-OPEN

On - Off System NO 



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 5638 US 59 over DITCH

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8B

County 87 - YELLOW MEDICINE

City

Township FRIENDSHIP

Desc. Loc. 3.3 MI S OF CLARKFIELD

Sect., Twp., Range 29 - 115N - 41W

Latitude

Longitude

44d 44m 37.41s

95d 48m 31.86s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1936

1991

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

US 59

Roadway Function MAINLINE

Control Section (TH Only) 8703

Ref. Point (TH Only) 094+00.488

Date Opened to Traffic 06-01-1992

Detour Length 11 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

1,300  (2004)

HCADT 156

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

95.2

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 10-24-2008

Inspection Frequency 24

Inspector Name

Culvert Type W1010D /PCST

Barrel Length 94 ft

Number of Spans

MAIN: 2        APPR: 0        TOTAL: 2

Main Span Length

Structure Length

10.0 ft

22.5 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 4.37 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

6

7

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

N

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

0-SUBSTANDARD

+  R D W Y  D I M E N S I O N S  +

36.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

300.0 ft

Appr. Surface Width

Roadway Width

36.0 ft

Median Width

USTH 59

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

200 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 15

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1936

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 5639 US 59 over DITCH

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8B

County 87 - YELLOW MEDICINE

City

Township FRIENDSHIP

Desc. Loc. 2.0 MI S OF CLARKFIELD

Sect., Twp., Range 17 - 115N - 41W

Latitude

Longitude

44d 45m 48.68s

95d 48m 30.25s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1936

1991

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

US 59

Roadway Function MAINLINE

Control Section (TH Only) 8703

Ref. Point (TH Only) 095+00.857

Date Opened to Traffic 06-01-1992

Detour Length 11 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

1,300  (2004)

HCADT 156

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

95.2

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 10-24-2008

Inspection Frequency 24

Inspector Name

Culvert Type W1010D /PCST

Barrel Length 94 ft

Number of Spans

MAIN: 2        APPR: 0        TOTAL: 2

Main Span Length

Structure Length

10.0 ft

22.5 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 5.09 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

7

7

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

N

N

6

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

0-SUBSTANDARD

+  R D W Y  D I M E N S I O N S  +

36.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

300.0 ft

Appr. Surface Width

Roadway Width

36.0 ft

Median Width

USTH 59

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

200 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 15

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1936

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 5641 TH 67 over BOILING SPRING CREEK

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8B

County 87 - YELLOW MEDICINE

City

Township SIOUX AGENCY

Desc. Loc. 1.6 MI N OF ECHO

Sect., Twp., Range 33 - 114N - 38W

Latitude

Longitude

44d 38m 22.51s

95d 25m 18.01s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1936

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 67

Roadway Function MAINLINE

Control Section (TH Only) 8707

Ref. Point (TH Only) 048+00.054

Date Opened to Traffic 01-01-1936

Detour Length 15 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

1,150  (2004)

HCADT 115

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

96.0

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 09-27-2007

Inspection Frequency 24

Inspector Name

Culvert Type W106D

Barrel Length 40 ft

Number of Spans

MAIN: 2        APPR: 0        TOTAL: 2

Main Span Length

Structure Length

10.0 ft

23.0 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 2.30 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

7

8

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

N

N

6

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

32.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

32.0 ft

Median Width

MNTH 67

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

120 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

UNKN

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1936

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 5649 TH 40 over DITCH

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8A

County 12 - CHIPPEWA

City

Township BIG BEND

Desc. Loc. 3.1 MI E OF MILAN

Sect., Twp., Range 19 - 119N - 41W

Latitude

Longitude

45d 06m 30.45s

95d 51m 08.96s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1936

Temp

Skew

Plan Avail.

30L

NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 40

Roadway Function MAINLINE

Control Section (TH Only) 1209

Ref. Point (TH Only) 035+00.099

Date Opened to Traffic 01-01-1936

Detour Length 18 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

850  (2004)

HCADT 60

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

96.1

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 10-11-2007

Inspection Frequency 24

Inspector Name

Culvert Type W104

Barrel Length 59 ft

Number of Spans

MAIN: 1        APPR: 0        TOTAL: 1

Main Span Length

Structure Length

12.0 ft

14.0 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 4.22 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

NOT REQUIRED

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

8

6

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

6

N

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

30.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

30.0 ft

Median Width

MNTH 40

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

40 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

UNKN

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1936

Structure A-OPEN

On - Off System NO 



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 5650 TH 40 over DITCH

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8A

County 12 - CHIPPEWA

City

Township KRAGERO

Desc. Loc. 0.4 MI E OF MILAN

Sect., Twp., Range 22 - 119N - 42W

Latitude

Longitude

45d 06m 31.34s

95d 54m 08.12s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1936

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 40

Roadway Function MAINLINE

Control Section (TH Only) 1209

Ref. Point (TH Only) 032+00.605

Date Opened to Traffic 01-01-1936

Detour Length 18 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

1,200  (2004)

HCADT 84

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

95.6

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 10-11-2007

Inspection Frequency 24

Inspector Name

Culvert Type W106

Barrel Length 48 ft

Number of Spans

MAIN: 1        APPR: 0        TOTAL: 1

Main Span Length

Structure Length

10.0 ft

11.3 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 3.22 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

NOT REQUIRED

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

7

7

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

N

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

30.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

30.0 ft

Median Width

MNTH 40

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

60 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

UNKN

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1936

Structure A-OPEN

On - Off System NO 



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 5656 TH 40 over STREAM

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8A

County 12 - CHIPPEWA

City

Township BIG BEND

Desc. Loc. 6.7 MI E OF MILAN

Sect., Twp., Range 22 - 119N - 41W

Latitude

Longitude

45d 06m 30.85s

95d 46m 42.36s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1936

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 40

Roadway Function MAINLINE

Control Section (TH Only) 1209

Ref. Point (TH Only) 038+00.741

Date Opened to Traffic 01-01-1936

Detour Length 18 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

850  (2004)

HCADT 60

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

96.1

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 10-11-2007

Inspection Frequency 24

Inspector Name

Culvert Type W128

Barrel Length 53 ft

Number of Spans

MAIN: 1        APPR: 0        TOTAL: 1

Main Span Length

Structure Length

12.0 ft

13.5 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 3.30 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

7

6

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

6

N

N

7

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

30.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

30.0 ft

Median Width

MNTH 40

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

96 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

UNKN

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1936

Structure A-OPEN

On - Off System NO 



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 5659 TH 40 over DITCH

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8A

County 34 - KANDIYOHI

City

Township ST JOHNS

Desc. Loc. 5.8 MI W OF WILLMAR

Sect., Twp., Range 23 - 119N - 36W

Latitude

Longitude

45d 06m 35.69s

95d 08m 52.58s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1936

Temp

Skew

Plan Avail.

40R

NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 40

Roadway Function MAINLINE

Control Section (TH Only) 3409

Ref. Point (TH Only) 069+00.570

Date Opened to Traffic 01-01-1936

Detour Length 10 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

1,400  (2004)

HCADT 196

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

96.2

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 10-11-2007

Inspection Frequency 24

Inspector Name

Culvert Type W108

Barrel Length 78 ft

Number of Spans

MAIN: 1        APPR: 0        TOTAL: 1

Main Span Length

Structure Length

12.5 ft

14.5 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 5.40 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

8

6

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

6

N

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

32.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

32.0 ft

Median Width

MNTH 40

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

75 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

UNKN

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1936

Structure A-OPEN

On - Off System NO 



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 5660 TH 40 over DITCH

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8A

County 34 - KANDIYOHI

City

Township ST JOHNS

Desc. Loc. 6.3 MI W OF WILLMAR

Sect., Twp., Range 14 - 119N - 36W

Latitude

Longitude

45d 06m 35.25s

95d 09m 20.67s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1936

Temp

Skew

Plan Avail.

45R

NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 40

Roadway Function MAINLINE

Control Section (TH Only) 3409

Ref. Point (TH Only) 069+00.161

Date Opened to Traffic 01-01-1936

Detour Length 10 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

1,400  (2004)

HCADT 196

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

96.2

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 10-11-2007

Inspection Frequency 24

Inspector Name

Culvert Type W108

Barrel Length 62 ft

Number of Spans

MAIN: 1        APPR: 0        TOTAL: 1

Main Span Length

Structure Length

12.5 ft

14.2 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 6.30 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

7

6

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

6

N

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

30.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

30.0 ft

Median Width

MNTH 40

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

75 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

UNKN

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1936

Structure A-OPEN

On - Off System NO 



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 5661 TH 40 over DITCH

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8A

County 34 - KANDIYOHI

City

Township ST JOHNS

Desc. Loc. 7.2 MI W OF WILLMAR

Sect., Twp., Range 22 - 119N - 36W

Latitude

Longitude

45d 06m 34.70s

95d 10m 28.65s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1936

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 40

Roadway Function MAINLINE

Control Section (TH Only) 3409

Ref. Point (TH Only) 068+00.260

Date Opened to Traffic 01-01-1936

Detour Length 10 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

1,400  (2004)

HCADT 196

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

96.2

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 10-11-2007

Inspection Frequency 24

Inspector Name

Culvert Type W106

Barrel Length 48 ft

Number of Spans

MAIN: 1        APPR: 0        TOTAL: 1

Main Span Length

Structure Length

10.0 ft

11.5 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 4.00 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

7

7

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

N

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

32.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

32.0 ft

Median Width

MNTH 40

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

60 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

UNKN

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1936

Structure A-OPEN

On - Off System NO 



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 5678 TH 23 over SPLIT ROCK CREEK

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8B

County 59 - PIPESTONE

City

Township EDEN

Desc. Loc. 0.5 MI NE OF JASPER

Sect., Twp., Range 32 - 105N - 46W

Latitude

Longitude

43d 51m 25.45s

96d 23m 50.07s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1937

1985

Temp

Skew

Plan Avail. CENTRAL

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 23

Roadway Function MAINLINE

Control Section (TH Only) 5901

Ref. Point (TH Only) 019+00.209

Date Opened to Traffic 10-01-1985

Detour Length 6 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

3,350  (2004)

HCADT 302

Functional Class. RUR/PR ART OTH

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

98.5

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CSTL BEAM SPAN

Appr. Span Type

Appr. Span Detail

Last Inspection Date 08-22-2007

Inspection Frequency 24

Inspector Name

Culvert Type

Barrel Length

Number of Spans

MAIN: 2        APPR: 0        TOTAL: 2

Main Span Length

Structure Length

46.7 ft

95.0 ft

Deck Width 50.2 ft

Deck Material C-I-P CONCRETE

Wear Surf Type MONOLITHIC CONC

Wear Surf Install Year

Wear Course/Fill Depth

Deck Membrane NONE

Deck Rebars EPOXY COATED REBAR

Deck Rebars Install Year 1985

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R

4,769 sq ft

4,445 sq ft

22 22 Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

7

8

7

7

N

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

9

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

1-MEETS STANDARDS

0-SUBSTANDARD

1-MEETS STANDARDS

1-MEETS STANDARDS

+  R D W Y  D I M E N S I O N S  +

46.8 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

327.8 ft

Appr. Surface Width

Roadway Width

44.0 ft

Median Width

46.8 ft

MNTH 23

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

BOLTED

A: 1          B:  1          C:  1

CONC - FTG PILE

CONC - FTG PILE

+  P A I N T  +

Pct. Unsound1985

UNKN

3309-UNPAINTED

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

1215 sq ft

NO PRMT REQD

N-STBL;LIM SCOUR

1995

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

HS20

HS  45.2

HS  27.1

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-27-2003

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 5679 TH 23 over SPLIT ROCK CREEK

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8B

County 59 - PIPESTONE

City

Township EDEN

Desc. Loc. 0.5 MI SW OF IHLEN

Sect., Twp., Range 16 - 105N - 46W

Latitude

Longitude

43d 54m 15.46s

96d 22m 23.15s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1937

1985

Temp

Skew

Plan Avail. CENTRAL

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 23

Roadway Function MAINLINE

Control Section (TH Only) 5901

Ref. Point (TH Only) 022+00.769

Date Opened to Traffic 10-01-1985

Detour Length 6 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

3,350  (2004)

HCADT 302

Functional Class. RUR/PR ART OTH

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

98.5

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CSTL BEAM SPAN

Appr. Span Type

Appr. Span Detail

Last Inspection Date 08-22-2007

Inspection Frequency 24

Inspector Name

Culvert Type

Barrel Length

Number of Spans

MAIN: 2        APPR: 0        TOTAL: 2

Main Span Length

Structure Length

41.7 ft

85.0 ft

Deck Width 50.2 ft

Deck Material C-I-P CONCRETE

Wear Surf Type MONOLITHIC CONC

Wear Surf Install Year

Wear Course/Fill Depth

Deck Membrane NONE

Deck Rebars EPOXY COATED REBAR

Deck Rebars Install Year 1985

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R

4,267 sq ft

3,983 sq ft

22 22 Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

7

8

7

7

N

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

9

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

1-MEETS STANDARDS

1-MEETS STANDARDS

1-MEETS STANDARDS

1-MEETS STANDARDS

+  R D W Y  D I M E N S I O N S  +

46.8 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

327.8 ft

Appr. Surface Width

Roadway Width

44.0 ft

Median Width

46.8 ft

MNTH 23

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

BOLTED

A: 1          B:  1          C:  1

CONC - FTG PILE

CONC - FTG PILE

+  P A I N T  +

Pct. Unsound1985

UNKN

3309-UNPAINTED

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

1120 sq ft

NO PRMT REQD

N-STBL;LIM SCOUR

1995

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

HS20

HS  44.4

HS  26.6

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-21-2003

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 5746 TH 23 over REDWOOD RIVER

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8B

County 42 - LYON

City

Township SHELBURNE

Desc. Loc. 1.1 MI N OF JCT TH14

Sect., Twp., Range 16 - 109N - 43W

Latitude

Longitude

44d 15m 00.18s

96d 01m 59.38s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1937

1971

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 23

Roadway Function MAINLINE

Control Section (TH Only) 4206

Ref. Point (TH Only) 053+00.511

Date Opened to Traffic 01-01-1971

Detour Length 5 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

2,600  (2004)

HCADT 442

Functional Class. RUR/PR ART OTH

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

96.3

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 10-15-2008

Inspection Frequency 12

Inspector Name

Culvert Type W1010DH W/CM

Barrel Length 250 ft

Number of Spans

MAIN: 2        APPR: 0        TOTAL: 2

Main Span Length

Structure Length

10.0 ft

22.5 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 26.50 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

NOT REQUIRED

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

6

6

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

6

N

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

44.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

327.8 ft

Appr. Surface Width

Roadway Width

44.0 ft

Median Width

MNTH 23

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

200 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 15

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1937

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 5774 US 14 over CHANNEL

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8B

County 42 - LYON

City BALATON

Township

Desc. Loc. 0.5 MI E OF BALATON

Sect., Twp., Range 23 - 109N - 42W

Latitude

Longitude

44d 14m 17.24s

95d 52m 04.59s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1937

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

US 14

Roadway Function MAINLINE

Control Section (TH Only) 4201

Ref. Point (TH Only) 030+00.167

Date Opened to Traffic 01-01-1937

Detour Length 0 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

1,550  (2004)

HCADT 233

Functional Class. RUR/PR ART OTH

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

97.3

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 11-02-2007

Inspection Frequency 24

Inspector Name

Culvert Type W106

Barrel Length 48 ft

Number of Spans

MAIN: 1        APPR: 0        TOTAL: 1

Main Span Length

Structure Length

10.0 ft

11.2 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 2.25 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

NOT REQUIRED

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

8

7

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

N

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

39.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

39.0 ft

Median Width

USTH 14

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

50 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

UNKN

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1937

Structure A-OPEN

On - Off System NO 



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 5939 TH 15 over N FK CROW RIVER

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8A

County 47 - MEEKER

City KINGSTON

Township

Desc. Loc. IN KINGSTON

Sect., Twp., Range 22 - 120N - 29W

Latitude

Longitude

45d 11m 46.73s

94d 18m 59.73s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1941

Temp

Skew

Plan Avail. CENTRAL

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 15

Roadway Function MAINLINE

Control Section (TH Only) 4707

Ref. Point (TH Only) 124+00.425

Date Opened to Traffic 01-01-1941

Detour Length 1 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

4,000  (2004)

HCADT 360

Functional Class. RUR/PR ART OTH

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

76.9

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC DECK GIRD

Appr. Span Type

Appr. Span Detail

Last Inspection Date 10-27-2008

Inspection Frequency 24

Inspector Name

Culvert Type

Barrel Length

Number of Spans

MAIN: 3        APPR: 0        TOTAL: 3

Main Span Length

Structure Length

38.7 ft

116.0 ft

Deck Width 33.6 ft

Deck Material C-I-P CONCRETE

Wear Surf Type LOW SLUMP CONC

Wear Surf Install Year 1982

Wear Course/Fill Depth 0.17 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R

3,898 sq ft

3,477 sq ft

0.8 ft 0.8 ft

0.58 ft 0.58 ft

31 31 Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

6

6

6

6

N

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

6

4

N

6

5

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

0-SUBSTANDARD

0-SUBSTANDARD

0-SUBSTANDARD

0-SUBSTANDARD

+  R D W Y  D I M E N S I O N S  +

30.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

300.0 ft

Appr. Surface Width

Roadway Width

36.0 ft

Median Width

30.0 ft

MNTH 15

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: 1          B:  1          C:  1

CONC - FTG PILE

CONC - FTG PILE

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

1254 sq ft

NO PRMT REQD

R-CRIT;MONITOR

1997

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

HS15

HS  31.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

06-01-1982

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 6038 US 14 over STREAM

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8B

County 64 - REDWOOD

City

Township SPRINGDALE

Desc. Loc. 2.5 MI W OF WALNUT GROVE

Sect., Twp., Range 22 - 109N - 39W

Latitude

Longitude

44d 14m 20.76s

95d 30m 55.30s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1931

1996

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

US 14

Roadway Function MAINLINE

Control Section (TH Only) 6401

Ref. Point (TH Only) 047+00.730

Date Opened to Traffic 08-01-1996

Detour Length 6 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

1,650  (2004)

HCADT 198

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

96.5

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 10-07-2008

Inspection Frequency 12

Inspector Name

Culvert Type W105D W/CIP

Barrel Length 79 ft

Number of Spans

MAIN: 2        APPR: 0        TOTAL: 2

Main Span Length

Structure Length

10.3 ft

23.0 ft

Deck Width

Deck Material N/A

Wear Surf Type MONOLITHIC CONC

Wear Surf Install Year

Wear Course/Fill Depth 2.16 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

7

7

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

N

N

6

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

40.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

327.8 ft

Appr. Surface Width

Roadway Width

40.0 ft

Median Width

USTH 14

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

100 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 15

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1931

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 6039 US 14 over STREAM

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8B

County 64 - REDWOOD

City

Township SPRINGDALE

Desc. Loc. 5.5 MI W OF WALNUT GROVE

Sect., Twp., Range 19 - 109N - 39W

Latitude

Longitude

44d 14m 20.73s

95d 34m 28.58s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1931

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

US 14

Roadway Function MAINLINE

Control Section (TH Only) 6401

Ref. Point (TH Only) 044+00.706

Date Opened to Traffic 01-01-1931

Detour Length 5 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

1,650  (2004)

HCADT 198

Functional Class. RURAL LOCAL

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

95.7

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 10-31-2007

Inspection Frequency 24

Inspector Name

Culvert Type W1010D

Barrel Length 62 ft

Number of Spans

MAIN: 2        APPR: 0        TOTAL: 2

Main Span Length

Structure Length

10.4 ft

22.5 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 9.60 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

NOT REQUIRED

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

6

6

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

6

N

N

6

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

0-SUBSTANDARD

+  R D W Y  D I M E N S I O N S  +

36.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

327.8 ft

Appr. Surface Width

Roadway Width

40.0 ft

Median Width

USTH 14

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

200 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 15

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1931

Structure A-OPEN

On - Off System NO 



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 6102 TH 23 over DITCH

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8B

County 59 - PIPESTONE

City

Township GRANGE

Desc. Loc. 3.7 MI NE OF PIPESTONE

Sect., Twp., Range 33 - 107N - 45W

Latitude

Longitude

44d 02m 09.40s

96d 15m 17.62s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1936

1969

Temp

Skew

Plan Avail.

45R

NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 23

Roadway Function MAINLINE

Control Section (TH Only) 5902

Ref. Point (TH Only) 034+00.082

Date Opened to Traffic 09-01-1970

Detour Length 10 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

3,050  (2004)

HCADT 488

Functional Class. RUR/PR ART OTH

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

95.0

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 10-15-2008

Inspection Frequency 24

Inspector Name

Culvert Type W128D

Barrel Length 122 ft

Number of Spans

MAIN: 2        APPR: 0        TOTAL: 2

Main Span Length

Structure Length

17.5 ft

38.0 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 3.20 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

7

6

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

6

N

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

40.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

327.8 ft

Appr. Surface Width

Roadway Width

40.0 ft

Median Width

MNTH 23

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

168 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 15

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1936

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 6112 TH 30 over STREAM

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8B

County 59 - PIPESTONE

City

Township SWEET

Desc. Loc. 3.3 MI W OF PIPESTONE

Sect., Twp., Range 16 - 106N - 46W

Latitude

Longitude

43d 59m 40.39s

96d 22m 34.22s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1934

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 30

Roadway Function MAINLINE

Control Section (TH Only) 5903

Ref. Point (TH Only) 004+00.523

Date Opened to Traffic 01-01-1934

Detour Length 7 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

1,600  (2004)

HCADT 144

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

96.4

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 11-01-2007

Inspection Frequency 24

Inspector Name

Culvert Type W106D

Barrel Length 42 ft

Number of Spans

MAIN: 2        APPR: 0        TOTAL: 2

Main Span Length

Structure Length

10.0 ft

22.5 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 2.20 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

8

8

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

N

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

36.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

327.8 ft

Appr. Surface Width

Roadway Width

40.0 ft

Median Width

MNTH 30

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

120 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 15

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1934

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 6174 US 59 over STREAM

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8B

County 51 - MURRAY

City

Township LAKE SARAH

Desc. Loc. 13.4 MI N OF SLAYTON

Sect., Twp., Range 11 - 108N - 41W

Latitude

Longitude

44d 10m 33.92s

95d 44m 37.59s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1933

1994

1994

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

US 59

Roadway Function MAINLINE

Control Section (TH Only) 5105

Ref. Point (TH Only) 054+00.022

Date Opened to Traffic 12-01-1994

Detour Length 20 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

2,100  (2004)

HCADT 336

Functional Class. RUR/PR ART OTH

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

94.1

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 10-07-2008

Inspection Frequency 12

Inspector Name

Culvert Type W128T

Barrel Length 111 ft

Number of Spans

MAIN: 3        APPR: 0        TOTAL: 3

Main Span Length

Structure Length

12.0 ft

40.0 ft

Deck Width

Deck Material N/A

Wear Surf Type MONOLITHIC CONC

Wear Surf Install Year

Wear Course/Fill Depth 4.83 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

8

7

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

N

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

44.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

327.8 ft

Appr. Surface Width

Roadway Width

44.0 ft

Median Width

USTH 59

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

56.5 sq mi

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

288 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 15

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1933

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 6175 US 59 over COTTONWOOD RIVER

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8B

County 42 - LYON

City

Township CUSTER

Desc. Loc. 13.5 MI S OF MARSHALL

Sect., Twp., Range 11 - 109N - 41W

Latitude

Longitude

44d 15m 59.37s

95d 45m 20.26s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1941

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

US 59

Roadway Function MAINLINE

Control Section (TH Only) 4208

Ref. Point (TH Only) 060+00.514

Date Opened to Traffic 01-01-1941

Detour Length 1 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

3,200  (2004)

HCADT 288

Functional Class. RUR/PR ART OTH

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

96.1

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 11-20-2008

Inspection Frequency 24

Inspector Name

Culvert Type W1210D

Barrel Length 76 ft

Number of Spans

MAIN: 2        APPR: 0        TOTAL: 2

Main Span Length

Structure Length

12.0 ft

26.5 ft

Deck Width

Deck Material N/A

Wear Surf Type MONOLITHIC CONC

Wear Surf Install Year

Wear Course/Fill Depth 10.77 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

8

6

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

6

N

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

0-SUBSTANDARD

+  R D W Y  D I M E N S I O N S  +

38.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

327.8 ft

Appr. Surface Width

Roadway Width

38.0 ft

Median Width

USTH 59

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

240 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 15

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1941

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 6216 TH 67 over WOOD LAKE CREEK

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8B

County 87 - YELLOW MEDICINE

City

Township SIOUX AGENCY

Desc. Loc. 6.2 MI N OF ECHO

Sect., Twp., Range 03 - 114N - 38W

Latitude

Longitude

44d 42m 21.91s

95d 25m 14.82s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1934

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 67

Roadway Function MAINLINE

Control Section (TH Only) 8707

Ref. Point (TH Only) 043+00.480

Date Opened to Traffic 01-01-1934

Detour Length 11 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

740  (2004)

HCADT 59

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

96.7

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 10-01-2008

Inspection Frequency 24

Inspector Name

Culvert Type W1010D

Barrel Length 146 ft

Number of Spans

MAIN: 2        APPR: 0        TOTAL: 2

Main Span Length

Structure Length

10.0 ft

22.5 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 31.20 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

NOT REQUIRED

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

4

6

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

6

N

N

6

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

32.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

32.0 ft

Median Width

MNTH 67

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

200 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

UNKN

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1934

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 6217 TH 67 over STREAM

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8B

County 87 - YELLOW MEDICINE

City

Township OSHKOSH

Desc. Loc. 1.2 MI E OF JCT TH 75

Sect., Twp., Range 05 - 115N - 44W

Latitude

Longitude

44d 47m 26.34s

96d 10m 28.77s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1930

1964

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 67

Roadway Function MAINLINE

Control Section (TH Only) 8705

Ref. Point (TH Only) 001+00.039

Date Opened to Traffic 11-01-1965

Detour Length 11 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

430  (2004)

HCADT 39

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

95.9

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 10-09-2008

Inspection Frequency 24

Inspector Name

Culvert Type W108D

Barrel Length 84 ft

Number of Spans

MAIN: 2        APPR: 0        TOTAL: 2

Main Span Length

Structure Length

10.0 ft

22.3 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 8.40 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

7

6

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

6

N

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

0-SUBSTANDARD

+  R D W Y  D I M E N S I O N S  +

36.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

36.0 ft

Median Width

MNTH 67

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

160 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

UNKN

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1930

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 6218 TH 68 over STREAM

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8B

County 41 - LINCOLN

City

Township ALTA VISTA

Desc. Loc. 3.0 MI NW OF TAUNTON

Sect., Twp., Range 11 - 113N - 44W

Latitude

Longitude

44d 36m 53.00s

96d 07m 08.13s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1926

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 68

Roadway Function MAINLINE

Control Section (TH Only) 4106

Ref. Point (TH Only) 019+00.120

Date Opened to Traffic 01-01-1926

Detour Length 12 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

1,800  (2004)

HCADT 198

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

95.6

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 10-30-2007

Inspection Frequency 24

Inspector Name

Culvert Type W106D

Barrel Length 38 ft

Number of Spans

MAIN: 2        APPR: 0        TOTAL: 2

Main Span Length

Structure Length

10.5 ft

23.0 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 1.70 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

8

6

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

6

N

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

31.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

30.0 ft

Median Width

MNTH 68

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

100 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

UNKN

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1926

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 6219 TH 68 over STREAM

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8B

County 41 - LINCOLN

City

Township ALTA VISTA

Desc. Loc. 3.9 MI NW OF TAUNTON

Sect., Twp., Range 03 - 113N - 44W

Latitude

Longitude

44d 37m 16.73s

96d 08m 05.31s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1926

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 68

Roadway Function MAINLINE

Control Section (TH Only) 4106

Ref. Point (TH Only) 018+00.235

Date Opened to Traffic 01-01-1926

Detour Length 12 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

1,800  (2004)

HCADT 198

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

95.6

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 10-18-2007

Inspection Frequency 24

Inspector Name

Culvert Type W104D

Barrel Length 33 ft

Number of Spans

MAIN: 2        APPR: 0        TOTAL: 2

Main Span Length

Structure Length

10.5 ft

23.0 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 2.20 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

8

7

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

N

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

30.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

30.0 ft

Median Width

MNTH 68

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

80 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

UNKN

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1926

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 6220 TH 68 over STREAM

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8B

County 41 - LINCOLN

City

Township ALTA VISTA

Desc. Loc. 4.0 MI NW OF TAUNTON

Sect., Twp., Range 03 - 113N - 44W

Latitude

Longitude

44d 37m 22.36s

96d 08m 18.47s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1926

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 68

Roadway Function MAINLINE

Control Section (TH Only) 4106

Ref. Point (TH Only) 018+00.064

Date Opened to Traffic 01-01-1926

Detour Length 12 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

1,800  (2004)

HCADT 198

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

95.6

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 10-18-2007

Inspection Frequency 24

Inspector Name

Culvert Type W104D

Barrel Length 33 ft

Number of Spans

MAIN: 2        APPR: 0        TOTAL: 2

Main Span Length

Structure Length

10.5 ft

23.0 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 1.00 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

7

6

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

6

N

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

30.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

30.0 ft

Median Width

MNTH 68

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

80 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

UNKN

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1926

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 6221 TH 68 over STREAM

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8B

County 41 - LINCOLN

City

Township ALTA VISTA

Desc. Loc. 4.5 MI NW OF TAUNTON

Sect., Twp., Range 03 - 113N - 44W

Latitude

Longitude

44d 37m 33.10s

96d 08m 45.76s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1926

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 68

Roadway Function MAINLINE

Control Section (TH Only) 4106

Ref. Point (TH Only) 017+00.599

Date Opened to Traffic 01-01-1926

Detour Length 12 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

1,800  (2004)

HCADT 198

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

95.6

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 10-18-2007

Inspection Frequency 24

Inspector Name

Culvert Type W104D

Barrel Length 33 ft

Number of Spans

MAIN: 2        APPR: 0        TOTAL: 2

Main Span Length

Structure Length

10.5 ft

23.0 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 1.90 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

7

7

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

N

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

32.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

30.0 ft

Median Width

MNTH 68

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

80 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

UNKN

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1926

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 6222 TH 68 over STREAM

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8B

County 87 - YELLOW MEDICINE

City PORTER

Township

Desc. Loc. 0.3 MI NW OF PORTER

Sect., Twp., Range 33 - 114N - 44W

Latitude

Longitude

44d 38m 14.46s

96d 10m 26.17s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1925

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 68

Roadway Function MAINLINE

Control Section (TH Only) 8709

Ref. Point (TH Only) 015+00.993

Date Opened to Traffic 01-01-1925

Detour Length 9 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

1,800  (2004)

HCADT 198

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

96.1

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 10-18-2007

Inspection Frequency 24

Inspector Name

Culvert Type W106D

Barrel Length 40 ft

Number of Spans

MAIN: 2        APPR: 0        TOTAL: 2

Main Span Length

Structure Length

10.0 ft

22.0 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 3.10 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

7

6

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

6

N

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

28.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

30.0 ft

Median Width

MNTH 68

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

120 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

UNKN

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1925

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 6223 TH 68 over STREAM

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8B

County 87 - YELLOW MEDICINE

City

Township WERGELAND

Desc. Loc. 2.0 MI NW OF PORTER

Sect., Twp., Range 30 - 114N - 44W

Latitude

Longitude

44d 39m 09.52s

96d 11m 56.30s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1926

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 68

Roadway Function MAINLINE

Control Section (TH Only) 8709

Ref. Point (TH Only) 014+00.230

Date Opened to Traffic 01-01-1926

Detour Length 9 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

1,800  (2004)

HCADT 198

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

96.1

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 10-18-2007

Inspection Frequency 24

Inspector Name

Culvert Type W104D

Barrel Length 36 ft

Number of Spans

MAIN: 2        APPR: 0        TOTAL: 2

Main Span Length

Structure Length

10.0 ft

22.0 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 3.00 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

8

7

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

N

N

6

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

28.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

30.0 ft

Median Width

MNTH 68

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

80 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

UNKN

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1926

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 6224 TH 68 over STREAM

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8B

County 87 - YELLOW MEDICINE

City

Township NORMAN

Desc. Loc. 4.7 MI NW OF PORTER

Sect., Twp., Range 14 - 114N - 45W

Latitude

Longitude

44d 40m 50.87s

96d 14m 17.97s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1925

1988

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 68

Roadway Function MAINLINE

Control Section (TH Only) 8709

Ref. Point (TH Only) 011+00.619

Date Opened to Traffic 09-01-1988

Detour Length 9 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

1,800  (2004)

HCADT 198

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

96.1

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 10-18-2007

Inspection Frequency 24

Inspector Name

Culvert Type W106D

Barrel Length 90 ft

Number of Spans

MAIN: 2        APPR: 0        TOTAL: 2

Main Span Length

Structure Length

10.0 ft

22.0 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 4.30 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

8

7

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

N

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

40.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

30.0 ft

Median Width

MNTH 68

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

120 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

UNKN

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1925

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 6225 TH 68 over STREAM

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8B

County 87 - YELLOW MEDICINE

City

Township NORMAN

Desc. Loc. 0.9 MI SE OF CANBY

Sect., Twp., Range 10 - 114N - 45W

Latitude

Longitude

44d 41m 58.89s

96d 15m 52.88s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1925

1988

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 68

Roadway Function MAINLINE

Control Section (TH Only) 8709

Ref. Point (TH Only) 009+00.780

Date Opened to Traffic 12-01-1988

Detour Length 9 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

1,800  (2004)

HCADT 198

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

96.1

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 10-18-2007

Inspection Frequency 24

Inspector Name

Culvert Type W106D W/CIP

Barrel Length 87 ft

Number of Spans

MAIN: 2        APPR: 0        TOTAL: 2

Main Span Length

Structure Length

10.0 ft

22.0 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 5.80 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

7

7

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

N

N

6

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

30.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

30.0 ft

Median Width

MNTH 68

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

120 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

UNKN

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1925

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 6226 US 71 over COAL MINE CREEK

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8B

County 64 - REDWOOD

City

Township CHARLESTOWN

Desc. Loc. 3.3 MI N OF SANBORN

Sect., Twp., Range 12 - 109N - 36W

Latitude

Longitude

44d 15m 29.18s

95d 07m 40.66s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1936

1967

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

US 71

Roadway Function MAINLINE

Control Section (TH Only) 6405

Ref. Point (TH Only) 055+00.640

Date Opened to Traffic 07-01-1967

Detour Length 10 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

2,000  (2004)

HCADT 340

Functional Class. RUR/PR ART OTH

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

94.8

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 08-20-2007

Inspection Frequency 24

Inspector Name

Culvert Type W106D

Barrel Length 60 ft

Number of Spans

MAIN: 2        APPR: 0        TOTAL: 2

Main Span Length

Structure Length

10.3 ft

22.0 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 3.83 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

6

6

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

6

N

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

0-SUBSTANDARD

+  R D W Y  D I M E N S I O N S  +

46.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

327.8 ft

Appr. Surface Width

Roadway Width

44.0 ft

Median Width

USTH 71

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

120 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 15

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1936

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 6248 US 75 over NORWEGIAN CREEK

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8B

County 41 - LINCOLN

City

Township DIAMOND LAKE

Desc. Loc. 2.8 MI N OF LAKE BENTON

Sect., Twp., Range 28 - 110N - 45W

Latitude

Longitude

44d 18m 02.74s

96d 16m 54.37s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1927

1946

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

US 75

Roadway Function MAINLINE

Control Section (TH Only) 4108

Ref. Point (TH Only) 057+00.508

Date Opened to Traffic 08-01-1947

Detour Length 3 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

970  (2004)

HCADT 136

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

96.1

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 11-20-2008

Inspection Frequency 24

Inspector Name

Culvert Type W108D

Barrel Length 66 ft

Number of Spans

MAIN: 2        APPR: 0        TOTAL: 2

Main Span Length

Structure Length

10.5 ft

23.0 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 5.00 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

8

6

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

6

N

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

0-SUBSTANDARD

+  R D W Y  D I M E N S I O N S  +

44.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

327.8 ft

Appr. Surface Width

Roadway Width

44.0 ft

Median Width

USTH 75

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

160 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 15

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1927

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 6249 US 75 over TRIB  W BR LAC QUI PAR R

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8B

County 37 - LAC QUI PARLE

City

Township HAMLIN

Desc. Loc. 1.8 MI S OF MADISON

Sect., Twp., Range 05 - 117N - 44W

Latitude

Longitude

44d 58m 31.23s

96d 11m 46.66s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1932

2004

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

US 75

Roadway Function MAINLINE

Control Section (TH Only) 3702

Ref. Point (TH Only) 106+00.561

Date Opened to Traffic 01-01-1932

Detour Length 10 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

1,450  (2004)

HCADT 247

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

97.2

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 11-04-2008

Inspection Frequency 24

Inspector Name

Culvert Type W126T

Barrel Length 81 ft

Number of Spans

MAIN: 3        APPR: 0        TOTAL: 3

Main Span Length

Structure Length

12.0 ft

39.0 ft

Deck Width

Deck Material N/A

Wear Surf Type MONOLITHIC CONC

Wear Surf Install Year

Wear Course/Fill Depth 3.00 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R 36 36 Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

8

7

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

N

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

N-NOT REQUIRED

N-NOT REQUIRED

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

42.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

327.8 ft

Appr. Surface Width

Roadway Width

40.0 ft

Median Width

USTH 75

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

40.0 sq mi

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

216 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 15

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1932

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 6250 US 75 over STREAM

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8B

County 37 - LAC QUI PARLE

City

Township AGASSIZ

Desc. Loc. 4.4 MI SE OF ODESSA

Sect., Twp., Range 09 - 120N - 45W

Latitude

Longitude

45d 13m 24.00s

96d 17m 24.00s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1932

1955

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

US 75

Roadway Function MAINLINE

Control Section (TH Only) 3703

Ref. Point (TH Only) 125+00.468

Date Opened to Traffic 06-01-1956

Detour Length 10 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

640  (2004)

HCADT 90

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

96.8

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 10-15-2007

Inspection Frequency 24

Inspector Name

Culvert Type W105D

Barrel Length 92 ft

Number of Spans

MAIN: 2        APPR: 0        TOTAL: 2

Main Span Length

Structure Length

10.0 ft

22.0 ft

Deck Width

Deck Material N/A

Wear Surf Type MONOLITHIC CONC

Wear Surf Install Year

Wear Course/Fill Depth 8.90 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

7

7

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

N

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

44.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

327.8 ft

Appr. Surface Width

Roadway Width

44.0 ft

Median Width

USTH 75

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

104 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 15

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1932

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 6299 US 212 over DITCH

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8A

County 65 - RENVILLE

City

Township HECTOR

Desc. Loc. 0.9 MI E OF JCT TH 4

Sect., Twp., Range 28 - 115N - 32W

Latitude

Longitude

44d 44m 19.84s

94d 41m 46.24s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1930

Temp

Skew

Plan Avail. CENTRAL

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

US 212

Roadway Function MAINLINE

Control Section (TH Only) 6512

Ref. Point (TH Only) 091+00.889

Date Opened to Traffic 01-01-1930

Detour Length 9 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

3,850  (2004)

HCADT 847

Functional Class. RUR/PR ART OTH

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

93.6

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 10-29-2008

Inspection Frequency 24

Inspector Name

Culvert Type W1010D

Barrel Length 84 ft

Number of Spans

MAIN: 2        APPR: 0        TOTAL: 2

Main Span Length

Structure Length

10.5 ft

23.0 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 14.10 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

7

6

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

6

N

N

6

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

0-SUBSTANDARD

+  R D W Y  D I M E N S I O N S  +

40.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

327.8 ft

Appr. Surface Width

Roadway Width

40.0 ft

Median Width

USTH 212

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

200 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 15

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1930

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 6332 US 14 over PELL CREEK

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8B

County 64 - REDWOOD

City

Township LAMBERTON

Desc. Loc. 3.6 MI W OF LAMBERTON

Sect., Twp., Range 19 - 109N - 37W

Latitude

Longitude

44d 13m 42.18s

95d 20m 07.94s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1931

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

US 14

Roadway Function MAINLINE

Control Section (TH Only) 6401

Ref. Point (TH Only) 057+00.049

Date Opened to Traffic 01-01-1931

Detour Length 10 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

1,650  (2004)

HCADT 198

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

95.0

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 08-20-2007

Inspection Frequency 24

Inspector Name

Culvert Type W1210D

Barrel Length 72 ft

Number of Spans

MAIN: 2        APPR: 0        TOTAL: 2

Main Span Length

Structure Length

12.4 ft

26.5 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 9.70 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

NOT REQUIRED

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

7

7

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

N

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

0-SUBSTANDARD

+  R D W Y  D I M E N S I O N S  +

34.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

327.8 ft

Appr. Surface Width

Roadway Width

34.0 ft

Median Width

USTH 14

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

240 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 15

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1931

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 6359 TH 15 over CLEARWATER RIVER

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8A

County 47 - MEEKER

City

Township KINGSTON

Desc. Loc. 3.2 MI S OF KIMBALL

Sect., Twp., Range 27 - 121N - 29W

Latitude

Longitude

45d 15m 49.21s

94d 18m 44.50s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1942

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 15

Roadway Function MAINLINE

Control Section (TH Only) 4708

Ref. Point (TH Only) 129+00.135

Date Opened to Traffic 01-01-1942

Detour Length 4 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

4,150  (2004)

HCADT 374

Functional Class. RUR/PR ART OTH

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

96.0

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 10-28-2008

Inspection Frequency 24

Inspector Name

Culvert Type W108D

Barrel Length 74 ft

Number of Spans

MAIN: 2        APPR: 0        TOTAL: 2

Main Span Length

Structure Length

10.4 ft

22.4 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 4.40 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

8

7

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

N

N

6

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

36.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

327.8 ft

Appr. Surface Width

Roadway Width

38.0 ft

Median Width

MNTH 15

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

160 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 15

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1942

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 6365 US 75 over N BR YELLOW MEDICINE R

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8B

County 41 - LINCOLN

City

Township ROYAL

Desc. Loc. 5.5 MI N OF IVANHOE

Sect., Twp., Range 04 - 112N - 45W

Latitude

Longitude

44d 32m 13.33s

96d 16m 18.00s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1946

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

US 75

Roadway Function MAINLINE

Control Section (TH Only) 4109

Ref. Point (TH Only) 074+00.455

Date Opened to Traffic 01-01-1946

Detour Length 11 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

680  (2004)

HCADT 109

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

96.7

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 11-15-2007

Inspection Frequency 24

Inspector Name

Culvert Type W108T

Barrel Length 84 ft

Number of Spans

MAIN: 3        APPR: 0        TOTAL: 3

Main Span Length

Structure Length

10.0 ft

34.0 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 8.25 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

7

7

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

N

N

6

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

34.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

327.8 ft

Appr. Surface Width

Roadway Width

34.0 ft

Median Width

USTH 75

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

240 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 20

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1946

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 6394 US 75 over STREAM

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8B

County 41 - LINCOLN

City

Township LAKE BENTON

Desc. Loc. 3.5 MI S OF LAKE BENTON

Sect., Twp., Range 31 - 109N - 45W

Latitude

Longitude

44d 12m 35.27s

96d 18m 20.71s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1950

Temp

Skew

Plan Avail.

35L

NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

US 75

Roadway Function MAINLINE

Control Section (TH Only) 4107

Ref. Point (TH Only) 050+00.874

Date Opened to Traffic 10-01-1950

Detour Length 6 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

970  (2004)

HCADT 126

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

97.9

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 11-01-2007

Inspection Frequency 24

Inspector Name

Culvert Type W106T

Barrel Length 54 ft

Number of Spans

MAIN: 3        APPR: 0        TOTAL: 3

Main Span Length

Structure Length

12.5 ft

39.0 ft

Deck Width

Deck Material N/A

Wear Surf Type MONOLITHIC CONC

Wear Surf Install Year

Wear Course/Fill Depth 4.75 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R 01 01 Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

7

6

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

6

N

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

1-MEETS STANDARDS

1-MEETS STANDARDS

1-MEETS STANDARDS

1-MEETS STANDARDS

+  R D W Y  D I M E N S I O N S  +

40.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

327.8 ft

Appr. Surface Width

Roadway Width

40.0 ft

Median Width

USTH 75

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

180 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 20

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1950

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 6403 US 75 over CANBY CREEK

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8B

County 87 - YELLOW MEDICINE

City

Township HAMMER

Desc. Loc. 2.5 MI NE OF JCT TH 68

Sect., Twp., Range 26 - 115N - 45W

Latitude

Longitude

44d 44m 02.56s

96d 14m 19.06s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1942

Temp

Skew

Plan Avail.

40R

CENTRAL

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

US 75

Roadway Function MAINLINE

Control Section (TH Only) 8711

Ref. Point (TH Only) 088+00.928

Date Opened to Traffic 07-01-1942

Detour Length 6 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

930  (2004)

HCADT 140

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

74.8

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC DECK GIRD

Appr. Span Type

Appr. Span Detail

Last Inspection Date 11-15-2007

Inspection Frequency 24

Inspector Name

Culvert Type

Barrel Length

Number of Spans

MAIN: 1        APPR: 0        TOTAL: 1

Main Span Length

Structure Length

50.0 ft

53.9 ft

Deck Width 36.3 ft

Deck Material C-I-P CONCRETE

Wear Surf Type LOW SLUMP CONC

Wear Surf Install Year 1985

Wear Course/Fill Depth 0.17 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R

1,957 sq ft

1,615 sq ft

2.0 ft 2.0 ft

0.83 ft 0.83 ft

31 31 Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

7

7

7

8

N

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

5

6

N

6

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

0-SUBSTANDARD

1-MEETS STANDARDS

1-MEETS STANDARDS

1-MEETS STANDARDS

+  R D W Y  D I M E N S I O N S  +

30.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

300.0 ft

Appr. Surface Width

Roadway Width

42.0 ft

Median Width

30.0 ft

USTH 75

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: 1          B:  3          C:  4

CONC - FTG PILE

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

450 sq ft

NO PRMT REQD

I-LOW RISK

1997

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 20

HS  21.0

HS  12.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

03-01-1988

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 6429 TH 15 over STREAM

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8A

County 47 - MEEKER

City

Township KINGSTON

Desc. Loc. 5.4 MI N OF JCT TH 12

Sect., Twp., Range 34 - 120N - 29W

Latitude

Longitude

45d 09m 33.18s

94d 19m 02.26s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1948

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 15

Roadway Function MAINLINE

Control Section (TH Only) 4707

Ref. Point (TH Only) 121+00.865

Date Opened to Traffic 01-01-1948

Detour Length 5 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

4,000  (2004)

HCADT 360

Functional Class. RUR/PR ART OTH

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

95.8

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 10-27-2008

Inspection Frequency 24

Inspector Name

Culvert Type C108T

Barrel Length 74 ft

Number of Spans

MAIN: 3        APPR: 0        TOTAL: 3

Main Span Length

Structure Length

10.0 ft

33.4 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 2.80 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

8

8

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

N

N

6

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

32.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

320.0 ft

Appr. Surface Width

Roadway Width

36.0 ft

Median Width

MNTH 15

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

180 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 20

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1948

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 6441 TH 29 over DRY WEATHER CREEK(CD #22

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8A

County 12 - CHIPPEWA

City

Township ROSEWOOD

Desc. Loc. 6.7 MI N OF MONTEVIDEO

Sect., Twp., Range 18 - 118N - 40W

Latitude

Longitude

45d 02m 06.92s

95d 43m 00.39s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1947

1987

Temp

Skew

Plan Avail. CENTRAL

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 29

Roadway Function MAINLINE

Control Section (TH Only) 1206

Ref. Point (TH Only) 007+00.285

Date Opened to Traffic 08-01-1987

Detour Length 13 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

630  (2004)

HCADT 50

Functional Class. RUR/MAJOR COLL

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

99.4

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CCONC SLAB SPAN

Appr. Span Type

Appr. Span Detail

Last Inspection Date 10-25-2007

Inspection Frequency 24

Inspector Name

Culvert Type

Barrel Length

Number of Spans

MAIN: 3        APPR: 0        TOTAL: 3

Main Span Length

Structure Length

37.0 ft

90.5 ft

Deck Width 50.0 ft

Deck Material C-I-P CONCRETE

Wear Surf Type MONOLITHIC CONC

Wear Surf Install Year

Wear Course/Fill Depth

Deck Membrane NONE

Deck Rebars EPOXY COATED REBAR

Deck Rebars Install Year 1987

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R

4,525 sq ft

4,230 sq ft

22 22 Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

7

7

8

7

N

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

9

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

1-MEETS STANDARDS

1-MEETS STANDARDS

1-MEETS STANDARDS

1-MEETS STANDARDS

+  R D W Y  D I M E N S I O N S  +

46.8 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

327.8 ft

Appr. Surface Width

Roadway Width

32.0 ft

Median Width

46.8 ft

MNTH 29

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: 1          B:  1          C:  1

CONC - FTG PILE

CONC - FTG PILE

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

1200 sq ft

NO PRMT REQD

N-STBL;LIM SCOUR

1995

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

HS20

HS  33.5

HS  21.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1987

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 6491 TH 30 over ROCK RIVER

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8B

County 59 - PIPESTONE

City

Township BURKE

Desc. Loc. 6.7 MI E OF PIPESTONE

Sect., Twp., Range 18 - 106N - 44W

Latitude

Longitude

43d 59m 37.72s

96d 10m 09.21s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1946

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 30

Roadway Function MAINLINE

Control Section (TH Only) 5904

Ref. Point (TH Only) 014+00.836

Date Opened to Traffic 07-01-1947

Detour Length 11 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

1,250  (2004)

HCADT 125

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

96.3

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 11-01-2007

Inspection Frequency 24

Inspector Name

Culvert Type C(111411)12T

Barrel Length 71 ft

Number of Spans

MAIN: 3        APPR: 0        TOTAL: 3

Main Span Length

Structure Length

14.0 ft

40.0 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 6.00 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

6

7

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

N

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

40.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

327.8 ft

Appr. Surface Width

Roadway Width

40.0 ft

Median Width

MNTH 30

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

432 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 20

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1946

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 6568 US 59 over REDWOOD RIVER

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8B

County 42 - LYON

City MARSHALL

Township

Desc. Loc. ON MAIN ST IN MARSHALL

Sect., Twp., Range 04 - 111N - 41W

Latitude

Longitude

44d 26m 46.42s

95d 47m 15.66s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1950

Temp

Skew

Plan Avail.

52R

DISTRICT

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

US 59

Roadway Function MAINLINE

Control Section (TH Only) 4208

Ref. Point (TH Only) 073+00.533

Date Opened to Traffic 01-01-1950

Detour Length 1 mi.

Lanes 4 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

8,600  (2004)

HCADT 344

Functional Class. URB/OTH PR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

80.5

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HWY;PED

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 09-26-2007

Inspection Frequency 24

Inspector Name

Culvert Type W13161613X14

Barrel Length 166 ft

Number of Spans

MAIN: 4        APPR: 0        TOTAL: 4

Main Span Length

Structure Length

27.4 ft

102.3 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 0.25 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R

6.0 ft 6.0 ft

0.50 ft 0.50 ft

40 40 Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

NOT REQUIRED

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

7

6

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

6

N

N

6

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

0-SUBSTANDARD

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

70.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

327.8 ft

Appr. Surface Width

Roadway Width

70.0 ft

Median Width

USTH 59

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

440 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 20

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1950

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 6572 US 75 over DITCH

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8B

County 59 - PIPESTONE

City PIPESTONE

Township

Desc. Loc. IN PIPESTONE

Sect., Twp., Range 07 - 106N - 45W

Latitude

Longitude

44d 00m 16.08s

96d 18m 27.13s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1950

Temp

Skew

Plan Avail.

30R

CENTRAL

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

US 75

Roadway Function MAINLINE

Control Section (TH Only) 5906

Ref. Point (TH Only) 036+00.641

Date Opened to Traffic 01-01-1950

Detour Length 1 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

2,950  (2004)

HCADT 325

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

62.4

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC DECK GIRD

Appr. Span Type

Appr. Span Detail

Last Inspection Date 11-19-2008

Inspection Frequency 24

Inspector Name

Culvert Type

Barrel Length

Number of Spans

MAIN: 1        APPR: 0        TOTAL: 1

Main Span Length

Structure Length

52.5 ft

55.0 ft

Deck Width 38.7 ft

Deck Material C-I-P CONCRETE

Wear Surf Type MONOLITHIC CONC

Wear Surf Install Year 1977

Wear Course/Fill Depth 0.17 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R

2,129 sq ft

1,647 sq ft

3.5 ft 1.0 ft

0.75 ft 0.75 ft

31 31 Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

VEHICLE & SEMI

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

6

6

6

7

N

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

5

4

N

6

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

0-SUBSTANDARD

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

30.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

300.0 ft

Appr. Surface Width

Roadway Width

48.0 ft

Median Width

30.0 ft

USTH 75

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: X          B:  X          C:  X

CONC - FTG PILE

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

360 sq ft

NO PRMT REQD

L-STBL;LOW RISK

1996

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 20

HS  18.6

HS  11.2

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

VEH:  30  SEMI:  40  DBL:  40

11-21-2008

Structure P-LOAD POSTED

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 6706 TH 40 over DITCH

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8B

County 37 - LAC QUI PARLE

City

Township CERRO GORDO

Desc. Loc. 3.5 MI S OF JCT TH 119

Sect., Twp., Range 17 - 118N - 43W

Latitude

Longitude

45d 01m 45.02s

96d 03m 45.36s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1949

Temp

Skew

Plan Avail. CENTRAL

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 40

Roadway Function MAINLINE

Control Section (TH Only) 3701

Ref. Point (TH Only) 020+00.534

Date Opened to Traffic 01-01-1949

Detour Length 9 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

1,400  (2004)

HCADT 224

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

73.5

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC SLAB SPAN

Appr. Span Type

Appr. Span Detail

Last Inspection Date 10-16-2008

Inspection Frequency 12

Inspector Name

Culvert Type

Barrel Length

Number of Spans

MAIN: 1        APPR: 0        TOTAL: 1

Main Span Length

Structure Length

23.9 ft

27.0 ft

Deck Width 34.5 ft

Deck Material C-I-P CONCRETE

Wear Surf Type MONOLITHIC CONC

Wear Surf Install Year 1987

Wear Course/Fill Depth 0.08 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R

932 sq ft

807 sq ft

1.0 ft 1.0 ft

0.67 ft 0.67 ft

39 39 Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

VEHICLE & SEMI

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

6

6

7

8

N

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

5

5

N

7

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

0-SUBSTANDARD

1-MEETS STANDARDS

1-MEETS STANDARDS

1-MEETS STANDARDS

+  R D W Y  D I M E N S I O N S  +

30.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

32.0 ft

Median Width

30.0 ft

MNTH 40

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: X          B:  X          C:  X

CONC - FTG PILE

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

336 sq ft

NO PRMT REQD

I-LOW RISK

1997

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 20

HS  20.4

HS  12.2

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

VEH:  28  SEMI:  40  DBL:  40

08-12-2003

Structure P-LOAD POSTED

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 6751 US 59 over SPRING CREEK

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8B

County 87 - YELLOW MEDICINE

City

Township FRIENDSHIP

Desc. Loc. 4.9 MI S OF CLARKFIELD

Sect., Twp., Range 33 - 115N - 41W

Latitude

Longitude

44d 43m 16.88s

95d 48m 31.43s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1951

Temp

Skew

Plan Avail. CENTRAL

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

US 59

Roadway Function MAINLINE

Control Section (TH Only) 8703

Ref. Point (TH Only) 092+00.941

Date Opened to Traffic 12-01-1951

Detour Length 9 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

1,300  (2004)

HCADT 156

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

91.7

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

STEEL BM SPAN

Appr. Span Type

Appr. Span Detail

Last Inspection Date 10-24-2008

Inspection Frequency 24

Inspector Name

Culvert Type

Barrel Length

Number of Spans

MAIN: 1        APPR: 0        TOTAL: 1

Main Span Length

Structure Length

50.0 ft

54.0 ft

Deck Width 34.5 ft

Deck Material C-I-P CONCRETE

Wear Surf Type MONOLITHIC CONC

Wear Surf Install Year 1979

Wear Course/Fill Depth 0.17 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R

1,863 sq ft

1,625 sq ft

0.8 ft 0.8 ft

0.67 ft 0.67 ft

39 39 Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

6

6

6

7

N

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

6

5

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

0-SUBSTANDARD

1-MEETS STANDARDS

1-MEETS STANDARDS

1-MEETS STANDARDS

+  R D W Y  D I M E N S I O N S  +

30.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

300.0 ft

Appr. Surface Width

Roadway Width

30.0 ft

Median Width

30.0 ft

USTH 59

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: 1          B:  1          C:  1

TIMBER - PILE BENT

+  P A I N T  +

Pct. Unsound1977

2,353 sf

LEAD

ENAMEL

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

550 sq ft

NO PRMT REQD

I-LOW RISK

1995

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 20

HS  28.7

HS  17.4

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

08-01-1976

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 6753 TH 91 over CHANARAMBIE CREEK

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8B

County 51 - MURRAY

City CHANDLER

Township

Desc. Loc. 0.2 MI S OF CHANDLER

Sect., Twp., Range 06 - 105N - 42W

Latitude

Longitude

43d 55m 35.75s

95d 56m 35.96s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1951

Temp

Skew

Plan Avail. CENTRAL

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 91

Roadway Function MAINLINE

Control Section (TH Only) 5107

Ref. Point (TH Only) 033+00.764

Date Opened to Traffic 01-01-1951

Detour Length 12 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

900  (2004)

HCADT 72

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

72.1

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC SLAB SPAN

Appr. Span Type

Appr. Span Detail

Last Inspection Date 08-23-2007

Inspection Frequency 24

Inspector Name

Culvert Type

Barrel Length

Number of Spans

MAIN: 1        APPR: 0        TOTAL: 1

Main Span Length

Structure Length

20.0 ft

23.0 ft

Deck Width 34.6 ft

Deck Material C-I-P CONCRETE

Wear Surf Type BITUMINOUS

Wear Surf Install Year 2004

Wear Course/Fill Depth 0.19 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R

796 sq ft

700 sq ft

1.0 ft 1.0 ft

0.58 ft 0.58 ft

39 39 Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

5

5

7

4

N

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

5

6

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

0-SUBSTANDARD

1-MEETS STANDARDS

1-MEETS STANDARDS

1-MEETS STANDARDS

+  R D W Y  D I M E N S I O N S  +

30.4 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

36.0 ft

Median Width

30.4 ft

MNTH 91

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: 1          B:  3          C:  3

TIMBER - PILE BENT

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

170 sq ft

NO PRMT REQD

L-STBL;LOW RISK

1996

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 20

HS  24.0

HS  15.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

10-01-1985

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 6754 TH 91 over DITCH

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8B

County 51 - MURRAY

City

Township LEEDS

Desc. Loc. 1.5 MI S OF LAKE WILSON

Sect., Twp., Range 19 - 106N - 42W

Latitude

Longitude

43d 58m 17.86s

95d 56m 36.56s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1951

Temp

Skew

Plan Avail. CENTRAL

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 91

Roadway Function MAINLINE

Control Section (TH Only) 5107

Ref. Point (TH Only) 036+00.882

Date Opened to Traffic 01-01-1951

Detour Length 8 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

900  (2004)

HCADT 72

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

72.5

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC SLAB SPAN

Appr. Span Type

Appr. Span Detail

Last Inspection Date 08-23-2007

Inspection Frequency 24

Inspector Name

Culvert Type

Barrel Length

Number of Spans

MAIN: 1        APPR: 0        TOTAL: 1

Main Span Length

Structure Length

20.0 ft

23.0 ft

Deck Width 34.6 ft

Deck Material C-I-P CONCRETE

Wear Surf Type INTEGRAL CONC

Wear Surf Install Year 2004

Wear Course/Fill Depth 0.19 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R

796 sq ft

700 sq ft

1.0 ft 1.0 ft

0.42 ft 0.42 ft

39 39 Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

5

5

6

7

N

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

5

6

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

0-SUBSTANDARD

1-MEETS STANDARDS

1-MEETS STANDARDS

1-MEETS STANDARDS

+  R D W Y  D I M E N S I O N S  +

30.4 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

36.0 ft

Median Width

30.4 ft

MNTH 91

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: 1          B:  3          C:  3

TIMBER - PILE BENT

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

156 sq ft

NO PRMT REQD

L-STBL;LOW RISK

1998

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 20

HS  24.0

HS  15.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

10-01-1985

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 6782 TH 30 over DES MOINES RIVER

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8B

County 51 - MURRAY

City

Township MURRAY

Desc. Loc. 1.5 MI E OF CURRIE

Sect., Twp., Range 21 - 107N - 40W

Latitude

Longitude

44d 03m 56.31s

95d 38m 42.28s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1952

Temp

Skew

Plan Avail. CENTRAL

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 30

Roadway Function MAINLINE

Control Section (TH Only) 5103

Ref. Point (TH Only) 046+00.682

Date Opened to Traffic 01-01-1952

Detour Length 9 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

890  (2004)

HCADT 98

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

92.0

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC DECK GIRD

Appr. Span Type

Appr. Span Detail

Last Inspection Date 08-23-2007

Inspection Frequency 24

Inspector Name

Culvert Type

Barrel Length

Number of Spans

MAIN: 1        APPR: 0        TOTAL: 1

Main Span Length

Structure Length

60.2 ft

62.8 ft

Deck Width 34.4 ft

Deck Material C-I-P CONCRETE

Wear Surf Type MONOLITHIC CONC

Wear Surf Install Year 1982

Wear Course/Fill Depth 0.17 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R

2,160 sq ft

1,894 sq ft

1.0 ft 1.0 ft

0.75 ft 0.75 ft

39 39 Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

5

7

7

5

N

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

6

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

0-SUBSTANDARD

1-MEETS STANDARDS

1-MEETS STANDARDS

1-MEETS STANDARDS

+  R D W Y  D I M E N S I O N S  +

30.2 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

32.0 ft

Median Width

30.2 ft

MNTH 30

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: 1          B:  1          C:  2

CONC - FTG PILE

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

542 sq ft

NO PRMT REQD

L-STBL;LOW RISK

1996

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 20

HS  29.0

HS  17.4

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

04-01-1997

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 6799 TH 4 over BUFFALO CREEK

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8A

County 65 - RENVILLE

City

Township BROOKFIELD

Desc. Loc. 4.8 MI N OF HECTOR

Sect., Twp., Range 33 - 116N - 32W

Latitude

Longitude

44d 48m 18.57s

94d 42m 43.50s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1952

Temp

Skew

Plan Avail. CENTRAL

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 4

Roadway Function MAINLINE

Control Section (TH Only) 6503

Ref. Point (TH Only) 098+00.813

Date Opened to Traffic 01-01-1952

Detour Length 13 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

1,150  (2004)

HCADT 253

Functional Class. RUR/MAJOR COLL

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

80.0

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC SLAB SPAN

Appr. Span Type

Appr. Span Detail

Last Inspection Date 10-29-2008

Inspection Frequency 12

Inspector Name

Culvert Type

Barrel Length

Number of Spans

MAIN: 1        APPR: 0        TOTAL: 1

Main Span Length

Structure Length

30.0 ft

33.0 ft

Deck Width 34.2 ft

Deck Material C-I-P CONCRETE

Wear Surf Type MONOLITHIC CONC

Wear Surf Install Year 1980

Wear Course/Fill Depth 0.28 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R

1,129 sq ft

990 sq ft

0.9 ft 0.9 ft

0.58 ft 0.58 ft

39 39 Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

6

6

5

8

N

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

5

5

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

0-SUBSTANDARD

1-MEETS STANDARDS

1-MEETS STANDARDS

1-MEETS STANDARDS

+  R D W Y  D I M E N S I O N S  +

30.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

30.0 ft

Median Width

30.0 ft

MNTH 4

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: 1          B:  3          C:  3

CONC - FTG PILE

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

300 sq ft

NO PRMT REQD

I-LOW RISK

1995

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 20

HS  28.9

HS  17.3

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

03-27-2002

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 6800 TH 4 over CO DITCH # 4

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8A

County 65 - RENVILLE

City

Township BROOKFIELD

Desc. Loc. 7.9 MI N OF HECTOR

Sect., Twp., Range 21 - 116N - 32W

Latitude

Longitude

44d 50m 38.33s

94d 42m 43.86s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1952

1989

Temp

Skew

Plan Avail. CENTRAL

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 4

Roadway Function MAINLINE

Control Section (TH Only) 6503

Ref. Point (TH Only) 101+00.487

Date Opened to Traffic 08-01-1989

Detour Length 7 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

1,150  (2004)

HCADT 253

Functional Class. RUR/MAJOR COLL

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

99.4

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CCONC SLAB SPAN

Appr. Span Type

Appr. Span Detail

Last Inspection Date 10-29-2008

Inspection Frequency 24

Inspector Name

Culvert Type

Barrel Length

Number of Spans

MAIN: 3        APPR: 0        TOTAL: 3

Main Span Length

Structure Length

23.0 ft

68.6 ft

Deck Width 38.1 ft

Deck Material C-I-P CONCRETE

Wear Surf Type MONOLITHIC CONC

Wear Surf Install Year

Wear Course/Fill Depth

Deck Membrane NONE

Deck Rebars EPOXY COATED REBAR

Deck Rebars Install Year 1989

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R

2,614 sq ft

2,390 sq ft

22 22 Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

8

8

7

8

N

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

6

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

1-MEETS STANDARDS

1-MEETS STANDARDS

1-MEETS STANDARDS

1-MEETS STANDARDS

+  R D W Y  D I M E N S I O N S  +

34.8 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

30.0 ft

Median Width

34.8 ft

MNTH 4

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: 1          B:  1          C:  1

CONC - FTG PILE

CONC - FTG PILE

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

620 sq ft

NO PRMT REQD

M-STBL;ABV WATER

1995

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

HS25

HS  86.0

HS  50.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

02-01-1991

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 6801 TH 4 over S FK CROW RIVER

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8A

County 47 - MEEKER

City COSMOS

Township

Desc. Loc. 0.6 MI S OF COSMOS

Sect., Twp., Range 22 - 117N - 32W

Latitude

Longitude

44d 55m 42.61s

94d 41m 47.88s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1952

Temp

Skew

Plan Avail.

TEMP SUB/PERM REP NEEDED

45R

CENTRAL

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 4

Roadway Function MAINLINE

Control Section (TH Only) 4701

Ref. Point (TH Only) 107+00.614

Date Opened to Traffic 01-01-1952

Detour Length 3 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

2,000  (2004)

HCADT 340

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

68.1

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC DECK GIRD

Appr. Span Type

Appr. Span Detail

Last Inspection Date 10-02-2008

Inspection Frequency 24

Inspector Name

Culvert Type

Barrel Length

Number of Spans

MAIN: 1        APPR: 0        TOTAL: 1

Main Span Length

Structure Length

59.5 ft

66.7 ft

Deck Width 34.2 ft

Deck Material C-I-P CONCRETE

Wear Surf Type MONOLITHIC CONC

Wear Surf Install Year 1980

Wear Course/Fill Depth 0.25 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R

2,281 sq ft

2,013 sq ft

0.9 ft 0.9 ft

0.67 ft 0.67 ft

39 39 Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

6

7

5

6

N

1 % UNSOUND

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

5

5

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

0-SUBSTANDARD

0-SUBSTANDARD

0-SUBSTANDARD

0-SUBSTANDARD

+  R D W Y  D I M E N S I O N S  +

30.2 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

34.0 ft

Median Width

30.2 ft

MNTH 4

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: 1          B:  2          C:  4

CONC - FTG PILE

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

440 sq ft

NO PRMT REQD

I-LOW RISK

1994

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 15

HS  24.9

HS  14.9

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

05-01-1997

Structure D-OPEN (TEMP SHORING)

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 6813 US 59 over THREE MILE CREEK

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8B

County 42 - LYON

City

Township VALLERS

Desc. Loc. 8.5 MI N OF MARSHALL

Sect., Twp., Range 33 - 113N - 41W

Latitude

Longitude

44d 33m 10.99s

95d 47m 53.54s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1952

Temp

Skew

Plan Avail. CENTRAL

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

US 59

Roadway Function MAINLINE

Control Section (TH Only) 4209

Ref. Point (TH Only) 081+00.121

Date Opened to Traffic 01-01-1952

Detour Length 12 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

1,850  (2004)

HCADT 204

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

91.9

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

STEEL BM SPAN

Appr. Span Type

Appr. Span Detail

Last Inspection Date 10-24-2008

Inspection Frequency 24

Inspector Name

Culvert Type

Barrel Length

Number of Spans

MAIN: 1        APPR: 0        TOTAL: 1

Main Span Length

Structure Length

47.5 ft

50.6 ft

Deck Width 34.5 ft

Deck Material C-I-P CONCRETE

Wear Surf Type LOW SLUMP CONC

Wear Surf Install Year 1983

Wear Course/Fill Depth 0.17 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R

1,746 sq ft

1,518 sq ft

1.0 ft 1.0 ft

0.75 ft 0.75 ft

39 39 Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

7

7

7

8

N

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

5

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

0-SUBSTANDARD

1-MEETS STANDARDS

1-MEETS STANDARDS

0-SUBSTANDARD

+  R D W Y  D I M E N S I O N S  +

30.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

300.0 ft

Appr. Surface Width

Roadway Width

30.0 ft

Median Width

30.0 ft

USTH 59

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: 1          B:  1          C:  1

CONC - FTG PILE

+  P A I N T  +

Pct. Unsound

2,257 sf

LEAD

ENAMEL

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

423 sq ft

NO PRMT REQD

I-LOW RISK

1995

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 20

HS  32.0

HS  19.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

03-01-1984

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 6816 TH 277 over CO DITCH # 22

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8A

County 12 - CHIPPEWA

City

Township CRATE

Desc. Loc. 4.8 MI N OF GLUEK

Sect., Twp., Range 05 - 118N - 38W

Latitude

Longitude

45d 03m 15.72s

95d 28m 21.30s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1952

Temp

Skew

Plan Avail.

TEMP SUB/PERM REP NEEDED

CENTRAL

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 277

Roadway Function MAINLINE

Control Section (TH Only) 1213

Ref. Point (TH Only) 007+00.290

Date Opened to Traffic 01-01-1952

Detour Length 17 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

310  (2004)

HCADT 50

Functional Class. RUR/MAJOR COLL

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

S.D.

67.9

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

STEEL BM SPAN

Appr. Span Type

Appr. Span Detail

Last Inspection Date 10-30-2008

Inspection Frequency 12

Inspector Name

Culvert Type

Barrel Length

Number of Spans

MAIN: 1        APPR: 0        TOTAL: 1

Main Span Length

Structure Length

26.0 ft

28.5 ft

Deck Width 35.6 ft

Deck Material C-I-P CONCRETE

Wear Surf Type MONOLITHIC CONC

Wear Surf Install Year 1983

Wear Course/Fill Depth 0.10 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R

1,015 sq ft

850 sq ft

1.0 ft 1.0 ft

0.83 ft 0.83 ft

39 39 Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

6

6

4

8

N

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

4

6

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

0-SUBSTANDARD

0-SUBSTANDARD

0-SUBSTANDARD

0-SUBSTANDARD

+  R D W Y  D I M E N S I O N S  +

30.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

30.0 ft

Median Width

30.0 ft

MNTH 277

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: 1          B:  1          C:  1

TIMBER - PILE BENT

+  P A I N T  +

Pct. Unsound1983

1,590 sf

LEAD

ENAMEL

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

182 sq ft

NO PRMT REQD

L-STBL;LOW RISK

1996

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 20

HS  30.3

HS  18.1

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

02-08-2008

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 6822 TH 30 over BEAVER CREEK

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8B

County 51 - MURRAY

City

Township MURRAY

Desc. Loc. 2.4 MI E OF N JCT TH 59

Sect., Twp., Range 18 - 107N - 40W

Latitude

Longitude

44d 04m 22.49s

95d 41m 51.92s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1953

Temp

Skew

Plan Avail. CENTRAL

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 30

Roadway Function MAINLINE

Control Section (TH Only) 5103

Ref. Point (TH Only) 043+00.854

Date Opened to Traffic 01-01-1953

Detour Length 4 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

1,000  (2004)

HCADT 110

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

79.9

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC DECK GIRD

Appr. Span Type

Appr. Span Detail

Last Inspection Date 08-23-2007

Inspection Frequency 24

Inspector Name

Culvert Type

Barrel Length

Number of Spans

MAIN: 3        APPR: 0        TOTAL: 3

Main Span Length

Structure Length

33.0 ft

99.0 ft

Deck Width 34.4 ft

Deck Material C-I-P CONCRETE

Wear Surf Type LOW SLUMP CONC

Wear Surf Install Year 1985

Wear Course/Fill Depth 0.17 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R

3,406 sq ft

2,971 sq ft

1.0 ft 1.0 ft

0.67 ft 0.67 ft

39 39 Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

7

7

5

6

N

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

5

6

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

0-SUBSTANDARD

1-MEETS STANDARDS

1-MEETS STANDARDS

1-MEETS STANDARDS

+  R D W Y  D I M E N S I O N S  +

30.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

32.0 ft

Median Width

30.0 ft

MNTH 30

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: 1          B:  1          C:  1

CONC - FTG PILE

CONC - FTG PILE

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

900 sq ft

NO PRMT REQD

N-STBL;LIM SCOUR

1994

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 20

HS  36.0

HS  23.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

03-01-1988

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 6853 TH 4 over MID FK CROW RIVER

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8A

County 47 - MEEKER

City

Township UNION GROVE

Desc. Loc. 6.8 MI N OF GROVE CITY

Sect., Twp., Range 35 - 121N - 32W

Latitude

Longitude

45d 14m 48.22s

94d 40m 16.20s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1955

Temp

Skew

Plan Avail. CENTRAL

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 4

Roadway Function MAINLINE

Control Section (TH Only) 4702

Ref. Point (TH Only) 130+00.177

Date Opened to Traffic 01-01-1955

Detour Length 7 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

1,200  (2004)

HCADT 180

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

88.0

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

STEEL BM SPAN

Appr. Span Type

Appr. Span Detail

Last Inspection Date 09-17-2007

Inspection Frequency 24

Inspector Name

Culvert Type

Barrel Length

Number of Spans

MAIN: 1        APPR: 0        TOTAL: 1

Main Span Length

Structure Length

35.0 ft

38.0 ft

Deck Width 34.5 ft

Deck Material C-I-P CONCRETE

Wear Surf Type LOW SLUMP CONC

Wear Surf Install Year 1982

Wear Course/Fill Depth 0.17 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R

1,311 sq ft

1,141 sq ft

0.83 ft 0.83 ft

39 39 Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

7

7

7

5

N

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

5

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

0-SUBSTANDARD

1-MEETS STANDARDS

1-MEETS STANDARDS

0-SUBSTANDARD

+  R D W Y  D I M E N S I O N S  +

30.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

34.0 ft

Median Width

30.0 ft

MNTH 4

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: 1          B:  1          C:  1

CONC - FTG PILE

+  P A I N T  +

Pct. Unsound1972 4 %

1,403 sf

LEAD

ENAMEL

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

420 sq ft

NO PRMT REQD

O-STBL;ACT REQD

1997

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 20

HS  30.0

HS  19.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

06-01-1982

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 6854 TH 4 over N FK CROW RIVER

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8A

County 47 - MEEKER

City

Township UNION GROVE

Desc. Loc. 10.0 MI N OF GROVE CITY

Sect., Twp., Range 14 - 121N - 32W

Latitude

Longitude

45d 17m 40.19s

94d 40m 19.95s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1955

Temp

Skew

Plan Avail.

45R

CENTRAL

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 4

Roadway Function MAINLINE

Control Section (TH Only) 4702

Ref. Point (TH Only) 133+00.487

Date Opened to Traffic 01-01-1955

Detour Length 12 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

1,200  (2004)

HCADT 180

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

87.0

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

STEEL BM SPAN

Appr. Span Type

Appr. Span Detail

Last Inspection Date 09-18-2007

Inspection Frequency 24

Inspector Name

Culvert Type

Barrel Length

Number of Spans

MAIN: 3        APPR: 0        TOTAL: 3

Main Span Length

Structure Length

57.5 ft

123.0 ft

Deck Width 34.5 ft

Deck Material C-I-P CONCRETE

Wear Surf Type LOW SLUMP CONC

Wear Surf Install Year 1982

Wear Course/Fill Depth 0.17 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R

4,244 sq ft

3,692 sq ft

0.8 ft 0.8 ft

0.67 ft 0.67 ft

31 31 Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

7

6

6

6

N

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

6

5

N

5

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

0-SUBSTANDARD

1-MEETS STANDARDS

1-MEETS STANDARDS

0-SUBSTANDARD

+  R D W Y  D I M E N S I O N S  +

30.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

34.0 ft

Median Width

30.0 ft

MNTH 4

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: 1          B:  1          C:  1

CONC - FTG PILE

CONC - FTG PILE

+  P A I N T  +

Pct. Unsound1987 5 %

4,984 sf

LEAD

ENAMEL

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

546 sq ft

NO PRMT REQD

I-LOW RISK

1998

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 20

HS  33.8

HS  20.3

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

10-01-2002

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 6864 TH 40 over CO DITCH # 16

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8A

County 12 - CHIPPEWA

City

Township LOURISTON

Desc. Loc. 18.0 MI W OF WILLMAR

Sect., Twp., Range 22 - 119N - 38W

Latitude

Longitude

45d 06m 31.49s

95d 25m 21.80s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1954

Temp

Skew

Plan Avail. DISTRICT

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 40

Roadway Function MAINLINE

Control Section (TH Only) 1210

Ref. Point (TH Only) 056+00.124

Date Opened to Traffic 01-01-1954

Detour Length 11 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

750  (2004)

HCADT 128

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

89.8

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

STEEL BM SPAN

Appr. Span Type

Appr. Span Detail

Last Inspection Date 10-31-2008

Inspection Frequency 24

Inspector Name

Culvert Type

Barrel Length

Number of Spans

MAIN: 1        APPR: 0        TOTAL: 1

Main Span Length

Structure Length

22.5 ft

25.5 ft

Deck Width 33.2 ft

Deck Material TIMBER

Wear Surf Type BITUMINOUS

Wear Surf Install Year 2001

Wear Course/Fill Depth 0.63 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R

847 sq ft

764 sq ft

0.3 ft 0.3 ft

0.67 ft 0.67 ft

37 37 Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

6

6

6

7

N

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

6

6

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

0-SUBSTANDARD

1-MEETS STANDARDS

1-MEETS STANDARDS

1-MEETS STANDARDS

+  R D W Y  D I M E N S I O N S  +

30.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

30.0 ft

Median Width

30.0 ft

MNTH 40

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: 1          B:  3          C:  3

COMB - PILE BENT

+  P A I N T  +

Pct. Unsound1977

3,053 sf

LEAD

ENAMEL

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

165 sq ft

NO PRMT REQD

I-LOW RISK

1995

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 20

HS  23.3

HS  14.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

12-01-1997

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 6956 TH 267 over STREAM

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8B

County 51 - MURRAY

City

Township SLAYTON

Desc. Loc. 2.0 MI S OF JCT TH30

Sect., Twp., Range 21 - 106N - 41W

Latitude

Longitude

43d 57m 53.88s

95d 47m 00.33s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1940

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 267

Roadway Function MAINLINE

Control Section (TH Only) 5109

Ref. Point (TH Only) 003+00.362

Date Opened to Traffic 01-01-1940

Detour Length 0 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

820  (2004)

HCADT 57

Functional Class. RUR/MAJOR COLL

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

97.3

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 10-31-2007

Inspection Frequency 24

Inspector Name

Culvert Type W88D

Barrel Length 41 ft

Number of Spans

MAIN: 2        APPR: 0        TOTAL: 2

Main Span Length

Structure Length

8.4 ft

18.7 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 6.00 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

6

6

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

6

N

N

6

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

30.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

30.0 ft

Median Width

MNTH 267

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

128 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

UNKN

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1940

Structure A-OPEN

On - Off System NO 



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 6962 TH 68 over DITCH

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8B

County 64 - REDWOOD

City

Township NEW AVON

Desc. Loc. 3.0 MI E OF WABASSO

Sect., Twp., Range 29 - 111N - 36W

Latitude

Longitude

44d 23m 55.61s

95d 11m 50.99s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1900

1950

Temp

Skew

Plan Avail.

TEMP SUB/PERM REP NEEDED

CENTRAL

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 68

Roadway Function MAINLINE

Control Section (TH Only) 6407

Ref. Point (TH Only) 072+00.641

Date Opened to Traffic 08-01-1950

Detour Length 12 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

1,350  (2004)

HCADT 162

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

S.D.

48.5

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

STEEL BM SPAN

Appr. Span Type

Appr. Span Detail

Last Inspection Date 09-29-2008

Inspection Frequency 12

Inspector Name

Culvert Type

Barrel Length

Number of Spans

MAIN: 1        APPR: 0        TOTAL: 1

Main Span Length

Structure Length

23.0 ft

26.0 ft

Deck Width 34.8 ft

Deck Material C-I-P CONCRETE

Wear Surf Type MONOLITHIC CONC

Wear Surf Install Year 1977

Wear Course/Fill Depth 0.17 ft

Deck Membrane NONE

Deck Rebars NONE

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R

905 sq ft

797 sq ft

1.0 ft 1.0 ft

0.83 ft 0.83 ft

39 39 Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

VEHICLE & SEMI

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

5

5

4

5

N

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

4

5

N

5

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

0-SUBSTANDARD

0-SUBSTANDARD

0-SUBSTANDARD

0-SUBSTANDARD

+  R D W Y  D I M E N S I O N S  +

30.5 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

42.0 ft

Median Width

30.5 ft

MNTH 68

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: X          B:  X          C:  X

CONC - FTG PILE

+  P A I N T  +

Pct. Unsound1977

2,288 sf

LEAD

ENAMEL

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

184 sq ft

NO PRMT REQD

NOT APPL

I-LOW RISK

1996

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 15

HS  24.1

HS  14.5

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

VEH:  32  SEMI:  40  DBL:  40

11-20-2008

Structure P-LOAD POSTED

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 8038 TH 4 over JUD DITCH # 15

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8A

County 65 - RENVILLE

City

Township HECTOR

Desc. Loc. 1.0 MI S OF HECTOR

Sect., Twp., Range 32 - 115N - 32W

Latitude

Longitude

44d 43m 37.44s

94d 43m 16.79s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1932

1989

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 4

Roadway Function MAINLINE

Control Section (TH Only) 6502

Ref. Point (TH Only) 093+00.299

Date Opened to Traffic 06-01-1989

Detour Length 11 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

1,400  (2004)

HCADT 252

Functional Class. RUR/MAJOR COLL

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

96.1

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 10-29-2008

Inspection Frequency 24

Inspector Name

Culvert Type W1010D

Barrel Length 107 ft

Number of Spans

MAIN: 2        APPR: 0        TOTAL: 2

Main Span Length

Structure Length

10.0 ft

22.5 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 11.10 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

7

6

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

6

N

N

6

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

30.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

34.0 ft

Median Width

MNTH 4

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

200 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

UNKN

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1932

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 8058 US 14 over DITCH

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8B

County 64 - REDWOOD

City

Township NORTH HERO

Desc. Loc. 6.3 MI W OF LAMBERTON

Sect., Twp., Range 26 - 109N - 38W

Latitude

Longitude

44d 13m 29.80s

95d 23m 19.93s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1931

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

US 14

Roadway Function MAINLINE

Control Section (TH Only) 6401

Ref. Point (TH Only) 054+00.363

Date Opened to Traffic 01-01-1931

Detour Length 0 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

1,650  (2004)

HCADT 198

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

97.3

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 08-20-2007

Inspection Frequency 24

Inspector Name

Culvert Type W104

Barrel Length 56 ft

Number of Spans

MAIN: 1        APPR: 0        TOTAL: 1

Main Span Length

Structure Length

10.0 ft

11.3 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 3.20 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

8

8

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

N

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

40.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

40.0 ft

Median Width

USTH 14

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

40 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

UNKN

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1931

Structure A-OPEN

On - Off System NO 



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 8059 US 14 over DITCH

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8B

County 64 - REDWOOD

City

Township NORTH HERO

Desc. Loc. 8.3 MI W OF LAMBERTON

Sect., Twp., Range 28 - 109N - 38W

Latitude

Longitude

44d 13m 30.11s

95d 25m 43.53s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1931

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

US 14

Roadway Function MAINLINE

Control Section (TH Only) 6401

Ref. Point (TH Only) 052+00.373

Date Opened to Traffic 01-01-1931

Detour Length 0 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

1,650  (2004)

HCADT 198

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

97.3

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 08-20-2007

Inspection Frequency 24

Inspector Name

Culvert Type W104

Barrel Length 44 ft

Number of Spans

MAIN: 1        APPR: 0        TOTAL: 1

Main Span Length

Structure Length

10.0 ft

11.3 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 1.60 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

NOT REQUIRED

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

7

8

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

N

N

6

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

40.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

40.0 ft

Median Width

USTH 14

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

40 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

UNKN

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1931

Structure A-OPEN

On - Off System NO 



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 8060 US 14 over STREAM

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8B

County 64 - REDWOOD

City

Township SPRINGDALE

Desc. Loc. 6.2 MI W OF WALNUT GROVE

Sect., Twp., Range 19 - 109N - 39W

Latitude

Longitude

44d 14m 20.86s

95d 35m 15.34s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1931

1996

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

US 14

Roadway Function MAINLINE

Control Section (TH Only) 6401

Ref. Point (TH Only) 044+00.105

Date Opened to Traffic 08-01-1996

Detour Length 0 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

1,650  (2004)

HCADT 198

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

97.3

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 10-07-2008

Inspection Frequency 12

Inspector Name

Culvert Type W88D W/PCST

Barrel Length 105 ft

Number of Spans

MAIN: 2        APPR: 0        TOTAL: 2

Main Span Length

Structure Length

8.4 ft

18.3 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 9.70 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

NOT REQUIRED

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

6

6

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

6

N

N

6

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

40.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

40.0 ft

Median Width

USTH 14

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

128 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

UNKN

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1931

Structure A-OPEN

On - Off System NO 



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 8091 TH 67 over STREAM

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8B

County 87 - YELLOW MEDICINE

City

Township MINNESOTA FALLS

Desc. Loc. 2.9 MI W OF GRANITE FALL

Sect., Twp., Range 06 - 115N - 39W

Latitude

Longitude

44d 48m 16.12s

95d 36m 07.68s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1918

1931

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 67

Roadway Function MAINLINE

Control Section (TH Only) 8706

Ref. Point (TH Only) 029+00.600

Date Opened to Traffic 11-01-1931

Detour Length 5 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

1,300  (2004)

HCADT 104

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

96.8

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 10-15-2008

Inspection Frequency 12

Inspector Name

Culvert Type W104

Barrel Length 45 ft

Number of Spans

MAIN: 1        APPR: 0        TOTAL: 1

Main Span Length

Structure Length

10.0 ft

11.3 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 1.80 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

8

6

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

6

N

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

42.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

40.0 ft

Median Width

MNTH 67

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

40 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

UNKN

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1918

Structure A-OPEN

On - Off System NO 



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 8092 TH 67 over STREAM

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8B

County 87 - YELLOW MEDICINE

City

Township MINNESOTA FALLS

Desc. Loc. 2.6 MI W OF GRANITE FALL

Sect., Twp., Range 06 - 115N - 39W

Latitude

Longitude

44d 48m 16.36s

95d 35m 44.05s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1918

1931

Temp

Skew

Plan Avail. DISTRICT

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 67

Roadway Function MAINLINE

Control Section (TH Only) 8706

Ref. Point (TH Only) 029+00.960

Date Opened to Traffic 11-01-1931

Detour Length 5 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

1,300  (2004)

HCADT 104

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

96.8

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 10-15-2008

Inspection Frequency 12

Inspector Name

Culvert Type W95D

Barrel Length 50 ft

Number of Spans

MAIN: 2        APPR: 0        TOTAL: 2

Main Span Length

Structure Length

9.0 ft

19.5 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 3.60 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

7

6

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

6

N

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

42.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

40.0 ft

Median Width

MNTH 67

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

90 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

UNKN

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1918

Structure A-OPEN

On - Off System NO 



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 8101 TH 22 over DITCH

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8A

County 43 - MCLEOD

City

Township RICH VALLEY

Desc. Loc. 8.6 MI S OF HUTCHINSON

Sect., Twp., Range 31 - 116N - 28W

Latitude

Longitude

44d 48m 28.51s

94d 15m 09.31s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1929

1998

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 22

Roadway Function MAINLINE

Control Section (TH Only) 4307

Ref. Point (TH Only) 113+00.361

Date Opened to Traffic 11-01-1948

Detour Length 0 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

5,300  (2004)

HCADT 583

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

97.3

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 10-02-2008

Inspection Frequency 24

Inspector Name

Culvert Type W57D

Barrel Length 78 ft

Number of Spans

MAIN: 2        APPR: 0        TOTAL: 2

Main Span Length

Structure Length

5.0 ft

12.8 ft

Deck Width

Deck Material N/A

Wear Surf Type MONOLITHIC CONC

Wear Surf Install Year

Wear Course/Fill Depth 1.60 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

7

7

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

N

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

40.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

40.0 ft

Median Width

MNTH 22

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

70 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

UNKN

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1929

Structure A-OPEN

On - Off System NO 



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 8140 TH 23 over STREAM

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8B

County 59 - PIPESTONE

City

Township ROCK

Desc. Loc. 1.2 MI E OF HOLLAND

Sect., Twp., Range 05 - 107N - 44W

Latitude

Longitude

44d 06m 05.06s

96d 09m 48.72s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1934

1969

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 23

Roadway Function MAINLINE

Control Section (TH Only) 5902

Ref. Point (TH Only) 040+00.676

Date Opened to Traffic 09-01-1970

Detour Length 0 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

2,650  (2004)

HCADT 451

Functional Class. RUR/PR ART OTH

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

97.3

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 10-15-2008

Inspection Frequency 24

Inspector Name

Culvert Type W108

Barrel Length 103 ft

Number of Spans

MAIN: 1        APPR: 0        TOTAL: 1

Main Span Length

Structure Length

10.0 ft

12.0 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 1.90 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

7

7

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

N

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

40.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

40.0 ft

Median Width

MNTH 23

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

80 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

UNKN

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1934

Structure A-OPEN

On - Off System NO 



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 8141 TH 23 over STREAM

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8B

County 59 - PIPESTONE

City

Township AETNA

Desc. Loc. 5.0 MI NE OF HOLLAND

Sect., Twp., Range 27 - 108N - 44W

Latitude

Longitude

44d 08m 19.66s

96d 06m 59.55s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1934

1971

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 23

Roadway Function MAINLINE

Control Section (TH Only) 5902

Ref. Point (TH Only) 044+00.288

Date Opened to Traffic 12-01-1971

Detour Length 0 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

2,650  (2004)

HCADT 451

Functional Class. RUR/PR ART OTH

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

97.3

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 10-15-2008

Inspection Frequency 24

Inspector Name

Culvert Type W128

Barrel Length 128 ft

Number of Spans

MAIN: 1        APPR: 0        TOTAL: 1

Main Span Length

Structure Length

12.0 ft

14.0 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 7.60 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

7

7

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

N

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

44.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

44.0 ft

Median Width

MNTH 23

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

96 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

UNKN

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1934

Structure A-OPEN

On - Off System NO 



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 8172 TH 30 over DITCH

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8B

County 51 - MURRAY

City

Township CHANARAMBIE

Desc. Loc. 1.3 MI W OF LAKE WILSON

Sect., Twp., Range 14 - 106N - 43W

Latitude

Longitude

43d 59m 29.24s

95d 58m 54.22s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1931

1946

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 30

Roadway Function MAINLINE

Control Section (TH Only) 5101

Ref. Point (TH Only) 024+00.170

Date Opened to Traffic 01-01-1946

Detour Length 0 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

1,250  (2004)

HCADT 125

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

86.3

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 10-31-2007

Inspection Frequency 24

Inspector Name

Culvert Type W1010

Barrel Length 83 ft

Number of Spans

MAIN: 1        APPR: 0        TOTAL: 1

Main Span Length

Structure Length

10.0 ft

11.8 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 9.40 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

7

5

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

5

N

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

40.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

40.0 ft

Median Width

MNTH 30

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

100 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

UNKN

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1931

Structure A-OPEN

On - Off System NO 



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 8173 TH 30 over STREAM

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8B

County 59 - PIPESTONE

City

Township BURKE

Desc. Loc. 11.0 MI E OF PIPESTONE

Sect., Twp., Range 14 - 106N - 44W

Latitude

Longitude

43d 59m 37.01s

96d 05m 28.58s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1932

1946

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 30

Roadway Function MAINLINE

Control Section (TH Only) 5904

Ref. Point (TH Only) 018+00.686

Date Opened to Traffic 07-01-1947

Detour Length 0 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

1,250  (2004)

HCADT 125

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

97.3

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 10-31-2007

Inspection Frequency 24

Inspector Name

Culvert Type W64D

Barrel Length 150 ft

Number of Spans

MAIN: 2        APPR: 0        TOTAL: 2

Main Span Length

Structure Length

6.5 ft

14.5 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 16.00 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

NOT REQUIRED

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

8

6

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

6

N

N

6

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

40.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

40.0 ft

Median Width

MNTH 30

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

48 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

UNKN

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1932

Structure A-OPEN

On - Off System NO 



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 8174 TH 30 over STREAM

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8B

County 59 - PIPESTONE

City

Township SWEET

Desc. Loc. 4.3 MI W OF PIPESTONE

Sect., Twp., Range 17 - 106N - 46W

Latitude

Longitude

43d 59m 40.28s

96d 23m 40.40s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1934

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 30

Roadway Function MAINLINE

Control Section (TH Only) 5903

Ref. Point (TH Only) 003+00.580

Date Opened to Traffic 01-01-1934

Detour Length 0 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

1,600  (2004)

HCADT 144

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

97.3

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 11-01-2007

Inspection Frequency 24

Inspector Name

Culvert Type W104

Barrel Length 42 ft

Number of Spans

MAIN: 1        APPR: 0        TOTAL: 1

Main Span Length

Structure Length

10.0 ft

12.0 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 2.00 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

8

8

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

N

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

36.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

40.0 ft

Median Width

MNTH 30

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

40 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

UNKN

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1934

Structure A-OPEN

On - Off System NO 



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 8238 US 59 over DITCH

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8B

County 51 - MURRAY

City

Township LIME LAKE

Desc. Loc. 4.3 MI E OF SLAYTON

Sect., Twp., Range 20 - 106N - 40W

Latitude

Longitude

43d 57m 55.64s

95d 40m 50.46s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1934

Temp

Skew

Plan Avail.

40R

NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

US 59

Roadway Function MAINLINE

Control Section (TH Only) 5104

Ref. Point (TH Only) 036+00.711

Date Opened to Traffic 01-01-1934

Detour Length 0 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

1,900  (2004)

HCADT 323

Functional Class. RUR/PR ART OTH

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

97.3

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 08-23-2007

Inspection Frequency 24

Inspector Name

Culvert Type W108

Barrel Length 66 ft

Number of Spans

MAIN: 1        APPR: 0        TOTAL: 1

Main Span Length

Structure Length

11.8 ft

13.8 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 7.40 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

6

7

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

N

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

38.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

38.0 ft

Median Width

USTH 59

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

80 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

UNKN

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1934

Structure A-OPEN

On - Off System NO 



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 8241 US 59 over STREAM

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8B

County 42 - LYON

City

Township FAIRVIEW

Desc. Loc. 6.2 MI N OF MARSHALL

Sect., Twp., Range 04 - 112N - 41W

Latitude

Longitude

44d 32m 11.72s

95d 47m 49.41s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1925

1998

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

US 59

Roadway Function MAINLINE

Control Section (TH Only) 4209

Ref. Point (TH Only) 079+00.985

Date Opened to Traffic 08-01-1953

Detour Length 0 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

1,850  (2004)

HCADT 204

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

96.3

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 10-16-2007

Inspection Frequency 24

Inspector Name

Culvert Type W104

Barrel Length 85 ft

Number of Spans

MAIN: 1        APPR: 0        TOTAL: 1

Main Span Length

Structure Length

10.0 ft

11.3 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 3.25 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

8

7

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

N

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

0-SUBSTANDARD

+  R D W Y  D I M E N S I O N S  +

30.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

30.0 ft

Median Width

USTH 59

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

40 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

UNKN

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1925

Structure A-OPEN

On - Off System NO 



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 8323 TH 68 over STREAM

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8B

County 87 - YELLOW MEDICINE

City

Township WERGELAND

Desc. Loc. 1.0 MI NW OF PORTER

Sect., Twp., Range 32 - 114N - 44W

Latitude

Longitude

44d 38m 38.85s

96d 11m 13.74s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1925

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 68

Roadway Function MAINLINE

Control Section (TH Only) 8709

Ref. Point (TH Only) 015+00.290

Date Opened to Traffic 01-01-1925

Detour Length 9 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

1,800  (2004)

HCADT 198

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

84.9

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 10-18-2007

Inspection Frequency 24

Inspector Name

Culvert Type W106

Barrel Length 34 ft

Number of Spans

MAIN: 1        APPR: 0        TOTAL: 1

Main Span Length

Structure Length

10.0 ft

11.3 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 2.30 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

8

5

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

5

N

N

6

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

26.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

30.0 ft

Median Width

MNTH 68

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

0.3 sq mi

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

60 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

UNKN

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1925

Structure A-OPEN

On - Off System NO 



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 8324 TH 68 over STREAM

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8B

County 87 - YELLOW MEDICINE

City

Township NORMAN

Desc. Loc. 3.5 MI NW OF PORTER

Sect., Twp., Range 24 - 114N - 45W

Latitude

Longitude

44d 40m 06.37s

96d 13m 15.57s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1925

1988

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 68

Roadway Function MAINLINE

Control Section (TH Only) 8709

Ref. Point (TH Only) 012+00.828

Date Opened to Traffic 09-01-1988

Detour Length 10 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

1,800  (2004)

HCADT 198

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

95.9

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 10-18-2007

Inspection Frequency 24

Inspector Name

Culvert Type W104

Barrel Length 94 ft

Number of Spans

MAIN: 1        APPR: 0        TOTAL: 1

Main Span Length

Structure Length

10.0 ft

11.3 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 3.00 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

7

8

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

N

N

6

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

40.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

30.0 ft

Median Width

MNTH 68

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

30 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

UNKN

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1925

Structure A-OPEN

On - Off System NO 



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 8330 US 71 over DITCH

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8B

County 64 - REDWOOD

City

Township NEW AVON

Desc. Loc. 11.7 MI N OF SANBORN

Sect., Twp., Range 36 - 111N - 36W

Latitude

Longitude

44d 22m 41.41s

95d 07m 38.18s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1936

Temp

Skew

Plan Avail.

45L

NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

US 71

Roadway Function MAINLINE

Control Section (TH Only) 6405

Ref. Point (TH Only) 063+00.907

Date Opened to Traffic 01-01-1936

Detour Length 0 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

2,000  (2004)

HCADT 340

Functional Class. RUR/PR ART OTH

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

98.3

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 08-20-2007

Inspection Frequency 24

Inspector Name

Culvert Type W108

Barrel Length 59 ft

Number of Spans

MAIN: 1        APPR: 0        TOTAL: 1

Main Span Length

Structure Length

14.5 ft

16.6 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 3.63 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R 02 02 Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

8

6

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

6

N

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

0-SUBSTANDARD

1-MEETS STANDARDS

1-MEETS STANDARDS

1-MEETS STANDARDS

+  R D W Y  D I M E N S I O N S  +

41.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

44.0 ft

Median Width

USTH 71

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

80 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

UNKN

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1936

Structure A-OPEN

On - Off System NO 



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 8370 US 75 over STREAM

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8B

County 41 - LINCOLN

City LAKE BENTON

Township

Desc. Loc. 0.1 MI N OF JCT TH 14

Sect., Twp., Range 08 - 109N - 45W

Latitude

Longitude

44d 16m 03.09s

96d 17m 15.56s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1936

1965

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

US 75

Roadway Function MAINLINE

Control Section (TH Only) 4108

Ref. Point (TH Only) 055+00.192

Date Opened to Traffic 01-01-1965

Detour Length 0 mi.

Lanes 3 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

970  (2004)

HCADT 136

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

85.8

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 11-01-2007

Inspection Frequency 24

Inspector Name

Culvert Type W106

Barrel Length 93 ft

Number of Spans

MAIN: 1        APPR: 0        TOTAL: 1

Main Span Length

Structure Length

10.0 ft

11.5 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 6.20 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

NOT REQUIRED

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

7

7

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

N

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

0-SUBSTANDARD

+  R D W Y  D I M E N S I O N S  +

55.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

55.0 ft

Median Width

USTH 75

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

60 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

UNKN

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1936

Structure A-OPEN

On - Off System NO 



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 8372 US 75 over YELLOW MEDICINE RIVER

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8B

County 41 - LINCOLN

City

Township ROYAL

Desc. Loc. 2.5 MI N OF IVANHOE

Sect., Twp., Range 22 - 112N - 45W

Latitude

Longitude

44d 29m 40.81s

96d 15m 41.06s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1923

Temp

Skew

Plan Avail.

50L

NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

US 75

Roadway Function MAINLINE

Control Section (TH Only) 4109

Ref. Point (TH Only) 071+00.345

Date Opened to Traffic 01-01-1923

Detour Length 0 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

680  (2004)

HCADT 109

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

97.3

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 11-15-2007

Inspection Frequency 24

Inspector Name

Culvert Type W86

Barrel Length 70 ft

Number of Spans

MAIN: 1        APPR: 0        TOTAL: 1

Main Span Length

Structure Length

12.4 ft

14.5 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 5.05 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

8

7

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

N

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

34.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

34.0 ft

Median Width

USTH 75

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

60 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

UNKN

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1923

Structure A-OPEN

On - Off System NO 



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 8373 US 75 over STREAM

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8B

County 41 - LINCOLN

City

Township MARBLE

Desc. Loc. 10.5 MI N OF IVANHOE

Sect., Twp., Range 10 - 113N - 45W

Latitude

Longitude

44d 36m 28.88s

96d 16m 34.37s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1923

1946

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

US 75

Roadway Function MAINLINE

Control Section (TH Only) 4109

Ref. Point (TH Only) 079+00.381

Date Opened to Traffic 01-01-1947

Detour Length 0 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

680  (2004)

HCADT 109

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

86.3

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 11-15-2007

Inspection Frequency 24

Inspector Name

Culvert Type W108

Barrel Length 140 ft

Number of Spans

MAIN: 1        APPR: 0        TOTAL: 1

Main Span Length

Structure Length

10.0 ft

12.0 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 18.75 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

NOT REQUIRED

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

8

5

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

5

N

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

34.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

34.0 ft

Median Width

USTH 75

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

80 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

UNKN

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1923

Structure A-OPEN

On - Off System NO 



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 8374 US 75 over STREAM

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8B

County 87 - YELLOW MEDICINE

City

Township NORMAN

Desc. Loc. 1.4 MI S OF CANBY

Sect., Twp., Range 15 - 114N - 45W

Latitude

Longitude

44d 41m 14.09s

96d 16m 36.64s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1922

1941

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

US 75

Roadway Function MAINLINE

Control Section (TH Only) 8710

Ref. Point (TH Only) 084+00.861

Date Opened to Traffic 06-01-1941

Detour Length 14 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

680  (2004)

HCADT 109

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

96.6

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 11-15-2007

Inspection Frequency 24

Inspector Name

Culvert Type W1010

Barrel Length 55 ft

Number of Spans

MAIN: 1        APPR: 0        TOTAL: 1

Main Span Length

Structure Length

10.0 ft

11.5 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 5.75 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

7

7

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

N

N

6

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

34.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

34.0 ft

Median Width

USTH 75

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

100 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

UNKN

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1922

Structure A-OPEN

On - Off System NO 



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 8376 US 75 over DITCH

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8B

County 37 - LAC QUI PARLE

City

Township PROVIDENCE

Desc. Loc. 7.6 MI NE OF CANBY

Sect., Twp., Range 31 - 116N - 44W

Latitude

Longitude

44d 48m 19.68s

96d 11m 27.29s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1930

1951

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

US 75

Roadway Function MAINLINE

Control Section (TH Only) 3702

Ref. Point (TH Only) 094+00.844

Date Opened to Traffic 09-01-1951

Detour Length 0 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

700  (2004)

HCADT 119

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

97.3

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 10-15-2007

Inspection Frequency 24

Inspector Name

Culvert Type W106

Barrel Length 45 ft

Number of Spans

MAIN: 1        APPR: 0        TOTAL: 1

Main Span Length

Structure Length

10.0 ft

11.3 ft

Deck Width

Deck Material N/A

Wear Surf Type MONOLITHIC CONC

Wear Surf Install Year

Wear Course/Fill Depth 2.40 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

8

8

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

N

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

40.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

44.0 ft

Median Width

USTH 75

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

60 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

UNKN

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1930

Structure A-OPEN

On - Off System NO 



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 8377 US 75 over STREAM

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8B

County 37 - LAC QUI PARLE

City

Township PROVIDENCE

Desc. Loc. 12.6 MI NE OF CANBY

Sect., Twp., Range 07 - 116N - 44W

Latitude

Longitude

44d 52m 34.05s

96d 11m 43.04s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1932

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

US 75

Roadway Function MAINLINE

Control Section (TH Only) 3702

Ref. Point (TH Only) 099+00.681

Date Opened to Traffic 09-01-1932

Detour Length 0 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

700  (2004)

HCADT 119

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

97.3

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 10-15-2007

Inspection Frequency 24

Inspector Name

Culvert Type W106

Barrel Length 67 ft

Number of Spans

MAIN: 1        APPR: 0        TOTAL: 1

Main Span Length

Structure Length

10.0 ft

11.3 ft

Deck Width

Deck Material N/A

Wear Surf Type MONOLITHIC CONC

Wear Surf Install Year

Wear Course/Fill Depth 8.30 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

7

6

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

6

N

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

42.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

44.0 ft

Median Width

USTH 75

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

60 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

UNKN

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1932

Structure A-OPEN

On - Off System NO 



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 8465 US 71 over DITCH

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8B

County 64 - REDWOOD

City

Township WILLOW LAKE

Desc. Loc. 10.9 MI N OF SANBORN

Sect., Twp., Range 02 - 110N - 36W

Latitude

Longitude

44d 22m 03.61s

95d 07m 38.05s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1936

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

US 71

Roadway Function MAINLINE

Control Section (TH Only) 6405

Ref. Point (TH Only) 063+00.197

Date Opened to Traffic 01-01-1936

Detour Length 0 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

2,000  (2004)

HCADT 340

Functional Class. RUR/PR ART OTH

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

96.3

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 08-20-2007

Inspection Frequency 24

Inspector Name

Culvert Type W108

Barrel Length 60 ft

Number of Spans

MAIN: 1        APPR: 0        TOTAL: 1

Main Span Length

Structure Length

10.0 ft

11.5 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 6.43 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

8

6

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

6

N

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

0-SUBSTANDARD

+  R D W Y  D I M E N S I O N S  +

46.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

44.0 ft

Median Width

USTH 71

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

80 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

UNKN

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1936

Structure A-OPEN

On - Off System NO 



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 8468 US 12 over DITCH

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8A

County 34 - KANDIYOHI

City

Township WILLMAR

Desc. Loc. 2.0 MI W OF WILLMAR

Sect., Twp., Range 16 - 119N - 35W

Latitude

Longitude

45d 07m 20.86s

95d 04m 40.25s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1938

1969

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

US 12

Roadway Function MAINLINE

Control Section (TH Only) 3403

Ref. Point (TH Only) 072+00.059

Date Opened to Traffic 07-01-1969

Detour Length 1 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

9,900  (2004)

HCADT 891

Functional Class. URB/OTH PR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

96.6

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 11-03-2008

Inspection Frequency 24

Inspector Name

Culvert Type W126

Barrel Length 88 ft

Number of Spans

MAIN: 1        APPR: 0        TOTAL: 1

Main Span Length

Structure Length

12.0 ft

13.6 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 4.10 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

8

7

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

N

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

44.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

44.0 ft

Median Width

USTH 12

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

72 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

UNKN

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1938

Structure A-OPEN

On - Off System NO 



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 8470 TH 67 over STREAM

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8B

County 87 - YELLOW MEDICINE

City

Township MINNESOTA FALLS

Desc. Loc. 1.8 MI S OF GRANITE FALL

Sect., Twp., Range 10 - 115N - 39W

Latitude

Longitude

44d 47m 01.80s

95d 31m 33.32s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1926

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 67

Roadway Function MAINLINE

Control Section (TH Only) 8707

Ref. Point (TH Only) 034+00.381

Date Opened to Traffic 01-01-1926

Detour Length 6 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

1,400  (2004)

HCADT 56

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

96.7

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 09-27-2007

Inspection Frequency 24

Inspector Name

Culvert Type W107

Barrel Length 42 ft

Number of Spans

MAIN: 1        APPR: 0        TOTAL: 1

Main Span Length

Structure Length

10.0 ft

11.5 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 4.00 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

5

7

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

N

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

30.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

32.0 ft

Median Width

MNTH 67

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

70 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

UNKN

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1926

Structure A-OPEN

On - Off System NO 



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 8471 US 71 over DITCH

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8B

County 64 - REDWOOD

City

Township NEW AVON

Desc. Loc. 7.9 MI S OF REDWOOD FALL

Sect., Twp., Range 12 - 111N - 36W

Latitude

Longitude

44d 25m 48.78s

95d 07m 03.28s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1938

1966

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

US 71

Roadway Function MAINLINE

Control Section (TH Only) 6405

Ref. Point (TH Only) 067+00.694

Date Opened to Traffic 01-01-1967

Detour Length 0 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

2,300  (2004)

HCADT 299

Functional Class. RUR/PR ART OTH

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

96.3

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 10-25-2007

Inspection Frequency 24

Inspector Name

Culvert Type W108

Barrel Length 70 ft

Number of Spans

MAIN: 1        APPR: 0        TOTAL: 1

Main Span Length

Structure Length

10.0 ft

11.5 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 4.70 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

7

6

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

6

N

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

0-SUBSTANDARD

+  R D W Y  D I M E N S I O N S  +

42.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

42.0 ft

Median Width

USTH 71

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

80 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

UNKN

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1938

Structure A-OPEN

On - Off System NO 



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 8472 US 71 over DITCH

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8B

County 64 - REDWOOD

City

Township NEW AVON

Desc. Loc. 8.7 MI S OF REDWOOD FALL

Sect., Twp., Range 13 - 111N - 36W

Latitude

Longitude

44d 25m 05.93s

95d 07m 12.67s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1938

1966

Temp

Skew

Plan Avail.

5L

NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

US 71

Roadway Function MAINLINE

Control Section (TH Only) 6405

Ref. Point (TH Only) 066+00.848

Date Opened to Traffic 01-01-1967

Detour Length 0 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

2,300  (2004)

HCADT 299

Functional Class. RUR/PR ART OTH

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

96.3

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 10-25-2007

Inspection Frequency 24

Inspector Name

Culvert Type W106

Barrel Length 98 ft

Number of Spans

MAIN: 1        APPR: 0        TOTAL: 1

Main Span Length

Structure Length

10.5 ft

11.7 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 8.79 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

7

6

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

6

N

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

0-SUBSTANDARD

+  R D W Y  D I M E N S I O N S  +

42.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

42.0 ft

Median Width

USTH 71

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

80 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

UNKN

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1938

Structure A-OPEN

On - Off System NO 



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 8492 TH 23 over STREAM

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8A

County 12 - CHIPPEWA

City

Township RHEIDERLAND

Desc. Loc. 0.5 MI E OF CLARA CITY

Sect., Twp., Range 07 - 117N - 37W

Latitude

Longitude

44d 57m 33.75s

95d 21m 28.12s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1939

1979

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 23

Roadway Function MAINLINE

Control Section (TH Only) 1205

Ref. Point (TH Only) 126+00.112

Date Opened to Traffic 03-01-1979

Detour Length 11 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

4,500  (2004)

HCADT 315

Functional Class. RUR/MAJOR COLL

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

92.5

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 10-08-2007

Inspection Frequency 24

Inspector Name

Culvert Type W108

Barrel Length 98 ft

Number of Spans

MAIN: 1        APPR: 0        TOTAL: 1

Main Span Length

Structure Length

10.0 ft

11.5 ft

Deck Width

Deck Material N/A

Wear Surf Type MONOLITHIC CONC

Wear Surf Install Year

Wear Course/Fill Depth 8.00 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

8

6

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

6

N

N

6

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

0-SUBSTANDARD

+  R D W Y  D I M E N S I O N S  +

40.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

40.0 ft

Median Width

MNTH 23

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

80 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

UNKN

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1939

Structure A-OPEN

On - Off System NO 



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 8517 TH 7 over CRANE CREEK

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8A

County 43 - MCLEOD

City

Township WINSTED

Desc. Loc. 8.7 MI E OF SILVER LAKE

Sect., Twp., Range 36 - 117N - 27W

Latitude

Longitude

44d 54m 22.19s

94d 01m 07.10s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1940

1970

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 7

Roadway Function MAINLINE

Control Section (TH Only) 4302

Ref. Point (TH Only) 159+00.649

Date Opened to Traffic 01-01-1970

Detour Length 0 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

7,500  (2004)

HCADT 600

Functional Class. RUR/PR ART OTH

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

97.3

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 10-02-2008

Inspection Frequency 24

Inspector Name

Culvert Type W86D

Barrel Length 86 ft

Number of Spans

MAIN: 2        APPR: 0        TOTAL: 2

Main Span Length

Structure Length

8.0 ft

18.3 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 4.40 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

NOT REQUIRED

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

8

7

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

N

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

40.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

40.0 ft

Median Width

MNTH 7

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

96 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

UNKN

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1940

Structure A-OPEN

On - Off System NO 



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 8518 TH 7 over STREAM

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8A

County 10 - CARVER

City

Township HOLLYWOOD

Desc. Loc. 5.4 MI W OF JCT TH 25

Sect., Twp., Range 29 - 117N - 26W

Latitude

Longitude

44d 54m 20.90s

93d 58m 31.83s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1940

1971

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 7

Roadway Function MAINLINE

Control Section (TH Only) 1003

Ref. Point (TH Only) 161+00.740

Date Opened to Traffic 01-01-1971

Detour Length 3 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

8,000  (2004)

HCADT 640

Functional Class. RUR/PR ART OTH

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

85.2

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 10-02-2008

Inspection Frequency 24

Inspector Name

Culvert Type W106D

Barrel Length 73 ft

Number of Spans

MAIN: 2        APPR: 0        TOTAL: 2

Main Span Length

Structure Length

10.0 ft

22.4 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 4.25 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

NOT REQUIRED

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

6

5

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

5

N

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

1-MEETS STANDARDS

1-MEETS STANDARDS

0-SUBSTANDARD

+  R D W Y  D I M E N S I O N S  +

40.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

327.8 ft

Appr. Surface Width

Roadway Width

40.0 ft

Median Width

MNTH 7

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

120 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 15

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1940

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 8519 TH 7 over STREAM

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8A

County 10 - CARVER

City

Township HOLLYWOOD

Desc. Loc. 1.4 MI W OF JCT TH 25

Sect., Twp., Range 36 - 117N - 26W

Latitude

Longitude

44d 54m 20.49s

93d 53m 51.61s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1940

1971

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

MN 7

Roadway Function MAINLINE

Control Section (TH Only) 1003

Ref. Point (TH Only) 165+00.611

Date Opened to Traffic 01-01-1971

Detour Length 7 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

8,300  (2004)

HCADT 664

Functional Class. RUR/PR ART OTH

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

92.8

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 10-08-2007

Inspection Frequency 24

Inspector Name

Culvert Type W104D

Barrel Length 80 ft

Number of Spans

MAIN: 2        APPR: 0        TOTAL: 2

Main Span Length

Structure Length

10.0 ft

22.6 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 4.25 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

NOT REQUIRED

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

6

6

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

6

N

N

5

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

1-MEETS STANDARDS

1-MEETS STANDARDS

0-SUBSTANDARD

+  R D W Y  D I M E N S I O N S  +

40.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

327.8 ft

Appr. Surface Width

Roadway Width

40.0 ft

Median Width

MNTH 7

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

80 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

H 15

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1940

Structure A-OPEN

On - Off System YES



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 8571 US 75 over STREAM

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8B

County 87 - YELLOW MEDICINE

City

Township OSHKOSH

Desc. Loc. 5.9 MI NE OF CANBY

Sect., Twp., Range 07 - 115N - 44W

Latitude

Longitude

44d 46m 54.58s

96d 11m 43.64s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1941

1992

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

US 75

Roadway Function MAINLINE

Control Section (TH Only) 8711

Ref. Point (TH Only) 093+00.185

Date Opened to Traffic 07-01-1992

Detour Length 9 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

930  (2004)

HCADT 140

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

96.7

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 10-09-2008

Inspection Frequency 12

Inspector Name

Culvert Type C105 W/PCST

Barrel Length 88 ft

Number of Spans

MAIN: 1        APPR: 0        TOTAL: 1

Main Span Length

Structure Length

10.0 ft

11.3 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 2.32 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

7

7

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

7

N

N

8

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

35.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

35.0 ft

Median Width

USTH 75

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

50 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

UNKN

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1941

Structure A-OPEN

On - Off System NO 



 V2006

Mn/DOT Structure Inventory Report

Date: 06/23/2009Bridge ID: 8575 US 75 over STREAM

Agency Br. No.

+  G E N E R A L  +

District Maint. Area8 8B

County 41 - LINCOLN

City

Township ROYAL

Desc. Loc. 0.25 MI N OF JCT TH 19

Sect., Twp., Range 34 - 112N - 45W

Latitude

Longitude

44d 27m 47.70s

96d 15m 44.54s

Custodian

Owner

STATE HWY

STATE HWY

Inspection By

BMU Agreement

Year Built

Year Fed Rehab

Year Remodeled

DISTRICT 8

1941

Temp

Skew

Plan Avail. NO PLAN

+  R O A D W A Y  +

+  S T R U C T U R E  +

Bridge Match ID (TIS)

Roadway O/U Key

1

1-ON

Route Sys/Nbr

Roadway Name or Description

US 75

Roadway Function MAINLINE

Control Section (TH Only) 4109

Ref. Point (TH Only) 069+00.176

Date Opened to Traffic 01-01-1941

Detour Length 0 mi.

Lanes 2 Lanes ON Bridge

ADT (YEAR)

Roadway Type 2 WAY TRAF

680  (2004)

HCADT 109

Functional Class. RUR/MINOR ART

+  I N S P E C T I O N  +

Deficient Status

Sufficiency Rating

ADEQ

97.3

          If Divided            NB-EB     SB-WB

Roadway Width

Vertical Clearance

Service On

Service Under

HIGHWAY

STREAM

Main Span Type

Main Span Detail

CONC BOX CULV

Appr. Span Type

Appr. Span Detail

Last Inspection Date 11-20-2008

Inspection Frequency 24

Inspector Name

Culvert Type C88D

Barrel Length 42 ft

Number of Spans

MAIN: 2        APPR: 0        TOTAL: 2

Main Span Length

Structure Length

8.5 ft

19.0 ft

Deck Width

Deck Material N/A

Wear Surf Type BITUMINOUS

Wear Surf Install Year

Wear Course/Fill Depth 3.45 ft

Deck Membrane NONE

Deck Rebars N/A

Deck Rebars Install Year

Structure Area

Roadway Area

Sidewalk Width - L/R

Curb Height - L/R

Rail Codes - L/R NN NN Vertical

Horizontal

Traffic

Posted Load

+  B R I D G E  S I G N S  +

NOT REQUIRED

NOT REQUIRED

OBJECT MARKERS

NOT APPLICABLE

+  C O N D I T I O N  C O D E S  +

Deck

Superstructure

Substructure

Channel

Culvert

N

N

N

8

6

+  A P P R A I S A L  R A T I N G S  +

Structure Evaluation

Deck Geometry

Underclearances

Waterway Adequacy

Approach Alignment

6

N

N

6

8

+  S A F E T Y  F E A T U R E S  +

Bridge Railing

GR Transition

Appr. Guardrail

GR Termini

Drainage  Area

N-NOT REQUIRED

0-SUBSTANDARD

0-SUBSTANDARD

N-NOT REQUIRED

+  R D W Y  D I M E N S I O N S  +

34.0 ft

Max. Vert. Clear.

Horizontal Clear.

Lateral Clr. - Lt/Rt

Appr. Surface Width

Roadway Width

34.0 ft

Median Width

USTH 75

+  M I S C .  B R I D G E  D A T A  +

Structure Flared

Parallel Structure

Field Conn. ID

Cantilever ID

Mn/DOT Permit Codes

Foundations

Abut.

Pier

Year Painted

Painted Area

Primer Type

Finish Type

NO 

NONE

A: N          B:  N          C:  N

+  P A I N T  +

Pct. Unsound

+  W A T E R W A Y  +

Waterway Opening

Navigation Control

Pier Protection

Nav. Vert./Horz. Clr.

Nav. Vert. Lift Bridge Clear.

MN Scour Code

Scour Evaluation Year

128 sq ft

NO PRMT REQD

E-CULVERT

Design Load

Operating Rating

Inventory Rating

Posting

Rating Date

UNKN

HS  24.0

HS  18.0

+  C A P A C I T Y  R A T I N G S  +

+  I N  D E P T H  I N S P .  +

Frac. Critical

Underwater

Pinned Asbly.

Spec. Feat.

01-01-1941

Structure A-OPEN

On - Off System NO 


