


























































































































































































































































































































Mn/DOT Municipal § ‘e Aid Needs System

2011 MSAS Needs Study - Mileage Summary For OTSEGO
Mileage By Existing Surface Type And Projected Traffic Volume Group

B - UNIMPROVED
C - GRADED & DRAINED 029 0.00 0.67 0.00 0.00 0.96
D - SOIL SURFACED 0.00 0.00 0.00 0.00 0.00 0.00
E - AGGREGATE SURF 0.00 0.68 0.00 0.25 0.00 0.93
F - SURFACE TREATED ' 000 0.00 0.00 0.00 0.00 0.00
G - MIXED BITUMINOUS 0.00 2.4 ' 472 0.70 0.00 , 7.86 5
I- BIT CONC OR ASPH - 0.00 0.00 2.77 0.00 - 0.00 277
T - PORT CEMENT CONC 0.00 0.00 0.00 , 0.00 0.00 ' 0.00
K - BRICK 0.00 0.00 0.00 0.00 0.00 0.00
L-BLOCK 0.00 0.00 0.00 0.00 0.00 0.00
M - CONC W/ BIT OVER 0.00 0.00 | 0.00 0.00 0.00 ©0.00

UNIMPROVED - b.00
IMPROVED 12,52

Mileage Summary Page]ofl 12/30/2011 6:06:13AM



| Mn/DOT Municipal £ e Aid Needs System

2011 MSAS Needs Study - Mileage Summary For OWATONNA
Mileage By Existing Surface Type And Projected Traffic Volume Group

PHASE: YEAR-END FINAL

B - UNIMPROVED

C - GRADED & DRAINED 0.00 0.00 0.00 0.00 0.00
D - SOIL SURFACED 0.00 0.00 0.00 0.00 0.00
E - AGGREGATE SURF 0.00 0.00 0.00 0.00 | | 0.00
F - SURFACE TREATED 0.00 ' 0.00 0.00 0.00 0.00
G - MIXED BITUMINOUS 0.00 0.26 0.64 0.00 5.61
1- BIT CONC OR ASPH 0.00 1.37 243 1.48 - 8.96
J-PORT CEMENT CONC 0.00 | 0.83 5.29 3.70 13.73
K - BRICK 0.00 0.00 0.00 0.00 0.00
L - BLOCK 0.00 0.00 0.00 0.00 0.00
M - CONC W/ BIT OVER 0.00 0.00 0.00 0.00 _ 0.00
O - DESIG. NON-EXIST

UNIMPROVED 0.00

IMPROVED 28.30

Mileage Summaxy_ : Page 1 of 1 : 12/30/2011 5:35:29AM .




Mn/DOT Municipal € ‘e Aid Needs System

2011 MSAS Needs Study - Mileage Summary For PLYMOUTH
Mileage By Existing Surface Type And Projected Traffic Volume Group

PHASE: YEAR-END FINAL

B - UNIMPROVED : 0.00 0.00 0.00 0.00 0.00 0.00
C - GRADED & DRAINED 0.00 0.00 0.00 0.00 0.00 0.00
D - SOIL SURFACED 0.00 0.00 0.00 0.00 0.00 0.00
E - AGGREGATE SURF 0.00 1.32 0.00 0.00 0.00 1.32
F - SURFACE TREATED 0.00 0.00 0.00 0.00 0.00 0.00
G - MIXED BITUMINOUS 0.00 0.49 4.12 2.99 5.82 13.42
[ - BIT CONC OR ASPH ' 0.00 0.71 8.16 16.45 16.73 42.05
J - PORT CEMENT CONC 0.00 0.10 0.00 0.00 0.00 0.10
K - BRICK 0.00 0.00 0.00 0.00 0.00 | 0.00
L-BLOCK 0.00| 0.00 0.00 0.00 0.00 0.00
M - CONC W/ BIT OVER 0.00 0.00 0.00 0.00 6.00 0.00

UNIMPROVED ' ' 0.00
| IMPROVED 56.89

Mileage Summary Page 1 of 1 , ' 12/30/2011 5:36:03AM



Mn/DOT Municipal € ‘e Aid Needs System

2011 MSAS Needs Study - Mileage Summary For PRIOR LAKE
Mileage By Existing Surface Type And Projected Traffic Volume Group

PHASE: YEAR-END FINAL

B - UNIMPROVED
C - GRADED & DRAINED
D - SOIL SURFACED

E - AGGREGATE SURF

F - SURFACE TREATED
G - MIXED BITUMINOUS
I - BIT CONC OR ASPH

T - PORT CEMENT CONC
K - BRICK

L -BLOCK

|M - CONC W/ BIT OVER

- |0 - DESIG. NON-EXIST
TOTAE. L

N A

UNIMPROVED ' 0,00
IMPROVED - 16.41

Mileage Summary Page 1 of 1 12/30/2011  5:59:23AM



Mn/DOT Municipal S ¢ Aid Needs System

2011 MSAS Needs Study - Mileage Summary For RAMSEY

Mileage By Existing Surface Type And Projected Traffic Volume Group
PHASE: YEAR-END FINAL - |

B - UNIMPROVED

C - GRADED & DRAINED _ 0.00
D - SOIL SURFACED ' 0.50
E - AGGREGATE SURF 0.00
F - SURFACE TREATED . 0.00
G - MIXED BITUMINOUS 0.52
1- BIT CONC OR ASPH ' 0.46
I - PORT CEMENT CONC 0.00
K - BRICK 0.00
L - BLOCK : 0.00
M - CONC W/ BIT OVER - 0.00
O - DESIG. NON-EXIST . 0.00

[Srasasaad

R

NON - EXISTING E— b L
UNIMPROVED o
IMPROVED —

Mileage Summary ' Page 1 of 1 12/30/2011  5:57:19AM



Mn/DOT Municipal § = ‘e Aid Needs System

2011 MSAS Needs Study - Miléage Summary For RED WING
Mileage By Existing Surface Type And Projected Traffic Volume Group

PHASE: YEAR-END FINAL

B - UNIMPROVED 0.00 0.00 0.00 0.00 0.00
C - GRADED & DRAINED 0.00 0.00 0.00 0.00 0.00
D - SOIL SURFACED _ 0.00 0.00 0.00 0.00 0.00
E - AGGREGATE SURF 0.00 0.00 0.00 0.00 0.00
F - SURFACE TREATED . 0.00 0.00 0.00 0.00 0.00
G - MIXED BITUMINOUS 0.00 1.76 7.35 3.29 18.04
I - BIT CONC OR ASPH 0.00 0.00 0.16 0.00 0.16
T - PORT CEMENT CONC 0.00 O 0.00 0.04 0.00 0.32
K - BRICK 0.00 0.00 0.00 0.00 0.00
L - BLOCK 0.00 0.00 0.00 0.00 0.00 i
M - CONC W/ BIT OVER 0.00 0.00 1.36 0.24 2.28
O - DESIG. NON-EXIST © 000 0.00 _ 1.27 0.00 425
TOTAL: e 353

“NON - EXISTING B _ - 425
UNIMPROVED 0,00
IMPROVED ' 20.80

Mileage Summary Page 1 of 1 ‘ 12/30/2011  5:36:26AM



Mn/DOT Municipal £ e Aid Needs System

2011 MSAS Needs Study - Mileage Summary For REDWOQOOD FALLS
_ Mileage By Existing Surface Type And Projected Traffic Volume Group
PHASE: YEAR-END FINAL

B - UNIMPROVED

C - GRADED & DRAINED 0.00 0.00 0.00
D - SOIL SURFACED ' 0.00 0.00 0.00
E - AGGREGATE SURF 0.00 0.87 0.00
F - SURFACE TREATED 0.00 0.00 0.00
G - MIXED BITUMINOUS 0.00 3.37 3.41
I - BIT CONC OR ASPH 0.00 0.00 0.00
T - PORT CEMENT CONC 0.00 0.08 0.00
K - BRICK 0.00 0.00 0.00
L - BLOCK . 0.00 0.00 0.00
M - CONC W/ BIT OVER ' 0.00 0.00 0.00
O - DESIG. NON-EXIST 0.00 0.39 0.38
gomAE. 0 e el S

NI EAGE ]

S R e e

NON - EXISTING T | o o7
UNIMPROVED 0.00
IMPROVED . 7.73

Mileage Summary _ ~Pagelofl 12/30/2011  6:01:23AM



Mn/DOT Municipal £ ‘e Aid Needs System

2011 MSAS Needs Study - Mileage Summary For RICHFIELD
Mileage By Existing Surface Type And Projected Traffic Volume Group
YEAR-END FINAL

PHASE:

B - UNIMPROVED 0.00 0.00 0.00 0.00 0.00 0.00
C - GRADED & DRAINED 0.00 0.00 0.00 0.00 | . 0.00 0.00
D - SOIL SURFACED 0.00 0.00 0.00 | - 0.00| 0.00 0.00
E - AGGREGATE SURF : 0.00 0.00 0.00 . 0.00 .00 - 0.00
I - SURFACE TREATED 0.00 0.00 0.00° 0.00 - 0.00 0.00
G - MIXED BITUMINOUS 0.00 0.84 4.80 0.73 1.49 7.86
I - BIT CONC OR ASPH 0.00 2.95 5.06 1.35 157 | - 10.93
J - PORT CEMENT CONC 0.00 0.00 1.58 0.45 2.72 4.75
K - BRICK 0.00 0.00 0.00 0.00 ' 0.00 0.00
L - BLOCK 0.00 0.00 0.00 0.00 0.00 - 0.00
M - CONC W/ BIT OVER 0.00 0.00 0.00 0.00 0.80 0.80
O - DESIG. NON-EXIST 0.00 0.00 0.17 0.00 0.00r 0.17

e S e e 2

“NON - EXISTING
UNIMPROVED , ' 0.00
IMPROVED . 24.34

Mileage Summary Page 1 of 1 _ 12/30/2011  5:36:50AM



el Mn/DOT Municipal § ¢ Aid Needs System

2011 MSAS Needs Study - Mileage Summary For ROBBINSDALE
Mileage By Existing Surface Type And Projected Traffic Volume Group

PHASE: YEAR-END FINAL

R s S
o ey

B - UNIMPROVED 0.00 0.00 0.00 ‘ 0.00
C - GRADED & DRAINED ' 0.00 eoo| . 0.00 0.60
D - SOIL SURFACED 0.00 0.00 0.00 0.00
E - AGGREGATE SURF 0.00 0.00 0.00 0.00
F - SURFACE TREATED ¢.00 0.00 0.00 . 0.00
G - MIXED BITUMINOUS 0.00 2.21 3.90 141
1- BIT CONC OR ASPH ' 0.00 0.26 | 0.23 1.13
] -PORT CEMENT CONC . 0.00 0.00 0.00 0.00
K - BRICK ‘ 0.00 0.00] 0.00 0.00
L - BLOCK : 0.00 0.00 0.00 0.00
M - CONC W/ BIT OVER _ 0.00 - 0.00 0.00 0.00
O - DESIG. NON-EXIST

e i

5 FaBet N 5 Ry o St
NON - EXISTING ' 0.00
UNIMPROVED ) 0.00
IMPROVED 10.07

Mileage Summary : . Page 1 of 1 | _ 12/30/2011 5:37:16AM



Mn/DOT Municipal § ‘e Aid Needs System

2011 MSAS Needs Study - Mileage Summary For ROCHESTER
Mileage By Existing Surface Type And Projected Traffic Volume Group

PHASE: YEAR-END FINAL

B - UNIMPROVED 0.00 0.00 0.00 0.00 0.00 0.00
C - GRADED & DRAINED 0.00 0.00 0.00 0.00 0.00 0.00
D - SOIL SURFACED ~0.00 0.00 0.00 0.00 0.00 0.00
E - AGGREGATE SURF 0.00 0.00 0.56 0.00 0.00 0.56
F - SURFACE TREATED 0.00 0.00 0.00 0.00 0.00 0.00
|G - MIXED BITUMINOUS 0.00 0.46 ' 532 4.89 3.44 14.11
1- BIT CONC OR ASPH 0.00 2.33 22.96 15.80 1972 60.81
|3 - PORT CEMENT CONC 0.00 0.00 1.36 0.96 11.57 13.89
K - BRICK 0.00 0.00 0.00 0.00 0.00 0.00
L - BLOCK 0.00 0.00 | 0.00 0.00 000 0.00 :
M - CONC W/ BIT OVER 0.00 0.00 0.00 - 0.00 |- 0.00 0.00

"NON - EXISTING 3.00 |
UNIMPROVED 0.00
IMPROVED 89.37

Milgage Summary Page 1 of 1 12/730/2011 5:37:41AM



Mn/DOT Municipal £ e Aid Needs System

2011 MSAS Needs Study - Mileage Summary For ROGERS
Mileage By Existing Surface Type And Projected Traffic Volume Group

PHASE: YEAR-END FINAL

MILEAGE BY
O e T T e

T e P e TS e
N o
o

B - UNIMPROVED

C - GRADED & DRAINED 0.00
D - SOIL SURFACED 0.00
E - AGGREGATE SURF 0.00
¥ - SURFACE TREATED 0.00
G - MIXED BITUMINOUS 0.00
1-BIT CONC OR ASPH 0.00
J - PORT CEMENT CONC 0.00
K - BRICK 0.00
L - BLOCK 0.00
M - CONC W/ BIT OVER 0.00
O - DESIG. NON-EXIST 0.00

e P B T
;-5%%0&&% B A R N T

Mileage Summary

"NON - EXISTING 2.38

UNIMPROVED 0.00

IMPROVED 9.60
Page 1 of 1 12/30/2011  6:15:01AM



Mn/DOT Municipal € e Aid Needs System

2011 MSAS Needs Study - Mileage Summary For ROSEMOUNT
Mileage By Existing Surface Type And Projected Traffic Volume Group

PHASE: YEAR-END FINAL

e
s

L e e S o R T

"NON - EXI

B - UNIMPROVED 0.00 0.00 0.00 0.00
C - GRADED & DRAINED 0.00 0.00 0.00 0.00
D - SOIL SURFACED 0.00 0.00 0.00 0.00
E - AGGREGATE SURF 1.51 227 0.00 0.00
F - SURFACE TREATED 0.00 0.00 0.00 0.00
G - MIXED BITUMINOQUS 1.01 041 2.93 2.96
I - BIT CONC OR ASPH 0.00 3.24 1.69 3.97
J-PORT CEMENT CONC 0.00 0.00 0.00 0.00
K - BRICK 0.00 0.00 0.00 ¢.00
L - BLOCK 0.00 0.00 0.00 0.00
M - CONC W/ BIT OVER 0.00 0.00 0.00 0.00
O - DESIG. NON-EX

TING
UNIMPROVED £.00
IMPROVED 21,75
Mileage Summary Page 1 of 1 -12/730/2011 6:01:47AM




Mn/DOT Municipal & e Aid Needs System

2011 MSAS Needs Study - Mileage Summary For ROSEVILLE
Mileage By Existing Surface Type And Projected Traffic Volume Group

PHASE: YEAR-END FINAL

B - UNIMPROVED ' 0.00 0.00 0.00 0.00 0.00 0.00
C - GRADED & DRAINED - 0.00 0.00 0.00 0.00 0.00 0.00
D - SOIL SURFACED 0.00 0.00 0.00 0.00 0.00 0.00
E - AGGREGATE SURF 0.00 0.00 0.00 0.00 0.00 0.00
F - SURFACE TREATED 0.00 0.44 0.00 . 0.00 0.00 0.44
G - MIXED BITUMINOUS : 0.10 5.94 13.61 1.33 1.13 22.11
I- BIT CONC OR ASPH 0.00 0.89 3.05 0.83 0.00 477
J - PORT CEMENT CONC o 0.00 0.00 0.00 |. 0.00 0.23 0.23
K - BRICK 0.00 0.00 0.00 0.00 | 0.00 0.00
L - BLOCK _ 0.00 - 0.00 0.00 . 0.00 0.00 0.00
M - CONC W/ BIT OVER 0.00 0.00) 0.00 0.00 0.00 0.00
‘ 0.00
e

“NON - EXISTING , T 157
UNIMPROVED : ' 0.00
IMPROVED 27.55

Mileage Summary Page 1 of 1 ' ' 12/30/2011  5:38:04AM




Mn/DOT Maunicipal £ ¢ Aid Needs System

2011 MSAS Needs Study - Mileage Summary For SARTELL
Mileage By Existing Surface Type And Projected Traffic Volume Group
PHASE: YEAR-END FINAL ' '

B - UNIMPROVED 0.00 0.00 0.00 0.00 _ 0.00 0.00

C - GRADED & DRAINED 0.00 0.00 0.00 0.00 0.00 0.00

D - SOIL SURFACED 0.00 0.00 0.00 0.00 0.00 0.00

E - AGGREGATE SURF 0.00 0.00 0.00 0.00 0.00 0.00

F - SURFACE TREATED 0.00 0.00 0.00 0.00 0.00 0.00

G - MIXED BITUMINOUS 0.00 1.90 8.26 6.21 0.00 16.37

1-BIT CONC OR ASPH 0.00 0.00 0.00 0.00 0.00 : 0.00

J - PORT CEMENT CONC 0.00 0.00 : 0.00 0.00 0.00 0.00

K - BRICK 0.00 0.00 0.00 0.00 0.00 0.00

L-BLOCK . 0.00 0.00 0.00 0.00 0.00 0.00

M - CONC W/ BIT OVER 0.00 0.00 0.00 0.00 0.00 0.00

O - DESIG. NON-EXIST 0.00 0.73 ' 0.82 0.00 0.00 1.60 ;
AL D L Ewm Sl ey T .

UNIMPROVED 0.00
IMPROVED 16.37 ' |

Mileage Summary : Page 1 of 1 12/30/2011 6:07:31AM



Mn/DOT Municipal § e Aid Needs System

2011 MSAS Needs Study - Mileage Summary For SAUK RAPIDS
Mileage By Existing Surface Type And Projected Traffic Volume Group

C - GRADED & DRAINED 0.00 0.00 0.00 0.00 0.00
D - SOIL SURFACED 0.00 0.00 0.00 0.00 0.00
E - AGGREGATE SURF 0.00 0.00 ' 0.00 0.00 0.00
F - SURFACE TREATED 0.00 0.00 0.00 0.00 0.00
G - MIXED BITUMINOUS 0.00 0.21 8.44 2.26 11.12
I-BIT CONC OR ASPH 0.00 0.00 1.05 0.64 1.69
J - PORT CEMENT CONC . 0.00 0.00 0.00 0.00 0.76
K - BRICK 0.00 0.00 0.00 0.00 0.00
L - BLOCK 0.00 0.00 0.00 0.00 0.00
M - CONC W/ BIT OVER - 0.00 0.00 0.00 000 0.44
{0 - DESIG. NON-EXIST 0.00{

- e R
oise.

S A [ R e
A o e IS e B
i %’%ﬂ %&%&@%}h N f‘“ b s 1

e e Lo e 0.0 o
UNIMPROVED 0.00
IMPROVED ' 14.1

Mileage Summary Page 1 of 1 12/30/2011  5:53:53AM



"Mn/DOT Municipal £ e Aid Needs System

2011 MSAS Needs Study - Mileage Summary For SAVAGE
Mileage By Existing Surface Type And Projected Traffic Volume Group

PHASE: YEAR-END FINAL

C - GRADED & DRAINED 0.00
D - SOIL SURFACED 0.00
E - AGGREGATE SURF ' ¢.00
F - SURFACE TREATED . 0.00
G - MIXED BITUMINOUS 0.00
1-BIT CONC OR ASPH ¢.00

|J - PORT CEMENT CONC 0.00
K-BRICK - 0.00

-|L -BLOCK 0.00
M - CONC W/ BIT OVER 0.00
O - DESIG. NON-EXIST

"NON - EXISTING T 249
UNIMPROVED _ 0.00
IMPROVED 24.49

Mileage Summary Page 1 of 1 12/30/2011  6:03:02AM



Mn/DOT Municipal £ ‘e Aid Needs System

2011 MSAS Needs Study - Mileage Summary For SHAKOPEE
Mileage By Existing Surface Type And Projected Traffic Volume Group

PHASE: YEAR-END FINAL

B - UNIMPROVED ' 0.00 0.00 0.00 0.00 0.00 0.00
C - GRADED & DRAINED 0.00 0.00 0.00 0.00 0.00 - 0.00
D - SOIL SURFACED 0.00 0.00 0.00 0.00 0.00 0.00
E - AGGREGATE SURF 0.00 0.25 0.00 0.00 0.00 0.25
F - SURFACE TREATED 0.00 0.00 0.00 0.00 0.00 0.00
G - MIXED BITUMINOQUS 0.26 2.38 10.59 4.87 3.36 21.46
I-BIT CONC OR ASPH 0.00 1.41 4.95 3.88 1.25 11.49
J - PORT CEMENT CONC 0.00| 0.00 . 0.00 0.00 -~ 0.00 0.00
K - BRICK 0.00 : 0.00 ©0.00 0.00 0.00 0.00
L - BLOCK 0.00 0.00 0.00 0.00 0.00 0.00
M - CONC W/ BIT OVER 0.00 ' 0.00 0.00 0.00 0.00 0.00
- DESIG. NON-EXIST 0.00 0.78 200 | 1.04 0.00 3.82
821 . T . aelj 3700

SRR e el

SN R

ek

HEn SR
e ot o) MR,

< R

NON - EXISTING - — 3.82 \
UNIMPROVED 0.00 :
IMPROVED 33.20 '

Mileage Summary ' _ _ Page 1 of 1 12/30/2011 - 5:42:28AM



Mn/DOT Municipal § e Aid Needs System

2011 MSAS Needs Study - Mileage Summary For SHOREVIEW
Mileage By Existing Surface Type And Projected Traffic Volume Group

PHASE: YEAR-END FINAL

B - UNIMPROVED

C - GRADED & DRAINED 0.00 0.00 0.00
D - SOIL SURFACED 0.00 0.00 0.00
E - AGGREGATE SURF 0.00 0.00 0.00
F - SURFACE TREATED 0.00 0.00 0.00
G - MIXED BITUMINOUS 0.00 0.00 0.00
I - BIT CONC OR ASPH ' 0.00 347 18.53
|7 - PORT CEMENT CONC 0.00 0.00 0.00
K - BRICK 0.00 0.00 0.00
L - BLOCK 0.00 0.00 0.00
M - CONC W/ BIT OVER 0.00 - 0.00 0.00
O - DESIG. NON-EXIST _ 0.00 1.11 1.11

R P ‘_ .w&%&%@%"*%ﬁg'h'grr'@\if;%?!%” ) 7 T
s %31"-’;; s\ BE e 5‘%’% “ﬁ%gs}ﬁa> %@% S

S

'NON - EXISTING B HERTEE
UNIMPROVED 0.00
IMPROVED | 18.53

Mileage Summary Page 1 of 1 12/30/2011 5:42:52AM



Mn/DOT Municipal § e Aid Needs System

2011 MSAS Needs Study - Mileage Summary For SHOREWOOD
Mileage By Existing Surface Type And Projected Traffic Volume Group

PHASE: YEAR-END FINAL

B - UNIMPROVED 0.00

T

C - GRADED & DRAINED 0.00 0.00 0.00 0.00 0.00
D - SOIL SURFACED 0.00 0.00 0.00 0.00 0.00
E - AGGREGATE SURF 0.00 0.00 0.00 0.00 0.00
F - SURFACE TREATED 0.00 0.00 0.00 0.00 000
G - MIXED BITUMINOUS 0.00 1.29 2.41 4.88 0.00 |
- BIT CONC OR ASPH 0.00] - 0.00 0.00 0.00 0.00
T - PORT CEMENT CONC 0.00 0.00 0.00 0.00 0.00
K - BRICK | 0.00 .00 0.00 , 0.00 0.00
L - BLOCK 0,00 0.00 0.00 0.00 0.00
M - CONC W/ BIT OVER 0.00 0.00 0.00 0.00 0.00 3§
O - DESIG. NON-EXIST 0.00 (

O

A
s
s Fs'ﬂé‘@?%i

fzis

NON - EXISTING
UNIMPROVED
IMPROVED

Mileage Summary . Page 1 of 1 12/30/2011  6:05:55AM



Mn/DOT Municipal £ ‘e Aid Needs System

2011 MSAS Needs Study - Mileage Summary For SOUTH ST PAUL
Mileage By Existing Surface Type And Projected Traffic Volume Group

PHASE: YEAR-END FINAL

B - UNIMPROVED 0.00 0.00 0.00 0.00 0.00 0.00
C - GRADED & DRAINED 0.00 0.00 0.00 0.00 0.00 0.00
D - SOIL SURFACED 0.00 0.00 0.00 0.00 0.00 0.00
E - AGGREGATE SURF - 0.00 0.00 : 0.00 0.00 0.00 0.00
F - SURFACE TREATED 0.00 0.00 0.00 0.00 0.00 0.00
G - MIXED BITUMINOUS 0.00 0.76 2.51 1.78 1.04 6.09
I - BIT CONC OR ASPH 0.00 1.16 7.40 0.73 0.43 9,72
|3 - PORT CEMENT CONC 0.00 0.00 0.75 0.51 0.39 1.65
K - BRICK 0.00 ' 0.00 0.00 0.00 0.00 0.00
L-BLOCK : 0.00 0.00 0.00 0.00 0.00 0.00
M - CONC W/ BIT OVER 0.00 0.00 © 000 0.00 : 0.00 0.00
O - DESIG. NON-EXIST ' © o 0.00 : 0.00 0.00 : 0.00 0.00 0.00
RO 0 e 3 A ERene : e b R 5 ik 3 ) R L T Ry Ve e RS Tk

P

BT SR B i o A IR
NON - EXISTIN: 0.00
UNIMPROVED : .00

IMPROVED 17.46

Mileage Summary Page 1 of 1 1273072011 5:43:14AM



Mn/DOT Municipal € ‘e Aid Needs System

2011 MSAS Needs Study - Mileage Summary For SPRING LAKE PARK

Mileage By Existing Surface Type And Projected Traffic Volume Group
PHASE: YEAR-END FINAL

) e sl B
el ‘

B - UNIMPROVED 0.00
C - GRADED & DRAINED 0.00
D - SOIL SURFACED ' 0.00
E - AGGREGATE SURF 0.00
F - SURFACE TREATED 0.00
G - MIXED BITUMINOUS 0.00
1- BIT CONC OR ASPH ' 0.00
J - PORT CEMENT CONC 0.00
K - BRICK 0.00
L - BLOCK 0.00
M - CONC W/ BIT OVER 0.00
O - DESIG. NON-EXIST 0.00
YTAEL Ty s SN

=

e :

O T,

NON - EXISTING 0.00
UNIMPROVED .. 0.00
IMPROVED 5.82

Mileage Summary . : Page 1 of 1 : 12/30/2011 5:50:34AM



Mn/DOT Municipal £ ‘e Aid Needs System

2011 MSAS Needs Study - Mileage Summary For ST ANTHONY
Mileage By Existing Surface Type And Projected Traffic Volume Group

PHASE: YEAR-END FINAL

B - UNIMPROVED 0.00 0.00 0.00
'|C - GRADED & DRAINED 0.00 0.00 0.00
D - SOIL SURFACED 0.00 0.00 0.00
E - AGGREGATE SURF 0.00 0.00 0.00
F - SURFACE TREATED 0.00 0.00 0.00
G - MIXED BITUMINOQUS 0.00 0.00 2.70
I - BIT CONC OR ASPH 0.00 1.24 1.74
J-PORT CEMENT CONC 0.00 0.42 1.51
K - BRICK 0.00 0.00 0.00
L-BLOCK 0.00 0.00 0.00
M - CONC W/ BIT OVER 0.00 0.00 0.00
O - DESIG. NON-EXIST 0.00 0.00 |
= e e

NON - EXISTING 0.00
UNIMPROVED 0.00
IMPROVED 5.95
Mileage Summai’y Page 1 of 1 12/30/2011 5:40:16AM




Mn/DOT Municipal £ e Aid Needs System

2011 MSAS Needs Study - Mileage Slimmary For ST. CLOUD
Mileage By Existing Surface Type And Projected Traffic Volume Group

PHASE: YEAR-END FINAL

SR

B - UNIMPROVED 1.06 0.00 0.00 © 0 0.00 . 0.00 1.06
C - GRADED & DRAINED 0.00 0.00 |~ 0.00 0.00 0.00 0.00
D - SOIL SURFACED 0.00 0.00 0.00 0.00 '0.00 0.00
E - AGGREGATE SURF 0.00 0.00 0.00 0.00 0.00 0.00
F - SURFACE TREATED 0.00 0.00 | 0.00 0.00 0.00 0.00|
G - MIXED BITUMINOUS 0.00 591 12.43 12.53 27.04 . 5791
I - BIT CONC OR ASPH 0.00 0.00 ' 0.00 0.00 0.00 0.00
T - PORT CEMENT CONC 0.00 0.00 0.00 0.00 0.00 0.00
K - BRICK ' 0.00 0.00 ' 0.00 0.00 0.00 0.00
L - BLOCK 0.00 0.00 0.00 _ 0.00 0.00 0.00
M - CONC W/ BIT OVER 0.00 0.00 0.00 0.00 0.00 0.00

T T
2 @i%‘ﬁ%ﬁf%@%" S

NON - EXISTING B 5.80
UNIMPROVED 1.06
IMPROVED 57.91

Mileage Summary o Page 1 of 1 . , C12/30/2011  5:40:41AM



Mn/DOT Municipal § ¢ Aid Needs System |

2011 MSAS Needs Study - Mileage Summary For ST FRANCIS
Mileage By Existing Surface Type And Projected Traffic Volume Group

PHASE: YEAR-END FINAL

B - UNIMPROVED 0.00 ' 0.00 0.00, . 0.00 0.00 0.00
C - GRADED & DRAINED 0.00 0.00 0.00 0.00 0.00 0.00
D - SOIL SURFACED 0.39 0.25 ©0.00 0.00 | 0.00 . 0.64
E - AGGREGATE SURTF 0.00 1.73 0.00 0.00 0.00 1.73
F - SURFACE TREATED 0.00 0.00 0.00| - 0.00 0.00 ' 0.00
G - MIXED BITUMINOUS 0.00 - 0.78 0.00 ‘ .00 1.22 2.00
I- BIT CONC OR ASPH 0.08 2.84 0.53 0.51 _ 0.00 3.96
J - PORT CEMENT CONC 0.00 0.00 0.00 0.00 0.00 : 0.00
K-BRICK 0.00 0.00 0.00 0.00 0.00 0.00
L - BLOCK 0.00 0.00 0.00 ~ 0.00 0.00 0.00
M - CONC W/ BIT OVER 0.00 0.00 0.00 0.00 0.00 0.00| -

UNIMPROVED ' . 0.00
IMPROVED ' 8.33

Mileage Summary | Page lof1 12/30/2011  6:14:15AM



Mn/DOT Municipal S ‘¢ Aid Needs System

2011 MSAS Needs Study - Mileage Summary For ST JOSEPH
Mileage By Existing Surface Type And Projected Traffic Volume Group

PHASE: YEAR-END FINAL

B - UNIMPROVED .

C - GRADED & DRAINED 0.00 0.00
D - SOIL SURFACED 0.00 0.00
E - AGGREGATE SURF 0.00 0.00
F - SURFACE TREATED ' 0.00 0.00
G - MIXED BITUMINOUS 0.00 2.01
I- BIT CONC OR ASPH 0.00 2.11
J - PORT CEMENT CONC 0.00 0.00
K - BRICK 0.00 0.00
L - BLOCK . 0.00 0.00
M - CONC W/ BIT OVER 0.00 0.00
O - DESIG. NON-EXIST . 0.00 1.40
HOTAL 00 2

NON - EXISTING |
UNIMPROVED
IMPROVED

Mileage Summary Page 1 of 1 : 12/30/2011 | 6:13:31AM



Mn/DOT Municipal £ ¢ Aid Needs System

2011 MSAS Needs Study - Mileage Summary For ST LOUIS PARK

Mileage By Existing Surface Type And Projected Traffic Volume Group

PHASE: YEAR-END FINAL

B - UNIMPROVED
C - GRADED & DRAINED 0.00
D - SOIL SURFACED ' 0.00
E - AGGREGATE SURF 0.00
F - SURFACE TREATED 0.00
G - MIXED BITUMINOUS 0.00
1- BIT CONC OR ASPH. 0.00
|7 - PORT CEMENT CONC : 0.00
K - BRICK , 0.00
L - BLOCK 0.00(
M - CONC W/ BIT OVER 0.00
e R e e

SN

NON - EXISTING
UNIMPROVED 0.00
IMPROVED 3112

Mileage Summary Page 1 of 1 . 12/30/2011 5:41:16AM



Mn/DOT Municipal S  z Aid Needs System

2011 MSAS Needs Study - Mileage Summary For ST MICHAEL
Mileage By Existing Surface Type And Projected Traffic Volume Group

PHASE: YEAR-END FINAL

por R

i

B - UNIMPROVED 0.30 0.00 0.00 0.00 0.00 030
C - GRADED & DRAINED 0.00 0.00 0.00 0.00 | 0.00 0.00
D - SOIL SURFACED 0.00 0.00 0.23 0.00 0.00 0.23
E - AGGREGATE SURF | 0.27 434 0.00 125 0.00 5.86
[F - SURFACE TREATED 0.00 0.00 0.00 0.00 , 0.00 0.00
G - MIXED BITUMINOUS _ 0.00 4.6 237 1.45 0.00 8.47
1- BIT CONC OR ASPH 0.00 - 0.00 2.10 0.00 0.00 | - 2.10
] - PORT CEMENT CONC 0.00 0.00 0.00 0.0 | 0.00 0.00
K - BRICK 0.00 0.00 0.00 0.00 0.00 | 0.00|
L - BLOCK 0.00 0.00| - 0.00 0.00 0.00 0.00
M - CONC W/ BIT OVER - 0.00 0.00 0.00 0.00 0.00 0.00
O - DESIG. NON-EXIST 0.00 0.70 317 0.00 160 5.47
FOTALE o s P8k e L i

UNIMPROVED ' 0.30

IMPROVED 16.66

Mileage Summary _ Page 1 of 1 ' 12/30/2011 6:10:27AM



Mn/DOT Municipal § 2 Aid Needs System

2011 MSAS Needs Study - Mileage Summary For ST PAUL
Mileage By Existing Surface Type And Projected Traffic Volume Group

PHASE: YEAR-END FINAL

i D )

t i
B - UNIMPROVED 0.00 0.00 0.00 0.00 0.00 0.00
C - GRADED & DRAINED 0.00 0.00 0.00 0.00 0.00 0.00
D - SOIL SURFACED 0.00 0.00 0.00 0.00 0.00 0.00
E - AGGREGATE SURF 0.00 0.00 0.00 0.00 0.00 0.00
F - SURFACE TREATED 0.00 1.43 0.03 0.00 0.00 1.46
G - MIXED BITUMINOUS 0.00 3.60 13.29 12.03 4.83 33.75
I - BIT CONC OR ASPH 0.00 2.16 16.34 16.16 11.02 45.68
1 - PORT CEMENT CONC 0.00 0.21 2.54 4.18 727 14.20
K - BRICK 0.00 0.00 0.64 0.05 0.03 0.72
L - BLOCK 0.00 0.00 0.00 0.00 0.08 0.08
M - CONC W/ BIT OVER 0.00 0.94 11.97 21.08 31.16 65.15
O - DESIG. NON-EXIST 0.00 0.00 0.52 2.96 0.21 3,69

NON - EXISTING 3.69
- UNIMPROVED 0.00
IMPROVED 161.04
Mileage Summary . Page 1 of 1 12/30/2011 .

5:41:41AM




Mn/DOT Municipal S e Aid Needs System

2011 MSAS Needs Study - Mileage Summary For ST PAUL PARK
Mileage By Existing Surface Type And Projected Traffic Volume Group

PHASE: YEAR-END FINAL

e

R e 3 v A el q B AT A ISR il e

B - UNIMPROVED 0.00 0.00 : 6.00

C - GRADED & DRAINED 0.00 _ 0.00 0.00
D - SOIL SURFACED 0.00 0.00 0.00

E - AGGREGATE SURF 0.00 : 0.00 0.00

F - SURFACE TREATED ' 0.00 0.07 0.00
G - MIXED BITUMINOUS 0.00 1.84 2.35
I - BIT CONC OR ASPH 0.00 . 0.00 0.00

J - PORT CEMENT CONC 0.00 0.00 0.00

K. - BRICK 0.00 0.00 0.00
L - BLOCK 0.00 0.00 0.00
M - CONC W/ BIT OVER : 0.00 0.00 0.00

O - DESIG. NON-EXIST 0.00 0.00 0.00 .
EOTA] - - ... s

-L &WAE‘%@)\M
NON - EXISTING
UNIMPROVED

IMPROVED

Mileage Summary Page 1 of 1 ' 12/30/2011 5:50:57AM



Mn/DOT Municipal § ¢ Aid Needs System

2011 MSAS Needs.Study - Mileage Summary For ST PETER
Mileage By Existing Surface Type And Projected Traffic Volume Group

PHASE: YEAR-END FINAL

B - UNIMPROVED 0.00 O 0.00 0.00 0.00 0.00 0.00
C - GRADED & DRAINED 0.00 0.00 0.00 0.00 0.00 0.00
D - SOIL SURFACED 0.00 0.00 0.00 0.00 0.00 0.00
E - AGGREGATE SURF 0.00 0.00 0.00 0.00 0.00 0.00
F - SURFACE TREATED 0.00 0.07 0.07 ©0.00 : 0.00 0.4
G - MIXED BITUMINOUS 0.00 1.10 6.68 1.68 1.76 11.22
I - BIT CONC OR ASPH : , 0.00 0.00 2.26 0.36 0.00 2.62
J - PORT CEMENT CONC 0.00 0.00 0.00 0.00 ' 0.00 0.00
K - BRICK 0.00 0.00 ' 0.00 0.00 0.00 0.00
L. - BLOCK 0.00 0.00 0.00 0.00 0.00 0.00
M - CONC W/ BIT OVER 0.00 0.00 ' 0.98 0.00 ' ' 0.00 | 0.98
O - DESIG. NON-EXIST ooo| 0.62 ' 0.20 0.00 0.00 0.82

_ — T _ a5

S s e
e

A
P

finmr i

'NON - EXISTING - 3 | T 082
UNIMPROVED - 0.00
IMPROVED 14.96

Mileage Summary Page 1 of 1 12/30/2011  5:42:05AM



Mn/DOT Municipal § ¢ Aid Needs System

2011 MSAS Needs Study - Mileage Summary For STEWARTVILLE
Mileage By Existing Surface Type And Projected Traffic Volume Group

PHASE: YEAR-END FINAL

B - UNIMPROVED 0.00
C - GRADED & DRAINED 0.00
D - SOIL SURFACED 0.00
E - AGGREGATE SURF 0.00
F - SURFACE TREATED 0.00
G - MIXED BITUMINOUS 0.00
1 - BIT CONC OR ASPH 0.00
J - PORT CEMENT CONC 0.00
K - BRICK - 0.00
L - BLOCK 0.00
M - CONC W/ BIT OVER ' _0.00

0.00

.

UNIMPROVED ' 0.00

IMPROVED 4.34

Mileage Summary Page 1 of 1 C12/30/2011  6:10:52AM



















































