SANEEDS - CSAH - Segment Report

Roadway Segment
Information

Status : Original

Countz Name : JACKSON Segment Nbr : 032-601-020
Original Current

Unassigned/Unknown
1.8

MIXED BITUMINOUS
2

NOT DIVIDED

FAI190 TO 1.8 MI NO
600

2012

1.2

720

RURAL

2 - RURAL : 150 - 1499
2016

0

No Special Message
2016 SAP 032-030-020 SEALCOAT
CO WIDE

2015 SAP 032-601-005 M&OL

Culvert Information

Municipality

Segment Length
Existing Surface Type
Existing Surface Lanes
Existing Lane Description
Termini

Present AADT

Year of Count
Projection Factor
Projected Traffic
Design Type

Design Group

Latest Year SA funds
Number of Signal Legs
Special Message Code
Comments

Interchange Override
Segment Override

Unassigned/Unknown
1.8

MIXED BITUMINOUS

2

NOT DIVIDED

FA190 TO 1.8 MI NO
600

2012

1.2

720

RURAL

2 (RURAL : 150 - 1499)
2016

0

No Special Message
2016 SAP 032-030-020 SEALCOAT
CO WIDE

2015 SAP 032-601-005 M&OL

Status: Original

|
Original Current

93132

0.775

1974

OKABENA CREEK

2

14

10

70
197.99978772
100%

Segment Cost
Information

Structure Number
Milepoint

Year Built

Feature Crossed
Type of Service
Number of Barrels
Culvert Width
Culvert Height
Culvert Length
Area of Waterway Opening
Shared Structure
Comments

Culvert Group Code

93132

0.775

1974

OKABENA CREEK

2

14

10

70
197.99978772
100%

Values Used For

Computation Result

Computation Factor

Computation Formula

Calculation

Signal Leg

TrafficSignalLegs *
UnitCost / SignalLifeCycle
* StatutoryNeedsYear

0* 56250/ 40 * 25

$0

Construction

Length * UnitCost /
ConstrLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

1.8 *803530.54 /60 * 25 *
11

$662,913

Preservation

Length * Quantity *
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

1.8*2112*53.83/20*25

$255,800

ROW

Length * UnitCost /
ROWLifeCycle *
StatutoryNeedsYear

1.8*92415.52 /60 * 25

$69,312

Culvert

CulvertLength * Area *
UnitCost /
CulvertLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

70 *197.99978772 * 16.61 /
100*25*1.15

$66,187




Total Segment Cost

Signal Leg + Construction
+ Preservation + ROW +
Culvert

$0 + $662,913 + $255,800
+ $69,312 + $66,187

$1,054,212




SANEEDS - CSAH - Segment Report

Roadway Segment
Information

Countz Name : JACKSON Segment Nbr : 032-602-010
Original Current

Unassigned/Unknown
3

MIXED BITUMINOUS
2

NOT DIVIDED
ALONG S CO LINE
700

2012

1.2

840

RURAL

2 - RURAL : 150 - 1499
1983

0

No Special Message

Segment Cost
Information

Computation Factor

Municipality

Segment Length
Existing Surface Type
Existing Surface Lanes
Existing Lane Description
Termini

Present AADT

Year of Count
Projection Factor
Projected Traffic
Design Type

Design Group

Latest Year SA funds
Number of Signal Legs
Special Message Code
Comments
Interchange Override
Segment Override

Status : Original

Unassigned/Unknown
3

MIXED BITUMINOUS
2

NOT DIVIDED

ALONG S CO LINE
700

2012

1.2

840

RURAL

2 (RURAL : 150 - 1499)
1983

0

No Special Message

Computation Formula

Values Used For
Calculation

Computation Result

Signal Leg

TrafficSignalLegs *
UnitCost / SignalLifeCycle
* StatutoryNeedsYear

0*56250/40*25

$0

Construction

Length * UnitCost /
ConstrLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

3*803530.54/60*25*1.1

$1,104,854

Preservation

Length * Quantity *
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

3*2112*53.83/20*25

$426,334

ROW

Length * UnitCost /
ROWLifeCycle *
StatutoryNeedsYear

3*92415.52 /60 * 25

$115,519

Total Segment Cost

Signal Leg + Construction
+ Preservation + ROW

$0 + $1,104,854 + $426,334
+ $115,519

$1,646,707




SANEEDS - CSAH - Segment Report

Roadway Segment
Information

County Name :

JACKSON

Status : Original

Segment Nbr : 032-602-020

Original Current

Unassigned/Unknown
15

MIXED BITUMINOUS
2

NOT DIVIDED

S COLINE TO CSAH 4
700

2012

1.2

840

RURAL

2 - RURAL : 150 - 1499
2002

0

No Special Message

BRIDGE 89236 LENGTH CHANGED
TO RELECT FIELD
MEASUREMENTS (X & Y) TAKEN
SUMMER 2004.

Segment Cost
Information

Municipality

Segment Length
Existing Surface Type
Existing Surface Lanes
Existing Lane Description
Termini

Present AADT

Year of Count
Projection Factor
Projected Traffic
Design Type

Design Group

Latest Year SA funds
Number of Signal Legs
Special Message Code
Comments

Interchange Override
Segment Override

Unassigned/Unknown
15

MIXED BITUMINOUS
2

NOT DIVIDED

S COLINETO CSAH 4
700

2012

1.2

840

RURAL

2 (RURAL : 150 - 1499)
2002

0

No Special Message

BRIDGE 89236 LENGTH CHANGED
TO RELECT FIELD
MEASUREMENTS (X & Y) TAKEN
SUMMER 2004.

Computation Factor

Computation Formula

Values Used For
Calculation

Computation Result

Signal Leg

TrafficSignalLegs *
UnitCost / SignalLifeCycle
* StatutoryNeedsYear

0*56250/40*25

$0

Construction

Length * UnitCost /
ConstrLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

1.5*803530.54 /60 * 25 *
11

$552,427

Preservation

Length * Quantity *
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

1.5*2112*53.83/20*25

$213,167

ROW

Length * UnitCost /
ROWLifeCycle *
StatutoryNeedsYear

1.5*92415.52 /60 * 25

$57,760

Total Segment Cost

Signal Leg + Construction
+ Preservation + ROW

$0 + $552,427 + $213,167
+ $57,760

$823,354




SANEEDS - CSAH - Segment Report

Roadway Segment
Information

County Name :

JACKSON

Status : Original

Segment Nbr : 032-603-010

Original

Current

Unassigned/Unknown
5

MIXED BITUMINOUS
2

NOT DIVIDED

CSAH 4 TO CSAH 34
110

2012

14

154

RURAL

2 - RURAL : 150 - 1499
1987

0

No Special Message

2005 -PROPOSED BRIDGE
DIMENSIONS BASED UPON
COMPLETED PLAN S.A.P.32-603-
05

2005- BRIDGE #32J29 REPLACED
IN 2005 UNDER SAP 32-603-005

Culvert Information

Municipality

Segment Length
Existing Surface Type
Existing Surface Lanes
Existing Lane Description
Termini

Present AADT

Year of Count
Projection Factor
Projected Traffic
Design Type

Design Group

Latest Year SA funds
Number of Signal Legs
Special Message Code
Comments

Interchange Override
Segment Override

Unassigned/Unknown
5

MIXED BITUMINOUS
2

NOT DIVIDED

CSAH 4 TO CSAH 34
110

2012

14

154

RURAL

2 (RURAL : 150 - 1499)
1987

0

No Special Message

2005 -PROPOSED BRIDGE
DIMENSIONS BASED UPON
COMPLETED PLAN S.A.P.32-603-
05

2005- BRIDGE #32J29 REPLACED
IN 2005 UNDER SAP 32-603-005

Status: Original

Original Current
32329 Structure Number 32J29
2.99 Milepoint 2.99
2005 Year Built 2005

JUD DITCH # 13
STREAM CROSSING
2

10

9

54

199.99972034

100%

1
Culvert Information

Original

Feature Crossed

Type of Service

Number of Barrels

Culvert Width

Culvert Height

Culvert Length

Area of Waterway Opening
Shared Structure
Comments

Culvert Group Code

JUD DITCH # 13
STREAM CROSSING
2

10

9

54

199.99972034

100%

1

Status: Original

Current

93293

0.8

1977

W FK LITTLE SIOUX RIVER

2

9.25

6.25

64
92.00012969
100%

Structure Number
Milepoint

Year Built

Feature Crossed
Type of Service
Number of Barrels
Culvert Width
Culvert Height
Culvert Length
Area of Waterway Opening
Shared Structure
Comments

Culvert Group Code

93293

0.8

1977

W FK LITTLE SIOUX RIVER

2

9.25

6.25

64
92.00012969
100%



Segment Cost
Information

Computation Factor

Computation Formula

Values Used For
Calculation

Computation Result

Signal Leg

TrafficSignalLegs *
UnitCost / SignalLifeCycle
* StatutoryNeedsYear

0*56250/40*25

$0

Construction

Length * UnitCost /
ConstrLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

5*803530.54 /60 *25* 1.1

$1,841,424

Preservation

Length * Quantity *
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

5*2112*53.83/20* 25

$710,556

ROW

Length * UnitCost /
ROWLifeCycle *
StatutoryNeedsYear

5*92415.52 / 60 * 25

$192,532

Culvert

CulvertLength * Area *
UnitCost /
CulvertLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

54 *199.99972034 * 16.61 /
100*25*1.15

$51,574

Culvert

CulvertLength * Area *
UnitCost /
CulvertLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

64 * 92.00012969 * 16.61 /
100*25*1.15

$28,117

Total Segment Cost

Signal Leg + Construction
+ Preservation + ROW +
Culvert + Culvert

$0 + $1,841,424 + $710,556
+$192,532 + $51,574 +
$28,117

$2,824,203




SANEEDS - CSAH - Segment Report

Roadway Segment Status : Original

Information

Countz Name : JACKSON Segment Nbr : 032-604-010
Original Current
Unassigned/Unknown Municipality Unassigned/Unknown
4.1 Segment Length 4.1

MIXED BITUMINOUS Existing Surface Type MIXED BITUMINOUS

2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

W CO LINE TO CSAH 5 Termini W CO LINE TO CSAH 5
325 Present AADT 325

2012 Year of Count 2012

1.2 Projection Factor 1.2

390 Projected Traffic 390

RURAL Design Type RURAL

2 - RURAL : 150 - 1499 Design Group 2 (RURAL : 150 - 1499)
2017 Latest Year SA funds 2017

0 Number of Signal Legs 0

No Special Message

2017 SAP 032-030-021
Mircosurfacing

Culvert Information

Special Message Code

Comments

Interchange Override
Segment Override

No Special Message

2017 SAP 032-030-021
Mircosurfacing

Status: Original

. ____________________________________________________________________________________________________________________________________________|
Original Current

32J17 Structure Number 32J17

3.27 Milepoint 3.27

1999 Year Built 1999

W FK LITTLE SIOUX RIVER
STREAM CROSSING

2

7.33

4.5

57

50.00046828

100%

Segment Cost
Information

Computation Factor

Feature Crossed
Type of Service

Number of Barrels

Culvert Width
Culvert Height
Culvert Length

Area of Waterway Opening

Shared Structure
Comments

Culvert Group Code

Computation Formula

Values Used For
Calculation

W FK LITTLE SIOUX RIVER
STREAM CROSSING

2

7.33

4.5

57

50.00046828

100%

Computation Result

Signal Leg

TrafficSignalLegs *
UnitCost / SignalLifeCycle
* StatutoryNeedsYear

0*56250/40*25

$0

Construction

Length * UnitCost /
ConstrLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

4.1
11

*803530.54 /60 * 25 *

$1,509,968

Preservation

Length * Quantity *
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

4.1*2112*53.83/20*25

$582,656

ROW

Length * UnitCost /
ROWLifeCycle *
StatutoryNeedsYear

4.1 *92415.52 / 60 * 25

$157,877

Culvert

CulvertLength * Area *
UnitCost /
CulvertLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

57 *50.00046828 * 16.61 /

100*25*1.15

$13,610




Total Segment Cost

Signal Leg + Construction
+ Preservation + ROW +
Culvert

$0 + $1,509,968 + $582,656
+ $157,877 + $13,610

$2,264,111




SANEEDS - CSAH - Segment Report

Roadway Segment Status : Original

Information

Countz Name : JACKSON Segment Nbr : 032-604-015
Original Current
Unassigned/Unknown Municipality Unassigned/Unknown

5 Segment Length 5

MIXED BITUMINOUS Existing Surface Type MIXED BITUMINOUS

2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

CSAH5TO EJCT CSAH 9 Termini CSAH5TO E JCT CSAH 9

325 Present AADT 325

2012 Year of Count 2012

1.2 Projection Factor 1.2

390 Projected Traffic 390

RURAL Design Type RURAL

2 - RURAL : 150 - 1499 Design Group 2 (RURAL : 150 - 1499)

1984 Latest Year SA funds 1984

0 Number of Signal Legs 0

No Special Message Special Message Code No Special Message

1 1/2" OVERLAY IN 2000 USING Comments 1 1/2" OVERLAY IN 2000 USING

LOCAL FUNDS (CP 32-604-01) LOCAL FUNDS (CP 32-604-01)
Interchange Override

Segment Override

Bridge Information Status: Original
Original Current
32537 Structure Number 32537

7.54 Milepoint 7.54

1984 Year Built 1984

SKUNK CREEK Feature Crossed SKUNK CREEK

Type of Service

1 Number of Spans 1

75.6 Bridge Length 75.6

43.3 Bridge Width 43.3

100% Shared Structure 100%
Comments

1(0-149) Bridge Group Code 1(0-149)

Segment Cost

Information
|

Computation Factor Computation Formula Values Used For Computation Result
Calculation

0*56250/40*25

Signal Leg TrafficSignalLegs * $0
UnitCost / SignalLifeCycle

* StatutoryNeedsYear

Length * UnitCost /
ConstrLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

Length * Quantity *
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

Length * UnitCost /
ROWLifeCycle *
StatutoryNeedsYear

BridgeLength *
BridgeWidth * UnitCost /
BridgeLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

Construction 5*803530.54 /60 * 25 * 1.11$1,841,424

Preservation 5*2112*53.83/20*25 $710,556

5*92415.52 / 60 * 25 $192,532

75.6 *43.3*163/80*25*
1.15

Bridge $191,754

Total Segment Cost

Signal Leg + Construction
+ Preservation + ROW +
Bridge

$0 + $1,841,424 + $710,556
+$192,532 + $191,754

$2,936,266




SANEEDS - CSAH - Segment Report

Roadway Segment
Information

Status : Revised

Countz Name : JACKSON Segment Nbr : 032-604-020

Original

Current

Unassigned/Unknown Municipality

6.5 Segment Length
MIXED BITUMINOUS Existing Surface Type
2 Existing Surface Lanes
NOT DIVIDED Existing Lane Description
EJCT CSAH9TO TH 86 Termini

160 Present AADT

2012 Year of Count

1.2 Projection Factor

192 Projected Traffic
RURAL Design Type

2 - RURAL : 150 - 1499 Design Group

2013 Latest Year SA funds
0 Number of Signal Legs

No Special Message
2013 SAP 032-604-045 BR 32573

Special Message Code
Comments

EXISTING BITUMINOUS ROADWAY
SURFACE. DSAE APPROVED
CHANGE OF TRAFFIC
PROJECTION FACTOR TO RETAIN
SYSTEM CONTINUITY AND
MANINTAIN PRESENT LEVEL OF
SERVICE.

11/2" OVERLAY IN 2000 (SAP 32-
604-39)

Interchange Override
Segment Override

Unassigned/Unknown
6.5

MIXED BITUMINOUS

2

NOT DIVIDED

E JCT CSAH 9 TO TH 86
160

2012

1.2

192

RURAL

2 (RURAL : 150 - 1499)
2018

0

No Special Message

2018 SAP 032-604-049 PH1 Grading
& Culvert - Future paving in 2020
2013 SAP 032-604-045 BR 32573

EXISTING BITUMINOUS ROADWAY
SURFACE. DSAE APPROVED
CHANGE OF TRAFFIC
PROJECTION FACTOR TO RETAIN
SYSTEM CONTINUITY AND
MANINTAIN PRESENT LEVEL OF
SERVICE.

1 1/2" OVERLAY IN 2000 (SAP 32-
604-39)

Bridge Information Status: Original

Original Current
32573 Structure Number 32573
13.81 Milepoint 13.81
2013 Year Built 2013

LITTLE SIOUX RIVER Feature Crossed

Type of Service

3 Number of Spans
97 Bridge Length
39.33 Bridge Width

100% Shared Structure
2013 SAP 032-604-045 BR 32573 Comments
1(0-149) Bridge Group Code

Segment Cost
Information

LITTLE SIOUX RIVER

3

97

39.33

100%

2013 SAP 032-604-045 BR 32573
1(0-149)

Values Used For
Calculation

Computation Factor Computation Formula

Computation Result

Signal Leg TrafficSignalLegs * 0*56250/40*25
UnitCost / SignalLifeCycle

* StatutoryNeedsYear

$0

Construction Length * UnitCost /
ConstrLifeCycle *
StatutoryNeedsYear *

DevelopmentCost

6.5 * 803530.54 / 60 * 25 *
11

$2,393,851

Preservation Length * Quantity *
UnitCost /
PreservationLifeCycle *

StatutoryNeedsYear

6.5*2112*53.83/20* 25

$923,723




ROW

Length * UnitCost /
ROWLifeCycle *
StatutoryNeedsYear

6.5 *92415.52 / 60 * 25

$250,292

Bridge

BridgeLength *
BridgeWidth * UnitCost /
BridgeLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

97 *39.33*163/80*25*
1.15

$223,476

Total Segment Cost

Signal Leg + Construction
+ Preservation + ROW +
Bridge

$0 + $2,393,851 + $923,723
+ $250,292 + $223,476

$3,791,342




SANEEDS - CSAH - Segment Report

Roadway Segment
Information

Countz Name : JACKSON Segment Nbr : 032-604-030
Original Current

Unassigned/Unknown
35

MIXED BITUMINOUS
2

NOT DIVIDED

TH 86 TO CSAH 2

345

2012

1.2

414

RURAL

2 - RURAL : 150 - 1499
2016

0

No Special Message

2016 SAP 032-604-048
MICROSURFACING

Segment Cost
Information

Computation Factor

Municipality

Segment Length
Existing Surface Type
Existing Surface Lanes
Existing Lane Description
Termini

Present AADT

Year of Count
Projection Factor
Projected Traffic
Design Type

Design Group

Latest Year SA funds
Number of Signal Legs
Special Message Code
Comments

Interchange Override
Segment Override

Status : Original

Unassigned/Unknown
35

MIXED BITUMINOUS
2

NOT DIVIDED

TH 86 TO CSAH 2

345

2012

1.2

414

RURAL

2 (RURAL : 150 - 1499)
2016

0

No Special Message

2016 SAP 032-604-048
MICROSURFACING

Computation Formula

Values Used For
Calculation

Computation Result

Signal Leg

TrafficSignalLegs *
UnitCost / SignalLifeCycle
* StatutoryNeedsYear

0* 56250 /40 * 25

$0

Construction

Length * UnitCost /
ConstrLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

3.5*803530.54 /60 * 25 *
1.1

$1,288,997

Preservation

Length * Quantity *
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

3.5%2112*53.83/20* 25

$497,389

ROW

Length * UnitCost /
ROWLifeCycle *
StatutoryNeedsYear

3.5%92415.52 /60 * 25

$134,773

Total Segment Cost

Signal Leg + Construction
+ Preservation + ROW

$0 + $1,288,997 + $497,389
+ $134,773

$1,921,159




SANEEDS - CSAH - Segment Report

Roadway Segment Status : Original
Information

Countz Name : JACKSON Segment Nbr : 032-604-035
Original Current
Unassigned/Unknown Municipality Unassigned/Unknown
0.3 Segment Length 0.3

MIXED BITUMINOUS Existing Surface Type MIXED BITUMINOUS

2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

CSAH 2 TO 1600 FT EAST OF Termini CSAH 2 TO 1600 FT EAST OF
CSAH 2 CSAH 2

630 Present AADT 630

2012 Year of Count 2012

1.2 Projection Factor 1.2

756 Projected Traffic 756

RURAL Design Type RURAL

2 - RURAL : 150 - 1499 Design Group 2 (RURAL : 150 -1499)
2016 Latest Year SA funds 2016

0 Number of Signal Legs 0

No Special Message Special Message Code No Special Message
2016 SAP 032-604-048 Comments 2016 SAP 032-604-048
MICROSURFACING MICROSURFACING

Interchange Override
Segment Override

Segment Cost

Information
- |
Computation Factor Computation Formula Values Used For Computation Result
Calculation
Signal Leg TrafficSignalLegs * 0*56250/40* 25 $0
UnitCost / SignalLifeCycle
* StatutoryNeedsYear
Construction Length * UnitCost / 0.3 *803530.54 /60 *25* $110,485
ConstrLifeCycle * 1.1
StatutoryNeedsYear *
DevelopmentCost
Preservation Length * Quantity * 0.3*2112*53.83/20*25 |$42,633
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear
ROW Length * UnitCost / 0.3*92415.52 /60 * 25 $11,552
ROWLifeCycle *
StatutoryNeedsYear
Total Segment Cost Signal Leg + Construction |$0 + $110,485 + $42,633 + |$164,670
+ Preservation + ROW $11,552




SANEEDS - CSAH - Segment Report

Roadway Segment

Status : Original

Information
Countz Name : JACKSON Segment Nbr : 032-604-040
Original Current

Unassigned/Unknown
0.6

Municipality
Segment Length

MIXED BITUMINOUS Existing Surface Type
2 Existing Surface Lanes
NOT DIVIDED Existing Lane Description
1600 FT EAST OF CSAH2 TO 500 Termini

FT WEST OF CR 75

630 Present AADT

2012 Year of Count

1.2 Projection Factor

756 Projected Traffic
RURAL Design Type

2 - RURAL : 150 - 1499 Design Group

2016 Latest Year SA funds

0 Number of Signal Legs

No Special Message

2016 SAP 032-604-048
MICROSURFACING

Special Message Code
Comments

RECONSTRUCTED IN 2000 (SAP
32-604-36)

Interchange Override
Segment Override

Culvert Information

Unassigned/Unknown
0.6

MIXED BITUMINOUS
2

NOT DIVIDED

1600 FT EAST OF CSAH 2 TO 500
FT WEST OF CR 75

630

2012

1.2

756

RURAL

2 (RURAL : 150 -1499)
2016

0

No Special Message
2016 SAP 032-604-048
MICROSURFACING

RECONSTRUCTED IN 2000 (SAP
32-604-36)

Status: Original

(= - - - ]
Original Current

32J06 Structure Number 32J06

19.94 Milepoint 19.94

2000 Year Built 2000

LOON LAKE OUTLET
STREAM CROSSING

Feature Crossed
Type of Service

2 Number of Barrels

14 Culvert Width

4 Culvert Height

64 Culvert Length

112.00053228 Area of Waterway Opening

100% Shared Structure
Comments

1 Culvert Group Code

Segment Cost
Information

LOON LAKE OUTLET
STREAM CROSSING
2

14

4

64

112.00053228

100%

Values Used For
Calculation

Computation Factor Computation Formula

Computation Result

Signal Leg TrafficSignalLegs * 0*56250/40*25
UnitCost / SignalLifeCycle

* StatutoryNeedsYear

$0

Construction Length * UnitCost /
ConstrLifeCycle *
StatutoryNeedsYear *

DevelopmentCost

0.6 * 803530.54 /60 * 25 *
11

$220,971

Preservation Length * Quantity *
UnitCost /
PreservationLifeCycle *

StatutoryNeedsYear

0.6 * 2112 *53.83/20 * 25

$85,267

ROW Length * UnitCost /
ROWLifeCycle *

StatutoryNeedsYear

0.6 * 92415.52 /60 * 25

$23,104




Culvert

CulvertLength * Area *
UnitCost /
CulvertLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

64 * 112.00053228 * 16.61 /
100 *25*1.15

$34,230

Total Segment Cost

Signal Leg + Construction
+ Preservation + ROW +
Culvert

$0 + $220,971 + $85,267 +
$23,104 + $34,230

$363,572




SANEEDS - CSAH - Segment Report

Roadway Segment Status : Original
Information

Countz Name : JACKSON Segment Nbr : 032-604-042
Original Current
Unassigned/Unknown Municipality Unassigned/Unknown
0.1 Segment Length 0.1

MIXED BITUMINOUS Existing Surface Type MIXED BITUMINOUS

2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

500 FT WESTOFCR 75 TOCR 75  Termini 500 FT WEST OF CR 75 TOCR 75
630 Present AADT 630

2012 Year of Count 2012

1.2 Projection Factor 1.2

756 Projected Traffic 756

RURAL Design Type RURAL

2 - RURAL : 150 - 1499 Design Group 2 (RURAL : 150 - 1499)
2016 Latest Year SA funds 2016

0 Number of Signal Legs 0

No Special Message Special Message Code No Special Message
2016 SAP 032-604-048 Comments 2016 SAP 032-604-048
MICROSURFACING MICROSURFACING

Interchange Override
Segment Override

Segment Cost

Information

e ___________________________________________|

Computation Factor Computation Formula Values Used For Computation Result
Calculation

Signal Leg TrafficSignalLegs * 0*56250/40*25 $0

UnitCost / SignalLifeCycle
* StatutoryNeedsYear

Construction Length * UnitCost / 0.1 *803530.54 /60 *25* |$36,828
ConstrLifeCycle * 1.1

StatutoryNeedsYear *
DevelopmentCost

Preservation Length * Quantity * 0.1*2112*53.83/20*25 |$14,211
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

ROW Length * UnitCost / 0.1*92415.52 /60 * 25 $3,851
ROWLifeCycle *
StatutoryNeedsYear

Total Segment Cost Signal Leg + Construction |$0 + $36,828 + $14,211 + |$54,890
+ Preservation + ROW $3,851




SANEEDS - CSAH - Segment Report

Roadway Segment
Information

Status : Original

Countz Name : JACKSON Segment Nbr : 032-604-045

Original

Current

Unassigned/Unknown Municipality

5.1 Segment Length
MIXED BITUMINOUS Existing Surface Type
2 Existing Surface Lanes
NOT DIVIDED Existing Lane Description
CR75TOTH71 Termini

630 Present AADT

2012 Year of Count

1.2 Projection Factor

756 Projected Traffic
RURAL Design Type

2 - RURAL : 150 - 1499 Design Group

2002 Latest Year SA funds

0 Number of Signal Legs
No Special Message Special Message Code
2004 - EXISTING BR 4196 IS A Comments

12X12 BOX.

PROPOSED STRUCTURE
CHANGES BASED UPON BR
STRUCTURE INVENTORY SHEET
(FILL OVER CULVERT)

2005 - SA CULVERT LENGTH
CORRECTION

Interchange Override
Segment Override

Culvert Information

Unassigned/Unknown
5.1

MIXED BITUMINOUS
2

NOT DIVIDED
CR75TOTH71

630

2012

1.2

756

RURAL

2 (RURAL : 150 - 1499)
2002

0

No Special Message

2004 - EXISTING BR 4196 IS A
12X12 BOX.

PROPOSED STRUCTURE
CHANGES BASED UPON BR
STRUCTURE INVENTORY SHEET
(FILL OVER CULVERT)

2005 - SA CULVERT LENGTH
CORRECTION

Status: Original

|
Original Current

4196 Structure Number
24.65 Milepoint

1924 Year Built

JUD DITCH #6 Feature Crossed

Type of Service

1 Number of Barrels

12 Culvert Width

10 Culvert Height

41 Culvert Length

120.00026276 Area of Waterway Opening

100% Shared Structure
Comments

1 Culvert Group Code

Segment Cost
Information

4196
24.65
1924
JUD DITCH # 6

1

12

10

41
120.00026276
100%

Computation Factor

Computation Formula

Values Used For
Calculation

Computation Result

Signal Leg

TrafficSignalLegs *
UnitCost / SignalLifeCycle
* StatutoryNeedsYear

0*56250/40* 25

$0

Construction

Length * UnitCost /
ConstrLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

5.1 * 803530.54 / 60 * 25 *
1.1

$1,878,253

Preservation

Length * Quantity *
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

5.1*2112*53.83/20*25

$724,767

ROW

Length * UnitCost /
ROWLifeCycle *
StatutoryNeedsYear

5.1*92415.52 / 60 * 25

$196,383




Culvert CulvertLength * Area * 41 *120.00026276 * 16.61 / |$23,495
UnitCost / 100 * 25 *1.15
CulvertLifeCycle *
StatutoryNeedsYear *
DevelopmentCost
Total Segment Cost Signal Leg + Construction |$0 + $1,878,253 + $724,767|$2,822,898

+ Preservation + ROW +
Culvert

+ $196,383 + $23,495




SANEEDS - CSAH - Segment Report

Roadway Segment Status : Original
Information

Countz Name : JACKSON Segment Nbr : 032-604-050
Original Current
Unassigned/Unknown Municipality Unassigned/Unknown

3.4 Segment Length 3.4

MIXED BITUMINOUS Existing Surface Type MIXED BITUMINOUS

2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

TH 71 TO S JCT CSAH 23 Termini TH 71 TO SJCT CSAH 23

255 Present AADT 255

2012 Year of Count 2012

1.2 Projection Factor 1.2

306 Projected Traffic 306

RURAL Design Type RURAL

2 - RURAL : 150 - 1499 Design Group 2 (RURAL : 150 - 1499)

2005 Latest Year SA funds 2005

0 Number of Signal Legs 0

No Special Message Special Message Code No Special Message

SAP 32-604-42 (2005 OVERLAY) Comments SAP 32-604-42 (2005 OVERLAY)

Interchange Override
Segment Override

Segment Cost

Information

- |

Computation Factor Computation Formula Values Used For Computation Result
Calculation

Signal Leg TrafficSignalLegs * 0*56250/40* 25 $0

UnitCost / SignalLifeCycle
* StatutoryNeedsYear

Construction Length * UnitCost / 3.4 *803530.54/60*25* |$1,252,168
ConstrLifeCycle * 1.1

StatutoryNeedsYear *
DevelopmentCost

Preservation Length * Quantity * 3.4*2112 *53.83/20* 25 |$483,178
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

ROW Length * UnitCost / 3.4%92415.52 /60 * 25 $130,922
ROWLifeCycle *
StatutoryNeedsYear

Total Segment Cost Signal Leg + Construction |$0 + $1,252,168 + $483,178|$1,866,268
+ Preservation + ROW + $130,922




SANEEDS - CSAH - Segment Report

Roadway Segment
Information

Countz Name : JACKSON Segment Nbr : 032-604-055
Original Current

Unassigned/Unknown Municipality Unassigned/Unknown

0.8 Segment Length 0.8

MIXED BITUMINOUS Existing Surface Type MIXED BITUMINOUS

2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

S JCT CSAH 23 TO N JCT CSAH 23 Termini S JCT CSAH 23 TO N JCT CSAH 23
255 Present AADT 255

2012 Year of Count 2012

1.2 Projection Factor 1.2

306 Projected Traffic 306

RURAL Design Type RURAL

2 - RURAL : 150 - 1499 Design Group 2 (RURAL : 150 - 1499)

2010 Latest Year SA funds 2010

0 Number of Signal Legs 0

No Special Message
OVERLAY IN 2005 UNDER SAP 32-
604-642

OVERLAY IN 2010 UNDER SAP 32-
623-24

Special Message Code
Comments

Interchange Override
Segment Override

Status : Original

No Special Message
OVERLAY IN 2005 UNDER SAP 32-
604-642

OVERLAY IN 2010 UNDER SAP 32-
623-24

Bridge Information Status: Original
Original Current
32501 Structure Number 32501

29.33 Milepoint 29.33

1965 Year Built 1965

DES MOINES RIVER
STREAM CROSSING
3

201

30.7

100%

2 (150-999,999)

Segment Cost
Information

Feature Crossed
Type of Service
Number of Spans
Bridge Length
Bridge Width
Shared Structure
Comments

Bridge Group Code

DES MOINES RIVER
STREAM CROSSING
3

201

30.7

100%

2 (150-999,999)

Computation Factor

Computation Formula

Values Used For
Calculation

Computation Result

Signal Leg

TrafficSignalLegs *

0*56250/40*25

$0

UnitCost / SignalLifeCycle
* StatutoryNeedsYear

Construction

Length * UnitCost /
ConstrLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

0.8 * 803530.54 / 60 * 25 *
11

$294,628

Preservation

Length * Quantity *
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

0.8*2112*53.83/20*25

$113,689

ROW

Length * UnitCost /
ROWLifeCycle *
StatutoryNeedsYear

0.8 *92415.52 / 60 * 25

$30,805

Bridge

BridgeLength *
BridgeWidth * UnitCost /
BridgeLifeCycle *
StatutoryNeedsYear *

DevelopmentCost

201*30.7*147/80*25*
1.15

$325,987




Total Segment Cost

Signal Leg + Construction
+ Preservation + ROW +
Bridge

$0 + $294,628 + $113,689
+ $30,805 + $325,987

$765,109




SANEEDS - CSAH - Segment Report

Roadway Segment

Status : Original

Information
Countz Name : JACKSON Segment Nbr : 032-604-060

Original

Current

Unassigned/Unknown
0.3

MIXED BITUMINOUS
2

NOT DIVIDED

N JCT CSAH 23 TO CR 85
255

2012

1.2

306

RURAL

2 - RURAL : 150 - 1499
2012

0

No Special Message

LISA FROM BRIDGE EMAILS
12/20/2016 TO INFORM BR # WAS
PULLED BECAUSE STRUCTURE
SMALLER THAN 10FEET.
DELETED IN THIS UPDATE, JP

2012 SAP 032-604-043 CULVERT
32J56
2005 - SA CULVERT LENGTH

REVISION AND OVERLAY UNDER
SAP 32-604-042

Culvert Information

Municipality

Segment Length
Existing Surface Type
Existing Surface Lanes
Existing Lane Description
Termini

Present AADT

Year of Count
Projection Factor
Projected Traffic
Design Type

Design Group

Latest Year SA funds
Number of Signal Legs
Special Message Code
Comments

Interchange Override
Segment Override

Unassigned/Unknown
0.3

MIXED BITUMINOUS

2

NOT DIVIDED

N JCT CSAH 23 TO CR 85
255

2012

1.2

306

RURAL

2 (RURAL : 150 - 1499)
2012

0

No Special Message

LISA FROM BRIDGE EMAILS
12/20/2016 TO INFORM BR # WAS
PULLED BECAUSE STRUCTURE
SMALLER THAN 10FEET.
DELETED IN THIS UPDATE, JP

2012 SAP 032-604-043 CULVERT
32J56
2005 - SA CULVERT LENGTH

REVISION AND OVERLAY UNDER
SAP 32-604-042

Status: Original

Original Current

32356 Structure Number 32356

29.87 Milepoint 29.87

2012 Year Built 2012

STREAM Feature Crossed STREAM
Type of Service

1 Number of Barrels 1

7.33 Culvert Width 7.33

4.5 Culvert Height 4.5

84 Culvert Length 84

40 Area of Waterway Opening 40

100% Shared Structure 100%

LISA FROM BRIDGE EMAILS
12/20/2016 TO INFORM BR # WAS
PULLED BECAUSE STRUCTURE
SMALLER THAN 10FEET.
DELETED IN THIS UPDATE, JP

2012 SAP 032-604-043 ARCH CONC
PIPE EST OF WATERWAY
OPENING - NEEDS BR UPDATE

1

Segment Cost
Information

Comments

Culvert Group Code

LISA FROM BRIDGE EMAILS
12/20/2016 TO INFORM BR # WAS
PULLED BECAUSE STRUCTURE
SMALLER THAN 10FEET.
DELETED IN THIS UPDATE, JP

2012 SAP 032-604-043 ARCH CONC
PIPE EST OF WATERWAY
OPENING - NEEDS BR UPDATE

1

Computation Factor

Computation Formula

Values Used For
Calculation

Computation Result

Signal Leg

TrafficSignalLegs *
UnitCost / SignalLifeCycle
* StatutoryNeedsYear

0*56250/40* 25

$0




Construction

Length * UnitCost /
ConstrLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

0.3 *803530.54 /60 * 25 *
11

$110,485

Preservation

Length * Quantity *
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

0.3*2112*53.83/20* 25

$42,633

ROW

Length * UnitCost /
ROWLifeCycle *
StatutoryNeedsYear

0.3*92415.52 /60 * 25

$11,552

Culvert

CulvertLength * Area *
UnitCost /
CulvertLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

84 *40*16.61/100*25*
1.15

$16,045

Total Segment Cost

Signal Leg + Construction
+ Preservation + ROW +
Culvert

$0 + $110,485 + $42,633 +
$11,552 + $16,045

$180,715




SANEEDS - CSAH - Segment Report

Roadway Segment Status : Original
Information

Countz Name : JACKSON Segment Nbr : 032-604-070
Original Current
Unassigned/Unknown Municipality Unassigned/Unknown

2 Segment Length 2

MIXED BITUMINOUS Existing Surface Type MIXED BITUMINOUS

2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

N JCT CSAH 85 TO CR 29 Termini N JCT CSAH 85 TO CR 29
255 Present AADT 255

2012 Year of Count 2012

1.2 Projection Factor 1.2

306 Projected Traffic 306

RURAL Design Type RURAL

2 - RURAL : 150 - 1499 Design Group 2 (RURAL : 150 - 1499)

2012 Latest Year SA funds 2012

0 Number of Signal Legs 0

No Special Message Special Message Code No Special Message
CORRECTED TERMINI 5.2014 Comments CORRECTED TERMINI 5.2014
2012 SAP 032-604-044, PLAN HAS 2012 SAP 032-604-044, PLAN HAS
WRONG BR# WRONG BR#

2012 SAP 032-604-046 M&OL 2012 SAP 032-604-046 M&OL

Interchange Override
Segment Override

Culvert Information Status: Original

Original Current

32355 Structure Number 32J55

31.12 Milepoint 31.12

2012 Year Built 2012

JUD DITCH # 11 Feature Crossed JUD DITCH # 11
Type of Service

2 Number of Barrels 2

12 Culvert Width 12

8 Culvert Height 8

84 Culvert Length 84

180 Area of Waterway Opening 180

100% Shared Structure 100%

2012 SAP 032-604-004, PLAN HAS Comments 2012 SAP 032-604-004, PLAN HAS

WRONG BR# WRONG BR#

1 Culvert Group Code 1

Segment Cost

Information

e ____________________________________________|

Computation Factor Computation Formula Values Used For Computation Result
Calculation

Signal Leg TrafficSignalLegs * 0*56250/40* 25 $0

UnitCost / SignalLifeCycle
* StatutoryNeedsYear

Construction Length * UnitCost / 2 *803530.54 /60 * 25 * 1.11$736,570
ConstrLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

Preservation Length * Quantity * 2*2112*53.83/20* 25 $284,222
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

ROW Length * UnitCost / 2*92415.52 /60 * 25 $77,013

ROWLifeCycle *
StatutoryNeedsYear




Culvert CulvertLength * Area * 84 *180 * 16.61 /100 * 25 * |$72,204
UnitCost / 1.15
CulvertLifeCycle *
StatutoryNeedsYear *
DevelopmentCost
Total Segment Cost Signal Leg + Construction |$0 + $736,570 + $284,222 |$1,170,009

+ Preservation + ROW +
Culvert

+$77,013 + $72,204




SANEEDS - CSAH - Segment Report

Roadway Segment
Information

Status : Original

Countz Name : JACKSON Segment Nbr : 032-605-010
Original Current
Unassigned/Unknown Municipality Unassigned/Unknown
2.7 Segment Length 2.7

MIXED BITUMINOUS Existing Surface Type MIXED BITUMINOUS

2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

ALONG S CO LINE Termini ALONG S CO LINE

100 Present AADT 100

2012 Year of Count 2012

15 Projection Factor 15

150 Projected Traffic 150

RURAL Design Type RURAL

2 - RURAL : 150 - 1499 Design Group 2 (RURAL : 150 - 1499)
2000 Latest Year SA funds 2000

0 Number of Signal Legs 0

No Special Message

2004 - EXISTING BITUMINOUS
ROADWAY SURFACE. DSAE
APPROVED CHANGE OF TRAFFIC
PROJECTION FACTOR TO RETAIN
SYSTEM CONTINUITY AND
MANINTAIN PRESENT LEVEL OF
SERVICE.

Segment Cost

Special Message Code
Comments

Interchange Override
Segment Override

No Special Message

2004 - EXISTING BITUMINOUS
ROADWAY SURFACE. DSAE
APPROVED CHANGE OF TRAFFIC
PROJECTION FACTOR TO RETAIN
SYSTEM CONTINUITY AND
MANINTAIN PRESENT LEVEL OF
SERVICE.

Information
- |
Computation Factor Computation Formula Values Used For Computation Result
Calculation
Signal Leg TrafficSignalLegs * 0*56250/40 * 25 $0
UnitCost / SignalLifeCycle
* StatutoryNeedsYear
Construction Length * UnitCost / 2.7 *803530.54 /60 *25* |$994,369
ConstrLifeCycle * 1.1
StatutoryNeedsYear *
DevelopmentCost
Preservation Length * Quantity * 2.7*2112*53.83/20*25 |$383,700
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear
ROW Length * UnitCost / 2.7*92415.52 /60 * 25 $103,967
ROWLifeCycle *
StatutoryNeedsYear
Total Segment Cost Signal Leg + Construction |$0 + $994,369 + $383,700 |$1,482,036
+ Preservation + ROW + $103,967




SANEEDS - CSAH - Segment Report

Roadway Segment

Status : Revised

Information

Countz Name : JACKSON Segment Nbr : 032-605-020
Original Current
Unassigned/Unknown Municipality Unassigned/Unknown
3 Segment Length 3

MIXED BITUMINOUS Existing Surface Type MIXED BITUMINOUS

2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

S COLINE TO CSAH 4 Termini S COLINETO CSAH 4
255 Present AADT 255

2012 Year of Count 2012

1.2 Projection Factor 1.2

306 Projected Traffic 306

RURAL Design Type RURAL

2 - RURAL : 150 - 1499 Design Group 2 (RURAL : 150 - 1499)
2017 Latest Year SA funds 2018

0 Number of Signal Legs 0

No Special Message Special Message Code

2017 SAP 032-030-021 Sealcoat Comments
2017 SAP 032-030-021

Mircosurfacing

2016 SAP 032-605-022 M&OL

BRIDGE 32504 LENGTH CHANGED
TO RELECT FIELD
MEASUREMENTS (X & Y) TAKEN
SUMMER 2004.

2005 - SA CULVERT LENGTH

No Special Message

2018 SAP 032-605-020 BR R&R
32575

2017 SAP 032-030-021 Sealcoat
2017 SAP 032-030-021
Mircosurfacing

2016 SAP 032-605-022 M&OL

BRIDGE 32504 LENGTH CHANGED
TO RELECT FIELD
MEASUREMENTS (X & Y) TAKEN
SUMMER 2004.

REVISION
2005 - SA CULVERT LENGTH
REVISION
Interchange Override
Segment Override
Bridge Information Status: Revised
Original Current
32504 Structure Number 32575
3.75 Milepoint 3.75
1965 Year Built 1965

JUD DITCH # 24 Feature Crossed

Type of Service

3 Number of Spans

74 Bridge Length

32.3 Bridge Width

100% Shared Structure
Comments

1(0-149) Bridge Group Code

Culvert Information

JUD DITCH # 24

68
36
100%

2018 SAP 032-605-020 BR R&R
32575

1(0-149)

Status: Original

Original Current
88988 Structure Number 88988
5.06 Milepoint 5.06
1938 Year Built 1938

W FK LITTLE SIOUX RIVER Feature Crossed

Type of Service

1 Number of Barrels

10 Culvert Width

5 Culvert Height

54 Culvert Length
50.00046828 Area of Waterway Opening
100% Shared Structure

W FK LITTLE SIOUX RIVER

50.00046828
100%



Segment Cost
Information

Computation Factor

Comments

Culvert Group Code 1

Computation Formula

Values Used For
Calculation

Computation Result

Signal Leg

TrafficSignalLegs *
UnitCost / SignalLifeCycle
* StatutoryNeedsYear

0* 56250/ 40 * 25

$0

Construction

Length * UnitCost /
ConstrLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

3*803530.54/60*25*1.1

$1,104,854

Preservation

Length * Quantity *
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

3*2112*53.83/20* 25

$426,334

ROW

Length * UnitCost /
ROWLifeCycle *
StatutoryNeedsYear

3*92415.52/60 * 25

$115,519

Bridge

BridgeLength *
BridgeWidth * UnitCost /
BridgeLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

68*36*163/80*25*
1.15

$143,399

Culvert

CulvertLength * Area *
UnitCost /
CulvertLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

54 * 50.00046828 * 16.61 /
100*25*1.15

$12,894

Total Segment Cost

Signal Leg + Construction
+ Preservation + ROW +
Bridge + Culvert

$0 + $1,104,854 + $426,334
+ $115,519 + $143,399 +
$12,894

$1,803,000




SANEEDS - CSAH - Segment Report

Roadway Segment
Information

Status : Original

Countz Name : JACKSON Segment Nbr : 032-605-030
Original Current

Unassigned/Unknown
5

MIXED BITUMINOUS
2

NOT DIVIDED

CSAH 4 TO CSAH 34
255

2012

1.2

306

RURAL

2 - RURAL : 150 - 1499
2007

0

No Special Message

2007 - OVERLAY 1.5" (SAP 32-605-
019)

Municipality

Segment Length
Existing Surface Type
Existing Surface Lanes
Existing Lane Description
Termini

Present AADT

Year of Count
Projection Factor
Projected Traffic
Design Type

Design Group

Latest Year SA funds
Number of Signal Legs
Special Message Code
Comments

Interchange Override
Segment Override

Unassigned/Unknown
5

MIXED BITUMINOUS
2

NOT DIVIDED

CSAH 4 TO CSAH 34
255

2012

1.2

306

RURAL

2 (RURAL : 150 - 1499)
2007

0

No Special Message

2007 - OVERLAY 1.5" (SAP 32-605-
019)

Bridge Information Status: Original
Original Current

32535

7.89

1986

SKUNK CREEK (JD # 13)

3
67.1
38.3
100%

1(0-149)

Segment Cost
Information

Structure Number
Milepoint

Year Built
Feature Crossed
Type of Service
Number of Spans
Bridge Length
Bridge Width
Shared Structure
Comments
Bridge Group Code

32535

7.89

1986

SKUNK CREEK (JD # 13)

3
67.1
38.3
100%

1(0-149)

Computation Factor

Computation Formula

Values Used For
Calculation

Computation Result

Signal Leg

TrafficSignalLegs *
UnitCost / SignalLifeCycle
* StatutoryNeedsYear

0*56250/40*25

$0

Construction

Length * UnitCost /
ConstrLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

5*803530.54 /60 *25* 1.1

$1,841,424

Preservation

Length * Quantity *
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

5*2112*53.83/20*25

$710,556

Length * UnitCost /
ROWLifeCycle *
StatutoryNeedsYear

5*92415.52 / 60 * 25

$192,532

Bridge

BridgeLength *
BridgeWidth * UnitCost /
BridgeLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

67.1*38.3*163/80*25*
1.15

$150,542

Total Segment Cost

Signal Leg + Construction
+ Preservation + ROW +
Bridge

$0 + $1,841,424 + $710,556
+ $192,532 + $150,542

$2,895,054




SANEEDS - CSAH - Segment Report

Roadway Segment
Information

Status : Original

Countz Name : JACKSON Segment Nbr : 032-605-040

Original

Current

Unassigned/Unknown Municipality
2 Segment Length
MIXED BITUMINOUS Existing Surface Type

2 Existing Surface Lanes
NOT DIVIDED Existing Lane Description
CSAH 34 TO CSAH 12 Termini

100 Present AADT

2012 Year of Count

15 Projection Factor

150 Projected Traffic
RURAL Design Type

2 - RURAL : 150 - 1499 Design Group

2017 Latest Year SA funds

0 Number of Signal Legs
No Special Message Special Message Code
2017 SAP 032-030-021 Sealcoat Comments

2016 SAP 032-605-021 M&OL

EXISTING BITUMINOUS ROADWAY
SURFACE. DSAE APPROVED
CHANGE OF TRAFFIC
PROJECTION FACTOR TO RETAIN
SYSTEM CONTINUITY AND
MANINTAIN PRESENT LEVEL OF
SERVICE.

2005 - SA CULVERT LENGTH
REVISION

Interchange Override
Segment Override

Culvert Information

Unassigned/Unknown

2

MIXED BITUMINOUS

2

NOT DIVIDED

CSAH 34 TO CSAH 12

100

2012

15

150

RURAL

2 (RURAL : 150 - 1499)
2017

0

No Special Message

2017 SAP 032-030-021 Sealcoat
2016 SAP 032-605-021 M&OL

EXISTING BITUMINOUS ROADWAY
SURFACE. DSAE APPROVED
CHANGE OF TRAFFIC
PROJECTION FACTOR TO RETAIN
SYSTEM CONTINUITY AND
MANINTAIN PRESENT LEVEL OF
SERVICE.

2005 - SA CULVERT LENGTH
REVISION

Status: Original

Original Current
88987 Structure Number 88987
12.561 Milepoint 12.561
1938 Year Built 1938

LITTLE SIOUX RIVER Feature Crossed

Type of Service

2 Number of Barrels

7 Culvert Width

4 Culvert Height

38 Culvert Length

56.00026614 Area of Waterway Opening

100% Shared Structure
Comments

1 Culvert Group Code

Segment Cost
Information

LITTLE SIOUX RIVER

4
38
56.00026614
100%

Computation Factor

Computation Formula

Values Used For
Calculation

Computation Result

Signal Leg

TrafficSignallLegs *
UnitCost / SignalLifeCycle
* StatutoryNeedsYear

0* 56250 /40 * 25

$0

Construction

Length * UnitCost /
ConstrLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

2*803530.54/60*25*1.1

$736,570

Preservation

Length * Quantity *
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

2*2112*53.83/20* 25

$284,222




ROW

Length * UnitCost /
ROWLifeCycle *
StatutoryNeedsYear

2*92415.52 /60 * 25

$77,013

Culvert

CulvertLength * Area *
UnitCost /
CulvertLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

38 * 56.00026614 * 16.61 /
100*25*1.15

$10,162

Total Segment Cost

Signal Leg + Construction
+ Preservation + ROW +
Culvert

$0 + $736,570 + $284,222
+ $77,013 + $10,162

$1,107,967




SANEEDS - CSAH - Segment Report

Roadway Segment
Information

Status : Original

Countz Name : JACKSON Segment Nbr : 032-606-010
Original Current

Unassigned/Unknown
15

MIXED BITUMINOUS
2

NOT DIVIDED

CSAH 17 TO 1.5 MI NO
140

2012

1.2

168

RURAL

2 - RURAL : 150 - 1499
2010

0

No Special Message

EXISTING BITUMINOUS ROADWAY
SURFACE. DSAE APPROVED
CHANGE OF TRAFFIC
PROJECTION FACTOR TO RETAIN
SYSTEM CONTINUITY AND
MANINTAIN PRESENT LEVEL OF
SERVICE.

2010 OVERLAY, SAP 32-606-012

Segment Cost
Information

Municipality

Segment Length
Existing Surface Type
Existing Surface Lanes
Existing Lane Description
Termini

Present AADT

Year of Count
Projection Factor
Projected Traffic
Design Type

Design Group

Latest Year SA funds
Number of Signal Legs
Special Message Code
Comments

Interchange Override
Segment Override

Unassigned/Unknown
15

MIXED BITUMINOUS

2

NOT DIVIDED

CSAH 17 TO 1.5 MI NO
140

2012

1.2

168

RURAL

2 (RURAL : 150 - 1499)
2010

0

No Special Message

EXISTING BITUMINOUS ROADWAY
SURFACE. DSAE APPROVED
CHANGE OF TRAFFIC
PROJECTION FACTOR TO RETAIN
SYSTEM CONTINUITY AND
MANINTAIN PRESENT LEVEL OF
SERVICE.

2010 OVERLAY, SAP 32-606-012

Computation Factor

Computation Formula

Values Used For
Calculation

Computation Result

Signal Leg

TrafficSignalLegs *
UnitCost / SignalLifeCycle
* StatutoryNeedsYear

0* 56250/ 40 * 25

$0

Construction

Length * UnitCost /
ConstrLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

1.5 *803530.54 / 60 * 25 *
1.1

$552,427

Preservation

Length * Quantity *
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

1.5*2112*53.83/20* 25

$213,167

ROW

Length * UnitCost /
ROWLifeCycle *
StatutoryNeedsYear

1.5*92415.52 /60 * 25

$57,760

Total Segment Cost

Signal Leg + Construction
+ Preservation + ROW

$0 + $552,427 + $213,167
+ $57,760

$823,354




SANEEDS - CSAH - Segment Report

Roadway Segment Status : Original
Information

Countz Name : JACKSON Segment Nbr : 032-606-020
Original Current

Unassigned/Unknown Municipality Unassigned/Unknown

4 Segment Length 4

MIXED BITUMINOUS Existing Surface Type MIXED BITUMINOUS

2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

15MINCSAH17 TOTH 71 Termini 15MINCSAH17TOTH 71

140 Present AADT 140

2012 Year of Count 2012

1.2 Projection Factor 1.2

168 Projected Traffic 168

RURAL Design Type RURAL

2 - RURAL : 150 - 1499 Design Group 2 (RURAL : 150 - 1499)

2014 Latest Year SA funds 2014

0 Number of Signal Legs 0

No Special Message Special Message Code No Special Message

2014 SAP 032-606-013 OL Comments 2014 SAP 032-606-013 OL
EXISTING BITUMINOUS ROADWAY EXISTING BITUMINOUS ROADWAY
SURFACE. DSAE APPROVED SURFACE. DSAE APPROVED
CHANGE OF TRAFFIC CHANGE OF TRAFFIC
PROJECTION FACTOR TO RETAIN PROJECTION FACTOR TO RETAIN
SYSTEM CONTINUITY AND SYSTEM CONTINUITY AND
MANINTAIN PRESENT LEVEL OF MANINTAIN PRESENT LEVEL OF
SERVICE. SERVICE.

1 1/2" OVERLAY IN 2000 USING 11/2" OVERLAY IN 2000 USING
LOCAL FUNDS (CP 32-606-11) LOCAL FUNDS (CP 32-606-11)
ERROR FOUND W/NEEDS - WIDTH ERROR FOUND W/NEEDS - WIDTH
OF ROADWAY IS 22' NOT 24' OF ROADWAY IS 22' NOT 24'
SAP 32-606-010 BRIDGE SAP 32-606-010 BRIDGE
REPLACEMENT AT MP 1.90 REPLACEMENT AT MP 1.90

Interchange Override
Segment Override

Culvert Information Status: Original

Original Current

32J19 Structure Number 32J19

3.51 Milepoint 3.51

2002 Year Built 2002

STREAM Feature Crossed STREAM

STREAM CROSSING Type of Service STREAM CROSSING

1 Number of Barrels 1

8 Culvert Width 8

6 Culvert Height 6

78 Culvert Length 78

52.0004009 Area of Waterway Opening 52.0004009

100% Shared Structure 100%
Comments

1 Culvert Group Code 1

Segment Cost

Information

|

Computation Factor Computation Formula Values Used For Computation Result
Calculation

Signal Leg TrafficSignalLegs * 0*56250/40* 25 $0

UnitCost / SignalLifeCycle
* StatutoryNeedsYear

Construction Length * UnitCost / 4 *803530.54 /60 * 25 *1.11$1,473,139
ConstrLifeCycle *
StatutoryNeedsYear *
DevelopmentCost




Preservation

Length * Quantity *
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

4*2112*53.83/20* 25

$568,445

ROW

Length * UnitCost /
ROWLifeCycle *
StatutoryNeedsYear

4*92415.52 / 60 * 25

$154,026

Culvert

CulvertLength * Area *
UnitCost /
CulvertLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

78 * 52.0004009 * 16.61 /
100*25*1.15

$19,369

Total Segment Cost

Signal Leg + Construction
+ Preservation + ROW +
Culvert

$0 + $1,473,139 + $568,445
+ $154,026 + $19,369

$2,214,979




Roadway Segment
Information

SANEEDS - CSAH - Segment Report

Status : Original

Countz Name : JACKSON Segment Nbr : 032-607-010
Original Current

Unassigned/Unknown
2.9

MIXED BITUMINOUS
2

NOT DIVIDED
CSAH9 TO TH 60

190

2012

1.2

228

RURAL

2 - RURAL : 150 - 1499
2016

0

No Special Message

2016 SAP 032-030-020 SEALCOAT

CO WIDE
2016 - FIXED TERMINI

Municipality

Segment Length
Existing Surface Type
Existing Surface Lanes
Existing Lane Description
Termini

Present AADT

Year of Count
Projection Factor
Projected Traffic
Design Type

Design Group

Latest Year SA funds
Number of Signal Legs
Special Message Code
Comments

2015 SAP 032-607-015 M&OL

RailRoadCrossing
Information

Interchange Override
Segment Override

Unassigned/Unknown
2.9

MIXED BITUMINOUS

2

NOT DIVIDED

CSAH9 TO TH 60

190

2012

1.2

228

RURAL

2 (RURAL : 150 - 1499)
2016

0

No Special Message
2016 SAP 032-030-020 SEALCOAT
CO WIDE

2016 - FIXED TERMINI

2015 SAP 032-607-015 M&OL

Status: Original

Original Current

UNION PACIFIC RAILROAD
185713U

2.87

1

SIGNS ONLY

2000

40

100%

Segment Cost
Information

Computation Factor

RailRoad Name
USDOT Number
Located at Milepoint
Mainline Tracks
Protection Type

Last Year Protection Upgraded

Crossing Length
Last Year Surfaced
Percentage of Cost
Comments

UNION PACIFIC RAILROAD
185713U

2.87

1

SIGNS ONLY

2000

40

100%

Computation Formula

Values Used For
Calculation

Computation Result

Signal Leg

TrafficSignalLegs *
UnitCost / SignalLifeCycle
* StatutoryNeedsYear

0*56250/40*25

$0

Construction

Length * UnitCost /
ConstrLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

2.9 * 803530.54 / 60 * 25 *
11

$1,068,026

Preservation

Length * Quantity *
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

2.9*2112*53.83/20*25

$412,122

ROW

Length * UnitCost /
ROWLifeCycle *
StatutoryNeedsYear

2.9*92415.52 / 60 * 25

$111,669

RR Crossing Protection

UnitCost /
RRCrossingLifeCycle *
StatutoryNeedsYear

1500/ 25 * 25

$1,500

RR Crossing Surface

SurfaceLength * UnitCost
/ RRCrossingLifeCycle *
StatutoryNeedsYear

40*1350/25*25

$54,000




Total Segment Cost

Signal Leg + Construction |$0 + $1,068,026 + $412,122|$1,647,317

+ Preservation + ROW +
RR Crossing Protection +
RR Crossing Surface

+$111,669 + $1,500 +
$54,000




SANEEDS - CSAH - Segment Report

Roadway Segment

Status : Original

Information
Countz Name : JACKSON Segment Nbr : 032-607-020

Original

Current

Unassigned/Unknown
2

MIXED BITUMINOUS
2

NOT DIVIDED

TH 60 TO CSAH 24
210

2012

1.2

252

RURAL

2 - RURAL : 150 - 1499
2016

0

No Special Message

Municipality

Segment Length
Existing Surface Type
Existing Surface Lanes
Existing Lane Description
Termini

Present AADT

Year of Count
Projection Factor
Projected Traffic
Design Type

Design Group

Latest Year SA funds
Number of Signal Legs
Special Message Code

2016 SAP 032-030-020 SEALCOAT Comments

CO WIDE
2015 SAP 032-607-015 M&OL

2012 SAP 032-607-014 CULVERT
32353

BRIDGE 88990 LENGTH CHANGED

TO RELECT FIELD

MEASUREMENTS (X & Y) TAKEN

SUMMER 2004.

Bridge Information Status: Original

Original Current

32505 Structure Number 32505

4.13 Milepoint 4.13

1967 Year Built 1967

JACK CREEK Feature Crossed JACK CREEK
Type of Service

3 Number of Spans 3

78 Bridge Length 78

321 Bridge Width 321

100% Shared Structure 100%
Comments

1(0-149) Bridge Group Code 1(0-149)

Culvert Information Status: Original

|

Original Current

32353 Structure Number 32353

4.75 Milepoint 4.75

2012 Year Built 2012

DITCH PROJ #4

1

14

8

52

112

100%

2012 SAP 032-607-014
1

Interchange Override
Segment Override

Feature Crossed

Type of Service

Number of Barrels

Culvert Width

Culvert Height

Culvert Length

Area of Waterway Opening
Shared Structure
Comments

Culvert Group Code

Unassigned/Unknown

2

MIXED BITUMINOUS

2

NOT DIVIDED

TH 60 TO CSAH 24

210

2012

1.2

252

RURAL

2 (RURAL : 150 - 1499)
2016

0

No Special Message

2016 SAP 032-030-020 SEALCOAT
CO WIDE

2015 SAP 032-607-015 M&OL

2012 SAP 032-607-014 CULVERT
32353

BRIDGE 88990 LENGTH CHANGED
TO RELECT FIELD
MEASUREMENTS (X & Y) TAKEN
SUMMER 2004.

DITCH PROJ #4

1

14

8

52

112

100%

2012 SAP 032-607-014
1



Segment Cost
Information

Computation Factor

Computation Formula

Values Used For
Calculation

Computation Result

Signal Leg

TrafficSignalLegs *
UnitCost / SignalLifeCycle
* StatutoryNeedsYear

0*56250/40*25

$0

Construction

Length * UnitCost /
ConstrLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

2*803530.54/60*25* 1.1

$736,570

Preservation

Length * Quantity *
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

2*2112*53.83/20*25

$284,222

ROW

Length * UnitCost /
ROWLifeCycle *
StatutoryNeedsYear

2*92415.52 /60 * 25

$77,013

Bridge

BridgeLength *
BridgeWidth * UnitCost /
BridgeLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

78*32.1*163/80*25*
1.15

$146,668

Culvert

CulvertLength * Area *
UnitCost /
CulvertLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

52*112*16.61/100* 25 *
1.15

$27,812

Total Segment Cost

Signal Leg + Construction
+ Preservation + ROW +
Bridge + Culvert

$0 + $736,570 + $284,222
+ $77,013 + $146,668 +
$27,812

$1,272,285




SANEEDS - CSAH - Segment Report

Roadway Segment

Status : Original

Information
Countz Name : JACKSON Segment Nbr : 032-607-030

Original

Current

Unassigned/Unknown Municipality

4.2 Segment Length
MIXED BITUMINOUS Existing Surface Type
2 Existing Surface Lanes
NOT DIVIDED Existing Lane Description
CSAH 24 TO N CO LINE Termini

210 Present AADT

2012 Year of Count

1.2 Projection Factor

252 Projected Traffic
RURAL Design Type

2 - RURAL : 150 - 1499 Design Group

2016 Latest Year SA funds

0 Number of Signal Legs

No Special Message Special Message Code
2016 SAP 032-030-020 SEALCOAT Comments

CO WIDE

2015 SAP 032-607-015 M&OL

BRIDGE 92399 LENGTH CHANGED
TO RELECT FIELD
MEASUREMENTS (X & Y) TAKEN
SUMMER 2004.

2005 - SA CULVERT LENGTH
REVISION

Interchange Override
Segment Override

Culvert Information

Unassigned/Unknown

4.2

MIXED BITUMINOUS

2

NOT DIVIDED

CSAH 24 TO N CO LINE

210

2012

1.2

252

RURAL

2 (RURAL : 150 - 1499)
2016

0

No Special Message

2016 SAP 032-030-020 SEALCOAT
CO WIDE

2015 SAP 032-607-015 M&OL

BRIDGE 92399 LENGTH CHANGED
TO RELECT FIELD
MEASUREMENTS (X & Y) TAKEN
SUMMER 2004.

2005 - SA CULVERT LENGTH
REVISION

Status: Original

(- - - ]

Original Current

92399 Structure Number 92399

8.67 Milepoint 8.67

1966 Year Built 1966

STREAM Feature Crossed STREAM
Type of Service

2 Number of Barrels 2

6 Culvert Width 6

6 Culvert Height 6

46 Culvert Length 46

71.9997271 Area of Waterway Opening 71.9997271

100% Shared Structure 100%
Comments

1 Culvert Group Code 1

Segment Cost
Information

Values Used For
Calculation

Computation Factor Computation Formula

Computation Result

Signal Leg TrafficSignalLegs * 0*56250/40*25
UnitCost / SignalLifeCycle

* StatutoryNeedsYear

$0

Construction Length * UnitCost /
ConstrLifeCycle *
StatutoryNeedsYear *

DevelopmentCost

4.2 * 803530.54 / 60 * 25 *
11

$1,546,796

Preservation Length * Quantity *
UnitCost /
PreservationLifeCycle *

StatutoryNeedsYear

4.2*2112*53.83/20* 25

$596,867




ROW

Length * UnitCost /
ROWLifeCycle *
StatutoryNeedsYear

4.2*92415.52 / 60 * 25

$161,727

Culvert

CulvertLength * Area *
UnitCost /
CulvertLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

46 *71.9997271 * 16.61 /
100 *25*1.15

$15,816

Total Segment Cost

Signal Leg + Construction
+ Preservation + ROW +
Culvert

$0 + $1,546,796 + $596,867
+ $161,727 + $15,816

$2,321,206




SANEEDS - CSAH - Segment Report

Roadway Segment

Status : Original

Information

Countz Name : JACKSON Segment Nbr : 032-608-010
Original Current
Unassigned/Unknown Municipality Unassigned/Unknown
4.8 Segment Length 4.8

MIXED BITUMINOUS Existing Surface Type MIXED BITUMINOUS

2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

CSAH 23 TO E CO LINE Termini CSAH 23 TO E CO LINE
230 Present AADT 230

2012 Year of Count 2012

1.2 Projection Factor 1.2

276 Projected Traffic 276

RURAL Design Type RURAL

2 - RURAL : 150 - 1499 Design Group 2 (RURAL : 150 - 1499)
2017 Latest Year SA funds 2017

0 Number of Signal Legs 0

No Special Message
2017 SAP 032-608-010 OL

Special Message Code
Comments

EXISTING BITUMINOUS ROADWAY
SURFACE. DSAE APPROVED

CHANGE OF TRAFFIC

PROJECTION FACTOR TO RETAIN
SYSTEM CONTINUITY AND
MANINTAIN PRESENT LEVEL OF
SERVICE.
SAP 32-608-009 - 1 1/2" OVERLAY
Interchange Override

Segment Override

No Special Message
2017 SAP 032-608-010 OL

EXISTING BITUMINOUS ROADWAY
SURFACE. DSAE APPROVED
CHANGE OF TRAFFIC
PROJECTION FACTOR TO RETAIN
SYSTEM CONTINUITY AND
MANINTAIN PRESENT LEVEL OF
SERVICE.

SAP 32-608-009 - 1 1/2" OVERLAY

Segment Cost
Information

Computation Factor

Computation Formula

Values Used For
Calculation

Computation Result

Signal Leg

TrafficSignalLegs *
UnitCost / SignalLifeCycle
* StatutoryNeedsYear

0*56250/40 * 25

$0

Construction

Length * UnitCost /
ConstrLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

4.8 * 803530.54 / 60 * 25 *
11

$1,767,767

Preservation

Length * Quantity *
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

4.8*2112*53.83/20* 25

$682,134

ROW

Length * UnitCost /
ROWLifeCycle *
StatutoryNeedsYear

4.8 *92415.52 / 60 * 25

$184,831

Total Segment Cost

Signal Leg + Construction
+ Preservation + ROW

$0 + $1,767,767 + $682,134
+$184,831

$2,634,732




SANEEDS - CSAH - Segment Report

Roadway Segment
Information

Countz Name : JACKSON Segment Nbr : 032-609-010
Original Current

Unassigned/Unknown
0.7

MIXED BITUMINOUS
2

NOT DIVIDED
ALONG S CO LINE
205

2012

1.2

246

RURAL

2 - RURAL : 150 - 1499
1997

0

No Special Message

Segment Cost
Information

Computation Factor

Municipality

Segment Length
Existing Surface Type
Existing Surface Lanes
Existing Lane Description
Termini

Present AADT

Year of Count
Projection Factor
Projected Traffic
Design Type

Design Group

Latest Year SA funds
Number of Signal Legs
Special Message Code
Comments
Interchange Override

Status : Original

Unassigned/Unknown
0.7

MIXED BITUMINOUS
2

NOT DIVIDED

ALONG S CO LINE
205

2012

1.2

246

RURAL

2 (RURAL : 150 - 1499)
1997

0

No Special Message

Segment Override

Computation Formula

Values Used For
Calculation

Computation Result

Signal Leg

TrafficSignalLegs *
UnitCost / SignalLifeCycle
* StatutoryNeedsYear

0*56250/40*25

$0

Construction

Length * UnitCost /
ConstrLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

0.7 * 803530.54 / 60 * 25 *
11

$257,799

Preservation

Length * Quantity *
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

0.7 *2112 *53.83/20* 25

$99,478

ROW

Length * UnitCost /
ROWLifeCycle *
StatutoryNeedsYear

0.7 * 92415.52 / 60 * 25

$26,955

Total Segment Cost

Signal Leg + Construction
+ Preservation + ROW

$0 + $257,799 + $99,478 +
$26,955

$384,232




SANEEDS - CSAH - Segment Report

Roadway Segment
Information

Countz Name : JACKSON Segment Nbr : 032-609-020
Original Current

Unassigned/Unknown
0.1

BIT CONC OR ASPH
2

NOT DIVIDED
ALONG S CO LINE
205

2012

1.2

246

RURAL

2 - RURAL : 150 - 1499
2000

0

No Special Message

Segment Cost
Information

Computation Factor

Municipality

Segment Length
Existing Surface Type
Existing Surface Lanes
Existing Lane Description
Termini

Present AADT

Year of Count
Projection Factor
Projected Traffic
Design Type

Design Group

Latest Year SA funds
Number of Signal Legs
Special Message Code
Comments
Interchange Override

Status : Original

Unassigned/Unknown
0.1

BIT CONC OR ASPH
2

NOT DIVIDED

ALONG S CO LINE
205

2012

1.2

246

RURAL

2 (RURAL : 150 - 1499)
2000

0

No Special Message

Segment Override

Computation Formula

Values Used For
Calculation

Computation Result

Signal Leg

TrafficSignalLegs *
UnitCost / SignalLifeCycle
* StatutoryNeedsYear

0*56250/40*25

$0

Construction

Length * UnitCost /
ConstrLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

0.1 * 803530.54 / 60 * 25 *
11

$36,828

Preservation

Length * Quantity *
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

0.1*2112*53.83/20*25

$14,211

ROW

Length * UnitCost /
ROWLifeCycle *
StatutoryNeedsYear

0.1 *92415.52 / 60 * 25

$3,851

Total Segment Cost

Signal Leg + Construction
+ Preservation + ROW

$0 + $36,828 + $14,211 +
$3,851

$54,890




SANEEDS - CSAH - Segment Report

Roadway Segment
Information

Status : Original

Countz Name : JACKSON Segment Nbr : 032-609-025

Original

Current

Unassigned/Unknown
14

MIXED BITUMINOUS
2

NOT DIVIDED

S COLINETO 0.4 MILES N OF
710TH STREET

205

2012

1.2

246

RURAL

2 - RURAL : 150 - 1499
2005

0

No Special Message

22004 - BR 32J23 (REPLACES
BR88994) BRIDGE REPLACEMENT
ONLY - APPROACH WORK KEPT
TO MINIMUM AND IS ONLY WHAT
IS NECESSARY FOR BR
REPLACEMENT.

RESURFACE UNDER SAP 32-609-
052.

Culvert Information

Municipality

Segment Length

Existing Surface Type
Existing Surface Lanes
Existing Lane Description
Termini

Present AADT

Year of Count
Projection Factor
Projected Traffic
Design Type

Design Group

Latest Year SA funds
Number of Signal Legs
Special Message Code
Comments

Interchange Override
Segment Override

Unassigned/Unknown
14

MIXED BITUMINOUS
2

NOT DIVIDED

S COLINETO 0.4 MILES N OF
710TH STREET

205

2012

1.2

246

RURAL

2 (RURAL : 150 -1499)
2005

0

No Special Message

22004 - BR 32J23 (REPLACES
BR88994) BRIDGE REPLACEMENT
ONLY - APPROACH WORK KEPT
TO MINIMUM AND IS ONLY WHAT
IS NECESSARY FOR BR
REPLACEMENT.

RESURFACE UNDER SAP 32-609-
052.

Status: Original

|
Original Current

32323

1.62

2005
STREAM
STREAM CROSSING
1

12

4

72
48.00053566
100%

Segment Cost
Information

Structure Number
Milepoint

Year Built

Feature Crossed
Type of Service
Number of Barrels
Culvert Width
Culvert Height
Culvert Length
Area of Waterway Opening
Shared Structure
Comments

Culvert Group Code

32323

1.62

2005
STREAM
STREAM CROSSING
1

12

4

72
48.00053566
100%

Computation Factor

Computation Formula

Values Used For
Calculation

Computation Result

Signal Leg

TrafficSignalLegs *
UnitCost / SignalLifeCycle
* StatutoryNeedsYear

0*56250/40* 25

$0

Construction

Length * UnitCost /
ConstrLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

1.
1.

4 * 803530.54 / 60 * 25 *
1

$515,599

Preservation

Length *
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

Quantity *

1.4*2112*53.83/20*25

$198,956

ROW

Length * UnitCost /
ROWLifeCycle *
StatutoryNeedsYear

1.4*92415.52 /60 * 25

$53,909




Culvert CulvertLength * Area * 72 * 48.00053566 * 16.61 / |$16,504
UnitCost / 100 * 25 *1.15
CulvertLifeCycle *
StatutoryNeedsYear *
DevelopmentCost
Total Segment Cost Signal Leg + Construction |$0 + $515,599 + $198,956 |$784,968

+ Preservation + ROW +
Culvert

+ $53,909 + $16,504




SANEEDS - CSAH - Segment Report

Roadway Segment

Status : Original

Information
Countz Name : JACKSON Segment Nbr : 032-609-030
Original Current

Unassigned/Unknown
0.7

MIXED BITUMINOUS
2

NOT DIVIDED

0.4 MILE N OF 710TH ST TO 0.1
MILE N OF 720TH ST

205

2012

1.2

246

RURAL

2 - RURAL : 150 - 1499
2005

0

No Special Message

2004 - GRADING, BR 32722
(REPLACES BR 88993) & BR 32J21
(REPLACES BR 4381)

- BR 32J23 (REPLACES
88994) INCLUDED IN SEGMENT
025

- BR 32456 MOVED IN
SEGMENT 03

2005 - BASE, SURFACE &
SHOULDERS WILL BE DONE.
SURFACED UNDER SAP 32-609-
052.

Culvert Information

Municipality

Segment Length

Existing Surface Type
Existing Surface Lanes
Existing Lane Description
Termini

Present AADT

Year of Count
Projection Factor
Projected Traffic
Design Type

Design Group

Latest Year SA funds
Number of Signal Legs
Special Message Code
Comments

Interchange Override
Segment Override

Unassigned/Unknown
0.7

MIXED BITUMINOUS
2

NOT DIVIDED

0.4 MILE N OF 710TH ST TO 0.1
MILE N OF 720TH ST

205

2012

1.2

246

RURAL

2 (RURAL : 150 - 1499)
2005

0

No Special Message

2004 - GRADING, BR 32J22
(REPLACES BR 88993) & BR 32J21
(REPLACES BR 4381)

- BR 32323 (REPLACES
88994) INCLUDED IN SEGMENT
025

- BR 32456 MOVED IN
SEGMENT 03

2005 - BASE, SURFACE &
SHOULDERS WILL BE DONE.
SURFACED UNDER SAP 32-609-
052.

Status: Original

|
Original Current
32J21 Structure Number 32J21
Milepoint
2005 Year Built 2005

W FK LITTLE SIOUX RIVER
STREAM CROSSING

3

12

10

52

359.99971189

100%

1

Culvert Information

Original

Feature Crossed
Type of Service
Number of Barrels
Culvert Width
Culvert Height
Culvert Length

Area of Waterway Opening

Shared Structure
Comments
Culvert Group Code

W FK LITTLE SIOUX RIVER
STREAM CROSSING

3

12

10

52

359.99971189

100%

1

Status: Original

Current

32322

2.2

2005

STREAM

STREAM CROSSING
1

10

4

70

Structure Number
Milepoint

Year Built

Feature Crossed
Type of Service
Number of Barrels
Culvert Width
Culvert Height
Culvert Length

32322

2.2

2005

STREAM

STREAM CROSSING
1

10

4

70



39.99972879 Area of Waterway Opening 39.99972879

100% Shared Structure 100%
Comments
1 Culvert Group Code 1

Segment Cost

Information

e ___________________________________________|

Computation Factor Computation Formula Values Used For Computation Result
Calculation

Signal Leg TrafficSignalLegs * 0*56250/40* 25 $0

UnitCost / SignalLifeCycle
* StatutoryNeedsYear

Construction Length * UnitCost / 0.7 * 803530.54 /60 * 25 * 1$257,799
ConstrLifeCycle * 1.1

StatutoryNeedsYear *
DevelopmentCost

Preservation Length * Quantity * 0.7 *2112 *53.83/20 * 25 |$99,478
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

ROW Length * UnitCost / 0.7 *92415.52 /60 * 25 $26,955
ROWLifeCycle *
StatutoryNeedsYear

Culvert CulvertLength * Area * 52 *359.99971189 * 16.61 / | $89,395
UnitCost / 100 * 25 * 1.15
CulvertLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

Culvert CulvertLength * Area * 70 *39.99972879 * 16.61 / |$13,371
UnitCost / 100*25*1.15
CulvertLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

Total Segment Cost Signal Leg + Construction |$0 + $257,799 + $99,478 + |$486,998
+ Preservation + ROW + |$26,955 + $89,395 +
Culvert + Culvert $13,371




SANEEDS - CSAH - Segment Report

Roadway Segment

Status : Original

Information
Countz Name : JACKSON Segment Nbr : 032-609-035
Original Current

Unassigned/Unknown Municipality
1 Segment Length

MIXED BITUMINOUS Existing Surface Type
2 Existing Surface Lanes
NOT DIVIDED Existing Lane Description
2.1 MILE N OF 720TH ST TO CSAH Termini

205 Present AADT

2012 Year of Count

1.2 Projection Factor

246 Projected Traffic
RURAL Design Type

2 - RURAL : 150 - 1499 Design Group

2005 Latest Year SA funds

0 Number of Signal Legs
No Special Message Special Message Code
RESURFACED UNDER SAP 32-609- Comments

052.
Interchange Override
Segment Override

Bridge Information

Unassigned/Unknown

1

MIXED BITUMINOUS

2

NOT DIVIDED

2.1 MILE N OF 720TH ST TO CSAH

205

2012

1.2

246

RURAL

2 (RURAL : 150 -1499)
2005

0

No Special Message

RESURFACED UNDER SAP 32-609-
052.

Status: Original

Original Current
32546 Structure Number 32546
3.59 Milepoint 3.59
1992 Year Built 1992

SKUNK CREEK
STREAM CROSSING

Feature Crossed
Type of Service

1 Number of Spans
65.3 Bridge Length

42 Bridge Width
100% Shared Structure

Comments

1(0-149) Bridge Group Code

Segment Cost

SKUNK CREEK
STREAM CROSSING
1

65.3

42

100%

1(0-149)

Information
|
Computation Factor Computation Formula Values Used For Computation Result
Calculation
Signal Leg TrafficSignalLegs * 0*56250/40 * 25 $0
UnitCost / SignalLifeCycle
* StatutoryNeedsYear
Construction Length * UnitCost / 1*803530.54 /60 * 25 *1.1|$368,285
ConstrLifeCycle *
StatutoryNeedsYear *
DevelopmentCost
Preservation Length * Quantity * 1*2112*53.83/20*25 $142,111
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear
ROW Length * UnitCost / 1*92415.52 /60 * 25 $38,506
ROWLifeCycle *
StatutoryNeedsYear
Bridge BridgeLength * 65.3*42*163/80*25* $160,656
BridgeWidth * UnitCost/ |1.15
BridgeLifeCycle *
StatutoryNeedsYear *
DevelopmentCost
Total Segment Cost Signal Leg + Construction |$0 + $368,285 + $142,111 |$709,558
+ Preservation + ROW + |+ $38,506 + $160,656
Bridge




SANEEDS - CSAH - Segment Report

Roadway Segment
Information

Status : Original

Countz Name : JACKSON Segment Nbr : 032-609-040

Original

Current

Unassigned/Unknown Municipality

5 Segment Length
MIXED BITUMINOUS Existing Surface Type
2 Existing Surface Lanes
NOT DIVIDED Existing Lane Description
CSAH 4 TO CSAH 34 Termini

265 Present AADT

2012 Year of Count

1.2 Projection Factor

318 Projected Traffic
RURAL Design Type

2 - RURAL : 150 - 1499 Design Group

2005 Latest Year SA funds

0 Number of Signal Legs
No Special Message Special Message Code
BRIDGES 88991 & 88992 Comments

LENGTHS CHANGED TO RELECT
FIELD MEASUREMENTS (X & Y)
TAKEN SUMMER 2004.

2005 - SA CULVERT LENGTH
REVISIONS

OVERLAY UNDER SAP 32-609-051
Interchange Override
Segment Override

Culvert Information

Unassigned/Unknown
5

MIXED BITUMINOUS
2

NOT DIVIDED

CSAH 4 TO CSAH 34
265

2012

1.2

318

RURAL

2 (RURAL : 150 - 1499)
2005

0

No Special Message

BRIDGES 88991 & 88992
LENGTHS CHANGED TO RELECT
FIELD MEASUREMENTS (X & Y)
TAKEN SUMMER 2004.

2005 - SA CULVERT LENGTH
REVISIONS

OVERLAY UNDER SAP 32-609-051

Status: Original

|
Original Current

88991 Structure Number
7.23 Milepoint
1924 Year Built

BR OF LITTLE SIOUX RIVER Feature Crossed

Type of Service

2 Number of Barrels

7 Culvert Width

6 Culvert Height

48 Culvert Length

84.00039921 Area of Waterway Opening

100% Shared Structure
Comments

1 Culvert Group Code

Segment Cost
Information

88991

7.23

1924

BR OF LITTLE SIOUX RIVER

2

7

6

48
84.00039921
100%

Computation Factor

Computation Formula

Values Used For
Calculation

Computation Result

Signal Leg

TrafficSignalLegs *
UnitCost / SignalLifeCycle
* StatutoryNeedsYear

0*56250/40* 25

$0

Construction

Length * UnitCost /
ConstrLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

5*803530.54 /60 *25* 1.1

$1,841,424

Preservation

Length * Quantity *
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

5*2112*53.83/20* 25

$710,556

ROW

Length * UnitCost /
ROWLifeCycle *
StatutoryNeedsYear

5*92415.52 / 60 * 25

$192,532




Culvert CulvertLength * Area * 48 * 84.00039921 * 16.61 / |$19,254
UnitCost / 100 * 25 *1.15
CulvertLifeCycle *
StatutoryNeedsYear *
DevelopmentCost
Total Segment Cost Signal Leg + Construction |$0 + $1,841,424 + $710,556|$2,763,766

+ Preservation + ROW +
Culvert

+$192,532 + $19,254




SANEEDS - CSAH - Segment Rep

Roadway Segment
Information

ort

Status : Original

Countz Name : JACKSON Segment Nbr : 032-609-050

Original

Current

Unassigned/Unknown
14

BIT CONC OR ASPH

2

NOT DIVIDED

CSAH 34 TO NO RAMP 190
360

2012

1.2

432

RURAL

2 - RURAL : 150 - 1499
2014

0

No Special Message
2014 SAP 032-609-059
MICROSURFACE

2005 - IT LOOKS LIKE THIS

Municipality

Segment Length
Existing Surface Type
Existing Surface Lanes
Existing Lane Description
Termini

Present AADT

Year of Count
Projection Factor
Projected Traffic
Design Type

Design Group

Latest Year SA funds
Number of Signal Legs
Special Message Code
Comments

SEGMENT WAS NOT DRAWING
NEEDS - FUNDING CORRECTION

Culvert Information

Interchange Override
Segment Override

Unassigned/Unknown
14

BIT CONC OR ASPH

2

NOT DIVIDED

CSAH 34 TO NO RAMP 190
360

2012

1.2

432

RURAL

2 (RURAL : 150 - 1499)
2014

0

No Special Message
2014 SAP 032-609-059
MICROSURFACE

2005 - IT LOOKS LIKE THIS
SEGMENT WAS NOT DRAWING
NEEDS - FUNDING CORRECTION

Status: Original

|
Original Current

88992

9.53

1926

LITTLE SIOUX RIVER

1

10

8

32
80.00053397
100%

Segment Cost
Information

Structure Number
Milepoint

Year Built

Feature Crossed
Type of Service
Number of Barrels
Culvert Width
Culvert Height
Culvert Length
Area of Waterway Opening
Shared Structure
Comments

Culvert Group Code

88992

9.53

1926

LITTLE SIOUX RIVER

1

10

8

32
80.00053397
100%

Computation Factor

Computation Formula

Values Used For
Calculation

Computation Result

Signal Leg

TrafficSignalLegs *
UnitCost / SignalLifeCycle
* StatutoryNeedsYear

0*56250/40* 25

$0

Construction

Length * UnitCost /
ConstrLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

1.4 *803530.54 /60 * 25 *
1.1

$515,599

Preservation

Length * Quantity *
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

1.4*2112*53.83/20*25

$198,956

ROW

Length * UnitCost /
ROWLifeCycle *
StatutoryNeedsYear

1.4*92415.52 /60 * 25

$53,909




Culvert CulvertLength * Area * 32 *80.00053397 * 16.61/ |$12,225
UnitCost / 100 * 25 *1.15
CulvertLifeCycle *
StatutoryNeedsYear *
DevelopmentCost
Total Segment Cost Signal Leg + Construction |$0 + $515,599 + $198,956 |$780,689

+ Preservation + ROW +
Culvert

+ $53,909 + $12,225




SANEEDS - CSAH - Segment Report

Roadway Segment

Status : Original

Information
Countz Name : JACKSON Segment Nbr : 032-609-051

Original

Current

Unassigned/Unknown
4.6

MIXED BITUMINOUS
2

NOT DIVIDED

N RAMP 190 TO CSAH 18
530

2012

1.2

636

RURAL

2 - RURAL : 150 - 1499
2014

0

No Special Message
2014 SAP 032-609-059
MICROSURFACE

BRIDGE 1168 LENGTH CHANGED
TO RELECT FIELD
MEASUREMENTS (X & Y) TAKEN
SUMMER 2004.

2005 - SA CULVERT LENGHT
REVISION

Culvert Information

Municipality

Segment Length
Existing Surface Type
Existing Surface Lanes
Existing Lane Description
Termini

Present AADT

Year of Count
Projection Factor
Projected Traffic
Design Type

Design Group

Latest Year SA funds
Number of Signal Legs
Special Message Code
Comments

Interchange Override
Segment Override

Unassigned/Unknown
4.6

MIXED BITUMINOUS

2

NOT DIVIDED

N RAMP 190 TO CSAH 18
530

2012

1.2

636

RURAL

2 (RURAL : 150 - 1499)
2014

0

No Special Message
2014 SAP 032-609-059
MICROSURFACE

BRIDGE 1168 LENGTH CHANGED
TO RELECT FIELD
MEASUREMENTS (X & Y) TAKEN
SUMMER 2004.

2005 - SA CULVERT LENGHT
REVISION

Status: Original

Original Current

1168 Structure Number 1168

13.8 Milepoint 13.8

1939 Year Built 1939

STREAM Feature Crossed STREAM
Type of Service

2 Number of Barrels 2

6 Culvert Width 6

6 Culvert Height 6

77 Culvert Length 77

97.99992755 Area of Waterway Opening 97.99992755

100% Shared Structure 100%

AWW MATCHES BR LOG, 2016 JP
1

Segment Cost
Information

Comments
Culvert Group Code

AWW MATCHES BR LOG, 2016 JP
1

Computation Factor

Computation Formula

Values Used For
Calculation

Computation Result

Signal Leg

TrafficSignallLegs *
UnitCost / SignalLifeCycle
* StatutoryNeedsYear

0* 56250 /40 * 25

$0

Construction

Length * UnitCost /
ConstrLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

4.6 * 803530.54 /60 * 25 *
1.1

$1,694,110

Preservation

Length * Quantity *
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

4.6*2112*53.83/20*25

$653,712

Length * UnitCost /
ROWLifeCycle *
StatutoryNeedsYear

4.6 *92415.52 /60 * 25

$177,130




Culvert CulvertLength * Area * 77 *97.99992755 * 16.61 / |$36,035
UnitCost / 100 * 25 *1.15
CulvertLifeCycle *
StatutoryNeedsYear *
DevelopmentCost
Total Segment Cost Signal Leg + Construction |$0 + $1,694,110 + $653,712|$2,560,987

+ Preservation + ROW +
Culvert

+ $177,130 + $36,035




SANEEDS - CSAH - Segment Report

Roadway Segment Status : Original
Information

Countz Name : JACKSON Segment Nbr : 032-609-060
Original Current

Unassigned/Unknown Municipality Unassigned/Unknown
2 Segment Length 2

MIXED BITUMINOUS Existing Surface Type MIXED BITUMINOUS

2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

CSAH 18 TO SO JCT CSAH 20 Termini CSAH 18 TO SO JCT CSAH 20
530 Present AADT 530

2012 Year of Count 2012

1.2 Projection Factor 1.2

636 Projected Traffic 636

RURAL Design Type RURAL

2 - RURAL : 150 - 1499 Design Group 2 (RURAL : 150 - 1499)
2014 Latest Year SA funds 2014

0 Number of Signal Legs 0

No Special Message Special Message Code No Special Message
2014 SAP 032-609-059 Comments 2014 SAP 032-609-059
MICROSURFACE MICROSURFACE

Interchange Override
Segment Override

Segment Cost

Information

e ___________________________________________|

Computation Factor Computation Formula Values Used For Computation Result
Calculation

Signal Leg TrafficSignalLegs * 0*56250/40*25 $0

UnitCost / SignalLifeCycle
* StatutoryNeedsYear

Construction Length * UnitCost / 2 *803530.54 /60 * 25 * 1.11$736,570
ConstrLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

Preservation Length * Quantity * 2*2112*53.83/20* 25 $284,222
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

ROW Length * UnitCost / 2*92415.52 /60 * 25 $77,013
ROWLifeCycle *
StatutoryNeedsYear

Total Segment Cost Signal Leg + Construction |$0 + $736,570 + $284,222 |$1,097,805
+ Preservation + ROW + $77,013




SANEEDS - CSAH - Segment Report

Roadway Segment Status : Original
Information

Countz Name : JACKSON Segment Nbr : 032-609-070
Original Current
Unassigned/Unknown Municipality Unassigned/Unknown
0.1 Segment Length 0.1

MIXED BITUMINOUS Existing Surface Type MIXED BITUMINOUS

2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

SO JCT CSAH 20 TO SO LIM Termini SO JCT CSAH 20 TO SO LIM
OKABENA OKABENA

860 Present AADT 860

2012 Year of Count 2012

1.2 Projection Factor 1.2

1032 Projected Traffic 1032

RURAL Design Type RURAL

2 - RURAL : 150 - 1499 Design Group 2 (RURAL : 150 -1499)
2014 Latest Year SA funds 2014

0 Number of Signal Legs 0

No Special Message Special Message Code No Special Message
2014 SAP 032-609-059 Comments 2014 SAP 032-609-059
MICROSURFACE MICROSURFACE

Interchange Override
Segment Override

Segment Cost

Information
|
Computation Factor Computation Formula Values Used For Computation Result
Calculation
Signal Leg TrafficSignalLegs * 0*56250/40* 25 $0
UnitCost / SignalLifeCycle
* StatutoryNeedsYear
Construction Length * UnitCost / 0.1 *803530.54 /60 *25* |$36,828
ConstrLifeCycle * 1.1
StatutoryNeedsYear *
DevelopmentCost
Preservation Length * Quantity * 0.1*2112 *53.83/20*25 |$14,211
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear
ROW Length * UnitCost / 0.1*92415.52 /60 * 25 $3,851
ROWLifeCycle *
StatutoryNeedsYear
Total Segment Cost Signal Leg + Construction |$0 + $36,828 + $14,211 + |$54,890
+ Preservation + ROW $3,851




SANEEDS - CSAH - Segment Report

Roadway Segment Status : Original
Information

Countz Name : JACKSON Segment Nbr : 032-609-080
Original Current

OKABENA Municipality OKABENA

0.23 Segment Length 0.23

MIXED BITUMINOUS Existing Surface Type MIXED BITUMINOUS

2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

SO LIM OKABENA TO JACKSON Termini SO LIM OKABENA TO JACKSON
ST ST

860 Present AADT 860

2012 Year of Count 2012

1.2 Projection Factor 1.2

1032 Projected Traffic 1032

URBAN Design Type URBAN

5- URBAN : 0 - 9999 Design Group 5 (URBAN: 0-9999)

2010 Latest Year SA funds 2010

0 Number of Signal Legs 0

No Special Message Special Message Code No Special Message

2010 OVERLAY, SAP 32-609-056 Comments 2010 OVERLAY, SAP 32-609-056

Interchange Override
Segment Override

Segment Cost

Information

- |

Computation Factor Computation Formula Values Used For Computation Result
Calculation

Signal Leg TrafficSignalLegs * 0*56250/40 * 25 $0

UnitCost / SignalLifeCycle
* StatutoryNeedsYear

Construction Length * UnitCost / 0.23 * 3520997.35/ 60 * 25 |$388,043
ConstrLifeCycle * *1.15

StatutoryNeedsYear *
DevelopmentCost

Preservation Length * Quantity * 0.23 * 2904 * 53.83 / 15 * 25|$59,924
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

ROW Length * UnitCost / 0.23 * 22745.42 /60 * 25 $2,180
ROWLifeCycle *
StatutoryNeedsYear

Total Segment Cost Signal Leg + Construction |$0 + $388,043 + $59,924 + |$450,147
+ Preservation + ROW $2,180




SANEEDS - CSAH - Segment Report

Roadway Segment Status : Original
Information

Countz Name : JACKSON Segment Nbr : 032-609-090
Original Current

OKABENA Municipality OKABENA

0.41 Segment Length 0.41

MIXED BITUMINOUS Existing Surface Type MIXED BITUMINOUS

2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

JACKSON ST TO NO LIM Termini JACKSON ST TO NO LIM
OKABEENA OKABEENA

1400 Present AADT 1400

2012 Year of Count 2012

1.2 Projection Factor 1.2

1680 Projected Traffic 1680

URBAN Design Type URBAN

5- URBAN : 0 - 9999 Design Group 5 (URBAN: 0-9999)
2010 Latest Year SA funds 2010

0 Number of Signal Legs 0

No Special Message Special Message Code No Special Message
2004 - REINSTATEMENT Comments 2004 - REINSTATEMENT
2010 OVERLAY, SAP 32-609-056 2010 OVERLAY, SAP 32-609-056

Interchange Override
Segment Override

Segment Cost

Information

- |

Computation Factor Computation Formula Values Used For Computation Result
Calculation

Signal Leg TrafficSignalLegs * 0*56250/40* 25 $0

UnitCost / SignalLifeCycle
* StatutoryNeedsYear

Construction Length * UnitCost / 0.4
ConstrLifeCycle * *1.

StatutoryNeedsYear *

DevelopmentCost

Preservation Length * Quantity * 0.41 * 2904 * 53.83 / 15 * 25|$106,820
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

ROW Length * UnitCost / 0.41 *22745.42 / 60 * 25 $3,886
ROWLifeCycle *
StatutoryNeedsYear

Total Segment Cost Signal Leg + Construction |$0 + $691,729 + $106,820 |$802,435
+ Preservation + ROW + $3,886

1*3520997.35/60 * 25 |$691,729
15




SANEEDS - CSAH - Segment Report

Roadway Segment Status : Original
Information

Countz Name : JACKSON Segment Nbr : 032-609-100
Original Current

Unassigned/Unknown Municipality Unassigned/Unknown

3.1 Segment Length 3.1

MIXED BITUMINOUS Existing Surface Type MIXED BITUMINOUS

2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

N L OKABENA TO S LIM HERON Termini N L OKABENA TO S LIM HERON

LAKE LAKE

1400 Present AADT 1400

2012 Year of Count 2012

1.2 Projection Factor 1.2

1680 Projected Traffic 1680

RURAL Design Type RURAL

3 - RURAL : 1500 - 6999 Design Group 3 (RURAL : 1500 - 6999 )

1990 Latest Year SA funds 1990

0 Number of Signal Legs 0

No Special Message Special Message Code No Special Message
Comments

Interchange Override
Segment Override

Segment Cost

Information

- |

Computation Factor Computation Formula Values Used For Computation Result
Calculation

Signal Leg TrafficSignalLegs * 0*56250/40 * 25 $0

UnitCost / SignalLifeCycle
* StatutoryNeedsYear

Construction Length * UnitCost / 3.1*1009837.87 /60 * 25 * |$1,434,811
ConstrLifeCycle * 1.1

StatutoryNeedsYear *
DevelopmentCost

Preservation Length * Quantity * 3.1*2376 *53.83/20*25 |$495,613
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

ROW Length * UnitCost / 3.1*86820.75/60 * 25 $112,143
ROWLifeCycle *
StatutoryNeedsYear

Total Segment Cost Signal Leg + Construction |$0 + $1,434,811 + $495,613|$2,042,567
+ Preservation + ROW +$112,143




SANEEDS - CSAH - Segment Report

Roadway Segment Status : Original
Information
Countz Name : JACKSON Segment Nbr : 032-609-110
Original Current
HERON LAKE Municipality HERON LAKE
0.26 Segment Length 0.26
MIXED BITUMINOUS Existing Surface Type MIXED BITUMINOUS
2 Existing Surface Lanes 2
NOT DIVIDED Existing Lane Description NOT DIVIDED
§4LIMITS HERON LAKE TO CSAH  Termini §4LIMITS HERON LAKE TO CSAH
1200 Present AADT 1200
2012 Year of Count 2012
1.2 Projection Factor 1.2
1440 Projected Traffic 1440
RURAL Design Type RURAL
2 - RURAL : 150 - 1499 Design Group 2 (RURAL : 150 -1499)
1990 Latest Year SA funds 1990
0 Number of Signal Legs 0
No Special Message Special Message Code No Special Message
Comments

Interchange Override
Segment Override

Segment Cost

Information

- |

Computation Factor Computation Formula Values Used For Computation Result
Calculation

Signal Leg TrafficSignalLegs * 0*56250/40 * 25 $0

UnitCost / SignalLifeCycle
* StatutoryNeedsYear

Construction Length * UnitCost / 0.26 * 803530.54 / 60 * 25 * | $95,754
ConstrLifeCycle * 1.1

StatutoryNeedsYear *
DevelopmentCost

Preservation Length * Quantity * 0.26 * 2112 * 53.83 / 20 * 25|$36,949
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

ROW Length * UnitCost / 0.26 * 92415.52 /60 * 25 $10,012
ROWLifeCycle *
StatutoryNeedsYear

Total Segment Cost Signal Leg + Construction |$0 + $95,754 + $36,949 + |$142,715
+ Preservation + ROW $10,012




SANEEDS - CSAH - Segment Report

Roadway Segment Status : Original
Information

Countz Name : JACKSON Segment Nbr : 032-609-120
Original Current

HERON LAKE Municipality HERON LAKE

0.09 Segment Length 0.09

BIT CONC OR ASPH Existing Surface Type BIT CONC OR ASPH

2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

CSAH 24 TO C.R. NO. 80, HERON  Termini CSAH 24 TO C.R. NO. 80, HERON
LAKE LAKE

880 Present AADT 880

2012 Year of Count 2012

1.2 Projection Factor 1.2

1056 Projected Traffic 1056

URBAN Design Type URBAN

5- URBAN : 0 - 9999 Design Group 5 (URBAN: 0-9999)

2000 Latest Year SA funds 2000

0 Number of Signal Legs 0

No Special Message Special Message Code No Special Message

2005 - PAVEMENT CORRECTIONS Comments 2005 - PAVEMENT CORRECTIONS

Interchange Override
Segment Override

Segment Cost

Information

e ___________________________________________|

Computation Factor Computation Formula Values Used For Computation Result
Calculation

Signal Leg TrafficSignalLegs * 0*56250/40*25 $0

UnitCost / SignalLifeCycle
* StatutoryNeedsYear

Construction Length * UnitCost / 0.
ConstrLifeCycle * *1.

StatutoryNeedsYear *

DevelopmentCost

Preservation Length * Quantity * 0.09 * 2904 * 53.83 / 15 * 25|$23,448
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

ROW Length * UnitCost / 0.09 * 22745.42 / 60 * 25 $853
ROWLifeCycle *
StatutoryNeedsYear

Total Segment Cost Signal Leg + Construction |$0 + $151,843 + $23,448 + |$176,144
+ Preservation + ROW $853

*3520997.35/ 60 * 25 |$151,843

9
15




SANEEDS - CSAH - Segment Report

Roadway Segment Status : Original

Information

Countz Name : JACKSON Segment Nbr : 032-609-130

Original Current

HERON LAKE Municipality HERON LAKE

0.27 Segment Length 0.27

MIXED BITUMINOUS Existing Surface Type MIXED BITUMINOUS

2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

CR. NO. 80 TO 3RD AVE. Termini CR. NO. 80 TO 3RD AVE.

1300 Present AADT 1300

2012 Year of Count 2012

1.2 Projection Factor 1.2

1560 Projected Traffic 1560

URBAN Design Type URBAN

5-URBAN : 0-9999 Design Group 5 (URBAN: 0-9999)

1981 Latest Year SA funds 1981

0 Number of Signal Legs 0

No Special Message Special Message Code No Special Message
Comments

Interchange Override
Segment Override

Bridge Information Status: Original

Original Current

32550 Structure Number 32550

21.15 Milepoint 21.15

1998 Year Built 1998

OKABENA CREEK Feature Crossed OKABENA CREEK
Type of Service

3 Number of Spans 3

133.1 Bridge Length 133.1

43.3 Bridge Width 43.3

100% Shared Structure 100%
Comments

1(0-149) Bridge Group Code 1(0-149)

Segment Cost

Information

e ____________________________________________|

Computation Factor Computation Formula Values Used For Computation Result
Calculation

Signal Leg TrafficSignalLegs * 0*56250/40* 25 $0

UnitCost / SignalLifeCycle
* StatutoryNeedsYear

Construction Length * UnitCost / 0.
ConstrLifeCycle * *1.

StatutoryNeedsYear *

DevelopmentCost

Preservation Length * Quantity * 0.27 * 2904 * 53.83 / 15 * 25|$70,345
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

ROW Length * UnitCost / 0.27 * 22745.42 /] 60 * 25 $2,559
ROWLifeCycle *
StatutoryNeedsYear

Bridge BridgeLength * 133.1*43.3*163/80*25 |$337,599
BridgeWidth * UnitCost/ |* 1.15
BridgeLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

Total Segment Cost Signal Leg + Construction |$0 + $455,529 + $70,345 + |$866,032
+ Preservation + ROW + |$2,559 + $337,599
Bridge

*3520997.35/ 60 * 25 |$455,529

7
15




SANEEDS - CSAH - Segment Report

Roadway Segment Status : Original

Information

Countz Name : JACKSON Segment Nbr : 032-609-140

Original Current

HERON LAKE Municipality HERON LAKE

0.07 Segment Length 0.07

MIXED BITUMINOUS Existing Surface Type MIXED BITUMINOUS

2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

3RD AVE TO 2ND AVE Termini 3RD AVE TO 2ND AVE

1300 Present AADT 1300

2012 Year of Count 2012

1.2 Projection Factor 1.2

1560 Projected Traffic 1560

URBAN Design Type URBAN

5-URBAN : 0-9999 Design Group 5 (URBAN: 0-9999)

1981 Latest Year SA funds 1981

0 Number of Signal Legs 0

No Special Message Special Message Code No Special Message
Comments

Interchange Override
Segment Override

Segment Cost

Information

- |

Computation Factor Computation Formula Values Used For Computation Result
Calculation

Signal Leg TrafficSignalLegs * 0*56250/40* 25 $0

UnitCost / SignalLifeCycle
* StatutoryNeedsYear

Construction Length * UnitCost / 0.
ConstrLifeCycle * *1.

StatutoryNeedsYear *

DevelopmentCost

Preservation Length * Quantity * 0.07 * 2904 * 53.83 / 15 * 25|$18,238
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

ROW Length * UnitCost / 0.07 * 22745.42 /1 60 * 25 $663
ROWLifeCycle *
StatutoryNeedsYear

Total Segment Cost Signal Leg + Construction |$0 + $118,100 + $18,238 + |$137,001
+ Preservation + ROW $663

*3520997.35/ 60 * 25 |$118,100

7
15




SANEEDS - CSAH - Segment Report

Roadway Segment

Information

Countz Name : JACKSON Segment Nbr : 032-609-150
Original Current

HERON LAKE Municipality HERON LAKE

0.08 Segment Length 0.08

MIXED BITUMINOUS Existing Surface Type MIXED BITUMINOUS
2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

2ND AVE TO CSAH 43 Termini 2ND AVE TO CSAH 43
1600 Present AADT 1600

2012 Year of Count 2012

1.2 Projection Factor 1.2

1920 Projected Traffic 1920

URBAN Design Type URBAN

5-URBAN : 0-9999 Design Group 5 (URBAN: 0-9999)
1981 Latest Year SA funds 1981

0 Number of Signal Legs 0

No Special Message

SAP 32-609-55 2009
CONSTRUCTION W/TB FUNDS RR
CROSSING REPLACED - UP SPUR
LINE CROSSING REPLACED -
LOCAL

Segment Cost
Information

Special Message Code
Comments

Interchange Override
Segment Override

Status : Original

No Special Message

SAP 32-609-55 2009
CONSTRUCTION W/TB FUNDS RR
CROSSING REPLACED - UP SPUR
LINE CROSSING REPLACED -
LOCAL

Computation Factor

Computation Formula

Values Used For
Calculation

Computation Result

Signal Leg

TrafficSignalLegs *
UnitCost / SignalLifeCycle
* StatutoryNeedsYear

0*56250/40 * 25

$0

Construction

Length * UnitCost /
ConstrLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

0.08 * 3520997.35/ 60 * 25
*1.15

$134,972

Preservation

Length * Quantity *
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

0.08 * 2904 * 53.83 /15 * 25

$20,843

ROW

Length * UnitCost /
ROWLifeCycle *
StatutoryNeedsYear

0.08 * 22745.42 / 60 * 25

$758

Total Segment Cost

Signal Leg + Construction
+ Preservation + ROW

$0 + $134,972 + $20,843 +
$758

$156,573




SANEEDS - CSAH - Segment Report

Roadway Segment Status : Original
Information
Countz Name : JACKSON Segment Nbr : 032-609-151
Original Current
HERON LAKE Municipality HERON LAKE
0.18 Segment Length 0.18
MIXED BITUMINOUS Existing Surface Type MIXED BITUMINOUS
2 Existing Surface Lanes 2
NOT DIVIDED Existing Lane Description NOT DIVIDED
'SI'¥ 60 TO 0.09 MI NO OF CHAPMAN Termini -SI# 60 TO 0.09 MI NO OF CHAPMAN
1050 Present AADT 1050
2012 Year of Count 2012
1.2 Projection Factor 1.2
1260 Projected Traffic 1260
URBAN Design Type URBAN
5- URBAN : 0 - 9999 Design Group 5 (URBAN: 0-9999)
1990 Latest Year SA funds 1990
0 Number of Signal Legs 0
No Special Message Special Message Code No Special Message
Comments

Interchange Override
Segment Override

RailRoadCrossing Status: Original
Information
Original Current
UNION PACIFIC RAILROAD RailRoad Name UNION PACIFIC RAILROAD
185658W USDOT Number 185658W
0.02 Located at Milepoint 0.02
1 Mainline Tracks 1
SIGNALS ONLY Protection Type SIGNALS ONLY
1984 Last Year Protection Upgraded 1984
72 Crossing Length 72
Last Year Surfaced
100% Percentage of Cost 100%
Comments

Segment Cost

Information

e ____________________________________________|

Computation Factor Computation Formula Values Used For Computation Result

Calculation

Signal Leg TrafficSignalLegs * 0*56250/40* 25 $0
UnitCost / SignalLifeCycle
* StatutoryNeedsYear

Construction Length * UnitCost / 0.18 * 3520997.35 / 60 * 25 |$303,686
ConstrLifeCycle * *1.15
StatutoryNeedsYear *
DevelopmentCost

Preservation Length * Quantity * 0.18 * 2904 * 53.83 / 15 * 25|$46,897
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

ROW Length * UnitCost / 0.18 * 22745.42/ 60 * 25 $1,706
ROWLifeCycle *
StatutoryNeedsYear

RR Crossing Protection UnitCost / 275000/ 25 * 25 $275,000
RRCrossingLifeCycle *
StatutoryNeedsYear

RR Crossing Surface SurfacelLength * UnitCost |72 * 1350/ 25 * 25 $97,200
/ RRCrossingLifeCycle *
StatutoryNeedsYear

Total Segment Cost Signal Leg + Construction |$0 + $303,686 + $46,897 + |$724,489
+ Preservation + ROW + |$1,706 + $275,000 +
RR Crossing Protection + |$97,200
RR Crossing Surface




SANEEDS - CSAH - Segment Report

Roadway Segment Status : Original
Information

Countz Name : JACKSON Segment Nbr : 032-609-160
Original Current

HERON LAKE Municipality HERON LAKE

0.53 Segment Length 0.53

MIXED BITUMINOUS Existing Surface Type MIXED BITUMINOUS

2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

0.09 MI NORTH OF CHAP. ST. TO Termini 0.09 MI NORTH OF CHAP. ST. TO
NORTH LIMITS HERON LAKE NORTH LIMITS HERON LAKE
1050 Present AADT 1050

2012 Year of Count 2012

1.2 Projection Factor 1.2

1260 Projected Traffic 1260

URBAN Design Type URBAN

5- URBAN : 0 - 9999 Design Group 5 (URBAN: 0-9999)

2017 Latest Year SA funds 2017

0 Number of Signal Legs 0

No Special Message Special Message Code No Special Message

2017 SAP 032-030-021 Sealcoat Comments 2017 SAP 032-030-021 Sealcoat

Interchange Override
Segment Override

Segment Cost

Information

- |

Computation Factor Computation Formula Values Used For Computation Result
Calculation

Signal Leg TrafficSignalLegs * 0*56250/40 * 25 $0

UnitCost / SignalLifeCycle
* StatutoryNeedsYear

Construction Length * UnitCost / 0.53 * 3520997.35/ 60 * 25 |$894,187
ConstrLifeCycle * *1.15

StatutoryNeedsYear *
DevelopmentCost

Preservation Length * Quantity * 0.53 * 2904 * 53.83 / 15 * 25|$138,085
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

ROW Length * UnitCost / 0.53 * 22745.42 /60 * 25 $5,023
ROWLifeCycle *
StatutoryNeedsYear

Total Segment Cost Signal Leg + Construction |$0 + $894,187 + $138,085 |%$1,037,295
+ Preservation + ROW + $5,023




SANEEDS - CSAH - Segment Report

Roadway Segment
Information

County Name :

JACKSON

Status : Original

Segment Nbr : 032-609-170

Original

Current

Unassigned/Unknown
3

MIXED BITUMINOUS
2

NOT DIVIDED

N LIM HERON LAKE TO N CO LINE
950

2012

1.2

1140

RURAL

2 - RURAL : 150 - 1499
2017

0

No Special Message

2017 SAP 032-030-021 Sealcoat
2016 SAP 032-609-060 M&OL

Municipality

Segment Length
Existing Surface Type
Existing Surface Lanes
Existing Lane Description
Termini

Present AADT

Year of Count
Projection Factor
Projected Traffic
Design Type

Design Group

Latest Year SA funds
Number of Signal Legs
Special Message Code
Comments

Interchange Override
Segment Override

Unassigned/Unknown
3

MIXED BITUMINOUS

2

NOT DIVIDED

N LIM HERON LAKE TO N CO LINE
950

2012

1.2

1140

RURAL

2 (RURAL : 150 - 1499)
2017

0

No Special Message

2017 SAP 032-030-021 Sealcoat
2016 SAP 032-609-060 M&OL

Bridge Information Status: Original

Original Current

5937 Structure Number 5937

22.92 Milepoint 22.92

1940 Year Built 1940

JACK CREEK Feature Crossed JACK CREEK
Type of Service

3 Number of Spans 3

94.6 Bridge Length 94.6

28 Bridge Width 28

100% Shared Structure 100%
Comments

1(0-149) Bridge Group Code 1(0-149)

Bridge Information Status: Original

Original Current

5938 Structure Number 5938

23.74 Milepoint 23.74

1940 Year Built 1940

STREAM Feature Crossed STREAM
Type of Service

2 Number of Spans 2

64 Bridge Length 64

28 Bridge Width 28

100% Shared Structure 100%
Comments

1(0-149) Bridge Group Code 1(0-149)

Segment Cost
Information

Computation Factor

Computation Formula

Values Used For
Calculation

Computation Result

Signal Leg

TrafficSignallLegs *
UnitCost / SignalLifeCycle

* StatutoryNeedsYear

0*56250/40*25

$0




Construction

Length * UnitCost /
ConstrLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

3*803530.54/60*25* 1.1

$1,104,854

Preservation

Length * Quantity *
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

3*2112*53.83/20* 25

$426,334

ROW

Length * UnitCost /
ROWLifeCycle *
StatutoryNeedsYear

3*92415.52/60 * 25

$115,519

Bridge

BridgeLength *
BridgeWidth * UnitCost /
BridgeLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

94.6*28*163/80*25*
1.15

$155,162

Bridge

BridgeLength *
BridgeWidth * UnitCost /
BridgeLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

64 * 28 *163 /80 * 25 *
1.15

$104,972

Total Segment Cost

Signal Leg + Construction
+ Preservation + ROW +
Bridge + Bridge

$0 + $1,104,854 + $426,334
+$115,519 + $155,162 +
$104,972

$1,906,841




SANEEDS - CSAH - Segment Report

Roadway Segment Status : Original
Information

Countz Name : JACKSON Segment Nbr : 032-610-010
Original Current
Unassigned/Unknown Municipality Unassigned/Unknown

0.5 Segment Length 0.5

MIXED BITUMINOUS Existing Surface Type MIXED BITUMINOUS

2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

CSAH 17 TO CLEAR LAKE Termini CSAH 17 TO CLEAR LAKE

235 Present AADT 235

2012 Year of Count 2012

1.2 Projection Factor 1.2

282 Projected Traffic 282

RURAL Design Type RURAL

2 - RURAL : 150 - 1499 Design Group 2 (RURAL : 150 - 1499)

2010 Latest Year SA funds 2010

0 Number of Signal Legs 0

No Special Message Special Message Code No Special Message

2010 OVERLAY, SAP 32-610-009 Comments 2010 OVERLAY, SAP 32-610-009

Interchange Override
Segment Override

Segment Cost

Information

- |

Computation Factor Computation Formula Values Used For Computation Result
Calculation

Signal Leg TrafficSignalLegs * 0*56250/40* 25 $0

UnitCost / SignalLifeCycle
* StatutoryNeedsYear

Construction Length * UnitCost / 0.5 *803530.54 /60 * 25 * 1$184,142
ConstrLifeCycle * 1.1

StatutoryNeedsYear *
DevelopmentCost

Preservation Length * Quantity * 0.5*2112 *53.83/20*25 |$71,056
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

ROW Length * UnitCost / 0.5%92415.52 /60 * 25 $19,253
ROWLifeCycle *
StatutoryNeedsYear

Total Segment Cost Signal Leg + Construction |$0 + $184,142 + $71,056 + |$274,451
+ Preservation + ROW $19,253




SANEEDS - CSAH - Segment Report

Roadway Segment Status : Original
Information

Countz Name : JACKSON Segment Nbr : 032-610-020
Original Current

Unassigned/Unknown Municipality Unassigned/Unknown

2.7 Segment Length 2.7

MIXED BITUMINOUS Existing Surface Type MIXED BITUMINOUS

2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

CLEAR LAKE TO CSAH 14 Termini CLEAR LAKE TO CSAH 14
235 Present AADT 235

2012 Year of Count 2012

1.2 Projection Factor 1.2

282 Projected Traffic 282

RURAL Design Type RURAL

2 - RURAL : 150 - 1499 Design Group 2 (RURAL : 150 - 1499)
2010 Latest Year SA funds 2010

0 Number of Signal Legs 0

No Special Message Special Message Code No Special Message

2010 OVERLAY, SAP 32-610-009 Comments 2010 OVERLAY, SAP 32-610-009

Interchange Override
Segment Override

Segment Cost

Information

- |

Computation Factor Computation Formula Values Used For Computation Result
Calculation

Signal Leg TrafficSignalLegs * 0*56250/40* 25 $0

UnitCost / SignalLifeCycle
* StatutoryNeedsYear

Construction Length * UnitCost / 2.7 *803530.54 /60 * 25 * 1$994,369
ConstrLifeCycle * 1.1

StatutoryNeedsYear *
DevelopmentCost

Preservation Length * Quantity * 2.7*2112 *53.83/20* 25 |$383,700
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

ROW Length * UnitCost / 2.7*92415.52 /60 * 25 $103,967
ROWLifeCycle *
StatutoryNeedsYear

Total Segment Cost Signal Leg + Construction |$0 + $994,369 + $383,700 |$1,482,036
+ Preservation + ROW +$103,967




SANEEDS - CSAH - Segment Report

Roadway Segment

Status : Original

Information

Countz Name : JACKSON Segment Nbr : 032-612-010
Original Current
Unassigned/Unknown Municipality Unassigned/Unknown
7 Segment Length 7

MIXED BITUMINOUS Existing Surface Type MIXED BITUMINOUS

2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

W CO LINE TO CSAH 9 Termini W CO LINE TO CSAH 9
135 Present AADT 135

2012 Year of Count 2012

1.2 Projection Factor 1.2

162 Projected Traffic 162

RURAL Design Type RURAL

2 - RURAL : 150 - 1499 Design Group 2 (RURAL : 150 - 1499)
1971 Latest Year SA funds 1971

0 Number of Signal Legs 0

No Special Message

EXISTING BITUMINOUS ROADWAY
SURFACE. DSAE APPROVED
CHANGE OF TRAFFIC
PROJECTION FACTOR TO RETAIN
SYSTEM CONTINUITY AND
MANINTAIN PRESENT LEVEL OF
SERVICE.

Segment Cost

Special Message Code
Comments

Interchange Override
Segment Override

No Special Message

EXISTING BITUMINOUS ROADWAY
SURFACE. DSAE APPROVED
CHANGE OF TRAFFIC
PROJECTION FACTOR TO RETAIN
SYSTEM CONTINUITY AND
MANINTAIN PRESENT LEVEL OF
SERVICE.

Information
- |
Computation Factor Computation Formula Values Used For Computation Result
Calculation
Signal Leg TrafficSignalLegs * 0*56250/40* 25 $0
UnitCost / SignalLifeCycle
* StatutoryNeedsYear
Construction Length * UnitCost / 7 *803530.54 /60 * 25 * 1.1]|$2,577,994
ConstrLifeCycle *
StatutoryNeedsYear *
DevelopmentCost
Preservation Length * Quantity * 7*2112*53.83/20* 25 $994,778
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear
ROW Length * UnitCost / 7 *92415.52 /60 * 25 $269,545
ROWLifeCycle *
StatutoryNeedsYear
Total Segment Cost Signal Leg + Construction |$0 + $2,577,994 + $994,778|$3,842,317
+ Preservation + ROW + $269,545




SANEEDS - CSAH - Segment Report

Roadway Segment
Information

Countz Name : JACKSON Segment Nbr : 032-612-020
Original Current

Unassigned/Unknown
1

MIXED BITUMINOUS
2

NOT DIVIDED
CSAH9TO10ME
135

2012

1.2

162

RURAL

2 - RURAL : 150 - 1499
1996

0

No Special Message

Segment Cost
Information

Computation Factor

Municipality

Segment Length
Existing Surface Type
Existing Surface Lanes
Existing Lane Description
Termini

Present AADT

Year of Count
Projection Factor
Projected Traffic
Design Type

Design Group

Latest Year SA funds
Number of Signal Legs
Special Message Code
Comments
Interchange Override
Segment Override

Status : Original

Unassigned/Unknown
1

MIXED BITUMINOUS
2

NOT DIVIDED
CSAH9TO10ME
135

2012

1.2

162

RURAL

2 (RURAL : 150 - 1499)
1996

0

No Special Message

Computation Formula

Values Used For
Calculation

Computation Result

Signal Leg

TrafficSignalLegs *
UnitCost / SignalLifeCycle
* StatutoryNeedsYear

0*56250/40*25

$0

Construction

Length * UnitCost /
ConstrLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

1*803530.54/60*25* 1.1

$368,285

Preservation

Length * Quantity *
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

1*2112*53.83/20*25

$142,111

ROW

Length * UnitCost /
ROWLifeCycle *
StatutoryNeedsYear

1*92415.52/60 * 25

$38,506

Total Segment Cost

Signal Leg + Construction
+ Preservation + ROW

$0 + $368,285 + $142,111
+ $38,506

$548,902




SANEEDS - CSAH - Segment Report

Roadway Segment Status : Original
Information

Countz Name : JACKSON Segment Nbr : 032-612-030
Original Current

Unassigned/Unknown Municipality Unassigned/Unknown

6 Segment Length 6

MIXED BITUMINOUS Existing Surface Type MIXED BITUMINOUS

2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

1.0 M E OF CSAH9 TO TH 86 Termini 1.0M E OF CSAH9 TO TH 86

230 Present AADT 230

2012 Year of Count 2012

1.2 Projection Factor 1.2

276 Projected Traffic 276

RURAL Design Type RURAL

2 - RURAL : 150 - 1499 Design Group 2 (RURAL : 150 - 1499)

1996 Latest Year SA funds 1996

0 Number of Signal Legs 0

No Special Message Special Message Code No Special Message
Comments

Interchange Override
Segment Override

Segment Cost

Information

- |

Computation Factor Computation Formula Values Used For Computation Result
Calculation

Signal Leg TrafficSignalLegs * 0*56250/40* 25 $0

UnitCost / SignalLifeCycle
* StatutoryNeedsYear

Construction Length * UnitCost / 6 * 803530.54 / 60 * 25 * 1.1]$2,209,709
ConstrLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

Preservation Length * Quantity * 6 *2112 *53.83/20 * 25 $852,667
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

ROW Length * UnitCost / 6 * 92415.52 / 60 * 25 $231,039
ROWLifeCycle *
StatutoryNeedsYear

Total Segment Cost Signal Leg + Construction |$0 + $2,209,709 + $852,667|$3,293,415
+ Preservation + ROW +$231,039




SANEEDS - CSAH - Segment Report

Roadway Segment Status : Original

Information

Countz Name : JACKSON Segment Nbr : 032-613-010
Original Current

WILDER Municipality WILDER

0.12 Segment Length 0.12

MIXED BITUMINOUS Existing Surface Type MIXED BITUMINOUS
2 Existing Surface Lanes 2

NOT DIVIDED

TH 60 TO ADLER ST
240

2012

1.2

288

URBAN

5-URBAN: 0 - 9999
1982

0

No Special Message

Segment Cost
Information

Computation Factor

Existing Lane Description
Termini

Present AADT

Year of Count
Projection Factor
Projected Traffic
Design Type

Design Group

Latest Year SA funds
Number of Signal Legs
Special Message Code
Comments
Interchange Override

NOT DIVIDED

TH 60 TO ADLER ST
240

2012

1.2

288

URBAN

5 (URBAN: 0-9999)
1982

0

No Special Message

Segment Override

Computation Formula

Values Used For
Calculation

Computation Result

Signal Leg

TrafficSignalLegs *
UnitCost / SignalLifeCycle
* StatutoryNeedsYear

0*56250/40*25

$0

Construction

Length * UnitCost /
ConstrLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

*3520997.35/60 * 25

0.
*1.15

2
11

$202,457

Preservation

Length * Quantity *
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

0.12 * 2904 *53.83 /15 * 25

$31,264

ROW

Length * UnitCost /
ROWLifeCycle *
StatutoryNeedsYear

0.12 * 22745.42 / 60 * 25

$1,137

Total Segment Cost

Signal Leg + Construction
+ Preservation + ROW

$0 + $202,457 + $31,264 +

$1,137

$234,858




SANEEDS - CSAH - Segment Report

Roadway Segment Status : Original

Information

Countz Name : JACKSON Segment Nbr : 032-613-020

Original Current

WILDER Municipality WILDER

0.08 Segment Length 0.08

MIXED BITUMINOUS Existing Surface Type MIXED BITUMINOUS

2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

ADLER ST TO MAIN ST Termini ADLER ST TO MAIN ST

240 Present AADT 240

2012 Year of Count 2012

1.2 Projection Factor 1.2

288 Projected Traffic 288

URBAN Design Type URBAN

5-URBAN : 0-9999 Design Group 5 (URBAN: 0-9999)

1982 Latest Year SA funds 1982

0 Number of Signal Legs 0

No Special Message Special Message Code No Special Message
Comments

Interchange Override
Segment Override

Segment Cost

Information

- |

Computation Factor Computation Formula Values Used For Computation Result
Calculation

Signal Leg TrafficSignalLegs * 0*56250/40* 25 $0

UnitCost / SignalLifeCycle
* StatutoryNeedsYear

Construction Length * UnitCost / 0.08 * 3520997.35/ 60 * 25 |$134,972
ConstrLifeCycle * *1.15

StatutoryNeedsYear *
DevelopmentCost

Preservation Length * Quantity * 0.08 * 2904 * 53.83 / 15 * 25|$20,843
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

ROW Length * UnitCost / 0.08 * 22745.42 / 60 * 25 $758
ROWLifeCycle *
StatutoryNeedsYear

Total Segment Cost Signal Leg + Construction |$0 + $134,972 + $20,843 + |$156,573
+ Preservation + ROW $758




SANEEDS - CSAH - Segment Report

Roadway Segment Status : Original
Information

Countz Name : JACKSON Segment Nbr : 032-613-030
Original Current

WILDER Municipality WILDER

0.49 Segment Length 0.49

MIXED BITUMINOUS Existing Surface Type MIXED BITUMINOUS

2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

MAIN ST TO 0.49 MI N Termini MAIN ST TO 0.49 MI N

95 Present AADT 95

2012 Year of Count 2012

1.6 Projection Factor 1.6

152 Projected Traffic 152

RURAL Design Type RURAL

2 - RURAL : 150 - 1499 Design Group 2 (RURAL : 150 - 1499)
2013 Latest Year SA funds 2013

0 Number of Signal Legs 0

No Special Message Special Message Code No Special Message

2013 SAP 032-613-005 M&OL Comments 2013 SAP 032-613-005 M&OL

Interchange Override
Segment Override

Segment Cost

Information

- |

Computation Factor Computation Formula Values Used For Computation Result
Calculation

Signal Leg TrafficSignalLegs * 0*56250/40* 25 $0

UnitCost / SignalLifeCycle
* StatutoryNeedsYear

Construction Length * UnitCost / 0.49 * 803530.54 / 60 * 25 * |$180,460
ConstrLifeCycle * 1.1

StatutoryNeedsYear *
DevelopmentCost

Preservation Length * Quantity * 0.49* 2112 *53.83 /20 * 25|$69,634
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

ROW Length * UnitCost / 0.49 * 92415.52/ 60 * 25 $18,868
ROWLifeCycle *
StatutoryNeedsYear

Total Segment Cost Signal Leg + Construction |$0 + $180,460 + $69,634 + |$268,962
+ Preservation + ROW $18,868




SANEEDS - CSAH - Segment Report

Roadway Segment

Status : Original

Information

Countz Name : JACKSON Segment Nbr : 032-613-040
Original Current

WILDER Municipality WILDER

0.22 Segment Length 0.22

MIXED BITUMINOUS Existing Surface Type MIXED BITUMINOUS

2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

0.49 MI N MAIN ST TO CO RD 86 AT
N LIM WILDER

95

2012

1.6

152

RURAL

2 - RURAL : 150 - 1499

2013

0

No Special Message

2013 SAP 032-613-005 M&OL

Segment Cost
Information

Termini

Present AADT

Year of Count
Projection Factor
Projected Traffic
Design Type

Design Group

Latest Year SA funds
Number of Signal Legs
Special Message Code
Comments
Interchange Override
Segment Override

0.49 MI N MAIN ST TO CO RD 86 AT
N LIM WILDER

95

2012

1.6

152

RURAL

2 (RURAL : 150 -1499)
2013

0

No Special Message

2013 SAP 032-613-005 M&OL

Computation Factor

Computation Formula

Values Used For
Calculation

Computation Result

Signal Leg

TrafficSignalLegs *
UnitCost / SignalLifeCycle
* StatutoryNeedsYear

0*56250/40 * 25

$0

Construction

Length * UnitCost /
ConstrLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

0.22 * 803530.54 /60 * 25 *
11

$81,023

Preservation

Length * Quantity *
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

0.22* 2112 *53.83/20* 25

$31,264

ROW

Length * UnitCost /
ROWLifeCycle *
StatutoryNeedsYear

0.22 *92415.52 / 60 * 25

$8,471

Total Segment Cost

Signal Leg + Construction
+ Preservation + ROW

$0 + $81,023 + $31,264 +

$8,471

$120,758




SANEEDS - CSAH - Segment Report

Roadway Segment
Information

Status : Original

Countz Name : JACKSON Segment Nbr : 032-613-050
Original Current

Unassigned/Unknown

1.1

MIXED BITUMINOUS

2

NOT DIVIDED

NO LIM WILDER-TO NO CO LINE
65

2012

24

156

RURAL

2 - RURAL : 150 - 1499

2013

0

No Special Message

2013 SAP 032-613-005 M&OL
EXISTING BITUMINOUS ROADWAY
SURFACE. DSAE APPROVED
CHANGE OF TRAFFIC
PROJECTION FACTOR TO RETAIN
SYSTEM CONTINUITY AND

MANINTAIN PRESENT LEVEL OF
SERVICE.

Segment Cost
Information

Municipality

Segment Length
Existing Surface Type
Existing Surface Lanes
Existing Lane Description
Termini

Present AADT

Year of Count
Projection Factor
Projected Traffic
Design Type

Design Group

Latest Year SA funds
Number of Signal Legs
Special Message Code
Comments

Interchange Override
Segment Override

Unassigned/Unknown

11

MIXED BITUMINOUS

2

NOT DIVIDED

NO LIM WILDER-TO NO CO LINE
65

2012

24

156

RURAL

2 (RURAL : 150 - 1499)

2013

0

No Special Message

2013 SAP 032-613-005 M&OL
EXISTING BITUMINOUS ROADWAY
SURFACE. DSAE APPROVED
CHANGE OF TRAFFIC
PROJECTION FACTOR TO RETAIN
SYSTEM CONTINUITY AND

MANINTAIN PRESENT LEVEL OF
SERVICE.

Computation Factor

Computation Formula

Values Used For
Calculation

Computation Result

Signal Leg

TrafficSignalLegs *
UnitCost / SignalLifeCycle
* StatutoryNeedsYear

0* 56250/ 40 * 25

$0

Construction

Length * UnitCost /
ConstrLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

1.1 *803530.54 / 60 * 25 *
1.1

$405,113

Preservation

Length * Quantity *
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

1.1*2112*53.83/20* 25

$156,322

ROW

Length * UnitCost /
ROWLifeCycle *
StatutoryNeedsYear

1.1*92415.52 /60 * 25

$42,357

Total Segment Cost

Signal Leg + Construction
+ Preservation + ROW

$0 + $405,113 + $156,322
+ $42,357

$603,792




SANEEDS - CSAH - Segment Report

Roadway Segment Status : Original
Information

Countz Name : JACKSON Segment Nbr : 032-614-010
Original Current

Unassigned/Unknown Municipality Unassigned/Unknown

5 Segment Length 5

MIXED BITUMINOUS Existing Surface Type MIXED BITUMINOUS

2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

W CO LINE TO 5.0 MI E Termini W COLINETO 5.0 MI E

230 Present AADT 230

2012 Year of Count 2012

1.2 Projection Factor 1.2

276 Projected Traffic 276

RURAL Design Type RURAL

2 - RURAL : 150 - 1499 Design Group 2 (RURAL : 150 - 1499)

2009 Latest Year SA funds 2009

0 Number of Signal Legs 0

No Special Message Special Message Code No Special Message

BRIDGE 89242 LENGTH CHANGED Comments BRIDGE 89242 LENGTH CHANGED
TO RELECT FIELD TO RELECT FIELD
MEASUREMENTS (X & Y) TAKEN MEASUREMENTS (X & Y) TAKEN
SUMMER 2004. SUMMER 2004.

2009 SURF 032-614-042 2009 SURF 032-614-042

Interchange Override
Segment Override

Bridge Information Status: Original

Original Current

32506 Structure Number 32506

0.17 Milepoint 0.17

1967 Year Built 1967

OKABENA CREEK Feature Crossed OKABENA CREEK
Type of Service

3 Number of Spans 3

78 Bridge Length 78

325 Bridge Width 325

100% Shared Structure 100%
Comments

1(0-149) Bridge Group Code 1(0-149)

Bridge Information Status: Original

Original Current

89242 Structure Number 89242

4.55 Milepoint 4.55

1960 Year Built 1960

CODITCH#3 Feature Crossed CODITCH#3
Type of Service

1 Number of Spans 1

26 Bridge Length 26

27.6 Bridge Width 27.6

100% Shared Structure 100%
Comments

1(0-149) Bridge Group Code 1(0-149)

Segment Cost
Information

Computation Factor Computation Formula Values Used For Computation Result
Calculation




Signal Leg

TrafficSignalLegs *
UnitCost / SignalLifeCycle
* StatutoryNeedsYear

0*56250/40*25

$0

Construction

Length * UnitCost /
ConstrLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

5*803530.54 /60 *25* 1.1

$1,841,424

Preservation

Length * Quantity *
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

5*2112*53.83/20* 25

$710,556

ROW

Length * UnitCost /
ROWLifeCycle *
StatutoryNeedsYear

5*92415.52 / 60 * 25

$192,532

Bridge

BridgeLength *
BridgeWidth * UnitCost /
BridgeLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

78*325*163/80*25*
1.15

$148,496

Bridge

BridgeLength *
BridgeWidth * UnitCost /
BridgeLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

26*27.6*163/80*25*
1.15

$42,036

Total Segment Cost

Signal Leg + Construction
+ Preservation + ROW +
Bridge + Bridge

$0 + $1,841,424 + $710,556
+$192,532 + $148,496 +
$42,036

$2,935,044




Roadway Segment
Information

SANEEDS - CSAH - Segment Report

Status : Original

Countz Name : JACKSON Segment Nbr : 032-614-020

Original

Current

Unassigned/Unknown
2

MIXED BITUMINOUS
2

NOT DIVIDED

Municipality

Segment Length

Existing Surface Type
Existing Surface Lanes
Existing Lane Description

5.0 MIE OF W CO LINE TO CSAH9 Termini

210

2012

1.2

252

RURAL

2 - RURAL : 150 - 1499
2009

0

No Special Message
2009 SURF 032-614-042

Culvert Information

Present AADT

Year of Count
Projection Factor
Projected Traffic
Design Type

Design Group

Latest Year SA funds
Number of Signal Legs
Special Message Code
Comments
Interchange Override
Segment Override

Unassigned/Unknown
2

MIXED BITUMINOUS

2

NOT DIVIDED

5.0 MI E OF W CO LINE TO CSAH 9
210

2012

1.2

252

RURAL

2 (RURAL : 150 - 1499)
2009

0

No Special Message
2009 SURF 032-614-042

Status: Original

Original Current

97791 Structure Number 97791

5.41 Milepoint 5.41

1994 Year Built 1994

CODITCH#3 Feature Crossed CODITCH#3

STREAM CROSSING Type of Service STREAM CROSSING

1 Number of Barrels 1

12 Culvert Width 12

7 Culvert Height 7

64 Culvert Length 64

65.99992924 Area of Waterway Opening 65.99992924

100% Shared Structure 100%
Comments

1 Culvert Group Code 1

Segment Cost
Information

Computation Factor

Computation Formula

Values Used For
Calculation

Computation Result

Signal Leg

TrafficSignallLegs *
UnitCost / SignalLifeCycle
* StatutoryNeedsYear

0* 56250 /40 * 25

$0

Construction

Length * UnitCost /
ConstrLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

2*803530.54/60*25*1.1

$736,570

Preservation

Length * Quantity *
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

2*2112*53.83/20* 25

$284,222

ROW

Length * UnitCost /
ROWLifeCycle *
StatutoryNeedsYear

2*92415.52 /60 * 25

$77,013

Culvert

CulvertLength * Area *
UnitCost /
CulvertLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

64 * 65.99992924 * 16.61 /
100 *25*1.15

$20,171

Total Segment Cost

Signal Leg + Construction
+ Preservation + ROW +
Culvert

$0 + $736,570 + $284,222
+$77,013 + $20,171

$1,117,976




SANEEDS - CSAH - Segment Report

Roadway Segment

Status : Original

Information

Countz Name : JACKSON Segment Nbr : 032-614-030
Original Current
Unassigned/Unknown Municipality Unassigned/Unknown
5 Segment Length 5

MIXED BITUMINOUS Existing Surface Type MIXED BITUMINOUS

2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

CSAH9 TO CR 67 Termini CSAH 9 TO CR 67

325 Present AADT 325

2012 Year of Count 2012

1.2 Projection Factor 1.2

390 Projected Traffic 390

RURAL Design Type RURAL

2 - RURAL : 150 - 1499 Design Group 2 (RURAL : 150 - 1499)
2000 Latest Year SA funds 2000

0 Number of Signal Legs 0

No Special Message

BRIDGE 88998 LENGTH CHANGED
TO RELECT FIELD
MEASUREMENTS (X & Y) TAKEN
SUMMER 2004.

Culvert Information

Special Message Code
Comments

Interchange Override
Segment Override

No Special Message

BRIDGE 88998 LENGTH CHANGED
TO RELECT FIELD
MEASUREMENTS (X & Y) TAKEN
SUMMER 2004.

Status: Original

. ______________________________________________________________________________________________________________________________________|]
Original Current

32J36 Structure Number 32J36

11.46 Milepoint 11.46

2006 Year Built 2006

JUD DITCH #3 Feature Crossed JUD DITCH # 3

STREAM CROSSING Type of Service STREAM CROSSING

2 Number of Barrels 2

12 Culvert Width 12

11 Culvert Height 11

60 Culvert Length 60

252.00012124 Area of Waterway Opening 252.00012124

100% Shared Structure 100%

AWW MATCHES BR LOG Comments AWW MATCHES BR LOG
1 Culvert Group Code 1

Segment Cost
Information

Computation Factor

Computation Formula

Values Used For
Calculation

Computation Result

0*56250/40*25

$0

Signal Leg

TrafficSignalLegs *
UnitCost / SignalLifeCycle
* StatutoryNeedsYear

Construction

Length * UnitCost /
ConstrLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

5*803530.54 /60 *25* 1.1

$1,841,424

Preservation

Length * Quantity *
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

5*2112*53.83/20*25

$710,556

Length * UnitCost /
ROWLifeCycle *
StatutoryNeedsYear

5*92415.52 / 60 * 25

$192,532




Culvert CulvertLength * Area * 60 * 252.00012124 * 16.61 / |$72,204
UnitCost / 100 * 25 *1.15
CulvertLifeCycle *
StatutoryNeedsYear *
DevelopmentCost
Total Segment Cost Signal Leg + Construction |$0 + $1,841,424 + $710,556|$2,816,716

+ Preservation + ROW +
Culvert

+$192,532 + $72,204




SANEEDS - CSAH - Segment Report

Roadway Segment Status : Original

Information
Countz Name : JACKSON Segment Nbr : 032-614-040

Original Current

Unassigned/Unknown
1.8
MIXED BITUMINOUS

Municipality
Segment Length
Existing Surface Type

Unassigned/Unknown
1.8
MIXED BITUMINOUS

2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

CR 67 TOW LIM LAKEFIELD Termini CR 67 TOW LIM LAKEFIELD

325 Present AADT 325

2012 Year of Count 2012

1.2 Projection Factor 1.2

390 Projected Traffic 390

RURAL Design Type RURAL

2 - RURAL : 150 - 1499 Design Group 2 (RURAL : 150 - 1499)

2000 Latest Year SA funds 2000

0 Number of Signal Legs 0

No Special Message Special Message Code No Special Message
Comments

Interchange Override
Segment Override

Bridge Information Status: Original

Original Current

32510 Structure Number 32510

12.23 Milepoint 12.23

1970 Year Built 1970

JUD DITCH # 3 Feature Crossed JUD DITCH # 3
Type of Service

3 Number of Spans 3

62.3 Bridge Length 62.3

34.8 Bridge Width 34.8

100% Shared Structure 100%
Comments

1(0-149) Bridge Group Code 1(0-149)

Segment Cost

Information
e ____________________________________________|
Computation Factor Computation Formula Values Used For Computation Result
Calculation
Signal Leg TrafficSignalLegs * 0*56250/40* 25 $0
UnitCost / SignalLifeCycle
* StatutoryNeedsYear
Construction Length * UnitCost / 1.8*803530.54 /60 *25* |$662,913
ConstrLifeCycle * 1.1
StatutoryNeedsYear *
DevelopmentCost
Preservation Length * Quantity * 1.8*2112*53.83/20*25 |$255,800
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear
ROW Length * UnitCost / 1.8*%92415.52 /60 * 25 $69,312
ROWLifeCycle *
StatutoryNeedsYear
Bridge BridgeLength * 62.3*34.8*163/80*25* |$127,000
BridgeWidth * UnitCost / |1.15
BridgeLifeCycle *
StatutoryNeedsYear *
DevelopmentCost
Total Segment Cost Signal Leg + Construction |$0 + $662,913 + $255,800 |$1,115,025
+ Preservation + ROW + |+ $69,312 + $127,000
Bridge




SANEEDS - CSAH - Segment Report

Roadway Segment Status : Original
Information

Countz Name : JACKSON Segment Nbr : 032-614-050
Original Current
LAKEFIELD Municipality LAKEFIELD

0.25 Segment Length 0.25

MIXED BITUMINOUS Existing Surface Type MIXED BITUMINOUS
2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

W LIM LAKEFIELD TO TH 86 Termini W LIM LAKEFIELD TO TH 86
600 Present AADT 600

2012 Year of Count 2012

1.2 Projection Factor 1.2

720 Projected Traffic 720

URBAN Design Type URBAN

5-URBAN : 0-9999 Design Group 5 (URBAN: 0-9999)
2016 Latest Year SA funds 2016

0 Number of Signal Legs 0

No Special Message Special Message Code No Special Message
2016 SAP 032-614-047 Comments 2016 SAP 032-614-047
MICROSURFACING MICROSURFACING

Interchange Override
Segment Override

Segment Cost

Information
- |
Computation Factor Computation Formula Values Used For Computation Result
Calculation
Signal Leg TrafficSignalLegs * 0*56250/40 * 25 $0
UnitCost / SignalLifeCycle
* StatutoryNeedsYear
Construction Length * UnitCost / 0.25 * 3520997.35/ 60 * 25 |$421,786
ConstrLifeCycle * *1.15
StatutoryNeedsYear *
DevelopmentCost
Preservation Length * Quantity * 0.25 * 2904 * 53.83 / 15 * 25| $65,134
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear
ROW Length * UnitCost / 0.25* 22745.42 /60 * 25 $2,369
ROWLifeCycle *
StatutoryNeedsYear
Total Segment Cost Signal Leg + Construction |$0 + $421,786 + $65,134 + |$489,289
+ Preservation + ROW $2,369




SANEEDS - CSAH - Segment Report

Roadway Segment Status : Original
Information

Countz Name : JACKSON Segment Nbr : 032-614-060
Original Current
LAKEFIELD Municipality LAKEFIELD

0.11 Segment Length 0.11

MIXED BITUMINOUS Existing Surface Type MIXED BITUMINOUS
2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

TH 86 TO GRIFFIN ST Termini TH 86 TO GRIFFIN ST
960 Present AADT 960

2012 Year of Count 2012

1.2 Projection Factor 1.2

1152 Projected Traffic 1152

URBAN Design Type URBAN

5-URBAN : 0-9999 Design Group 5 (URBAN: 0-9999)
2016 Latest Year SA funds 2016

0 Number of Signal Legs 0

No Special Message Special Message Code No Special Message
2016 SAP 032-614-047 Comments 2016 SAP 032-614-047
MICROSURFACING MICROSURFACING

Interchange Override
Segment Override

Segment Cost

Information
|
Computation Factor Computation Formula Values Used For Computation Result
Calculation
Signal Leg TrafficSignalLegs * 0*56250/40 * 25 $0
UnitCost / SignalLifeCycle
* StatutoryNeedsYear
Construction Length * UnitCost / 0.11 * 3520997.35/ 60 * 25 |$185,586
ConstrLifeCycle * *1.15
StatutoryNeedsYear *
DevelopmentCost
Preservation Length * Quantity * 0.11 * 2904 * 53.83 / 15 * 25|$28,659
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear
ROW Length * UnitCost / 0.11 * 22745.42 /1 60 * 25 $1,042
ROWLifeCycle *
StatutoryNeedsYear
Total Segment Cost Signal Leg + Construction |$0 + $185,586 + $28,659 + |$215,287
+ Preservation + ROW $1,042




SANEEDS - CSAH - Segment Report

Roadway Segment Status : Original
Information

Countz Name : JACKSON Segment Nbr : 032-614-061
Original Current
LAKEFIELD Municipality LAKEFIELD

0.25 Segment Length 0.25

MIXED BITUMINOUS Existing Surface Type MIXED BITUMINOUS
2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED
GRIFFEN ST TO CSAH 42 Termini GRIFFEN ST TO CSAH 42
960 Present AADT 960

2012 Year of Count 2012

1.2 Projection Factor 1.2

1152 Projected Traffic 1152

URBAN Design Type URBAN

5-URBAN : 0-9999 Design Group 5 (URBAN: 0-9999)
2016 Latest Year SA funds 2016

0 Number of Signal Legs 0

No Special Message Special Message Code No Special Message
2016 SAP 032-614-047 Comments 2016 SAP 032-614-047
MICROSURFACING MICROSURFACING

Interchange Override
Segment Override

Culvert Information Status: Original

Original Current

95857 Structure Number 95857

14.225 Milepoint 14.225

1986 Year Built 1986

STREAM Feature Crossed STREAM
Type of Service

1 Number of Barrels 1

12 Culvert Width 12

8 Culvert Height 8

52 Culvert Length 52

95.99999493 Area of Waterway Opening 95.99999493

100% Shared Structure 100%
Comments

1 Culvert Group Code 1

Culvert Information Status: Original

Original Current

96034 Structure Number 96034

14.352 Milepoint 14.352

1986 Year Built 1986

STREAM Feature Crossed STREAM
Type of Service

1 Number of Barrels 1

12 Culvert Width 12

8 Culvert Height 8

52 Culvert Length 52

95.99999493 Area of Waterway Opening 95.99999493

100% Shared Structure 100%
Comments

1 Culvert Group Code 1

Segment Cost
Information



Computation Factor

Computation Formula

Values Used For
Calculation

Computation Result

Signal Leg

TrafficSignalLegs *
UnitCost / SignalLifeCycle
* StatutoryNeedsYear

0*56250/40 * 25

$0

Construction

Length * UnitCost /
ConstrLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

*3520997.35/60 * 25

0.
*1.15

5
11

$421,786

Preservation

Length * Quantity *
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

0.25* 2904 *53.83 /15 * 25

$65,134

ROW

Length * UnitCost /
ROWLifeCycle *
StatutoryNeedsYear

0.25 * 22745.42 1 60 * 25

$2,369

Culvert

CulvertLength * Area *
UnitCost /
CulvertLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

52 * 95.99999493 * 16.61 /
100*25*1.15

$23,839

Culvert

CulvertLength * Area *
UnitCost /
CulvertLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

52 * 95.99999493 * 16.61 /
100 *25*1.15

$23,839

Total Segment Cost

Signal Leg + Construction
+ Preservation + ROW +
Culvert + Culvert

$0 + $421,786 + $65,134 +
$2,369 + $23,839 + $23,839

$536,967




SANEEDS - CSAH - Segment Report

Roadway Segment Status : Original
Information

Countz Name : JACKSON Segment Nbr : 032-614-070
Original Current
LAKEFIELD Municipality LAKEFIELD

0.14 Segment Length 0.14

MIXED BITUMINOUS Existing Surface Type MIXED BITUMINOUS
2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

CSAH 42 TO E LIM LAKEFIELD Termini CSAH 42 TO E LIM LAKEFIELD
960 Present AADT 960

2012 Year of Count 2012

1.2 Projection Factor 1.2

1152 Projected Traffic 1152

URBAN Design Type URBAN

5-URBAN : 0-9999 Design Group 5 (URBAN: 0-9999)
2016 Latest Year SA funds 2016

0 Number of Signal Legs 0

No Special Message Special Message Code No Special Message
2016 SAP 032-614-047 Comments 2016 SAP 032-614-047
MICROSURFACING MICROSURFACING

Interchange Override
Segment Override

Segment Cost

Information

- |

Computation Factor Computation Formula Values Used For Computation Result
Calculation

Signal Leg TrafficSignalLegs * 0*56250/40 * 25 $0

UnitCost / SignalLifeCycle
* StatutoryNeedsYear

Construction Length * UnitCost / 0.14 * 3520997.35/ 60 * 25 |$236,200
ConstrLifeCycle * *1.15

StatutoryNeedsYear *
DevelopmentCost

Preservation Length * Quantity * 0.14 * 2904 * 53.83 / 15 * 25|$36,475
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

ROW Length * UnitCost / 0.14 * 22745.42 /1 60 * 25 $1,327
ROWLifeCycle *
StatutoryNeedsYear

Total Segment Cost Signal Leg + Construction |$0 + $236,200 + $36,475 + |$274,002
+ Preservation + ROW $1,327




SANEEDS - CSAH - Segment Report

Roadway Segment Status : Original
Information

Countz Name : JACKSON Segment Nbr : 032-614-075
Original Current
Unassigned/Unknown Municipality Unassigned/Unknown
0.3 Segment Length 0.3

MIXED BITUMINOUS Existing Surface Type MIXED BITUMINOUS

2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

E LIM LAKEFIELD TO W LIMS Termini E LIM LAKEFIELD TO W LIMS
LAKEFIELD (OUTSIDE) LAKEFIELD (OUTSIDE)
960 Present AADT 960

2012 Year of Count 2012

1.2 Projection Factor 1.2

1152 Projected Traffic 1152

RURAL Design Type RURAL

2 - RURAL : 150 - 1499 Design Group 2 (RURAL : 150 -1499)
2016 Latest Year SA funds 2016

0 Number of Signal Legs 0

No Special Message Special Message Code No Special Message
2016 SAP 032-614-047 Comments 2016 SAP 032-614-047
MICROSURFACING MICROSURFACING

Interchange Override
Segment Override

Segment Cost

Information

e ___________________________________________|

Computation Factor Computation Formula Values Used For Computation Result
Calculation

Signal Leg TrafficSignalLegs * 0*56250/40*25 $0

UnitCost / SignalLifeCycle
* StatutoryNeedsYear

Construction Length * UnitCost / 0.3 *803530.54 /60 *25* 1$110,485
ConstrLifeCycle * 1.1

StatutoryNeedsYear *
DevelopmentCost

Preservation Length * Quantity * 0.3*2112*53.83/20*25 |$42,633
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

ROW Length * UnitCost / 0.3%*92415.52 /60 * 25 $11,552
ROWLifeCycle *
StatutoryNeedsYear

Total Segment Cost Signal Leg + Construction |$0 + $110,485 + $42,633 + |$164,670
+ Preservation + ROW $11,552




SANEEDS - CSAH - Segment Report

Roadway Segment Status : Original
Information

Countz Name : JACKSON Segment Nbr : 032-614-077
Original Current
Unassigned/Unknown Municipality Unassigned/Unknown

0.3 Segment Length 0.3

MIXED BITUMINOUS Existing Surface Type MIXED BITUMINOUS

2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

W LIM LAKEFIELD (OUTSIDE) TO  Termini W LIM LAKEFIELD (OUTSIDE) TO
CSAH 17 E LIM LAKEFIELD CSAH 17 E LIM LAKEFIELD
(INSIDE (INSIDE

960 Present AADT 960

2012 Year of Count 2012

12 Projection Factor 1.2

1152 Projected Traffic 1152

RURAL Design Type RURAL

2 - RURAL : 150 - 1499 Design Group 2 (RURAL : 150 - 1499)
2016 Latest Year SA funds 2016

0 Number of Signal Legs 0

No Special Message Special Message Code No Special Message

2016 SAP 032-614-047 Comments 2016 SAP 032-614-047
MICROSURFACING MICROSURFACING

Interchange Override
Segment Override

Segment Cost

Information
- |
Computation Factor Computation Formula Values Used For Computation Result
Calculation
Signal Leg TrafficSignalLegs * 0*56250/40* 25 $0
UnitCost / SignalLifeCycle
* StatutoryNeedsYear
Construction Length * UnitCost / 0.3 *803530.54 /60 *25* $110,485
ConstrLifeCycle * 1.1
StatutoryNeedsYear *
DevelopmentCost
Preservation Length * Quantity * 0.3*2112*53.83/20*25 |$42,633
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear
ROW Length * UnitCost / 0.3*92415.52 /60 * 25 $11,552
ROWLifeCycle *
StatutoryNeedsYear
Total Segment Cost Signal Leg + Construction |$0 + $110,485 + $42,633 + |$164,670
+ Preservation + ROW $11,552




SANEEDS - CSAH - Segment Report

Roadway Segment Status : Original
Information

Countz Name : JACKSON Segment Nbr : 032-614-080
Original Current

Unassigned/Unknown Municipality Unassigned/Unknown
2.9 Segment Length 2.9

MIXED BITUMINOUS Existing Surface Type MIXED BITUMINOUS

2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

E LIM LAKEFIELD (INSIDE) TO Termini E LIM LAKEFIELD (INSIDE) TO
CSAH 17 CSAH 17

960 Present AADT 960

2012 Year of Count 2012

1.2 Projection Factor 1.2

1152 Projected Traffic 1152

RURAL Design Type RURAL

2 - RURAL : 150 - 1499 Design Group 2 (RURAL : 150 - 1499)
2016 Latest Year SA funds 2016

0 Number of Signal Legs 0

No Special Message Special Message Code No Special Message
2016 SAP 032-614-047 Comments 2016 SAP 032-614-047
MICROSURFACING MICROSURFACING

Interchange Override
Segment Override

Segment Cost

Information

e ___________________________________________|

Computation Factor Computation Formula Values Used For Computation Result
Calculation

Signal Leg TrafficSignalLegs * 0*56250/40*25 $0

UnitCost / SignalLifeCycle
* StatutoryNeedsYear

Construction Length * UnitCost / 2.9 *803530.54 /60 *25* |$1,068,026
ConstrLifeCycle * 1.1

StatutoryNeedsYear *
DevelopmentCost

Preservation Length * Quantity * 2.9*2112 *53.83/20*25 |$412,122
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

ROW Length * UnitCost / 2.9%*92415.52 /60 * 25 $111,669
ROWLifeCycle *
StatutoryNeedsYear

Total Segment Cost Signal Leg + Construction |$0 + $1,068,026 + $412,122|$1,591,817
+ Preservation + ROW +$111,669




SANEEDS - CSAH - Segment Report

Roadway Segment
Information

Countz Name : JACKSON Segment Nbr : 032-614-081
Original Current

Unassigned/Unknown
5.8

MIXED BITUMINOUS
2

NOT DIVIDED
CASH-17 TO CASH-10
660

2012

1.2

792

RURAL

2 - RURAL : 150 - 1499
2016

0

No Special Message

2016 SAP 032-614-047
MICROSURFACING

Segment Cost
Information

Computation Factor

Municipality

Segment Length
Existing Surface Type
Existing Surface Lanes
Existing Lane Description
Termini

Present AADT

Year of Count
Projection Factor
Projected Traffic
Design Type

Design Group

Latest Year SA funds
Number of Signal Legs
Special Message Code
Comments

Interchange Override
Segment Override

Status : Original

Unassigned/Unknown
5.8

MIXED BITUMINOUS
2

NOT DIVIDED
CASH-17 TO CASH-10
660

2012

1.2

792

RURAL

2 (RURAL : 150 - 1499)
2016

0

No Special Message

2016 SAP 032-614-047
MICROSURFACING

Computation Formula

Values Used For
Calculation

Computation Result

Signal Leg

TrafficSignalLegs *
UnitCost / SignalLifeCycle
* StatutoryNeedsYear

0*56250/40 * 25

$0

Construction

Length * UnitCost /
ConstrLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

5.8 * 803530.54 / 60 * 25 *
11

$2,136,052

Preservation

Length * Quantity *
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

5.8*2112*53.83/20* 25

$824,245

ROW

Length * UnitCost /
ROWLifeCycle *
StatutoryNeedsYear

5.8 *92415.52 / 60 * 25

$223,338

Total Segment Cost

Signal Leg + Construction
+ Preservation + ROW

$0 + $2,136,052 + $824,245
+ $223,338

$3,183,635




SANEEDS - CSAH - Segment Report

Roadway Segment Status : Original
Information

Countz Name : JACKSON Segment Nbr : 032-614-090
Original Current

Unassigned/Unknown Municipality Unassigned/Unknown

1.3 Segment Length 1.3

MIXED BITUMINOUS Existing Surface Type MIXED BITUMINOUS

2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

CSAH 10 TO W LIM JACKSON Termini CSAH 10 TO W LIM JACKSON
2150 Present AADT 2150

2012 Year of Count 2012

1.2 Projection Factor 1.2

2580 Projected Traffic 2580

RURAL Design Type RURAL

3 - RURAL : 1500 - 6999 Design Group 3 (RURAL : 1500 - 6999 )
1995 Latest Year SA funds 1995

0 Number of Signal Legs 0

No Special Message Special Message Code No Special Message

2005 - SA CULVERT LENGTH Comments 2005 - SA CULVERT LENGTH
REVISION REVISION

Interchange Override
Segment Override

Culvert Information Status: Original

Original Current

88995 Structure Number 88995

24.04 Milepoint 24.04

1926 Year Built 1926

STREAM Feature Crossed STREAM
Type of Service

1 Number of Barrels 1

10 Culvert Width 10

10 Culvert Height 10

106 Culvert Length 106

99.99986017 Area of Waterway Opening 99.99986017

100% Shared Structure 100%
Comments

1 Culvert Group Code 1

Segment Cost

Information
|
Computation Factor Computation Formula Values Used For Computation Result
Calculation

Signal Leg TrafficSignalLegs * 0* 56250/ 40 * 25 $0
UnitCost / SignalLifeCycle
* StatutoryNeedsYear

Construction Length * UnitCost / 1.
ConstrLifeCycle * 1.
StatutoryNeedsYear *
DevelopmentCost

Preservation Length * Quantity * 1.3*2376 *53.83/20*25 |$207,838
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

ROW Length * UnitCost / 1.3*86820.75/60 * 25 $47,028
ROWLifeCycle *
StatutoryNeedsYear

Culvert CulvertLength * Area * 106 * 99.99986017 * 16.61 / |$50,619
UnitCost / 100*25*1.15
CulvertLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

3*1009837.87 / 60 * 25 * |$601,695
1




Total Segment Cost

Signal Leg + Construction
+ Preservation + ROW +
Culvert

$0 + $601,695 + $207,838
+ $47,028 + $50,619

$907,180




SANEEDS - CSAH - Segment Report

Roadway Segment Status : Original

Information

Countz Name : JACKSON Segment Nbr : 032-614-091

Original Current

JACKSON Municipality JACKSON

0.3 Segment Length 0.3

MIXED BITUMINOUS Existing Surface Type MIXED BITUMINOUS

2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

W LIMS JACKSON TO 0.3 MI E Termini W LIMS JACKSON TO 0.3 MI E

2150 Present AADT 2150

2012 Year of Count 2012

1.2 Projection Factor 1.2

2580 Projected Traffic 2580

URBAN Design Type URBAN

5-URBAN : 0-9999 Design Group 5 (URBAN: 0-9999)

1996 Latest Year SA funds 1996

0 Number of Signal Legs 0

No Special Message Special Message Code No Special Message
Comments

Interchange Override
Segment Override

Segment Cost

Information

- |

Computation Factor Computation Formula Values Used For Computation Result
Calculation

Signal Leg TrafficSignalLegs * 0*56250/40* 25 $0

UnitCost / SignalLifeCycle
* StatutoryNeedsYear

Construction Length * UnitCost / 0.3 * 3520997.35 /60 * 25 * |$506,143
ConstrLifeCycle * 1.15

StatutoryNeedsYear *
DevelopmentCost

Preservation Length * Quantity * 0.3*2904 *53.83/15*25 |$78,161
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

ROW Length * UnitCost / 0.3*22745.42 /60 * 25 $2,843
ROWLifeCycle *
StatutoryNeedsYear

Total Segment Cost Signal Leg + Construction |$0 + $506,143 + $78,161 + |$587,147
+ Preservation + ROW $2,843




SANEEDS - CSAH - Segment Report

Roadway Segment Status : Original

Information

Countz Name : JACKSON Segment Nbr : 032-614-100

Original Current

JACKSON Municipality JACKSON

0.77 Segment Length 0.77

MIXED BITUMINOUS Existing Surface Type MIXED BITUMINOUS

2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

0.3 MIE OF W LIM JACKSON TO Termini 0.3 MI E OF W LIM JACKSON TO

NOJCTTH 71 NOJCTTH 71

2150 Present AADT 2150

2012 Year of Count 2012

1.2 Projection Factor 1.2

2580 Projected Traffic 2580

URBAN Design Type URBAN

5- URBAN : 0 - 9999 Design Group 5 (URBAN: 0-9999)

1996 Latest Year SA funds 1996

0 Number of Signal Legs 0

No Special Message Special Message Code No Special Message
Comments

Interchange Override
Segment Override

Segment Cost

Information

- |

Computation Factor Computation Formula Values Used For Computation Result
Calculation

Signal Leg TrafficSignalLegs * 0*56250/40 * 25 $0

UnitCost / SignalLifeCycle
* StatutoryNeedsYear

Construction Length * UnitCost / 0.77 * 3520997.35/ 60 * 25 |$1,299,101
ConstrLifeCycle * *1.15

StatutoryNeedsYear *
DevelopmentCost

Preservation Length * Quantity * 0.77 * 2904 * 53.83 / 15 * 25|$200,614
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

ROW Length * UnitCost / 0.77 * 22745.42 /1 60 * 25 $7,297
ROWLifeCycle *
StatutoryNeedsYear

Total Segment Cost Signal Leg + Construction |$0 + $1,299,101 + $200,614|%$1,507,012
+ Preservation + ROW + $7,297




SANEEDS - CSAH - Segment Report

Roadway Segment Status : Original

Information

Countz Name : JACKSON Segment Nbr : 032-614-110

Original Current

JACKSON Municipality JACKSON

0.05 Segment Length 0.05

MIXED BITUMINOUS Existing Surface Type MIXED BITUMINOUS

2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

SO JCT TH 71 TO SECOND ST Termini SO JCT TH 71 TO SECOND ST

2800 Present AADT 2800

2012 Year of Count 2012

1.2 Projection Factor 1.2

3360 Projected Traffic 3360

URBAN Design Type URBAN

5-URBAN : 0-9999 Design Group 5 (URBAN: 0-9999)

2000 Latest Year SA funds 2000

0 Number of Signal Legs 0

No Special Message Special Message Code No Special Message
Comments

Interchange Override
Segment Override

Segment Cost

Information

- |

Computation Factor Computation Formula Values Used For Computation Result
Calculation

Signal Leg TrafficSignalLegs * 0*56250/40* 25 $0

UnitCost / SignalLifeCycle
* StatutoryNeedsYear

Construction Length * UnitCost / 0.05 * 3520997.35/ 60 * 25 |$84,357
ConstrLifeCycle * *1.15

StatutoryNeedsYear *
DevelopmentCost

Preservation Length * Quantity * 0.05 * 2904 * 53.83 / 15 * 25|$13,027
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

ROW Length * UnitCost / 0.05 * 22745.42 / 60 * 25 $474
ROWLifeCycle *
StatutoryNeedsYear

Total Segment Cost Signal Leg + Construction |$0 + $84,357 + $13,027 + |$97,858
+ Preservation + ROW $474




SANEEDS - CSAH - Segment Report

Roadway Segment Status : Original
Information
Countz Name : JACKSON Segment Nbr : 032-614-120
Original Current
JACKSON Municipality JACKSON
0.19 Segment Length 0.19
MIXED BITUMINOUS Existing Surface Type MIXED BITUMINOUS
2 Existing Surface Lanes 2
NOT DIVIDED Existing Lane Description NOT DIVIDED
SECOND ST TO NO JCT CSAH 23 Termini SECOND ST TO NO JCT CSAH 23
3250 Present AADT 3250
2012 Year of Count 2012
1.2 Projection Factor 1.2
3900 Projected Traffic 3900
URBAN Design Type URBAN
5-URBAN : 0-9999 Design Group 5 (URBAN: 0-9999)
2000 Latest Year SA funds 2000
0 Number of Signal Legs 0
No Special Message Special Message Code No Special Message
Comments

Interchange Override
Segment Override

Segment Cost

Information

- |

Computation Factor Computation Formula Values Used For Computation Result
Calculation

Signal Leg TrafficSignalLegs * 0*56250/40* 25 $0

UnitCost / SignalLifeCycle
* StatutoryNeedsYear

Construction Length * UnitCost / 0.19 * 3520997.35/ 60 * 25 |$320,557
ConstrLifeCycle * *1.15

StatutoryNeedsYear *
DevelopmentCost

Preservation Length * Quantity * 0.19 * 2904 * 53.83 / 15 * 25|$49,502
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

ROW Length * UnitCost / 0.19 * 22745.42 / 60 * 25 $1,801
ROWLifeCycle *
StatutoryNeedsYear

Total Segment Cost Signal Leg + Construction |$0 + $320,557 + $49,502 + |$371,860
+ Preservation + ROW $1,801




SANEEDS - CSAH - Segment Report

Roadway Segment Status : Original

Information

Countz Name : JACKSON Segment Nbr : 032-614-130

Original Current

JACKSON Municipality JACKSON

0.54 Segment Length 0.54

MIXED BITUMINOUS Existing Surface Type MIXED BITUMINOUS

2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

SO JCT CSAH 23 TO E LIM Termini SO JCT CSAH 23 TO E LIM

JACKSON JACKSON

680 Present AADT 680

2012 Year of Count 2012

1.2 Projection Factor 1.2

816 Projected Traffic 816

RURAL Design Type RURAL

2 - RURAL : 150 - 1499 Design Group 2 (RURAL : 150 -1499)

1973 Latest Year SA funds 1973

0 Number of Signal Legs 0

No Special Message Special Message Code No Special Message
Comments

Interchange Override
Segment Override

Bridge Information Status: Original

Original Current

7105 Structure Number 7105

26.8 Milepoint 26.8

1955 Year Built 1955

DES MOINES RIVER Feature Crossed DES MOINES RIVER
Type of Service

4 Number of Spans 4

207.6 Bridge Length 207.6

39.8 Bridge Width 39.8

100% Shared Structure 100%
Comments

2 (150-999,999 ) Bridge Group Code 2 (150-999,999 )

Segment Cost

Information
|
Computation Factor Computation Formula Values Used For Computation Result
Calculation
Signal Leg TrafficSignalLegs * 0* 56250/ 40 * 25 $0
UnitCost / SignalLifeCycle
* StatutoryNeedsYear
Construction Length * UnitCost / 0.54 * 803530.54 / 60 * 25 * | $198,874
ConstrLifeCycle * 1.1
StatutoryNeedsYear *
DevelopmentCost
Preservation Length * Quantity * 0.54 * 2112 *53.83 /20 * 25|$76,740
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear
ROW Length * UnitCost / 0.54 * 92415.52 / 60 * 25 $20,793
ROWLifeCycle *
StatutoryNeedsYear
Bridge BridgeLength * 207.6 * 39.8 * 147/ 80 * 25 |$436,491
BridgeWidth * UnitCost/ |*1.15
BridgeLifeCycle *
StatutoryNeedsYear *
DevelopmentCost
Total Segment Cost Signal Leg + Construction |$0 + $198,874 + $76,740 + |$732,898
+ Preservation + ROW +  |$20,793 + $436,491
Bridge




SANEEDS - CSAH - Segment Report

Roadway Segment Status : Original
Information

Countz Name : JACKSON Segment Nbr : 032-614-140
Original Current

Unassigned/Unknown Municipality Unassigned/Unknown

3 Segment Length 3

MIXED BITUMINOUS Existing Surface Type MIXED BITUMINOUS

2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

E LIM JACKSON TO 3.0 MI E Termini E LIM JACKSON TO 3.0 MI E

800 Present AADT 800

2012 Year of Count 2012

1.2 Projection Factor 1.2

960 Projected Traffic 960

RURAL Design Type RURAL

2 - RURAL : 150 - 1499 Design Group 2 (RURAL : 150 - 1499)

1997 Latest Year SA funds 1997

0 Number of Signal Legs 0

No Special Message Special Message Code No Special Message
Comments

Interchange Override
Segment Override

Segment Cost

Information

- |

Computation Factor Computation Formula Values Used For Computation Result
Calculation

Signal Leg TrafficSignalLegs * 0*56250/40* 25 $0

UnitCost / SignalLifeCycle
* StatutoryNeedsYear

Construction Length * UnitCost / 3 *803530.54 /60 * 25 *1.11$1,104,854
ConstrLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

Preservation Length * Quantity * 3*2112*53.83/20* 25 $426,334
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

ROW Length * UnitCost / 3*92415.52 /60 * 25 $115,519
ROWLifeCycle *
StatutoryNeedsYear

Total Segment Cost Signal Leg + Construction |$0 + $1,104,854 + $426,334|$1,646,707
+ Preservation + ROW +$115,519




SANEEDS - CSAH - Segment Report

Roadway Segment Status : Original
Information

Countz Name : JACKSON Segment Nbr : 032-614-150
Original Current

Unassigned/Unknown Municipality Unassigned/Unknown

2 Segment Length 2

MIXED BITUMINOUS Existing Surface Type MIXED BITUMINOUS

2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

3.0 MI E OF E LIM JACKSON TO Termini 3.0 MI E OF E LIM JACKSON TO

CSAH 29 CSAH 29

800 Present AADT 800

2012 Year of Count 2012

1.2 Projection Factor 1.2

960 Projected Traffic 960

RURAL Design Type RURAL

2 - RURAL : 150 - 1499 Design Group 2 (RURAL : 150 - 1499)

1997 Latest Year SA funds 1997

0 Number of Signal Legs 0

No Special Message Special Message Code No Special Message
Comments

Interchange Override
Segment Override

Segment Cost

Information

- |

Computation Factor Computation Formula Values Used For Computation Result
Calculation

Signal Leg TrafficSignalLegs * 0*56250/40 * 25 $0

UnitCost / SignalLifeCycle
* StatutoryNeedsYear

Construction Length * UnitCost / 2 *803530.54 /60 *25*1.1|$736,570
ConstrLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

Preservation Length * Quantity * 2*2112*53.83/20* 25 $284,222
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

ROW Length * UnitCost / 2*92415.52 /60 * 25 $77,013
ROWLifeCycle *
StatutoryNeedsYear

Total Segment Cost Signal Leg + Construction |$0 + $736,570 + $284,222 |$1,097,805
+ Preservation + ROW + $77,013




SANEEDS - CSAH - Segment Report

Roadway Segment
Information

Status : Original

Countz Name : JACKSON Segment Nbr : 032-615-010
Original Current

Unassigned/Unknown

3

MIXED BITUMINOUS

2

NOT DIVIDED

CSAH 24 TO 3.0 MI NO
160

2012

1.2

192

RURAL

2 - RURAL : 150 - 1499
2016

0

No Special Message
2016 SAP 032-030-020 SEALCOAT
CO WIDE

2015 SAP 032-615-008 OL

EXISTING BITUMINOUS ROADWAY
SURFACE. DSAE APPROVED
CHANGE OF TRAFFIC
PROJECTION FACTOR TO RETAIN
SYSTEM CONTINUITY AND
MANINTAIN PRESENT LEVEL OF
SERVICE.

Segment Cost
Information

Municipality

Segment Length
Existing Surface Type
Existing Surface Lanes
Existing Lane Description
Termini

Present AADT

Year of Count
Projection Factor
Projected Traffic
Design Type

Design Group

Latest Year SA funds
Number of Signal Legs
Special Message Code
Comments

Interchange Override
Segment Override

Unassigned/Unknown

3

MIXED BITUMINOUS

2

NOT DIVIDED

CSAH 24 TO 3.0 MI NO
160

2012

1.2

192

RURAL

2 (RURAL : 150 - 1499)
2016

0

No Special Message
2016 SAP 032-030-020 SEALCOAT
CO WIDE

2015 SAP 032-615-008 OL

EXISTING BITUMINOUS ROADWAY
SURFACE. DSAE APPROVED
CHANGE OF TRAFFIC
PROJECTION FACTOR TO RETAIN
SYSTEM CONTINUITY AND
MANINTAIN PRESENT LEVEL OF
SERVICE.

Computation Factor Computation Formula Values Used For Computation Result
Calculation

Signal Leg TrafficSignalLegs * 0*56250/40* 25 $0
UnitCost / SignalLifeCycle
* StatutoryNeedsYear

Construction Length * UnitCost / 3*803530.54 /60 * 25 * 1.11$1,104,854
ConstrLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

Preservation Length * Quantity * 3*2112*53.83/20* 25 $426,334
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

ROW Length * UnitCost / 3*%92415.52/60 * 25 $115,519
ROWLifeCycle *
StatutoryNeedsYear

Total Segment Cost Signal Leg + Construction |$0 + $1,104,854 + $426,334|$1,646,707
+ Preservation + ROW +$115,519




SANEEDS - CSAH - Segment Report

Roadway Segment

Status : Original

Information
Countz Name : JACKSON Segment Nbr : 032-615-020
Original Current

Unassigned/Unknown

4.6

MIXED BITUMINOUS

2

NOT DIVIDED

3.0 MIN CSAH 24 TO JCT TH 60
260

2012

1.2

312

RURAL

2 - RURAL : 150 - 1499

2016

0

No Special Message

2016 SAP 032-030-020 SEALCOAT
CO WIDE

2015 SAP 032-615-008 OL

2005 - SA CULVERT LENGTH
REVISION

Culvert Information

Municipality

Segment Length
Existing Surface Type
Existing Surface Lanes

Existing Lane Description

Termini

Present AADT

Year of Count
Projection Factor
Projected Traffic
Design Type

Design Group

Latest Year SA funds
Number of Signal Legs
Special Message Code
Comments

Interchange Override
Segment Override

Unassigned/Unknown

4.6

MIXED BITUMINOUS

2

NOT DIVIDED

3.0 MIN CSAH 24 TO JCT TH 60
260

2012

1.2

312

RURAL

2 (RURAL : 150 - 1499)

2016

0

No Special Message

2016 SAP 032-030-020 SEALCOAT
CO WIDE

2015 SAP 032-615-008 OL

2005 - SA CULVERT LENGTH
REVISION

Status: Original

- - ]
Original Current
32j40 Structure Number 32j40
6.016 Milepoint 6.016
2010 Year Built 2010
Feature Crossed
Type of Service
1 Number of Barrels 1
12 Culvert Width 12
9 Culvert Height 9
178 Culvert Length 178
109 Area of Waterway Opening 109
100% Shared Structure 100%
INFO MATCHES BR LOG Comments INFO MATCHES BR LOG
1 Culvert Group Code 1

RailRoadCrossing
Information

Status: Original

Original

Current

UNION PACIFIC RAILROAD
185646C

4.58

1

SIGNS ONLY

40

100%

Segment Cost
Information

RailRoad Name
USDOT Number
Located at Milepoint
Mainline Tracks
Protection Type

Last Year Protection Upgraded

Crossing Length
Last Year Surfaced
Percentage of Cost
Comments

UNION PACIFIC RAILROAD
185646C

4.58

1

SIGNS ONLY

40

100%



Computation Factor

Computation Formula

Values Used For
Calculation

Computation Result

Signal Leg

TrafficSignalLegs *
UnitCost / SignalLifeCycle
* StatutoryNeedsYear

0*56250/40 * 25

$0

Construction

Length * UnitCost /
ConstrLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

4.6 * 803530.54 / 60 * 25 *
11

$1,694,110

Preservation

Length * Quantity *
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

4.6*2112*53.83/20* 25

$653,712

ROW

Length * UnitCost /
ROWLifeCycle *
StatutoryNeedsYear

4.6 *92415.52 / 60 * 25

$177,130

Culvert

CulvertLength * Area *
UnitCost /
CulvertLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

178 * 109 * 16.61 /100 * 25
*1.15

$92,652

RR Crossing Protection

UnitCost /
RRCrossingLifeCycle *
StatutoryNeedsYear

1500/ 25 * 25

$1,500

RR Crossing Surface

SurfaceLength * UnitCost
/ RRCrossingLifeCycle *
StatutoryNeedsYear

40*1350/25* 25

$54,000

Total Segment Cost

Signal Leg + Construction
+ Preservation + ROW +
Culvert + RR Crossing
Protection + RR Crossing
Surface

$0 + $1,694,110 + $653,712
+ $177,130 + $92,652 +
$1,500 + $54,000

$2,673,104




SANEEDS - CSAH - Segment Report

Roadway Segment
Information

Status : Original

Countz Name : JACKSON Segment Nbr : 032-616-005
Original Current

Unassigned/Unknown Municipality
1.9 Segment Length
MIXED BITUMINOUS Existing Surface Type

2 Existing Surface Lanes
NOT DIVIDED Existing Lane Description
NE COR COMMUNITY PT PARK TO Termini

TH NO 86

85 Present AADT

2012 Year of Count

1.8 Projection Factor

153 Projected Traffic
RURAL Design Type

2 - RURAL : 150 - 1499 Design Group

2016 Latest Year SA funds

0 Number of Signal Legs

No Special Message Special Message Code

2016 SAP 032-030-020 SEALCOAT Comments
CO WIDE

2015 SAP 032-616-028 OL

EXISTING BITUMINOUS ROADWAY
SURFACE. DSAE APPROVED
CHANGE OF TRAFFIC
PROJECTION FACTOR TO RETAIN
SYSTEM CONTINUITY AND
MANINTAIN PRESENT LEVEL OF
SERVICE.

Interchange Override
Segment Override

Segment Cost
Information

Unassigned/Unknown
1.9

MIXED BITUMINOUS
2

NOT DIVIDED

NE COR COMMUNITY PT PARK TO
TH NO 86

85

2012

1.8

153

RURAL

2 (RURAL : 150 -1499)
2016

0

No Special Message
2016 SAP 032-030-020 SEALCOAT
CO WIDE

2015 SAP 032-616-028 OL

EXISTING BITUMINOUS ROADWAY
SURFACE. DSAE APPROVED
CHANGE OF TRAFFIC
PROJECTION FACTOR TO RETAIN
SYSTEM CONTINUITY AND
MANINTAIN PRESENT LEVEL OF
SERVICE.

Computation Factor Computation Formula Values Used For Computation Result
Calculation

Signal Leg TrafficSignalLegs * 0*56250/40* 25 $0
UnitCost / SignalLifeCycle
* StatutoryNeedsYear

Construction Length * UnitCost / 1.9 *803530.54 /60 * 25 * |$699,741
ConstrLifeCycle * 1.1
StatutoryNeedsYear *
DevelopmentCost

Preservation Length * Quantity * 1.9*2112*53.83/20*25 |$270,011
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

ROW Length * UnitCost / 1.9*92415.52 /60 * 25 $73,162
ROWLifeCycle *
StatutoryNeedsYear

Total Segment Cost Signal Leg + Construction |$0 + $699,741 + $270,011 |$1,042,914
+ Preservation + ROW + $73,162




SANEEDS - CSAH - Segment Report

Roadway Segment

Status : Original

Information

Countz Name : JACKSON Segment Nbr : 032-616-020
Original Current
Unassigned/Unknown Municipality Unassigned/Unknown
4 Segment Length 4

MIXED BITUMINOUS Existing Surface Type MIXED BITUMINOUS

2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

TH 86 TO CSAH 17 Termini TH 86 TO CSAH 17

200 Present AADT 200

2012 Year of Count 2012

1.2 Projection Factor 1.2

240 Projected Traffic 240

RURAL Design Type RURAL

2 - RURAL : 150 - 1499 Design Group 2 (RURAL : 150 - 1499)
2016 Latest Year SA funds 2016

0 Number of Signal Legs 0

No Special Message

2016 SAP 032-030-020 SEALCOAT
CO WIDE

2015 SAP 032-616-028 OL

EXISTING BITUMINOUS ROADWAY
SURFACE. DSAE APPROVED
CHANGE OF TRAFFIC
PROJECTION FACTOR TO RETAIN
SYSTEM CONTINUITY AND
MANINTAIN PRESENT LEVEL OF
SERVICE.

COMBINED SEGMENTS 010 & 020
THEN REINSTATED NEEDS

Segment Cost
Information

Special Message Code
Comments

Interchange Override
Segment Override

No Special Message

2016 SAP 032-030-020 SEALCOAT
CO WIDE

2015 SAP 032-616-028 OL

EXISTING BITUMINOUS ROADWAY
SURFACE. DSAE APPROVED
CHANGE OF TRAFFIC
PROJECTION FACTOR TO RETAIN
SYSTEM CONTINUITY AND
MANINTAIN PRESENT LEVEL OF
SERVICE.

COMBINED SEGMENTS 010 & 020
THEN REINSTATED NEEDS

Computation Factor

Computation Formula

Values Used For
Calculation

Computation Result

Signal Leg

TrafficSignalLegs *
UnitCost / SignalLifeCycle
* StatutoryNeedsYear

0* 56250/ 40 * 25

$0

Construction

Length * UnitCost /
ConstrLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

4 *803530.54/60*25*1.1

$1,473,139

Preservation

Length * Quantity *
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

4*2112*53.83/20* 25

$568,445

ROW

Length * UnitCost /
ROWLifeCycle *
StatutoryNeedsYear

4*92415.52 /60 * 25

$154,026

Total Segment Cost

Signal Leg + Construction
+ Preservation + ROW

$0 + $1,473,139 + $568,445
+ $154,026

$2,195,610




SANEEDS - CSAH - Segment Report

Roadway Segment
Information

Status : Original

Countz Name : JACKSON Segment Nbr : 032-616-030
Original Current

Unassigned/Unknown Municipality
2 Segment Length
BIT CONC OR ASPH Existing Surface Type

2 Existing Surface Lanes
NOT DIVIDED Existing Lane Description
CSAH 17 TO NO JCT CSAH 19 Termini

155 Present AADT

2012 Year of Count

1.2 Projection Factor

186 Projected Traffic
RURAL Design Type

2 - RURAL : 150 - 1499 Design Group

2016 Latest Year SA funds
0 Number of Signal Legs

No Special Message Special Message Code

2016 SAP 032-030-020 SEALCOAT Comments
CO WIDE

2015 SAP 032-616-028 OL

EXISTING BITUMINOUS ROADWAY
SURFACE. DSAE APPROVED
CHANGE OF TRAFFIC
PROJECTION FACTOR TO RETAIN
SYSTEM CONTINUITY AND
MANINTAIN PRESENT LEVEL OF
SERVICE.

2005 - REINSTATEMENT
Interchange Override
Segment Override

Unassigned/Unknown

2

BIT CONC OR ASPH

2

NOT DIVIDED

CSAH 17 TO NO JCT CSAH 19
155

2012

1.2

186

RURAL

2 (RURAL : 150 - 1499)

2016

0

No Special Message

2016 SAP 032-030-020 SEALCOAT
CO WIDE

2015 SAP 032-616-028 OL

EXISTING BITUMINOUS ROADWAY
SURFACE. DSAE APPROVED
CHANGE OF TRAFFIC
PROJECTION FACTOR TO RETAIN
SYSTEM CONTINUITY AND
MANINTAIN PRESENT LEVEL OF
SERVICE.

2005 - REINSTATEMENT

Segment Cost
Information

Computation Factor

Computation Formula

Values Used For
Calculation

Computation Result

Signal Leg

TrafficSignalLegs *
UnitCost / SignalLifeCycle
* StatutoryNeedsYear

0*56250/40 * 25 $0

Construction

Length * UnitCost /
ConstrLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

2*803530.54/60*25*1.1|1$736,570

Preservation Length * Quantity * 2*2112*53.83/20* 25 $284,222
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

ROW Length * UnitCost / 2*92415.52 /60 * 25 $77,013

ROWLifeCycle *
StatutoryNeedsYear

Total Segment Cost

Signal Leg + Construction
+ Preservation + ROW

$0 + $736,570 + $284,222 |$1,097,805
+$77,013




SANEEDS - CSAH - Segment Report

Roadway Segment Status : Original

Information
Countz Name : JACKSON Segment Nbr : 032-616-040

Original Current

Unassigned/Unknown Municipality Unassigned/Unknown

3.2 Segment Length 3.2

MIXED BITUMINOUS Existing Surface Type MIXED BITUMINOUS

2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED
SOJCTCSAH19TO TH 71 Termini SOJCTCSAH19TO TH 71
254 Present AADT 254

2012 Year of Count 2012

1.2 Projection Factor 1.2

305 Projected Traffic 305

RURAL Design Type RURAL

2 - RURAL : 150 - 1499 Design Group 2 (RURAL : 150 - 1499)
2012 Latest Year SA funds 2012

0 Number of Signal Legs 0

No Special Message
2012 SAP 032-616-027 M&OL

Special Message Code
Comments
Interchange Override
Segment Override

No Special Message
2012 SAP 032-616-027 M&OL

Status: Original

Bridge Information

Original Current

32519 Structure Number 32519
9.32 Milepoint 9.32
1976 Year Built 1976

DES MOINES RIVER Feature Crossed DES MOINES RIVER

Type of Service

2 Number of Spans 2
182.7 Bridge Length 182.7
35.8 Bridge Width 35.8
100% Shared Structure 100%

Comments

2 (150-999,999 ) Bridge Group Code 2 (150-999,999 )

Segment Cost

Information
e ____________________________________________|
Computation Factor Computation Formula Values Used For Computation Result
Calculation
Signal Leg TrafficSignalLegs * 0*56250/40* 25 $0
UnitCost / SignalLifeCycle
* StatutoryNeedsYear
Construction Length * UnitCost / 3.2*803530.54/60*25* [$1,178,511
ConstrLifeCycle * 1.1
StatutoryNeedsYear *
DevelopmentCost
Preservation Length * Quantity * 3.2*2112 *53.83/20 * 25 |$454,756
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear
ROW Length * UnitCost / 3.2*%92415.52 / 60 * 25 $123,221
ROWLifeCycle *
StatutoryNeedsYear
Bridge BridgeLength * 182.7*35.8* 147 /80 * 25 |$345,531
BridgeWidth * UnitCost/ |* 1.15
BridgeLifeCycle *
StatutoryNeedsYear *
DevelopmentCost
Total Segment Cost Signal Leg + Construction |$0 + $1,178,511 + $454,756|$2,102,019
+ Preservation + ROW + |+ $123,221 + $345,531
Bridge




SANEEDS - CSAH - Segment Report

Roadway Segment Status : Original
Information

Countz Name : JACKSON Segment Nbr : 032-616-050
Original Current
Unassigned/Unknown Municipality Unassigned/Unknown

4 Segment Length 4

MIXED BITUMINOUS Existing Surface Type MIXED BITUMINOUS

2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

TH71TO CR 85 Termini TH 71 TO CR 85

185 Present AADT 185

2012 Year of Count 2012

1.2 Projection Factor 1.2

222 Projected Traffic 222

RURAL Design Type RURAL

2 - RURAL : 150 - 1499 Design Group 2 (RURAL : 150 - 1499)
2012 Latest Year SA funds 2012

0 Number of Signal Legs 0

No Special Message Special Message Code No Special Message

SAP 32-616-025 - 1 1/2" OVERLAY Comments SAP 32-616-025 - 1 1/2" OVERLAY
2012 SAP 032-616-027 M&OL 2012 SAP 032-616-027 M&OL

Interchange Override
Segment Override

Segment Cost

Information

- |

Computation Factor Computation Formula Values Used For Computation Result
Calculation

Signal Leg TrafficSignalLegs * 0*56250/40 * 25 $0

UnitCost / SignalLifeCycle
* StatutoryNeedsYear

Construction Length * UnitCost / 4 *803530.54 /60 *25*1.1|$1,473,139
ConstrLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

Preservation Length * Quantity * 4*2112*53.83/20* 25 $568,445
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

ROW Length * UnitCost / 4*92415.52 /60 * 25 $154,026
ROWLifeCycle *
StatutoryNeedsYear

Total Segment Cost Signal Leg + Construction |$0 + $1,473,139 + $568,445|$2,195,610
+ Preservation + ROW + $154,026




SANEEDS - CSAH - Segment Report

Roadway Segment
Information

Status : Original

Countz Name : JACKSON Segment Nbr : 032-616-060

Original

Current

Unassigned/Unknown

2

MIXED BITUMINOUS

2

NOT DIVIDED

CO RD 85 TO CSAH 29

105

2012

15

158

RURAL

2 - RURAL : 150 - 1499

2012

0

No Special Message

2012 SAP 032-616-027 M&OL
EXISTING BITUMINOUS ROADWAY
SURFACE. DSAE APPROVED
CHANGE OF TRAFFIC
PROJECTION FACTOR TO RETAIN
SYSTEM CONTINUITY AND

MANINTAIN PRESENT LEVEL OF
SERVICE.

2005 - BOX CULVERT LENGTH
CORRECTION

Culvert Information

Municipality

Segment Length
Existing Surface Type
Existing Surface Lanes
Existing Lane Description
Termini

Present AADT

Year of Count
Projection Factor
Projected Traffic
Design Type

Design Group

Latest Year SA funds
Number of Signal Legs
Special Message Code
Comments

Interchange Override
Segment Override

Unassigned/Unknown

2

MIXED BITUMINOUS

2

NOT DIVIDED

CO RD 85 TO CSAH 29

105

2012

15

158

RURAL

2 (RURAL : 150 - 1499)

2012

0

No Special Message

2012 SAP 032-616-027 M&OL
EXISTING BITUMINOUS ROADWAY
SURFACE. DSAE APPROVED
CHANGE OF TRAFFIC
PROJECTION FACTOR TO RETAIN
SYSTEM CONTINUITY AND

MANINTAIN PRESENT LEVEL OF
SERVICE.

2005 - BOX CULVERT LENGTH
CORRECTION

Status: Original

|
Original Current

92401

17.295

1966

W FK DES MOINES RIVER

5

45
39.99972879
100%

Segment Cost

Structure Number
Milepoint

Year Built

Feature Crossed
Type of Service
Number of Barrels
Culvert Width
Culvert Height
Culvert Length
Area of Waterway Opening
Shared Structure
Comments

Culvert Group Code

92401

17.295

1966

W FK DES MOINES RIVER

2

5

5

45
39.99972879
100%

Information
|
Computation Factor Computation Formula Values Used For Computation Result
Calculation
Signal Leg TrafficSignalLegs * 0*56250/40* 25 $0
UnitCost / SignalLifeCycle
* StatutoryNeedsYear
Construction Length * UnitCost / 2 *803530.54 /60 * 25 * 1.11$736,570
ConstrLifeCycle *
StatutoryNeedsYear *
DevelopmentCost
Preservation Length * Quantity * 2*2112*53.83/20*25 $284,222
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear




ROW

Length * UnitCost /
ROWLifeCycle *
StatutoryNeedsYear

2*92415.52 /60 * 25

$77,013

Culvert

CulvertLength * Area *
UnitCost /
CulvertLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

45 *39.99972879 * 16.61 /
100*25*1.15

$8,596

Total Segment Cost

Signal Leg + Construction
+ Preservation + ROW +
Culvert

$0 + $736,570 + $284,222
+ $77,013 + $8,596

$1,106,401




SANEEDS - CSAH - Segment Report

Roadway Segment Status : Original
Information

Countz Name : JACKSON Segment Nbr : 032-617-010
Original Current

Unassigned/Unknown Municipality Unassigned/Unknown

15 Segment Length 15

MIXED BITUMINOUS Existing Surface Type MIXED BITUMINOUS

2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

SO CO LINE TO EJCT CSAH 4 Termini SO CO LINE TO EJCT CSAH 4

160 Present AADT 160

2012 Year of Count 2012

1.2 Projection Factor 1.2

192 Projected Traffic 192

RURAL Design Type RURAL

2 - RURAL : 150 - 1499 Design Group 2 (RURAL : 150 - 1499)

1993 Latest Year SA funds 1993

0 Number of Signal Legs 0

No Special Message Special Message Code No Special Message
Comments

Interchange Override
Segment Override

Segment Cost

Information
- |
Computation Factor Computation Formula Values Used For Computation Result
Calculation
Signal Leg TrafficSignalLegs * 0*56250/40* 25 $0
UnitCost / SignalLifeCycle
* StatutoryNeedsYear
Construction Length * UnitCost / 1.5*803530.54 /60 * 25 * |$552,427
ConstrLifeCycle * 1.1
StatutoryNeedsYear *
DevelopmentCost
Preservation Length * Quantity * 1.5%2112*53.83/20* 25 |$213,167
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear
ROW Length * UnitCost / 1.5*92415.52 /60 * 25 $57,760
ROWLifeCycle *
StatutoryNeedsYear
Total Segment Cost Signal Leg + Construction |$0 + $552,427 + $213,167 |$823,354
+ Preservation + ROW + $57,760




Roadway Segment

SANEEDS - CSAH - Segment Report

Status : Original

Information

Countz Name : JACKSON Segment Nbr : 032-617-020
Original Current
Unassigned/Unknown Municipality Unassigned/Unknown
2.1 Segment Length 2.1

MIXED BITUMINOUS Existing Surface Type MIXED BITUMINOUS

2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

JCT CSAH4 TO CSAH 6 Termini JCT CSAH4 TO CSAH 6
215 Present AADT 215

2012 Year of Count 2012

1.2 Projection Factor 1.2

258 Projected Traffic 258

RURAL Design Type RURAL

2 - RURAL : 150 - 1499 Design Group 2 (RURAL : 150 - 1499)
1993 Latest Year SA funds 1993

0 Number of Signal Legs 0

No Special Message

Special Message Code

EXISTING BITUMINOUS ROADWAY Comments
SURFACE. DSAE APPROVED

CHANGE OF TRAFFIC

PROJECTION FACTOR TO RETAIN

SYSTEM CONTINUITY AND

MANINTAIN PRESENT LEVEL OF

SERVICE.

Segment Cost
Information

Interchange Override
Segment Override

No Special Message

EXISTING BITUMINOUS ROADWAY
SURFACE. DSAE APPROVED
CHANGE OF TRAFFIC
PROJECTION FACTOR TO RETAIN
SYSTEM CONTINUITY AND
MANINTAIN PRESENT LEVEL OF
SERVICE.

Computation Factor

Computation Formula

Values Used For
Calculation

Computation Result

Signal Leg TrafficSignalLegs * 0*56250/40* 25 $0
UnitCost / SignalLifeCycle
* StatutoryNeedsYear

Construction *803530.54/60*25* |$773,398

Length * UnitCost / 2.
ConstrLifeCycle * 1.
StatutoryNeedsYear *
DevelopmentCost

1
1

Preservation

Length * Quantity *
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

2.1*2112*53.83/20*25 [$298,434

ROW

Length * UnitCost /
ROWLifeCycle *
StatutoryNeedsYear

2.1*92415.52 /60 * 25

$80,864

Total Segment Cost

Signal Leg + Construction |$0 + $773,398 + $298,434

+ Preservation + ROW + $80,864

$1,152,696




SANEEDS - CSAH - Segment Report

Roadway Segment
Information

Status : Original

Countz Name : JACKSON Segment Nbr : 032-617-030
Original Current

Unassigned/Unknown
1

MIXED BITUMINOUS
2

NOT DIVIDED

CSAH 6 TO 1.0 MI WEST
215

2012

1.2

258

RURAL

2 - RURAL : 150 - 1499
1993

0

No Special Message

EXISTING BITUMINOUS ROADWAY
SURFACE. DSAE APPROVED
CHANGE OF TRAFFIC
PROJECTION FACTOR TO RETAIN
SYSTEM CONTINUITY AND
MANINTAIN PRESENT LEVEL OF
SERVICE.

Segment Cost

Municipality

Segment Length
Existing Surface Type
Existing Surface Lanes
Existing Lane Description
Termini

Present AADT

Year of Count
Projection Factor
Projected Traffic
Design Type

Design Group

Latest Year SA funds
Number of Signal Legs
Special Message Code
Comments

Interchange Override
Segment Override

Unassigned/Unknown
1

MIXED BITUMINOUS

2

NOT DIVIDED

CSAH 6 TO 1.0 Ml WEST
215

2012

1.2

258

RURAL

2 (RURAL : 150 - 1499)
1993

0

No Special Message

EXISTING BITUMINOUS ROADWAY
SURFACE. DSAE APPROVED
CHANGE OF TRAFFIC
PROJECTION FACTOR TO RETAIN
SYSTEM CONTINUITY AND
MANINTAIN PRESENT LEVEL OF
SERVICE.

Information
- |
Computation Factor Computation Formula Values Used For Computation Result
Calculation
Signal Leg TrafficSignalLegs * 0*56250/40* 25 $0
UnitCost / SignalLifeCycle
* StatutoryNeedsYear
Construction Length * UnitCost / 1*803530.54 /60 * 25 * 1.1|$368,285
ConstrLifeCycle *
StatutoryNeedsYear *
DevelopmentCost
Preservation Length * Quantity * 1*2112*53.83/20* 25 $142,111
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear
ROW Length * UnitCost / 1*92415.52 /60 * 25 $38,506
ROWLifeCycle *
StatutoryNeedsYear
Total Segment Cost Signal Leg + Construction |$0 + $368,285 + $142,111 |$548,902
+ Preservation + ROW + $38,506




SANEEDS - CSAH - Segment Report

Roadway Segment
Information

Status : Original

Countz Name : JACKSON Segment Nbr : 032-617-031
Original Current

Unassigned/Unknown
2

MIXED BITUMINOUS
2

NOT DIVIDED
1.0MIWCSAHB6TOCR 73
215

2012

1.2

258

RURAL

2 - RURAL : 150 - 1499
1993

0

No Special Message

EXISTING BITUMINOUS ROADWAY
SURFACE. DSAE APPROVED
CHANGE OF TRAFFIC
PROJECTION FACTOR TO RETAIN
SYSTEM CONTINUITY AND
MANINTAIN PRESENT LEVEL OF
SERVICE.

Segment Cost

Municipality

Segment Length
Existing Surface Type
Existing Surface Lanes
Existing Lane Description
Termini

Present AADT

Year of Count
Projection Factor
Projected Traffic
Design Type

Design Group

Latest Year SA funds
Number of Signal Legs
Special Message Code
Comments

Interchange Override
Segment Override

Unassigned/Unknown
2

MIXED BITUMINOUS

2

NOT DIVIDED
1.0MIWCSAH6TOCR 73
215

2012

1.2

258

RURAL

2 (RURAL : 150 - 1499)
1993

0

No Special Message

EXISTING BITUMINOUS ROADWAY
SURFACE. DSAE APPROVED
CHANGE OF TRAFFIC
PROJECTION FACTOR TO RETAIN
SYSTEM CONTINUITY AND
MANINTAIN PRESENT LEVEL OF
SERVICE.

Information
- |
Computation Factor Computation Formula Values Used For Computation Result
Calculation
Signal Leg TrafficSignalLegs * 0*56250/40* 25 $0
UnitCost / SignalLifeCycle
* StatutoryNeedsYear
Construction Length * UnitCost / 2 *803530.54 /60 * 25 * 1.11$736,570
ConstrLifeCycle *
StatutoryNeedsYear *
DevelopmentCost
Preservation Length * Quantity * 2*2112*53.83/20* 25 $284,222
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear
ROW Length * UnitCost / 2*9241552 /60 * 25 $77,013
ROWLifeCycle *
StatutoryNeedsYear
Total Segment Cost Signal Leg + Construction |$0 + $736,570 + $284,222 |$1,097,805
+ Preservation + ROW + $77,013




SANEEDS - CSAH - Segment Report

Roadway Segment

Status : Original

Information
Countz Name : JACKSON Segment Nbr : 032-617-032

Original

Unassigned/Unknown
25

MIXED BITUMINOUS
2

NOT DIVIDED

CR 73 TO CSAH 34
270

2012

1.2

324

RURAL

2 - RURAL : 150 - 1499
1993

0

No Special Message

Municipality

Segment Length
Existing Surface Type
Existing Surface Lanes
Existing Lane Description
Termini

Present AADT

Year of Count
Projection Factor
Projected Traffic
Design Type

Design Group

Latest Year SA funds
Number of Signal Legs
Special Message Code

Current

Unassigned/Unknown
25

MIXED BITUMINOUS
2

NOT DIVIDED

CR 73 TO CSAH 34
270

2012

1.2

324

RURAL

2 (RURAL : 150 - 1499)
1993

0

No Special Message

Comments
Interchange Override
Segment Override

Bridge Information Status: Original

Original Current

32512 Structure Number 32512

8.18 Milepoint 8.18

1970 Year Built 1970

JUD DITCH # 8 Feature Crossed JUD DITCH # 8
Type of Service

3 Number of Spans 3

54 Bridge Length 54

34 Bridge Width 34

100% Shared Structure 100%
Comments

1(0-149) Bridge Group Code 1(0-149)

Segment Cost
Information

Values Used For
Calculation

0* 56250 /40 * 25 $0

Computation Factor Computation Formula Computation Result

Signal Leg TrafficSignallLegs *
UnitCost / SignalLifeCycle

* StatutoryNeedsYear

Length * UnitCost /
ConstrLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

Length * Quantity *
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

ROW Length * UnitCost /
ROWLifeCycle *
StatutoryNeedsYear

Bridge BridgeLength * 54 *34*163/80* 25 * $107,549
BridgeWidth * UnitCost / |1.15
BridgeLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

Construction 2.5*803530.54 /60 *25* [$920,712
1.1

Preservation 2.5*2112*53.83/20*25 |$355,278

2.5%92415.52 /60 * 25 $96,266

Total Segment Cost

Signal Leg + Construction
+ Preservation + ROW +
Bridge

$0 + $920,712 + $355,278
+ $96,266 + $107,549

$1,479,805




SANEEDS - CSAH - Segment Report

Roadway Segment
Information

Countz Name : JACKSON Segment Nbr : 032-617-040
Original Current

Unassigned/Unknown
1.6

MIXED BITUMINOUS
2

NOT DIVIDED

CSAH 34 TO 1.6 MI NO
270

2012

1.2

324

RURAL

2 - RURAL : 150 - 1499
1998

0

No Special Message

Segment Cost
Information

Computation Factor

Municipality

Segment Length
Existing Surface Type
Existing Surface Lanes
Existing Lane Description
Termini

Present AADT

Year of Count
Projection Factor
Projected Traffic
Design Type

Design Group

Latest Year SA funds
Number of Signal Legs
Special Message Code
Comments
Interchange Override
Segment Override

Status : Original

Unassigned/Unknown
1.6

MIXED BITUMINOUS

2

NOT DIVIDED

CSAH 34 TO 1.6 MI NO
270

2012

1.2

324

RURAL

2 (RURAL : 150 - 1499)
1998

0

No Special Message

Computation Formula

Values Used For
Calculation

Computation Result

Signal Leg

TrafficSignalLegs *
UnitCost / SignalLifeCycle
* StatutoryNeedsYear

0*56250/40*25

$0

Construction

Length * UnitCost /
ConstrLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

1.6 * 803530.54 /60 * 25 *
11

$589,256

Preservation

Length * Quantity *
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

1.6*2112*53.83/20*25

$227,378

ROW

Length * UnitCost /
ROWLifeCycle *
StatutoryNeedsYear

1.6 *92415.52 /60 * 25

$61,610

Total Segment Cost

Signal Leg + Construction
+ Preservation + ROW

$0 + $589,256 + $227,378
+ $61,610

$878,244




SANEEDS - CSAH - Segment Report

Roadway Segment Status : Original
Information

Countz Name : JACKSON Segment Nbr : 032-617-050
Original Current

Unassigned/Unknown Municipality Unassigned/Unknown

25 Segment Length 25

MIXED BITUMINOUS Existing Surface Type MIXED BITUMINOUS

2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

1.6 MI NO CSAH 34 TO CSAH 14 Termini 1.6 MI NO CSAH 34 TO CSAH 14

270 Present AADT 270

2012 Year of Count 2012

1.2 Projection Factor 1.2

324 Projected Traffic 324

RURAL Design Type RURAL

2 - RURAL : 150 - 1499 Design Group 2 (RURAL : 150 - 1499)

1998 Latest Year SA funds 1998

0 Number of Signal Legs 0

No Special Message Special Message Code No Special Message
Comments

Interchange Override
Segment Override

Segment Cost

Information

- |

Computation Factor Computation Formula Values Used For Computation Result
Calculation

Signal Leg TrafficSignalLegs * 0*56250/40* 25 $0

UnitCost / SignalLifeCycle
* StatutoryNeedsYear

Construction Length * UnitCost / 2.5*803530.54/60*25* $920,712
ConstrLifeCycle * 1.1

StatutoryNeedsYear *
DevelopmentCost

Preservation Length * Quantity * 2.5*2112 *53.83/20* 25 |$355,278
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

ROW Length * UnitCost / 2.5%92415.52 /60 * 25 $96,266
ROWLifeCycle *
StatutoryNeedsYear

Total Segment Cost Signal Leg + Construction |$0 + $920,712 + $355,278 |$1,372,256
+ Preservation + ROW + $96,266




SANEEDS - CSAH - Segment Report

Roadway Segment
Information

Countz Name : JACKSON Segment Nbr : 032-617-060
Original Current

Unassigned/Unknown
4

MIXED BITUMINOUS
2

NOT DIVIDED

CSAH 14 TO CSAH 24
270

2012

1.2

324

RURAL

2 - RURAL : 150 - 1499
1984

0

No Special Message

Segment Cost
Information

Computation Factor

Municipality

Segment Length
Existing Surface Type
Existing Surface Lanes
Existing Lane Description
Termini

Present AADT

Year of Count
Projection Factor
Projected Traffic
Design Type

Design Group

Latest Year SA funds
Number of Signal Legs
Special Message Code
Comments
Interchange Override

Status : Original

Unassigned/Unknown
4

MIXED BITUMINOUS
2

NOT DIVIDED

CSAH 14 TO CSAH 24
270

2012

1.2

324

RURAL

2 (RURAL : 150 - 1499)
1984

0

No Special Message

Segment Override

Computation Formula

Values Used For
Calculation

Computation Result

Signal Leg

TrafficSignalLegs *
UnitCost / SignalLifeCycle
* StatutoryNeedsYear

0*56250/40*25

$0

Construction

Length * UnitCost /
ConstrLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

4 *803530.54/60*25*1.1

$1,473,139

Preservation

Length * Quantity *
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

4*2112*53.83/20*25

$568,445

ROW

Length * UnitCost /
ROWLifeCycle *
StatutoryNeedsYear

4*92415.52 / 60 * 25

$154,026

Total Segment Cost

Signal Leg + Construction
+ Preservation + ROW

$0 + $1,473,139 + $568,445
+ $154,026

$2,195,610




SANEEDS - CSAH - Segment Report

Roadway Segment Status : Original
Information

Countz Name : JACKSON Segment Nbr : 032-617-070
Original Current
Unassigned/Unknown Municipality Unassigned/Unknown
4.4 Segment Length 4.4

MIXED BITUMINOUS Existing Surface Type MIXED BITUMINOUS

2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

CSAH 24 TO CSAH 30 Termini CSAH 24 TO CSAH 30
235 Present AADT 235

2012 Year of Count 2012

1.2 Projection Factor 1.2

282 Projected Traffic 282

RURAL Design Type RURAL

2 - RURAL : 150 - 1499 Design Group 2 (RURAL : 150 - 1499)
2003 Latest Year SA funds 2003

0 Number of Signal Legs 0

No Special Message Special Message Code No Special Message
2003 - S.A.P. 32-617-30 (BIT. Comments 2003 - S.A.P. 32-617-30 (BIT.
OVERLAY) OVERLAY)

Interchange Override
Segment Override

Segment Cost

Information

- |

Computation Factor Computation Formula Values Used For Computation Result
Calculation

Signal Leg TrafficSignalLegs * 0*56250/40 * 25 $0

UnitCost / SignalLifeCycle
* StatutoryNeedsYear

Construction Length * UnitCost / 4.4*803530.54/60*25* |%$1,620,453
ConstrLifeCycle * 1.1

StatutoryNeedsYear *
DevelopmentCost

Preservation Length * Quantity * 4.4*2112*53.83/20*25 |$625,289
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

ROW Length * UnitCost / 4.4*92415.52 /60 * 25 $169,428
ROWLifeCycle *
StatutoryNeedsYear

Total Segment Cost Signal Leg + Construction |$0 + $1,620,453 + $625,289|%$2,415,170
+ Preservation + ROW + $169,428




SANEEDS - CSAH - Segment Report

Roadway Segment Status : Original
Information

Countz Name : JACKSON Segment Nbr : 032-617-080
Original Current
Unassigned/Unknown Municipality Unassigned/Unknown
0.8 Segment Length 0.8

MIXED BITUMINOUS Existing Surface Type MIXED BITUMINOUS

2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

CSAH 30 TO CO RD 82 Termini CSAH 30 TO CO RD 82
235 Present AADT 235

2012 Year of Count 2012

1.2 Projection Factor 1.2

282 Projected Traffic 282

RURAL Design Type RURAL

2 - RURAL : 150 - 1499 Design Group 2 (RURAL : 150 - 1499)
2003 Latest Year SA funds 2003

0 Number of Signal Legs 0

No Special Message Special Message Code No Special Message
2003 - S.A.P. 32-617-30 (BIT. Comments 2003 - S.A.P. 32-617-30 (BIT.
OVERLAY) OVERLAY)

Interchange Override
Segment Override

Segment Cost

Information

- |

Computation Factor Computation Formula Values Used For Computation Result
Calculation

Signal Leg TrafficSignalLegs * 0*56250/40 * 25 $0

UnitCost / SignalLifeCycle
* StatutoryNeedsYear

Construction Length * UnitCost / 0.8 * 803530.54 /60 * 25 * |$294,628
ConstrLifeCycle * 1.1

StatutoryNeedsYear *
DevelopmentCost

Preservation Length * Quantity * 0.8*2112*53.83/20*25 |$113,689
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

ROW Length * UnitCost / 0.8*92415.52 /60 * 25 $30,805
ROWLifeCycle *
StatutoryNeedsYear

Total Segment Cost Signal Leg + Construction |$0 + $294,628 + $113,689 |$439,122
+ Preservation + ROW + $30,805




SANEEDS - CSAH - Segment Report

Roadway Segment Status : Original
Information

Countz Name : JACKSON Segment Nbr : 032-617-090
Original Current

Unassigned/Unknown Municipality Unassigned/Unknown
2.1 Segment Length 2.1

MIXED BITUMINOUS Existing Surface Type MIXED BITUMINOUS

2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED
CORD82TO 2.1 MIN Termini CORD82TO 2.1 MIN
235 Present AADT 235

2012 Year of Count 2012

1.2 Projection Factor 1.2

282 Projected Traffic 282

RURAL Design Type RURAL

2 - RURAL : 150 - 1499 Design Group 2 (RURAL : 150 - 1499)
2003 Latest Year SA funds 2003

0 Number of Signal Legs 0

No Special Message Special Message Code No Special Message
2003 - S.A.P. 32-617-30 (BIT. Comments 2003 - S.A.P. 32-617-30 (BIT.
OVERLAY) OVERLAY)

Interchange Override
Segment Override

Bridge Information Status: Original
Original Current

89244 Structure Number 89244

23.37 Milepoint 23.37

1958 Year Built 1958

STREAM Feature Crossed STREAM
Type of Service

2 Number of Spans 2

36 Bridge Length 36

27.9 Bridge Width 27.9

100% Shared Structure 100%
Comments

1(0-149) Bridge Group Code 1(0-149)

Segment Cost

Information

|

Computation Factor Computation Formula Values Used For Computation Result
Calculation

Signal Leg TrafficSignalLegs * 0* 56250/ 40 * 25 $0

UnitCost / SignalLifeCycle
* StatutoryNeedsYear

Construction Length * UnitCost / 2.
ConstrLifeCycle * 1.

StatutoryNeedsYear *

DevelopmentCost

Preservation Length * Quantity * 2.1*2112*53.83/20*25 |$298,434
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

ROW Length * UnitCost / 2.1*92415.52 /60 * 25 $80,864
ROWLifeCycle *
StatutoryNeedsYear

Bridge BridgeLength * 36*27.9*163/80*25* |$58,836
BridgeWidth * UnitCost/ |1.15
BridgeLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

Total Segment Cost Signal Leg + Construction |$0 + $773,398 + $298,434 |$1,211,532
+ Preservation + ROW + |+ $80,864 + $58,836
Bridge

1*803530.54/60*25* |$773,398
1




SANEEDS - CSAH - Segment Report

Roadway Segment Status : Original
Information

Countz Name : JACKSON Segment Nbr : 032-617-100
Original Current

Unassigned/Unknown Municipality Unassigned/Unknown

1.8 Segment Length 1.8

MIXED BITUMINOUS Existing Surface Type MIXED BITUMINOUS

2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED
21MINCORD82TONCOLINE  Termini 2.1 MINCORD82TO N CO LINE
235 Present AADT 235

2012 Year of Count 2012

1.2 Projection Factor 1.2

282 Projected Traffic 282

RURAL Design Type RURAL

2 - RURAL : 150 - 1499 Design Group 2 (RURAL : 150 - 1499)
2003 Latest Year SA funds 2003

0 Number of Signal Legs 0

No Special Message Special Message Code No Special Message

2003 - S.A.P. 32-617-30 (BIT. Comments 2003 - S.A.P. 32-617-30 (BIT.
OVERLAY) OVERLAY)

Interchange Override
Segment Override

Segment Cost

Information
- |
Computation Factor Computation Formula Values Used For Computation Result
Calculation
Signal Leg TrafficSignalLegs * 0*56250/40 * 25 $0
UnitCost / SignalLifeCycle
* StatutoryNeedsYear
Construction Length * UnitCost / 1.8 *803530.54/60*25* |$662,913
ConstrLifeCycle * 1.1

StatutoryNeedsYear *
DevelopmentCost

Preservation Length * Quantity * 1.8*2112*53.83/20 * 25 |$255,800
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

ROW Length * UnitCost / 1.8*92415.52 /60 * 25 $69,312
ROWLifeCycle *
StatutoryNeedsYear

Total Segment Cost Signal Leg + Construction |$0 + $662,913 + $255,800 |$988,025
+ Preservation + ROW + $69,312




SANEEDS - CSAH - Segment Report

Roadway Segment

Status : Original

Information

Countz Name : JACKSON Segment Nbr : 032-618-010
Original Current
Unassigned/Unknown Municipality Unassigned/Unknown

1 Segment Length 1

MIXED BITUMINOUS Existing Surface Type MIXED BITUMINOUS

2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

W CO LINE TO CR 61 Termini W CO LINE TO CR 61
250 Present AADT 250

2012 Year of Count 2012

1.2 Projection Factor 1.2

300 Projected Traffic 300

RURAL Design Type RURAL

2 - RURAL : 150 - 1499 Design Group 2 (RURAL : 150 - 1499)
1984 Latest Year SA funds 1984

0 Number of Signal Legs 0

No Special Message

EXISTING BITUMINOUS ROADWAY
SURFACE. DSAE APPROVED
CHANGE OF TRAFFIC
PROJECTION FACTOR TO RETAIN
SYSTEM CONTINUITY AND
MANINTAIN PRESENT LEVEL OF
SERVICE.

1 1/2" OVERLAY IN 2000 WITH
LOCAL FUNDIS (CP 32-618-02)

Segment Cost
Information

Special Message Code
Comments

Interchange Override
Segment Override

No Special Message

EXISTING BITUMINOUS ROADWAY
SURFACE. DSAE APPROVED
CHANGE OF TRAFFIC
PROJECTION FACTOR TO RETAIN
SYSTEM CONTINUITY AND
MANINTAIN PRESENT LEVEL OF
SERVICE.

11/2" OVERLAY IN 2000 WITH
LOCAL FUNDIS (CP 32-618-02)

Computation Factor

Computation Formula

Values Used For
Calculation

Computation Result

Signal Leg

TrafficSignalLegs *
UnitCost / SignalLifeCycle
* StatutoryNeedsYear

0*56250/40*25

$0

Construction

Length * UnitCost /
ConstrLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

1*803530.54/60*25* 1.1

$368,285

Preservation

Length * Quantity *
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

1*2112*53.83/20*25

$142,111

ROW

Length * UnitCost /
ROWLifeCycle *
StatutoryNeedsYear

1*92415.52/60 * 25

$38,506

Total Segment Cost

Signal Leg + Construction
+ Preservation + ROW

$0 + $368,285 + $142,111
+ $38,506

$548,902




SANEEDS - CSAH - Segment Report

Roadway Segment
Information

County Name :

JACKSON

Status : Original

Segment Nbr : 032-618-020

Original

Current

Unassigned/Unknown
6

MIXED BITUMINOUS
2

NOT DIVIDED

CORD 61 TO CSAH 9
250

2012

1.2

300

RURAL

2 - RURAL : 150 - 1499
1984

0

No Special Message

BRIDGES 89247, 3988, & 89246
LENGTHS CHANGED TO RELECT
FIELD MEASUREMENTS (X & Y)
TAKEN SUMMER 2004.

EXISTING BITUMINOUS ROADWAY
SURFACE. DSAE APPROVED
CHANGE OF TRAFFIC
PROJECTION FACTOR TO RETAIN
SYSTEM CONTINUITY AND
MANINTAIN PRESENT LEVEL OF
SERVICE.

1 1/2" OVERLAY IN 2000 WITH
LOCAL FUNDIS (CP 32-618-02)

Municipality

Segment Length
Existing Surface Type
Existing Surface Lanes
Existing Lane Description
Termini

Present AADT

Year of Count
Projection Factor
Projected Traffic
Design Type

Design Group

Latest Year SA funds
Number of Signal Legs
Special Message Code
Comments

Interchange Override
Segment Override

Unassigned/Unknown
6

MIXED BITUMINOUS
2

NOT DIVIDED

CORD 61 TO CSAH 9
250

2012

1.2

300

RURAL

2 (RURAL : 150 - 1499)
1984

0

No Special Message

BRIDGES 89247, 3988, & 89246
LENGTHS CHANGED TO RELECT
FIELD MEASUREMENTS (X & Y)
TAKEN SUMMER 2004.

EXISTING BITUMINOUS ROADWAY
SURFACE. DSAE APPROVED
CHANGE OF TRAFFIC
PROJECTION FACTOR TO RETAIN
SYSTEM CONTINUITY AND
MANINTAIN PRESENT LEVEL OF
SERVICE.

1 1/2" OVERLAY IN 2000 WITH
LOCAL FUNDIS (CP 32-618-02)

Bridge Information Status: Original

Original

Current

3988
3.59
1925
JUD DITCH # 84

1 Number of Spans 1

325 Bridge Length 325

26.5 Bridge Width 26.5

100% Shared Structure 100%
Comments

1(0-149) Bridge Group Code 1(0-149)

Bridge Information Status: Original

Original Current

89246 Structure Number 89246

6.01 Milepoint 6.01

1916 Year Built 1916

CODITCH#3 Feature Crossed CODITCH#3
Type of Service

1 Number of Spans 1

29 Bridge Length 29

26.7 Bridge Width 26.7

100% Shared Structure 100%
Comments

1(0-149) Bridge Group Code 1(0-149)

Structure Number
Milepoint

Year Built
Feature Crossed
Type of Service

3988
3.59
1925
JUD DITCH # 84



Bridge Information Status: Original

Original Current

89247 Structure Number 89247

2.76 Milepoint 2.76

1955 Year Built 1955

OKABENA CREEK Feature Crossed OKABENA CREEK
Type of Service

3 Number of Spans 3

78 Bridge Length 78

28 Bridge Width 28

100% Shared Structure 100%
Comments

1(0-149) Bridge Group Code 1(0-149)

Segment Cost

Information

- |

Computation Factor Computation Formula Values Used For Computation Result
Calculation

Signal Leg TrafficSignalLegs * 0*56250/40* 25 $0

UnitCost / SignalLifeCycle
* StatutoryNeedsYear

Construction Length * UnitCost / 6 * 803530.54 / 60 * 25 * 1.1]$2,209,709
ConstrLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

Preservation Length * Quantity * 6 *2112 *53.83/20 * 25 $852,667
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

ROW Length * UnitCost / 6 * 92415.52 / 60 * 25 $231,039
ROWLifeCycle *
StatutoryNeedsYear

Bridge BridgeLength * 32.5*26.5*163/80*25* |$50,450
BridgeWidth * UnitCost/ |1.15
BridgeLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

Bridge BridgeLength * 29+*26.7*163/80*25* |$45,357
BridgeWidth * UnitCost / |1.15
BridgeLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

Bridge BridgeLength * 78*28*163/80*25* $127,935
BridgeWidth * UnitCost / |1.15
BridgeLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

Total Segment Cost Signal Leg + Construction |$0 + $2,209,709 + $852,667|$3,517,157
+ Preservation + ROW + |+ $231,039 + $50,450 +
Bridge + Bridge + Bridge |$45,357 + $127,935




SANEEDS - CSAH - Segment Report

Roadway Segment
Information

Status : Original

Countz Name : JACKSON Segment Nbr : 032-619-010
Original Current

Unassigned/Unknown

1.8

MIXED BITUMINOUS

2

NOT DIVIDED

CSAH 14 TO SO JCT CSAH 16
150

2012

1.2

180

RURAL

2 - RURAL : 150 - 1499

2012

0

No Special Message

2012 SAP 032-619-025
EXISTING BITUMINOUS ROADWAY
SURFACE. DSAE APPROVED
CHANGE OF TRAFFIC
PROJECTION FACTOR TO RETAIN
SYSTEM CONTINUITY AND

MANINTAIN PRESENT LEVEL OF
SERVICE.

Segment Cost
Information

Municipality

Segment Length
Existing Surface Type
Existing Surface Lanes
Existing Lane Description
Termini

Present AADT

Year of Count
Projection Factor
Projected Traffic
Design Type

Design Group

Latest Year SA funds
Number of Signal Legs
Special Message Code
Comments

Interchange Override
Segment Override

Unassigned/Unknown

1.8

MIXED BITUMINOUS

2

NOT DIVIDED

CSAH 14 TO SO JCT CSAH 16
150

2012

1.2

180

RURAL

2 (RURAL : 150 - 1499)

2012

0

No Special Message

2012 SAP 032-619-025
EXISTING BITUMINOUS ROADWAY
SURFACE. DSAE APPROVED
CHANGE OF TRAFFIC
PROJECTION FACTOR TO RETAIN
SYSTEM CONTINUITY AND

MANINTAIN PRESENT LEVEL OF
SERVICE.

Computation Factor

Computation Formula

Values Used For
Calculation

Computation Result

Signal Leg

TrafficSignalLegs *
UnitCost / SignalLifeCycle
* StatutoryNeedsYear

0* 56250/ 40 * 25

$0

Construction

Length * UnitCost /
ConstrLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

1.8 * 803530.54 / 60 * 25 *
1.1

$662,913

Preservation

Length * Quantity *
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

1.8*2112*53.83/20* 25

$255,800

ROW

Length * UnitCost /
ROWLifeCycle *
StatutoryNeedsYear

1.8*92415.52 /60 * 25

$69,312

Total Segment Cost

Signal Leg + Construction
+ Preservation + ROW

$0 + $662,913 + $255,800
+ $69,312

$988,025




SANEEDS - CSAH - Segment Report

Roadway Segment

Status : Original

Information

Countz Name : JACKSON Segment Nbr : 032-619-020
Original Current

Unassigned/Unknown Municipality Unassigned/Unknown

0.5 Segment Length 0.5

MIXED BITUMINOUS Existing Surface Type MIXED BITUMINOUS

2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

SO JCT CSAH 16 TO NO JCT CSAH
16

150

2012

1.2

180

RURAL

2 - RURAL : 150 - 1499
1980

0

No Special Message

EXISTING BITUMINOUS ROADWAY
SURFACE. DSAE APPROVED
CHANGE OF TRAFFIC
PROJECTION FACTOR TO RETAIN
SYSTEM CONTINUITY AND
MANINTAIN PRESENT LEVEL OF
SERVICE.

Segment Cost

Termini

Present AADT

Year of Count
Projection Factor
Projected Traffic
Design Type

Design Group

Latest Year SA funds
Number of Signal Legs
Special Message Code
Comments

Interchange Override
Segment Override

SO JCT CSAH 16 TO NO JCT CSAH
16

150

2012

1.2

180

RURAL

2 (RURAL : 150 -1499)
1980

0

No Special Message

EXISTING BITUMINOUS ROADWAY
SURFACE. DSAE APPROVED
CHANGE OF TRAFFIC
PROJECTION FACTOR TO RETAIN
SYSTEM CONTINUITY AND
MANINTAIN PRESENT LEVEL OF
SERVICE.

Information
- |
Computation Factor Computation Formula Values Used For Computation Result
Calculation
Signal Leg TrafficSignalLegs * 0*56250/40 * 25 $0
UnitCost / SignalLifeCycle
* StatutoryNeedsYear
Construction Length * UnitCost / 0.5*803530.54/60*25* |$184,142
ConstrLifeCycle * 1.1
StatutoryNeedsYear *
DevelopmentCost
Preservation Length * Quantity * 0.5*2112*53.83/20*25 |$71,056
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear
ROW Length * UnitCost / 0.5*92415.52 /60 * 25 $19,253
ROWLifeCycle *
StatutoryNeedsYear
Total Segment Cost Signal Leg + Construction |$0 + $184,142 + $71,056 + |$274,451
+ Preservation + ROW $19,253




SANEEDS - CSAH - Segment Report

Roadway Segment
Information

County Name :

JACKSON

Status : Original

Segment Nbr : 032-620-010

Original

Current

Unassigned/Unknown
5.3

MIXED BITUMINOUS

2

NOT DIVIDED

TH 60 TO SJCT CSAH 9
255

2012

1.2

306

RURAL

2 - RURAL : 150 - 1499
2013

0

No Special Message
2013 SAP 032-620-023 M&OL
2012 SAP 032-620-022

BR# 89248 REPLACED W/BR#
32571

BRIDGES 89248 & 89249 LENGTHS
CHANGED TO RELECT FIELD
MEASUREMENTS (X & Y) TAKEN
SUMMER 2004.

Bridge Information

Municipality

Segment Length
Existing Surface Type
Existing Surface Lanes
Existing Lane Description
Termini

Present AADT

Year of Count
Projection Factor
Projected Traffic
Design Type

Design Group

Latest Year SA funds
Number of Signal Legs
Special Message Code
Comments

Interchange Override
Segment Override

Unassigned/Unknown
5.3

MIXED BITUMINOUS

2

NOT DIVIDED

TH 60 TO SJCT CSAH 9
255

2012

1.2

306

RURAL

2 (RURAL : 150 - 1499)
2013

0

No Special Message
2013 SAP 032-620-023 M&OL
2012 SAP 032-620-022

BR# 89248 REPLACED W/BR#
32571

BRIDGES 89248 & 89249 LENGTHS
CHANGED TO RELECT FIELD
MEASUREMENTS (X & Y) TAKEN
SUMMER 2004.

Status: Original

Original Current
32571 Structure Number 32571
171 Milepoint 1.71
2012 Year Built 2012

OKABENA CREEK

3

80.5
39.333
100%

2012 SAP 032-620-022 R&R
BRIDGE

1(0-149)

Bridge Information

Feature Crossed
Type of Service
Number of Spans
Bridge Length
Bridge Width
Shared Structure
Comments

Bridge Group Code

OKABENA CREEK

3

80.5
39.333
100%

2012 SAP 032-620-022 R&R
BRIDGE

1(0-149)

Status: Original

Original Current
32564 Structure Number 32564
3.62 Milepoint 3.62
2010 Year Built 2010
Feature Crossed
Type of Service
3 Number of Spans 3
74.5 Bridge Length 74.5
39.3 Bridge Width 39.3
100% Shared Structure 100%
Comments
1(0-149) Bridge Group Code 1(0-149)

RailRoadCrossing
Information

Status: Original



Original Current

UNION PACIFIC RAILROAD RailRoad Name UNION PACIFIC RAILROAD

185720E USDOT Number 185720E

0.03 Located at Milepoint 0.03

1 Mainline Tracks 1

SIGNS ONLY Protection Type SIGNS ONLY
Last Year Protection Upgraded

40 Crossing Length 40
Last Year Surfaced

100% Percentage of Cost 100%

Segment Cost
Information

Computation Factor

Comments

Computation Formula

Values Used For
Calculation

Computation Result

Signal Leg

TrafficSignalLegs *
UnitCost / SignalLifeCycle
* StatutoryNeedsYear

0* 56250/ 40 * 25

$0

Construction

Length * UnitCost /
ConstrLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

5.3 *803530.54 /60 * 25 *
1.1

$1,951,910

Preservation

Length * Quantity *
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

5.3*2112*53.83/20* 25

$753,189

ROW

Length * UnitCost /
ROWLifeCycle *
StatutoryNeedsYear

5.3%92415.52 /60 * 25

$204,084

Bridge

BridgeLength *
BridgeWidth * UnitCost /
BridgeLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

80.5*39.333 * 163 /80 * 25
*1.15

$185,476

Bridge

BridgeLength *
BridgeWidth * UnitCost /
BridgeLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

74.5*39.3*163/80*25*
1.15

$171,508

RR Crossing Protection

UnitCost /
RRCrossingLifeCycle *
StatutoryNeedsYear

1500/ 25 * 25

$1,500

RR Crossing Surface

SurfaceLength * UnitCost
/ RRCrossingLifeCycle *
StatutoryNeedsYear

40 *1350/25* 25

$54,000

Total Segment Cost

Signal Leg + Construction
+ Preservation + ROW +
Bridge + Bridge + RR
Crossing Protection + RR
Crossing Surface

$0 + $1,951,910 + $753,189
+ $204,084 + $185,476 +
$171,508 + $1,500 +
$54,000

$3,321,667




SANEEDS - CSAH - Segment Report

Roadway Segment Status : Original

Information

Countz Name : JACKSON Segment Nbr : 032-620-020

Original Current

OKABENA Municipality OKABENA

0.15 Segment Length 0.15

MIXED BITUMINOUS Existing Surface Type MIXED BITUMINOUS

2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

NO JCT CSAH9TOELIM Termini NO JCT CSAH9TOELIM

OKABENA OKABENA

700 Present AADT 700

2012 Year of Count 2012

1.2 Projection Factor 1.2

840 Projected Traffic 840

RURAL Design Type RURAL

2 - RURAL : 150 - 1499 Design Group 2 (RURAL : 150 -1499)

1995 Latest Year SA funds 1995

0 Number of Signal Legs 0

No Special Message Special Message Code No Special Message
Comments

Interchange Override
Segment Override

Segment Cost

Information

- |

Computation Factor Computation Formula Values Used For Computation Result
Calculation

Signal Leg TrafficSignalLegs * 0*56250/40 * 25 $0

UnitCost / SignalLifeCycle
* StatutoryNeedsYear

Construction Length * UnitCost / 0.
ConstrLifeCycle * 1.

StatutoryNeedsYear *

DevelopmentCost

Preservation Length * Quantity * 0.15* 2112 *53.83/ 20 * 25|$21,317
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

ROW Length * UnitCost / 0.15*92415.52 / 60 * 25 $5,776
ROWLifeCycle *
StatutoryNeedsYear

Total Segment Cost Signal Leg + Construction |$0 + $55,243 + $21,317 + |$82,336
+ Preservation + ROW $5,776

15 * 803530.54 / 60 * 25 * |$55,243
1




SANEEDS - CSAH - Segment Report

Roadway Segment Status : Original
Information

Countz Name : JACKSON Segment Nbr : 032-620-030
Original Current

Unassigned/Unknown Municipality Unassigned/Unknown

2.8 Segment Length 2.8

MIXED BITUMINOUS Existing Surface Type MIXED BITUMINOUS

2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

E LIMS OKABENA TO 2.8 M SE Termini E LIMS OKABENA TO 2.8 M SE

700 Present AADT 700

2012 Year of Count 2012

1.2 Projection Factor 1.2

840 Projected Traffic 840

RURAL Design Type RURAL

2 - RURAL : 150 - 1499 Design Group 2 (RURAL : 150 - 1499)

1995 Latest Year SA funds 1995

0 Number of Signal Legs 0

No Special Message Special Message Code No Special Message
Comments

Interchange Override
Segment Override

Segment Cost

Information

- |

Computation Factor Computation Formula Values Used For Computation Result
Calculation

Signal Leg TrafficSignalLegs * 0*56250/40* 25 $0

UnitCost / SignalLifeCycle
* StatutoryNeedsYear

Construction Length * UnitCost / 2.8*803530.54/60*25* |$1,031,198
ConstrLifeCycle * 1.1

StatutoryNeedsYear *
DevelopmentCost

Preservation Length * Quantity * 2.8%2112*53.83/20*25 |$397,911
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

ROW Length * UnitCost / 2.8%92415.52 /60 * 25 $107,818
ROWLifeCycle *
StatutoryNeedsYear

Total Segment Cost Signal Leg + Construction |$0 + $1,031,198 + $397,911|$1,536,927
+ Preservation + ROW +$107,818




SANEEDS - CSAH - Segment Report

Roadway Segment Status : Original

Information
Countz Name : JACKSON Segment Nbr : 032-620-031

Original Current

Unassigned/Unknown
43
MIXED BITUMINOUS

Municipality
Segment Length
Existing Surface Type

Unassigned/Unknown
4.3
MIXED BITUMINOUS

2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

2.8 MI TO 7.1 MI SE OF OKABENA  Termini 2.8 MI TO 7.1 MI SE OF OKABENA

700 Present AADT 700

2012 Year of Count 2012

1.2 Projection Factor 1.2

840 Projected Traffic 840

RURAL Design Type RURAL

2 - RURAL : 150 - 1499 Design Group 2 (RURAL : 150 - 1499)

1995 Latest Year SA funds 1995

0 Number of Signal Legs 0

No Special Message Special Message Code No Special Message
Comments

Interchange Override
Segment Override

Culvert Information Status: Original

Original Current

91768 Structure Number 91768

11.06 Milepoint 11.06

1979 Year Built 1979

JUD DITCH # 3 Feature Crossed JUD DITCH # 3

Type of Service
2 Number of Barrels 2

14.1 Culvert Width 14.1

8.917 Culvert Height 8.917

80 Culvert Length 80

197.99978772 Area of Waterway Opening 197.99978772

100% Shared Structure 100%
Comments

1 Culvert Group Code 1

Segment Cost

Information
e ____________________________________________|
Computation Factor Computation Formula Values Used For Computation Result
Calculation
Signal Leg TrafficSignalLegs * 0*56250/40* 25 $0
UnitCost / SignalLifeCycle
* StatutoryNeedsYear
Construction Length * UnitCost / 4.3 *803530.54 /60 *25* |$1,583,625
ConstrLifeCycle * 1.1
StatutoryNeedsYear *
DevelopmentCost
Preservation Length * Quantity * 4.3*2112*53.83/20*25 |$611,078
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear
ROW Length * UnitCost / 4.3%92415.52 / 60 * 25 $165,578
ROWLifeCycle *
StatutoryNeedsYear
Culvert CulvertLength * Area * 80 * 197.99978772 * 16.61 / |$75,642
UnitCost / 100 *25*1.15
CulvertLifeCycle *
StatutoryNeedsYear *
DevelopmentCost
Total Segment Cost Signal Leg + Construction |$0 + $1,583,625 + $611,078|$2,435,923
+ Preservation + ROW + |+ $165,578 + $75,642
Culvert




SANEEDS - CSAH - Segment Report

Roadway Segment Status : Original

Information

Countz Name : JACKSON Segment Nbr : 032-620-032

Original Current

Unassigned/Unknown Municipality Unassigned/Unknown

0.6 Segment Length 0.6

MIXED BITUMINOUS Existing Surface Type MIXED BITUMINOUS

2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

7.1 Ml SE OF OKABENA TOW LIM Termini 7.1 MI SE OF OKABENA TO W LIM

LAKEFIELD LAKEFIELD

700 Present AADT 700

2012 Year of Count 2012

1.2 Projection Factor 1.2

840 Projected Traffic 840

RURAL Design Type RURAL

2 - RURAL : 150 - 1499 Design Group 2 (RURAL : 150 -1499)

1992 Latest Year SA funds 1992

0 Number of Signal Legs 0

No Special Message Special Message Code No Special Message
Comments

Interchange Override
Segment Override

Segment Cost

Information

- |

Computation Factor Computation Formula Values Used For Computation Result
Calculation

Signal Leg TrafficSignalLegs * 0*56250/40 * 25 $0

UnitCost / SignalLifeCycle
* StatutoryNeedsYear

Construction Length * UnitCost / 0.6 * 803530.54 /60 * 25 * |$220,971
ConstrLifeCycle * 1.1

StatutoryNeedsYear *
DevelopmentCost

Preservation Length * Quantity * 0.6 *2112*53.83/20* 25 |$85,267
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

ROW Length * UnitCost / 0.6 *92415.52 /60 * 25 $23,104
ROWLifeCycle *
StatutoryNeedsYear

Total Segment Cost Signal Leg + Construction |$0 + $220,971 + $85,267 + |$329,342
+ Preservation + ROW $23,104




SANEEDS - CSAH - Segment Report

Roadway Segment Status : Original

Information

Countz Name : JACKSON Segment Nbr : 032-620-040

Original Current

LAKEFIELD Municipality LAKEFIELD

0.28 Segment Length 0.28

MIXED BITUMINOUS Existing Surface Type MIXED BITUMINOUS

2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

W LIM LAKEFIELD TO TH 86 Termini W LIM LAKEFIELD TO TH 86

1200 Present AADT 1200

2012 Year of Count 2012

1.2 Projection Factor 1.2

1440 Projected Traffic 1440

URBAN Design Type URBAN

5-URBAN : 0-9999 Design Group 5 (URBAN: 0-9999)

1992 Latest Year SA funds 1992

0 Number of Signal Legs 0

No Special Message Special Message Code No Special Message
Comments

Interchange Override
Segment Override

Segment Cost

Information

- |

Computation Factor Computation Formula Values Used For Computation Result
Calculation

Signal Leg TrafficSignalLegs * 0*56250/40* 25 $0

UnitCost / SignalLifeCycle
* StatutoryNeedsYear

Construction Length * UnitCost / 0.28 * 3520997.35/ 60 * 25 |$472,400
ConstrLifeCycle * *1.15

StatutoryNeedsYear *
DevelopmentCost

Preservation Length * Quantity * 0.28 * 2904 * 53.83 / 15 * 25|$72,950
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

ROW Length * UnitCost / 0.28 * 22745.42 / 60 * 25 $2,654
ROWLifeCycle *
StatutoryNeedsYear

Total Segment Cost Signal Leg + Construction |$0 + $472,400 + $72,950 + |$548,004
+ Preservation + ROW $2,654




SANEEDS - CSAH - Segment Report

Roadway Segment

Information

Countz Name : JACKSON Segment Nbr : 032-621-005
Original Current
Unassigned/Unknown Municipality Unassigned/Unknown
0.1 Segment Length 0.1

BIT CONC OR ASPH Existing Surface Type BIT CONC OR ASPH

2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

TH 71 TO 700' NORTH Termini TH 71 TO 700' NORTH
345 Present AADT 345

2012 Year of Count 2012

1.2 Projection Factor 1.2

414 Projected Traffic 414

RURAL Design Type RURAL

2 - RURAL : 150 - 1499 Design Group 2 (RURAL : 150 - 1499)
2017 Latest Year SA funds 2017

0 Number of Signal Legs 0

No Special Message

2017 SAP 032-030-021 Sealcoat
2016 SAP 032-621-009 M&OL

RIGHT-OF-WAY COSTS=$3,069

Segment Cost
Information

Special Message Code
Comments

Interchange Override
Segment Override

Status : Original

No Special Message

2017 SAP 032-030-021 Sealcoat
2016 SAP 032-621-009 M&OL

RIGHT-OF-WAY COSTS=$3,069

Computation Factor Computation Formula Values Used For Computation Result
Calculation

Signal Leg TrafficSignalLegs * 0*56250/40* 25 $0
UnitCost / SignalLifeCycle
* StatutoryNeedsYear

Construction Length * UnitCost / 0.1 *803530.54 /60 *25* |$36,828
ConstrLifeCycle * 1.1
StatutoryNeedsYear *
DevelopmentCost

Preservation Length * Quantity * 0.1*2112 *53.83/20*25 |$14,211
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

ROW Length * UnitCost / 0.1*92415.52 /60 * 25 $3,851
ROWLifeCycle *
StatutoryNeedsYear

Total Segment Cost Signal Leg + Construction |$0 + $36,828 + $14,211 + |$54,890
+ Preservation + ROW $3,851




SANEEDS - CSAH - Segment Report

Roadway Segment
Information

County Name :

JACKSON

Status : Original

Segment Nbr : 032-621-010

Original Current
Unassigned/Unknown Municipality Unassigned/Unknown
0.8 Segment Length 0.8

MIXED BITUMINOUS Existing Surface Type MIXED BITUMINOUS

2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

700' NORTH OF TH 71 TO CSAH 30 Termini 700' NORTH OF TH 71 TO CSAH 30
345 Present AADT 345

2012 Year of Count 2012

1.2 Projection Factor 1.2

414 Projected Traffic 414

RURAL Design Type RURAL

2 - RURAL : 150 - 1499 Design Group 2 (RURAL : 150 - 1499)
2017 Latest Year SA funds 2017

0 Number of Signal Legs 0

No Special Message

2017 SAP 032-030-021 Sealcoat
2016 SAP 032-621-009 M&OL

Segment Cost
Information

Special Message Code
Comments

Interchange Override
Segment Override

No Special Message

2017 SAP 032-030-021 Sealcoat
2016 SAP 032-621-009 M&OL

Computation Factor

Computation Formula

Values Used For
Calculation

Computation Result

Signal Leg

TrafficSignalLegs *
UnitCost / SignalLifeCycle
* StatutoryNeedsYear

0* 56250 /40 * 25

$0

Construction

Length * UnitCost /
ConstrLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

0.8 * 803530.54 / 60 * 25 *
1.1

$294,628

Preservation

Length * Quantity *
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

0.8*2112*53.83/20*25

$113,689

ROW

Length * UnitCost /
ROWLifeCycle *
StatutoryNeedsYear

0.8*92415.52 /60 * 25

$30,805

Total Segment Cost

Signal Leg + Construction
+ Preservation + ROW

$0 + $294,628 + $113,689
+ $30,805

$439,122




SANEEDS - CSAH - Segment Report

Roadway Segment Status : Original
Information

Countz Name : JACKSON Segment Nbr : 032-621-020
Original Current

Unassigned/Unknown Municipality Unassigned/Unknown

3 Segment Length 3

MIXED BITUMINOUS Existing Surface Type MIXED BITUMINOUS

2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

CSAH 30 TO SO JCT CSAH 36 Termini CSAH 30 TO SO JCT CSAH 36
345 Present AADT 345

2012 Year of Count 2012

1.2 Projection Factor 1.2

414 Projected Traffic 414

RURAL Design Type RURAL

2 - RURAL : 150 - 1499 Design Group 2 (RURAL : 150 - 1499)

2017 Latest Year SA funds 2017

0 Number of Signal Legs 0

No Special Message Special Message Code No Special Message

2017 SAP 032-030-021 Sealcoat Comments 2017 SAP 032-030-021 Sealcoat
2016 SAP 032-621-009 M&OL 2016 SAP 032-621-009 M&OL

Interchange Override
Segment Override

Segment Cost

Information

e ___________________________________________|

Computation Factor Computation Formula Values Used For Computation Result
Calculation

Signal Leg TrafficSignalLegs * 0*56250/40*25 $0

UnitCost / SignalLifeCycle
* StatutoryNeedsYear

Construction Length * UnitCost / 3*803530.54 /60 * 25 * 1.11$1,104,854
ConstrLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

Preservation Length * Quantity * 3*2112*53.83/20* 25 $426,334
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

ROW Length * UnitCost / 3*92415.52 /60 * 25 $115,519
ROWLifeCycle *
StatutoryNeedsYear

Total Segment Cost Signal Leg + Construction |$0 + $1,104,854 + $426,334|$1,646,707
+ Preservation + ROW +$115,519




SANEEDS - CSAH - Segment Report

Roadway Segment Status : Original
Information

Countz Name : JACKSON Segment Nbr : 032-621-030
Original Current

Unassigned/Unknown Municipality Unassigned/Unknown

1 Segment Length 1

MIXED BITUMINOUS Existing Surface Type MIXED BITUMINOUS

2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

SO JCT CSAH 36 TONO CO LINE  Termini SO JCT CSAH 36 TO NO CO LINE
345 Present AADT 345

2012 Year of Count 2012

1.2 Projection Factor 1.2

414 Projected Traffic 414

RURAL Design Type RURAL

2 - RURAL : 150 - 1499 Design Group 2 (RURAL : 150 - 1499)

2017 Latest Year SA funds 2017

0 Number of Signal Legs 0

No Special Message Special Message Code No Special Message

2017 SAP 032-030-021 Sealcoat Comments 2017 SAP 032-030-021 Sealcoat
2016 SAP 032-621-009 M&OL 2016 SAP 032-621-009 M&OL

Interchange Override
Segment Override

Segment Cost

Information

e ___________________________________________|

Computation Factor Computation Formula Values Used For Computation Result
Calculation

Signal Leg TrafficSignalLegs * 0*56250/40*25 $0

UnitCost / SignalLifeCycle
* StatutoryNeedsYear

Construction Length * UnitCost / 1*803530.54 /60 * 25 * 1.1|$368,285
ConstrLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

Preservation Length * Quantity * 1*2112*53.83/20 * 25 $142,111
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

ROW Length * UnitCost / 1*92415.52 /60 * 25 $38,506
ROWLifeCycle *
StatutoryNeedsYear

Total Segment Cost Signal Leg + Construction |$0 + $368,285 + $142,111 |$548,902
+ Preservation + ROW + $38,506




SANEEDS - CSAH - Segment Report

Roadway Segment Status : Original

Information
Countz Name : JACKSON Segment Nbr : 032-622-010

Original Current

Unassigned/Unknown Municipality Unassigned/Unknown

7 Segment Length 7

MIXED BITUMINOUS Existing Surface Type MIXED BITUMINOUS

2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

TH 71 TO EAST COUNTY LINE Termini TH 71 TO EAST COUNTY LINE
130 Present AADT 130

2012 Year of Count 2012

1.2 Projection Factor 1.2

156 Projected Traffic 156

RURAL Design Type RURAL

2 - RURAL : 150 - 1499 Design Group 2 (RURAL : 150 - 1499)
2013 Latest Year SA funds 2013

0 Number of Signal Legs 0

No Special Message Special Message Code No Special Message

2013 SAP 032-622-009 M&OL Comments 2013 SAP 032-622-009 M&OL

Interchange Override
Segment Override

Bridge Information Status: Original

Original Current

89250 Structure Number 89250
2.33 Milepoint 2.33
1954 Year Built 1954

S FK ELM CREEK Feature Crossed S FK ELM CREEK

Type of Service

3 Number of Spans 3

54.4 Bridge Length 54.4

27.8 Bridge Width 27.8

100% Shared Structure 100%
Comments

1(0-149) Bridge Group Code 1(0-149)

Segment Cost

Information
e ____________________________________________|
Computation Factor Computation Formula Values Used For Computation Result
Calculation
Signal Leg TrafficSignalLegs * 0*56250/40* 25 $0
UnitCost / SignalLifeCycle
* StatutoryNeedsYear
Construction Length * UnitCost / 7 *803530.54 /60 * 25 * 1.1]|$2,577,994
ConstrLifeCycle *
StatutoryNeedsYear *
DevelopmentCost
Preservation Length * Quantity * 7*2112*53.83/20* 25 $994,778
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear
ROW Length * UnitCost / 7*92415.52 /60 * 25 $269,545
ROWLifeCycle *
StatutoryNeedsYear
Bridge BridgeLength * 54.4*27.8*163/80*25* |$88,589
BridgeWidth * UnitCost / |1.15
BridgeLifeCycle *
StatutoryNeedsYear *
DevelopmentCost
Total Segment Cost Signal Leg + Construction |$0 + $2,577,994 + $994,778|$3,930,906
+ Preservation + ROW + |+ $269,545 + $88,589
Bridge




SANEEDS - CSAH - Segment Report

Roadway Segment Status : Original

Information
Countz Name : JACKSON Segment Nbr : 032-623-010

Original Current

Unassigned/Unknown
2.2
MIXED BITUMINOUS

Municipality
Segment Length
Existing Surface Type

Unassigned/Unknown
2.2
MIXED BITUMINOUS

2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

SO CO LINE TO SO JCT CSAH 4 Termini SO CO LINE TO SO JCT CSAH 4
330 Present AADT 330

2012 Year of Count 2012

1.2 Projection Factor 1.2

396 Projected Traffic 396

RURAL Design Type RURAL

2 - RURAL : 150 - 1499 Design Group 2 (RURAL : 150 - 1499)
2014 Latest Year SA funds 2014

0 Number of Signal Legs 0

No Special Message Special Message Code No Special Message
2014 SAP 032-623-025 OL Comments 2014 SAP 032-623-025 OL

Interchange Override
Segment Override

Bridge Information Status: Original

Original Current

32531 Structure Number 32531

1.82 Milepoint 1.82

1979 Year Built 1979

STREAM Feature Crossed STREAM
Type of Service

1 Number of Spans 1

58.6 Bridge Length 58.6

37.3 Bridge Width 37.3

100% Shared Structure 100%
Comments

1(0-149) Bridge Group Code 1(0-149)

Segment Cost

Information
e ____________________________________________|
Computation Factor Computation Formula Values Used For Computation Result
Calculation
Signal Leg TrafficSignalLegs * 0*56250/40* 25 $0
UnitCost / SignalLifeCycle
* StatutoryNeedsYear
Construction Length * UnitCost / 2.2 *803530.54 /60 *25* |$810,227
ConstrLifeCycle * 1.1
StatutoryNeedsYear *
DevelopmentCost
Preservation Length * Quantity * 2.2*2112*53.83/20*25 |$312,645
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear
ROW Length * UnitCost / 2.2*92415.52 / 60 * 25 $84,714
ROWLifeCycle *
StatutoryNeedsYear
Bridge BridgeLength * 58.6 *37.3*163 /80 * 25 * 1$128,039
BridgeWidth * UnitCost / |1.15
BridgeLifeCycle *
StatutoryNeedsYear *
DevelopmentCost
Total Segment Cost Signal Leg + Construction |$0 + $810,227 + $312,645 |$1,335,625
+ Preservation + ROW + |+ $84,714 + $128,039
Bridge




SANEEDS - CSAH - Segment Report

Roadway Segment
Information

Countz Name : JACKSON Segment Nbr : 032-623-020
Original Current

Unassigned/Unknown
2.6

MIXED BITUMINOUS
2

NOT DIVIDED

N JCT CSAH 4 TO CSAH 8
830

2012

1.2

996

RURAL

2 - RURAL : 150 - 1499
2010

0

No Special Message

BRIDGE 89002 PROPSED
STRUCTURE CHECKS WITH
FIELD MEASUREMENTS (X & Y)
TAKEN SUMMER 2004.

2005 - SA CULVERT LENGTH
REVISION

2010 OVERLAY, SAP 32-623-024

Segment Cost
Information

Municipality

Segment Length
Existing Surface Type
Existing Surface Lanes
Existing Lane Description
Termini

Present AADT

Year of Count
Projection Factor
Projected Traffic
Design Type

Design Group

Latest Year SA funds
Number of Signal Legs
Special Message Code
Comments

Interchange Override
Segment Override

Status : Original

Unassigned/Unknown
2.6

MIXED BITUMINOUS

2

NOT DIVIDED

N JCT CSAH 4 TO CSAH 8
830

2012

1.2

996

RURAL

2 (RURAL : 150 - 1499)
2010

0

No Special Message

BRIDGE 89002 PROPSED
STRUCTURE CHECKS WITH
FIELD MEASUREMENTS (X & Y)
TAKEN SUMMER 2004.

2005 - SA CULVERT LENGTH
REVISION

2010 OVERLAY, SAP 32-623-024

Computation Factor Computation Formula Values Used For Computation Result
Calculation

Signal Leg TrafficSignalLegs * 0*56250/40* 25 $0
UnitCost / SignalLifeCycle
* StatutoryNeedsYear

Construction Length * UnitCost / 2.6 *803530.54 /60 * 25 * |$957,541
ConstrLifeCycle * 1.1
StatutoryNeedsYear *
DevelopmentCost

Preservation Length * Quantity * 2.6*2112 *53.83/20* 25 |$369,489
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

ROW Length * UnitCost / 2.6*92415.52 /60 * 25 $100,117
ROWLifeCycle *
StatutoryNeedsYear

Total Segment Cost Signal Leg + Construction |$0 + $957,541 + $369,489 |$1,427,147
+ Preservation + ROW +$100,117




SANEEDS - CSAH - Segment Report

Roadway Segment
Information

Countz Name : JACKSON Segment Nbr : 032-623-030

Original

Unassigned/Unknown
3.9

MIXED BITUMINOUS
2

NOT DIVIDED

CSAH 8 TO S LIM JACKSON
830

2012

1.2

996

RURAL

2 - RURAL : 150 - 1499
2010

0

No Special Message

2005 - SA CULVERT LENGTH
REVISIONS

2010 OVERLAY, SAP 32-623-024

Culvert Information

|
Original Current

89002
5.31
1936
STREAM

1

10

6

35
60.00013138
100%

1

Culvert Information

Municipality

Segment Length
Existing Surface Type
Existing Surface Lanes
Existing Lane Description
Termini

Present AADT

Year of Count
Projection Factor
Projected Traffic
Design Type

Design Group

Latest Year SA funds
Number of Signal Legs
Special Message Code
Comments

Interchange Override
Segment Override

Structure Number
Milepoint

Year Built

Feature Crossed
Type of Service
Number of Barrels
Culvert Width
Culvert Height
Culvert Length
Area of Waterway Opening
Shared Structure
Comments

Culvert Group Code

Status : Original

Current

Unassigned/Unknown
3.9

MIXED BITUMINOUS

2

NOT DIVIDED

CSAH 8 TO S LIM JACKSON
830

2012

1.2

996

RURAL

2 (RURAL : 150 - 1499)
2010

0

No Special Message

2005 - SA CULVERT LENGTH
REVISIONS

2010 OVERLAY, SAP 32-623-024

Status: Original

89002
5.31
1936
STREAM

1

10

6

35
60.00013138
100%

1

Status: Original

Original Current

89003 Structure Number 89003

5.37 Milepoint 5.37

1936 Year Built 1936

STREAM Feature Crossed STREAM
Type of Service

1 Number of Barrels 1

10 Culvert Width 10

6 Culvert Height 6

34 Culvert Length 34

60.00013138 Area of Waterway Opening 60.00013138

100% Shared Structure 100%
Comments

1 Culvert Group Code 1

Culvert Information

Status: Original



Original Current

Structure Number

89004
6.882
1936
STREAM

99.99986017
100%

1

Culvert Information

|
Original Current

Structure Number

89005
7.922
1936
STREAM

99.99986017
100%

Segment Cost
Information

Computation Factor

Milepoint

Year Built
Feature Crossed
Type of Service

Number of Barrels

Culvert Width
Culvert Height
Culvert Length

Area of Waterway Opening

89004
6.882
1936

STREAM

Shared Structure 100%
Comments
Culvert Group Code 1

Milepoint

Year Built
Feature Crossed
Type of Service

Number of Barrels

Culvert Width
Culvert Height
Culvert Length

Area of Waterway Opening

99.99986017

Status: Original

89005
7.922
1936

STREAM

Shared Structure 100%
Comments
Culvert Group Code 1

Computation Formula

Values Used For
Calculation

99.99986017

Computation Result

Signal Leg

TrafficSignalLegs *
UnitCost / SignalLifeCycle
* StatutoryNeedsYear

0*56250/40 * 25

$0

Construction

Length * UnitCost /
ConstrLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

3.9 *803530.54 /60 * 25 *
11

$1,436,311

Preservation

Length * Quantity *
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

3.9*2112*53.83/20* 25

$554,234

ROW

Length * UnitCost /
ROWLifeCycle *
StatutoryNeedsYear

3.9*92415.52 /60 * 25

$150,175

Culvert

CulvertLength * Area *
UnitCost /
CulvertLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

35*60.00013138 * 16.61 /
100*25*1.15

$10,028

Culvert

CulvertLength * Area *
UnitCost /
CulvertLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

34 *60.00013138 * 16.61 /
100 *25*1.15

$9,742

Culvert

CulvertLength * Area *
UnitCost /
CulvertLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

44 * 99.99986017 * 16.61 /
100*25*1.15

$21,012

Culvert

CulvertLength * Area *
UnitCost /
CulvertLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

40 * 99.99986017 * 16.61 /
100*25*1.15

$19,101




Total Segment Cost

Signal Leg + Construction
+ Preservation + ROW +
Culvert + Culvert +
Culvert + Culvert

$0 + $1,436,311 + $554,234
+ $150,175 + $10,028 +
$9,742 + $21,012 + $19,101

$2,200,603




SANEEDS - CSAH - Segment Report

Roadway Segment Status : Original

Information

Countz Name : JACKSON Segment Nbr : 032-623-040

Original Current

JACKSON Municipality JACKSON

0.53 Segment Length 0.53

MIXED BITUMINOUS Existing Surface Type MIXED BITUMINOUS

2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

SO LIM JACKSON TO SO JCT Termini SO LIM JACKSON TO SO JCT

CSAH 14 CSAH 14

830 Present AADT 830

2012 Year of Count 2012

1.2 Projection Factor 1.2

996 Projected Traffic 996

RURAL Design Type RURAL

2 - RURAL : 150 - 1499 Design Group 2 (RURAL : 150 -1499)

2000 Latest Year SA funds 2000

0 Number of Signal Legs 0

No Special Message Special Message Code No Special Message
Comments

Interchange Override
Segment Override

Segment Cost

Information

- |

Computation Factor Computation Formula Values Used For Computation Result
Calculation

Signal Leg TrafficSignalLegs * 0*56250/40 * 25 $0

UnitCost / SignalLifeCycle
* StatutoryNeedsYear

Construction Length * UnitCost / 0.53 * 803530.54 / 60 * 25 * |$195,191
ConstrLifeCycle * 1.1

StatutoryNeedsYear *
DevelopmentCost

Preservation Length * Quantity * 0.53 * 2112 *53.83 /20 * 25|$75,319
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

ROW Length * UnitCost / 0.53 *92415.52 /60 * 25 $20,408
ROWLifeCycle *
StatutoryNeedsYear

Total Segment Cost Signal Leg + Construction |$0 + $195,191 + $75,319 + |$290,918
+ Preservation + ROW $20,408




SANEEDS - CSAH - Segment Report

Roadway Segment
Information

Status : Original

Countz Name : JACKSON Segment Nbr : 032-623-050
Original Current

JACKSON Municipality JACKSON

0.25 Segment Length 0.25

MIXED BITUMINOUS Existing Surface Type MIXED BITUMINOUS

2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

SO JCT CSAH 14 TO 0.02 MI SO OF
WHITE ST

1450

2012

1.2

1740

RURAL

3 - RURAL : 1500 - 6999
2000

0

No Special Message

Segment Cost

Termini

Present AADT

Year of Count
Projection Factor
Projected Traffic
Design Type

Design Group

Latest Year SA funds
Number of Signal Legs
Special Message Code
Comments
Interchange Override
Segment Override

SO JCT CSAH 14 TO 0.02 MI SO OF
WHITE ST

1450

2012

1.2

1740

RURAL

3 (RURAL : 1500 - 6999 )
2000

0

No Special Message

Information
- |
Computation Factor Computation Formula Values Used For Computation Result
Calculation
Signal Leg TrafficSignalLegs * 0*56250/40 * 25 $0
UnitCost / SignalLifeCycle
* StatutoryNeedsYear
Construction Length * UnitCost / 0.25 * 1009837.87 / 60 * 25 |$115,711
ConstrLifeCycle * *1.1
StatutoryNeedsYear *
DevelopmentCost
Preservation Length * Quantity * 0.25 * 2376 * 53.83 / 20 * 25|$39,969
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear
ROW Length * UnitCost / 0.25 * 86820.75/ 60 * 25 $9,044
ROWLifeCycle *
StatutoryNeedsYear
Total Segment Cost Signal Leg + Construction |$0 + $115,711 + $39,969 + |$164,724
+ Preservation + ROW $9,044




Roadway Segment
Information

Countz Name : JACKSON Segment Nbr : 032-623-060
Original Current

JACKSON Municipality JACKSON

0.1 Segment Length 0.1

MIXED BITUMINOUS Existing Surface Type MIXED BITUMINOUS

2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

0.02 M S WHITE ST TO ASHLEY ST Termini 0.02 M S WHITE ST TO ASHLEY ST
2100 Present AADT 2100

2012 Year of Count 2012

1.2 Projection Factor 1.2

2520 Projected Traffic 2520

RURAL Design Type RURAL

3 - RURAL : 1500 - 6999 Design Group 3 (RURAL : 1500 - 6999 )

2000 Latest Year SA funds 2000

0 Number of Signal Legs 0

No Special Message

Segment Cost
Information

Computation Factor

SANEEDS - CSAH - Segment Report

Special Message Code
Comments
Interchange Override
Segment Override

Computation Formula

Status : Original

No Special Message

Values Used For
Calculation

Computation Result

Signal Leg

TrafficSignalLegs *
UnitCost / SignalLifeCycle
* StatutoryNeedsYear

0*56250/40*25

$0

Construction

Length * UnitCost / 0.
ConstrLifeCycle * 1.
StatutoryNeedsYear *
DevelopmentCost

1
1

*1009837.87 / 60 * 25 * |$46,284

Preservation

Length * Quantity *
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

0.1*2376 *53.83/20*25 |$15,988

ROW

Length * UnitCost /
ROWLifeCycle *
StatutoryNeedsYear

0.1 *86820.75 /60 * 25 $3,618

Total Segment Cost

Signal Leg + Construction |$0 + $46,284 + $15,988 + |$65,890

+ Preservation + ROW $3,618




SANEEDS - CSAH - Segment Report

Roadway Segment Status : Original

Information

Countz Name : JACKSON Segment Nbr : 032-623-070

Original Current

JACKSON Municipality JACKSON

0.7 Segment Length 0.7

MIXED BITUMINOUS Existing Surface Type MIXED BITUMINOUS

2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

ASHLEY ST TO CSAH 51 Termini ASHLEY ST TO CSAH 51

2300 Present AADT 2300

2012 Year of Count 2012

1.2 Projection Factor 1.2

2760 Projected Traffic 2760

URBAN Design Type URBAN

5-URBAN : 0-9999 Design Group 5 (URBAN: 0-9999)

1979 Latest Year SA funds 1979

0 Number of Signal Legs 0

No Special Message Special Message Code No Special Message
Comments

Interchange Override
Segment Override

Segment Cost

Information

- |

Computation Factor Computation Formula Values Used For Computation Result
Calculation

Signal Leg TrafficSignalLegs * 0*56250/40* 25 $0

UnitCost / SignalLifeCycle
* StatutoryNeedsYear

Construction Length * UnitCost / 0.7 * 3520997.35 /60 * 25 * |$1,181,001
ConstrLifeCycle * 1.15

StatutoryNeedsYear *
DevelopmentCost

Preservation Length * Quantity * 0.7 *2904 *53.83/ 15 * 25 |$182,376
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

ROW Length * UnitCost / 0.7 *22745.42 ] 60 * 25 $6,634
ROWLifeCycle *
StatutoryNeedsYear

Total Segment Cost Signal Leg + Construction |$0 + $1,181,001 + $182,376|$1,370,011
+ Preservation + ROW + $6,634




SANEEDS - CSAH - Segment Report

Roadway Segment Status : Original

Information

Countz Name : JACKSON Segment Nbr : 032-623-080

Original Current

JACKSON Municipality JACKSON

0.56 Segment Length 0.56

MIXED BITUMINOUS Existing Surface Type MIXED BITUMINOUS

2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

CSAH 51 TO N LIMS JACKSON Termini CSAH 51 TO N LIMS JACKSON

3200 Present AADT 3200

2012 Year of Count 2012

1.2 Projection Factor 1.2

3840 Projected Traffic 3840

URBAN Design Type URBAN

5-URBAN : 0-9999 Design Group 5 (URBAN: 0-9999)

1998 Latest Year SA funds 1998

0 Number of Signal Legs 0

No Special Message Special Message Code No Special Message
Comments

Interchange Override
Segment Override

RailRoadCrossing Status: Original
Information—
Original Current
IOWA CHICAGO AND EASTERN RailRoad Name IOWA CHICAGO AND EASTERN
380927W USDOT Number 380927W
0.18 Located at Milepoint 0.18
0 Mainline Tracks 0
SIGNS ONLY Protection Type SIGNS ONLY
Last Year Protection Upgraded
47 Crossing Length 47
Last Year Surfaced
100% Percentage of Cost 100%
Comments

Segment Cost

Information

|

Computation Factor Computation Formula Values Used For Computation Result
Calculation

Signal Leg TrafficSignalLegs * 0*56250/40 * 25 $0

UnitCost / SignalLifeCycle
* StatutoryNeedsYear

Construction Length * UnitCost / 0.56 * 3520997.35/ 60 * 25 |$944,801
ConstrLifeCycle * *1.15
StatutoryNeedsYear *
DevelopmentCost

Preservation Length * Quantity * 0.56 * 2904 * 53.83 / 15 * 251$145,901
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

ROW Length * UnitCost / 0.56 * 22745.42/ 60 * 25 $5,307
ROWLifeCycle *
StatutoryNeedsYear

RR Crossing Protection UnitCost / 1500/ 25 * 25 $1,500
RRCrossingLifeCycle *
StatutoryNeedsYear

RR Crossing Surface SurfaceLength * UnitCost |47 * 1350/ 25 * 25 $63,450
/ RRCrossingLifeCycle *
StatutoryNeedsYear

Total Segment Cost Signal Leg + Construction |$0 + $944,801 + $145,901 |$1,160,959
+ Preservation + ROW + |+ $5,307 + $1,500 +
RR Crossing Protection + |$63,450

RR Crossing Surface




SANEEDS - CSAH - Segment Report

Roadway Segment
Information

Status : Original

Countz Name : JACKSON Segment Nbr : 032-623-090
Original Current

JACKSON Municipality JACKSON

0.7 Segment Length 0.7

MIXED BITUMINOUS Existing Surface Type MIXED BITUMINOUS

2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

NO LIMITS OF JACKSON TO CSAH
34

2950

2012

1.2

3540

RURAL

3 - RURAL : 1500 - 6999
1998

0

No Special Message

Segment Cost

Termini

Present AADT

Year of Count
Projection Factor
Projected Traffic
Design Type

Design Group

Latest Year SA funds
Number of Signal Legs
Special Message Code
Comments
Interchange Override
Segment Override

NO LIMITS OF JACKSON TO CSAH
34

2950

2012

1.2

3540

RURAL

3 (RURAL : 1500 - 6999 )
1998

0

No Special Message

Information
- |
Computation Factor Computation Formula Values Used For Computation Result
Calculation
Signal Leg TrafficSignalLegs * 0*56250/40 * 25 $0
UnitCost / SignalLifeCycle
* StatutoryNeedsYear
Construction Length * UnitCost / 0.7 * 1009837.87 / 60 * 25 * | $323,990
ConstrLifeCycle * 1.1
StatutoryNeedsYear *
DevelopmentCost
Preservation Length * Quantity * 0.7 *2376 *53.83/20*25 |$111,913
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear
ROW Length * UnitCost / 0.7 * 86820.75/ 60 * 25 $25,323
ROWLifeCycle *
StatutoryNeedsYear
Total Segment Cost Signal Leg + Construction |$0 + $323,990 + $111,913 |$461,226
+ Preservation + ROW + $25,323




SANEEDS - CSAH - Segment Report

Roadway Segment
Information

Status : Original

Countz Name : JACKSON Segment Nbr : 032-623-100
Original Current

Unassigned/Unknown
3

BIT CONC OR ASPH

2

NOT DIVIDED

CSAH 34 TO CSAH 16
445

2012

1.2

534

RURAL

2 - RURAL : 150 - 1499
2010

0

No Special Message
%) RD 83 DESIGNATED AS CSAH

2010 OVERLAY, SAP 32-623-023

Segment Cost
Information

Municipality

Segment Length
Existing Surface Type
Existing Surface Lanes
Existing Lane Description
Termini

Present AADT

Year of Count
Projection Factor
Projected Traffic
Design Type

Design Group

Latest Year SA funds
Number of Signal Legs
Special Message Code
Comments

Interchange Override
Segment Override

Unassigned/Unknown
3

BIT CONC OR ASPH

2

NOT DIVIDED

CSAH 34 TO CSAH 16
445

2012

1.2

534

RURAL

2 (RURAL : 150 - 1499)
2010

0

No Special Message
%) RD 83 DESIGNATED AS CSAH

2010 OVERLAY, SAP 32-623-023

Computation Factor Computation Formula Values Used For Computation Result
Calculation

Signal Leg TrafficSignalLegs * 0*56250/40* 25 $0
UnitCost / SignalLifeCycle
* StatutoryNeedsYear

Construction Length * UnitCost / 3 *803530.54 /60 * 25 *1.11$1,104,854
ConstrLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

Preservation Length * Quantity * 3*2112*53.83/20* 25 $426,334
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

ROW Length * UnitCost / 3*92415.52 /60 * 25 $115,519
ROWLifeCycle *
StatutoryNeedsYear

Total Segment Cost Signal Leg + Construction |$0 + $1,104,854 + $426,334|$1,646,707
+ Preservation + ROW +$115,519




SANEEDS - CSAH - Segment Report

Roadway Segment
Information

Status : Original

Countz Name : JACKSON Segment Nbr : 032-624-010
Original Current

Unassigned/Unknown Municipality Unassigned/Unknown

0.9 Segment Length 0.9

MIXED BITUMINOUS Existing Surface Type MIXED BITUMINOUS

2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

WEST COUNTY LINE TO 0.9 MILES
EAST

130

2012

1.2

156

RURAL

2 - RURAL : 150 - 1499
1972

0

No Special Message

Segment Cost
Information

Termini

Present AADT

Year of Count
Projection Factor
Projected Traffic
Design Type

Design Group

Latest Year SA funds
Number of Signal Legs
Special Message Code
Comments
Interchange Override
Segment Override

WEST COUNTY LINE TO 0.9 MILES
EAST

130

2012

1.2

156

RURAL

2 (RURAL : 150 -1499)
1972

0

No Special Message

Computation Factor

Computation Formula

Values Used For
Calculation

Computation Result

Signal Leg

TrafficSignalLegs *
UnitCost / SignalLifeCycle
* StatutoryNeedsYear

0*56250/40 * 25

$0

Construction

Length * UnitCost /
ConstrLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

0.9 * 803530.54 /60 * 25 *
11

$331,456

Preservation

Length * Quantity *
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

0.9*2112*53.83/20* 25

$127,900

ROW

Length * UnitCost /
ROWLifeCycle *
StatutoryNeedsYear

0.9 *92415.52 /60 * 25

$34,656

Total Segment Cost

Signal Leg + Construction
+ Preservation + ROW

$0 + $331,456 + $127,900

+ $34,656

$494,012




SANEEDS - CSAH - Segment Report

Roadway Segment
Information

Status : Original

Countz Name : JACKSON Segment Nbr : 032-624-020
Original Current

Unassigned/Unknown Municipality Unassigned/Unknown

5.2 Segment Length 5.2

MIXED BITUMINOUS Existing Surface Type MIXED BITUMINOUS

2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

0.9 MILES E OF W CO LINE (CR 61)
TO TH 60

220

2012

1.2

264

RURAL

2 - RURAL : 150 - 1499
1972

0

No Special Message

Segment Cost
Information

Termini

Present AADT

Year of Count
Projection Factor
Projected Traffic
Design Type

Design Group

Latest Year SA funds
Number of Signal Legs
Special Message Code
Comments
Interchange Override
Segment Override

0.9 MILES E OF W CO LINE (CR 61)
TO TH 60

220

2012

1.2

264

RURAL

2 (RURAL : 150 -1499)
1972

0

No Special Message

Computation Factor

Computation Formula

Values Used For
Calculation

Computation Result

Signal Leg

TrafficSignalLegs *
UnitCost / SignalLifeCycle
* StatutoryNeedsYear

0*56250/40 * 25

$0

Construction

Length * UnitCost /
ConstrLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

5.2 * 803530.54 / 60 * 25 *
11

$1,915,081

Preservation

Length * Quantity *
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

5.2*2112*53.83/20* 25

$738,978

ROW

Length * UnitCost /
ROWLifeCycle *
StatutoryNeedsYear

5.2*92415.52 / 60 * 25

$200,234

Total Segment Cost

Signal Leg + Construction
+ Preservation + ROW

$0 + $1,915,081 + $738,978
+ $200,234

$2,854,293




SANEEDS - CSAH - Segment Report

Roadway Segment

Status : Original

Information

Countz Name : JACKSON Segment Nbr : 032-624-030
Original Current

HERON LAKE Municipality HERON LAKE

0.3 Segment Length 0.3

MIXED BITUMINOUS Existing Surface Type MIXED BITUMINOUS

2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

TH 60 TO CO 80 (S. LIM. HERON
LAKE)

Termini

TH 60 TO CO 80 (S. LIM. HERON
LAKE)

350 Present AADT 350

2012 Year of Count 2012

1.2 Projection Factor 1.2

420 Projected Traffic 420

RURAL Design Type RURAL

2 - RURAL : 150 - 1499 Design Group 2 (RURAL : 150 - 1499)
2000 Latest Year SA funds 2000

0 Number of Signal Legs 0

No Special Message

CONSTRUCTION DONE UNDER
MN/DOT PROJECT DURING
CONSTRUCTION OF TH 60

RailRoadCrossing

Information—
Original Current
UNION PACIFIC RAILROAD RailRoad Name UNION PACIFIC RAILROAD
920465B USDOT Number 920465B
0.04 Located at Milepoint 0.04
1 Mainline Tracks 1
NONE Protection Type NONE
2003 Last Year Protection Upgraded 2003
40 Crossing Length 40
Last Year Surfaced
100% Percentage of Cost 100%

Segment Cost
Information

Special Message Code
Comments

Interchange Override
Segment Override

Comments

No Special Message

CONSTRUCTION DONE UNDER
MN/DOT PROJECT DURING
CONSTRUCTION OF TH 60

Status: Original

Computation Factor

Computation Formula

Values Used For
Calculation

Computation Result

Signal Leg

TrafficSignalLegs *
UnitCost / SignalLifeCycle
* StatutoryNeedsYear

0*56250/40 * 25

$0

Construction

Length * UnitCost /
ConstrLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

0.3 *803530.54 /60 * 25 *
11

$110,485

Preservation

Length * Quantity *
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

0.3*2112*53.83/20* 25

$42,633

ROW

Length * UnitCost /
ROWLifeCycle *
StatutoryNeedsYear

0.3 *92415.52 /60 * 25

$11,552

RR Crossing Protection

UnitCost /
RRCrossingLifeCycle *
StatutoryNeedsYear

0/25*25

$0

RR Crossing Surface

SurfaceLength * UnitCost
/ RRCrossingLifeCycle *
StatutoryNeedsYear

40 *1350/25* 25

$54,000




Total Segment Cost

Signal Leg + Construction
+ Preservation + ROW +
RR Crossing Protection +
RR Crossing Surface

$0 + $110,485 + $42,633 +
$11,552 + $0 + $54,000

$218,670




SANEEDS - CSAH - Segment Report

Roadway Segment
Information

Status : Original

Countz Name : JACKSON Segment Nbr : 032-624-035
Original Current

HERON LAKE Municipality HERON LAKE

0.45 Segment Length 0.45

BIT CONC OR ASPH Existing Surface Type BIT CONC OR ASPH

2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

ON 2ND AVE FROM CR 80 TO 11TH
ST. (CSAH 43)

420

2012

1.2

504

RURAL

2 - RURAL : 150 - 1499

0
No Special Message

2005 - DESIGNATION
2009 CONST. WITH TB FUNDS 32-
624-031

Segment Cost
Information

Termini

Present AADT

Year of Count
Projection Factor
Projected Traffic
Design Type

Design Group

Latest Year SA funds
Number of Signal Legs
Special Message Code
Comments

Interchange Override
Segment Override

ON 2ND AVE FROM CR 80 TO 11TH
ST. (CSAH 43)

420

2012

1.2

504

RURAL

2 (RURAL : 150 - 1499)

0
No Special Message

2005 - DESIGNATION
2009 CONST. WITH TB FUNDS 32-
624-031

Computation Factor

Computation Formula

Values Used For
Calculation

Computation Result

Signal Leg

TrafficSignalLegs *
UnitCost / SignalLifeCycle
* StatutoryNeedsYear

0*56250/40*25

$0

Construction

Length * UnitCost /
ConstrLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

0.45 * 803530.54 / 60 * 25 *
11

$165,728

Preservation

Length * Quantity *
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

0.45* 2112 *53.83/20 * 25

$63,950

ROW

Length * UnitCost /
ROWLifeCycle *
StatutoryNeedsYear

0.45 * 92415.52 / 60 * 25

$17,328

Total Segment Cost

Signal Leg + Construction
+ Preservation + ROW

$0 + $165,728 + $63,950 +
$17,328

$247,006




SANEEDS - CSAH - Segment Report

Roadway Segment

Information

Countz Name : JACKSON Segment Nbr : 032-624-037
Original Current

HERON LAKE Municipality HERON LAKE

0.08 Segment Length 0.08

MIXED BITUMINOUS Existing Surface Type MIXED BITUMINOUS

2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

11TH TO 10TH ST ON 2ND AVE Termini 11TH TO 10TH ST ON 2ND AVE
420 Present AADT 420

2012 Year of Count 2012

1.2 Projection Factor 1.2

504 Projected Traffic 504

URBAN Design Type URBAN

5-URBAN : 0-9999 Design Group 5 (URBAN: 0-9999)

2009 Latest Year SA funds 2009

0 Number of Signal Legs 0

THTB-RECONSTRUCTED WITH TB
FUNDS

SAP 032-624-031 2009 USED THTB
FUNDS (OLD CSAH 43)

Segment Cost
Information

Special Message Code
Comments

Interchange Override
Segment Override

Status : Original

THTB-RECONSTRUCTED WITH TB
FUNDS

SAP 032-624-031 2009 USED THTB
FUNDS (OLD CSAH 43)

Computation Factor

Computation Formula

Values Used For
Calculation

Computation Result

Signal Leg

TrafficSignalLegs *
UnitCost / SignalLifeCycle
* StatutoryNeedsYear

0* 56250 /40 * 25

$0

Construction

Length * UnitCost /
ConstrLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

0.
*1.

*3520997.35/ 60 * 25

8
15

$134,972

Preservation

Length * Quantity *
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

0.08 * 2904 * 53.83 /15 * 25

$20,843

ROW

Length * UnitCost /
ROWLifeCycle *
StatutoryNeedsYear

0.08 * 22745.42 /1 60 * 25

$758

Total Segment Cost

Signal Leg + Construction
+ Preservation + ROW

$0 + $134,972 + $20,843 +
$758

$156,573




SANEEDS - CSAH - Segment Report

Roadway Segment Status : Original
Information

Countz Name : JACKSON Segment Nbr : 032-624-039
Original Current

HERON LAKE Municipality HERON LAKE

0.08 Segment Length 0.08

MIXED BITUMINOUS Existing Surface Type MIXED BITUMINOUS

2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

10TH ST TO 9TH ST ON 2ND AVE ~ Termini 10TH ST TO 9TH ST ON 2ND AVE
800 Present AADT 800

2012 Year of Count 2012

1.2 Projection Factor 1.2

960 Projected Traffic 960

URBAN Design Type URBAN

5-URBAN : 0-9999 Design Group 5 (URBAN: 0-9999)

2000 Latest Year SA funds 2000

0 Number of Signal Legs 0

No Special Message Special Message Code No Special Message

CONSTR SAP 034-624-034 LOCAL Comments CONSTR SAP 034-624-034 LOCAL
FUNDS FUNDS

Interchange Override
Segment Override

Segment Cost

Information

- |

Computation Factor Computation Formula Values Used For Computation Result
Calculation

Signal Leg TrafficSignalLegs * 0*56250/40 * 25 $0

UnitCost / SignalLifeCycle
* StatutoryNeedsYear

Construction Length * UnitCost / 0.08 * 3520997.35/ 60 * 25 |$134,972
ConstrLifeCycle * *1.15

StatutoryNeedsYear *
DevelopmentCost

Preservation Length * Quantity * 0.08 * 2904 * 53.83 / 15 * 25|$20,843
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

ROW Length * UnitCost / 0.08 * 22745.42 /1 60 * 25 $758
ROWLifeCycle *
StatutoryNeedsYear

Total Segment Cost Signal Leg + Construction |$0 + $134,972 + $20,843 + |$156,573
+ Preservation + ROW $758




SANEEDS - CSAH - Segment Report

Roadway Segment
Information

Status : Original

Countz Name : JACKSON Segment Nbr : 032-624-040
Original Current

HERON LAKE Municipality HERON LAKE

0.26 Segment Length 0.26

MIXED BITUMINOUS Existing Surface Type MIXED BITUMINOUS

2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

ON 2ND - 9TH ST (CSAH 43) TOE
LIM HERON LAKE

790

2012

1.2

948

RURAL

2 - RURAL : 150 - 1499
2000

0

No Special Message

2008 - 0.8 MI OF CSAH 43
CONSTRUCTED ALONG WITH
THIS SEGMENT UNDER 32-624-34
2005 - REVOCATION OF EXISTING
32-624-040 SEGMENT (NOW CR 80)

DESIGNATION OF NEW 624-040
SEGMENT

Segment Cost
Information

Termini

Present AADT

Year of Count
Projection Factor
Projected Traffic
Design Type

Design Group

Latest Year SA funds
Number of Signal Legs
Special Message Code
Comments

Interchange Override
Segment Override

ON 2ND - 9TH ST (CSAH 43) TO E
LIM HERON LAKE

790

2012

1.2

948

RURAL

2 (RURAL : 150 -1499)
2000

0

No Special Message

2008 - 0.8 MI OF CSAH 43
CONSTRUCTED ALONG WITH
THIS SEGMENT UNDER 32-624-34
2005 - REVOCATION OF EXISTING
32-624-040 SEGMENT (NOW CR 80)

DESIGNATION OF NEW 624-040
SEGMENT

Computation Factor

Computation Formula

Values Used For
Calculation

Computation Result

Signal Leg

TrafficSignalLegs *
UnitCost / SignalLifeCycle
* StatutoryNeedsYear

0* 56250/ 40 * 25

$0

Construction

Length * UnitCost /
ConstrLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

0.26 * 803530.54 / 60 * 25 *
1.1

$95,754

Preservation

Length * Quantity *
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

0.26 * 2112 *53.83/20 * 25

$36,949

ROW

Length * UnitCost /
ROWLifeCycle *
StatutoryNeedsYear

0.26 * 92415.52 /60 * 25

$10,012

Total Segment Cost

Signal Leg + Construction
+ Preservation + ROW

$0 + $95,754 + $36,949 +
$10,012

$142,715




SANEEDS - CSAH - Segment Report

Roadway Segment
Information

Status : Original

Countz Name : JACKSON Segment Nbr : 032-624-045

Original

Current

Unassigned/Unknown
1.2

MIXED BITUMINOUS
2

NOT DIVIDED

EAST LIMITS OF HERON LAKE TO
390TH AVE

790

2012

1.2

948

RURAL

2 - RURAL : 150 - 1499

0
No Special Message

2008 - OVERLAY
2005 - DESIGNATION OF
SEGMENT

Municipality

Segment Length

Existing Surface Type
Existing Surface Lanes
Existing Lane Description
Termini

Present AADT

Year of Count
Projection Factor
Projected Traffic
Design Type

Design Group

Latest Year SA funds
Number of Signal Legs
Special Message Code
Comments

Interchange Override
Segment Override

Unassigned/Unknown
1.2

MIXED BITUMINOUS
2

NOT DIVIDED

EAST LIMITS OF HERON LAKE TO
390TH AVE

790

2012

1.2

948

RURAL

2 (RURAL : 150 - 1499)

0
No Special Message

2008 - OVERLAY
2005 - DESIGNATION OF
SEGMENT

Bridge Information Status: Original

Original Current

89264 Structure Number 89264

7.805 Milepoint 7.805

1967 Year Built 1967

STREAM Feature Crossed STREAM
Type of Service

1 Number of Spans 1

36.5 Bridge Length 36.5

26 Bridge Width 26

100% Shared Structure 100%
Comments

1(0-149) Bridge Group Code 1(0-149)

Segment Cost
Information

Computation Factor

Computation Formula

Values Used For
Calculation

Computation Result

Signal Leg

TrafficSignallLegs *
UnitCost / SignalLifeCycle
* StatutoryNeedsYear

0* 56250 /40 * 25

$0

Construction

Length * UnitCost /
ConstrLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

1.2 *803530.54 / 60 * 25 *
1.1

$441,942

Preservation

Length * Quantity *
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

1.2*2112*53.83/20* 25

$170,533

Length * UnitCost /
ROWLifeCycle *
StatutoryNeedsYear

1.2*92415.52 /60 * 25

$46,208

Bridge

BridgeLength *
BridgeWidth * UnitCost /
BridgeLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

36.5*26*163/80*25*
1.15

$55,591

Total Segment Cost

Signal Leg + Construction
+ Preservation + ROW +
Bridge

$0 + $441,942 + $170,533
+ $46,208 + $55,591

$714,274




SANEEDS - CSAH - Segment Report

Roadway Segment Status : Original
Information

Countz Name : JACKSON Segment Nbr : 032-624-050
Original Current

Unassigned/Unknown Municipality Unassigned/Unknown

0.1 Segment Length 0.1

MIXED BITUMINOUS Existing Surface Type MIXED BITUMINOUS

2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

EAST JCT TH 60 TO 0.10 MI SOUTH Termini EAST JCT TH 60 TO 0.10 MI SOUTH
330 Present AADT 330

2012 Year of Count 2012

1.2 Projection Factor 1.2

396 Projected Traffic 396

RURAL Design Type RURAL

2 - RURAL : 150 - 1499 Design Group 2 (RURAL : 150 - 1499)

1988 Latest Year SA funds 1988

0 Number of Signal Legs 0

No Special Message Special Message Code No Special Message
CONSTRUCTION DONE BY Comments CONSTRUCTION DONE BY
MN/DOT DURING CONSTRUCTION MN/DOT DURING CONSTRUCTION
OF TH60 OF TH60

Interchange Override
Segment Override

RailRoadCrossing Status: Original
Irﬂ:orrnatiOn—
Original Current
UNION PACIFIC RAILROAD RailRoad Name UNION PACIFIC RAILROAD
185655B USDOT Number 185655B
0.02 Located at Milepoint 0.02
1 Mainline Tracks 1
SIGNS ONLY Protection Type SIGNS ONLY
Last Year Protection Upgraded
32 Crossing Length 32
Last Year Surfaced
100% Percentage of Cost 100%
Comments

Segment Cost

Information
|
Computation Factor Computation Formula Values Used For Computation Result
Calculation

Signal Leg TrafficSignalLegs * 0* 56250/ 40 * 25 $0
UnitCost / SignalLifeCycle
* StatutoryNeedsYear

Construction Length * UnitCost / 0.
ConstrLifeCycle * 1.

StatutoryNeedsYear *

DevelopmentCost

Preservation Length * Quantity * 0.1*2112*53.83/20*25 |$14,211
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

ROW Length * UnitCost / 0.1*92415.52 /60 * 25 $3,851
ROWLifeCycle *
StatutoryNeedsYear

RR Crossing Protection UnitCost / 1500/ 25 * 25 $1,500
RRCrossingLifeCycle *
StatutoryNeedsYear

RR Crossing Surface SurfaceLength * UnitCost |32 * 1350/ 25 * 25 $43,200
/ RRCrossingLifeCycle *
StatutoryNeedsYear

1*803530.54/60*25* |$36,828
1




Total Segment Cost

Signal Leg + Construction
+ Preservation + ROW +
RR Crossing Protection +
RR Crossing Surface

$0 + $36,828 + $14,211 +
$3,851 + $1,500 + $43,200

$99,590




SANEEDS - CSAH - Segment Report

Roadway Segment

Status : Original

Information
Countz Name : JACKSON Segment Nbr : 032-624-060

Original

Current

Unassigned/Unknown

3.2

MIXED BITUMINOUS

2

NOT DIVIDED

0.21 MI SOUTH OF TH 60 TO CO RD

200

2012

1.2

240

RURAL

2 - RURAL : 150 - 1499

2017

0

No Special Message

2017 SP 032-624-035 BR R&R

2008 - LENGHT OF SEGMENT IS
3.24MI

SHOULD BE BRIDGE 6444
LENGTH CHANGED TO RELECT
FIELD MEASUREMENTS (X & Y)
TAKEN SUMMER 2004.

EXISTING BITUMINOUS ROADWAY

SURFACE. DSAE APPROVED
CHANGE OF TRAFFIC

PROJECTION FACTOR TO RETAIN

SYSTEM CONTINUITY AND
MANINTAIN PRESENT LEVEL OF
SERVICE.

Municipality

Segment Length

Existing Surface Type
Existing Surface Lanes
Existing Lane Description
Termini

Present AADT

Year of Count
Projection Factor
Projected Traffic
Design Type

Design Group

Latest Year SA funds
Number of Signal Legs
Special Message Code
Comments

Interchange Override
Segment Override

Unassigned/Unknown

3.2

MIXED BITUMINOUS

2

NOT DIVIDED

0.21 MI SOUTH OF TH 60 TO CO RD

200

2012

1.2

240

RURAL

2 (RURAL : 150 -1499)

2017

0

No Special Message

2017 SP 032-624-035 BR R&R

2008 - LENGHT OF SEGMENT IS
3.24MI

SHOULD BE BRIDGE 6444
LENGTH CHANGED TO RELECT
FIELD MEASUREMENTS (X & Y)
TAKEN SUMMER 2004.

EXISTING BITUMINOUS ROADWAY
SURFACE. DSAE APPROVED
CHANGE OF TRAFFIC
PROJECTION FACTOR TO RETAIN
SYSTEM CONTINUITY AND
MANINTAIN PRESENT LEVEL OF
SERVICE.

Bridge Information Status: Original

Original Current
32576 Structure Number 32576
10.37 Milepoint 10.37
2017 Year Built 2017

HERON LAKE OUTLET

3

123

39.33

100%

2017 SP 032-624-035 BR R&R
1(0-149)

Segment Cost
Information

Feature Crossed
Type of Service
Number of Spans
Bridge Length
Bridge Width
Shared Structure
Comments

Bridge Group Code

HERON LAKE OUTLET

3

123

39.33

100%

2017 SP 032-624-035 BR R&R
1(0-149)

Computation Factor

Computation Formula

Values Used For
Calculation

Computation Result

ConstrLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

Signal Leg TrafficSignalLegs * 0*56250/40* 25 $0
UnitCost / SignalLifeCycle
* StatutoryNeedsYear

Construction Length * UnitCost / $1,178,511

3.2*803530.54 /60 * 25 *
11




Preservation

Length * Quantity *
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

3.2*2112*53.83/20* 25

$454,756

ROW

Length * UnitCost /
ROWLifeCycle *
StatutoryNeedsYear

3.2*92415.52 /60 * 25

$123,221

Bridge

BridgeLength *
BridgeWidth * UnitCost /
BridgeLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

123*39.33*163/80* 25 *
1.15

$283,377

Total Segment Cost

Signal Leg + Construction
+ Preservation + ROW +
Bridge

$0 + $1,178,511 + $454,756
+$123,221 + $283,377

$2,039,865




SANEEDS - CSAH - Segment Report

Roadway Segment

Status : Original

Information

Countz Name : JACKSON Segment Nbr : 032-624-070
Original Current
Unassigned/Unknown Municipality Unassigned/Unknown
4 Segment Length 4

MIXED BITUMINOUS Existing Surface Type MIXED BITUMINOUS

2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED
CR82TOCR 78 Termini CR82TOCR78

90 Present AADT 90

2012 Year of Count 2012

1.7 Projection Factor 1.7

153 Projected Traffic 153

RURAL Design Type RURAL

2 - RURAL : 150 - 1499 Design Group 2 (RURAL : 150 - 1499)
2002 Latest Year SA funds 2002

0 Number of Signal Legs 0

No Special Message

EXISTING BITUMINOUS ROADWAY
SURFACE. DSAE APPROVED
CHANGE OF TRAFFIC
PROJECTION FACTOR TO RETAIN
SYSTEM CONTINUITY AND
MANINTAIN PRESENT LEVEL OF
SERVICE.

Segment Cost
Information

Special Message Code
Comments

Interchange Override
Segment Override

No Special Message

EXISTING BITUMINOUS ROADWAY
SURFACE. DSAE APPROVED
CHANGE OF TRAFFIC
PROJECTION FACTOR TO RETAIN
SYSTEM CONTINUITY AND
MANINTAIN PRESENT LEVEL OF
SERVICE.

Values Used For

Computation Factor

Computation Formula

Calculation

Computation Result

Signal Leg

TrafficSignalLegs *
UnitCost / SignalLifeCycle
* StatutoryNeedsYear

0*56250/40*25

$0

Construction

Length * UnitCost /
ConstrLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

4 *803530.54/60*25*1.1

$1,473,139

Preservation

Length * Quantity *
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

4*2112*53.83/20*25

$568,445

ROW

Length * UnitCost /
ROWLifeCycle *
StatutoryNeedsYear

4*92415.52 / 60 * 25

$154,026

Total Segment Cost

Signal Leg + Construction
+ Preservation + ROW

$0 + $1,473,139 + $568,445
+ $154,026

$2,195,610




SANEEDS - CSAH - Segment Report

Roadway Segment
Information

Status : Original

Countz Name : JACKSON Segment Nbr : 032-624-080
Original Current

Unassigned/Unknown
2

MIXED BITUMINOUS
2

NOT DIVIDED

CR 78 TO 2.0 MI SO
90

2012

1.7

153

RURAL

2 - RURAL : 150 - 1499
2002

0

No Special Message

EXISTING BITUMINOUS ROADWAY
SURFACE. DSAE APPROVED
CHANGE OF TRAFFIC
PROJECTION FACTOR TO RETAIN
SYSTEM CONTINUITY AND
MANINTAIN PRESENT LEVEL OF
SERVICE.

Segment Cost

Municipality

Segment Length
Existing Surface Type
Existing Surface Lanes
Existing Lane Description
Termini

Present AADT

Year of Count
Projection Factor
Projected Traffic
Design Type

Design Group

Latest Year SA funds
Number of Signal Legs
Special Message Code
Comments

Interchange Override
Segment Override

Unassigned/Unknown
2

MIXED BITUMINOUS
2

NOT DIVIDED

CR 78 TO 2.0 MI SO
90

2012

1.7

153

RURAL

2 (RURAL : 150 - 1499)
2002

0

No Special Message

EXISTING BITUMINOUS ROADWAY
SURFACE. DSAE APPROVED
CHANGE OF TRAFFIC
PROJECTION FACTOR TO RETAIN
SYSTEM CONTINUITY AND
MANINTAIN PRESENT LEVEL OF
SERVICE.

Information
- |
Computation Factor Computation Formula Values Used For Computation Result
Calculation
Signal Leg TrafficSignalLegs * 0*56250/40* 25 $0
UnitCost / SignalLifeCycle
* StatutoryNeedsYear
Construction Length * UnitCost / 2 *803530.54 /60 * 25 * 1.11$736,570
ConstrLifeCycle *
StatutoryNeedsYear *
DevelopmentCost
Preservation Length * Quantity * 2*2112*53.83/20* 25 $284,222
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear
ROW Length * UnitCost / 2*9241552 /60 * 25 $77,013
ROWLifeCycle *
StatutoryNeedsYear
Total Segment Cost Signal Leg + Construction |$0 + $736,570 + $284,222 |$1,097,805
+ Preservation + ROW + $77,013




SANEEDS - CSAH - Segment Report

Roadway Segment
Information

Status : Original

Countz Name : JACKSON Segment Nbr : 032-624-090
Original Current

Unassigned/Unknown
21

MIXED BITUMINOUS
2

NOT DIVIDED
20SOCR 78TO TH 86
90

2012

1.7

153

RURAL

2 - RURAL : 150 - 1499
2002

0

No Special Message

EXISTING BITUMINOUS ROADWAY
SURFACE. DSAE APPROVED
CHANGE OF TRAFFIC
PROJECTION FACTOR TO RETAIN
SYSTEM CONTINUITY AND
MANINTAIN PRESENT LEVEL OF
SERVICE.

Segment Cost

Municipality

Segment Length
Existing Surface Type
Existing Surface Lanes
Existing Lane Description
Termini

Present AADT

Year of Count
Projection Factor
Projected Traffic
Design Type

Design Group

Latest Year SA funds
Number of Signal Legs
Special Message Code
Comments

Interchange Override
Segment Override

Unassigned/Unknown
21

MIXED BITUMINOUS

2

NOT DIVIDED
20SOCR 78TO TH 86
90

2012

1.7

153

RURAL

2 (RURAL : 150 - 1499)
2002

0

No Special Message

EXISTING BITUMINOUS ROADWAY
SURFACE. DSAE APPROVED
CHANGE OF TRAFFIC
PROJECTION FACTOR TO RETAIN
SYSTEM CONTINUITY AND
MANINTAIN PRESENT LEVEL OF
SERVICE.

Information
|
Computation Factor Computation Formula Values Used For Computation Result
Calculation
Signal Leg TrafficSignalLegs * 0*56250/40* 25 $0
UnitCost / SignalLifeCycle
* StatutoryNeedsYear
Construction Length * UnitCost / 2.1*803530.54/60*25* |$773,398
ConstrLifeCycle * 1.1
StatutoryNeedsYear *
DevelopmentCost
Preservation Length * Quantity * 2.1*2112 *53.83/20* 25 |$298,434
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear
ROW Length * UnitCost / 2.1*92415.52 /60 * 25 $80,864
ROWLifeCycle *
StatutoryNeedsYear
Total Segment Cost Signal Leg + Construction |$0 + $773,398 + $298,434 |$1,152,696
+ Preservation + ROW + $80,864




SANEEDS - CSAH - Segment Report

Roadway Segment

Status : Original

Information

Countz Name : JACKSON Segment Nbr : 032-624-100
Original Current
Unassigned/Unknown Municipality Unassigned/Unknown
4 Segment Length 4

MIXED BITUMINOUS Existing Surface Type MIXED BITUMINOUS

2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

TH 86 TO CSAH 17 Termini TH 86 TO CSAH 17

70 Present AADT 70

2012 Year of Count 2012

2.2 Projection Factor 2.2

154 Projected Traffic 154

RURAL Design Type RURAL

2 - RURAL : 150 - 1499 Design Group 2 (RURAL : 150 - 1499)
1986 Latest Year SA funds 1986

0 Number of Signal Legs 0

No Special Message

EXISTING BITUMINOUS ROADWAY
SURFACE. DSAE APPROVED
CHANGE OF TRAFFIC
PROJECTION FACTOR TO RETAIN
SYSTEM CONTINUITY AND
MANINTAIN PRESENT LEVEL OF
SERVICE.

2003 - C.P.32-624-03 (BIT.
OVERLAY)

Segment Cost
Information

Special Message Code
Comments

Interchange Override
Segment Override

No Special Message

EXISTING BITUMINOUS ROADWAY
SURFACE. DSAE APPROVED
CHANGE OF TRAFFIC
PROJECTION FACTOR TO RETAIN
SYSTEM CONTINUITY AND
MANINTAIN PRESENT LEVEL OF
SERVICE.

2003 - C.P.32-624-03 (BIT.
OVERLAY)

Computation Factor

Computation Formula

Values Used For
Calculation

Computation Result

Signal Leg

TrafficSignalLegs *
UnitCost / SignalLifeCycle
* StatutoryNeedsYear

0*56250/40*25

$0

Construction

Length * UnitCost /
ConstrLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

4 *803530.54/60*25*1.1

$1,473,139

Preservation

Length * Quantity *
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

4*2112*53.83/20*25

$568,445

ROW

Length * UnitCost /
ROWLifeCycle *
StatutoryNeedsYear

4*92415.52 / 60 * 25

$154,026

Total Segment Cost

Signal Leg + Construction
+ Preservation + ROW

$0 + $1,473,139 + $568,445
+ $154,026

$2,195,610




SANEEDS - CSAH - Segment Report

Roadway Segment
Information

Status : Original

Countz Name : JACKSON Segment Nbr : 032-624-110
Original Current

Unassigned/Unknown
15

MIXED BITUMINOUS
2

NOT DIVIDED

CSAH 17 TO KILEN WOODS ST
PARK

70

2012

2.2

154

RURAL

2 - RURAL : 150 - 1499
1986

0

No Special Message

EXISTING BITUMINOUS ROADWAY
SURFACE. DSAE APPROVED
CHANGE OF TRAFFIC
PROJECTION FACTOR TO RETAIN
SYSTEM CONTINUITY AND
MANINTAIN PRESENT LEVEL OF
SERVICE.

2003 - C.P.32-624-03 (BIT.
OVERLAY)

Segment Cost
Information

Municipality

Segment Length

Existing Surface Type
Existing Surface Lanes
Existing Lane Description
Termini

Present AADT

Year of Count
Projection Factor
Projected Traffic
Design Type

Design Group

Latest Year SA funds
Number of Signal Legs
Special Message Code
Comments

Interchange Override
Segment Override

Unassigned/Unknown
15

MIXED BITUMINOUS
2

NOT DIVIDED

CSAH 17 TO KILEN WOODS ST
PARK

70

2012

2.2

154

RURAL

2 (RURAL : 150 -1499)
1986

0

No Special Message

EXISTING BITUMINOUS ROADWAY
SURFACE. DSAE APPROVED
CHANGE OF TRAFFIC
PROJECTION FACTOR TO RETAIN
SYSTEM CONTINUITY AND
MANINTAIN PRESENT LEVEL OF
SERVICE.

2003 - C.P.32-624-03 (BIT.
OVERLAY)

Computation Factor Computation Formula Values Used For Computation Result
Calculation

Signal Leg TrafficSignalLegs * 0*56250/40 * 25 $0
UnitCost / SignalLifeCycle
* StatutoryNeedsYear

Construction Length * UnitCost / 1.5*803530.54 /60 *25* |$552,427
ConstrLifeCycle * 1.1
StatutoryNeedsYear *
DevelopmentCost

Preservation Length * Quantity * 1.5*2112*53.83/20*25 |$213,167
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

ROW Length * UnitCost / 1.5*92415.52 /60 * 25 $57,760
ROWLifeCycle *
StatutoryNeedsYear

Total Segment Cost Signal Leg + Construction |$0 + $552,427 + $213,167 |$823,354
+ Preservation + ROW + $57,760




SANEEDS - CSAH - Segment Report

Roadway Segment
Information

Status : Original

Countz Name : JACKSON Segment Nbr : 032-625-010
Original Current

Unassigned/Unknown
15

MIXED BITUMINOUS
2

NOT DIVIDED

SO CO LINETO CSAH 4
115

2012

1.3

150

RURAL

2 - RURAL : 150 - 1499
1997

0

No Special Message

EXISTING BITUMINOUS ROADWAY
SURFACE. DSAE APPROVED
CHANGE OF TRAFFIC
PROJECTION FACTOR TO RETAIN
SYSTEM CONTINUITY AND
MANINTAIN PRESENT LEVEL OF
SERVICE.

Segment Cost

Municipality

Segment Length
Existing Surface Type
Existing Surface Lanes
Existing Lane Description
Termini

Present AADT

Year of Count
Projection Factor
Projected Traffic
Design Type

Design Group

Latest Year SA funds
Number of Signal Legs
Special Message Code
Comments

Interchange Override
Segment Override

Unassigned/Unknown
15

MIXED BITUMINOUS

2

NOT DIVIDED

SO CO LINE TO CSAH 4
115

2012

1.3

150

RURAL

2 (RURAL : 150 - 1499)
1997

0

No Special Message

EXISTING BITUMINOUS ROADWAY
SURFACE. DSAE APPROVED
CHANGE OF TRAFFIC
PROJECTION FACTOR TO RETAIN
SYSTEM CONTINUITY AND
MANINTAIN PRESENT LEVEL OF
SERVICE.

Information
- |
Computation Factor Computation Formula Values Used For Computation Result
Calculation
Signal Leg TrafficSignalLegs * 0*56250/40* 25 $0
UnitCost / SignalLifeCycle
* StatutoryNeedsYear
Construction Length * UnitCost / 1.5*803530.54 /60 * 25 * |$552,427
ConstrLifeCycle * 1.1
StatutoryNeedsYear *
DevelopmentCost
Preservation Length * Quantity * 1.5%2112*53.83/20* 25 |$213,167
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear
ROW Length * UnitCost / 1.5*92415.52 /60 * 25 $57,760
ROWLifeCycle *
StatutoryNeedsYear
Total Segment Cost Signal Leg + Construction |$0 + $552,427 + $213,167 |$823,354
+ Preservation + ROW + $57,760




SANEEDS - CSAH - Segment Report

Roadway Segment
Information

County Name : JACKSON

Status : Original

Segment Nbr : 032-628-050

Current

Original

Unassigned/Unknown Municipality

1 Segment Length
MIXED BITUMINOUS Existing Surface Type
2 Existing Surface Lanes
NOT DIVIDED Existing Lane Description
CSAH 29 TO E CO LINE Termini

165 Present AADT

2012 Year of Count

1.2 Projection Factor

198 Projected Traffic
RURAL Design Type

2 - RURAL : 150 - 1499 Design Group

2012 Latest Year SA funds

0 Number of Signal Legs
No Special Message Special Message Code
2012 SAP 032-628-014 BR7181 Comments

REPLACED W/ BR# 32569

2004 - BR 927 & 7181 PROPOSED
REPLACEMENT STRUCTURES
BASED UPON BR 32553 (1998) 500
FT AND 3/4 MILE RESPECTIVELY
UPSTREAM.

2004 - EXISTING BITUMINOUS
ROADWAY SURFACE. DSAE
APPROVED CHANGE OF TRAFFIC
PROJECTION FACTOR TO RETAIN
SYSTEM CONTINUITY AND
MANINTAIN PRESENT LEVEL OF

SERVICE. SERVICE.
Interchange Override
Segment Override
Bridge Information Status: Original
M—erem
32569 Structure Number 32569
0.62 Milepoint 0.62
2012 Year Built 2012
ELM CREEK Feature Crossed ELM CREEK
Type of Service
3 Number of Spans 3
80.2 Bridge Length 80.2
39.333 Bridge Width 39.333
100% Shared Structure 100%
2012 SAP 032-628-014 BR7181 Comments 2012 SAP 032-628-014 BR7181
REPLACED W/ BR# 32569 REPLACED W/ BR# 32569
1(0-149) Bridge Group Code 1(0-149)
Bridge Information Status: Original
m—m
32567 Structure Number 32567
0.02 Milepoint 0.02
2009 Year Built 2009
Feature Crossed
Type of Service
3 Number of Spans 3
66.9 Bridge Length 66.9
39.3 Bridge Width 39.3
100% Shared Structure 100%

Comments

Unassigned/Unknown

1

MIXED BITUMINOUS

2

NOT DIVIDED

CSAH 29 TO E CO LINE
165

2012

1.2

198

RURAL

2 (RURAL : 150 - 1499)
2012

0

No Special Message

2012 SAP 032-628-014 BR7181
REPLACED W/ BR# 32569

2004 - BR 927 & 7181 PROPOSED
REPLACEMENT STRUCTURES
BASED UPON BR 32553 (1998) 500
FT AND 3/4 MILE RESPECTIVELY
UPSTREAM.

2004 - EXISTING BITUMINOUS
ROADWAY SURFACE. DSAE
APPROVED CHANGE OF TRAFFIC
PROJECTION FACTOR TO RETAIN
SYSTEM CONTINUITY AND
MANINTAIN PRESENT LEVEL OF



1(0-149)

Segment Cost
Information

Computation Factor

Bridge Group Code

Computation Formula

Values Used For
Calculation

1(0-149)

Computation Result

Signal Leg

TrafficSignalLegs *
UnitCost / SignalLifeCycle
* StatutoryNeedsYear

0* 56250/ 40 * 25

$0

Construction

Length * UnitCost /
ConstrLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

1*803530.54/60*25*1.1

$368,285

Preservation

Length * Quantity *
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

1*2112*53.83/20 * 25

$142,111

ROW

Length * UnitCost /
ROWLifeCycle *
StatutoryNeedsYear

1*92415.52 /60 * 25

$38,506

Bridge

BridgeLength *
BridgeWidth * UnitCost /
BridgeLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

80.2 *39.333 * 163 /80 * 25
*1.15

$184,785

Bridge

BridgeLength *
BridgeWidth * UnitCost /
BridgeLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

66.9 *39.3*163 /80 * 25 *
1.15

$154,012

Total Segment Cost

Signal Leg + Construction
+ Preservation + ROW +
Bridge + Bridge

$0 + $368,285 + $142,111
+ $38,506 + $184,785 +
$154,012

$887,699




SANEEDS - CSAH - Segment Report

Roadway Segment Status : Original
Information

Countz Name : JACKSON Segment Nbr : 032-629-010
Original Current
Unassigned/Unknown Municipality Unassigned/Unknown
0.8 Segment Length 0.8

MIXED BITUMINOUS Existing Surface Type MIXED BITUMINOUS

2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

ALONG SO CO LINE Termini ALONG SO CO LINE
600 Present AADT 600

2012 Year of Count 2012

1.2 Projection Factor 1.2

720 Projected Traffic 720

RURAL Design Type RURAL

2 - RURAL : 150 - 1499 Design Group 2 (RURAL : 150 - 1499)
2016 Latest Year SA funds 2016

0 Number of Signal Legs 0

No Special Message Special Message Code No Special Message
2016 SAP 032-629-040 SM Comments 2016 SAP 032-629-040 SM
CULVERTS R&R CULVERTS R&R

Interchange Override
Segment Override

Segment Cost

Information

- |

Computation Factor Computation Formula Values Used For Computation Result
Calculation

Signal Leg TrafficSignalLegs * 0*56250/40 * 25 $0

UnitCost / SignalLifeCycle
* StatutoryNeedsYear

Construction Length * UnitCost / 0.8 * 803530.54 /60 * 25 * |$294,628
ConstrLifeCycle * 1.1

StatutoryNeedsYear *
DevelopmentCost

Preservation Length * Quantity * 0.8*2112*53.83/20*25 |$113,689
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

ROW Length * UnitCost / 0.8*92415.52 /60 * 25 $30,805
ROWLifeCycle *
StatutoryNeedsYear

Total Segment Cost Signal Leg + Construction |$0 + $294,628 + $113,689 |$439,122
+ Preservation + ROW + $30,805




SANEEDS - CSAH - Segment Report

Roadway Segment
Information

Countz Name : JACKSON Segment Nbr : 032-629-020

Original

Unassigned/Unknown
2

MIXED BITUMINOUS
2

NOT DIVIDED

S COLINE TO CSAH 4
600

2012

1.2

720

RURAL

2 - RURAL : 150 - 1499
2017

0

No Special Message

2017 SP 032-629-045 RC&OL
2016 SAP 032-629-040 SM

Municipality

Segment Length
Existing Surface Type
Existing Surface Lanes
Existing Lane Description
Termini

Present AADT

Year of Count
Projection Factor
Projected Traffic
Design Type

Design Group

Latest Year SA funds
Number of Signal Legs
Special Message Code
Comments

Status : Original

Current

Unassigned/Unknown
2

MIXED BITUMINOUS
2

NOT DIVIDED

S COLINETO CSAH 4
600

2012

1.2

720

RURAL

2 (RURAL : 150 - 1499)
2017

0

No Special Message

2017 SP 032-629-045 RC&OL
2016 SAP 032-629-040 SM

CULVERTS R&R CULVERTS R&R

2016 SAP 032-629-039 CULVERT
R&R 32J47

2016 SAP 032-629-039 CULVERT
R&R 32347

2005 - BOX CULVERT LENGTH
ADJUSTMENT

2005 - BOX CULVERT LENGTH
ADJUSTMENT

Interchange Override
Segment Override

Culvert Information Status: Original

Original Current

32347 Structure Number 32347

2.22 Milepoint 2.22

2016 Year Built 2016

STREAM Feature Crossed STREAM
Type of Service

1 Number of Barrels 1

10 Culvert Width 10

10 Culvert Height 10

116 Culvert Length 116

100 Area of Waterway Opening 100

100% Shared Structure 100%

2016 SAP 032-629-039 CULVERT Comments 2016 SAP 032-629-039 CULVERT

R&R 32347 R&R 32347

1 Culvert Group Code 1

Segment Cost
Information

Values Used For
Calculation

0* 56250 /40 * 25 $0

Computation Factor Computation Formula Computation Result

Signal Leg TrafficSignallLegs *
UnitCost / SignalLifeCycle

* StatutoryNeedsYear

Length * UnitCost /
ConstrLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

Length * Quantity *
UnitCost /

PreservationLifeCycle *
StatutoryNeedsYear

ROW Length * UnitCost /
ROWLifeCycle *
StatutoryNeedsYear

Construction 2*803530.54 /60 * 25 * 1.1|$736,570

Preservation 2*2112*53.83/20*25 $284,222

2*92415.52 /60 * 25 $77,013




Culvert CulvertLength * Area * 116 * 100 * 16.61 / 100 * 25 |$55,394
UnitCost / *1.15
CulvertLifeCycle *
StatutoryNeedsYear *
DevelopmentCost
Total Segment Cost Signal Leg + Construction |$0 + $736,570 + $284,222 |$1,153,199

+ Preservation + ROW +
Culvert

+ $77,013 + $55,394




SANEEDS - CSAH - Segment Report

Roadway Segment
Information

Countz Name : JACKSON Segment Nbr : 032-629-030

Original

Unassigned/Unknown

Municipality

Status : Original

Current

Unassigned/Unknown

2 Segment Length 2

MIXED BITUMINOUS Existing Surface Type MIXED BITUMINOUS
2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

CSAH 4 TO CSAH 8 Termini CSAH 4 TO CSAH 8
600 Present AADT 600

2012 Year of Count 2012

1.2 Projection Factor 1.2

720 Projected Traffic 720

RURAL Design Type RURAL

2 - RURAL : 150 - 1499 Design Group 2 (RURAL : 150 - 1499)
2017 Latest Year SA funds 2017

0 Number of Signal Legs 0

No Special Message

2017 SP 032-629-045 RC&OL
2016 SAP 032-629-041 NEW
CULVERT 32J48

2016 SAP 032-629-040 SM
CULVERTS R&R

Culvert Information

Original

Special Message Code
Comments

Interchange Override
Segment Override

No Special Message

2017 SP 032-629-045 RC&OL
2016 SAP 032-629-041 NEW
CULVERT 32J48

2016 SAP 032-629-040 SM
CULVERTS R&R

Status: Original

Current

32348 Structure Number 32348
3.59 Milepoint 3.59
2016 Year Built 2016

STREAM CROSSING

Feature Crossed
Type of Service

STREAM CROSSING

1 Number of Barrels 1

10 Culvert Width 10

7 Culvert Height 7

95 Culvert Length 95

70 Area of Waterway Opening 70

100% Shared Structure 100%

2016 SAP 032-629-041 NEW Comments 2016 SAP 032-629-041 NEW
CULVERT 32J48 CULVERT 32348

1 Culvert Group Code 1

Segment Cost
Information

Computation Factor

Computation Formula

Values Used For
Calculation

Computation Result

Signal Leg

TrafficSignallLegs *
UnitCost / SignalLifeCycle
* StatutoryNeedsYear

0* 56250 /40 * 25

$0

Construction

Length * UnitCost /
ConstrLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

2*803530.54/60*25*1.1

$736,570

Preservation

Length * Quantity *
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

2*2112*53.83/20* 25

$284,222

Length * UnitCost /
ROWLifeCycle *
StatutoryNeedsYear

2*92415.52 /60 * 25

$77,013




Culvert CulvertLength * Area * 95*70*16.61 /100 *25* |$31,756
UnitCost / 1.15
CulvertLifeCycle *
StatutoryNeedsYear *
DevelopmentCost
Total Segment Cost Signal Leg + Construction |$0 + $736,570 + $284,222 |$1,129,561

+ Preservation + ROW +
Culvert

+ $77,013 + $31,756




SANEEDS - CSAH - Segment Report

Roadway Segment
Information

Status : Original

Countz Name : JACKSON Segment Nbr : 032-629-040
Original Current

Unassigned/Unknown

2

MIXED BITUMINOUS

2

NOT DIVIDED

CSAH 8 TO 2.0 MI NO

610

2012

1.2

732

RURAL

2 - RURAL : 150 - 1499

2016

0

No Special Message

2016 SAP 032-030-020 SEALCOAT
CO WIDE

2014 SP 032-629-042 RC&OL

2013 SAP 032-629-044 SLOPE
CORRECTIONS, SM CULVERT

Segment Cost

Municipality

Segment Length
Existing Surface Type
Existing Surface Lanes
Existing Lane Description
Termini

Present AADT

Year of Count
Projection Factor
Projected Traffic
Design Type

Design Group

Latest Year SA funds
Number of Signal Legs
Special Message Code
Comments

Interchange Override
Segment Override

Unassigned/Unknown

2

MIXED BITUMINOUS

2

NOT DIVIDED

CSAH 8 TO 2.0 MI NO

610

2012

1.2

732

RURAL

2 (RURAL : 150 - 1499)
2016

0

No Special Message

2016 SAP 032-030-020 SEALCOAT
CO WIDE

2014 SP 032-629-042 RC&OL

2013 SAP 032-629-044 SLOPE
CORRECTIONS, SM CULVERT

Information
- |
Computation Factor Computation Formula Values Used For Computation Result
Calculation
Signal Leg TrafficSignalLegs * 0*56250/40* 25 $0
UnitCost / SignalLifeCycle
* StatutoryNeedsYear
Construction Length * UnitCost / 2 *803530.54 /60 * 25 * 1.11$736,570
ConstrLifeCycle *
StatutoryNeedsYear *
DevelopmentCost
Preservation Length * Quantity * 2*2112*53.83/20* 25 $284,222
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear
ROW Length * UnitCost / 2*9241552 /60 * 25 $77,013
ROWLifeCycle *
StatutoryNeedsYear
Total Segment Cost Signal Leg + Construction |$0 + $736,570 + $284,222 |$1,097,805
+ Preservation + ROW + $77,013




SANEEDS - CSAH - Segment Report

Roadway Segment
Information

Status : Original

Countz Name : JACKSON Segment Nbr : 032-629-050
Original Current

Unassigned/Unknown

2

MIXED BITUMINOUS

2

NOT DIVIDED

2.0 MI NO CSAH 8 TO CSAH 14
610

2012

1.2

732

RURAL

2 - RURAL : 150 - 1499

2016

0

No Special Message

2016 SAP 032-030-020 SEALCOAT
CO WIDE

2014 SP 032-629-042 RC&OL

2013 SAP 032-629-044 SLOPE
CORRECTIONS, SM CULVERT

Segment Cost

Municipality

Segment Length
Existing Surface Type
Existing Surface Lanes
Existing Lane Description
Termini

Present AADT

Year of Count
Projection Factor
Projected Traffic
Design Type

Design Group

Latest Year SA funds
Number of Signal Legs
Special Message Code
Comments

Interchange Override
Segment Override

Unassigned/Unknown

2

MIXED BITUMINOUS

2

NOT DIVIDED

2.0 MI NO CSAH 8 TO CSAH 14
610

2012

1.2

732

RURAL

2 (RURAL : 150 - 1499)

2016

0

No Special Message

2016 SAP 032-030-020 SEALCOAT
CO WIDE

2014 SP 032-629-042 RC&OL

2013 SAP 032-629-044 SLOPE
CORRECTIONS, SM CULVERT

Information
- |
Computation Factor Computation Formula Values Used For Computation Result
Calculation
Signal Leg TrafficSignalLegs * 0*56250/40* 25 $0
UnitCost / SignalLifeCycle
* StatutoryNeedsYear
Construction Length * UnitCost / 2 *803530.54 /60 * 25 * 1.11$736,570
ConstrLifeCycle *
StatutoryNeedsYear *
DevelopmentCost
Preservation Length * Quantity * 2*2112*53.83/20* 25 $284,222
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear
ROW Length * UnitCost / 2*9241552 /60 * 25 $77,013
ROWLifeCycle *
StatutoryNeedsYear
Total Segment Cost Signal Leg + Construction |$0 + $736,570 + $284,222 |$1,097,805
+ Preservation + ROW + $77,013




SANEEDS - CSAH - Segment Report

Roadway Segment
Information

Status : Original

Countz Name : JACKSON Segment Nbr : 032-629-060

Original

Current

Unassigned/Unknown

1

MIXED BITUMINOUS

2

NOT DIVIDED

CSAH 14 TO SO LIM ALPHA
500

2012

1.2

600

RURAL

2 - RURAL : 150 - 1499

2016

0

No Special Message

2016 SAP 032-030-020 SEALCOAT
CO WIDE

2014 SP 032-629-042 RC&OL

2013 SAP 032-629-044 SLOPE
CORRECTIONS, SM CULVERT

Culvert Information

Municipality

Segment Length
Existing Surface Type
Existing Surface Lanes
Existing Lane Description
Termini

Present AADT

Year of Count
Projection Factor
Projected Traffic
Design Type

Design Group

Latest Year SA funds
Number of Signal Legs
Special Message Code
Comments

Interchange Override
Segment Override

Unassigned/Unknown

1

MIXED BITUMINOUS

2

NOT DIVIDED

CSAH 14 TO SO LIM ALPHA
500

2012

1.2

600

RURAL

2 (RURAL : 150 - 1499)
2016

0

No Special Message

2016 SAP 032-030-020 SEALCOAT
CO WIDE

2014 SP 032-629-042 RC&OL

2013 SAP 032-629-044 SLOPE
CORRECTIONS, SM CULVERT

Status: Original

Original Current

32313 Structure Number 32J13

9.73 Milepoint 9.73

2001 Year Built 2001

STREAM Feature Crossed STREAM

STREAM CROSSING Type of Service STREAM CROSSING

2 Number of Barrels 2

115 Culvert Width 115

7.25 Culvert Height 7.25

60 Culvert Length 60

131.99985848 Area of Waterway Opening 131.99985848

100% Shared Structure 100%
Comments

1 Culvert Group Code 1

Segment Cost
Information

Computation Factor

Computation Formula

Values Used For
Calculation

Computation Result

Signal Leg

TrafficSignallLegs *
UnitCost / SignalLifeCycle
* StatutoryNeedsYear

0* 56250 /40 * 25

$0

Construction

Length * UnitCost /
ConstrLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

1*803530.54/60*25*1.1

$368,285

Preservation

Length * Quantity *
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

1*2112*53.83/20* 25

$142,111

Length * UnitCost /
ROWLifeCycle *
StatutoryNeedsYear

1*92415.52 /60 * 25

$38,506




Culvert CulvertLength * Area * 60 * 131.99985848 * 16.61 / |$37,821
UnitCost / 100 * 25 *1.15
CulvertLifeCycle *
StatutoryNeedsYear *
DevelopmentCost
Total Segment Cost Signal Leg + Construction |$0 + $368,285 + $142,111 |$586,723

+ Preservation + ROW +
Culvert

+ $38,506 + $37,821




SANEEDS - CSAH - Segment Report

Roadway Segment Status : Original
Information

Countz Name : JACKSON Segment Nbr : 032-629-070
Original Current

ALPHA Municipality ALPHA

0.43 Segment Length 0.43

MIXED BITUMINOUS Existing Surface Type MIXED BITUMINOUS

2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

SO LIM TO NO LIM APPHA Termini SO LIM TO NO LIM APPHA
700 Present AADT 700

2012 Year of Count 2012

1.2 Projection Factor 1.2

840 Projected Traffic 840

RURAL Design Type RURAL

2 - RURAL : 150 - 1499 Design Group 2 (RURAL : 150 - 1499)

2016 Latest Year SA funds 2016

0 Number of Signal Legs 0

No Special Message Special Message Code No Special Message

2016 SAP 032-030-020 SEALCOAT Comments 2016 SAP 032-030-020 SEALCOAT
CO WIDE CO WIDE

2014 SP 032-629-042 RC&OL 2014 SP 032-629-042 RC&OL
2013 SAP 032-629-044 SLOPE 2013 SAP 032-629-044 SLOPE
CORRECTIONS, SM CULVERT CORRECTIONS, SM CULVERT

Interchange Override
Segment Override

RailRoadCrossing Status: Original
Information—
Original Current
IOWA CHICAGO AND EASTERN RailRoad Name IOWA CHICAGO AND EASTERN
380916J USDOT Number 380916J
0.42 Located at Milepoint 0.42
1 Mainline Tracks 1
SIGNS ONLY Protection Type SIGNS ONLY
2009 Last Year Protection Upgraded 2009
36 Crossing Length 36
Last Year Surfaced
100% Percentage of Cost 100%
Comments

Segment Cost

Information

|

Computation Factor Computation Formula Values Used For Computation Result
Calculation

Signal Leg TrafficSignalLegs * 0*56250/40* 25 $0

UnitCost / SignalLifeCycle
* StatutoryNeedsYear

Construction Length * UnitCost / 0.43 * 803530.54 / 60 * 25 * |$158,362
ConstrLifeCycle * 1.1

StatutoryNeedsYear *
DevelopmentCost

Preservation Length * Quantity * 0.43*2112 *53.83 /20 * 25|$61,108
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

ROW Length * UnitCost / 0.43 *92415.52 /60 * 25 $16,558
ROWLifeCycle *
StatutoryNeedsYear

RR Crossing Protection UnitCost / 1500/ 25 * 25 $1,500
RRCrossingLifeCycle *
StatutoryNeedsYear




RR Crossing Surface

SurfaceLength * UnitCost
/ RRCrossingLifeCycle *
StatutoryNeedsYear

36 * 1350/ 25 * 25

$48,600

Total Segment Cost

Signal Leg + Construction
+ Preservation + ROW +
RR Crossing Protection +
RR Crossing Surface

$0 + $158,362 + $61,108 +
$16,558 + $1,500 + $48,600

$286,128




SANEEDS - CSAH - Segment Report

Roadway Segment

Information

Countz Name : JACKSON Segment Nbr : 032-629-071
Original Current
Unassigned/Unknown Municipality Unassigned/Unknown

0.6 Segment Length 0.6

MIXED BITUMINOUS Existing Surface Type MIXED BITUMINOUS

2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

NO LIM ALPHA TO CSAH 34 Termini NO LIM ALPHA TO CSAH 34
700 Present AADT 700

2012 Year of Count 2012

1.2 Projection Factor 1.2

840 Projected Traffic 840

RURAL Design Type RURAL

2 - RURAL : 150 - 1499 Design Group 2 (RURAL : 150 - 1499)
2016 Latest Year SA funds 2016

0 Number of Signal Legs 0

No Special Message

2016 SAP 032-030-020 SEALCOAT
CO WIDE

2014 SP 032-629-042 RC&OL

2013 SAP 032-629-044 SLOPE
CORRECTIONS, SM CULVERT

Segment Cost

Special Message Code
Comments

Interchange Override
Segment Override

Status : Original

No Special Message

2016 SAP 032-030-020 SEALCOAT
CO WIDE

2014 SP 032-629-042 RC&OL

2013 SAP 032-629-044 SLOPE
CORRECTIONS, SM CULVERT

Information
- |
Computation Factor Computation Formula Values Used For Computation Result
Calculation
Signal Leg TrafficSignalLegs * 0*56250/40* 25 $0
UnitCost / SignalLifeCycle
* StatutoryNeedsYear
Construction Length * UnitCost / 0.6 * 803530.54 /60 * 25 * 1$220,971
ConstrLifeCycle * 1.1
StatutoryNeedsYear *
DevelopmentCost
Preservation Length * Quantity * 0.6 * 2112 *53.83/20 * 25 |$85,267
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear
ROW Length * UnitCost / 0.6 *92415.52 /60 * 25 $23,104
ROWLifeCycle *
StatutoryNeedsYear
Total Segment Cost Signal Leg + Construction |$0 + $220,971 + $85,267 + |$329,342
+ Preservation + ROW $23,104




SANEEDS - CSAH - Segment Report

Roadway Segment
Information

County Name :

Original

Unassigned/Unknown
3

MIXED BITUMINOUS
2

NOT DIVIDED

CSAH 34 TO CSAH 16
720

2012

1.2

864

RURAL

2 - RURAL : 150 - 1499
2002

0

No Special Message

Culvert Information

JACKSON

Municipality

Segment Length
Existing Surface Type
Existing Surface Lanes

Existing Lane Description

Termini

Present AADT

Year of Count
Projection Factor
Projected Traffic
Design Type

Design Group

Latest Year SA funds
Number of Signal Legs
Special Message Code
Comments
Interchange Override
Segment Override

Status : Original

Segment Nbr : 032-629-080

Current

Unassigned/Unknown
3

MIXED BITUMINOUS
2

NOT DIVIDED

CSAH 34 TO CSAH 16
720

2012

1.2

864

RURAL

2 (RURAL : 150 - 1499)
2002

0

No Special Message

Status: Original

Original Current

32J16 Structure Number 32J16
Milepoint

2000 Year Built 2000

JUD DITCH # 32
STREAM CROSSING
2

10

4

80

80.00053397

100%

1

Culvert Information

Feature Crossed
Type of Service
Number of Barrels
Culvert Width
Culvert Height
Culvert Length

Area of Waterway Opening

Shared Structure
Comments
Culvert Group Code

JUD DITCH # 32
STREAM CROSSING
2

10

4

80

80.00053397

100%

1

Status: Original

Original Current
91794 Structure Number 91794
13.3 Milepoint 13.3
1978 Year Built 1978

E FK DES MOINES RIVER

9.583

6

60
89.00023076
100%

Segment Cost
Information

Feature Crossed
Type of Service
Number of Barrels
Culvert Width
Culvert Height
Culvert Length

Area of Waterway Opening

Shared Structure
Comments
Culvert Group Code

E FK DES MOINES RIVER

9.583

6

60
89.00023076
100%

Computation Factor Computation Formula Values Used For

Calculation

Computation Result




Signal Leg

TrafficSignalLegs *
UnitCost / SignalLifeCycle
* StatutoryNeedsYear

0*56250/40*25

$0

Construction

Length * UnitCost /
ConstrLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

3*803530.54/60*25*1.1

$1,104,854

Preservation

Length * Quantity *
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

3*2112*53.83/20*25

$426,334

ROW

Length * UnitCost /
ROWLifeCycle *
StatutoryNeedsYear

3*92415.52 /60 * 25

$115,519

Culvert

CulvertLength * Area *
UnitCost /
CulvertLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

80 * 80.00053397 * 16.61 /
100*25*1.15

$30,563

Culvert

CulvertLength * Area *
UnitCost /
CulvertLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

60 * 89.00023076 * 16.61 /
100*25*1.15

$25,501

Total Segment Cost

Signal Leg + Construction
+ Preservation + ROW +
Culvert + Culvert

$0 + $1,104,854 + $426,334
+ $115,519 + $30,563 +
$25,501

$1,702,771




SANEEDS - CSAH - Segment Report

Roadway Segment

Information

Countz Name : JACKSON Segment Nbr : 032-629-090
Original Current
Unassigned/Unknown Municipality Unassigned/Unknown
2 Segment Length 2

MIXED BITUMINOUS Existing Surface Type MIXED BITUMINOUS

2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

CSAH 16 TO CSAH 22 Termini CSAH 16 TO CSAH 22
335 Present AADT 335

2012 Year of Count 2012

1.2 Projection Factor 1.2

402 Projected Traffic 402

RURAL Design Type RURAL

2 - RURAL : 150 - 1499 Design Group 2 (RURAL : 150 - 1499)
2002 Latest Year SA funds 2002

0 Number of Signal Legs 0

No Special Message

Segment Cost
Information

Computation Factor

Special Message Code
Comments
Interchange Override
Segment Override

Status : Original

No Special Message

Computation Formula

Values Used For
Calculation

Computation Result

Signal Leg

TrafficSignalLegs *
UnitCost / SignalLifeCycle
* StatutoryNeedsYear

0*56250/40*25

$0

Construction

Length * UnitCost /
ConstrLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

2*803530.54/60*25*1.1

$736,570

Preservation

Length * Quantity *
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

2*2112*53.83/20*25

$284,222

ROW

Length * UnitCost /
ROWLifeCycle *
StatutoryNeedsYear

2*92415.52 /60 * 25

$77,013

Total Segment Cost

Signal Leg + Construction
+ Preservation + ROW

$0 + $736,570 + $284,222
+ $77,013

$1,097,805




SANEEDS - CSAH - Segment Report

Roadway Segment

Status : Original

Information

Countz Name : JACKSON Segment Nbr : 032-629-100
Original Current

Unassigned/Unknown Municipality Unassigned/Unknown

3 Segment Length 3

MIXED BITUMINOUS Existing Surface Type MIXED BITUMINOUS

2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

CSAH 22 TO 1.0 MI S OF CSAH 28  Termini CSAH 22 TO 1.0 MI S OF CSAH 28
335 Present AADT 335

2012 Year of Count 2012

1.2 Projection Factor 1.2

402 Projected Traffic 402

RURAL Design Type RURAL

2 - RURAL : 150 - 1499 Design Group 2 (RURAL : 150 - 1499)

2002 Latest Year SA funds 2002

0 Number of Signal Legs 0

No Special Message

2004 - BR 1144 PROPOSED
REPLACEMENT BASED UPON
COMPLETED BRIDGE PLAN (NEW
BR 32563)

Segment Cost
Information

Special Message Code
Comments

Interchange Override
Segment Override

No Special Message

2004 - BR 1144 PROPOSED
REPLACEMENT BASED UPON
COMPLETED BRIDGE PLAN (NEW
BR 32563)

Computation Factor

Computation Formula

Values Used For
Calculation

Computation Result

Signal Leg

TrafficSignalLegs *
UnitCost / SignalLifeCycle
* StatutoryNeedsYear

0*56250/40*25

$0

Construction

Length * UnitCost /
ConstrLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

3*803530.54/60*25*1.1

$1,104,854

Preservation

Length * Quantity *
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

3*2112*53.83/20*25

$426,334

ROW

Length * UnitCost /
ROWLifeCycle *
StatutoryNeedsYear

3*92415.52 /60 * 25

$115,519

Total Segment Cost

Signal Leg + Construction
+ Preservation + ROW

$0 + $1,104,854 + $426,334
+ $115,519

$1,646,707




SANEEDS - CSAH - Segment Report

Roadway Segment Status : Original
Information
Countz Name : JACKSON Segment Nbr : 032-629-110
Original Current
Unassigned/Unknown Municipality Unassigned/Unknown
0.9 Segment Length 0.9
MIXED BITUMINOUS Existing Surface Type MIXED BITUMINOUS
2 Existing Surface Lanes 2
NOT DIVIDED Existing Lane Description NOT DIVIDED
1.0MISTO 0.1 MISOF CSAH28  Termini 1.0MISTO 0.1 MI S OF CSAH 28
335 Present AADT 335
2012 Year of Count 2012
1.2 Projection Factor 1.2
402 Projected Traffic 402
RURAL Design Type RURAL
2 - RURAL : 150 - 1499 Design Group 2 (RURAL : 150 - 1499)
2002 Latest Year SA funds 2002
0 Number of Signal Legs 0
No Special Message Special Message Code No Special Message
Comments

Interchange Override
Segment Override

Segment Cost

Information

- |

Computation Factor Computation Formula Values Used For Computation Result
Calculation

Signal Leg TrafficSignalLegs * 0*56250/40* 25 $0

UnitCost / SignalLifeCycle
* StatutoryNeedsYear

Construction Length * UnitCost / 0.9 * 803530.54 /60 * 25 * |$331,456
ConstrLifeCycle * 1.1

StatutoryNeedsYear *
DevelopmentCost

Preservation Length * Quantity * 0.9*2112 *53.83/20* 25 |$127,900
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

ROW Length * UnitCost / 0.9*92415.52 /60 * 25 $34,656
ROWLifeCycle *
StatutoryNeedsYear

Total Segment Cost Signal Leg + Construction |$0 + $331,456 + $127,900 |$494,012
+ Preservation + ROW + $34,656




SANEEDS - CSAH - Segment Report

Roadway Segment Status : Original

Information

Countz Name : JACKSON Segment Nbr : 032-629-113

Original Current

Unassigned/Unknown Municipality Unassigned/Unknown

0.1 Segment Length 0.1

MIXED BITUMINOUS Existing Surface Type MIXED BITUMINOUS

2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

0.10 MI SO TO CSAH 28 Termini 0.10 MI SO TO CSAH 28

335 Present AADT 335

2012 Year of Count 2012

1.2 Projection Factor 1.2

402 Projected Traffic 402

RURAL Design Type RURAL

2 - RURAL : 150 - 1499 Design Group 2 (RURAL : 150 - 1499)

2002 Latest Year SA funds 2002

0 Number of Signal Legs 0

No Special Message Special Message Code No Special Message
Comments

Interchange Override
Segment Override

Bridge Information Status: Original

Original Current

32553 Structure Number 32553

19.74 Milepoint 19.74

1998 Year Built 1998

ELM CREEK Feature Crossed ELM CREEK
Type of Service

3 Number of Spans 3

80 Bridge Length 80

40 Bridge Width 40

100% Shared Structure 100%
Comments

1(0-149) Bridge Group Code 1(0-149)

Segment Cost

Information

e ____________________________________________|

Computation Factor Computation Formula Values Used For Computation Result
Calculation

Signal Leg TrafficSignalLegs * 0*56250/40* 25 $0

UnitCost / SignalLifeCycle
* StatutoryNeedsYear

Construction Length * UnitCost / 0.
ConstrLifeCycle * 1.

StatutoryNeedsYear *

DevelopmentCost

Preservation Length * Quantity * 0.1*2112*53.83/20*25 |$14,211
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

ROW Length * UnitCost / 0.1*92415.52 /60 * 25 $3,851
ROWLifeCycle *
StatutoryNeedsYear

Bridge BridgeLength * 80*40*163/80*25* $187,450
BridgeWidth * UnitCost / |1.15
BridgeLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

Total Segment Cost Signal Leg + Construction |$0 + $36,828 + $14,211 + |$242,340
+ Preservation + ROW + |$3,851 + $187,450
Bridge

1*803530.54/60*25* |$36,828
1




SANEEDS - CSAH - Segment Report

Roadway Segment
Information

Countz Name : JACKSON Segment Nbr : 032-629-117
Original Current

Unassigned/Unknown
1

MIXED BITUMINOUS
2

NOT DIVIDED

CSAH 28 TO CR 85
335

2012

1.2

402

RURAL

2 - RURAL : 150 - 1499
2002

0

No Special Message

Segment Cost
Information

Computation Factor

Municipality

Segment Length
Existing Surface Type
Existing Surface Lanes
Existing Lane Description
Termini

Present AADT

Year of Count
Projection Factor
Projected Traffic
Design Type

Design Group

Latest Year SA funds
Number of Signal Legs
Special Message Code
Comments
Interchange Override
Segment Override

Status : Original

Unassigned/Unknown
1

MIXED BITUMINOUS
2

NOT DIVIDED

CSAH 28 TO CR 85
335

2012

1.2

402

RURAL

2 (RURAL : 150 - 1499)
2002

0

No Special Message

Computation Formula

Values Used For
Calculation

Computation Result

Signal Leg

TrafficSignalLegs *
UnitCost / SignalLifeCycle
* StatutoryNeedsYear

0*56250/40*25

$0

Construction

Length * UnitCost /
ConstrLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

1*803530.54/60*25* 1.1

$368,285

Preservation

Length * Quantity *
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

1*2112*53.83/20*25

$142,111

ROW

Length * UnitCost /
ROWLifeCycle *
StatutoryNeedsYear

1*92415.52/60 * 25

$38,506

Total Segment Cost

Signal Leg + Construction
+ Preservation + ROW

$0 + $368,285 + $142,111
+ $38,506

$548,902




SANEEDS - CSAH - Segment Report

Roadway Segment Status : Original
Information
Countz Name : JACKSON Segment Nbr : 032-629-120
Original Current
Unassigned/Unknown Municipality Unassigned/Unknown
2 Segment Length 2
MIXED BITUMINOUS Existing Surface Type MIXED BITUMINOUS
2 Existing Surface Lanes 2
NOT DIVIDED Existing Lane Description NOT DIVIDED
CO RD 85 (E JCT) TO CSAH 30 Termini CO RD 85 (E JCT) TO CSAH 30
335 Present AADT 335
2012 Year of Count 2012
1.2 Projection Factor 1.2
402 Projected Traffic 402
RURAL Design Type RURAL
2 - RURAL : 150 - 1499 Design Group 2 (RURAL : 150 - 1499)

Latest Year SA funds
0 Number of Signal Legs 0
No Special Message Special Message Code No Special Message
BRIDGE 89252 LENGTH Comments BRIDGE 89252 LENGTH
CHANGED TO RELECT FIELD CHANGED TO RELECT FIELD
MEASUREMENTS (X & Y) TAKEN MEASUREMENTS (X & Y) TAKEN
SUMMER 2004. SUMMER 2004.

Interchange Override
Segment Override

Bridge Information Status: Original

Original Current

89252 Structure Number 89252

21.64 Milepoint 21.64

1962 Year Built 1962

N FK ELM CREEK Feature Crossed N FK ELM CREEK
Type of Service

1 Number of Spans 1

24 Bridge Length 24

27.3 Bridge Width 27.3

100% Shared Structure 100%
Comments

1(0-149) Bridge Group Code 1(0-149)

Segment Cost

Information

|

Computation Factor Computation Formula Values Used For Computation Result
Calculation

Signal Leg TrafficSignalLegs * 0* 56250/ 40 * 25 $0

UnitCost / SignalLifeCycle
* StatutoryNeedsYear

Construction Length * UnitCost / 2 *803530.54/60*25*1.1|$736,570
ConstrLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

Preservation Length * Quantity * 2*2112*53.83/20*25 $284,222
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

ROW Length * UnitCost / 2*92415.52 /60 * 25 $77,013
ROWLifeCycle *
StatutoryNeedsYear

Bridge BridgeLength * 24+*27.3*163/80*25* |$38,380
BridgeWidth * UnitCost/ |1.15
BridgeLifeCycle *
StatutoryNeedsYear *
DevelopmentCost




Total Segment Cost

Signal Leg + Construction
+ Preservation + ROW +
Bridge

$0 + $736,570 + $284,222
+ $77,013 + $38,380

$1,136,185




SANEEDS - CSAH - Segment Report

Roadway Segment Status : Original

Information

Countz Name : JACKSON Segment Nbr : 032-629-130

Original Current

Unassigned/Unknown Municipality Unassigned/Unknown

3.9 Segment Length 3.9

MIXED BITUMINOUS Existing Surface Type MIXED BITUMINOUS

2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

CSAH 30 TO 645' SOUTH OF N CO Termini CSAH 30 TO 645' SOUTH OF N CO

LINE LINE

335 Present AADT 335

2012 Year of Count 2012

1.2 Projection Factor 1.2

402 Projected Traffic 402

RURAL Design Type RURAL

2 - RURAL : 150 - 1499 Design Group 2 (RURAL : 150 -1499)

1985 Latest Year SA funds 1985

0 Number of Signal Legs 0

No Special Message Special Message Code No Special Message
Comments

Interchange Override
Segment Override

Culvert Information Status: Original

Original Current

95740 Structure Number 95740

23.93 Milepoint 23.93

1983 Year Built 1983

N FK ELM CREEK Feature Crossed N FK ELM CREEK
Type of Service

2 Number of Barrels 2

8.5 Culvert Width 8.5

5.167 Culvert Height 5.167

71 Culvert Length 71

68.99982817 Area of Waterway Opening 68.99982817

100% Shared Structure 100%
Comments

1 Culvert Group Code 1

Segment Cost

Information

|

Computation Factor Computation Formula Values Used For Computation Result
Calculation

Signal Leg TrafficSignalLegs * 0* 56250/ 40 * 25 $0

UnitCost / SignalLifeCycle
* StatutoryNeedsYear

Construction Length * UnitCost / 3.9*803530.54/60*25* |$1,436,311
ConstrLifeCycle * 1.1

StatutoryNeedsYear *
DevelopmentCost

Preservation Length * Quantity * 3.9%*2112*53.83/20*25 |$554,234
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

ROW Length * UnitCost / 3.9%92415.52 /60 * 25 $150,175
ROWLifeCycle *
StatutoryNeedsYear

Culvert CulvertLength * Area * 71 *68.99982817 * 16.61 / |$23,395
UnitCost / 100*25*1.15
CulvertLifeCycle *
StatutoryNeedsYear *
DevelopmentCost




Total Segment Cost

Signal Leg + Construction
+ Preservation + ROW +
Culvert

$0 + $1,436,311 + $554,234
+ $150,175 + $23,395

$2,164,115




SANEEDS - CSAH - Segment Report

Roadway Segment
Information

Status : Original

Countz Name : JACKSON Segment Nbr : 032-629-140
Original Current

Unassigned/Unknown Municipality Unassigned/Unknown

0.1 Segment Length 0.1

MIXED BITUMINOUS Existing Surface Type MIXED BITUMINOUS

2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

645 FT SOUTH OF NCO LINETO N
CO LINE

335

2012

1.2

402

RURAL

2 - RURAL : 150 - 1499
2000

0

No Special Message

GRADED & SURFACED IN 2000
(SAP 32-629-33)

Segment Cost
Information

Termini

Present AADT

Year of Count
Projection Factor
Projected Traffic
Design Type

Design Group

Latest Year SA funds
Number of Signal Legs
Special Message Code
Comments

Interchange Override
Segment Override

645 FT SOUTH OF N CO LINETO N
CO LINE

335

2012

1.2

402

RURAL

2 (RURAL : 150 -1499)
2000

0

No Special Message

GRADED & SURFACED IN 2000
(SAP 32-629-33)

Computation Factor

Computation Formula

Values Used For
Calculation

Computation Result

Signal Leg

TrafficSignalLegs *
UnitCost / SignalLifeCycle
* StatutoryNeedsYear

0* 56250 /40 * 25

$0

Construction

Length * UnitCost /
ConstrLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

0.1 * 803530.54 /60 * 25 *
1.1

$36,828

Preservation

Length * Quantity *
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

0.1*2112*53.83/20*25

$14,211

ROW

Length * UnitCost /
ROWLifeCycle *
StatutoryNeedsYear

0.1*92415.52 /60 * 25

$3,851

Total Segment Cost

Signal Leg + Construction
+ Preservation + ROW

$0 + $36,828 + $14,211 +
$3,851

$54,890




SANEEDS - CSAH - Segment Report

Roadway Segment
Information

County Name :

JACKSON

Status : Original

Segment Nbr : 032-630-010

Original

Current

Unassigned/Unknown
0.7

MIXED BITUMINOUS
2

NOT DIVIDED

CSAH 17 TO 0.7 MILE EAST
105

2012

15

158

RURAL

2 - RURAL : 150 - 1499
1998

0

No Special Message

EXISTING BITUMINOUS ROADWAY
SURFACE. DSAE APPROVED
CHANGE OF TRAFFIC
PROJECTION FACTOR TO RETAIN
SYSTEM CONTINUITY AND
MANINTAIN PRESENT LEVEL OF

Municipality

Segment Length
Existing Surface Type
Existing Surface Lanes
Existing Lane Description
Termini

Present AADT

Year of Count
Projection Factor
Projected Traffic
Design Type

Design Group

Latest Year SA funds
Number of Signal Legs
Special Message Code
Comments

Unassigned/Unknown
0.7

MIXED BITUMINOUS

2

NOT DIVIDED

CSAH 17 TO 0.7 MILE EAST
105

2012

15

158

RURAL

2 (RURAL : 150 - 1499)
1998

0

No Special Message

EXISTING BITUMINOUS ROADWAY
SURFACE. DSAE APPROVED
CHANGE OF TRAFFIC
PROJECTION FACTOR TO RETAIN
SYSTEM CONTINUITY AND
MANINTAIN PRESENT LEVEL OF

SERVICE. SERVICE.
Interchange Override
Segment Override

Bridge Information Status: Original

Original Current

32551 Structure Number 32551
0.17 Milepoint 0.17
1996 Year Built 1996

DES MOINES RIVER Feature Crossed DES MOINES RIVER

Type of Service

3 Number of Spans 3

156.6 Bridge Length 156.6

39.3 Bridge Width 39.3

100% Shared Structure 100%
Comments

2 (150-999,999 ) Bridge Group Code 2 (150-999,999 )

Segment Cost
Information

Values Used For
Calculation

0* 56250 /40 * 25

Computation Factor Computation Formula Computation Result

Signal Leg TrafficSignallLegs *
UnitCost / SignalLifeCycle

* StatutoryNeedsYear

Length * UnitCost /
ConstrLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

Length * Quantity *
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

Length * UnitCost /
ROWLifeCycle *
StatutoryNeedsYear

BridgeLength *
BridgeWidth * UnitCost /
BridgeLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

$0

Construction 0.7 * 803530.54 /60 * 25 * |$257,799
1.1

Preservation 0.7*2112*53.83/20*25 |$99,478

0.7 *92415.52 /60 * 25 $26,955

Bridge 156.6 * 39.3 * 147 /80 * 25

*1.15

$325,124




Total Segment Cost

Signal Leg + Construction
+ Preservation + ROW +
Bridge

$0 + $257,799 + $99,478 +
$26,955 + $325,124

$709,356




SANEEDS - CSAH - Segment Report

Roadway Segment

Status : Original

Information

Countz Name : JACKSON Segment Nbr : 032-630-020
Original Current
Unassigned/Unknown Municipality Unassigned/Unknown

3.6 Segment Length 3.6

MIXED BITUMINOUS Existing Surface Type MIXED BITUMINOUS

2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED
0.7MIECSAH17TOTH 71 Termini 0.7MIECSAH 17 TOTH 71
105 Present AADT 105

2012 Year of Count 2012

15 Projection Factor 15

158 Projected Traffic 158

RURAL Design Type RURAL

2 - RURAL : 150 - 1499 Design Group 2 (RURAL : 150 - 1499)
1978 Latest Year SA funds 1978

0 Number of Signal Legs 0

No Special Message

EXISTING BITUMINOUS ROADWAY
SURFACE. DSAE APPROVED
CHANGE OF TRAFFIC
PROJECTION FACTOR TO RETAIN
SYSTEM CONTINUITY AND
MANINTAIN PRESENT LEVEL OF
SERVICE.

Segment Cost

Special Message Code
Comments

Interchange Override
Segment Override

No Special Message

EXISTING BITUMINOUS ROADWAY
SURFACE. DSAE APPROVED
CHANGE OF TRAFFIC
PROJECTION FACTOR TO RETAIN
SYSTEM CONTINUITY AND
MANINTAIN PRESENT LEVEL OF
SERVICE.

Information
- |
Computation Factor Computation Formula Values Used For Computation Result
Calculation
Signal Leg TrafficSignalLegs * 0*56250/40* 25 $0
UnitCost / SignalLifeCycle
* StatutoryNeedsYear
Construction Length * UnitCost / 3.6 *803530.54 /60 * 25 * [$1,325,825
ConstrLifeCycle * 1.1
StatutoryNeedsYear *
DevelopmentCost
Preservation Length * Quantity * 3.6*2112 *53.83/20*25 |$511,600
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear
ROW Length * UnitCost / 3.6*92415.52 /60 * 25 $138,623
ROWLifeCycle *
StatutoryNeedsYear
Total Segment Cost Signal Leg + Construction |$0 + $1,325,825 + $511,600|$1,976,048
+ Preservation + ROW + $138,623




SANEEDS - CSAH - Segment Report

Roadway Segment Status : Original
Information

Countz Name : JACKSON Segment Nbr : 032-630-030
Original Current
Unassigned/Unknown Municipality Unassigned/Unknown

0.9 Segment Length 0.9

MIXED BITUMINOUS Existing Surface Type MIXED BITUMINOUS

2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

TH 71 TO CSAH 21 AT BERGEN Termini TH 71 TO CSAH 21 AT BERGEN
190 Present AADT 190

2012 Year of Count 2012

1.2 Projection Factor 1.2

228 Projected Traffic 228

RURAL Design Type RURAL

2 - RURAL : 150 - 1499 Design Group 2 (RURAL : 150 - 1499)
2017 Latest Year SA funds 2017

0 Number of Signal Legs 0

No Special Message Special Message Code No Special Message

2017 SAP 032-030-021 Comments 2017 SAP 032-030-021
Mircosurfacing Mircosurfacing

2012 SAP 032-630-014 M&OL 2012 SAP 032-630-014 M&OL

Interchange Override
Segment Override

Segment Cost

Information

e ___________________________________________|

Computation Factor Computation Formula Values Used For Computation Result
Calculation

Signal Leg TrafficSignalLegs * 0*56250/40*25 $0

UnitCost / SignalLifeCycle
* StatutoryNeedsYear

Construction Length * UnitCost / 0.9 * 803530.54 /60 * 25 * 1$331,456
ConstrLifeCycle * 1.1

StatutoryNeedsYear *
DevelopmentCost

Preservation Length * Quantity * 0.9*2112 *53.83/20*25 |$127,900
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

ROW Length * UnitCost / 0.9*92415.52 /60 * 25 $34,656
ROWLifeCycle *
StatutoryNeedsYear

Total Segment Cost Signal Leg + Construction |$0 + $331,456 + $127,900 |$494,012
+ Preservation + ROW + $34,656




SANEEDS - CSAH - Segment Report

Roadway Segment Status : Original
Information

Countz Name : JACKSON Segment Nbr : 032-630-040
Original Current
Unassigned/Unknown Municipality Unassigned/Unknown

4 Segment Length 4

MIXED BITUMINOUS Existing Surface Type MIXED BITUMINOUS

2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

CSAH 21 TO CSAH 29 Termini CSAH 21 TO CSAH 29

190 Present AADT 190

2012 Year of Count 2012

1.2 Projection Factor 1.2

228 Projected Traffic 228

RURAL Design Type RURAL

2 - RURAL : 150 - 1499 Design Group 2 (RURAL : 150 - 1499)
2012 Latest Year SA funds 2012

0 Number of Signal Legs 0

No Special Message Special Message Code No Special Message

2012 SAP 032-630-014 M&OL Comments 2012 SAP 032-630-014 M&OL

Interchange Override
Segment Override

Segment Cost

Information

- |

Computation Factor Computation Formula Values Used For Computation Result
Calculation

Signal Leg TrafficSignalLegs * 0*56250/40* 25 $0

UnitCost / SignalLifeCycle
* StatutoryNeedsYear

Construction Length * UnitCost / 4 *803530.54 /60 *25*1.11$1,473,139
ConstrLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

Preservation Length * Quantity * 4*2112*53.83/20*25 $568,445
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

ROW Length * UnitCost / 4*92415.52 /60 * 25 $154,026
ROWLifeCycle *
StatutoryNeedsYear

Total Segment Cost Signal Leg + Construction |$0 + $1,473,139 + $568,445|$2,195,610
+ Preservation + ROW + $154,026




SANEEDS - CSAH - Segment Report

Roadway Segment
Information

Status : Original

Countz Name : JACKSON Segment Nbr : 032-632-010
Original Current

Unassigned/Unknown
6.3

MIXED BITUMINOUS
2

NOT DIVIDED

W CO LINE TO CSAH 9
130

2012

1.2

156

RURAL

2 - RURAL : 150 - 1499
2010

0

No Special Message

EXISTING BITUMINOUS ROADWAY
SURFACE. DSAE APPROVED
CHANGE OF TRAFFIC
PROJECTION FACTOR TO RETAIN
SYSTEM CONTINUITY AND
MANINTAIN PRESENT LEVEL OF
SERVICE.

2010 OVERLAY, SAP 32-632-006

Segment Cost
Information

Municipality

Segment Length
Existing Surface Type
Existing Surface Lanes
Existing Lane Description
Termini

Present AADT

Year of Count
Projection Factor
Projected Traffic
Design Type

Design Group

Latest Year SA funds
Number of Signal Legs
Special Message Code
Comments

Interchange Override
Segment Override

Unassigned/Unknown
6.3

MIXED BITUMINOUS

2

NOT DIVIDED

W CO LINE TO CSAH 9
130

2012

1.2

156

RURAL

2 (RURAL : 150 - 1499)
2010

0

No Special Message

EXISTING BITUMINOUS ROADWAY
SURFACE. DSAE APPROVED
CHANGE OF TRAFFIC
PROJECTION FACTOR TO RETAIN
SYSTEM CONTINUITY AND
MANINTAIN PRESENT LEVEL OF
SERVICE.

2010 OVERLAY, SAP 32-632-006

Computation Factor

Computation Formula

Values Used For
Calculation

Computation Result

Signal Leg

TrafficSignalLegs *
UnitCost / SignalLifeCycle
* StatutoryNeedsYear

0*56250/40*25

$0

Construction

Length * UnitCost /
ConstrLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

6.3 * 803530.54 /60 * 25 *
11

$2,320,194

Preservation

Length * Quantity *
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

6.3*2112*53.83/20*25

$895,301

ROW

Length * UnitCost /
ROWLifeCycle *
StatutoryNeedsYear

6.3 *92415.52 /60 * 25

$242,591

Total Segment Cost

Signal Leg + Construction
+ Preservation + ROW

$0 + $2,320,194 + $895,301
+ $242,591

$3,458,086




SANEEDS - CSAH - Segment Report

Roadway Segment

Status : Original

Information
Countz Name : JACKSON Segment Nbr : 032-634-010

Original

Current

Unassigned/Unknown

7

BIT CONC OR ASPH

2

NOT DIVIDED

W CO LINE TO CSAH 9
675

2012

1.2

810

RURAL

2 - RURAL : 150 - 1499
2003

0

THTB-NOT ELIGIBLE FOR TB
FUNDS

2004 - BR 88983 DELETED FROM
THIS SEGMENT. BRIDGE
ACTUALLY EXISTED IN SEGMENT
634-52.

Culvert Information

Municipality

Segment Length
Existing Surface Type
Existing Surface Lanes
Existing Lane Description
Termini

Present AADT

Year of Count
Projection Factor
Projected Traffic
Design Type

Design Group

Latest Year SA funds
Number of Signal Legs
Special Message Code

Comments

Interchange Override
Segment Override

Unassigned/Unknown
7

BIT CONC OR ASPH

2

NOT DIVIDED

W CO LINE TO CSAH 9
675

2012

1.2

810

RURAL

2 (RURAL : 150 - 1499)
2003

0

THTB-NOT ELIGIBLE FOR TB
FUNDS

2004 - BR 88983 DELETED FROM
THIS SEGMENT. BRIDGE
ACTUALLY EXISTED IN SEGMENT
634-52.

Status: Original

. ____________________________________________________________________________________________________________________________________________|
Original Current

32324 Structure Number 32324

3.567 Milepoint 3.567

2003 Year Built 2003

JUD DITCH # 28
STREAM CROSSING
1

14

4

54

56.00026614

100%

1

Culvert Information

Feature Crossed

Type of Service

Number of Barrels

Culvert Width

Culvert Height

Culvert Length

Area of Waterway Opening
Shared Structure
Comments

Culvert Group Code

JUD DITCH # 28
STREAM CROSSING
1

14

4

54

56.00026614

100%

1

Status: Original

Original Current
32325 Structure Number 32J25
6.208 Milepoint 6.208
2003 Year Built 2003

JUD DITCH # 28
STREAM CROSSING
2

11.5

7.25

88

131.99985848

100%

Segment Cost

Feature Crossed

Type of Service

Number of Barrels

Culvert Width

Culvert Height

Culvert Length

Area of Waterway Opening
Shared Structure
Comments

Culvert Group Code

JUD DITCH # 28
STREAM CROSSING
2

115

7.25

88

131.99985848

100%



Information

Computation Factor

Computation Formula

Values Used For
Calculation

Computation Result

Signal Leg

TrafficSignalLegs *
UnitCost / SignalLifeCycle
* StatutoryNeedsYear

0*56250/40 * 25

$0

Construction

Length * UnitCost /
ConstrLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

7*803530.54/60*25*1.1

$2,577,994

Preservation

Length * Quantity *
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

7*2112*53.83/20*25

$994,778

ROW

Length * UnitCost /
ROWLifeCycle *
StatutoryNeedsYear

7*92415.52 /60 * 25

$269,545

Culvert

CulvertLength * Area *
UnitCost /
CulvertLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

54 * 56.00026614 * 16.61 /
100*25*1.15

$14,441

Culvert

CulvertLength * Area *
UnitCost /
CulvertLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

88 * 131.99985848 * 16.61 /
100 *25*1.15

$55,471

Total Segment Cost

Signal Leg + Construction
+ Preservation + ROW +
Culvert + Culvert

$0 + $2,577,994 + $994,778
+ $269,545 + $14,441 +
$55,471

$3,912,229




SANEEDS - CSAH - Segment Report

Roadway Segment
Information

County Name :

JACKSON

Status : Original

Segment Nbr : 032-634-020

Original

Current

Unassigned/Unknown
7

MIXED BITUMINOUS
2

NOT DIVIDED
CSAH9 TO TH 86

430

2012

1.2

516

RURAL

2 - RURAL : 150 - 1499
2005

0

THTB-NOT ELIGIBLE FOR TB
FUNDS

2004 - GRADING

-BR 32330 - LENGTH OF
BRIDGE IS 4 FEET LONGER THAN
SHOWN IN THE PLAN DUE TO
FIELD CORRECTION.
2005 - BASE, WEAR, AGG.
SHOULDERING
SURFACED UNDER SAP 32-634-
022

Culvert Information

Municipality

Segment Length
Existing Surface Type
Existing Surface Lanes
Existing Lane Description
Termini

Present AADT

Year of Count
Projection Factor
Projected Traffic
Design Type

Design Group

Latest Year SA funds
Number of Signal Legs
Special Message Code

Comments

Interchange Override
Segment Override

Unassigned/Unknown
7

MIXED BITUMINOUS
2

NOT DIVIDED
CSAH9TO TH 86

430

2012

1.2

516

RURAL

2 (RURAL : 150 - 1499)
2005

0

THTB-NOT ELIGIBLE FOR TB
FUNDS

2004 - GRADING

-BR 32330 - LENGTH OF
BRIDGE IS 4 FEET LONGER THAN
SHOWN IN THE PLAN DUE TO
FIELD CORRECTION.
2005 - BASE, WEAR, AGG.
SHOULDERING
SURFACED UNDER SAP 32-634-
022

Status: Original

Original Current
32330 Structure Number 32J30
9.267 Milepoint 9.267
2004 Year Built 2004

LITTLE SIOUX RIVER
STREAM CROSSING
3

14

9

60

318.00005048

100%

1
Culvert Information

Original

Feature Crossed

Type of Service

Number of Barrels

Culvert Width

Culvert Height

Culvert Length

Area of Waterway Opening
Shared Structure
Comments

Culvert Group Code

LITTLE SIOUX RIVER
STREAM CROSSING
3

14

9

60

318.00005048

100%

1

Status: Original

Current

32331

135

2004

N FK LITTLE SIOUX RIVER
STREAM CROSSING
1

12

5

52

60.00013138

100%

Structure Number
Milepoint

Year Built

Feature Crossed
Type of Service
Number of Barrels
Culvert Width
Culvert Height
Culvert Length
Area of Waterway Opening
Shared Structure
Comments

32J31

13.5

2004

N FK LITTLE SIOUX RIVER
STREAM CROSSING
1

12

5

52

60.00013138

100%



Segment Cost
Information

Computation Factor

Culvert Group Code 1

Computation Formula

Values Used For
Calculation

Computation Result

Signal Leg

TrafficSignalLegs *
UnitCost / SignalLifeCycle
* StatutoryNeedsYear

0* 56250/ 40 * 25

$0

Construction

Length * UnitCost /
ConstrLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

7 *803530.54/60*25*1.1

$2,577,994

Preservation

Length * Quantity *
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

7*2112*53.83/20 * 25

$994,778

ROW

Length * UnitCost /
ROWLifeCycle *
StatutoryNeedsYear

7*92415.52 /60 * 25

$269,545

Culvert

CulvertLength * Area *
UnitCost /
CulvertLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

60 * 318.00005048 * 16.61 /
100*25*1.15

$91,114

Culvert

CulvertLength * Area *
UnitCost /
CulvertLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

52 *60.00013138 * 16.61 /
100*25*1.15

$14,899

Total Segment Cost

Signal Leg + Construction
+ Preservation + ROW +
Culvert + Culvert

$0 + $2,577,994 + $994,778
+ $269,545 + $91,114 +
$14,899

$3,948,330




SANEEDS - CSAH - Segment Report

Roadway Segment

Status : Original

Information

Countz Name : JACKSON Segment Nbr : 032-634-030
Original Current
Unassigned/Unknown Municipality Unassigned/Unknown

8.5 Segment Length 8.5

BIT CONC OR ASPH Existing Surface Type BIT CONC OR ASPH

2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

TH 86 TO W LIM JACKSON Termini TH 86 TO W LIM JACKSON
720 Present AADT 720

2012 Year of Count 2012

1.2 Projection Factor 1.2

864 Projected Traffic 864

RURAL Design Type RURAL

2 - RURAL : 150 - 1499 Design Group 2 (RURAL : 150 - 1499)
2007 Latest Year SA funds 2007

0 Number of Signal Legs 0

THTB-NOT ELIGIBLE FOR TB
FUNDS

2005 - SA CULVERT REVISION
2006 - GRADED (SAP 32-634-15)

2007 - BASE, SURFACE AND
SHOULDER (SAP 32-634-14)

Culvert Information

Special Message Code

Comments

Interchange Override
Segment Override

THTB-NOT ELIGIBLE FOR TB
FUNDS

2005 - SA CULVERT REVISION
2006 - GRADED (SAP 32-634-15)

2007 - BASE, SURFACE AND
SHOULDER (SAP 32-634-14)

Status: Original

Original Current
32J38 Structure Number 32338
14.292 Milepoint 14.292
2006 Year Built 2006

N FK LITTLE SIOUX RIVER
STREAM CROSSING

1

14

4

54

56.00026614

100%

Segment Cost
Information

Feature Crossed

Type of Service

Number of Barrels

Culvert Width

Culvert Height

Culvert Length

Area of Waterway Opening
Shared Structure
Comments

Culvert Group Code

N FK LITTLE SIOUX RIVER
STREAM CROSSING

1

14

4

54

56.00026614

100%

Computation Factor

Computation Formula

Values Used For
Calculation

Computation Result

Signal Leg

TrafficSignalLegs *
UnitCost / SignalLifeCycle
* StatutoryNeedsYear

0*56250/40*25

$0

Construction

Length * UnitCost /
ConstrLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

8.5 * 803530.54 / 60 * 25 *
11

$3,130,421

Preservation

Length * Quantity *
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

8.5*2112*53.83/20*25

$1,207,945

Length * UnitCost /
ROWLifeCycle *
StatutoryNeedsYear

8.5*92415.52 / 60 * 25

$327,305




Culvert CulvertLength * Area * 54 * 56.00026614 * 16.61 / |$14,441
UnitCost / 100 * 25 *1.15
CulvertLifeCycle *
StatutoryNeedsYear *
DevelopmentCost
Total Segment Cost Signal Leg + Construction |$0 + $3,130,421 + $4,680,112

+ Preservation + ROW +
Culvert

$1,207,945 + $327,305 +
$14,441




SANEEDS - CSAH - Segment Report

Roadway Segment

Status : Original

Information

Countz Name : JACKSON Segment Nbr : 032-634-040
Original Current

JACKSON Municipality JACKSON

0.59 Segment Length 0.59

BIT CONC OR ASPH Existing Surface Type BIT CONC OR ASPH

2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

W LIMJACKSON TO SJCTTH 71
720

2012

1.2

864

RURAL

2-RURAL : 150 - 1499

2007

0

THTB-NOT ELIGIBLE FOR TB
FUNDS

2005 - FUTURE TYPICAL SECTION
WILL HAVE SOME CURB AND
GUTTER

2005 - SA CULVERT LENGTH
REVISION

2006 - GRADED (SAP 32-634-15)

2007 - BASE, SURFACE, &
SHOULDERING (SAP 32-634-14)

Culvert Information

Termini

Present AADT

Year of Count
Projection Factor
Projected Traffic
Design Type

Design Group

Latest Year SA funds
Number of Signal Legs
Special Message Code

Comments

Interchange Override
Segment Override

W LIM JACKSON TO SJCT TH 71
720

2012

1.2

864

RURAL

2 (RURAL : 150 - 1499)

2007

0

THTB-NOT ELIGIBLE FOR TB
FUNDS

2005 - FUTURE TYPICAL SECTION
WILL HAVE SOME CURB AND
GUTTER

2005 - SA CULVERT LENGTH
REVISION

2006 - GRADED (SAP 32-634-15)

2007 - BASE, SURFACE, &
SHOULDERING (SAP 32-634-14)

Status: Original

. ____________________________________________________________________________________________________________________________________________|
Original Current

32337 Structure Number 32337

22.711 Milepoint 22.711

2006 Year Built 2006

NELSON CREEK
STREAM CROSSING

Feature Crossed

Type of Service

NELSON CREEK
STREAM CROSSING

1 Number of Barrels 1

14 Culvert Width 14

9 Culvert Height 9

128 Culvert Length 128

126.00006062 Area of Waterway Opening 126.00006062

100% Shared Structure 100%
Comments

1 Culvert Group Code 1

Segment Cost
Information

Computation Factor

Computation Formula

Values Used For
Calculation

Computation Result

Signal Leg

TrafficSignalLegs *
UnitCost / SignalLifeCycle
* StatutoryNeedsYear

0*56250/40*25

$0

Construction

Length * UnitCost /
ConstrLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

0.59 * 803530.54 /60 * 25 *
11

$217,288

Preservation

Length * Quantity *
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

0.59 * 2112 *53.83 /20 * 25

$83,846




ROW

Length * UnitCost /
ROWLifeCycle *
StatutoryNeedsYear

0.59 * 92415.52 / 60 * 25

$22,719

Culvert

CulvertLength * Area *
UnitCost /
CulvertLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

128 * 126.00006062 * 16.61
/100 *25*1.15

$77,017

Total Segment Cost

Signal Leg + Construction
+ Preservation + ROW +
Culvert

$0 + $217,288 + $83,846 +
$22,719 + $77,017

$400,870




SANEEDS - CSAH - Segment Report

Roadway Segment

Status : Original

Information

Countz Name : JACKSON Segment Nbr : 032-634-049
Original Current

JACKSON Municipality JACKSON

0.5 Segment Length 0.5

BIT CONC OR ASPH Existing Surface Type BIT CONC OR ASPH

2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

NO JCT TH 71 0.50 MI E
1250

2012

1.2

1500

RURAL

3 - RURAL : 1500 - 6999
2017

0

THTB-NOT ELIGIBLE FOR TB
FUNDS

2017 SAP 032-030-021 Sealcoat
GRADED IN 2001
BASE & SURFACE IN 2002

Segment Cost
Information

Termini

Present AADT

Year of Count
Projection Factor
Projected Traffic
Design Type

Design Group

Latest Year SA funds
Number of Signal Legs
Special Message Code

Comments

Interchange Override
Segment Override

NO JCT TH 71 0.50 MI E
1250

2012

1.2

1500

RURAL

3 (RURAL : 1500 - 6999 )
2017

0

THTB-NOT ELIGIBLE FOR TB
FUNDS

2017 SAP 032-030-021 Sealcoat
GRADED IN 2001
BASE & SURFACE IN 2002

Computation Factor Computation Formula Values Used For Computation Result
Calculation

Signal Leg TrafficSignalLegs * 0*56250/40 * 25 $0
UnitCost / SignalLifeCycle
* StatutoryNeedsYear

Construction Length * UnitCost / 0.5*1009837.87 / 60 * 25 * | $231,421
ConstrLifeCycle * 1.1
StatutoryNeedsYear *
DevelopmentCost

Preservation Length * Quantity * 0.5*2376 *53.83/20*25 |$79,938
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

ROW Length * UnitCost / 0.5*86820.75/60 * 25 $18,088
ROWLifeCycle *
StatutoryNeedsYear

Total Segment Cost Signal Leg + Construction |$0 + $231,421 + $79,938 + |$329,447
+ Preservation + ROW $18,088




SANEEDS - CSAH - Segment Report

Roadway Segment Status : Original
Information

Countz Name : JACKSON Segment Nbr : 032-634-050
Original Current

JACKSON Municipality JACKSON

0.5 Segment Length 0.5

BIT CONC OR ASPH Existing Surface Type BIT CONC OR ASPH

2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED
O5MEOFTH71TOELIM Termini O5MEOFTH71TOELIM
JACKSON (CSAH 23) JACKSON (CSAH 23)

1250 Present AADT 1250

2012 Year of Count 2012

1.2 Projection Factor 1.2

1500 Projected Traffic 1500

RURAL Design Type RURAL

3 - RURAL : 1500 - 6999 Design Group 3 (RURAL : 1500 - 6999 )
2017 Latest Year SA funds 2017

0 Number of Signal Legs 0

THTB-NOT ELIGIBLE FOR TB Special Message Code THTB-NOT ELIGIBLE FOR TB
FUNDS FUNDS

2017 SAP 032-030-021 Sealcoat Comments 2017 SAP 032-030-021 Sealcoat
GRADED IN 2000 GRADED IN 2000

BASE & SURFACING 2002 BASE & SURFACING 2002

Interchange Override
Segment Override

Segment Cost

Information
- |
Computation Factor Computation Formula Values Used For Computation Result
Calculation
Signal Leg TrafficSignalLegs * 0*56250/40 * 25 $0
UnitCost / SignalLifeCycle
* StatutoryNeedsYear
Construction Length * UnitCost / 0.5*1009837.87 / 60 * 25 * | $231,421
ConstrLifeCycle * 1.1
StatutoryNeedsYear *
DevelopmentCost
Preservation Length * Quantity * 0.5*2376 *53.83/20*25 |$79,938
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear
ROW Length * UnitCost / 0.5*86820.75/60 * 25 $18,088
ROWLifeCycle *
StatutoryNeedsYear
Total Segment Cost Signal Leg + Construction |$0 + $231,421 + $79,938 + |$329,447
+ Preservation + ROW $18,088




SANEEDS - CSAH - Segment Report

Roadway Segment

Status : Original

Information
Countz Name : JACKSON Segment Nbr : 032-634-052
Original Current

Unassigned/Unknown
5.2

BIT CONC OR ASPH
2

NOT DIVIDED

E LIMS JACKSON TO W LIMS
ALPHA

1500

2012

1.2

1800

RURAL

3 - RURAL : 1500 - 6999
2017

0

THTB-NOT ELIGIBLE FOR TB
FUNDS

2017 SAP 032-030-021 Sealcoat
2004 - BRIDGE 88983 WAS
INCLUDED IN WRONG CONTROL
SECTION 634-010. BRIDGE WAS
REPLACED IN 2000 WITH BR
32J32. ERROR WAS FOUND AND
CORRECT IN 2004 NEEDS
UPDATE.

Culvert Information

Municipality

Segment Length

Existing Surface Type
Existing Surface Lanes
Existing Lane Description
Termini

Present AADT

Year of Count
Projection Factor
Projected Traffic
Design Type

Design Group

Latest Year SA funds
Number of Signal Legs
Special Message Code

Comments

Interchange Override
Segment Override

Unassigned/Unknown
5.2

BIT CONC OR ASPH
2

NOT DIVIDED

E LIMS JACKSON TO W LIMS
ALPHA

1500

2012

1.2

1800

RURAL

3 (RURAL : 1500 - 6999 )
2017

0

THTB-NOT ELIGIBLE FOR TB
FUNDS

2017 SAP 032-030-021 Sealcoat
2004 - BRIDGE 88983 WAS
INCLUDED IN WRONG CONTROL
SECTION 634-010. BRIDGE WAS
REPLACED IN 2000 WITH BR
32J32. ERROR WAS FOUND AND
CORRECT IN 2004 NEEDS
UPDATE.

Status: Original

Original Current

32332 Structure Number 32332

31.31 Milepoint 31.31

2004 Year Built 2004

STREAM Feature Crossed STREAM

STREAM CROSSING Type of Service STREAM CROSSING

2 Number of Barrels 2

4.833 Culvert Width 4.833

3 Culvert Height 3

80 Culvert Length 80

23.00030152 Area of Waterway Opening 23.00030152

100% Shared Structure 100%
Comments

1 Culvert Group Code 1

Segment Cost
Information

Computation Factor

Computation Formula

Values Used For
Calculation

Computation Result

Signal Leg

TrafficSignallLegs *
UnitCost / SignalLifeCycle
* StatutoryNeedsYear

0* 56250 /40 * 25

$0

Construction

Length * UnitCost /
ConstrLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

5.2 *1009837.87 / 60 * 25 *
1.1

$2,406,780

Preservation

Length * Quantity *
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

5.2*2376 *53.83/20* 25

$831,351

Length * UnitCost /
ROWLifeCycle *
StatutoryNeedsYear

5.2 *86820.75/60 * 25

$188,112




Culvert CulvertLength * Area * 80 * 23.00030152 * 16.61/ |$8,787
UnitCost / 100 * 25 *1.15
CulvertLifeCycle *
StatutoryNeedsYear *
DevelopmentCost
Total Segment Cost Signal Leg + Construction |$0 + $2,406,780 + $831,351|$3,435,030

+ Preservation + ROW +
Culvert

+ $188,112 + $8,787




SANEEDS - CSAH - Segment Report

Roadway Segment Status : Original
Information

Countz Name : JACKSON Segment Nbr : 032-634-060
Original Current

ALPHA Municipality ALPHA

0.13 Segment Length 0.13

BIT CONC OR ASPH Existing Surface Type BIT CONC OR ASPH

2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

W LIM ALPHA TO E LIM ALPHA Termini W LIM ALPHA TO E LIM ALPHA
960 Present AADT 960

2012 Year of Count 2012

1.2 Projection Factor 1.2

1152 Projected Traffic 1152

RURAL Design Type RURAL

2 - RURAL : 150 - 1499 Design Group 2 (RURAL : 150 - 1499)

2017 Latest Year SA funds 2017

0 Number of Signal Legs 0

THTB-NOT ELIGIBLE FOR TB Special Message Code THTB-NOT ELIGIBLE FOR TB
FUNDS FUNDS

2017 SAP 032-030-021 Sealcoat Comments 2017 SAP 032-030-021 Sealcoat
GRADED 2000 GRADED 2000

BASE & SURFACE 2001 BASE & SURFACE 2001

Interchange Override
Segment Override

Segment Cost

Information
- |
Computation Factor Computation Formula Values Used For Computation Result
Calculation
Signal Leg TrafficSignalLegs * 0*56250/40* 25 $0
UnitCost / SignalLifeCycle
* StatutoryNeedsYear
Construction Length * UnitCost / 0.13 * 803530.54 / 60 * 25 * |$47,877
ConstrLifeCycle * 1.1
StatutoryNeedsYear *
DevelopmentCost
Preservation Length * Quantity * 0.13*2112 *53.83 /20 * 25|$18,474
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear
ROW Length * UnitCost / 0.13 * 92415.52 /60 * 25 $5,006
ROWLifeCycle *
StatutoryNeedsYear
Total Segment Cost Signal Leg + Construction |$0 + $47,877 + $18,474 + |$71,357
+ Preservation + ROW $5,006




SANEEDS - CSAH - Segment Report

Roadway Segment Status : Original
Information

Countz Name : JACKSON Segment Nbr : 032-634-070
Original Current
Unassigned/Unknown Municipality Unassigned/Unknown

0.7 Segment Length 0.7

BIT CONC OR ASPH Existing Surface Type BIT CONC OR ASPH

2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

E LIM ALPHA TO E CO LINE Termini E LIM ALPHA TO E CO LINE
960 Present AADT 960

2012 Year of Count 2012

1.2 Projection Factor 1.2

1152 Projected Traffic 1152

RURAL Design Type RURAL

2 - RURAL : 150 - 1499 Design Group 2 (RURAL : 150 - 1499)

2017 Latest Year SA funds 2017

0 Number of Signal Legs 0

THTB-NOT ELIGIBLE FOR TB Special Message Code THTB-NOT ELIGIBLE FOR TB
FUNDS FUNDS

2017 SAP 032-030-021 Sealcoat Comments 2017 SAP 032-030-021 Sealcoat

Interchange Override
Segment Override

Segment Cost

Information

- |

Computation Factor Computation Formula Values Used For Computation Result
Calculation

Signal Leg TrafficSignalLegs * 0*56250/40 * 25 $0

UnitCost / SignalLifeCycle
* StatutoryNeedsYear

Construction Length * UnitCost / 0.7 * 803530.54 /60 * 25 * |$257,799
ConstrLifeCycle * 1.1

StatutoryNeedsYear *
DevelopmentCost

Preservation Length * Quantity * 0.7*2112*53.83/20*25 |$99,478
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

ROW Length * UnitCost / 0.7 *92415.52 / 60 * 25 $26,955
ROWLifeCycle *
StatutoryNeedsYear

Total Segment Cost Signal Leg + Construction |$0 + $257,799 + $99,478 + |$384,232
+ Preservation + ROW $26,955




SANEEDS - CSAH - Segment Report

Roadway Segment
Information

County Name :

JACKSON

Status : Revised

Segment Nbr : 032-636-003

Original Current

Unassigned/Unknown
1.6

BIT CONC OR ASPH

2

NOT DIVIDED
COTTONWOOD CSAH 36 TOTH 71
165

2012

1.2

198

RURAL

2 - RURAL : 150 - 1499

0
No Special Message
2005 - DESIGNATION

C.O. #88997

Segment Cost
Information

Municipality

Segment Length
Existing Surface Type
Existing Surface Lanes
Existing Lane Description
Termini

Present AADT

Year of Count
Projection Factor
Projected Traffic
Design Type

Design Group

Latest Year SA funds
Number of Signal Legs
Special Message Code
Comments

Interchange Override
Segment Override

Unassigned/Unknown
1.6

BIT CONC OR ASPH

2

NOT DIVIDED
COTTONWOOD CSAH 36 TO TH 71
165

2012

1.2

198

RURAL

2 (RURAL : 150 - 1499)
2018

0

No Special Message

2018 SAP 032-636-014 OL
2005 - DESIGNATION
C.O. #88997

Computation Factor

Computation Formula

Values Used For
Calculation

Computation Result

Signal Leg

TrafficSignalLegs *
UnitCost / SignalLifeCycle
* StatutoryNeedsYear

0* 56250 /40 * 25

$0

Construction

Length * UnitCost /
ConstrLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

1.6 * 803530.54 / 60 * 25 *
1.1

$589,256

Preservation

Length * Quantity *
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

1.6 *2112 *53.83/20* 25

$227,378

ROW

Length * UnitCost /
ROWLifeCycle *
StatutoryNeedsYear

1.6 * 92415.52 /60 * 25

$61,610

Total Segment Cost

Signal Leg + Construction
+ Preservation + ROW

$0 + $589,256 + $227,378
+ $61,610

$878,244




Roadway Segment
Information

Countz Name : JACKSON Segment Nbr : 032-636-004
Original Current

Unassigned/Unknown
0.1

BIT CONC OR ASPH

2

NOT DIVIDED

TH 71 TO 0.1 MILE EAST
230

2012

1.2

276

RURAL

2 - RURAL : 150 - 1499
2017

0

No Special Message

2017 SAP 032-030-021
Mircosurfacing

2005 - DESCRIPTION
CORRECTION

Segment Cost
Information

SANEEDS - CSAH - Segment Report

Municipality
Segment Length

Existing Surface Type

Existing Surface Lanes

Existing Lane Description

Termini
Present AADT
Year of Count

Projection Factor

Projected Traffic
Design Type
Design Group

Latest Year SA funds
Number of Signal Legs
Special Message Code
Comments

Interchange Override

Status : Original

Unassigned/Unknown
0.1

BIT CONC OR ASPH

2

NOT DIVIDED

TH 71 TO 0.1 MILE EAST
230

2012

1.2

276

RURAL

2 (RURAL : 150 - 1499)
2017

0

No Special Message

2017 SAP 032-030-021
Mircosurfacing

2005 - DESCRIPTION
CORRECTION

Segment Override

Computation Factor Computation Formula Values Used For Computation Result
Calculation

Signal Leg TrafficSignalLegs * 0*56250/40* 25 $0
UnitCost / SignalLifeCycle
* StatutoryNeedsYear

Construction Length * UnitCost / 0.1 *803530.54 /60 *25* |$36,828
ConstrLifeCycle * 1.1
StatutoryNeedsYear *
DevelopmentCost

Preservation Length * Quantity * 0.1*2112 *53.83/20*25 |$14,211
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

ROW Length * UnitCost / 0.1*92415.52 /60 * 25 $3,851
ROWLifeCycle *
StatutoryNeedsYear

Total Segment Cost Signal Leg + Construction |$0 + $36,828 + $14,211 + |$54,890
+ Preservation + ROW $3,851




SANEEDS - CSAH - Segment Report

Roadway Segment Status : Original
Information

Countz Name : JACKSON Segment Nbr : 032-636-005
Original Current
Unassigned/Unknown Municipality Unassigned/Unknown
0.9 Segment Length 0.9

MIXED BITUMINOUS Existing Surface Type MIXED BITUMINOUS

2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

0.1 MILES EAST TH 71 TO 1.00 Termini 0.1 MILES EAST TH 71 TO 1.00
MILES EAST MILES EAST

230 Present AADT 230

2012 Year of Count 2012

1.2 Projection Factor 1.2

276 Projected Traffic 276

RURAL Design Type RURAL

2 - RURAL : 150 - 1499 Design Group 2 (RURAL : 150 -1499)
2017 Latest Year SA funds 2017

0 Number of Signal Legs 0

No Special Message Special Message Code No Special Message
2017 SAP 032-030-021 Comments 2017 SAP 032-030-021
Mircosurfacing Mircosurfacing

Interchange Override
Segment Override

Segment Cost

Information

e ___________________________________________|

Computation Factor Computation Formula Values Used For Computation Result
Calculation

Signal Leg TrafficSignalLegs * 0*56250/40*25 $0

UnitCost / SignalLifeCycle
* StatutoryNeedsYear

Construction Length * UnitCost / 0.9 * 803530.54 /60 * 25 * 1$331,456
ConstrLifeCycle * 1.1

StatutoryNeedsYear *
DevelopmentCost

Preservation Length * Quantity * 0.9*2112 *53.83/20*25 |$127,900
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

ROW Length * UnitCost / 0.9*92415.52 /60 * 25 $34,656
ROWLifeCycle *
StatutoryNeedsYear

Total Segment Cost Signal Leg + Construction |$0 + $331,456 + $127,900 |$494,012
+ Preservation + ROW + $34,656




SANEEDS - CSAH - Segment Report

Roadway Segment Status : Original
Information

Countz Name : JACKSON Segment Nbr : 032-636-006
Original Current

Unassigned/Unknown Municipality Unassigned/Unknown
3 Segment Length 3

MIXED BITUMINOUS Existing Surface Type MIXED BITUMINOUS

2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

1.00 MIETH 71 TO CSAH 21 Termini 1.00 MIETH 71 TO CSAH 21
230 Present AADT 230

2012 Year of Count 2012

1.2 Projection Factor 1.2

276 Projected Traffic 276

RURAL Design Type RURAL

2 - RURAL : 150 - 1499 Design Group 2 (RURAL : 150 - 1499)
2017 Latest Year SA funds 2017

0 Number of Signal Legs 0

No Special Message Special Message Code No Special Message
2017 SAP 032-030-021 Comments 2017 SAP 032-030-021
Mircosurfacing Mircosurfacing

Interchange Override
Segment Override

Segment Cost

Information

- |

Computation Factor Computation Formula Values Used For Computation Result
Calculation

Signal Leg TrafficSignalLegs * 0*56250/40 * 25 $0

UnitCost / SignalLifeCycle
* StatutoryNeedsYear

Construction Length * UnitCost / 3*803530.54/60*25*1.1|$1,104,854
ConstrLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

Preservation Length * Quantity * 3*2112*53.83/20* 25 $426,334
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

ROW Length * UnitCost / 3*92415.52 /60 * 25 $115,519
ROWLifeCycle *
StatutoryNeedsYear

Total Segment Cost Signal Leg + Construction |$0 + $1,104,854 + $426,334|$1,646,707
+ Preservation + ROW + $115,519




SANEEDS - CSAH - Segment Report

Roadway Segment Status : Revised
Information
Countz Name : JACKSON Segment Nbr : 032-636-010
Original Current
Unassigned/Unknown Municipality Unassigned/Unknown
0.4 Segment Length 0.4
MIXED BITUMINOUS Existing Surface Type MIXED BITUMINOUS
2 Existing Surface Lanes 2
NOT DIVIDED Existing Lane Description NOT DIVIDED
0.5MIWTO 0.1 MIW OF CSAH 29 Termini 0.5 MIW TO 0.1 MI W OF CSAH 29
450 Present AADT 450
2012 Year of Count 2012
1.2 Projection Factor 1.2
540 Projected Traffic 540
RURAL Design Type RURAL
2 - RURAL : 150 - 1499 Design Group 2 (RURAL : 150 - 1499)
1987 Latest Year SA funds 2018
0 Number of Signal Legs 0
No Special Message Special Message Code No Special Message
Comments 2018 SAP 032-636-013 OL

Interchange Override
Segment Override

Segment Cost

Information

- |

Computation Factor Computation Formula Values Used For Computation Result
Calculation

Signal Leg TrafficSignalLegs * 0*56250/40* 25 $0

UnitCost / SignalLifeCycle
* StatutoryNeedsYear

Construction Length * UnitCost / 0.4 *803530.54 /60 * 25 * |$147,314
ConstrLifeCycle * 1.1

StatutoryNeedsYear *
DevelopmentCost

Preservation Length * Quantity * 0.4*2112 *53.83/20* 25 |$56,844
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

ROW Length * UnitCost / 0.4*92415.52 /60 * 25 $15,403
ROWLifeCycle *
StatutoryNeedsYear

Total Segment Cost Signal Leg + Construction |$0 + $147,314 + $56,844 + |$219,561
+ Preservation + ROW $15,403




SANEEDS - CSAH - Segment Report

Roadway Segment Status : Revised

Information

Countz Name : JACKSON Segment Nbr : 032-636-011

Original Current

Unassigned/Unknown Municipality Unassigned/Unknown

0.2 Segment Length 0.2

MIXED BITUMINOUS Existing Surface Type MIXED BITUMINOUS

2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

0.1 MIWTOO0.1 MIEOF CSAH 29 Termini 0.1 MIW TO 0.1 Ml E OF CSAH 29

ON N CO LINE ON N CO LINE

450 Present AADT 450

2012 Year of Count 2012

1.2 Projection Factor 1.2

540 Projected Traffic 540

RURAL Design Type RURAL

2 - RURAL : 150 - 1499 Design Group 2 (RURAL : 150 -1499)

2003 Latest Year SA funds 2018

0 Number of Signal Legs 0

No Special Message Special Message Code No Special Message
Comments 2018 SAP 032-636-013 OL

Interchange Override
Segment Override

Segment Cost

Information

- |

Computation Factor Computation Formula Values Used For Computation Result
Calculation

Signal Leg TrafficSignalLegs * 0*56250/40 * 25 $0

UnitCost / SignalLifeCycle
* StatutoryNeedsYear

Construction Length * UnitCost / 0.2 *803530.54/60 * 25 * |$73,657
ConstrLifeCycle * 1.1

StatutoryNeedsYear *
DevelopmentCost

Preservation Length * Quantity * 0.2*2112*53.83/20*25 |$28,422
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

ROW Length * UnitCost / 0.2*92415.52 /60 * 25 $7,701
ROWLifeCycle *
StatutoryNeedsYear

Total Segment Cost Signal Leg + Construction |$0 + $73,657 + $28,422 + |$109,780
+ Preservation + ROW $7,701




SANEEDS - CSAH - Segment Report

Roadway Segment Status : Revised
Information
Countz Name : JACKSON Segment Nbr : 032-636-020
Original Current
Unassigned/Unknown Municipality Unassigned/Unknown
2.9 Segment Length 2.9
MIXED BITUMINOUS Existing Surface Type MIXED BITUMINOUS
2 Existing Surface Lanes 2
NOT DIVIDED Existing Lane Description NOT DIVIDED
0.1 MIEOFCSAH29TO3.0MIE  Termini 0.1 MI EOF CSAH29 TO3.0MIE
450 Present AADT 450
2012 Year of Count 2012
1.2 Projection Factor 1.2
540 Projected Traffic 540
RURAL Design Type RURAL
2 - RURAL : 150 - 1499 Design Group 2 (RURAL : 150 - 1499)
1987 Latest Year SA funds 2018
0 Number of Signal Legs 0
No Special Message Special Message Code No Special Message
Comments 2018 SAP 032-636-013 OL

Interchange Override
Segment Override

Segment Cost

Information

- |

Computation Factor Computation Formula Values Used For Computation Result
Calculation

Signal Leg TrafficSignalLegs * 0*56250/40* 25 $0

UnitCost / SignalLifeCycle
* StatutoryNeedsYear

Construction Length * UnitCost / 2.9 *803530.54 /60 *25* |$1,068,026
ConstrLifeCycle * 1.1

StatutoryNeedsYear *
DevelopmentCost

Preservation Length * Quantity * 2.9*2112 *53.83/20*25 |$412,122
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

ROW Length * UnitCost / 2.9%92415.52 /60 * 25 $111,669
ROWLifeCycle *
StatutoryNeedsYear

Total Segment Cost Signal Leg + Construction |$0 + $1,068,026 + $412,122|$1,591,817
+ Preservation + ROW +$111,669




SANEEDS - CSAH - Segment Report

Roadway Segment
Information

Countz Name : JACKSON Segment Nbr : 032-636-030
Original Current

Unassigned/Unknown
0.1

MIXED BITUMINOUS
2

NOT DIVIDED
ALONG N CO LINE
450

2012

1.2

540

RURAL

2 - RURAL : 150 - 1499
1976

0

No Special Message

Segment Cost
Information

Computation Factor

Municipality

Segment Length
Existing Surface Type
Existing Surface Lanes
Existing Lane Description
Termini

Present AADT

Year of Count
Projection Factor
Projected Traffic
Design Type

Design Group

Latest Year SA funds
Number of Signal Legs
Special Message Code
Comments
Interchange Override
Segment Override

Status : Revised

Unassigned/Unknown
0.1

MIXED BITUMINOUS

2

NOT DIVIDED

ALONG N CO LINE

450

2012

1.2

540

RURAL

2 (RURAL : 150 - 1499)
2018

0

No Special Message
2018 SAP 032-636-013 OL

Computation Formula

Values Used For
Calculation

Computation Result

Signal Leg

TrafficSignalLegs *
UnitCost / SignalLifeCycle
* StatutoryNeedsYear

0*56250/40*25

$0

Construction

Length * UnitCost /
ConstrLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

0.1 * 803530.54 / 60 * 25 *
11

$36,828

Preservation

Length * Quantity *
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

0.1*2112*53.83/20*25

$14,211

ROW

Length * UnitCost /
ROWLifeCycle *
StatutoryNeedsYear

0.1 *92415.52 / 60 * 25

$3,851

Total Segment Cost

Signal Leg + Construction
+ Preservation + ROW

$0 + $36,828 + $14,211 +
$3,851

$54,890




SANEEDS - CSAH - Segment Report

Roadway Segment

Status : Original

Information

Countz Name : JACKSON Segment Nbr : 032-638-010
Original Current

JACKSON Municipality JACKSON

0.71 Segment Length 0.71

MIXED BITUMINOUS Existing Surface Type MIXED BITUMINOUS

2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

TH 71 TO 0.40 MI E OF CSAH 23
3100

2012

1.2

3720

RURAL

3 - RURAL : 1500 - 6999

1982

0

No Special Message

2004 - CHANGED SEGMENT TO
PROPOSED URBAN DESIGN
W/COMPLETE STORM SEWER
AND CURB/GUTTER.

Segment Cost

Termini

Present AADT

Year of Count
Projection Factor
Projected Traffic
Design Type

Design Group

Latest Year SA funds
Number of Signal Legs
Special Message Code
Comments

Interchange Override
Segment Override

TH 71 TO 0.40 MI E OF CSAH 23
3100

2012

1.2

3720

RURAL

3 (RURAL : 1500 - 6999 )

1982

0

No Special Message

2004 - CHANGED SEGMENT TO
PROPOSED URBAN DESIGN
W/COMPLETE STORM SEWER
AND CURB/GUTTER.

Information

Computation Factor

Computation Formula

Values Used For
Calculation

Computation Result

Signal Leg

TrafficSignalLegs *
UnitCost / SignalLifeCycle
* StatutoryNeedsYear

0*56250/40*25

$0

Construction

Length * UnitCost /
ConstrLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

0.71 * 1009837.87 / 60 * 25

1
11

$328,618

Preservation

Length * Quantity *
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

0.71*2376 *53.83/20 * 25

$113,511

ROW

Length * UnitCost /
ROWLifeCycle *
StatutoryNeedsYear

0.71*86820.75/ 60 * 25

$25,684

Total Segment Cost

Signal Leg + Construction
+ Preservation + ROW

$0 + $328,618 + $113,511
+ $25,684

$467,813




Roadway Segment
Information

Countz Name : JACKSON Segment Nbr : 032-638-020
Original Current

JACKSON Municipality JACKSON

0.4 Segment Length 0.4

MIXED BITUMINOUS Existing Surface Type MIXED BITUMINOUS

2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

0.40 MI E OF CSAH 23 TO CSAH 23 Termini 0.40 MI E OF CSAH 23 TO CSAH 23
3100 Present AADT 3100

2012 Year of Count 2012

1.2 Projection Factor 1.2

3720 Projected Traffic 3720

RURAL Design Type RURAL

3 - RURAL : 1500 - 6999 Design Group 3 (RURAL : 1500 - 6999 )

1982 Latest Year SA funds 1982

0 Number of Signal Legs 0

No Special Message

Segment Cost
Information

Computation Factor

SANEEDS - CSAH - Segment Report

Special Message Code
Comments
Interchange Override
Segment Override

Computation Formula

Status : Original

No Special Message

Values Used For
Calculation

Computation Result

Signal Leg

TrafficSignalLegs *
UnitCost / SignalLifeCycle
* StatutoryNeedsYear

0*56250/40*25

$0

Construction

Length * UnitCost /
ConstrLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

0.4 *1009837.87 / 60 * 25 * |$185,137
11

Preservation

Length * Quantity *
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

0.4 * 2376 *53.83/20 * 25 [$63,950

ROW

Length * UnitCost /
ROWLifeCycle *
StatutoryNeedsYear

0.4 * 86820.75 / 60 * 25

$14,470

Total Segment Cost

Signal Leg + Construction |$0 + $185,137 + $63,950 + |$263,557

+ Preservation + ROW $14,470




SANEEDS - CSAH - Segment Report

Roadway Segment
Information

Countz Name : JACKSON Segment Nbr : 032-639-010
Original Current

Unassigned/Unknown
3

BIT CONC OR ASPH
2

NOT DIVIDED
CSAH30TO TH 71
165

2012

1.2

198

RURAL

2 - RURAL : 150 - 1499
2017

0

No Special Message

2017 SAP 032-030-021
Mircosurfacing
C.O. #88997

DESIGNATION

2005 -

Segment Cost
Information

Computation Factor

Municipality

Segment Length
Existing Surface Type
Existing Surface Lanes
Existing Lane Description
Termini

Present AADT

Year of Count
Projection Factor
Projected Traffic
Design Type

Design Group

Latest Year SA funds
Number of Signal Legs
Special Message Code
Comments

Interchange Override
Segment Override

Status : Original

Unassigned/Unknown
3

BIT CONC OR ASPH
2

NOT DIVIDED
CSAH30TO TH 71
165

2012

1.2

198

RURAL

2 (RURAL : 150 - 1499)
2017

0

No Special Message

2017 SAP 032-030-021
Mircosurfacing
C.O. #88997

DESIGNATION

2005 -

Computation Formula

Values Used For
Calculation

Computation Result

Signal Leg

TrafficSignalLegs *
UnitCost / SignalLifeCycle
* StatutoryNeedsYear

0*56250/40*25

$0

Construction

Length * UnitCost /
ConstrLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

3*803530.54/60*25*1.1

$1,104,854

Preservation

Length * Quantity *
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

3*2112*53.83/20*25

$426,334

ROW

Length * UnitCost /
ROWLifeCycle *
StatutoryNeedsYear

3*92415.52 /60 * 25

$115,519

Total Segment Cost

Signal Leg + Construction
+ Preservation + ROW

$0 + $1,104,854 + $426,334
+ $115,519

$1,646,707




SANEEDS - CSAH - Segment Report

Roadway Segment Status : Original

Information

Countz Name : JACKSON Segment Nbr : 032-640-010

Original Current

JACKSON Municipality JACKSON

0.04 Segment Length 0.04

MIXED BITUMINOUS Existing Surface Type MIXED BITUMINOUS

2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

CM ST P RR TO JACKSON ON Termini CM ST P RR TO JACKSON ON

MOORE ST MOORE ST

870 Present AADT 870

2012 Year of Count 2012

1.2 Projection Factor 1.2

1044 Projected Traffic 1044

URBAN Design Type URBAN

5- URBAN : 0 - 9999 Design Group 5 (URBAN: 0-9999)

2000 Latest Year SA funds 2000

0 Number of Signal Legs 0

No Special Message Special Message Code No Special Message
Comments

Interchange Override
Segment Override

Segment Cost

Information

- |

Computation Factor Computation Formula Values Used For Computation Result
Calculation

Signal Leg TrafficSignalLegs * 0*56250/40 * 25 $0

UnitCost / SignalLifeCycle
* StatutoryNeedsYear

Construction Length * UnitCost / 0.04 * 3520997.35/ 60 * 25 |$67,486
ConstrLifeCycle * *1.15

StatutoryNeedsYear *
DevelopmentCost

Preservation Length * Quantity * 0.04 * 2904 * 53.83 / 15 * 25|$10,421
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

ROW Length * UnitCost / 0.04 * 22745.42 /1 60 * 25 $379
ROWLifeCycle *
StatutoryNeedsYear

Total Segment Cost Signal Leg + Construction |$0 + $67,486 + $10,421 + |$78,286
+ Preservation + ROW $379




SANEEDS - CSAH - Segment Report

Roadway Segment Status : Original

Information

Countz Name : JACKSON Segment Nbr : 032-640-020

Original Current

JACKSON Municipality JACKSON

0.1 Segment Length 0.1

MIXED BITUMINOUS Existing Surface Type MIXED BITUMINOUS

2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

MOORE ST - JACKSON TO 0.10 Ml Termini MOORE ST - JACKSON TO 0.10 MI

EAST EAST

870 Present AADT 870

2012 Year of Count 2012

1.2 Projection Factor 1.2

1044 Projected Traffic 1044

URBAN Design Type URBAN

5- URBAN : 0 - 9999 Design Group 5 (URBAN: 0-9999)

1973 Latest Year SA funds 1973

0 Number of Signal Legs 0

No Special Message Special Message Code No Special Message
Comments

Interchange Override
Segment Override

Segment Cost

Information

- |

Computation Factor Computation Formula Values Used For Computation Result
Calculation

Signal Leg TrafficSignalLegs * 0*56250/40 * 25 $0

UnitCost / SignalLifeCycle
* StatutoryNeedsYear

Construction Length * UnitCost / 0.1 *3520997.35/60 * 25 * | $168,714
ConstrLifeCycle * 1.15

StatutoryNeedsYear *
DevelopmentCost

Preservation Length * Quantity * 0.1*2904 *53.83/15* 25 |$26,054
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

ROW Length * UnitCost / 0.1*22745.42 /60 * 25 $948
ROWLifeCycle *
StatutoryNeedsYear

Total Segment Cost Signal Leg + Construction |$0 + $168,714 + $26,054 + |$195,716
+ Preservation + ROW $948




SANEEDS - CSAH - Segment Report

Roadway Segment Status : Original

Information

Countz Name : JACKSON Segment Nbr : 032-640-030

Original Current

JACKSON Municipality JACKSON

0.19 Segment Length 0.19

MIXED BITUMINOUS Existing Surface Type MIXED BITUMINOUS

2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

0.10 Ml E OF MOORE ST TO ELIM  Termini 0.10 MI E OF MOORE ST TO E LIM

JACKSON JACKSON

870 Present AADT 870

2012 Year of Count 2012

1.2 Projection Factor 1.2

1044 Projected Traffic 1044

URBAN Design Type URBAN

5- URBAN : 0 - 9999 Design Group 5 (URBAN: 0-9999)

1973 Latest Year SA funds 1973

0 Number of Signal Legs 0

No Special Message Special Message Code No Special Message
Comments

Interchange Override
Segment Override

Segment Cost

Information

- |

Computation Factor Computation Formula Values Used For Computation Result
Calculation

Signal Leg TrafficSignalLegs * 0*56250/40 * 25 $0

UnitCost / SignalLifeCycle
* StatutoryNeedsYear

Construction Length * UnitCost / 0.19 * 3520997.35/ 60 * 25 |$320,557
ConstrLifeCycle * *1.15

StatutoryNeedsYear *
DevelopmentCost

Preservation Length * Quantity * 0.19 * 2904 * 53.83 / 15 * 25|$49,502
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

ROW Length * UnitCost / 0.19 * 22745.42 /1 60 * 25 $1,801
ROWLifeCycle *
StatutoryNeedsYear

Total Segment Cost Signal Leg + Construction |$0 + $320,557 + $49,502 + |$371,860
+ Preservation + ROW $1,801




SANEEDS - CSAH - Segment Report

Roadway Segment Status : Original

Information

Countz Name : JACKSON Segment Nbr : 032-641-010

Original Current

JACKSON Municipality JACKSON

0.26 Segment Length 0.26

MIXED BITUMINOUS Existing Surface Type MIXED BITUMINOUS

2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

MOORE ST - ASHLEY TO Termini MOORE ST - ASHLEY TO

JACKSON ST JACKSON ST

340 Present AADT 340

2012 Year of Count 2012

1.2 Projection Factor 1.2

408 Projected Traffic 408

URBAN Design Type URBAN

5- URBAN : 0 - 9999 Design Group 5 (URBAN: 0-9999)

2000 Latest Year SA funds 2000

0 Number of Signal Legs 0

No Special Message Special Message Code No Special Message
Comments

Interchange Override
Segment Override

Segment Cost

Information

- |

Computation Factor Computation Formula Values Used For Computation Result
Calculation

Signal Leg TrafficSignalLegs * 0*56250/40 * 25 $0

UnitCost / SignalLifeCycle
* StatutoryNeedsYear

Construction Length * UnitCost / 0.26 * 3520997.35/ 60 * 25 |$438,658
ConstrLifeCycle * *1.15

StatutoryNeedsYear *
DevelopmentCost

Preservation Length * Quantity * 0.26 * 2904 * 53.83 / 15 * 25|$67,740
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

ROW Length * UnitCost / 0.26 * 22745.42 /1 60 * 25 $2,464
ROWLifeCycle *
StatutoryNeedsYear

Total Segment Cost Signal Leg + Construction |$0 + $438,658 + $67,740 + |$508,862
+ Preservation + ROW $2,464




SANEEDS - CSAH - Segment Report

Roadway Segment Status : Original
Information
Countz Name : JACKSON Segment Nbr : 032-642-010
Original Current
LAKEFIELD Municipality LAKEFIELD
0.05 Segment Length 0.05
MIXED BITUMINOUS Existing Surface Type MIXED BITUMINOUS
2 Existing Surface Lanes 2
NOT DIVIDED Existing Lane Description NOT DIVIDED
TH 86 TO PLUM ST - LAKEFIELD  Termini TH 86 TO PLUM ST - LAKEFIELD
700 Present AADT 700
2012 Year of Count 2012
1.2 Projection Factor 1.2
840 Projected Traffic 840
URBAN Design Type URBAN
5-URBAN : 0-9999 Design Group 5 (URBAN: 0-9999)
1997 Latest Year SA funds 1997
0 Number of Signal Legs 0
No Special Message Special Message Code No Special Message
Comments

Interchange Override
Segment Override

Segment Cost

Information

- |

Computation Factor Computation Formula Values Used For Computation Result
Calculation

Signal Leg TrafficSignalLegs * 0*56250/40* 25 $0

UnitCost / SignalLifeCycle
* StatutoryNeedsYear

Construction Length * UnitCost / 0.05 * 3520997.35/ 60 * 25 |$84,357
ConstrLifeCycle * *1.15

StatutoryNeedsYear *
DevelopmentCost

Preservation Length * Quantity * 0.05 * 2904 * 53.83 / 15 * 25|$13,027
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

ROW Length * UnitCost / 0.05 * 22745.42 / 60 * 25 $474
ROWLifeCycle *
StatutoryNeedsYear

Total Segment Cost Signal Leg + Construction |$0 + $84,357 + $13,027 + |$97,858
+ Preservation + ROW $474




SANEEDS - CSAH - Segment Report

Roadway Segment Status : Original

Information

Countz Name : JACKSON Segment Nbr : 032-642-020

Original Current

LAKEFIELD Municipality LAKEFIELD

0.07 Segment Length 0.07

MIXED BITUMINOUS Existing Surface Type MIXED BITUMINOUS

2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

PLUM ST TO MAIN ST Termini PLUM ST TO MAIN ST

700 Present AADT 700

2012 Year of Count 2012

1.2 Projection Factor 1.2

840 Projected Traffic 840

URBAN Design Type URBAN

5-URBAN : 0-9999 Design Group 5 (URBAN: 0-9999)

1997 Latest Year SA funds 1997

0 Number of Signal Legs 0

No Special Message Special Message Code No Special Message
Comments

Interchange Override
Segment Override

Segment Cost

Information

- |

Computation Factor Computation Formula Values Used For Computation Result
Calculation

Signal Leg TrafficSignalLegs * 0*56250/40* 25 $0

UnitCost / SignalLifeCycle
* StatutoryNeedsYear

Construction Length * UnitCost / 0.
ConstrLifeCycle * *1.

StatutoryNeedsYear *

DevelopmentCost

Preservation Length * Quantity * 0.07 * 2904 * 53.83 / 15 * 25|$18,238
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

ROW Length * UnitCost / 0.07 * 22745.42 /1 60 * 25 $663
ROWLifeCycle *
StatutoryNeedsYear

Total Segment Cost Signal Leg + Construction |$0 + $118,100 + $18,238 + |$137,001
+ Preservation + ROW $663

*3520997.35/ 60 * 25 |$118,100

7
15




SANEEDS - CSAH - Segment Report

Roadway Segment Status : Original

Information

Countz Name : JACKSON Segment Nbr : 032-642-030

Original Current

LAKEFIELD Municipality LAKEFIELD

0.07 Segment Length 0.07

MIXED BITUMINOUS Existing Surface Type MIXED BITUMINOUS

2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

MAIN ST TO BUSH ST Termini MAIN ST TO BUSH ST

530 Present AADT 530

2012 Year of Count 2012

1.2 Projection Factor 1.2

636 Projected Traffic 636

URBAN Design Type URBAN

5-URBAN : 0-9999 Design Group 5 (URBAN: 0-9999)

1997 Latest Year SA funds 1997

0 Number of Signal Legs 0

No Special Message Special Message Code No Special Message
Comments

Interchange Override
Segment Override

Segment Cost

Information

- |

Computation Factor Computation Formula Values Used For Computation Result
Calculation

Signal Leg TrafficSignalLegs * 0*56250/40* 25 $0

UnitCost / SignalLifeCycle
* StatutoryNeedsYear

Construction Length * UnitCost / 0.
ConstrLifeCycle * *1.

StatutoryNeedsYear *

DevelopmentCost

Preservation Length * Quantity * 0.07 * 2904 * 53.83 / 15 * 25|$18,238
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

ROW Length * UnitCost / 0.07 * 22745.42 /1 60 * 25 $663
ROWLifeCycle *
StatutoryNeedsYear

Total Segment Cost Signal Leg + Construction |$0 + $118,100 + $18,238 + |$137,001
+ Preservation + ROW $663

*3520997.35/ 60 * 25 |$118,100

7
15




SANEEDS - CSAH - Segment Report

Roadway Segment Status : Original

Information

Countz Name : JACKSON Segment Nbr : 032-642-040

Original Current

LAKEFIELD Municipality LAKEFIELD

0.15 Segment Length 0.15

MIXED BITUMINOUS Existing Surface Type MIXED BITUMINOUS

2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

BUSH ST TO MILWAUKEE AVE Termini BUSH ST TO MILWAUKEE AVE

315 Present AADT 315

2012 Year of Count 2012

1.2 Projection Factor 1.2

378 Projected Traffic 378

URBAN Design Type URBAN

5-URBAN : 0-9999 Design Group 5 (URBAN: 0-9999)

1997 Latest Year SA funds 1997

0 Number of Signal Legs 0

No Special Message Special Message Code No Special Message
Comments

Interchange Override
Segment Override

Segment Cost

Information

- |

Computation Factor Computation Formula Values Used For Computation Result
Calculation

Signal Leg TrafficSignalLegs * 0*56250/40* 25 $0

UnitCost / SignalLifeCycle
* StatutoryNeedsYear

Construction Length * UnitCost / 0.15 * 3520997.35 / 60 * 25 |$253,072
ConstrLifeCycle * *1.15

StatutoryNeedsYear *
DevelopmentCost

Preservation Length * Quantity * 0.15 * 2904 * 53.83 / 15 * 25|$39,081
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

ROW Length * UnitCost / 0.15*22745.42 / 60 * 25 $1,422
ROWLifeCycle *
StatutoryNeedsYear

Total Segment Cost Signal Leg + Construction |$0 + $253,072 + $39,081 + |$293,575
+ Preservation + ROW $1,422




SANEEDS - CSAH - Segment Report

Roadway Segment

Status : Original

Information

Countz Name : JACKSON Segment Nbr : 032-642-050
Original Current

LAKEFIELD Municipality LAKEFIELD

0.2 Segment Length 0.2

MIXED BITUMINOUS Existing Surface Type MIXED BITUMINOUS

2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

ON MILWAUKEE AVE TO CSAH 14
700

2012

1.2

840

URBAN

5-URBAN: 0 - 9999

1997

0

No Special Message

Termini

Present AADT

Year of Count
Projection Factor
Projected Traffic
Design Type

Design Group

Latest Year SA funds
Number of Signal Legs
Special Message Code
Comments
Interchange Override

ON MILWAUKEE AVE TO CSAH 14
700

2012

1.2

840

URBAN

5 (URBAN: 0-9999)

1997

0

No Special Message

Segment Cost
Information

Segment Override

Computation Factor

Computation Formula

Values Used For
Calculation

Computation Result

Signal Leg

TrafficSignalLegs *
UnitCost / SignalLifeCycle
* StatutoryNeedsYear

0*56250/40*25

$0

Construction

Length * UnitCost /
ConstrLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

0.2 * 3520997.35 /60 * 25 *
1.15

$337,429

Preservation

Length * Quantity *
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

0.2*2904 *53.83/15* 25

$52,107

ROW

Length * UnitCost /
ROWLifeCycle *
StatutoryNeedsYear

0.2 *22745.42 / 60 * 25

$1,895

Total Segment Cost

Signal Leg + Construction
+ Preservation + ROW

$0 + $337,429 + $52,107 +
$1,895

$391,431




SANEEDS - CSAH - Segment Report

Roadway Segment

Status : Original

Information

Countz Name : JACKSON Segment Nbr : 032-643-040
Original Current

HERON LAKE Municipality HERON LAKE

0.24 Segment Length 0.24

BIT CONC OR ASPH Existing Surface Type BIT CONC OR ASPH

2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

FROM CSAH 9 TO 0.24 MILES
EAST

255

2012

1.2

306

RURAL

2 - RURAL : 150 - 1499
2009

0

THTB-RECONSTRUCTED WITH TB
FUNDS

2005 - DESIGNATION
2009 - RECONSTRUCTION
SAP 32-643-03

2010 - ADDED TO NEEDS

Segment Cost
Information

Termini

Present AADT

Year of Count
Projection Factor
Projected Traffic
Design Type

Design Group

Latest Year SA funds
Number of Signal Legs
Special Message Code

Comments

Interchange Override
Segment Override

FROM CSAH 9 TO 0.24 MILES
EAST

255

2012

1.2

306

RURAL

2 (RURAL : 150 - 1499)
2009

0

THTB-RECONSTRUCTED WITH TB
FUNDS

2005 - DESIGNATION
2009 - RECONSTRUCTION
SAP 32-643-03

2010 - ADDED TO NEEDS

Computation Factor

Computation Formula

Values Used For
Calculation

Computation Result

Signal Leg

TrafficSignalLegs *
UnitCost / SignalLifeCycle
* StatutoryNeedsYear

0* 56250 /40 * 25

$0

Construction

Length * UnitCost /
ConstrLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

0.24 * 803530.54 / 60 * 25 *
1.1

$88,388

Preservation

Length * Quantity *
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

0.24 * 2112 *53.83/20 * 25

$34,107

ROW

Length * UnitCost /
ROWLifeCycle *
StatutoryNeedsYear

0.24 * 92415.52/ 60 * 25

$9,242

Total Segment Cost

Signal Leg + Construction
+ Preservation + ROW

$0 + $88,388 + $34,107 +
$9,242

$131,737




SANEEDS - CSAH - Segment Report

Roadway Segment Status : Original

Information

Countz Name : JACKSON Segment Nbr : 032-643-050
Original Current

HERON LAKE Municipality HERON LAKE

0.11 Segment Length 0.11

BIT CONC OR ASPH Existing Surface Type BIT CONC OR ASPH

2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

FROM 0.24 MILES EAST OF CSAH Termini FROM 0.24 MILES EAST OF CSAH
9TO TH 60 9TO TH 60

255 Present AADT 255

2012 Year of Count 2012

1.2 Projection Factor 1.2

306 Projected Traffic 306

RURAL Design Type RURAL

2 - RURAL : 150 - 1499

0

THTB-NOT ELIGIBLE FOR TB
FUNDS

2005 - DESIGNATION
2010 - FINALLY IN NEEDS

Design Group

Latest Year SA funds
Number of Signal Legs
Special Message Code

Comments

Interchange Override

2 (RURAL : 150 - 1499)

0

THTB-NOT ELIGIBLE FOR TB
FUNDS

2005 - DESIGNATION
2010 - FINALLY IN NEEDS

Segment Cost
Information

Computation Factor

Segment Override

Computation Formula

Values Used For
Calculation

Computation Result

Signal Leg

TrafficSignalLegs *
UnitCost / SignalLifeCycle
* StatutoryNeedsYear

0*56250/40*25

$0

Construction

Length * UnitCost /
ConstrLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

0.11 * 803530.54 / 60 * 25 *
11

$40,511

Preservation

Length * Quantity *
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

0.11*2112 *53.83/20 * 25

$15,632

ROW

Length * UnitCost /
ROWLifeCycle *
StatutoryNeedsYear

0.11 * 92415.52 / 60 * 25

$4,236

Total Segment Cost

Signal Leg + Construction
+ Preservation + ROW

$0 + $40,511 + $15,632 +
$4,236

$60,379




SANEEDS - CSAH - Segment Report

Roadway Segment
Information

Status : Original

Countz Name : JACKSON Segment Nbr : 032-644-010
Original Current

OKABENA Municipality OKABENA

0.28 Segment Length 0.28

MIXED BITUMINOUS Existing Surface Type MIXED BITUMINOUS

2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

FROM FRONT ST TO MINNESOTA
AVE TO MARKET ST TO FRONT ST

320

2012

1.2

384

URBAN

5-URBAN : 0 -9999
1985

0

No Special Message

2011 - COMBINED ALL SEGMENTS
(10,20,30,40, &50) INTO ONE
SEGMENT (10)

Segment Cost
Information

Termini

Present AADT

Year of Count
Projection Factor
Projected Traffic
Design Type

Design Group

Latest Year SA funds
Number of Signal Legs
Special Message Code
Comments

Interchange Override
Segment Override

FROM FRONT ST TO MINNESOTA
AVE TO MARKET ST TO FRONT ST

320

2012

1.2

384

URBAN

5 (URBAN: 0-9999)
1985

0

No Special Message

2011 - COMBINED ALL SEGMENTS
(10,20,30,40, &50) INTO ONE
SEGMENT (10)

Computation Factor

Computation Formula

Values Used For
Calculation

Computation Result

Signal Leg

TrafficSignalLegs *
UnitCost / SignalLifeCycle
* StatutoryNeedsYear

0*56250/40*25

$0

Construction

Length * UnitCost /
ConstrLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

0.28 * 3520997.35/ 60 * 25
*1.15

$472,400

Preservation

Length * Quantity *
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

0.28 * 2904 * 53.83 /15 * 25

$72,950

ROW

Length * UnitCost /
ROWLifeCycle *
StatutoryNeedsYear

0.28 * 22745.42/ 60 * 25

$2,654

Total Segment Cost

Signal Leg + Construction
+ Preservation + ROW

$0 + $472,400 + $72,950 +
$2,654

$548,004




SANEEDS - CSAH - Segment Report

Roadway Segment Status : Original

Information

Countz Name : JACKSON Segment Nbr : 032-645-005
Original Current

ALPHA Municipality ALPHA

0.22 Segment Length 0.22

BIT CONC OR ASPH Existing Surface Type BIT CONC OR ASPH

2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

CSAH 29 TO RAILROAD AVE Termini CSAH 29 TO RAILROAD AVE
325 Present AADT 325

2012 Year of Count 2012

1.2 Projection Factor 1.2

390 Projected Traffic 390

RURAL Design Type RURAL

2 - RURAL : 150 - 1499 Design Group 2 (RURAL : 150 - 1499)

2007 Latest Year SA funds 2007

0 Number of Signal Legs 0

No Special Message
2005 - DESIGNATION

2007 - COMPLETE

Special Message Code
Comments

RECONSTRUCTION (SAP 32-645-

001)

2007 - LOCAL FUNDS - $193,863.94

RailRoadCrossing

Interchange Override
Segment Override

No Special Message

2005 - DESIGNATION

2007 - COMPLETE
RECONSTRUCTION (SAP 32-645-

001)
2007 - LOCAL FUNDS - $193,863.94

Status: Original

Ir‘forrnation—
Original Current

IOWA CHICAGO AND EASTERN RailRoad Name IOWA CHICAGO AND EASTERN
380915C USDOT Number 380915C

0.2 Located at Milepoint 0.2

1 Mainline Tracks 1

SIGNS ONLY Protection Type SIGNS ONLY

0 Last Year Protection Upgraded 0

40 Crossing Length 40

0 Last Year Surfaced 0

100% Percentage of Cost 100%

IC&E IS NOW PART OF DM&E

RAILROAD

Segment Cost
Information

Computation Factor

Comments

IC&E IS NOW PART OF DM&E
RAILROAD

Computation Formula

Values Used For
Calculation

Computation Result

Signal Leg

TrafficSignalLegs *
UnitCost / SignalLifeCycle
* StatutoryNeedsYear

0*56250/40* 25

$0

Construction

Length * UnitCost /
ConstrLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

0.22 * 803530.54 /60 * 25 *
11

$81,023

Preservation

Length * Quantity *
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

0.22* 2112 *53.83 /20 * 25

$31,264

ROW

Length * UnitCost /
ROWLifeCycle *
StatutoryNeedsYear

0.22 *92415.52 / 60 * 25

$8,471

RR Crossing Protection

UnitCost /
RRCrossingLifeCycle *
StatutoryNeedsYear

1500/ 25 * 25

$1,500




RR Crossing Surface

SurfaceLength * UnitCost
/ RRCrossingLifeCycle *
StatutoryNeedsYear

40*1350/25* 25

$54,000

Total Segment Cost

Signal Leg + Construction
+ Preservation + ROW +
RR Crossing Protection +
RR Crossing Surface

$0 + $81,023 + $31,264 +
$8,471 + $1,500 + $54,000

$176,258




SANEEDS - CSAH - Segment Report

Roadway Segment Status : Original
Information

Countz Name : JACKSON Segment Nbr : 032-645-010
Original Current

ALPHA Municipality ALPHA

0.13 Segment Length 0.13

BIT CONC OR ASPH Existing Surface Type BIT CONC OR ASPH

2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

RAILROAD AVE TO PADDOCK Termini RAILROAD AVE TO PADDOCK
ALPHA ALPHA

360 Present AADT 360

2012 Year of Count 2012

1.2 Projection Factor 1.2

432 Projected Traffic 432

URBAN Design Type URBAN

5- URBAN : 0 - 9999 Design Group 5 (URBAN: 0-9999)

2007 Latest Year SA funds 2007

0 Number of Signal Legs 0

No Special Message Special Message Code No Special Message

2007 - COMPLETE Comments 2007 - COMPLETE
(F)QOEl():ONSTRUCTION (SAP 32-645- S(E)EIC)ZONSTRUCTION (SAP 32-645-

Interchange Override
Segment Override

Segment Cost

Information

- |

Computation Factor Computation Formula Values Used For Computation Result
Calculation

Signal Leg TrafficSignalLegs * 0*56250/40* 25 $0

UnitCost / SignalLifeCycle
* StatutoryNeedsYear

Construction Length * UnitCost / 0.13 * 3520997.35/ 60 * 25 1$219,329
ConstrLifeCycle * *1.15

StatutoryNeedsYear *
DevelopmentCost

Preservation Length * Quantity * 0.13 * 2904 * 53.83 / 15 * 25|$33,870
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

ROW Length * UnitCost / 0.13*22745.42 / 60 * 25 $1,232
ROWLifeCycle *
StatutoryNeedsYear

Total Segment Cost Signal Leg + Construction |$0 + $219,329 + $33,870 + |$254,431
+ Preservation + ROW $1,232




SANEEDS - CSAH - Segment Report

Roadway Segment Status : Original
Information

Countz Name : JACKSON Segment Nbr : 032-645-020
Original Current

ALPHA Municipality ALPHA

0.13 Segment Length 0.13

BIT CONC OR ASPH Existing Surface Type BIT CONC OR ASPH

2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

PADDOCK TO WILLIAMSON ST Termini PADDOCK TO WILLIAMSON ST
ALPHA ALPHA

360 Present AADT 360

2012 Year of Count 2012

1.2 Projection Factor 1.2

432 Projected Traffic 432

URBAN Design Type URBAN

5- URBAN : 0 - 9999 Design Group 5 (URBAN: 0-9999)

2007 Latest Year SA funds 2007

0 Number of Signal Legs 0

No Special Message Special Message Code No Special Message

2007 - COMPLETE Comments 2007 - COMPLETE
(F)QOEl():ONSTRUCTION (SAP 32-645- S(E)EIC)ZONSTRUCTION (SAP 32-645-

Interchange Override
Segment Override

Segment Cost

Information

- |

Computation Factor Computation Formula Values Used For Computation Result
Calculation

Signal Leg TrafficSignalLegs * 0*56250/40* 25 $0

UnitCost / SignalLifeCycle
* StatutoryNeedsYear

Construction Length * UnitCost / 0.13 * 3520997.35/ 60 * 25 1$219,329
ConstrLifeCycle * *1.15

StatutoryNeedsYear *
DevelopmentCost

Preservation Length * Quantity * 0.13 * 2904 * 53.83 / 15 * 25|$33,870
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

ROW Length * UnitCost / 0.13*22745.42 / 60 * 25 $1,232
ROWLifeCycle *
StatutoryNeedsYear

Total Segment Cost Signal Leg + Construction |$0 + $219,329 + $33,870 + |$254,431
+ Preservation + ROW $1,232




SANEEDS - CSAH - Segment Report

Roadway Segment Status : Original
Information

Countz Name : JACKSON Segment Nbr : 032-645-030
Original Current

ALPHA Municipality ALPHA

0.06 Segment Length 0.06

BIT CONC OR ASPH Existing Surface Type BIT CONC OR ASPH

2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

WILLIAMSON TO NORTH LIMS Termini WILLIAMSON TO NORTH LIMS
ALPHA ALPHA

360 Present AADT 360

2012 Year of Count 2012

1.2 Projection Factor 1.2

432 Projected Traffic 432

RURAL Design Type RURAL

2 - RURAL : 150 - 1499 Design Group 2 (RURAL : 150 -1499)

2007 Latest Year SA funds 2007

0 Number of Signal Legs 0

No Special Message Special Message Code No Special Message

2007 - COMPLETE Comments 2007 - COMPLETE
(F)QOEl():ONSTRUCTION (SAP 32-645- S(E)EIC)ZONSTRUCTION (SAP 32-645-

Interchange Override
Segment Override

Segment Cost

Information

- |

Computation Factor Computation Formula Values Used For Computation Result
Calculation

Signal Leg TrafficSignalLegs * 0*56250/40* 25 $0

UnitCost / SignalLifeCycle
* StatutoryNeedsYear

Construction Length * UnitCost / 0.06 * 803530.54 / 60 * 25 * |$22,097
ConstrLifeCycle * 1.1

StatutoryNeedsYear *
DevelopmentCost

Preservation Length * Quantity * 0.06 * 2112 * 53.83 / 20 * 25|$8,527
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

ROW Length * UnitCost / 0.06 * 92415.52/ 60 * 25 $2,310
ROWLifeCycle *
StatutoryNeedsYear

Total Segment Cost Signal Leg + Construction |$0 + $22,097 + $8,527 + $32,934
+ Preservation + ROW $2,310




SANEEDS - CSAH - Segment Report

Roadway Segment Status : Original
Information

Countz Name : JACKSON Segment Nbr : 032-645-040
Original Current
Unassigned/Unknown Municipality Unassigned/Unknown

0.2 Segment Length 0.2

BIT CONC OR ASPH Existing Surface Type BIT CONC OR ASPH

2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

N LIM ALPHA TO CSAH 34 Termini N LIM ALPHA TO CSAH 34
360 Present AADT 360

2012 Year of Count 2012

1.2 Projection Factor 1.2

432 Projected Traffic 432

RURAL Design Type RURAL

2 - RURAL : 150 - 1499 Design Group 2 (RURAL : 150 - 1499)
2007 Latest Year SA funds 2007

0 Number of Signal Legs 0

No Special Message Special Message Code No Special Message

2007 - COMPLETE Comments 2007 - COMPLETE
(F)Z(I)El()ZONSTRUCTION (SAP 32-645- (I?OE:LC):ONSTRUCTION (SAP 32-645-

Interchange Override
Segment Override

Segment Cost

Information

e ___________________________________________|

Computation Factor Computation Formula Values Used For Computation Result
Calculation

Signal Leg TrafficSignalLegs * 0*56250/40*25 $0

UnitCost / SignalLifeCycle
* StatutoryNeedsYear

Construction Length * UnitCost / 0.2 * 803530.54 /60 * 25 * |$73,657
ConstrLifeCycle * 1.1

StatutoryNeedsYear *
DevelopmentCost

Preservation Length * Quantity * 0.2*2112 *53.83/20 * 25 |$28,422
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

ROW Length * UnitCost / 0.2*92415.52 /60 * 25 $7,701
ROWLifeCycle *
StatutoryNeedsYear

Total Segment Cost Signal Leg + Construction |$0 + $73,657 + $28,422 + |$109,780
+ Preservation + ROW $7,701




SANEEDS - CSAH - Segment Report

Roadway Segment Status : Original
Information

Countz Name : JACKSON Segment Nbr : 032-647-010
Original Current

Unassigned/Unknown Municipality Unassigned/Unknown

0.4 Segment Length 0.4

MIXED BITUMINOUS Existing Surface Type MIXED BITUMINOUS

2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

N BREWSTER CITY LIMTOTH 60 Termini N BREWSTER CITY LIM TO TH 60
0 Present AADT 0

2012 Year of Count 2012

1.2 Projection Factor 1.2

440 Projected Traffic 440

RURAL Design Type RURAL

2 - RURAL : 150 - 1499 Design Group 2 (RURAL : 150 - 1499)

1900 Latest Year SA funds 1900

0 Number of Signal Legs 0

No Special Message Special Message Code No Special Message

CO# 94515 ESTABLISHED IN 2014 Comments CO# 94515 ESTABLISHED IN 2014

Interchange Override
Segment Override

Segment Cost

Information

- |

Computation Factor Computation Formula Values Used For Computation Result
Calculation

Signal Leg TrafficSignalLegs * 0*56250/40* 25 $0

UnitCost / SignalLifeCycle
* StatutoryNeedsYear

Construction Length * UnitCost / 0.4 *803530.54 /60 * 25 * |$147,314
ConstrLifeCycle * 1.1

StatutoryNeedsYear *
DevelopmentCost

Preservation Length * Quantity * 0.4*2112 *53.83/20* 25 |$56,844
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

ROW Length * UnitCost / 0.4*92415.52 /60 * 25 $15,403
ROWLifeCycle *
StatutoryNeedsYear

Total Segment Cost Signal Leg + Construction |$0 + $147,314 + $56,844 + |$219,561
+ Preservation + ROW $15,403




SANEEDS - CSAH - Segment Report

Roadway Segment

Information

Countz Name : JACKSON Segment Nbr : 032-649-010
Original Current

HERON LAKE Municipality HERON LAKE

0.44 Segment Length 0.44

BIT CONC OR ASPH Existing Surface Type BIT CONC OR ASPH
2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

CSAH 9 TO CSAH 24 Termini CSAH 9 TO CSAH 24
460 Present AADT 460

2012 Year of Count 2012

1.2 Projection Factor 1.2

552 Projected Traffic 552

RURAL Design Type RURAL

2-RURAL : 150 - 1499

0
No Special Message

2005 - DESIGNATION
COMMISIONER ORDER 88997
2008 - CONSTRUCTION WITH
LOCAL FUNDS
$157,226.33 LOCAL FUNDS
$6,521.09 ENGINEERING

Segment Cost
Information

Design Group

Latest Year SA funds
Number of Signal Legs
Special Message Code
Comments

Interchange Override
Segment Override

Status : Original

2 (RURAL : 150 - 1499)

0
No Special Message

2005 - DESIGNATION
COMMISIONER ORDER 88997
2008 - CONSTRUCTION WITH
LOCAL FUNDS
$157,226.33 LOCAL FUNDS
$6,521.09 ENGINEERING

Computation Factor

Computation Formula

Values Used For
Calculation

Computation Result

Signal Leg

TrafficSignalLegs *
UnitCost / SignalLifeCycle
* StatutoryNeedsYear

0* 56250 /40 * 25

$0

Construction

Length * UnitCost /
ConstrLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

0.44 * 803530.54 / 60 * 25 *
1.1

$162,045

Preservation

Length * Quantity *
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

0.44 * 2112 *53.83/20 * 25

$62,529

ROW

Length * UnitCost /
ROWLifeCycle *
StatutoryNeedsYear

0.44 * 92415.52/ 60 * 25

$16,943

Total Segment Cost

Signal Leg + Construction
+ Preservation + ROW

$0 + $162,045 + $62,529 +

$16,943

$241,517




SANEEDS - CSAH - Segment Report

Roadway Segment

Information

Countz Name : JACKSON Segment Nbr : 032-651-010
Original Current

JACKSON Municipality JACKSON

0.75 Segment Length 0.75

MIXED BITUMINOUS Existing Surface Type MIXED BITUMINOUS
2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

CSAH 14 TO CSAH 23 Termini CSAH 14 TO CSAH 23
1250 Present AADT 1250

2012 Year of Count 2012

1.2 Projection Factor 1.2

1500 Projected Traffic 1500

RURAL Design Type RURAL

3 - RURAL : 1500 - 6999
1997

0

No Special Message

Segment Cost
Information

Computation Factor

Design Group

Latest Year SA funds
Number of Signal Legs
Special Message Code

Status : Original

3 (RURAL : 1500 - 6999 )
1997

0

No Special Message

Comments

Interchange Override
Segment Override

Computation Formula

Values Used For
Calculation

Computation Result

Signal Leg

TrafficSignalLegs *
UnitCost / SignalLifeCycle
* StatutoryNeedsYear

0*56250/40*25

$0

Construction

Length * UnitCost /
ConstrLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

0.75 * 1009837.87 / 60 * 25
*1.1

$347,132

Preservation

Length * Quantity *
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

0.75* 2376 *53.83 /20 * 25

$119,906

ROW

Length * UnitCost /
ROWLifeCycle *
StatutoryNeedsYear

0.75* 86820.75/ 60 * 25

$27,131

Total Segment Cost

Signal Leg + Construction
+ Preservation + ROW

$0 + $347,132 + $119,906

+$27,131

$494,169




SANEEDS - CSAH - Segment Report

Roadway Segment

Information

Countz Name : JACKSON Segment Nbr : 032-653-010
Original Current
Unassigned/Unknown Municipality Unassigned/Unknown

0.5 Segment Length 0.5

BIT CONC OR ASPH Existing Surface Type BIT CONC OR ASPH

2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

CSAH 34 TO 0.5 MILES NORTH Termini CSAH 34 TO 0.5 MILES NORTH
140 Present AADT 140

2012 Year of Count 2012

1.2 Projection Factor 1.2

168 Projected Traffic 168

RURAL Design Type RURAL

2-RURAL : 150 - 1499

0
No Special Message

2008 - CONSTRUCTED WITH
LOCAL FUNDS
$713,029.70

CONSTRUCTION

$39,206.24 ENGINEERING
2006 - CHANGED FROM CSAH 50
TO CSAH 53 (MORE LOGICAL
MATCH TO 530TH AVE)
2005 - DESIGNATION AS CSAH 50
COMMISSIONERS ORDER 88997

Segment Cost

Design Group

Latest Year SA funds
Number of Signal Legs
Special Message Code
Comments

Interchange Override
Segment Override

Status : Original

2 (RURAL : 150 - 1499)

0
No Special Message

2008 - CONSTRUCTED WITH
LOCAL FUNDS
$713,029.70

CONSTRUCTION

$39,206.24 ENGINEERING
2006 - CHANGED FROM CSAH 50
TO CSAH 53 (MORE LOGICAL
MATCH TO 530TH AVE)
2005 - DESIGNATION AS CSAH 50
COMMISSIONERS ORDER 88997

Information
|

Computation Factor Computation Formula Values Used For Computation Result
Calculation

Signal Leg TrafficSignalLegs * 0*56250/40* 25 $0
UnitCost / SignalLifeCycle
* StatutoryNeedsYear

Construction Length * UnitCost / 0.5 *803530.54 /60 * 25 * 1$184,142
ConstrLifeCycle * 1.1
StatutoryNeedsYear *
DevelopmentCost

Preservation Length * Quantity * 0.5*2112*53.83/20*25 |$71,056
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

ROW Length * UnitCost / 0.5*92415.52 /60 * 25 $19,253
ROWLifeCycle *
StatutoryNeedsYear

Total Segment Cost Signal Leg + Construction |$0 + $184,142 + $71,056 + |$274,451
+ Preservation + ROW $19,253




SANEEDS - CSAH - Segment Report

Roadway Segment

Status : Original

Information

Countz Name : JACKSON Segment Nbr : 032-653-020
Original Current

JACKSON Municipality JACKSON

0.4 Segment Length 0.4

BIT CONC OR ASPH Existing Surface Type BIT CONC OR ASPH

2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

0.50 M N OF CSAH 34 TO CSAH 14
140

2012

1.2

168

RURAL

2-RURAL : 150 - 1499

0
No Special Message

2008 - CONSTRUCTED WITH
LOCAL FUNDS
$713,029.70

CONSTRUCTION

$39,206.24 ENGINEERING
2006 - CHANGED FROM CSAH 50
TO CSAH 53 (MORE LOGICAL
MATCH TO 530TH AVE)
2005 - DESIGNATION
COMMISSIONER ORDER 88997

Segment Cost
Information

Termini

Present AADT

Year of Count
Projection Factor
Projected Traffic
Design Type

Design Group

Latest Year SA funds
Number of Signal Legs
Special Message Code
Comments

Interchange Override
Segment Override

0.50 M N OF CSAH 34 TO CSAH 14
140

2012

1.2

168

RURAL

2 (RURAL : 150 - 1499)

0
No Special Message

2008 - CONSTRUCTED WITH
LOCAL FUNDS
$713,029.70

CONSTRUCTION

$39,206.24 ENGINEERING
2006 - CHANGED FROM CSAH 50
TO CSAH 53 (MORE LOGICAL
MATCH TO 530TH AVE)
2005 - DESIGNATION
COMMISSIONER ORDER 88997

Computation Factor

Computation Formula

Values Used For
Calculation

Computation Result

Signal Leg

TrafficSignalLegs *
UnitCost / SignalLifeCycle
* StatutoryNeedsYear

0*56250/40*25

$0

Construction

Length * UnitCost /
ConstrLifeCycle *
StatutoryNeedsYear *
DevelopmentCost

0.4 * 803530.54 / 60 * 25 *
11

$147,314

Preservation

Length * Quantity *
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

0.4*2112*53.83/20*25

$56,844

ROW

Length * UnitCost /
ROWLifeCycle *
StatutoryNeedsYear

0.4 *92415.52 / 60 * 25

$15,403

Total Segment Cost

Signal Leg + Construction
+ Preservation + ROW

$0 + $147,314 + $56,844 +
$15,403

$219,561




SANEEDS - CSAH - Segment Report

Roadway Segment Status : Original
Information

Countz Name : JACKSON Segment Nbr : 032-654-010
Original Current

LAKEFIELD Municipality LAKEFIELD

0.35 Segment Length 0.35

BIT CONC OR ASPH Existing Surface Type BIT CONC OR ASPH

2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

CSAH 14 TO 4TH ST Termini CSAH 14 TO 4TH ST

860 Present AADT 860

2012 Year of Count 2012

1.2 Projection Factor 1.2

1032 Projected Traffic 1032

URBAN Design Type URBAN

5-URBAN : 0-9999 Design Group 5 (URBAN: 0-9999)

0 Latest Year SA funds 0

0 Number of Signal Legs 0

No Special Message Special Message Code No Special Message

2005 - DESIGNATION Comments 2005 - DESIGNATION

2012 SAP 032-650-002 RECONST 2012 SAP 032-650-002 RECONST
ON CSAH 52 TO BE FIXED FOR ON CSAH 52 TO BE FIXED FOR
CONST 2014 CONST 2014

Interchange Override
Segment Override

Segment Cost

Information
|
Computation Factor Computation Formula Values Used For Computation Result
Calculation
Signal Leg TrafficSignalLegs * 0*56250/40 * 25 $0
UnitCost / SignalLifeCycle
* StatutoryNeedsYear
Construction Length * UnitCost / 0.35 * 3520997.35/ 60 * 25 |$590,501
ConstrLifeCycle * *1.15
StatutoryNeedsYear *
DevelopmentCost
Preservation Length * Quantity * 0.35 * 2904 * 53.83 / 15 * 25|$91,188
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear
ROW Length * UnitCost / 0.35*22745.42 /60 * 25 $3,317
ROWLifeCycle *
StatutoryNeedsYear
Total Segment Cost Signal Leg + Construction |$0 + $590,501 + $91,188 + |$685,006
+ Preservation + ROW $3,317




SANEEDS - CSAH - Segment Report

Roadway Segment Status : Original

Information

Countz Name : JACKSON Segment Nbr : 032-654-020

Original Current

LAKEFIELD Municipality LAKEFIELD

0.15 Segment Length 0.15

BIT CONC OR ASPH Existing Surface Type BIT CONC OR ASPH

2 Existing Surface Lanes 2

NOT DIVIDED Existing Lane Description NOT DIVIDED

MAIN ST TO TH 86 Termini MAIN ST TO TH 86

540 Present AADT 540

2012 Year of Count 2012

1.2 Projection Factor 1.2

648 Projected Traffic 648

URBAN Design Type URBAN

5-URBAN : 0-9999 Design Group 5 (URBAN: 0-9999)
Latest Year SA funds

0 Number of Signal Legs 0

No Special Message Special Message Code No Special Message

2005 - DESIGNATION Comments 2005 - DESIGNATION

Interchange Override
Segment Override

Segment Cost

Information

- |

Computation Factor Computation Formula Values Used For Computation Result
Calculation

Signal Leg TrafficSignalLegs * 0*56250/40* 25 $0

UnitCost / SignalLifeCycle
* StatutoryNeedsYear

Construction Length * UnitCost / 0.15 * 3520997.35 / 60 * 25 |$253,072
ConstrLifeCycle * *1.15

StatutoryNeedsYear *
DevelopmentCost

Preservation Length * Quantity * 0.15 * 2904 * 53.83 / 15 * 25|$39,081
UnitCost /
PreservationLifeCycle *
StatutoryNeedsYear

ROW Length * UnitCost / 0.15*22745.42 / 60 * 25 $1,422
ROWLifeCycle *
StatutoryNeedsYear

Total Segment Cost Signal Leg + Construction |$0 + $253,072 + $39,081 + |$293,575
+ Preservation + ROW $1,422
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