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#5: Interchange Exit Direction Lane Drop ‐ freeway 

Text size come from Exhibit 3‐4 

Initial spacing from 2020 recommended spacing chart (16 in Text use 10” spacing) 

Yellow EXIT ONLY panel is 36” tall (STANDARD HEIGHT) 

Initial spacing 
2” border 
10” space 

36” overlay 

10” space 

16” text 

10” space 

11
0”

 

16” text 

10” space 
36

” 

36
” 

Top Panel components and recommended spacing total 110” 

Panel is acceptable as is, smaller panel preferred for OH windloading. 

Bottom Panel follows EXIT ONLY template spacing for panel height of 36” 

Program rounds up to next 6“ increment (114”) 

Top and bottom spacing fall in acceptable range of 75% of Text Height 

2” border 

Adjusted vertical spacing 
Top Panel remove 2” of vertical spacing (.5” per each vertical space) 
Botttom Panel follows EXIT ONLY template spacing for panel height of 36” 

9.5” space (10 ‐ 0.5 

16” text 

EXIT ONLY 

Top Panel components and adjusted spacing total 108” 

Bottom Panel components and adjusted spacing total 36” 

2” + 9.5” + 36” + 9.5” + 16” + 9.5” + 16” + 9.5” = 108” 

(use template dimensions) 

10
8”

36
” 

and puts the extra space at top & bottom of panel 
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Remove 2” of vertical spacing from top panel down to next 6 in increment (108”) 

36” overlay 

9.5” space (10 ‐ 0.5 

9.5” space (10 ‐ 0.5 

16” text 
9.5” space (10 ‐ 0.5 

36” (TEMPLATE) 

14
4”

 

Horizontal spacing should approx match vertical spacing. Adjust as needed. 


