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• Internal WZ Traffic Control
• Haul truck circulation
• Improve efficiency by reducing conflicts

• Variable Speed Limits
• Utah is using trailer mounted system
• Focuses reduction on a short section, near crew
• Communicate that it adds only a minute to a trip

• WZ signing on narrow left shoulders
• Use CMS and other warning signs when eliminating
• Change shape to a rectangle
• Do not cut off edges of a diamond sign
• Use Shadow vehicle with TMA to install/remove



• Quality of WZ devices
• ATSSA has a new document available
• MI changes WR mix of beads and mils
• Connected vehicles and WZ devices is the future
• Device monitoring in Miami solved $600K theft of 

batteries taken for lead recycling
• ADA, Pedestrians, and Bicycle Guidance

• Virginia has 36pg manual
• Similar to our pedestrian guidance but includes 

Bicycle path layouts



• Flagger safety and assistance devices
• Nighttime lighting may “wash out” retro on vests
• AFAD’s have compliance similar to a human
• PA develops in road sign to “Obey the Flagger”
• Much interest in Intrusion alarms

• Zipper Merge
• Much interest in what we are doing
• NC-DOT will have a test system next season



• Efforts include identifying location of WZ’s
• Challenges in tabulating number of WZ’s
• Analytics and predictability of travel info
• Targeting states with high crash rates
• Large Trucks in WZ safety effort
• Rulemaking for positive protection guidelines

• States had feedback and questions on duration
• Has to be workable and flexible
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