GENERIC RURAL COUNTY HIGHWAY DEPARTMENT

Effective Date: XX

Traffic Signing and Maintenance Procedure

Overview

The County Highway Engineer is authorized and responsible for the placement of traffic control devices to aid in safe movement of the traveling public. The traffic control devices shall be placed in accordance with the Minnesota Manual on Uniform Traffic Control Devices for Streets and Highways (MMUTCD) and hereby supplemented by the Pavement Marking and Traffic Signing Procedure.

The County Highway Department is responsible for the maintenance and placement of the Rural E-911 signing for the county.

The County Highway Department will complete a daytime inspection, twice a year, for traffic signs along the county roads, and complete E-911 daytime inspection once a year. In the process of “Maintaining Traffic Sign Retroreflectivity” the County will use the Expected Sign Life method and replace the traffic sign as follows:

	Material Grade 
	From Installation

	Engineering
	8 Years

	
	

	HI or HIP
	10 Years (South Facing)

11 Years (East/West Facing)

12 Years (North Facing)

	
	

	VIP or DG3
	13 Years (South Facing)

14 years (East/West Facing)

15 Years (North Facing)

	
	

	E-911 Signing (HIP)
	12 Years

	E-911 Signing (DG3)
	15 Years


Signs requested to be placed within the right of way, along the county roadway, must meet the

requirement of the MMUTCD and have County Highway Engineer approval. (See Signing Request

Policy)
